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Preface to the Third Edition 


The third edition of the book 'Rudiments of Computer Science’ has been thoroughly revised 
and updated based on the bifurcated syllabus of Computer Science and the new question 
pattern introduced by the WBCHSE in recent years. 


Some of the chapters on programming have been restructured and rewritten for a better 
understanding of the subject. To cater to the needs of the students, more worked out programs 
have been included in a separate section at the end of each chapter on programming. More than 
500 multiple choice questions have been included in total and their answers given at the end 
of the book. Numerous short answer type and long answer type questions are also included at 
the end of each chapter. For the chapters on programming, more programming problems have 
been included at the end of each chapter to reinforce the learning experience. 


| am grateful to various people who have helped me in taking out this book. First and foremost 
I am thankful to Sri Dipankar Dhar of Academic Publishers for giving me the time required 
to incorporate the updates before the publication of this book. I am thankful to my family for 


their support and also to South Point High School for granting me the permission to write and 
publish the book. 


Thanking everyone associated with the publication of this book and hoping that the book will 
help both teachers in teaching the subject and students in understanding the same. 


September 2, 2015 


Joyrup Bhattacharya 


() 


Preface 


The book ‘Rudiments of Computer Science’ has been written based on the new divided syllabus 
of Computer Science for the plus two level of the Higher Secondary course as introduced in 2007, | 
have been teaching the subject for almost a decade. After the revised curriculum for Computer Science 
(classes XI and XII combined) was introduced in 2001, there were no good books available that could 
fully cater to the needs of the students. Accordingly, they had to refer to several books to cover 
the complete syllabus. However, since most of the books followed were for the college level, students 
found them difficult to study. To help them overcome this problem I had prepared various study 
materials which had then helped the students immensely in understanding the subject. 

Two years back, Sri Dipankar Dhar of Academic Publishers approached me to write a book on Computer 
Science. I thought of compiling and rewriting those class notes in the form of a book. The book has 
been written keeping in mind the difficulty faced by students in understanding certain topics and 
programming concepts. These topics have been covered accordingly with plenty of explanatory diagrams 
and examples. Moreover, the book has been printed in bi-colour (thanks to the publisher) to highlight 
the important sections and make the diagrams vivid and easy to understand, More than a hundred 
worked out C programs have also been included. A special section has also been included at the end of 
each chapter on C to illustrate various common programming mistakes. Hope these will help the 
students in getting a better understanding of the concepts. 


To help locate different topics easily the book includes a full fledged general index, C- program index 
(both program-number wise and topic wise), C keyword and library function list, DOS and UNIX 
command list, acronym list, ASCII character list, list of various ‘differences’ covered in the book and 
other enhancements and value additions. 


Iam grateful to those who have helped me in writing this book. First and foremost I am thankful to Sri 
Dipankar Dhar for his immense patience as he had waited for more than two years to finally publish 
this book. I had never found him impatient or angry for submitting the chapters between long intervals! 
I am thankful to my colleague Sri S. K. Shee for giving me valuable suggestions for some chapters. I 
am also thankful to my students Anshuman Pal, Aritra Bose, Shrey Shubham, Asmit De, Mouktik 
Sarkar, and Arkaa Dev Roy who have sincerely carried out the proof-reading of the book. If the reader 
encounters any mistake or typographic error in the book, I request the reader to kindly inform the same 
at the publisher’s email address so that the mistake can be rectified in the next edition. Other suggestions 
to improve the quality of the book will also be entertained. I am also grateful to Arjun Pakrashi for 
helping me in collecting various material for the book and to Mainak Basu for preparing the index for 
the book. I am also thankful to my wife for her undaunted support and finally I thank South Point 
School for granting me permission to write and publish this book, 


Thanking everyone associated with the publication of this book and hoping that the book will cater to 
both teachers teaching the subject and students in understanding the same. 


Doljatra 
28 February, 2010 
Joyrup Bhattacharya 
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Detailed Syllabus of Computer Science 


CLASS XI 
(Theory-70 Marks, Practical-30 Marks) 


A. BRIEF REVIEW OF COMPUTER SYSTEMS : (30 MARKS) 


(i) Evolution of Computers and Computer Organization : ra aoe Twp of UA Facts 
Q Evolution of Computers 
e Abacus, Napier’s Bone, Pascaline, The Babbage Machine 
e Stored Program Concept, Von Neumann Concept/Architecture @ Tf Random Facts : 
Q) Computer Hardware Generations 


e First, Second, Third, Fourth and Fifth Generation of Computers; 
e Components, Advantages, Disadvantages 


QO Concept of Circuit Integration é De muons L Short Notes 
e SSI, MSI, LSI, VLSI, ULSI 
QO Classification of Computers 


e Analogue, Digital, Hybrid Computers 
e Mainframe and Super Computer 
e Mini, Micro, Laptop Computer 


QO Computers in Modern Society 
Q Concept of Data and Information, Data Processing 
QO Brief description of each functional block of a computer 
e Block Diagram of a Computer System 
e = Input Devices (Keyboard, Mouse, Scanner, Touch Screen, OMR, OCR, MICR, Graphic Tablet, Barcode 
Reader, Light Pen, Microphone, Joystick) 
e Output Devices 
* — Monitor - CRT, LCD 
* Able — Impact Printers (Dot Matrix Printer), Non-Impact Printers (Inkjet Printer, Laser Printer) 
* otter 
; e Central Processing Unit : CU, ALU 


e Storage Devices 
* Primary Memory : RAM (DRAM, SRAM), ROM (PROM, EPROM, EEPROM, UVPROM) 
* Secondary Memory : Magnetic Media (HDD, FDD), Optical Media (CD, DVD, Blue-Ray Disk) 
* Cache Memory 
* Flash Memory 
e Communication Bus 
* System Bus — Address Bus, Data Bus, Control Bus, Power Bus 


(ii) Data Representation : 
O Number Systems 
¢ Concept of Non-Positional Number System 
* Roman Number System 
e Concept of Positional Number System 
* Decimal, Binary, Octal and Hexadecimal Number System 
e Conversion 
+ Inter-conversion between Decimal, Binary, Octal and Hexadecimal Numbers (Whole numbers and 
Fractions, using Double Add and Half Add Methods) 
e = Arithmetic 
+ Addition, Subtraction - Decimal, Binary, Octal and Hexadecimal Numbers 
* Multiplication, Division - Binary Number System only 
e Different methods of Negative Number Representation 
* Signed Magnitude 
* One’s Complement 
* Two's Complement 
* Subtraction using Complements (1's, 2's, 7’s, 8's, 9's, 10's, 15’s, 16’s complement) 


Q Various Binary Coding Schemes 
« BCD 
EBCDIC 
ASCII 
ISCII 
Gray Code 
Excess-3 Code 
Q Concept of Fixed and Floating Point Numbers 
¢ Difference between fixed and floating point numbers 
* Concept of normalised numbers 
* Floating point arithmetic (addition, subtraction, multiplication, division) 


eeeee 


(vii) 
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QO Bit map representation of images 
Boolean Algebra 


¢ Definition and postulates. 
* Boolean operations - OR, AND, NOT 
* Proof using identities and truth tables _ 
* De’ Morgan’s Theorems and Basic Principle of Duality 
* Deriving truth table from Boolean expression and vice versa 
» Sum of Product (SOP) Expressions (using min-terms) 
+ Product of Sum (POS) Expressions (using max-term) 
¢ Canonical form of Boolean expressions and their complements 
* — Simplifications (Algebraic method, K-map method up to 4 variables) 
e Use of Don’t Care terms 
¢ Logic Gates - OR, AND, NOT, XOR, X-NOR Gates 
* Universal Gates - NAND and NOR Gate 
e Basic gates using Universal Gates 
e Two Level Circuits 
e Combinational Circuits : 


* — Half Adder & Full Adder (definition and representation) 

Full Adder using Half Adders only 

Half Subtractor & Full Subtractor (definition and representation) 

4 bit Adder and Subtractor Circuit 

Multiplexer (4 x 1) and De-multiplexer (1 x 4) 

Decoder (Maximum 3 bits), and Encoder (Decimal to Binary, Octal to Binary) 


* *£ ee * 


B. SOFTWARE AND LANGUAGES : (20 MARKS) 


Definition of Software 
Programming Languages : Concepts of High Level, Low Level and Assembly language 


Types of Software 


Q System Software 


Translator — compiler, interpreter, assembler 

Operating systems : 

* — Definition and Function 

* — Types of OS — Single User, Multi-user, Multiprogramming, Multiprocessing, Time Sharing 

* — Booting (cold and warm), Spooling Buffering, Concept of Virtual Memory 

* Directory and file Structure, Path and Pathname 

* Concept of GUI, CUI with examples 

* Using MS DOS (commands and their use - DIR, MD, RD, CD, COPY, CON, MOVE, REN, DEL, TYPE, 
MORE, ATTRIB, EDIT, DATE, TIME, CLS). Concept of Batch File 

* Using MS Windows OS 

* UNIX OS (Commands and their use — chmod, cd, pr, cp, cat, rn, mdir, Is, vi, mkdir, more, mv, mail, who), 
Use of Wild Card, File Permission, Concept of Piping, UNIX shell 

+ Application Software (definition and example) 

* Utility Software (definition and example) 


C. PROGRAMMING : (20 MARKS) 


eeecnos3escs3s3oee3ee8e8e@ 


Concept of Algorithm and Flowchart 

Introduction to C 

Character Sets, Keywords, Constants, Variables, Operators in C 
Data types in C 

Header files 

Input / Output operations 

Control structures 

Loop structures 

Functions (user-defined and common library functions) including recursive function 
Array (one and two dimension numeric array) 

Basic concept of Pointer and String 

Structures 

Problem solving 


D. PRACTICAL : (30 MARKS) 
MS-Windows / UNIX / LINUX / Operating System Commands — (5 Marks) 
Programming in C (Algorithm / Flow Chart, Coding, Execution) — (15 Marks) 


Q 
Q 


One program using branching and loop (5 marks) 
One program using Function, Array, String, Structure (10 marks) 


Laboratory Copy (must have minimum 20 programs from topics in class 11) - (5 Marks) 


e 
e 
e 
° 
° 


6 programs on control structures 

4 programs on array manipulations 

4 programs on string manipulation ; 
2 programs on structure manipulation 

4 programs on functions 


Viva Voce — (5 Marks) 
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4. A Brief History of ere 


» Brief History of Development 1-1 
» The Babbage Machine 1-1 
Ree esc concet: aa ‘Some, 
+ Difference between Calculator and Computer 1-3 fee Acogparles ae 
s Computer Generations 1-3 
» SSI, MSI, LSI, VLSI, ULSI 1-6 ; . 
» Classifications: supercomputers, mainframe, mini, micro 1-6 OF wna » IA 1842-1043, Lovelon 9 transacted an article atiout Chortet 
» Analogue, Digital and Hybrid Computers 1-9 1 Sanlolas wetisa Deny Soaked, tat ae 
» Computers in Modern Society ; 1-11 
2. Data Processing and Computer Organisation 
« Data and Information 2-1 
» Computer System 2-3 
» Input Devices 2-5 
» Output Devices 2-10 
» Memory Unit 2-14 
» The Processing Unit 2-17 eee and kaypunich I 
. torage Devices 2-19 ean reper pond 
= Bs rankatio Bus 2-25 Saletan ectnng 
3. Data Representation 
« What is a Number System 3-1 


» Comversion of Integer Values from one systemto another 3-2 
» Conversion of Fractional Values from one system to another 3-10 


= Arithmetic Operations in various Number Systems 3-16 
» Representation of Signed Numbers using Comple res 3-24 
» Various Binary Coding Schemes 3-32 
» Bit map representation of images 3-34 
« Concept of Fed and Floating Point Numbers 3-35 
4. Boolean Algebra and Logic Gates 
= Basic Boolean Operations 4-1 
» OR, AND, NOT Operations and Truth Tables 4-2 
« Switching Circuit Equivalents 43 


s Boolean Algebra Rules and Proof by Perfect Induction 4-3 
s De’ Morgan's Theorems & Basic Duality of Boolean Rules 4-8 


» SOP, POS, Min Term & Max Term Expressions 4-11 

»  Canonital form of Bookan Expressions and their Complerrerts 4-15 ¥.. in 196F, Godda Mudeen ocnas 

» Techniques for Simplification: Using Karnaugh Map 419 8° ome fa | oe cpleliel agreed 

» Logic Gates: AND, OR, NOT, XOR, NAND, NOR, XNOR 4-26 cS ors ga encumaied the first cctuct Bagg 

+ NAND and NOR Gates as Universal Logic Gates 4-27 (oe ieee —— ae feoeectte xt taken * 

s Worked out problems on Logic Gates 4-31 ‘Bat p a 2 Relay Calculator : 
5. Corhbinational Circuits b "bug" 4 eer 

@ General Description of Combinational Circuits 5-1 & veal : 

ee es sl ee eho a sioaue 

=  Subtractor Circuits 5-3 Automatic Calculator: oc EDSAC; 

* Multiple-bit Adder and Subtractor Circuits 5-5 BM orogram create 

* Multiplexer Circuit 5-7 eee 

*  De-multiplexer Circuit CaM ppp coletcnna's abe er 

* Decoder Circuit 5-9 Beata bot Aaa rm 


EDSAC. 1949 
= Encoder Circuits 5-10 ; 


Contents-2 


6. Operating System 


Software and its Types 

Operating System 

The Disk Operating System (DOS) 
Windows Operating System 

UNIX Operating System 

The Linux Operating System 


7. Algorithm and Flowchart 


General Concepts ' 

Different Phases of Programming 
Algorithm 

Flowchart 

Pseudo Code 


8. Programming in C: General Concepts 


Introduction 

Structure and Components of aC Program 
Types of Data 

Constants and Variables 

Declaring Constants 

Declaring Variables 

Writing, Compiling, and Running a program in C 


3. Input / Output and Simple Calculationsin C 


Introduction 

Formatted text output: the printf ) function 

Formatted text input: the scanf() function 

More on the use of Format Specfiers and Escape Sequences 
Unformatted text output: the putchar() and puts() functions 
Unformatted text input: the getchar() and gets() functions 
Some Basic Operators and Simple Calculations 

Operators and Data Types 

Some worked out examples 


40. Decision Making and Branching in C 


Introduction 

The Relational Operators 

The if-else statement 

The Logical Operators (AND, OR, NOT) 
The Conditional Operator (? : ) 

The switch-case-default structure 
Sore worked out examples 


41. Using Loops inC 


Introduction 

Concept of a Loop 

The while Loop 

The break statement 

The continue statement 
The do-while Loop 

The for Loop 

Sorre worked out examples 


42. Functions in C 


Introduction 
The Working of a Function 
Defining a Function 
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12-10 We lvel ibe OF Campirtar Pi apwira Linhares 
» Storage Classes 12-12 eT TI eo peer 
« Some worked out examples 12-22 , 
43. Arrays inC 
« Introduction to Arrays 13-1 
» Howto declare an Array 13-1 - bes 
» Howto enter and read data from an Array 13-3 
« Multi Dimension Arrays and Matri 13-5 
n Array atrices bax | 4 Sais | Pome | Java \ Python 
» Arrays and Pointers 13-9 
» Some worked out examples 13215 eee a 
44. Strings inC 
» What are Strings? 14-1 Rules to follow while you work on your Cornputer 
» Entering and displaying Strings 14-2 
« Matrix and Strings 14-4 Maintain good Position Monttor Place Keyboard and 
» Some Library Functions available to handle Strings 14-5 gees Mose so that you can see Ser ag ae duane 
4 arms shouts the whole screen by ther, on the same 
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45. Structures and Unions in C 
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e Appendix-ll: Acronyms A4 
e Appendix-lil: ASCII Table A5 
e Appendix-lV: DOS Commands AG 
e Appendix-V: UNIX Commands A7 _ Minimum Glare 
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4.4 Brief History of Development 


he word computer has being derived from the word ‘Computing’ which mainly involves counting. Stone 

Age people used pebbles or made scratch marks on the cave walls to count the number of cattle they 
had. Whenever a newborn was there, they added another pebble and when someone died they removed one. 
In this way they kept record of their daily store. Consequently they used their fingers for counting. 


All these techniques were slow and difficult to maintain when the total number of entities increased. 
Subsequently newer techniques and gadgets were developed to assist in their daily work. 


The Abacus probably is the oldest counting machine and was developed around 500 
B.C. It consists of a wooden frame with rods and columns of bead on them for counting. 
A crossbar usually separates the beads into two sections. By moving the beads one can 
make additions and subtractions. It is still used in China and Japan. 


The first device to help in multiplication and division was developed by John Napier. 
Napier designed a system of ivory rods in early 17" century on which were etched 
several numbers based on the table of logarithms. The rods are better known as 
Napier’s Bones. To multiply two numbers one has to simply add two numbers and get 


Next came Pascal’s Adding Machine which was also called the Pascaline. It was 
developed in 1642 by the French mathematician and philosopher Blaise Pascal (1623- 
1662), the 18 year old son of a tax collector. It was a mechanical calculator made of 
gears and wheels and could do additions and subtractions in base 10. This was the first 
calculator that could automatically do calculations once the numbers were fed to it. 


Later on in 1694, the French mathematician Leibnitz (1646-1716) designed an improved mechanical | 
calculator by studying Pascal's original notes and drawings. The machine could do multiplication and division 


as well, along with addition and subtraction. 


1.2 The Babbage Machine _ Co ee 
Charles Babbage (1791-1871), a professor in Cambridge University, is regarded as the 
father of modern digital computers. In 1822 he developed the Difference Engine 
that was later used to produce astronomical tables for an observatory in Albany, New 
York. The machine mainly calculated polynomials (i.e. expressions of the form a,x" + 
AnrX™! + apoX2...00t Agx’) based on the method of differences. 


Later in 1842 he came up with the idea of the Analytic Engine, which became his 
lifetime project. The machine was designed so that the user could feed in a sequence of ss a 
instructions, and the data on which to work. The machine could then store and execute emer 
the. sequence of instructions. The hardware technologies required to build it were much ahead of his time and | 
the final machine could not be constructed successfully. But his design featured certain modern 
concepts like storage capacity, a typewriter for an input device, punched cards for storing programs and a mill 
that could do additions in 1's. The basic concepts developed by Babbage are the basis for digital 
computers even today. 
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4.3 Stored'Program Concep' 


To create complex designs automatically on woven cloth, a French weave 
invented a system of punched cards in early 1880's. The machine operated r named Jose 


based on 3 Nita, Jacquarg 


ication i.e. hole: o holes. | : 
communication i.e. holes and no hole The punched cards controlled the movement of the thre SYStem of 


e of holes in the card. Thus an effective means of communication with a ads by th 
a 


presence or absenc 7 
d the Jacquard’s loom worked as per the patterns stored in the cards Chines Was 


developed by him an 


_ Meantime in the US, the 1880 Census took 
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the 
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results. The Census Bureau organised a con ; 

the next Census. A mathematician named ‘adem Cale Al enthis 

His Tabulating Machine (picture shown on the left) was ee 

of punched cards and his machine could automatically yy the principle 

punched onto cards. The data was coded by a combinati TOF et 

holes on the card. A device called a tabulator was used pet 08g one 
e 


Tabulating 
Machine 


500 B.C. Abacus 
ae Napier When the cards were passed through the tabulator, electrical contacts t data, 
i Bones the holes were used to read the data. Using Hollerith’s machine the through 
Census took only 3 years to complete. His Tabulating Machine Cétliemes US 
| Y Was 


chee): Peas a predecessor to the International Business Machines Corporation (IBM). 


| 1694 Leibniz 
| Calculator || The idea of programming was thus slowly getting developed. Later when computers became more comple, 
d in number and complexity. The control of oe 


(1822. Difference || the number of operations to run the computers also increase 
transfer of data from the storage devices to the logic unit, processing of data — all these 


: ead and output devices, 

1890 abulating || require a series of instructions to be carried out in a particular sequence. All su ratio , 

Machine oats of instructions called programs. . ' — by 

| 1944. = Mark-1 | ; a : 

1946 ENIAC A program Is thus a set of instructions indicating to the computer the exact sequence of steps that 

1949 EDSAC must be followed to process a given set of data. 

1950 EDVAC In stored-program computers, memory locations with proper addresses store both data, and instructions that 
step instructions to process the data, which is prepared 


| 1951 UNIVAC-1 || operate on the data. The program consists of step-by- 
, The data could be the input for processing or could represent 


: beforehand, by a human programmer. 

| intermediate results. The instructions, which are loaded into the processor for execution, contain data 

| addresses that can themselves be modified by programs if required. No human interaction with the computer 
is needed during the execution — the controller does all the necessary sequencing and directing of data. 

on, it usually reads from a fixed memory location and carries out the instructions 

ful to a user. This is generally called booting. Hence modern day computers need 

classical counterparts where the machines worked on a one to one 


When a computer switches 
Fapeeneanttaesits to make it functional and use 
computer the _|| stored programs to function unlike their 
exact sequence OF §) basis, 


indicating to the 


1.4 Von Neumann Concept/ Architecture 
With the beginning of the Second World War much research went into the 
| development of computers that could be used to quickly calculate charts for 
) firing a variety of new weapons used by the U.S. army. Finally the Electronic 

th 1 Numerical Integrator and Computer or ENIAC was designed and built at the 

university of Pennsylvania and went into operation in 1946. It used the 
ENIAC | decimal number system, instead of binary. The ENIAC was used for a variety of 
purposes including scientific research, calculating range tables for missiles, and 
weather prediction (picture of ENIAC shown on the right). nasil 
e switches, for 4 


ti urs to set up the wiring and th 
metimes took hour p weed computing 


However before it could perform a task, it so 
program that would execute in seconds. To overcome these problems and to set up a gen ree Automatic 


machine, the project team members of ENIAC set about developing the Electronic Discrete ther existing 

ee Computer or EDVAC. The design of EDVAC featured more internal memory pinay A he stopped 2 
computing device as well as the conditional control transfer that allowed the computer 

the EDVAC team 


EDVAC | any point and then again resume work. 
In the mid 1940s John von Neumann (1903-1957), a brilliant Hungarian scientist esi ots of the “five 
and published a 100-page paper called the "First Draft". The draft contained the com von Neumann 
This concept is also known > the vol 


1a function computer” and of the stored program. This 


a Architecture of a modern computer. 


Architecture —— | | | | | | 
P1-1-2 | 2 


Rudiments of Computer Science A Brief History of Computers 
The five functions—memory, processing, control, input, and output — detail a desian ! | 
mathematical concept of a generalised computer called a Tung Machine Seeilige waned rH 
British mathematician Alan Turing, 1912-1954, also one of the founders of computer science), independent of 
the type of hardware used. Different kinds of hardware components can carry out these functions—for 
example, vacuum tubes, transistors, or integrated circuits. The five components of the Von Neumann 
Architecture to implement a Turing Machine are given below: | _ 


1. An Input Unit 

2. Acentral Arithmetic Logic Unit (ALU) 

3. Acentral Control Unit (CU) 

4. AMemory 

5. An Output Unit 
Based on Neumann's concepts, in 1949 the Electronic Delay Storage Automatic Calculator or EDSAC was 
made and used at the Cambridge University London. Though it was not a binary logic based computer but 
was the first stored program electronic computer. 


The term “von Neumann architecture” is also often used 


design from parallel processing designs in which there are several processors working simultaneously to 


solve a problem and from neural networks where 2 pre-written program is not required. The neural | 


network computing system is based on the working of the human brain, which learns to perform functions 
rather than having functions programmed into it. Unlike the structure of a brain, a conventional computer has 
a single processing unit for all data. A neural network is more brain-like, with a large number of simple 
processing units, which parallely process a small proportion of data. 


1.5 Difference between Calculators & Complitersi aan 


The major difference between a general purpose calculator and a computer is that a calculator can 
execute mathematical expressions based on inbuilt permanent instructions and in general is not 
designed to derive at conclusions based on logical decisions as well. On the other hand a computer can be 
programmed to solve specific problems and deliver the results after mathematical and logical conclusions. 
(We are not considering programmable calculators, as these also have certain limitations). 


For example a calculator can be used to find the average of the marks obtained by students in a school. But 


to find the total number of students who have secured marks between 80 and 90 in mathematics you need a 
computer program, as it needs logical decision to be taken by comparing the marks obtained by a student, to 
the range of marks specified and then arriving at the decision. 


Comparison between a Calculator and a Computer: 


Similarities: 1. Both need electrical power to work 


2. Both have an input device like a keypad or keyboard 
3. Both have a screen to display the results 

4. Both have memory to store data and the results 

5. Both can do numerical calculations 
1 
2 
3 


. Acomputer can do bigger and more complex calculations than a calculator 


. Acomputer has more memory when compared to a calculator 
. Acomputer can do other tasks in addition to calculations, and can do several jobs 


simultaneously | 
4. Acomputer can be programmed in various languages whereas a calculator has no 


such facilities 


1.6 Generations of Computers 


Depending basically upon the kind of 
electronic switching device used for 
storing numbers, we can divide the 
development of commercially available 
computers into five different categories or 


Vacuum Tube Transistor Integrated Circuit (IC) 


to distinguish the sequential approach of computer | 


| be programmed 


Microprocessor 


eI 


Turing 
Machine 


EDSAC 
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| normal calculator — 
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| Calculator & 
Computer —-A 
Comparison 


| Computer 
Generations 


Generations. Earlier the term generation was used to indicate the different hardware technologies, but — 
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| The earliest form of computers built towards the end of 1930's like the 


| Operate at a very slow rate of about a hundred times a second. 


| The introduction of semiconductor components marked the beginning of the second generation of ; 
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presently both hardware & software technologies together form the basis of the computer ners: 
figure above shows the relative sizes of the different components used in each generation “Tations . 
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Harvard Mark 1 (also called the Automatic Sequence Controlled 
Computer or ASCC) operated by the use of relays and was an aris ei oe eet 
electromechanical device. It was the first fully automatic information- | StS anrmaes 
processing machine and could complete lengthy computations without E= Preterm ——- 
human intervention. The machine took 3-5 seconds per calculation and = 5 
had an overwhelming size of 51 feet (length) by 8 feet (height). It could perform all the ;, 


arithmetic operations and could handle logarithms and trigonometric functions. It used punched Cards « 


data input and electromechanical switches or relays for storing data. These were very slow ang es 


The vacuum tube (picture on the right) invented in 1906 by the 
American Physicist Lee De Frost formed the basis for the first 
electronic computers and soon replaced the electromechanical 
relays. Vacuum tubes did not have any moving parts and 
could switch several thousand times a second and worked much 
faster than a relay. However it consumed huge electrical power. 


While the ENIAC commissioned in 1946 was the world’s first general purpose electronic computer, the 
| UNIVAC-1 (UNIVersal Automatic Computer, shown in the picture above) was the first general-purpose 
| electronic digital computer designed for commercial use. It was started in 1946 and completed in 


1951. It could do about 8000 additions/sec and about 250 divisions/sec. The UNIVAC’s input consisted of 
magnetic tape. There were about 3000 installations of first generation computers. 


Second Generation (1955-1964) — The age of the TRANSISTOR 


computers. Vacuum tubes consumed a large amount of power. Transistors invented in 1947 at the 
Bell Laboratories (see picture on right) were made of semiconductor materials and required no heating 
element or vacuum and effectively required much less power to operate. Transistors could switch 
also at a much faster rate of several hundred thousand times a second. The IBM 1401 and IBM 1620 


power ~~ .4| became universally accepted machines during this period. 
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With the use of transistors, though the general size of the computing machines decreased but as computers 
became more and more powerful, more and more transistors needed to be used. Like other electronic 
components this meant more and more transistors needed to be soldered into the circuit boards and thé 
likelihood of faulty wiring also increased. The number of transistors being large and in the order of 10,000, 
the heat generated was enough to damage the computer's sensitive internal parts. 


This led to the development of the integrated circuit (IC) by engineers at Texas 
Instruments in 1959. The IC combines the electronic components onto a small wafer of 
silicon only several millimetres thick. Integrated Circuits began to replace discrete 


transistor circuits used in second-generation machines resulting in substantial 


size and cost. By 1965 semiconductor (IC) memories began replacing ferrite = 
s System-3> 


memory designs. Important members of the third generation of computers include the IBM’ 
series, UNIVAC 1108, RCA 3301, GE 645, Honeywell 200 series etc. 


Fourth Generation (1971-1985) — The age of the MICROPROCESSOR (up) 


With the evolution of IC technology more and more transistors were packed inside a single 
silicon chip. VLSI & ULSI Technology helped to fabricate ICs with thousands and 
later millions of transistors on a single IC Chip and marked the basis for the fourth 


generation of computers. _ 
Initially the CPU. of an IC based computer was of the size of a refrigerator with several ICs 
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(each with a particular function), several transistors and other electronic components used to make the CPU. 
Later, instead of using various individual parts, an entire CPU was fabricated on a single silicon chip 
that could also be mass-produced at a very low cost. Thus millions of transistors were packed onto the single 
IC in the process, to produce a microprocessor. The first microprocessor chip, the 4004, was 
developed by Intel in 1971, which ushered in the first microcomputer — the predecessor to the modern day 
PC. The 4004 could process 4 bits of data in parallel. It was also the first commercially available 
microprocessor that could be programmed for different tasks. 


In a microprocessor since the transistors are smaller and closer together, they can also turn on and off | jf 


faster, at tens of millions of times a second, resulting in higher performance rates. The Intel 8085, 
8086, 80286, 386, 486, Pentium etc. are microprocessors used in PCs of this era. 


e Fifth Generation (1985-Present) - The age of ARTIFICIAL INTELLIGENCE 


prec siaiahadel 


The computer technology of the fourth generation and the fifth generation do not have a distinct 
borderline. But the major aspects of fifth generation computers are to make computers with artificial 
intelligence. The computers should be able to learn from their mistakes. Fifth generation computers 
will be able to accept spoken word instructions and imitate human reasoning. They are used for speech 
analysis, pattern recognition and other complex processing tasks. 


The new technologies that are being used include the concept of parallel processing (with a system of 


many CPUs to work as one) and neural network which is based on the working of the human brain. This is | 


et 


a major diversion from the von Neumann architecture containing a single central processing unit design. 


Characteristics of the Different Generations of Computers 
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Vacuum tubes were used to build these computers (the ENIAC for example contained | 
about 17,450 vacuum tubes!) : 
e Very large in size (ENIAC required about 28,000 sa. ft. of area) 
e Very high power consumption (ENIAC required about 150 kW of power) 
e Generated much heat 
e Slow processing speeds of the order of milliseconds 
e These were programmed in machine language 


e Transistors were used to build these computers 

e These were smaller, cheaper, faster, more reliable and energy-efficient than their 
predecessors 

e Computers were commercially available for business and science 

e Magnetic core based memories used instead of vacuum tubes 

¢ Machine-independent High Level programming languages like COBOL, FORTRAN, 
etc. were introduced to simplify programming 

¢ Floating Point Operations were widely used 

e The processing speeds of these computers were in the order of microseconds 


| ¢ Integrated Circuits were used instead of transistors to build these computers | 
e Smaller, cheaper, faster, more reliable and energy-efficient than their predecessors 
* Semiconductor memories used instead of ferrite core memories 
e Direct Access Storage Devices (DASD) or disk drives were introduced 


¢ The use of an Operating System allowed machines to run many different programs at | 
once with a central program monitoring and coordinating the operation of the computer | 


for a wide variety of applications including industrial control 
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e Microprocessor technology used to build these computers made them smallest in size 
e These computers were the cheapest & fastest among all generations 


e These minicomputers came complete with user-friendly software packages (like word | 
processors etc.) for even non-technical users 


e As smaller computers became more powerful, they could be linked together, or 
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| | processing power 


e Mass production of small low-cost computers called minicomputers made them suitable | 
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| Based on the concept of parallel processing and neural networks 

Use PROLOG (PROgramming in LOGic language) for programming 
Computers to possess basic intelligence to make decisions 

Capable of being a Knowledge Information Processing System (KI 


PS) 
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The terminology SSI, MSI, LSI, VLSI and USLI are used to indicate the total number Of active 
components or transistors that are being packed Into a single IC chip. With the advent of Ic 
technology initially up to 10 components could be fabricated inside a silicon chip and the technology Was 


| termed as Small Scale Integration. Subsequent developments led to the following technologies: 


Classification of 
Computers 
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goupercomputers 


| are the most 


1 2% 
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‘has similar 

‘ computing power as 
*Cray-2 super- 
“computer in 1985 
“It would take 

' 60,000 years for 
(1,000-people 
Working at a rate of. 
| 1 calculation per. 
| segand to‘complete 
“the calculations that - 


, 2012 can do in one 
‘The Hopper 
/ supercomputer 


“Apresent day iPad2 || 


|| breaking etc. Supercomputers use parallel processing to solve complex 
|| problems faster than an ordinary computer. These are also the most 
powerful and expensive computers available. The price of a 


| can do about 34x10" calculations 
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SSI or Small Scale Integration: Contains less than 12 integrated components like transistors, diodes 
resistors per chip. 

MSI or Medium Scale Integration: Contains about 12 to 100 integrated components per chip. 

LSI or Large Scale Integration: Contains more than 100 integrated components per chip. Usually Mos 
transistors are used instead of bi-polar transistors for making an LSI design as these are much more 
compact than bi-polar transistors. 

VLSI or Very Large Scale Integration: Contains up to hundreds of thousands of components per 
chip. All modern day chips use this technology. | 

USLI or Ultra Large Scale Integration: Containing more than 1 million components on a single chip. 
Modern day microprocessors like the Pentium, COREi etc. use this technology. 
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Depending upon the size and capability of the computers these can also be classified as 
supercomputers, mainframe, minicomputers, and microcomputers/desktops. Thus on one end of the spectrum 
we have the supercomputers and on the other end we have the personal computers or desktop PCs. At 
present, with the rocketing speed at which technology is developing and more and more transistors are 
packed into a single chip, the processing power of the present day computers are increasing by leaps and 
bounds. With more people buying computers than a decade back, the prices of computers are also dropping. 
In this scenario, the distinction between the above different classes is also narrowing down or has 
| become relative. The power of a present day high-end personal computer is comparable to the processing 
power of a supercomputer a decade ago. Still the basic distinctions between the above types are given below 


for academic interest. 


7S ee eee | = DL BSeREES ES 


Supercomputers are large computers used mainly in Scientific and 
Research organisations for processing complex scientific data that 
require huge processing power. These are used in research work like 
in atomic collidors, weather forecasting, astronomy, speech analysis, code 


supercomputer can be of the order of Rs. 100 crores. 


The speed of a supercomputer is generally measured in units of number of floating-point operations pe! 


| second or flops that it can perform. The Cray1 Supercomputer was the first computer capable of 


performing at over 10° flops. Although faster machines have now been built, Cray1 continues to be used 
and serves as the informal unit of measure for newer supercomputers, some of which now equals 10° ‘Crays: 


present (as on 2014) the world’s fastest supercomputer: i 
sane per second (speed 34 PetaFlops). Param 8000 built in 1990 is consider 

India's first supercomputer. The Param Yuva II supercomputer built in 2013 can do 524x10" calculation» 
per second (speed 524 TeraFlops). In comparison, a Core i7 desktop PC can do 7x10° calculations per secon 


The Human Genome Project meant for an understanding of the entire genetic blueprint of a human being 
| was an example of the use of supercomputers in recent years. 


The Chinese supercomputer Tianhe-2 is at 
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¢ Mainframe-computers: 


a See 


Supercomputers have limited applications and ar 
use. Mainframe computers on the other hand are the largest | 

computers after supercomputers, which are . ee oF 
1990 Honeywell-Bull DPS-7 mainframe shown on the right), 


Mainframe computers are used in large organisations such as 
banks, railways, airways, hospitals, etc. that need frequent access to 
the same information and quickly process large number of transactions on- 
line. The information are usually centrally stored in one Or more huge 


databases. This requires computer systems with massive data storage and processing capabilities. 
Mainframe systems are special type of computer systems that meet these criteria. 


These are expensive, large, high-speed multi-user systems and are usually housed centrally in several 
large cabinets. Mainframes often support thousands of simultaneous users who gain access through 
specialised terminals or from Smaller computers. Nearly all mainframes have the ability to run multiple 
operating systems. Price of a mainframe can range from Rs. 20 lakh to several crores. 


¢ Minicomputers: 


These belong to a Class of multi-user computers which make up the middle range of the computing spectrum, 
in between the mainframe computers and the personal computers, In modern times such machines 
are sometimes referred to as workstations (as with Sun Microsystems) and servers. 


These were a product of the third generation of computers and were developed during the 60’s. They 
usually took up one or more cabinets the size of a large refrigerator or two, compared with mainframes that 
would usually fill a room. These computers had large memory capacity, faster input/output devices, ran in 
full multi-user mode, used operating systems like VMS and UNIX with multitasking capabilities. These 
often used versions of BASIC for application program development. They were used when the volume of data 
vn processed was large. Typical applications included financial accounting, payroll calculations etc. in an 
Office. 


The first successful minicomputer was DEC's 12-bit 
PDP-8 (first picture shown on the right) launched in 1964 
at a cost of about Rs. 8 lakhs. IBM’s System38 (second 
picture shown on the right) introduced in 1978 js an 
example of another important minicomputer series. The 
legacy of minicomputers can still be found in the CPU and 
OS design of today’s PCs, which have evolved by integrating 
the basic features of a minicomputer. 


The microcomputer came after the minicomputers. These computers were small enough to be placed ona 
desk and cheap enough to be owned by an individual. Home computers (the Apple and the IBM PC), 
workstations, laptops etc. are examples of microcomputers. 


The advent of the microprocessor in 1971 paved the way for microcomputers. The many distinct 
components of a minicomputer’s CPU were fabricated on a single integrated chip to form a microprocessor. 
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Micro 
Computers 


The earliest microprocessors were basically general-purpose calculator chips. However, with the rapid | 


advancement of microprocessor design, microcomputers grew smaller, faster and cheaper. This made the 
computer affordable to the general people and resulted in its huge popularity. 


Most of the equipment used by a microcomputer is placed within a single case, with some parts like 
the keyboard, monitor, mouse etc, being connected externally. They were designed as a single user 
system. However, some can work as a server computer running a multi-user operating system like UNIX, and 
May Cater to several users concurrently. 


The first generation of microcomputers were generally shipped as kits and needed to 

assembled before these could be used. This required technical expertise on the 
part of the user. However the second generation of microcomputers, also known as 
home Computers, became highly popular as these were basically designed for use 
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A short discussion on the different microcomputer based computers |s done below: 


Personal Computers: Personal computers are basically home computers, The Introduction of the 
IBM PC In August 1984 revolutionised the history of computing. Due to the popularity of the IBM PC, 
within a few years other manufacturers were copylng the IBM design and creating replicas of the IBM PC, 
These computers were In turn also termed PCs, Instead of home computers, For this reason the term PC 
Is nowadays used to Indicate the range of home computers that Include IBM and IBM 
compatibles, However, strictly speaking the word PC Is a brand model name by IBM and hence should 
not be used to refer to all personal computers. For example tha Apple's Macintosh line of computers Is a 
personal/home computer but does not follow the IBM PC design. 


A present day personal computer Is comparable or even better than a mainframe or a minicomputer 
of yesteryears, Current specifications (as of 2014) of a personal computer Include multi-core processors 
(Core i5, 17 etc.) with above 3GHz clock speeds, 4 GB RAM, 500 GB Hard disk drives, DVD combo 
drive, Blu ray drive, varlous ports like parallel, serlal, and USB, Inbullt sound, graphics, and network 
cards, etc. The CPU In a desktop computer nowadays can even be Integrated with the keyboard-display. 


Personal computers are normally operated by a single user at a time, Varlous types of works that are 
performed by a user on a personal computer Include word processing, Internet browsing, e-mall and other 
digital messaging, multimedia playback, video game play, computer programming, digital Image and video 
editing, etc. Manufacturers also make speclal OS and application software to be used with a PC, 


Workstations: Similar to a PC, a workstation Is a high end desktop 
microcomputer. Workstations (picture shown on the right), usually offer higher 
performance than a personal computer, especially with respect to graphics, 
processing power and multitasking abilities. However today’s personal computers 
are more powerful than the top-of-the-line workstations of one generation 
before, As a result workstations are becoming Increasingly more specialised and 
are usually nowadays used for manipulating complex data related to 3D | 
graphics animation, engineering simulation, complex mathematical plots, weather forecasting etc. For 
example the 3D animations used In blockbuster movies like Jurassic Park and Titanic was done in 
workstations. 


Workstation hardware can consist of a high end 64-bit processor like an Intel Itanium-2, large amounts 
of memory, and special 3D accelerator cards. A workstation often supports 17” or 21” high resolution dual 
displays to double the viewable Information, Other normal accessories Include Input devices like 
keyboard, mouse, scanner etc. and output printers. Workstatlons usually run the UNIX operating system 
or some of its variants. The Sun SPARCstation 1+ |s an example of a workstation of the 90s. 


Notebook PC & Netbooks: These are portable battery operated computers and 
are used by people who need mobile computers In thelr fleld of work, like business 
executives, sales people and engineers. These are Ideal for people on the move 
or for giving corporate presentations. The size of a notebook computer Is such that 
it can easily fit Inside a briefcase and are light In weight to carry, These are 
also called laptop computers as these can be placed on the lap while working! 
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Notebook computers have a full size keyboard, an LCD/TFT display, trackball or touch-pad mouse, flop? 
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disk drive, CD-ROM/DVD drive, Serial and Parallel ports, USB ports etc. A typical specification can include a 


igh-end processor like an Intel Core-i5, SOOGB of Hard disk, 4 GB RAM a hee 
ee etc. all packed into a small briefcase like unit. , DVD combo drive, 15” TFT 


Netbooks are also portable computers but smaller than traditional laptops. The cost of a netbook is | 


lesser than a laptop but the internal components are less powerful than regular laptops. These typically 
have screen sizes of 10 inches. Netbooks are mainly used by college students for doing assignments. 


« Palmtop Computers: These are small battery operated computers, that 
can fit inside the palm of a person and are also called Personal Digital 
Assistants (or PDAs). These computers are mainly used by business persons 
to store contact information of individuals, perform task scheduling or to 
browse through emails using an Internet connection. 


Differences Between A Microcomputer And A Supercomputer 
Microcomputer / Personal Computer |) 0 nn 
These are small computers commonly found in home 
and office and are used for running application 


| programs for doing accounting, word-processing, 
‘database management, and similar jobs. 


: Slipercomputer — 
These are large computers used mainly in Scientific 
and Research organisations for processing complex 
scientific data, weather forecasting, and other processes 
that require huge processing power. 
These use parallel processing with multiple 

processors to solve complex problems faster. 

Supercomputers are the most powerful and 
expensive computers available and costs several crores 
of rupees. | | 
Example: Cray, Deep Blue, PARAM 10000 


| These usually use a single processor along with 
multitasking capabilities. 


| The cost of micro computers is low and can cost from 
several thousand rupees to up to a lakh. 


Example: Personal Computer with a CORE i3 processor. 


Increasing Processing Power, 


————— 
———ay 
———= 
Es 
———= 
————y 
a, 
bl 
—EE a 
SS 
Fl 
——* 
—_—— 
—s 
zz 
———. 


TITITTIMITI 


Desktop PC 


Workstation 


Mainframe Minicomputer 


Supercomputer 


Based on the working principle, a computer may be classified as an analogue or a digital one. 


¢ Analogue Computers: 


An analogue computer is a form of computer that uses a particular physical property, like the electrical 
or mechanical characteristics of a device to solve a problem. In an analogue device continuous variation of 
a process (like the variable level of water in a tank) is usually measured using a continuous variation in 
a physical quantity (like voltage, current, pressure, torque etc). Subsequently calculations are done based 


on the measured value of the physical quantity and the result or the output is generated in the form of © 


another voltage or pneumatic signal. 


As an example of an analogue device, suppose the level of 
water in a tank is to be indicated. A pressure sensitive device 
like a piezo-electric crystal or a strain gauge can be used to \ 
convert the water pressure, which is proportional to the level of 
the water in the tank, into a corresponding voltage signal. A } — _ 
voltmeter can then be used to display the change in voltage as a result of the change in the water level. As 
the water level changes continuously, the voltage generated also changes continuously leading to 
a continuous change in the voltmeter reading. Such an arrangement is shown above with P as the pressure 
sensing device and V as the voltmeter. Notice, as the water level L has changed, so has the voltmeter 


reading. As the voltmeter reading is proportional to the water level, the voltmeter can be calibrated in | 


terms of height, to indicate the water level. 
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A digital device USe> discrete electrical voltage levels to encode a real life situation or process. As such 
continuous processes or variables (/ike continuous variation of water level In a tank) are encoded as 
discrete states, which are then expressed as a set of numbers. In general binary numbers are used to 
express these states and the circuitry of a digital device consists of millions of tiny electrical switches, which 
are either in an ON (1) or OFF (0) state representing these binary numbers and all calculations are carrled 
out using these binary num le If the colour of an object Is purple, then the colour can be 
expressed aS 3 combination of three 8-bit binary numbers representing the three primary colours, as | 
Red=10101111 (175), Green=00110110 (54), and Blue=11100000 (224). Thus a physical property like , 

ised and expressed as a combination of finite numbers. This Is 


colour with innumerable shades is quant 
how a modern day digital picture scanner or a digital camera works. 
measuring the water level In the tank. Now Instead of using 


As an example of a digital device, consider ) 
an analogue pressure Sensor, four different sensors S are used (shown in the figure on the right). As the 
h sensor gets activated, starting from the bottom one. In thls way we can measure 4 


a 


Digital Computers 


use discrete water level L rises, €ac 
electrical voltage distinct water levels corresponding to the positions of the ue —_—— 
‘levels to encode a || 4 SENSOTS. These can then be expressed as a set of 4 | ail | 
| real life situation | binary numbers as (00, 01, 10, 11). The digital circult C 
1! then computes the level and displays it in the digital 
9 different water levels if the 


‘or solve a 
| problem. display D. However, for tw 

number of sensors activated 
output will be shown. The diagrams above repre 


output meter, as only two sensors are activated In 
limited by the number of different discrete states that it can measure. t 
may be increased by ‘ncreasing the number of states that It uses to represent a particular measur 


this case by increasing the number of sensors). 
evices include modern computers, 


is same, then the same — an 
sent this fact, as the same reading |.e. 2 will be shown in the 


both the cases. Thus the accuracy of a digital device Is 
he accuracy of such a device 
ement (In 


Examples of digital d digital cameras, scanners, thermometers, Clocks. 


« Hybrid Computers: 
There is a third class of devices which combine the features of both analogue and digital computers. 
| These are known as hybrid computers. Hybrid computers usually use an analogue computer front-end, the 

,| signal output from which is then fed into a digital computer for further computation. A hybrid computer Is 

i1| usually substantially faster than a digital computer, but can supply a far more precise computation 
than an analogue computer. It Is useful for real-time applications requiring such a combination like weather 
system computation etc. a 

| Examples include the body parameter-monitoring unit In an ICCU. The analogue section of such a computer 

measures a patient's vital signs like temperature and blood pressure, converts these to numbers and passes 

these numbers onto the digital sections of the computer for proper analysis. ; 


Differences Between an Analogue and a Digital Computer 
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Hybrid Computers 


a Analogue Computer EE LLa Digital Computer _ 
ee er 
& Digital devices ——— voltage, frequency, pressure etc, nn life situation or process. - 
Suton, making the process faster gta computers have relatively large delays 25. 
, cane | __|_ Calculations are cone in a 5 é er, | 
hig ae : catia by m = : - ie ee — different fl eae = _ ' saat 
the net accuracy depends upon the accuracy of the ss 4 ga Ianto he ieee of 


| individual internal components of the device : 
visual limitation in observing Seam ces and on the the Individual components of the device. 


a ——— e a 


Ph 
Se = py 
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See ee eee ee ——— _ —_ 


Science 


A Brief History cf Cormputers 


audiments of Computer 


Analogue Computer _ Digital Computer 
| ‘can either be mechanical or electrical | The craut ists of mill eee 

| analogue | oe eo | rquitry consists of millions of tiny electrical 
in nature. accordingly these ere made up of mechanical | switches, which are either in an ON (1) or OFF (0) SSE 


parts oF electrical circuit components like resistances, | representing binary numbers and ail clauletions are 

| capacitors, inductors etc. | | Caimiéc Out using binary numbers. 

“Computations <re performed as variations of different | Computations ére performed using binary nu 

| physi | | and binary arithmetic : | 
examples of analogue computing devices indude | Examples of digital devices indude all modern day 
Energy meters, ~ ometers of cars, Square Root | computers, digital cemeres, scanners, Dermomea=s, 


In this age Of information, computers are the forerunners in providing information to people. They 2iso hein 
to manage various kinds of information such as accounts, employee data, sales data, cr. anc help in 
research and development. In addition, the advent of the Internet has made the computer @ common 
communication tool with its e-mail and chat facilities. These various uses of computers ere discussed Delow- 


1. Airports and Railway Stations: In an airport computers help in providing information t pessenges 
about flights, monitor the flight paths of different airplanes, book tickets <tc. In ¢ railway Stn 
computers help in providing information to passengers about trains, Keep track of the teins in motion, 
book tickets, enable fast and efficient reservations. In both places computers are 2!so used to memiain an 
up-to-date data of staff. 


2. Banks: Computers in banks are used to keep track of customer account information [ike cescess, 
withdrawals, balances and transfer of money from and to other banks, made by the users. They are 2iso 
used in Online Banking, Tele-Banking and Automated Teller Machines. 


3. Factories and Offices: In a factory computers are used to keep an account of the inventory Le ne = 
of raw materials in stock, the details of finished procucts and to maintain accounts. Computers connectec 
to special purpose machines called CNC machines are used in factories to control the machinery Hey use 
produce their products, help in quality control, etc. In an office computers ere used to help in every 
aspect of work — writing letters, calculating salaries, keeping records of the employees, CUSDmers SO. 
sending emails, and maintaining a network of computers for communication between citersnt compUT=ers. 


4. Homes: At the home end computers are used for entertainment purposes like listening to music, wewine¢ 
video, editing digital photographs, surfing the Internet and sending e-mails etc. Libreries of interectve Cos 
on various subjects are also used as an educational aid for students. Teaching aids like Computer Based 
Training (CBT) CDs are also used by students. Playing computer games at home is 4 favourite pass ime 
for the young generation. 


5. Hospitals: Special purpose computers ere used to scan and analyse patients and diagnose their diseases. 
Moreover computers come handy in keeping patient records for ready reference. 


6. Schools and Colleges: In schools it is used to keep track of student records like their persona! dat, 
attendance information, examination results, etc. and teach various subjects using verious computer aided 
teaching tools like multimedia CDs. The use of the Internet adds as a source of information ip sudenis 
and acts as an e-library. 


7. Multimedia: Multimedia describes a wide ranae of applications that involve the use of various media 
formats like video, sound, picture, text etc. All these media formats can be combined to form a 
presentation by the user. 


A present day multimedia system can consist of a high end computer system with speakers, interface 
cards to input audio and video data from audio and video input devices, musical instrument interTec= 
cards and accessories like printers, scanners, digital-cameras, webD-cams etc. 

Multimedia data has a specific rate at which it needs to be delivered to the user. For e=cempic 
audio and video data needs to be delivered at real time to a user. To meet this Uming requirement the 
multimedia data is often compressed before it is delivered to the user for playback. ° 


Apart from one’s local file system, multimedia files me ide i vers 25 i 
| : , Multimec may also reside in remote servers 2s in he case of 
the Internet. On request, these files are delivered to a client across the network using a technique -aet | 


as streaming. Streaming multimedia can be viewed by the user in real time. 
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day includes: 
's used today | _ 
, ltimedia features. Apart from ¢ 
; arams: Several application progrs 4 video clips. On-line chatting programs a 
3. Application Programs: -S) "res, audio, an So 
also Include P j 


mails can now sdia features. 


* of ; i = | time . ‘ 
nave options to integrate Mu th a PC on his desktop and proper application softy 
| | are dre 
resent a person WI 


| : p printer can design and publish multicolourse literary works, brochures, posters 
| and a desktop Pan’ pictures, without even going ' ep . | 

| etc. including text and P _— ring tools like interactive training CDs, e-books, 
- Education: COM ies Pg heavy use of multimedia features to make learning both 

interacti 1d fun. a a ; 

d. eee Cartoon films with 3D visual effects, — Ln no special effects for 
stunt scenes, making of imaginary creatures, all use Various a oeact | 
Computer Games: Multimedia features are used to create interesting interactive games using 
software like Flash, Director etc. 


The variety of areas where multimedia 


b, Desk Top Publishing: At! 


sThe Fact Eile 


= The Chinese had the Abacus as early as 1300 BC 
= In i617 John Napier of Scotland invented a calculating device called the Napier’s Rods. 
«In 1642 Blaise Pascal of France invented a calculating machine called the Pascaline. 
| = In 1694, a German mathematician and philosopher, Leibniz created a machine that could also 
multiply. 
| = Next, a Frenchman named Colmar invented the Arithometer, a machine that could perform the four basic arithmetic 
| functions of addition, subtraction, multiplication and division 
~| «In 1801 the Punch Card was invented by a Frenchman called Jacquard. 
= In 1823 a calculating machine called the Difference Engine was developed by an English mathematician, Charles 
| Babbage. Later in 1834 Babbage developed an even better machine called the Analytical Engine. 
| = In 1887, an American inventor, Herman Hollerith, made the punch card reader. He founded the 
| Tabulating Machine Company in 1896 which later in 1924 became International Business Machines (IBM). 
« In 1941 Howard Aikeen of the Harvard University at USA and enginee , : , 
| computer called the Harvard Mark-1. It was a nde device and celal aackenactercae, _— 
= ne on the invention of the transistor by Shockley greatly changed the computer's devel opment. 
« In 1958 Jack Kilby, an engineer with Texas Instruments developed the integrated circuit (IC). As | 
computers became ever smaller. - AS a result, 
» USLI or Ultra Large Scale Integration contains mor nilli | 
| Modern day aster like the Pentium iiapece wa on a single chip. 
= Supercomputers are large computers used mainly in Scientific and Research org oe 
scientific data that require huge processing power. 


anisations for Processing complex 


* The Chinese supercomputer Tianhe-2 is at present (as on 2014) t r 
operating at a speed of 34x10*° calculations per second ) the world’s fastest supercomputer 
« Mainframe computers are used in large organisations such as banks, railways, airw 
access to the same information and quickly process large number of transactions ni =tc. that need frequent 
ios line. 


» Minicomputers belong to a class of multi-user computer, = 
aaseuaiie spectrum, in between the mainframe i eieaan the pte middle range of th 

| @ Microcomputer is small enough to be placed on a desk and cheap enough to be a Computers, : 
computers (the Apple and the IBM PC), workstations, laptops etc. are Examples a by an individual Ho 

« The first IBM PC used the Intel 8088 microprocessor and came with the MS poe muters - Home 
A workstation is a high end desktop microcomputer. Workstations usually offer hi ‘ DOS Os 
computer, especially with respect to graphics, processing power and multitasking abilities nance than a personal 
| : ona 


in thelr field of work, like business executives, sales people and engineers. need Mobile comr 
Palmtops are small battery operated computers, that can fit Inside the Palm of a persor "Puters 
Digital Assistants (or PDAs) "and are also callag ; 
An analogue computer Is a form of computer that uses a particular physical oro, Personal 
electrical or mechanical characteristics of a device to solve a problem Property, like the 


A digital device uses discrete electrical voltage levels to encode a real life Situation onan 
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Review Questions 


_ pascal's Adding Machine also called the 


». The ______ Probably is the oldest counting machine, 
ee the first stored program electronic computer. 
g. The introduction of 

computers. 
e. Anentire CPU fabricated on a single silicon chip is called a 
f ULSI stands for 


marked the beginning of the second generation of 


— _ are large computers used mainly in Scientific and Research organisations 
for processing complex scientific data that require huge processing power. 


h. A _ device uses discrete electrical voltage levels to encode a real life situation 
or process, 
Q2. Multiple Choice Questions. Select from any one of the four options. 1 each 
i) | Which one of the following is the oldest calculating machine? 
a. Arithometer b. Abacus c. Pascaline d. Napier’s bones 
ii) | In 1617 John Napier of Scotland invented a calculating device called the: 
a. Napier's Box b. Napier's Machine c. Napier’s Bones d. Napier’s Calculator 
iii) | In 1642 Blaise Pascal of France invented a calculating machine called the: 
a. Pascal's Rods b. Pascal's Device c. Pascal's Machine d. Pascaline 


iv) This was the first mechanical calculator that could automatically do calculations in base-10 once 
the numbers were fed to it: 


a. Pascaline b. Arithometer c. Trigonometer d, Calculator 


v) In 1823 a calculating machine called the Difference Engine was developed by: 
a. Christ Babbage iO. Charlie Babbage c. Charles Babbage d. Christopher Babbage 


vi) | The punched card reader was developed by the American inventor: 
4. Herculo Hollerith b. Herman Hollerith c. Herbert Hollerith d. Hershel Hollerith 


vil) The full form of ENIAC iS: 


a. Electronic Numerical Integrator Centre b. Electronic Numerical Integrator and Computer 
c. Electronic Number Input and Calculation = d. Electrically Number Input and Calculation 


viii) | The full form of EDVAC is: 
q. Flectronic Discrete Variable Automatic Computer 
b. Electrical Discrete Variable Automatic Calculation 
c. Electronic Data Variable Automatic Computer 
d. Electrical Discrete Variable Automatic Computer 


ix) The full form EDSAC ts: 


a. Electronic Delay Storage Automatic Computer 

b. Electronic Delay Storage and Arithmetic Calculations 
c, Electronic Data Storage Automatic Calculator 

d. Electronic Delay Storage Automatic Calculator 


x) VLSI stands for: 


a. Very Large Scale Integration b. Very Low Scale Integration 

c. Very Limited Scale Integration d. Visually Linear Scale Integration 
xi) Built in 1990, India’s first supercomputer was: 

a. Param 1000 . b. Param 4000 c. Param 8000 d. Param 12000 
xii) | The “five-function computer” was based on the concept called: 

a. von Hoffmann Architecture b. von Seamann Architecture 

c, von Oldmann Architecture d. von Neumann Architecture 
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The first electro-mechanical computer developed at the Harvard University at USA was called the: 
a, Harvard-1 b. Howard-1 c. Harvard Mark=1 d. Aikeon=1 


xiii) 
The second generation of computers used the: 
¢ c. IC d. transistor 


“ a. microprocessor b. vacuum tubes 
xv) Engineers with Texas Instruments at the USA developed the: 
3. Transistor b. Integrated Circuit c, Microprocessor d. Personal Computer 
id Research organisations for processing complox sclentific 
ad: 


data that require huge processing power are calle 
b. Mainframe Computer c. Personal Computer 
organisations such as banks, raltlways, airways, etc. that need frequent 


a. Workstations d. Super Computer 
xvii) Computers used in large 
access to the same information: 


b, Super Computers c. Workstations d. Personal Computers 


a. Mainframes 
xviii) The first IBM PC used the: 
a. 8085 uprocessor b. 8086 processor c, 8088 jtprocessor d. 8286 jiprocessor 


xix) Multimedia systems require: 
a. Speaker b. Web Camera c. Scanner d. All of these 


xx) The word CBT stands for: 
a. Computer Based Training b. Computer Based Technology 


\ 
i 
| 
| 
| 
| c. Computer Beginners Training d. Computer Beginners Tools 
| 1 each 

| 

! 

| 

| 

( 


| xvi) Computers used mainly in Scientific at 
| 
f 
' 
| 


| Q3. Short Answer type questions: 
i) Name any two mechanical devices used during the early days of computing. 
i) | Name the component used in the first generation of computers. 
im) | Name the first fully electronic computer. 
State one difference between an analogue and a digital computer. 
State one disadvantage of first generation of computers. 
vi) State one characteristic of second generation of computers. 
State one characteristic of third generation of computers. 
hich generation of computers used the microprocessor? 
ix) State one difference between a calculator and a computer. 
x} State one use of computers in school. 
xi) State the full form of DTP. 
xii) Write the full form of ULSI. 
xii) Name any two components used in multimedia. 
xiv) Cray is an example of what type of computer? 
xv) | Name the two developments in computers done by Charles Babbage. 
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Q4. Long Answer type questions: 7 each 


| 

1 i) What do you mean by the von Neumann cc ’ Stat | 
| he vc ann concept? State and exp ive nents of von 
| Scns cithiienetamne! p 1 explain the five components 545 

| u) pou 7 rs yptelacon ¥ generation of computers. State two advantages of third generation 
: puters aver second generation of computers. Name the main co fourt 
| generation of computers. Pn oe An ye 


In eocel ese ye gelhe a calculator and a computer. State three differences between 
| acca ie puters. State two differences between a personal computer and a ae 
P| ‘ ~ 2+3+ 


fv) Briefly explain the uses of computers in threa diffar -_ | (: 

. pepe esi p In three different fields in modern day life. Write ry ae of a 

. + Sia 

¥) Briefly ain the term multi cm ae aaa 
do Da. es by the “sale ulumedia, Explain the use of multimedia in any two different fields. what ie 
aie em streaming with respect to multimedia? 2+2+2+t 
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2.1 Data and Information : 


I n our daily life we are constantly coming around various types of data from newspapers, television, 


research papers in scientific journals and magazines, the Internet etc. (the word Data (singular datum) ay 
basically means a collection of facts or raw materials. Examples of data are: Bal 
ala 
« Marks obtained in computer studies in a class 


« Daily temperatures recorded in a city over a period of time 
e Cricket scores 


» Customer names and addresses in a departmental store) . 


CWhen this raw data is processed as per the requirement of a person or an organisation, we get a more 
useful and meaningful interpretation of the data which is called Information)(though there is no —y 
such sharp distinction between the two, and can be often used interchangeably). The process of converting 


data to information is called Data Processing. It includes proper storage, classification and calculations | "formation 
based on the form in which the data is required, or is useful. — 


basically 

means a collection 
of facts or raw 
materials 


For example cricket scores provide us with numerous cricket statistics like comparative studies of batting 
figures, bowling figures, individual scores etc. Distribution of black holes helps the scientists to predict the 
fate of the universe from the mass distribution data. Infrared photographs of the solar corona are useful in 
predicting solar activity, which in turn is used to predict climatic changes on earth. 


eon, Data ehociswe nn: 
Represent the raw material on which the computer works 
Data is the starting material of data processing’ 

fe data in a system can be the information from another 


When raw data is 


{Information Is the end product of data|processingy 
The dat Information processed by one system can serve as the 
‘system. For example, the number 02091971 can be the 


data for another. For example the date of birth 02-09- 
data for a system which processes this value to get the 1971 generated by a system can act as data for a system 
date of birth of a person as 02-09-1971 


calculating the present age of a person 
Example of data: The value 15042009 by itself is Example of information: When processed, the same value 
meaningless and serves as the input raw data for a can represent a date (15-04-2009) or population of a 
system. country (15042009 persons) 


meaningful 
interpretation of 
the data which i: 
r.7 ginformatio 


The ous qualities of information are: 


(Meaningful: Information must be meaningful and not vague in nature. Therefore the information that sea 


els will rise by 1 meter for every degree rise in global average temperature, as an effect of global beset 
pe abe is a better information than the fact that ‘ice will melt as a result of global warming’. 


Contain Surprise Element: Information should have some surprise element i.e. should give some new 

concepts. Therefore, the prediction that a particular year will receive more than average rainfall is better 
ee than the information ‘sun rises in the east’. 

Reinforce Existing Knowledge: The new information should reinforce or add to an already existing 


knowledge. Therefore the findings after the recent journey of the spacecraft Chandrayan to the Moon has 
reinforced the existing knowledge that the Moon has water under its surface in the form of ice. 
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dRectity / Misconceptions: The new information can also be used to rectify any previous y, 
information. For example the present accepted number of solar planets as 8 is a rectification OVey 
previously accepted number 9, after the planet Pluto was declared a planetoid and not a planet. 


e/Brevitv:, Information should be brief and to the point and not be very elaborate. Thus information in 
form of a relation or graph (like pie-chart or a bar-graph) is better than five pages of information. th 


£- Accurate: The information should have proper accuracy. Inaccurate information is of no use. 
imely: Information should be relevant and timely and should not be backdated. 


\Information at one level can be data for another level! For example the data of birth informatigg 
02/09/1971 at one level may be treated as raw data at another level to calculate the present age of a Person 
Based on this fact,‘ information ‘can be classified into five different levels as stated below: 


te _1eThternational Information: These are information with an international significance. Examples 
fe ot include information related to the weather pattern to determine the economic effects of global warming 
Levels o prices of stock in the international stock market etc. 4 


Information 
National Information: This type of information has a national importance. For example information 
related to the economy of the country, the per capita income of the country, the management Of natural 
resources etc. are various types of information of national interest. 

x Corporate Information: Such type of information is related to a business or corporate body ang 
involves various departments and individuals. It includes information related to a company’s profit and | 
loss, the quarterly sales report of the company etc. — Fs 

~ Departmental Information: This type of information is related to a particular department in an | 
Evdiliy ok organisation. For example the information related to the salary structures of different individuals of a 
Vv wa department forms such type of information. 
Fu - Individual Information: Information related to an individual person. The personal record of an 
employee like the employee name, address, phone number, salary etc. form individual information. 


By nature, data can be|numeric (i.e. numbers) orjalphanumeric (i.e. alphabets and digits). Numeric values 
can be either signed whole numbers or integers (like -45, +80 etc.) or floating point numbers (like | 
6.023x10% or 0.6023E24, +0.75E-3 etc.). Alphanumeric data can include names, addresses etc. 


[Data forms the raw material for a data processing system. The computer stores single pieces of 
information in_units called fields or attributes like ID, name, class, etc. Several such related fields are 
grouped together to form records. The data stored in the ID, name, class, etc.-fields of a particular student 
in a school when taken together form the student record. Several similar records like all the student records 
of a particular school form an entity set. Such a set of records which form an entity set are taken together 
and stored as a file. Within a given file a special field called the record key or primary key (e.g. ID number 
of a student) is used to uniquely identify a particular record. { 
The manner in which the above data is stored and viewed/used is different. Based on the above fact we can 
{ dassify data broadly into Physical Dataitype/and: Logical Dataltype!as discussed below. 
ea 1. Physical Data: This indicates the process in which the raw data gets stored in the computer. The 
computer uses various types of data structures (like linked lists, trees etc.), records (like fixed or variable 
Physical and length records) and file organisation methods (like serial, sequential, indexed or direct files) to save the 


Logical Data data in a physical media like a magnetic disk or magnetic tape etc. 
2,ogical Data: This indicates the logical Logical Records.:1":77" eannene, 
arrangement of data as viewed by the user NP 


or the application programmer. The main 
components of logical data are entity, 


attribute and relationships between the : 
entities. For example in a school, the various \ * [Student 4 Ji: 

entities involved are students, teachers, Sa SaRHnn aN . a 

subjects taught, marks obtained in various isch duane aie Rca OM 

examinations by students etc. The attributes  pacarie whlch stace ther A Logical Record 


involved can be the name, class, section, 
rolfno. of students etc. And the relationships involved can be the relationship between a student and a 


teacher, that between students and marks etc. All these taken together form the logical concept of data. 
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Data processing by a computer involves generally three basic steps as shown to the 
right, and the total process is called a Data Processing Cycle or fPOleycler 


Apu: During this phase the raw data to be processed is input into the computer system 
by means of various input devices like keyboard, mouse, scanner etc. and stored In Process 
Ps media like the hard disk, RAM etc. before it Is processed. 


2y Process: This phase Is used to actually modify or process the data to get the desired Output 8 
information. This phase can again involve various operations like: ——- Data processing 


by a compute 
= Record: This involves transfer and storing of the Input data for use during the processing. ee ini, 


el 


IPO Cycle 


_by Duplicate: This involves making copies of the input data for multiple uses. For example, duplication of || Process, and 
the bill against a purchase may be required for the customer and the retaller. Output and the 
oMerify: The recorded data is checked for any errors before it is processed. total process is 
called a Data 


jassify: The input data may need to be classified into various categories for proper processing. For 
example the student data can be classified into various classes and sections. 


Sort: Processing may also involve sorting the data in a logical sequence. For example student records 
may be sorted in terms of class and section for convenient viewing. 


f) Merge: Often two or more sets of data may need to be merged together. For example data from 
rae sales counters may need to be merged together into a single transaction file. 


Calculate: This involves various numerical operations that are done on the input data. 
Search: This operation is used to look for particular information from the total data set. 


3y Output: The processed data needs to be output and returned back to the user. This output can either be 
displayed to the user, taken in a printed form, or can be stored for further processing. 


Various data processing systems have evolved over the years to process data. Some of these include: 


“Management Information System {rey This involves data processing related to the internal working of 
a business for proper business management. It deals with solving business related issues like product 
costing, creating business strategies, managing human resources etc. 


Data 
Processing 
Systems 


2,Becision Support System {838j This is a computerised data processing system that supports a MIS 
and deals with business decision-making activities. A properly-designed DSS is an interactive software- 
based system which helps decision makers in an organisation to compile useful information from various 


onic Data Processing Syste Computers are used to process data electronically. The 
peas is fast and accurate and the data can be stored and retrieved later. 


Transaction Processing Syster@gggj Such a system is used to process data during a transaction in 
database system. A transaction program is used to maintain data consistency during a transaction. For 
example during an electronic payment the amount must be both withdrawn from one account and added 
to the other. In case a complete transaction cannot take place, the partially executed transaction must be 
‘rolled back’ to the original state. 


2.2 Computer. System 


el 


Computer 
Syste : 


In the previous section we had seen that a modern day person processes data by using various data 
processing systems, the backbone of which is an electronic computing machine or computer. Let us now 
discuss the various features that a computer should have in general to process data. 


XS Solve all types of arithmetic and logical calculations: The computer must be able to carry out all 
types of arithmetic operations like addition, subtraction, multiplication and division and at the same time 
do logical comparisons between various values. Unit (ALU) of a modern day 


computer does this job. 
oath have a storage unit: The computer should have a memory unit to store various types of 
information. This information can be the raw data to process, the instructions to process this data and the 
processed data itself. In a computer (fié?RAM*and! the Rardidisk*semve this purpose of storing data 
temporarily or permanently. 
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Thpbasic physical 
uilding blocks of 
a computer are 


herve 
Ka of 


instructions given 
to a computer to 

| make the 
hardware work, 
in a language that 
‘the computer 
understands, is 

| known as 


ti a ee a 


oP 


Firmware 


rin case software is 

| permanently 

| stored in a 
computer ina 

| read only type 

| memory, then 

| such software is 
called ie 


, 


| collectively known as computer hardware. Hardware consists mainly of the 


Part 1: Chapter 2 


fe ee must have input/output devices: Unless we input data to a computer we will not be 
to process it, For this we need special input devices. Similarly the processed data should be availaty th 
the user. This Is done through the output devices in a computer. Keyboards, mouse etc. serve as ie 4 


deyices it, rinters etc. work as output devices. Puy 
Pos computer must be able to decide: The computer must be able to decide on the course of acti 
should take based on various conditions. For example if the computer has to print a number as an i 
number or as an odd number based on the value of the number, then it should be able to take ne 
decision. It should be able to decide upon the condition and print the appropriate result. This je 
making capability is what separates a computer from a ca Iculator. The (COnEFOLIUIIES(CUY of 
computer is responsible for carrying out this function. a the| 


From the above discussions we have seen that for data 


processing we require an input device, a rocesg; 
device, memory, and finally an output device. These ; “3 


of a computer and = | 


CPU, memory MOdule, 


form the basic building blocks 


input/output devices like keyboard, VDU, etc. and storage devices like hard disks etc. 


However computer hardware cannot do anything on its own and it has to be instructed to do any desired jop 

(A sequence of instructions needs to be given to the computer in a language that the computer 
Understands to make the hardware work. Such a set of instructions is known as software. Software basica| 
consists of programs, which tell the computer what to do and how to do the processing, Programs Usually 


contain_a set of instructions in coded form, written to serve a specific job or purpose.\Without the 
the computer would be a dumb terminal. pone ia Software | 


There can be two different types of software based on how these are stored./In case a part of the software ig 


rmanentl in_a_ computer in a read only type memory, then such software is called firmware 
. : im X a 
Firmware basically keeps information related to the computer system) 
4 . 


Apart from the computer hardware and software, there is a third entity without which the computer will not 
run. It is called liveware or humanware. It basically consists of people who work with the computer and 
consists of programmers, operators, system analysts, end users and others) 


As stated earlier, the hardware of a computer i.e. the physical components of a computer can be subdivided 
into five basic parts as shown in the next page. 


“Memory Unit || Processor Unit 


Lond diogramwrs, 


“input / Output Devices ‘Storage Device || Communication Bus 


The above hardware is 
connected to each 
other in a_ logical 
manner to carry out the 
process of input, output, 
processing and storage 


Control Unit (CU) 
+ 
Communication ff! Arithmetic & Logic Unit (ALU) 


dir Prva’ eallrh’ rip ¢ 
Control Unit Bus v 


| (CU) 
of data. Block + 
diagram-1, shows how Arithmetic & | 
these different parts are Logic Unit 


generally connected es 


together in a computer. 


Input devices like 
keyboard, mouse, 
scanner etc. input the data from the user and send them to the memory 
unit (the RAM). The central processing unit (CPU) then fetches the data 
from the memory. The control unit (CU) and the arithmetic and logic 
unit (ALU) then process the data and send the result back to the memory unit. Next the processed data is 
either stored in storage devices like the hard disk and CD ROMS, or it is passed to the output devices like 
the monitor, printer, or speaker. The communication buses like the data, address, and control bus are 
responsible for carrying information from one part to another. 


Block Diagram-1 of a General Computer 


Block Diagram-2 of a General 
Computer 


In case the input/output devices directly communicate with the CPU, then the block diagram-2 can be 
used to describe the working of such a general purpose computer. 
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2.2 input Devices 


Input Devices help to interact with the computer and accept data and instructions from the user. 


Depending upon the various types of data entered like textual data, images, audio and video data etc. let us | 


now discuss the various types of input devices available. 


eyboard 
device is the Keyboard 
which is usual ee to the com using;a 
‘PS/2 or. an USB port, It resembles a mechanical 


typewriter where the alphabets are placed in the 
QWERTY format along with the numerals 0 to 9 
and punctuation symbols. It is used to enter 
textual data. 


The number of keys on a keyboard varies from the 


original standard of 101 keys to the 104-keys as in Windows keyboards. These keys can be divided into 
the fon sets based on their functions: 


Used to type various punctuations (like , .’” ! etc.) and symbols like &, 
[ ], blank key (spacebar) etc. 7 


These are a set of keys which when pressed along with some other keys, modify the function of 
that key. These include the Shift key, Alt key, and the Ctrl key, For example when we press 
the key ‘A’ on the keyboard it prints ‘a’ in lower case, but when we keep the Shift key pressed 
and then press the ‘A’ key, then the upper case ‘A’ gets printed 


There is another set of keys on the keyboard which have an ON and an OFF state. The Caps 
Lock, Num Lock and Scroll Lock are examples of such keys 


These include the 4 arrow keys, Page up, Page down, End & Home keys 


*, +, %, { } ( ) 


favigation Keys 


pedins | 
Fynétion keys 


Used to edit a portion of a file and include Enter, Back Space, Insert, Delete, and Tab keys 


These include the F1, F2, ... F12 keys and are used to perform some special work as specified 
- by the operating system when these are pressed. For example the Help file related to the current 
Program running on the computer opens when youpresstheFikey # 


dia aaa Nowadays multimedia keyboards come with some special buttons which can be used to enable 
or disable sound, open a particular home page, open the explorer etc. 


[system Keys _| These contain the Break, Esc, Print Screen and similar keys 


A keyboard has it own processor and circuitry to carry information to and from the processor. The major part 
of this circuitry is the key-matrix. It is a grid of conducting lines placed beneath the keys and used to detect 
a key press. Depending upon the technology used, a keyboard can be mechanical or capacitive in nature. 


The internal working mechanism of a common mechanical keyboard is discussed below: K-24 
en a key is pressed on the usualy it pushes a rubber dome 


Normal key Pressed key 
beneath the key. A conductive con e ig! 
touches a pair of cocaine Une othe ceca bao bics\ 

is closes the contact between the lines, causing a change in the —J/— —— 
current flowing through the lines. —_ ad 


. . Contacts open | Contacts closed 
A special signal called a scanning signal detects this change of current 


and the keyboard chip generates a scan code signal that corresponds to the a hecseans 
e scan code generated is then sent to the computer’s|Dasic Input 0 system (tne 
the keyboard cable. The BIOS inside ne computer receives the scan cade and decodes it into a 
esponding ASCII value. Awvycay Ctamdand Codes boo 2D nhoamahinw Tl» channe 
The computer then decides what action to take on the basis of the key pressed. 


pee 
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a 


Keyboard 


enables a standard- 
sized keyboard to 
be put inside a 
smaller sized laptop 
for more 
comfortable typing. 
The keyboard, 
formed of two joint 
blocks, expand and 
withdraw when you 
open and dose the 
laptop display 


Working ofa 
mechanical 
Keyboard 


\ 


a 


An early 
wooden mouse 


-- 


| 1 1S Q 
point and click 
input device used 
to point and 
select any item on 
a GUI 


The first mouse, 
invented by Doug 
Engelbart in the 
year 1964, was 
made of wood 


market in 1968 at 
an exhibition 


| Moves on the screen. Using this pointer, 


Scanner | 
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ouse 


After the keyboard, the mouse is the next most useful input device. It is a point and click input devicg 
which Is used to point and select any item on 2 Graphical User Interface (GUI). It Is a small object which 
looks a bit like a mouse and can be moved along a surface. It consists of one or more buttons which can 
be clicked to do various functions. The user can simply point to options and icons on a GUI screen ang 
select them by clicking the mouse button. 


A mouse can be wired, or wireless. Wired mouse can be connected through wires, which are 
connected through basically a PS/2 or an USB port. Wireless mouse use Bluetooth technology to 
communicate with the computer. These use a Bluetooth transmitter to send signals, which are then receiveg 
by a Bluetooth transmitter. transmitter is attached as a small dongle to an USB port in the computer.) 


Generally nowadays a mouse comes with three buttons, along with a scroll wheel. Each button has its 
own function. Usually when the left button is pressed an item is selected, and when it is rapidly clicked twice 
then an item is opened. The rightmost button when pressed shows a drop-down menu. The scroll whee 
can be rotated upwards or downwards to scroll through a long document or a webpage. The scroll wheel, 
when pressed acts as the middle button. The middle ke Like In Linux, 
environment a middle click generally pastes the latest content of the clipboard 


When the mouse is moved, a graphic 
arrow head called the mouse pointer 


4 


any object on the screen can be pointed, 
clicked and selected. Once selected, an 
item can be dragged and dropped from 
one place to another, or can be opened. 


One Button, Two Button, Three Button and Scroll Mouse 


Based on the way a mouse determines its position on a surface, we have broadly two types of mouse, a 
mechanical mouse and an optical mouse. A mechanical mouse uses a ball-and-roller arrangement to 
determine the position of the mouse pointer. An optical mouse on the other hand uses an LED light source | 
and a sensor to scan the surface where the mouse is placed and determine the position of the mouse pointer | 
on the screen. Modern optical mouse use invisible IR Laser light as the light source. These are more accurate 
than the LED mouse and can be used over any surface. 


pe ae 


A scanner is an input device which can be used to input images and documents and store them ina 
digital format in the computer. The different types of scanners are: 


latbed scanners: In these types of scanners the document is placed on a 
glass bed underneath which the scanner head moves as it scans. The scan head 
is moved with a rotating belt. The picture on the right shows such a scanner. 


~ Sheet-fed scanners: These scanners have an immobile scan head. In this case 
the paper document is fed into a roller which rolls the paper in and makes the 
whole document travel under the fixed scanner head. 


3. }tandheld scanners: Similar to flatbed scanners but the scan-head needs 
to be moved manually on the document in order to scan it. This type of 
scanner typically does not provide good image quality. However, it can be 


usefyl-for quickly capturing text or image. 
4,/Drum scanners: These are used by the publishing industry and can scan 


highly detailed images. These use the photomultiplier tube to capture the 
image/Tbe document to be scanned is mounted on a glass cylinder. 

& Asensor in the centre of the cylinder splits light which is reflected from the 
document into three beams. Each beam is sent through a colour filter to a 
sensor, where the light is changed into an electrical signal.) 


The fla e ly used one. To scan a document it is first loaded on the glass plate 

the flat bed scanner. The lamp inside the scanner illuminates the document. The scan head then moves 
across the document. As the lamp illuminates the page, the light from the document is reflected off onto a 
lens. The lens focuses the image on a special sensor called Charged Coupled Device (CCD) array. The CCD 
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wconverts the light signal to electrical pulses. The light is then converted to raw digital data and sent to the 
computer for proper storage. 


ae Reader 


A barcode reader is used to scan ready product information from product labels. It is used in | 


supermarkets, shops, libraries, post offices and other places. The information on the barcode usually contains pitt 
the product ID, price, name of the manufacturer, etc. printed on the labels. staal 


A standard barcode consists of a number of parallel light and 


dark bars of variable width. The code is read optically using a EE 
special scanner. The barcode is designed based on a 10-digit be 
6 0 


number system. Of these, 5 digits are used to encode information 
related to the manufacturer and the remaining 5 digits are used to 
encode the particular product details.) The code numbers are 


e also! information from 
written under each bar symbol which can be used in the event of a machine fallurey special: coded 


labels 
= of barcode systems are available. These are the (Uint 
and the cle Number (EAN)jused in Europe. 


= 


Touch Screen 


A touch screen is a special display screen where the user can enter data by 
touching the screen at specific locations. It is a display which can detect the 

ce_and location of a touch within the display area. It was developed in the 
second half of the 1960s and is widely used in applications like [Personal 


( 


systems, bank ATMs etc. 


Touch Screen 


mobile phones, interactive railway or airlines enquiry 


Using a touch screen, the user can directly interact with what is displayed on 


the screen, rather than indirectly with a mouse. It allows one to use his finger or hand without requiring 
any intermediate device like a stylus that needs to be held in the hand. 


_Norious types like resistive, capacitive, or infra red touch screens are available. The resistive touch screen 


is presently the most widely used and affordable touch screen technology type as it is not affected by heat, 
dust or water. 


e Light Pen 


A light pen is a point and draw input device which allows the user to point to ee bs | : 
objects displayed on a CRT screen. These are also used for computer aided design ight Pen 
applications, where the user can directly draw on the screen with the help of a 
light pen. It is similar to a touch screen but has a greater accuracy. 


oe eae mar is a 

It is basically a light-sensitive device that uses a photoelectric cell and an optical lens mounted in a point and draw 
pen shaped case. It needs to be used along with the computer's CRT monitor. The pen is held by the hand | | input device 
and directly pointed to the screen to select menu items or icons or directly draw graphics on the screen. The 
pen has a finger-operated button, which can be used to select options from the screen by clicking on it. 


The pen works by sensing the light signal from the CRT monitor screen. It converts the light into electrical 
pulses and sends them to the processor. Analysing this light signal the (x, y) position of the pen is found out 


by the processor. The signal then identifies the item that is triggering the photocell on the light pen and 
proper action is taken. 


i) 


Optical Mark Recognition (also called Optical Mark Reading or OMR) is the process of detecting data from Optical Mark 
pre-printed document-forms marked by humans. One of the most familiar applications of optical mark | Reader 
recognition is OMR answer sheets in multiple choice question examinations. 


A special kind of sheet/form is used for this purpose. The user has to input information by darkening 
circles marked on this pre-printed sheet using a HB pencil (picture of a sample OMR form is given to the 
right). The sheet Is then automatically read by a scanning machine which shines a beam of light onto the 
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OR or Optical 


Mark Recognition 
is the process of 
detecting data 
From pre-printed 
document-forms 
marked by 

| humans 


> 


Optical 
Character 
Reader 


pee 
ocr is basically 


used to optically 


Magnetic Ink 
Character 
Reader 


Difference b/w 
OCR & MICR 


areas is then used to detect the marked areas as they reflect less light than 
‘the blank areas of the paper! 
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OMR form. Thercontrasting reflectivity from the marked.and Unmarked, 


Desktop OMR software is available which allows a user to create forms in a 
word processor and print it on a laser printer. The OMR software then works 
with a common desktop image scanner to process the filled forms. 


The process of OMR is however not suitable for gathering large amounts 
of text. There is also the possibility of missing data during the scanning 
process, However for all practical reasons OMR provides a fast, accurate way 
to collect and input data. 


ei ae 
B 1®OOO| 6 HK, 
2H@OO | 7 HOE 
3A@OO) | 6 HG) 
4@®OOO)| o ABE) 
5 DOOD | 10 AGE 


e Optical Character Reader (OCR) 


Optical Character Recognition (OCR) technology is basically used to optically scan pages containing ¢ 
and then to identify and save the scanned data as a text file instead of an image file. The image is st 
in the computer's memory as a bitmap image consisting of a grid of dots. The character recognit 
software of the scanner then converts the array of dots to equivalent ASCII text, which the computer 

interpret as letters, numbers or special characters. Intelligent systems with high recognition accuracy’ 
most fonts are now available. Some systems are even capable of reproducing formatted output that clo 
approximates the original scanned page. 


The advantages of using OCR technology are given below. 


e Reduced Storage Area: The storage area required by a text file is several times smaller than that of 
image file. 


¢ Word Processing: Since the scanned document is converted and saved as a text file, word proces: 
of the document can be easily done. 


e Quick Data Evaluation: One can use OCR to evaluate and tabulate large amount of data quickly’ 
scanning specially marked sheets as in specially marked entry forms. 


e Magnetic Ink Character Reader (MICR) 


Magnetic Ink Character Recognition or MICR technology is used mainly by banking systems for fas 
processing of large volumes of cheques. Banks that use MICR use a special type of cheque. The bai 
identification code, cheque number and account number are pre-printed using a special magnetic ink # 
contains particles of iron oxide. Magnetic printing is used so that characters can be easily read, even wi 
they have been overwritten with other marks. 


The characters are also of special font. The major MICR fonts used 
around the world are E-13B and CMC-7. Almost all Indian, US, Canadian | '2 423456 7890! 
and UK cheques now include MICR characters at the bottom of the paper in 

the E-13B font (shown to the right). 


When a customer deposits a cheque with the bank, a MICR reader is used to recognise the magnd 
ink characters automatically and carry out the transaction. When the cheques enter the reading unit, tf 
pass through a magnetic field, which magnetises the particles of ink. Read heads then examine th 
characters by examining their shapes. The special shapes of the MICR font ensure that each let 
produces a unique field for the character recognition system to provide a reliable result. 


Differences between OCR and MICR 
Ee aOCR as ea , MICR 
Used for reading any type of printed text material Used in banks for reading special information from cheque’ 
The fonts scanned usually can be of a variety of shapes. | The fonts scanned should be of a pre-defined shape like tf 
E-13B font. 

The ink used in MICR is a magnetic ink made using particl 
of iron oxide. 


Information from the scanned data is used for processing 
cheques in a bank. 


The ink in the text document scanned can be of any 
|_type. 
The scanned document Is usually stored as a text file for 
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eb Camera 


Web cameras or simply web cams are input devices used for video capturing and 
are connected to a computer through an USB port. Presently computer hardware 
manufacturers are manufacturing laptops with built-in web cams. This eliminates 
the need to connect a web cam through an external USB port. 


Web cams can be used as web-accessible cameras to do personal video- 
conferencing using instant messaging text chat services such as AOL Instant | pi Commer a 
Messenger. Increased video quality in modern web cams has helped PC users worldwide to do one-to-one simply a web cam 


live video communication over the internet. Programs like Yahoo Messenger, AOL Instant Messenger || is an input device 
AIM), Windows Live Messenger, Skype etc. offer videoconferencing support. oS used for video 


capturing 


Today web cams are also used to provide views into offices and other buildings for security purposes, monitor 
traffic and do a variety of other jobs. 


Punched Card Readers and Tape Readers —y 


Card readers and tape readers were used during the early 
days of computing to input data that were punched in 


special types of paper cards and ribbons. These 
machines are obsolete now. 


Punched Card 


(Card readers are electromechanical devices that are 
used to read the information punched into a card. The 
presence or absence of a hole in the card is converted to 
an electrical signal representing a binary ‘0’ or a ‘1’. Each 
card (picture shown above) usually consists of 12 rows and 80 columns and are 3%” wide and 7%” long. 


—_—_—— 


The most commonly used code to encode data into the card is the Hollerith Code, where a single character 
is punched in each column of the card. 


The punching machine contains a hopper where the blank cards are first stacked. The operator then uses a 
keyboard to enter the data which is then punched into the card by proper electromechanical mechanisms. 
To read data from the card, the card is moved over a row of 80 read brushes. If a hole is present, a contact 
is made by the brush. This produces a signal that can be used by the computer to interpret a ‘0’ or a ‘1’. 


Punched tape readers were used to input information punched on a paper tape. Like 
card readers, these are electro-mechanical devices where mechanical sensing pins are 
used to read the character punched in each line of the tape. The presence and absence of 


a punch or a hole in the tape is used to encode a binary ‘0’ or a ‘1’. Faster tape 
readers have photo electric cells to detect a hole in the tape. 


a 


Punched Tape 


The width of a tape varies from 1/2” to 3”. Information is punched into a tape_a line at a time. 
(A single character is punched as a pattern of holes in each lateral line) When a key in the tape 
punch keyboard is pressed, the binary coded symbol of the character is punched into the tape and the 


tape then advances to the next line. Many tape punches are able to read from a perforated tape and then 
produce a printed copy of the code in the tape. 


Giher Input Devices 


Apart from these there are a variety of input devices available presently. They consist of Trackballs, 
Graphic Tablets, Joysticks, Microphones, Digital Cameras, etc. 


A trackball is similar to a mouse and used as a pointing device in laptop computers. A laptop computer can 
also have a touch pad device over which the user can move his finger to move a 
A joystick is another type of input device mainly used in computer games and 


pointer similar to a mouse pointer on the screen. 
A graphic tablet or simply a tablet, (picture shown on the right) is an input device 

simulation software to input a move. These work as navigation devices and can have special buttons to input 
various actions required in a computer game. __ 


on which the user can draw anything using a special pen and the image is directly 
transferred to the computer display and can be saved. 
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Microphones can be used to directly input audio signals like voice or music into the computer with the helps 
of specific software. Digital cameras can be used to take an image ina digital format and directly 
transfer to a computer as a digital image file. This saves the need to print and scan an image. 


2.4 Output Devices 


The function of an Output Device is to present processed data to the user. Different types of output devices 
are available for this purpose. These include various types of video display units like CRT and LCp 
monitors, various types of printers like dot matrix, inkjet, and laser printers, Speakers, etc. Each of these 


is discussed below. 
e Video Display Units 


A visual display unit (VDU) or commonly a video monitor is the most widely 
used output device. It is made of a display screen and electronic circuitry 
that displays a picture corresponding to the video signal sent by the computer. 
However it does not produce a permanent record of the output. There are 
two main technologies used to manufacture a VDU, namely CRT (picture on the 
right) and LCD type displays, as described below. 
T Monitor 
The basic components of a Cathode Ray Tube 


(CRT) monitor are the electron gun, focussing 
systems, horizontal and vertical deflection Vertical Deflection 


systems, and a phosphor coated screen. The rate 
phosphor material is arranged into an array of 


millions of tiny cells, usually called dots. 


3 


beat 
lays a 


CRT Monitor Electron Beam 


A colour monitor has three electron guns 
that correspond to the primary colours red, 


Horizontal Deflection 


green and blue and emit streams of electrons Focussing Plates =. 
very close to each other causing the beams to Ring Phosphor screen” & 
overlap. The human eye views the three 

overlapping dots created by the electron Working of a CRT Monitor 


beams as a single dot/ A cluster of 3 dots 

for the colours red, n and blue together form a pixel. It is the smallest unit of a picture element 
on the screen. The colour and brightness of a pixel is controlled by adjusting the intensities of the electron 
guns. The resolution of a screen depends on how close the pixels are placed.) 


Each electron beam scans across the top of the monitor from left to right. After reaching the right edge 
of the screen, the beam is blanked and moved back to the left edge at a position slightly below the previous 
trace. The scan continues until the bottom right corner of the screen is reached. In this way the electron gun 
redraws the entire image.—¥ cd WROD 


A display adapter within the computer is used to generate the video format. The image to be displayed is 
processed by a dedicated processor in the display adapter and the image information is converted to pixel 
formation fn a high resolution colour monitor 8 bits are used per pixel to represent different 
intensities of the colours red (8bits), green (8bits), and blue (8bits). Thus using 24 bits a total of 274=16.8 
million colours can be produced. je 


One can operate a VDU either in text mode or in graphics mode. In text mode a monitor displays 25 lines 
with 80 characters per line. Thus such a screen can display 25x80=2000 characters. Depending on the output 
capacity, a display adapter can be a Monochrome Display Adapter (MDA), Colour Graphics Adapter (CGA), 


Video ae Array (VGA), Super Video Graphics Array (SVGA) or Extended Graphics Array (XGA). 


D Monitor 


Another type of display is the flat panel display. It is formed using special types of 
crystals called liquid crystals and hence called Liquid Crystal Displays (LCDs). 
These have lower power consumption, flat screens, and are thin in nature with less 
than 3” in depth and hence occupy lesser desk space. However the disadvantage with 


these monitors is a narrower viewing angle as compared to CRT displays. 


LCD Monitor 
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In an LCD display, the image is produced by placing the liquid crystal between two glass plates. A special 
arrangement of light polarisers and electrodes are then used to form the image on the screen. The. 
image is formed by passing light from a light source (like LED) through the liquid crystal and by changing the 
property of the crystal by. passing electric current through the electrodes. 


Tie are two types of LCD’s namely Passive Matrix LCD and Active Matrix LCD. The first type uses a 
set of electrodes arranged in rows and columns forming a matrix to control the pixels on the screen. The 
second type uses a matrix of Thin Film Transistors (TFT) to drive the pixels. TFT LCD monitors are brighter 
and costlier and are also used in laptop computers. 


Differences between CRT and LCD monitors 


CRT Monitor LCD Monitor’ == 


Ths pays are bully n nature and cup more pec 


a 


Difference b/w 
CRT & LCD 
monitors 


Features of Video Display Units ay 
In general any video display unit has the following features: Features of 


-& Paging: Using paging the monitor can switch to the next or previous page when requested. VDUs 


“4% Scrolling: Using scrolling the data/image can be moved line-by-line in an upward or downward 
direction. In some applications (e.g. Excel) a page can be scrolled in a horizontal direction also. 


~Z Screen Position Control: Based on the position of the cursor on the screen, the user is able to enter 
information at that point. 


sk Reverse Video Effect: This is used to highlight a portion of the display screen in reverse colour. 
. Blinking: To draw the attention of the user, the screen cursor blinks in reverse video. 
A Brightness Control: To highlight some data, it can be displayed in increased brightness. 


e Printers 


Unlike a VDU, a printer is an output device which can be used to produce a permanent copy of the 
output. There can be two broad classifications of printers — impact and non-impact printers. 


Impact Type Printers 


In an impact type printer, the image is produced on paper by some electromechanical impact device 
just like the working of a mechanical typewriter. Various types of impact printers include Dot Matrix Printers, 
Line Printers, Daisy Wheel Printers etc. as described below. 


ot Matrix Printer (DMP): Instead of printing a 
character at once, these printers use a group of 
pins of very small radius to strike the ink ribbon 
and create a dot at the point of impact. A character 
or an image can be formed by proper arrangement 
of many such dots. The pin hammer assembly is 
moved back and forth by a motor. To print a character, driven by 
electromagnets the pins hit the ink ribbon and as a result a character gets printed on the paper. A roller 
moves the paper to the next line and continues printing. Usually a pin head assembly consists of 7x5 
dots or 9x7 dots arranged in a matrix. Higher number of dots creates finer impressions. These printers 
are still used in offices for heavy printing jobs and can print for very long time without any break. 
Moreover any type of character sets can be printed. 


Dot Matrix 
Printer 


Paper Ribbon 
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oe 2. Daisy Wheel Printer: These are character printers where a special type of 
wheel called a Daisy Wheel contains the set of characters used in the printing 


Daisy Wheel process. The characters are embossed on small metal plates that are 
Printer mounted on the spokes of a wheel (see diagram to the right). During printing, 
the wheel rotates at a high speed and an electro-mechanical hammer strikes | spoke 
on the appropriate character when it comes under the hammer. The Daisy Wheel Fare 
~---- Pp 


character is struck against an ink ribbon which drives out the ink from the 
ribbon and makes an impression of the character's shape on the paper. By changing the wheel, one can 
print using a different set of characters. Such a printer is fast and good for printing basic text. It can 
print at the rate of 10 to 50 characters per second. However it prints a single character at a time and 


cannot be used to print images... 


er ree Printer: This type of impact printer is used to print a complete line of text at a time at a very 
high speed. These printers have a hammer for each column of the page which strike on an ink ribbon at 
Line Printer the same time and a line is printed at once. These are much faster than those which print one character 
at a time. However these are costly and heavy as many sets of hammers are needed for printing. Two 


main types of line printers as described below: 


a/Drum Printer: Such a printer contains a cylindrical drum whose 

length is same as the length of a printed line. The drum has 132 

parallel tracks and along each track all the characters of the 

; character set are embossed. The 64 character set is the most 


easaaasasaa 
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common one. The printer ribbon and the printing paper are 
sandwiched between the drum and a set of 132 hammers, each 
corresponding to a particular character. The drum rotates at a high speed and when the appropriate 
character in a track comes under the hammer, the hammer strikes on the paper and the character i 
impression from the drum is printed on the paper. In a single rotation of the drum all 132 hammers i 
are activated and the whole line gets printed_ 


Gear Chain 


Chain Printer: In such a printer, the printing 
characters are chained together to form a 
loop. Using a motor-gear assembly, the chain is 
rotated horizontally at a high speed. An ink ribbon 
and paper is mounted in front of the characters on 
the chain. A set of hammers, equal to the number 
of printing positions on a line are placed touching 
the paper. When the appropriate character comes under a hammer, the hammer strikes the paper and 
the character impression from the chain is transferred to the paper through the ink ribbon. The printer 


can print from 5 to 40 lines per second. 


Lore mpact Type Printers 


In a non-impact type printer, the image is produced on paper without the need for any impact 
hammer or ink ribbon. These can be used to print both character and image printouts and produce much 
less noise during printing. The printing quality of these printers is also far better than impact type printers 
and can produce both black & white and colour printouts. Moreover non-impact printers are usually faster 
than the impact ones. But the major disadvantage is that these cannot be used to produce multiple 
copies of the same document at the same time. 


in non-impact printers include Inkjet Printers and Laser Printers as described below. 


~ Inkjet Printer: An inkjet printer is a non-impact printer. It prints by ejecting 
microscopic drops of ink through tiny ink nozzles in the print head. Each 
nozzle can be heated up selectively in a few micro-seconds using resistive 
heating effect. On heating, the ink droplet in the ink-tank of the ink 
cartridge expands and is ejected out from the nozzle onto the paper. This 
ink drop forms a tiny dot of ink on the paper. Several such dots combine to 
produce a particular character or image. The cartridge assembly moves 
sideways as it keeps ejecting ink droplets on the positions where it is 
instructed. A roller automatically rolls in the paper so that the printer can print 
the next line. 


Inkjet Printer 
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As tiny dots of ink combine to produce a pattern, they can be used to print both photo quality images | 


and characters of any shape and size. A high resolution ink-jet printer can print even 2400 dots per 
inch, Depending upon the number of ink cartridges | 
used, an inkjet printer can produce both | —y 
Working of 
| Inkjet Printer 


Heating Resistor 


monochrome and colour output. A colour inkjet 
printer usually contains 4 different ink cartridges or 
ink tanks namely Cyan, Magenta, Yellow and 
Black collectively called CMYK). By proper 
combination of these 4 different colour dots, all other 
colours can be created on the paper. These printers Drop 
are cheap to buy and can print at speeds of 5 to 8 pages per minute. However inkjet printers are 
slower than laser printers and are not suitable for bulk volume printouts. 


Ink 
Tank 


aser Printer: These non-impact type printers use dry ink (called toner) to 
print text or images on paper. A laser beam is used to charge portions of a 
roller drum coated with a special photo-conducting material. The charge 
pattern laid down on the drum depends on the content of the document to be 
printed. As the paper is rolled over the drum, dry ink is then deposited onto 
the paper based on the static charge on the drum. The ink is then bonded 
onto the paper using heat. 


a 


Laser Printer 


Colour laser printers have four different drum and toner assemblies 
corresponding to the basic colours cyan, magenta, yellow, and black. Laser 
printers are costly but can print at high speeds of 8 to 15 pages per minute and are suitable for bulk 
printing jobs of text and images. The output of a laser printer is also better than that of an ink-jet printer 
and is permanent in nature. 


3, Plotter: A plotter is similar to an inkjet printer, but is used for 
printing on larger papers or continuous paper rolls. These are 
usually used for printing engineering drawings like building plans, 
mechanical drawings, assembly drawings etc. A plotter can print in 
both black and white and colour and can either have a set of 
plotting pens filled with the colours cyan, magenta, yellow and black 
in case of a colour plotter. Depending upon the working one can have 
a drum plotter (picture on the right) where the paper is rolled over a 
drum and a flat-bed plotter where the plotting pens plot on a flat 
surface over which the paper is placed. 


Plotter 


Comparisons between VDU and Printer 


a 


Comparison 
b/w VDU and 
Printer 


As the output is usually on paper, it is permanent and 
can be used later. 


Accessories like paper, ink-ribbon or ink cartridges are 
required. 


Differences between Impact and Non-impact Printers 


Impact Printers Non-impact Printers 


Print head is operated electromechanically. Print head does not have an electromechanical device 
They print by hammering a set of metal pins or These print by depositing ink drops or dry powder ink b/w Impact 
character sets on an ink ribbon from an ink cartridge. and Non- 


ee ee Impact Printer 


a 


Comparison 
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impact Printers Non-impact Printers 


eSn be used to produce multiple copies by using carbon | As no impact mechanism is there these cannot be useq 
to produce multiple copies 


papers. . 
Generally used to produce character outputs. Can produce both character outputs and images, 
Usually produce output of a single colour. These can produce outputs of different colours. 


Since these use electromechanical devices these are The absence of electromechanical parts makes these 
nolsy to operate. much less noisy to operate 


These printers are slower than non-impact printers. These are faster than impact printers. 
E.g. Dot-Matrix, Dalsy-Wheel printers etc. E.g. Ink-jet, Laser printers etc. 


e Other Output Devices 


Other output devices include speakers, computer output microfilms (COM), CAD-CAM machines etc. The 

audio output from a computer can be heard through a speaker system or a headphone, 

( Microfiim technology can be used to directly get miniature outputs from computers on films, Due to large 

ta compression ratio, huge volumes of data can be stored on microfilms and can be viewed using a 

projector. CAD-CAM (Computer Aided Design and Computer Aided Manufacturing) technology can directly 

convert the drawing instructions in a computer to a set of electrical signals which can be used to drive 
mechanisms to automatically manufacture products. 


To process data, both the data to process and the instructions to process them need to be stored in the 
computer. All Computer data and instructions can be stored in special locations of the computer called 
the computer memory. Depending upon the type of storage, two basic types of memories are Primary 


Memory and Secondary Memory. 
o> 1 omy Memory: The primary memory is the main memory of the computer and a computer cannot 


Prima run without it. Two types of primary memory are Random Access Memory (RAM) and Read Only Memory 
eae (ROM). RAM is a volatile memory that is used to temporarily store instructions and data that are 
ry needed during a program execution. It is the working memory of the CPU and stores temporary data, but 
the contents are erased if the power is switched off. Whereas ROM is a non-volatile memory that_ 
stores i ctions that are required by the computer during start-up. The computer reads the instructions 
ently stored in the ROM every time power is on. 


er Secondary Memory: However to store large volumes of data permanently we need a secondary 

storage device. The secondary memory is a permanent memory, where the results of data processing 

Secondary are stored from the RAM for future use. Unlike a RAM, one can store both programs and data permanently 

Memory in a secondary storage. In case permanent storage of data is not required, secondary memory 

becomes optional. Therefore a computer may run without permanent storage, but it cannot work 

without primary memory. Magnetic storage media like hard disk, optical media like CD’s, DVD's and 
semiconductor flash memories are examples of secondary storage. 


Difference between Primary and Secondary Memory 


Primary Memory Secondary Memory 


Usually volatile memory Is a non-volatile memory 


Primary memory of the computer is composed of memory cells where each cell can store either a ‘0’ or a ‘1’. 


Seconda 
Witla? is used 


to store large The arrangement of 8 such cells forms a memory byte. In all modern computers, data is read or written 
volumes of data to the memory in groups of several bytes. Such a group of bytes form a memory word. A word length 
permanently in a }| can be of 32 bits or 64 bits. 
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ring a Read operation, the data stored in the memory cells gets transferred to the data lines. During a 
Write operation, the data is transferred from the data lines to the memory cells. Whereas a read operation 
is a non-destructive one and retains the previous data, the write operation is a destructive operation 
whereby the previous data is lost after a write operation. 


Earlier Magnetic Ferrite Core Memories were used to design primary memory. During the 1970s 
Semiconductor Memory replaced these and is presently used to construct both RAM and ROM. 


ead Only Memory (ROM) ‘ 


Read Only 
Memory (ROM) 


ROM or Read Only Memory is a non-volatile permanent memory, the contents of which can be only read 
but cannot be altered. Each computer has the ROM BIOS, which permanently stores the basic information 
needed by the computer during start-up after power is switched on. This Is also called Firmware. 


There are various types of ROMs available. A common feature for all these is their ability to retain data 
and programs forever, even during a power failure. As described below, different types of ROMs are 
distinguished by the methods used to write new data to them and the number of times they can be 
rewritten. 


ra 
_1/ROM: These are the first semiconductor ROMs that contained a pre-programmed set of data or 


ais 
“PROM (Programmable ROM): It is purchased in an un-programmed state. Special equipment called a 
device programmer is used to write the data into the PROM. The data is written by applying an 


electrical charge to the input pins of the chip. Once a PROM has been programmed in this way, its 
contents are permanent. 


“EPROM (Erasable and Programmable ROM): It is programmed in exactly the same manner as a 
PROM. However unlike a PROM, EPROMs can be erased and reprogrammed repeatedly. To erase an_ 
EPROM it is exposed to a strong source of ultraviolet light. By doing this the entire chip is Teset to its 
initial un-programmed state. (It is also sometimes called an UVEPROM). 


_4-EEPROM (Electrically Erasable and Programmable ROM): Internally, they are similar to EPROMs, 
but instead of using UV light, the erase operation is done electrically. Any byte within an EEPROM can 
= erased and rewritten without the need to reprogram the whole chip, as in an EPROM. (It is pronounced 


s E? PROM). 
Comparison Chart for ROMs 


aT 


Type 


Cost/ Byte 
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EPROM (Erasable and Programmable ROM) | Many times | times 


Random Access Memory (RAM) 


Speed 


ROM 
Comparison 
Chart 
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Random 
Access 
Memory (RAM) 


Programs are loaded into the main memory and run from there. Data is also loaded into the memory for 
faster access. The type of memory in which all these operations are done is known as the Random Access 
Memory or RAM. It is so called because the amount of time required to access data stored in the RAM is the 
same, independent of the location of the data in the RAM. That is, the 
data can be randomly accessed with the same access time. |Whereas 
a write operation on a RAM is destructive, a read operation is_non-. 

ctive./ However a RAM is volatile in nature and requires a 
regular supply of power to refresh its contents. In the absence of 
any refreshing supply or when the computer is switched off, the content of the RAM is lost. These are 
available as IC packages commonly called memory sticks in 512MB, 1GB, or 2GB modules. 


Depending upon its retentive power, a RAM can be broadly classified into a Static RAM and Dynamic RAM 
as described in the next page. 


RAM is a volatile 


primary memory 
used to store data 
temporarily 
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. “7st commercially 
available DRAM 
chip, Intel-1103, 
was introduced in 


Difference b/w 
RAM & ROM | 


Software can 
partition a portion of 
@ computer's RAM 
to allow it to work 
as a much faster 
hard-drive that is 
called a RAM disk 


Needs to be refreshed at regular intervals of time to retain | No need to refresh at regular intervals of time to retain its 
| | its data data. 
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Dynamic RAM (DRAM): A Dynamic RAM cell is a volatile memory that usually consists of a transistop 
and a capacitor and the electrical charge needs to be periodically refreshed to retain its data, 


A DRAM cell has a very short data lifetime of about 4 milliseconds. To retain the data for a longer time, 
the DRAM chip is refreshed at regular intervals of time before the data is lost. As the memory celj 
needs to be recharged at regular intervals of time, such a RAM is called a dynamic RAM. It jg 
possible to fabricate a large number of these cells in a small area, resulting in a high bit density ang 
lower cost. Due to their low price and high packing density, these are used for the bulk manufacturing of 
RAM in the form of IC chips of 512MB, 1GB, 2GB, 4GB capacity. 


tatic RAM (SRAM): Unlike a DRAM, SRAM is a type of RAM which can retain its contents as long as 
electrical power is applied to the chip. However, like DRAM if power is switched off, its contents will be 
lost forever. These are made using special memory elements called memory latch. Since these RAM do not 
require periodic refreshing of the existing data, these are called static RAM and are much faster than 
Dynamic RAM. However these memories have lower packing densities and hence are costly. 


Therefore SRAM is used in applications, where faster memories are required (as in cache memories), but 
are used in smaller quantities like 512KB, 1MB, or 2MB._ 


Comparison between DRAM and SRAM 


TU aa). CMe Sie hacen na SPV ne 
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; 
; 
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- = - 
It is a volatile memory. It is also a volatile memory. 


Basic memory cell consists of a transistor and capacitor Basic memory cell consists of several transistors only 
Packing density is high. Packing density is low 
Cost per bit is low. 
Speed is of the order of 80 nanoseconds 


Used to make main working memory of computer 


Cost per bit is high 

Speed is of the order of 20 nanoseconds 

Used to make cache memory of a computer 
Difference between RAM and ROM 


RAM. cs) 
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Full form is Read Only Memory. 


Full form is Random Access Memory. 
It is a form of permanent or non-volatile memory where 


It is a form of temporary memory where the memory 
content is lost if power is switched off the contents are stored permanently. 
ean used tO form.Ane ng memory. oF tie It is usually used to form the BIOS chip of the computer. 


One can both read and write data to a RAM One can only read data from a ROM 


Apart from the computing power, the other most important thing that has added to the speed and power of a 
computer is its RAM content. During the 70's, a RAM content of 64KB was considered high. However with 
development in multimedia and game technology, the requirement for RAM has gone up. Compared to 64KB, 
a present day general computer (as of 2014) has 2 GB to 4 GB of RAM. That means an increase of 1 


million times in RAM capacity over the past 30 years! All this has been possible with the introduction of 
newer and better RAM types over the years. 


Various types of RAM packages that have been developed over the years include DRAM (Dynamic RAM), 
EDO RAM (Extended Data Out RAM), SRAM (Static RAM), SDRAM (Synchronous DRAM), RDRAM (Rambus 
DRAM), DDR SDRAM (Double Data Rate SDRAM), DDR2 SDRAM (Double Data Rate 2 SDRAM), etc. 


ere |_« ache Memory 


Cache Memory 


Cache memory is also a type of volatile memory like RAM but is much faster than RAM. It is basically 
made using static RAM technology and hence the access time of cache memory is much faster than that 


of the RAM. It is thus used to temporarily store active data and instructions during processing and functions 
in between the CPU and the main memory i.e. the RAM. 


As most programs contain a number of iterative loops (such as while and for), if an instruction is executed 
there is a likelihood of the same instruction being executed again soon. Similarly while working with tables, 


L 


records or arrays of data, the processor works with the same set of data over a short period of time. This type 
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of instruction and data that is needed frequently is stored In the cache memory of a computer for 
faster access. 


When a program is running, and the CPU wants to read an instruction or data, it first checks if the same is 
available in the cache. If it Is found, it is delivered to the CPU. Otherwise a block of memory including the 
requested information is fetched from the main memory. This block of instructions is then copied to the 
cache memory and delivered to the CPU. During execution of the program it is likely that there will soon be 
references to other words in the block recently stored in the cache. Thus the next time the CPU attempts to 


read a word it is very likely that it will find the same in the cache. This saves the time to again access the 
data from the main memory. 


A computer system can contain more than one cache memory. For example the Pentium group of 


rs have two different caches referred to as the L1 and L2 cache. The L1 cache is embedded into 
the processor chip while the L2 cache is located outside the processor chip. 


“buffer Memory 


The term buffer memory in a computer is used to refer to an area of the memory that is used for 
temporary storage of data, while it is being moved from one place to another. Buffers are typically used 
when there is a difference between the rate at which data is received and the rate at which it can 
be processed. Usually the data is temporarily stored in a buffer as it is retrieved from an input device (such 
as a keyboard) or just before it is sent to an output device (such as printer/speakers). 


Buffers can be created in a fixed memory location in hardware. However, a majority of buffers are 
implemented in software, which typically uses the faster RAM to store temporary data. This is helpful as 
the access time of RAM is much faster compared to hard disk drives. 


Among the various applications of buffers, these are used by printers to store the processed data from 
the computer. It is then supplied to the printer as per the speed of the printer. Another example of buffer use 
is in streaming online multimedia content. Without the use of a buffer, one would either have to wait 


for the entire file to load to the local machine before playing it, or have playbacks with breaks and jumps 
created by millisecond (or longer) delays in the incoming data stream. 


e Memory Registers 


Apart from cache memory, the processor contains several special high speed memory registers located 
inside the Control Unit and the ALU. These are used to store the current instruction and data, address of 
the next instruction to execute and the immediate result of any calculation done by the ALU. A register can be 
8, 16, 32 or 64 bits in size. This is sometimes called the word size. The processor directly communicates 


with these memory registers to access data and instructions and hence, more is the word size, faster the 
data can be processed by the CPU. 


Names and functions of some important registers are given below: 
= Memory Address Register (MAR): Used to hold the address of the current memory location 
« Instruction Register (IR): Holds the current instruction that is being executed 
» Program Counter (PC): Holds the address of the next instruction to be executed 
« Input / Output Registers: These are used to communicate with the input/output devices 
Accumulator (ACC): It is used to store the result of any arithmetic operation in the ALU 


Memory Buffer Register (MBR): This is a buffer register used by the CPU to store data which is being 
transferred to or from an immediate storage (like RAM). 


Data can enter or leave a register either serially or in parallel. Thus there are four categories of registers 
depending upon the way the data enters and leaves a register. These are Serial-In-Serial-Out (SISO), 
Serial-In-Parallel-Out (SIPO), Parallel-In-Serial-Out (PISO), and Parallel-In-Parallel-Out (PIPO). 


2.6 The Processing 


The processor is the brain of the computer and is involved in doing all the calculations that take place 


whenever any data is processed. To execute a program, the processor should have the following 
properties as described in the next page. 
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e It should read and write information (program and data) from and to the memory, 
e It should recognise and perform a series of simple commands to carry out the programs, 
¢ It should co-ordinate between different parts of the computer to carry out instructions 


For personal computers the main processor is known as a 
microprocessor (or 1p) which is a single chip mounted on the motherboard. 
For larger computers, a single microprocessor may be replaced by several 
parallel processors which work together and hence increases the total 
processing power of the computer. These are collectively known as the 
Central Processing Unit or CPU. 


Central Processing Unum 
= (cpu) ng 


The CPU Is the brain of any computer system and is made up of two basic 
components, namely the Control Unit (CU) and the Arithmetic and Logic Unit (ALU). The CPU alsg 
contains a set of memory registers to temporarily store instruction and data, during processing. 


Each processor has its own instruction set built into its hardware. It uses these instructions to process datg 
The instructions to carry out to process data are given to the computer in the form of a program. They 
execution of each instruction is done in three steps. These are the Fetch, Decode, and Execute, 
operations. The ‘fetch’ operation is used to load the instruction and data into the main memory of the 
computer. The ‘decode’ operation is then used to decode the instruction. The ‘execute’ operation is finally, 
used to follow the decoded instruction and process the data accordingly. The processed data is then stored) 
back in memory, to be used as required. 


e The Control Unit (CU) 

During data processing, the Control Unit carries out the following functions: 

* Control supervision: The Control Unit acts like a supervisory unit in the CPU and is responsible for: 
issuing control instructions to carry out different functions of the CPU. 


* Activate memory locations: To read the data and instruction from the main memory, the CU issues 
control signals to activate those memory locations. Data and instructions are then transferred from the 
main memory to special purpose registers in the Control Unit. 


" Decode instructions: The decoder present inside the CU is used to decode an instruction and send 
appropriate signals to the ALU to process the data. 


* Generate write signal: The processed data needs to be transferred from the temporary memory 
registers in the CU to the main memory. The control unit issues a write signal to write the processed:data 
to different memory locations in the main memory. 


* Control Coordination: The control unit is responsible for coordination between the memory and different 
input/output devices. As an example, the control unit may load two numbers into the registers in the ALU 
and tell the ALU to add the two numbers or to check if the numbers are equal. 


Main Storage Unit (RAM) 
ae a 


Control Unit 
(CU) 


¢ The Arithmetic and Logic Unit (ALU) 


The Arithmetic and Logic Unit (ALU) is the place where the actual 
execution of the instructions takes place during data processing. It is 
responsible for carrying out arithmetic operations (like addition, subtraction, 
etc.) and different logical operations (like checking equality, >, <, AND, OR, 
etc.). To carry out these arithmetic and logical operations, the ALU contains 
some special purpose registers, an adder and a comparator circuit. 


During a calculation, data is first moved from the main memory (RAM) to 
temporary storage registers in the ALU. The data present in the storage 
register and in the Accumulator are then transferred either to the Adder 
circuit or to the Comparator circult for necessary calculations or 
comparison. After an operation the result is stored back in the Accumulator. Finally the result is moved from 
the Accumulator to the main memory through the storage registers. 


The Arithmetic and Logic Unit therefore carries out the following functions: 


« Fetch data: The ALU fetches the data that needs to be processed and stores them into temporary 
memory registers for processing. 
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Accumulator Registers (ACC) 


Block Diagram of an ALU 
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Carry out calculations: Based on the control signals generated by the Control Unit, the ALU carries out | 
various operations like addition, subtraction, multiplication or division etc. 


Compare data: Other than doing calculations, the ALU can also compare two sets of data like check for 
equality or in-equality based on the control signals generated by the Control Unit. 


Logical operation: Logical operations like logical AND, OR, NOT etc. are carried out by the ALU. 


Store processed data: The processed data is transferred from the Accumulator to the proper storage 
locations as per the control signals generated by the control unit. 


Microprocessor 


When the functions of a CPU are integrated on a single integrated circuit (IC) using ultra large scale 
integration (ULSI) technology, then it is called a microprocessor. In a microprocessor trillions of transistors 
that are used to form the different components of a CPU are packed into a single chip. By packing all 


the parts of the CPU within a single chip increases the processing power of the processor. The first 4-bit 
microprocessors were used for making electronic calculators during the early 1970s. 


8-bit microprocessors were the first to be developed. The bit number indicates the number of bits the 

t can process at a time. Thus an 8-bit microprocessor can process 8 bits at a time. The world's first 
8-bit microprocessor was Intel’s 4004 microprocessor introduced in 1971. It was followed by the 8008 | 
microprocessor in 1972. 


Introduced in early 1973, National Semiconductor’s IMP-16 was the first 16-bit 
microprocessor. This was followed by Intel’s 8088, which was used in the first IBM 
PC. It was the first member of the Intel 80-x86 family (80186, 80286, 80386, 80486) that 
was used in most modern PCs. 


The world's first 32 bit microprocessor, the BELLMAC-32A, was developed at the AT&T Bell Labs in | 
1982. Intel introduced its 32 bit processor the 80386 during 1985. It became the predominant processor 
architecture for desktop and laptop computers at that time. AMD's Athlon and Intel’s Pentium 4 are best 
examples of other 32 bit processors. 


AMD's AMD64 microprocessor introduced in 2003 and Intel's 64-bit architecture the Intel 64 led to the 
beginning of 64-bit computing. Both versions can run both 32-bit applications as well as new 64-bit 
software without any performance penalty. 


Multiple core processors were the next development in processor technology. For 
example a dual core processor is basically two microprocessors built into one IC package. 
This effectively multiplies the performance of the processor as compared to a single core 
processor. AMD’s Athlon X2, Intel’s Pentium D, Centrino Duo, Xeon and Core 2 Duo, Core 
i3, 5, i7 processors are examples of multi-core processors. 
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Since RAM is a volatile type of memory and nothing can be permanently stored in it, to save our data files 
permanently, we require secondary memory devices. In these storage devices the cost per byte of | 
storage is much less compared to primary memory. For example, whereas a 2 GB RAM costs around 
Rs. 1200/-, a 2 TB hard disk drive costs around Rs. 6000/- (as on 2014). Various types of common storage 
devices are discussed below. 


Magnetic Hard Disks 


Platter 
Magnetic hard disks are the most common type of direct access storage fj ve 
devices (DASD) used to store data digitally. In a hard disk, data is recorded 
permanently on one or multiple circular disks called platters. The disk is 
made of a non-magnetic material like an aluminium alloy over which a thin film 
of a ferromagnetic material is applied. Data is recorded by magnetising the 
ferromagnetic material. 


To read or write data onto the disk, a motor spins the disk at a very high 
speed of around 7200 rounds per minute. A read-write head mounted on an 
arm is used to write data onto the disk or read data from the disk. A motor 


e first har 
| was created in 
1979, and could 
| hold just SMB of 
| data 


Early hard drives 
with 20MB capacity 
cost about 

| Rs.50,000/-, | 
whereas a pen drive 
today holds 8GB 
memory and costs 

| less than Rs.500/- 


Positions the arm containing the read/write head on the disk from where the data is to be read or written. 
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During writing data, the read-write head lays down a magnetic pattern representing binary ‘0’s ang 
‘1's on the magnetic disk. When reading from the disk, the read-write head senses the magnetic pattern on 
the disk and converts them back to binary ‘0's and ‘1's. 


Magnetic hard disks can be used in a computer system only after they are prepared by a process called disk 
formatting. During formatting, a pattern is laid out on the disk which divides the surface of each disk into a 
number of invisible concentric logical circles called tracks. There can be from a few hundred to a few 
thousand tracks on a single disk surface. The tracks are numbered consecutively from the outermost to the 


CS store a 


| permanently on 


| one or more innermost track, starting from 000. In a multiple platter disk pack, the tracks with the same diameter and 
| circular disks located on the different surfaces of different platters form a cylinder. Thus the total number of cylinders in a 
‘called platters, disk pack is same as the number of tracks on a single side of a disk. Each track is again further subdivided 
\ coated with a into smaller sections called sectors. Disk drives are designed to read/write whole sectors at a time, 
| magnetic material Typically there are 4-32 sectors per track and 512-4096 bytes per sector. Some operating systems like 


Windows combine several sectors to form clusters. 
There can be two types of hard drives based on the type of ' 1000 | 


read/write heads provided. In a fixed head type disk, there aa alae Track 
are individual heads provided for each track of the disk. While in 000 
a moving head type disk there is only one read/write head 

provided for each surface of the disk. (Q) 

Several factors determine the time required to access the data a 
during a read/write operation. The disk access time is the 999 


interval between the time a computer makes a request for 
transfer of data from the disk to the primary memory, and the time this operation is completed. To locate 
the data on the disk, the disk address of the particular data block needs to be given. As the disk address is 
given by its surface number, track number, and the sector number, the read/write head needs to be 
positioned based on the above parameters. Based on these, the disk access time depends upon: 


or = Seek Time: The time required to position the read/write head from the current cylinder or track to 

the desired cylinder or track is called the Seek Time. The seek time varies, depending upon the 
position of the read/write head when a data request is made. The average seek time is of the order of 
10-20 millisecond depending upon the make or model. 


ee « Latency: Once the cylinder/track is selected and the read/write head is activated, the time required to 

position the desired sector under the read/write head is called Latency or Rotational Delay. It 
varies depending upon the initial position of the sector with respect to the read/write head and also upon 
the rotational speed of the disk, which may be of the order of 7200 rpm. Average latency time is given by 
the time required for the disk to make half a revolution and is of the order of 5-80 milliseconds. 


Seek Time 


Latency 


* Data Transfer Rate: Once the read/write head is positioned, the rate at which the data is read or 
written onto the disk is called the Transfer Rate or Block Transfer Time. It is usually expressed in 
thousands of bytes per second. The transfer rate depends on the rotational speed of the disk. More the 
speed more data will get transferred per unit time. 


Thus the Access Time is the sum of the Seek Time, Latency, and Data Transfer Time. The access time 
needed to locate and transfer a disk block is of the order of 12-60 milliseconds. Of these, the seek time and 
latency are much higher than the block transfer rate. 


The gap between the head and the platter is 
very small and of the order of several nano- 
metres (10° m) only. Due to this extremely close 
spacing, even a small dust particle can lead to a 
hard disk crash. To avoid this, the disks are 
nowadays stored in an airtight box using a 
| technology called Winchester technology and the Reaawrite — 
disk is called a Winchester disk. Head tip 


A typical modern hard disk can store between 500 to 2 TB of 
data and rotate at 5,400 to 10,000 rpm with an average data 
transfer rate of 70MB/sec or higher. As of 2014, the highest 
capacity hard disk available is 2 TB. Removable external 
hard disks are also available for backup. 


/SsGap between hard disk Diameter of 
platter and R/Whead human hair 


{ 


Platter surface 


Platter Head 


1 Kilobyte (KB) = 2" bytes © = 1024 bytes 
4 Megabyte (MB) =2'"°KB . =1024KB> 
4 Gigabyte (GB) =2°MB. =1024MB— 
1 Terabyte (TB) =2GB | =1024GB 
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e Magnetic Floppy Disks ay 
Another type of direct access storage device is the floppy disk, which is a | Floppy Disk 
removable plastic diskette and has a much lower storage capacity. Two 
different standards of floppy disks were available. The first one was the 514" 
variety with a storage capacity of 1.2MB, and the second was the 32" one with 
a storage capacity of 1.44MB. Nowadays floppy disks have become 3%” Floppy 
obsolete, being replaced by higher capacity flash drives. 5%" Floppy a 
Instead of a metallic platter as in a hard disk, floppy disks were constructed using a thin plastic disk coated 
with a magnetic material. These were available in various capacities depending upon the density of the 
magnetic material applied on the disk and the number of surfaces used. Accordingly there were SSSD or 
Single Sided Single Density, SSDD or Single Sided Double Density, DSSD or Double Sided Single Density, 
DSDD or Double Sided Double Density type disks (which have 1.44 MB capacities). 
Following are the disadvantages of using magnetic disk storage: ay 
1. Lower Efficiency for Sequential Processing: For applications requiring sequential processing of data a Disadvantages 


sequential device like a magnetic tape is more efficient than a magnetic disk. of Magnetic 


2. Low Security: It is difficult to maintain the security of information stored in magnetic disks used as a | Disk Storage 
shared secondary storage device. ; 


3. Prone to Easy Data Loss: A disk failure or disk crash can result in the loss of the entire information 
stored in the disk. It is also not easy to recover the lost data. 


4. Higher Cost per Bit than Tape: The cost per bit of storing in a magnetic tape is lower than a magnetic 
disk. 


5. Less Portable: Disk packs like magnetic hard disks are not so easily portable like magnetic tapes though 
portable hard disks are available at present. 


6. Needs Special Care: Jerking should be avoided while working on a magnetic hard disk. 


e Magnetic Tape Media 


a 


Magnetic tapes have been used for computer data storage for a long time since Magnetic Tape 


1951. Unlike magnetic hard disks, a magnetic tape is a sequential access 
storage device (SASD). A hard disk drive can move its read/write heads to 
any random part of the disk platters in a very short amount of time, but to 
access the n™ block in a magnetic tape a tape drive must wind the tape to first 
skip the first (n-1) blocks to get to the n™ block. The sequential access makes 
the tape slow and is not used to store online data. It can be used to store 
very large files. It is usually used to keep a backup of the data from the 
hard disk, in case of a hard disk crash. A DAT (Digital Audio Tape, with capacities of up to 1 TB are available) 
is basically used for this purpose nowadays. : 


In a magnetic tape, data is stored as binary digits on a ribbon made of a polymer Tracks 
material and coated with a magnetic substance. The width of a magnetic 
tape varies from 2” — %” and is 50 to 2400 feet in length. Data is read or written 
in parallel tracks along the length of the tape using read/write heads, which change 
the magnetic property of the tape to store binary ‘0’s and ‘1’s. The tape speed and 
the data density determines the data transfer rate of the tape. The data density 
is in bytes per inch (BPI) or characters per inch (CPI) and varies from 1600 to 
6250 CPI. The tape speed is expressed in inches per second (IPS). Data is 
usually grouped into blocks separated by a space called inter-block gap (IBG). 


Advantages of a magnetic disk over magnetic tape: 
a) Random Access: Unlike magnetic tapes, magnetic disks support random access of data. Advantages of 


b) Fast Data Read/Write: Due to their random access nature, data from magnetic disks can be accessed in | Magnetic Disk 
few milliseconds which is not possible in case of a sequential tape. over Tape 


C) Shared Device: Due to their random access properties, multiple users often use magnetic disks 
simultaneously as a shared device. A magnetic tape Is not suitable for such purpose. 
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d) High Data Transfer Rate: Data transfer rate of a magnetic disk is usually higher than that of a Magnet, 
tape. 

e) More Durable: A magnetic tape can snap easily causing unrecoverable loss of data. Similar problems do 
not arise in case of a magnetic disk. 


e Compact Disk (CD) 

A CD or Compact Disk was originally used to store and playback music in a digital 
format. Later during the 1980s Sony and Philips developed a standard to store any 
type of binary data in a CD format. Presently a CD is used to store and distribute 
music, video, data, software etc. 

A CD is a DASD made of polycarbonate plastic disk of 12 cm diameter and 1.2 mm thickness. Smaller 
8 cm diameter CDs are also available. The total capacity of a 12 cm CD Read Only Memory or CD-ROM is 709 
MB and its audio running time is about 84 minutes. 


Data is stored in a CD spirally from the centre of the disk 
to the circumference, in sectors. However, unlike a hard 
disk sector, the sectors of a CD are of equal length (see 
diagram). This ensures a higher data storing capacity as 
there is no wastage of space. 


Because the outside area of a spinning disc is moving faster 
relative to the inside area, the motor must vary the Compact Disk Hard Disk 
speed of the CD to ensure that the surface of the disc is 

always moving at the same speed underneath the laser read head. This keeps the linear speed of the track 


same. 


A CD-ROM drive is used to read data from a CD. The drive uses a tray system that slides out to load the 
disc. To read or write the data a variable-speed motor is used to spin the disk. A CD-ROM read head is a 
combination of a laser lens, which focuses a laser beam towards the surface of the disc and a sensor 
which determines whether the beam was reflected from the surface of the disk or not. The binary data stored 
in the CD is read by the sensor which detects the reflection or absorption of the laser beam to 
determine a binary ‘0’ or ‘1’. 


Based on the type of use and the manner in which the ‘0’s and ‘1's are encoded in a CD, there can be 3 
different types of CDs as described below. 


1. CD-ROM: This type of CD is a read only media made of a thin 
aluminium layer placed between two clear plastic layers. Data is 
stored on the disc as a series of land and pit etched into the 
clear plastic layer. A land represents a binary 0 and a pit represents 
a binary 1. A laser light is shown on the reflective aluminium 
surface of the disc to read the land and pits. When there is a land, 
the laser gets reflected from the land and is sensed by a sensor. 
When there is a pit, the laser falls into the pit and gets scattered. The scattered light is not sensed by the 
sensor (see diagram). This pattern of changing intensity of the reflected beam is converted to binary 


data. 


2. CD-R: It is a CD-Recordable media, also called a Write Once Read Many (WORM) type media, where the 
user can write data on the CD only once, but read it many times. The reflective aluminium layer in 
such a disk is covered with a special reactive dye. To write data, a high power laser is shown on the dye 
layer. The dye gets discoloured wherever the laser falls. The coloured part can reflect light and the 
discoloured part scatters light. Hence the coloured and discoloured surface of the dye can be used to 
represent the land and pit of a normal CD-ROM. The CD is then read by a low power laser. 


3. CD-RIW: This type is a CD Re-Writable media, which can be both written and read many times. The 
reflective aluminium layer in such a disk is covered with an amorphous crystalline material. Initially 
the crystalline material is transparent in nature. To write data, a high power laser is used to change the 
transparent crystal to opaque, where the light falls. The transparent and opaque surface is then used 
to represent the land and pit of a CD-ROM. To re-write data, the CD-RW has to be formatted to the clear 
crystal state again, before new data can be written. The CD is read by a low power laser light. 


Aluminium data layer 


Sensor 
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¢ Digital Versatile Disk (DVD) 


media like a CD, but stores much more data than a CD. The maximum Capacity of a 
dual layer DVD is about 8.54 GB as compared to a CD of 700 MB capacity (more than 10 
times!). Its main uses are video and data storage. DVDs are of the same dimensions as 


compact discs and are available as the standard 12 cm type and the 8 cm mini-DVD type 
mainly used for video cameras. 


A DVD or a Digital Versatile Disk (also called a Digital Video Disc) is an optical storage DYD DVO 


A 650 nanometre wavelength laser light (unlike the 780 nm laser used in a CD) is 
used for reading data from the DVD. The lower wavelength allows for a higher data 
density in a DVD and an increased storage capacity. Data is written on a DVD using the 
same technique of land and pits used in a CD. 


DVDs are available as single layer with 4.7 GB capacity and as dual layer with 8.54 GB capacity. The dual | 
layer version uses a second physical layer within the disc to store the extra data. It is made of a thick | 


polycarbonate disk providing the foundation. This layer is followed by a thin Opaque reflecting layer and a thin 
transparent film. The final layer is a clear protective plastic layer. In a dual layer DVD, data is stored both 
in the transparent film layer and the reflecting opaque layer in 


opposite spiral paths as shown in the diagram to the right. In such a Recording on layer 1 
disk, the lower layer data spiral starts from the centre, and the upper ¥ ee 

layer data spiral starts from the circumference where the upper layer 

data spiral ends. The drive with dual layer capability accesses the Recording on layer 2 
second layer by focussing the laser through the first rom outside 


to centre 


semitransparent layer onto the opaque layer. 


« Blu-ray Disk (BD) 


Blu-ray Disc (or BD) is an optical disc storage medium that can have a capacity of up to y = 

50 GB. The first Blu-ray Disc rewritable drive for the PC was marketed during July 2006. Its ; ‘ 
main uses are high-definition video and data storage. The physical dimension of a 7’““277’** 
BD is same as a standard CD and is 12 cm in diameter. 


The name Blu-ray Disc is derived from the blue laser that is used to read data from the 
disk. The shorter wavelength ensures that more data can be written in a compact form than 
2 CD or DVD within the same space. Blu-ray Discs also use a better data encoding method 
that further increase the storage capacity. Data is written onto a BD using the same 
mechanism of land and pit as used in a CD/DVD. 


. BD-Drive BD-RE 
Just like a single and dual layer DVD, a BD is also available as a 


single layer 25 GB type and a dual layer 50 GB type.. The 
theoretical maximum speed for Blu-ray Discs is about 12x. At 
this speed, data can be read at 54MB/sec. Further high 
speeds in excess of 10,000 rpm cause the disk to wobble and 
the reading becomes unstable. 


a 


A DvD is an 

| | optical secondary 
storage device. It 
is available with a 


capacity of 4.7 
GB and 8.54 GB 


a 


Blu-ray Disk 


A BD is an optical 
secondary storage 
device. It is 

| available with a 


| | capacity of 25 


| GB and 50 GB 


Other than a BD-ROM, recordable (BD-R) and rewritable (BD-RE) blu-ray disks are also available. BD-R 


discs can be written to only once, whereas BD-RE can be erased and re-recorded multiple times. 


e Flash Memory 


Flash memory is a solid state storage device, which means that there are no mechanical moving parts and 
everything is done electronically. It works similar to an EEPROM and uses a special transistor which 
makes the flash memory non-volatile in nature, that is, the data is not lost even if the power is switched off. 
The read time of a flash memory is about 10’s of nano seconds per byte and writing time is about several 
microseconds. Typical sector sizes in a flash device are in the range 256 bytes to 16KB. It has also a high 


storage density and is available at a low cost. However unlike an EEPROM, flash devices can only be 
erased one sector at a time and not byte-by-byte. 


Flash memory is nowadays used in various applications like in the computer's BIOS chip, SmartMedia, | 


CompactFlash (which are usually found in digital cameras), Pen Drives (used as a removable storage device 


for general data backup and storage), memory cards used as solid-state memory disks in laptops. Some of | | 


these are discussed in the next page. 
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1. SmartMedia: SmartMedia format developed by Toshiba was launched in 1995 as a successor to 
computer floppy disk and was called the solid-state floppy-disk card (SSFDC). These use flash rene 
and are available in capacities ranging from 0.5 MB to 128 MB. The card was the smallest and thinn 

of the early memory cards, with less than 1mm in thickness and was popular in digital camera storage’ 


. Compact Flash: These cards were developed by Sandisk in 1994. The largest Compact 
Flash cards commonly available currently are the 32 GB models from various 
manufacturers. These cards are 43 mm wide and 36 mm long and have transfer rates 
of 45MB/sec. (read) and 40MB/sec. (write). Unlike a SmartMedia, these use a 
controller chip, which enhances the performance. These are used in digital cameras to 
store high resolution digital images. 

. Pen Drive: A USB flash drive consists of flash memory integrated with a USB 
interface. These are now used as a replacement to the much smaller capacity floppy 
disks, and are commonly available in 4, 8, 16, 32, 64 GB sizes. Some drives allow 1 
million write or erase cycles and have 10-year data retention. Flash drives are also not 
prone to dust and scratches and are mechanically very sturdy. Hence these are suitable 
for transporting data from place to place. Compared to hard drives, flash drives also use little Power, 


have no moving parts, and are small and light. 


* Data access from various memory devices 
Secondary 


When the CPU wants to access some data, it first looks for it in the memory registers. If 
not found there, it then looks for the data in the cache memory. If the data is absent in Memory 
the cache memory, the CPU next searches for the data from the RAM. If the data is not eens 7 
present in the RAM, it has to be loaded from the secondary storage devices like the Hard Main Memory 
| Disk. Back-up media like CD, DVD, etc. are used to preserve data for future use. ae, 
The storage cost per bit of backup devices is the least. As the cost-per-bit increases, yall ey 
the memory size also decreases. Thus whereas secondary storage like HDD and tape PP ; 
| drives are available in capacities of even up to 2 TB, primary memory like RAM is used in URegisters 
the range of 2 to 4 GB, whereas cache memory is available in the range of 2 to 4 MB only 
| (as on 2014). 
The following chart gives a classification of the various types of primary and secondary memory in 
use. Some of these, like punched card and punched tapes are obsolete now, whereas others like Blu-ray 
Disks are recently available in the market. 


Primary and Secondary Memory Classification 
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5.8 Communication Bus 


The Bus serves as the main highway that connects the different parts of a computer. These 
are a set of parallel wires through which data, address and control information flows from one part of the 
computer to another. The system bus can be broadly classified into the Internal bus and the external 
bus. internal bus Is used to connect the internal components of the CPU Ie. the ALU with the set of 
registers and cache memory. The external bus on the other hand connects the CPU with the external memory 
‘and the Inputoutput systems. } 


There are various devices that need to be connected in a computer system. One can connect these 
devices to the CPU using different communication buses. However, using a common bus it is easier and 
cheaper to make new connections to the same set of lines than using separate lines for separate devices. 
Since only a particular subsystem can use the bus at any time, proper rules need to be followed to allow a 
particular subsystem to use the common communication bus at a time. 


The bus is implemented on the motherboard as a set of parallel wires etched onto the motherboard. On a 
processor board, the bus consists of three main components namely the Address Bus, Data Bus, and the 
Control Bus. 


“Address Bus: The Address Bus connects the CPU and RAM and carries the memory addresses. 
Every storage location in the memory has a unique address. In order to retrieve some data from memory, 
it is necessary to specify the address of the memory location where the data is stored. The Address 
Bus is used to carry the address of a memory location whenever data needs to be transferred to or from 
the memory. The number of wires in the bus determines the number of memory locations that can be 


addressed by the CPU. 
“Data Bus: The Data Bus is the electrical path ———_—— Aaeaae 
| ee -| = Bus 
I 4c 
N Bus 


that connects the CPU, memory and other 
ip Control 
Bus 
kK 


hardware locations from where data 
needs to be transferred. The number of 
wires in the bus determines the amount of data 
that can flow at a given time. Thus a 32 bit bus 
can transfer four bytes of data, whereas a 64 
bit bus can transfer 8 bytes of data at a time.) 


Bus: In addition to sending addresses 
and exchanging data with the memory, the 
CPU also needs to send control signals to 
the memory to specify whether the data is to bas — 
be read from or written to the specified address location. The control bus thus carries signals, which are in 
the form of READ/WRITE commands. It also sends signals to FABLE particular devices. 


A memory access by the CPU involves all the three buses — the control bus carries the memory access 
command, the address bus carries the memory address from where the data needs to be fetched or written, 
and the data bus carries the actual data to and from the memory. 


There are various bus architectures like ISA, EISA, PCI, and USB that have evolved over the years. This 
development was a result of the development of computer hardware and the requirement for higher and 
higher data transfer rates. The increased data transfer rate was a requirement for the high end graphics and 
video data that needed to be transferred through these buses in applications like computer games, playing 
audio and video on computers etc. 


sY Universal Serial Bus (USB) 


This type of bus system was released in_1998 to attach low speed input/output devices to a computer. Using 
an USB, theoetically upto 127 devices can be attached to a computer. The standard uses the same type of 
cable for all types of devices. An USB cable consists of 4 wires — two for data, one for power, and 
one for ground. Voltage transitions are used to transmit the binary ‘0's and ‘1's. 


The earliest standard was the version 1.0 that ran at 1.5 Mbps and was suitable for keyboard, mouse, and 
digital cameras. The latest standard Is version 2.0 which runs at 480 Mbps and supports printers, digital 
cameras, USB flash drives, and other high speed peripheral devices. Presently, USB is the most popular 
communication bus used to attach peripheral devices to a computer. 
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Data basically means a collection of facts or raw materials 


When the raw data Is processed as per the requirement of the individual then we get a more useful and meaningfu| 
interpretation of the data which Is called Information 


The process of converting data to information is called Data Processing 


The data in a system can be the information from another system. The information processed by a 
system can serve as the data for another system 


Based on the location of the Information, it can be classified into five levels as International Information, National 
Information, Corporate Information, Departmental Information, and Individual Information 


The computer stores single pieces of information in units called fields or attributes like ID, name, etc. 
Several such related fields together form records. Several such records of a similar type form an entity 
set. A set of records which form an entity set are taken together and stored as a file 

Data can be broadly classified into Physical Data type and Logical Data type 

Physica! Data indicates the process in which the raw data gets stored in the computer 

Logical Data indicates the logical arrangement of data as viewed by the user or the application programmer 

Data processing by a computer involves generally three basic steps viz. 
and the total process is called a Data Processing Cycle or IPO cycle 


During the input phase the raw data to be processed is input into the computer system by means of various input 
devices and stored in various media like the hard disk, RAM etc. before it is processed 

The process phase is used to actually modify or process the data to get the desired information 

During the output phase the processed data is returned back to the user. This output can either be displayed to the 
user, taken in a printed form, or can be stored for further processing 

In an Electronic Data Processing System (EDPS) computers are used to Process data electronically 

A Management Information System (MIS) involves data processing related to the internal working of a business for 
proper business management 


Decision Support System (DSS) is a computerised data processing system that supports a MIS and 
deals with business decision-making activities 
Transaction Processing System (TPS) is a system used to process data during a transaction in database system 
Data processing requires an input device, a processing device, memory, and an output device. These 
form the basic building blocks of a computer and are collectively called computer hardware 

Software is a sequence of instructions that needs to be given to the computer in a language that the computer 
understands to make the hardware work 

In case a part of the software is permanently stored in a computer in a read only type memory, then 
such software is called firmware. They keeps information related to the computer system 

Apart from the computer hardware and software, there is a third entity without which the computer will not run. It 
is called liveware or humanware and consists of the persons who operate the computers 

The most common input device is the Keyboard. It resembles a mechanical type-writer where the 
alphabets are placed in the QWERTY format along with the digits 0 to 9 and punctuation symbols 

Of the different types of keyboards available, the elastomer-dome-switch keyboards are the most common ones 


A mouse is a point and click input device used to point and select an item on a Graphical User 
Interface (GUI) 


A mechanical mouse and an optical mouse are the two types of mouse available based on the way a mouse 
determines its position on a surface 


A scanner is an input device which can be used to input images and documents into the computer 
Drum scanners are used by the publishing industry and can scan highly detailed images 

A barcode reader is used to scan ready product information from product labels 

A touch screen is a display screen where the user can enter data by touching the screen at specific locations 

A light pen is a point and draw input device which allows the user to point to objects displayed on a 
CRT. These are also used for computer aided design applications 

Optical Mark Recognition (also called Optical Mark Reading or OMR) is the process of detecting data from pre- 
printed document-forms marked by humans 

Optical Character Recognition (OCR) technology is used to optically scan pages containing text and 
then to identify and save the scanned data as a text file instead of an image file 

Magnetic Ink Character Recognition or MICR technology is used mainly by banking systems for faster processing of 
large volumes of cheques 

Web cameras or simply web cams are input devices used for video capturing and are connected to a 
computer through an USB port 

Card readers are electromechanical devices that were used to read the information punched into a pa 


Input, Process, and Output 


r card 
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Punched tape readers were electro-mechanical devices that were used to Input information punched 
vedi lanigd tape. These used mechanical sensing pins to read the characters punched in each line of 


» Agraphic tablet or simply a tablet is an input device on whi 


f ch the user can draw anything using a special pen and 
the image Is directly transferred to the computer display and can be saved Render ogee 


Microphones can be used to directly input audio Signals like voice or music into the computer 
» Avvisual display unit (VDU) Is the most widely used ou 


} ; tput device. It uses a display screen and electronic circultry to 
display a picture corresponding to the video signal sent by the computer 


There are two main technologies used to manufacture a VDU, namely CRT and LCD type displays 

» A colour monitor has three electron guns that correspond to the primary colours red, green and blue and emit 
streams of electrons that overlap and produce any colour 

A display adapter is used to generate the video format compatible with a particular monitor 

In a high resolution colour monitor 8 bits are used per pixel to represent different intensities of the colours red 
(8bits), green (8bits), and blue (8bits). Thus using 24 bits a total of 224=16.8 million colours can be produced 
There are two types of LCD’s namely Passive Matrix LCD and Active Matrix LCD (or TFT monitor) 

= In an impact type printer, the image is produced on a paper by some electromechanical impact device just like the 
working of a mechanical typewriter 


* Instead of printing a character at once, a Dot Matrix Printer uses a group of pins of very small radius 
to strike the ink ribbon and create a dot at the point of impact 


Daisy Wheel Printer are character printers where a special type of wheel called a Daisy Wheel contains the set of 
characters used in the printing process 

Line Printer is an impact printer used to print a complete line of text at a time ata very high speed 

In a non-impact type printer the image is formed on paper without the need for any hammer or ink ribbon 


» An inkjet printer is a non-impact printer which prints by ejecting microscopic drops of ink through tiny 
ink nozzles in the print head 


Laser Printer is a non-impact type printer which uses dry ink (called toner), static electricity and heat to deposit and 
bond the ink onto the paper 


A plotter is similar to an inkjet printer, but is used for printing on continuous paper rolls 

CAD-CAM (Computer Aided Design and Computer Aided Manufacturing) technology can directly convert the drawing 
instructions in a computer to a set of electrical signals to drive mechanisms to automatically manufacture products 
The primary memory is the main memory of the computer and a computer cannot run without it 

Two types of primary memory are Random Access Memory (RAM) and Read Only Memory (ROM) 


RAM is a volatile memory that is used to temporarily store instructions and data that are needed 
during a program execution 


ROM is a non-volatile memory that stores instructions that are required by the computer during booting 


The secondary memory is a permanent memory, where the results: of data processing are stored 
permanently 


One can store both programs and data permanently in a secondary storage 


PROM (Programmable ROM) is a type of ROM which the user can program only once using a device 
programmer 


EPROM (Erasable and Programmable ROM) is programmed similar to a PROM. However unlike a PROM, EPROMs can 
be erased using UV light and reprogrammed multiple times 


EEPROMs (Electrically Erasable and Programmable ROM) are similar to EPROMs, but instead of using 
UV light, the erase operation is done electrically 


A simple Dynamic RAM cell is a volatile memory that usually consists of a transistor and a capacitor and needs 
continuous refreshing to retain the data 


SRAM is a type of RAM that retains its contents as long as electrical power is applied to the chip 


Cache memory is also a type of volatile memory like RAM but is much faster than RAM. It Is basically made using 
static RAM technology and hence its access time is much faster than RAM 


The term buffer memory in a computer is used to refer to an area of the memory that is used for 
temporary storage of data, while it is being moved from one place to another 


The processor contains several special high speed memory registers located inside the Control Unit and the ALU 


Registers are used to store the current instruction and data, address of the next instruction to execute 
and the immediate result of any calculation done by the ALU 


Memory Address Register (MAR) is used to hold the address of the current memory location 
Instruction Register (IR) is used to hold the current instruction that Is being executed 
Accumulator (ACC) is used to store the result of any arithmetic operation In the ALU 


The processor Is the brain of the computer and Is involved in doing all the number processing that 
takes place whenever any data Is processed 
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* CPU is made up of the Control Unit (CU) and the Arithmetic and Logic Unit (ALU) SS 


The Arithmetic and Logic Unit (ALU) is the place where the actual execution of the instructions ta 

place during data processing he 

Each processor has its own instruction set implemented into its hardware. It uses the instructions available in | 

instruction set to process the data it 

«= When the functions of a CPU are integrated on a single integrated circuit (IC) using ultra large Seay 
integration (ULSI) technology, then it is called a microprocessor 

= Magnetic hard disks are the most common type of direct access storage devices used to store data digitally 

* Data Is recorded on a hard disk by magnetising the ferromagnetic material covering of the hard dis, 
platter. The direction of magnetisation is used to represent either a ‘0’ or a ‘1’. 

= When a new file is created, the location of the file is written in a table on a specific location on the hard disk Cle 
the File Allocation Table or FAT 

« Magnetic hard disks can be used In a computer system only after they are prepared by a process Caller 
disk formatting 

* During formatting, a pattern is laid out on the disk which divides the surface of the disk into a number of invisibig 
concentric logical circles called tracks 

* Each track is further subdivided into smaller sections called sectors 

= Seek Time is the time required to position the read/write head from the current track to the desired track 

* Latency or Rotational Delay is the time required to position the desired sector under the read/write 
head once the cylinder/track is selected and the read/write head is activated 

= To avoid contamination, the hard disk platters are nowadays stored in a sealed airtight box using a technology 
called Winchester technology and the disk is called a Winchester disk 

« Another common type of direct access storage device is the floppy disk, which is a removable plastic. 
diskette and has a much lower storage capacity of 1.44 MB. These are obsolete now 

* Unlike magnetic hard disks, a magnetic tape is a Sequential Access Storage Device (SASD) 

* Ina magnetic tape data is stored as binary digits on a ribbon made of a polymer material and coated 
with a magnetic substance 

* Data is stored in a CD spirally from the centre of the disk to the circumference, in sectors. However, unlike a hard 
disk sector, the sectors of a CD are of equal length 

= ACD-ROM read head is a combination of a laser lens, which focuses a laser beam towards the surface 
of the disc. Asensor determines whether the beam was reflected from the surface of the disk or not 

« ADVD or a Digital Versatile Disk (also called a Digital Video Disc) is an optical storage media like a CD, but stores 
much more data. The maximum capacity of a dual layer DVD is about 8.54 GB 

* DVDs are available as single layer with 4.7 GB capacity and as dual layer with 8.54 GB capacity 

* Blu-ray Disc (or BD) is an optical disc storage medium that can have a capacity of up to 50 GB 

* Flash memory is a solid state permanent storage device where data storage is done electronically 

= The System Bus serves as the main highway that connects the different parts of a computer 

* The internal bus connects the internal components of the CPU i.e. the ALU, the set of registers, cache 
memory 

« The external bus connects the CPU with the external memory and the input/output systems 

« The Address Bus connects the CPU and RAM and carries the memory addresses 

* The Data Bus is the electrical path that connects the CPU, memory and other hardware locations from where data 
needs to be transferred 

* Control Bus is used to send control signals to the memory to specify whether the data is to be read 

from or written to the specified address location. It also deals with enabling specific hardware 

Universal Serial Bus (USB) is used to attach low speed input/o 


Q1. Multiple Choice Questions. Select from any one of the four options. 1 each 
i) Raw data is processed to get a more meaningful interpretation of the data which is called: 

a. Constant b. Information c. Text d. Variable 

ii) | The process of converting data to information is called: : 
a. Data Hiding b. Data Encapsulation _c. Data Processing d. Data Formatting 

lil) | A computer stores single pieces of information in units called: 
a, Attributes b, Rows c. Tables d. Files 

iv) Data processing by a computer involves generally three basic steps viz. Input, Process, and: 


a, Output b. Display c. Storage d. None of these 
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v) _ EDPS stands for: 


a. Electrical Data Processing System 

c. Electronic Digital Processing System 
vi) MIS stands for: 

a. Magnetic Information Storage 

c. Management Integration System 
vil) | DSS stands for: 


b. Electronic Data Processing System 
d. Electronic Data Procuring System 


b. Management Information Storage 
d. Management Information System 


a. Decision Support System b. Design Support System 
c. Decision Storage System d. Data Support System 
viii) | TPS stands for: 
a. Token Processing System b. Transaction Processing System 
c. Transfer Protocol System d. Topological Processing System 


ix) | A sequence of instructions that needs to be given to the computer in a language that the computer 
understands is called a: 


a. Software b. Hardware c. Firmware d. Livewire 


x) In case a part of the software is permanently stored in a computer in a read only type memory, 
then such software is called: 


a. Hardware b. Software c. Livewire d. Firmware 

xi) Ina standard computer keyboard the alphabets are placed in: 
a. QWERTY order —__b. PQRST order c. ABCDE order d. MNOPQ order 

xii) | A mouse is a point and click input device used to point and select an item on a: 
a. CLI b. CUI c. GUI d. None of these 

xiii) A is an input device which can be used to input images and documents into the computer: 
a. MICR b. OCR c. Bar Code Reader d. Scanner 

xiv) A is an input device used to scan ready product information from product labels: 
a. Scanner b. MICR c. OCR d. Bar Code Reader 

xv)  OMR stands for: 
a. Optical Monitoring Reader b. Opto Mechanical Reader 
Optical Mark Recognition d. Optical Mark Register 

xvi) OCR stands for: 
a. Optical Code Recognition bOptical Character Resolution 
c. Optical Colour Recognition d. Optical Character Recognition 

xvii) | MICR stands for: 
a. Magnetic Ink Colour Recognition b. Magnetic Input Character Recognition 
c. Magnetic Ink Character Recognition d. Magnetic Ink Code Recognition 

xviii) | VDU stands for: 

a. visual data unit visual display unit c. Virtual data unit d. virtual display unit 


xix) | CRT stands for: 


a. Cathode Ray Tool b. Colour Ray Tube c. Cathode Ray Tube __ d.. Cathode Ring Tube 
xx) | LCD stands for: 


a. Light Colour Display b. Liquid Crystal Display c. Light Crystal Display d. Logical Circuit Diagram 
xxi) In a high resolution colour monitor how many bits are used per pixel colour? 
a8 b. 16 c. 32 d. 64 
xxii) | TFT stands for: 
a. Tin Film Transistorb. Total Film Transistor c. Tight Film Transistor d. Thin Film Transistor 
xxiii) In an impact type printer, the image is produced on a paper by: 


a. wet liquid ink b. mechanical impact 
c. electromechanical impact d. dry ink powder 


xxiv) | DMP stands for: 
a. Dot Matrix Printer b. Desk Mode Printer — c. Dot Mode Printer d. Desk Matrix Printer 
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xxv) 


xvi) 


aii) 


xliv) 


Line Printer is an Impact printer used to print: 
a. a complete line —_b. a complete word c. a complete paragraph d. a complete picture 
In which printer type an image is formed on paper without the need for any hammer or ink ribbon» 


a. DMP b. Laser c. Daisy Wheel d. Drum Printer 
Laser Printer is what type of a printer? 

a. non-impact b. impact c. line d. character 
Two types of primary memory are: 


a. RAM and ROM __b. RAM and Cache c. ROM and Cache d. All of these 
Secondary memory is a: 


a. Volatile memory _b. non-volatile memory c. static memory d. dynamic memory 
PROM stands for: 

a. Programmable Read Only Memory b. Parameterised Read Only Memory 

c. Process Read Only Memory d. Producible Read Only Memory 

EPROM stands for: 

a. Electronically Programmable ROM b. Electro-optically Programmable ROM 

C. Erasable and Programmable ROM d. Electrically Programmable ROM 

EEPROM stands for: 


a. Electronically Erasable and Programmable ROM 

b. Electrically Erasable and Programmable ROM 

c. Electro-mechanically Erasable and Programmable ROM 
d. Electro-optically Erasable and Programmable ROM 


DRAM stands for: 

a. Dynamic RAM b. Double RAM c. Dielectric RAM d. Data RAM 

The term used to refer to an area of the memory that is used for temporary storage of data: 
a. HDD b. ROM c. buffer memory d. CD 

ACC stands for the register: 


a. Accumulator b. Actual register 
The full form of ALU is: 

a. Arithmetic and Logical Unit b. Accumulation and Logic Unit 

c. Arithmetic and Logic Unit d. Arithmetic and Legal Unit 

Data is recorded on a hard disk using what physical property of a material? 

a. Speaker b. Electrical c. Optical d. Magnetic 
Magnetic hard disks can be used only after they are prepared by a process called: 

a. disk processing _ b. disk formatting c. disk manufacturing —_d. disk editing 


During formatting, a pattern is laid out on the disk which divides the surface of the disk into a 
number of invisible concentric logical circles called: 


c. Accumulation register d. Alternate register 


a. sector b. track c. platter d. surface 

Each track is further subdivided into smaller sections called: 

a. track b. cylinder Cc. surface d. sector 

Time required to position the read/write head from the current track to the desired track is: 

a. Access Time b. Seek Time c. Rotational Time d. Transfer Time 

Time required to position the desired sector under the read/write head once the track is selected. 
a. Transfer Time b. Seek Time c. Latency d. Access Time 


To avoid contamination, the hard disk platters are nowadays stored in a sealed airtight box using a 
technology called: 


a. Magnetic Disk technology b. Vacuum Disk Technology 

c. Hard Disk technology d. Winchester technology 

Unlike magnetic hard disks, a magnetic tape is a: 

a, SASD b. DASD c. RASD d. None of these 
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xlv) CD stands for: 


a. Complete Disk —_b. Compound Disk c. Colour Disk 


d. Compact Disk 
xlvi) DVD stands for: 


a. Dynamic Versatile Disk _b. Digital Versatile Disk _c. Digital Vinyl Disk d. Digital Versatile Data 
xlvii) BD stands for: 


a. Blue-ray Disc b. Blu-ray Disc 


c. Blue-record Disc d. Blue-ray Data 
x\viil) The electrical path that connects the CPU and RAM and carries the memory addresses: 
a. Internal Bus b. Data Bus c. Address Bus d. Control Bus 
xlix) The electrical path that connects the CPU, memory and other hardware locations from where data 
needs to be transferred: 
a. Control Bus b. Address Bus c. Data Bus d. Internal Bus 


1) USB stands for: 


a. Uniform Serial Bus _b. Universal Serial Bus c. Universal Signal Bus. Universal Serial Bay 


Q2. Short Answer type questions: 
i) | What do you mean by software? 
ii) | What do you mean by firmware? 
iii) | Whatis liveware? 
iv) | What do you mean by information? 
v) State one difference between data and information. 
vi) | State the components of a data processing cycle. 
vii) | Name any two input devices other than keyboard and mouse. 


viii) | Name the two different types of mouse technologies available. 
ix) | What is the use of a scanner? 


x) | What is the use of a bar code reader? 
xi) Write the full form of OMR. 
xii) | Write the full form of OCR. 
xiii) | Write the full form of MICR. 
xiv) Write the full form of LCD. 
xv) State one advantage of using OCR. | 
xvi) State one use of OMR. 
xvii) | What is the use of a web cam? 
xviii) | Name the two technologies available for video display units. 
xix) | State one difference between a CRT and an LCD monitor. 
xx) | Name any two types of impact printers. 
xxi) | Name any two types of non-impact printers. 
xxii) | State one difference between an impact and a non-impact printer. 
xxiii) State one difference between a printer and a VDU. 
xxiv) Define primary memory. 
xxv) Name the two types of primary memory. 
xxvi) State one difference between RAM and ROM. 
xxvii) State the names of any two types of ROMs. 
xxviii) | Write the full form of DRAM. 
xxix) Write the full form of SRAM. 
xx) State one difference between DRAM and SRAM. 
x0) Write the full form of EEPROM. 
xii) | Name the two components of a CPU. 
adil) = Write the full form of ALU. 
xxiv) State one function of the ALU. 
xxv) State one function of the CU. 


1 each 
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xxxvi) State one function of CPU. 
»avil) — Write the names of any two registers available within the CPU. 
vill) — State one difference between DASD and SASD. 
x0aix) — What Is a track with respect to a hard disk? 
xl) What is a sector with respect to a hard disk? 
xli) What is seek time with respect to a hard disk? 
xlii) | What is rotational delay with respect to a hard disk? 
xliii) — Write the full form of DVD. 
xliv) State the different capacities in which a DVD Is available. 
xlv) — Write the full form of BD. 
xlvi) State the different capacities in which a Blu-ray Disk is available. 
xlvii) — What is Address Bus? 
xlvili) What is Data Bus? 
xlix) — State one difference between an address bus and a data bus. 
|) Write the full form of USB. 


. Long Answer type questions: 7 each 
i) Write short notes on any two types of data processing systems. Draw the block diagram Of 3 
computer system. 2+243 
ii) State 3 differences between data and information. Explain the terms International Information and 
Departmental Information. 3+2+2 
iii) Write a short note on keyboard as an input device. Describe any two types of scanners.3+2+2 
iv) Write a short note on mouse as an input device. Explain the terms OCR and OMR. 34+2+2 
Vv) Write a short note on mouse. Write a short note on light pen. State two uses of OCR. 3+2+2 
vi) State any 3 differences between OCR and MICR. State any 4 differences between a VDU and a 
printer. 3+4 
vii) State any 4 differences between an impact and a non-impact printer. State any 3 differences 
between a printer and a VDU. 443 
viii) | Write short notes on the working of Inkjet printer and Laser printer. What type of printer is 3 
Plotter? 3+3+1 


ix) What are character printers? Describe the working of any two types of impact printers. 1+3+3 
x) Explain the principle of operation of a CRT monitor. State 4 differences between a CRT and an L@ 


monitor. 3+4 

xi) State the differences between primary and secondary memory. What is cache memory? Name a 
CPU register. 4+2+1 
xii) State any 4 differences between DRAM and SRAM. Write a short note on ROM. 443 

xiil) | State the full names of any 3 different types of ROM available. Briefly explain the terms cache 
memory and buffer memory. 3+2+2 

xiv) State 3 differences between RAM and ROM. State the full names of any two varieties of ROM. State 
2 differences between SRAM and DRAM. 3+2+2 

xv) State any 3 functions of the Control Unit and any 3 functions of the ALU. What is the full form of 
ACC register? 3+3+1 


xvi) Write short notes on buffer memory and memory registers. Write the full form of MAR. 3+3+1 
xvii) Write a short note on a magnetic hard disk used as a storage device. What do you mean by Seek 


Time and Rotational Delay? 3+2+2 

xviii) _ Explain the terms track, cylinder, sector, cluster, seek time, latency, transfer rate. 1x7=7 
xix) Write a short note on the working principle of a CD. How does a DVD differ from a CD? What is a 

Blu-ray Disk? 3+2+2 


What is system bus? Explain the terms Address Bus, Data Bus, and Control Bus. 1+2+2+2 
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3.1 What is a Number System? 


he basic job of a computer system is to process data. This data can be in the form of numerical value 

like whole numbers or fractional numbers, graphical, audio, or video data. However all these forms of 
data are basically stored as numeric data in the computer memory, irrespective of the original data type. 
When we are dealing with numbers, one of the basic operations invotved is counting. Let us discuss the 
various Counting methods or number systems that were developed in the course of time. 


e Non-Positional Number System 


This ts the oldest form of number system used. In this system various different symbols are used to 

the numbers. Each symbol used in the number has the same value independent of the position of 
the symbol in the number. For example 1=I, 2=II, 3=III etc. Each symbol I in the number represents the 
value 1 irrespective of the position of I in that number. The Roman Number System is an example of this 
type. The various numbers used in this system are: I, II, I, IV, V, VI, ..., IX, X etc. 


The major disadvantage with this system is that arithmetic operations are very difficult to perform. 
This gave rise to the development of the positional number systems. 


e Positional Number System 


This type of number system consists of a fixed set of digits or symbols that are used to represent the 
numbers and the position of a digit in the number gives the value of that digit. The value of a digit in such 
a system depends upon the following: 

a. The number system used 

b. The position of the digit in the number 

c. The value of that digit 


The base or radix of a positional number system indicates the number of different digits that are 
present in the number system to represent the numbers. 


Depending upon the base or radix of a number system, the following positional number systems are in 
use. Each has its own set of digits that it uses to express a number in that system. 


Name Base No. of Digits Digits used in the Number System Examples 
pinay | 2 tf 200 
ots | TB 234567 [287 3205, 
Decal =| 10 | 10 (0,1,2,3,45,6789 [24% S050 


Hexadecimal | is | 16 10,1,23,45,6789ABRGDEF 


Writing the base as a subscript to the number indicates the base of a number system. For example 
a binary number like 1001, which has a base of 2, is indicated as 1001). 


Let us consider an example to find the importance of this type of number system over the non-positional one. 
Consider the number 4737 written using the decimal number system as: 


TRoicH sioeToon U 
4 7 3° 7 
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The above representation of the decimal number has 7 under the Unit's 
place, 3 under the Ten’s place, another 7 under the Hundred’s place and 4 
The Egyptians used | | under the Thousand’s place. It is basically a short hand representation of 
a base 10 number the value: 

system, but there 


was no symbol for 4737 = 4x10? + 7x10? + 3x10! + 7x10° 

zero. They used 7 

seven separate = 4x1000 + 7x100 + 3x10 + 7x1 

symbols for one unit, = 4000 + 700 + 30+ 7 

Pebeand ans oe Therefore each position has basically a value equal to the base of the 
number system raised to the power equal to the position number starting 


na. = from 0, 1, 2, 3 etc. from the right as shown below: 
107 WOO! 


| 3 
The Babylonians | ws 
used a sophisticated | | 4 7 3 7 
I (base | | 

reas ri ne Using the above representation two numbers can be added very easily 
number system. But as shown below: 

Sen 2 || 6 RRO 

symbols — a vertical, 4 7 3 7 

and a comer edge. + 3 2 5 1 

7 9 8 8 

SS In carrying out the addition what we have done is basically we have added 


-- the digits that are in the same position i.e. digits that have the same | 
The Indian scholar weight as shown below: Counting in various Number Systems 


Pingala (circa 5” to 
2™ century BC) used | | 4737 + 3251 = (4x10? + 7x10? + 3x10! + 7x10°) + (3x10? + 2x10? + 5x10! + 1x10°) 
nara versal) = (443)x10? + (74+2)x102 + (3+5)x10! + (7+1)x10° 
sgh opaee = 7x1000 + 9x100 + 8x10 + 8x1 
= 7000 + 900 + 80 + 8 


= 7988 


Such type of additions is not possible in a non-positional’ number system. For example there is no such 
straight forward method of adding III to IX to get XII. 


Note that the two 8’s in the above sum have two different meanings. While the first 8 from the left has the 
value equal to 8x10'=80, the value of the second 8 is 8x10°=8. Hence the position of the digit 8 


determines its value. 


3.2 Conversion of Integer Values from one: number system to. another, 81.0: 


Humans are used to dealing with numbers expressed in the decimal number system. However computers deal 
with numbers which they store internally as binary numbers. Hence there should be a mechanism to 
convert numbers from one base to another. Conversion of numbers will be done from decimal to other 
number systems and from other number systems to decimal. Also we will see how to convert numbers from 
one number system to another both of which are not in the decimal number system. 


e Decimal to Binary, Octal and Hexadecimal Conversion (base 10 to base 2, 8, 16) 
Conversion | To convert a decimal number to another base, the following steps are to be carried out: 


from Decimal to | AE ? See aan t 
other bases | Step: Divide the decimal number by the base of the number to which it is to be converted 


Step2: Write the remainder of the division beside the quotient 

Step3: Repeat the division by dividing the quotient from the previous division by the conversion base 
Step4: Repeat steps 2 and 3, till the quotient of the division is ‘0’ in Step2 

Step5: Finally write the remainders from bottom to top to get the final result of conversion 
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Example-1: Convert (37),0 to (?)2 


2 |37 


Example-2: Convert (126); to (?)2 


2 [126 


2[18  rema 2|.63 remo 
2[_9_ remo 2[(.31 rem1 
2|_4_ rem 2[.15 rem1 
2|.2_ remo 2[.7 rem1 
2|_1_ remo 2|__3 rem4 
0 remi 21 rem4 
0 rem4 


Answer: (37)s9 = (100101), Answer: (126)19 = (1111110). 


In the first example, we have repeatedly divided the number (37);o by 2, till we got the value ‘0’ in the 
quotient. During division the remainders were written side by side to the quotients. Finally by writing the 
remainders in the order as Indicated by the arrow we get the final result of conversion. 


The following examples show the conversion from decimal to octal. As the base of the octal number system 
is 8, divide the original number or the quotients by 8 to get the result. 


asi Convert (37)10 to (?)s Example-4: Convert (126) jo to (?)g 


37 8 [126 
Ae al 8 | 15 rem6 
rem 4 8 | 1 rem7 


OQ remi1 


Dec. 
Answer: (37)10 = (45)s Answer: (126)s9 = (176)s 9 
The following examples show the conversion from decimal to hexadecimal. As the base of : 
hexadecimal number system is 16, divide the original number or the quotients by 16 | 4 
to get the result. While copying the remainders remember to replace the remainder | 5 
values 10, 11, 12, 13, 14, and 15 by the digits A, B, C, D, E, and F respectively of | § 
the hexadecimal number system. i 
Example-5: Convert (37) 10 to (?):6 Example-6: Convert (126): to (?)16 fa 
16| 37 16 }126 
16 | 2 me 16 | 7 oe E 
0 rem2 0 rem7 7 


Answer: (37)10 = (25)16 Answer: (126)1:0 = (7E)16 


Note that the remainder 14 was converted to its hexadecimal equivalent digit i.e. E. 


Now that we know how to convert from Decimal to all the other bases namely Binary, Octal and Hexadecimal, 
let us now learn the reverse conversion i.e. from other bases to decimal. 


¢ Binary, Octal, Hexadecimal to Decimal Conversion (base 2, 8, 16 to base 10) 


To convert a number expressed in another base to decimal there are two different methods. 
Method-I 


Step1: Determine the column weight of each digit in the number based on the position of the digit in the 
number and the base of the number system from which to convert (2, 8, or 16) 


Multiply the column weight obtained in step 1 by the digit in that column, to get the column value of 
that particular column 


Sum the products or column values calculated in step 2 to get the required converted value 


Step2: 
Step3: 
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Example-7: Convert (100101), to (?)10 Position of Digit 


35) (59 (53 G2) [bt (50 —-wase of Number 
ORO RS BOS Column Value 
251 24x0 2°x0 22x1 22x0 2%1 


Thus converted value = 2°x1 + 2*x0 + 2°x0 + 22x1 + 2!x0 + 2°%1 
= 32x1 + 16x0 + 8x0 + 4x1 + 2x0 + Ixd = 32+0+0+4+0+1=37,, 


The required answer is (100101), = (37), 

Example-8: Convert (1111110), to (?)1o 
TR eae eB 
ay fly (9 fo ty pty fou 
261) 25x1 241) 23x1 -22x1 ate 2°x0 


Thus converted value = 251 + 25x1 + 24x1 + 2°x1 + 22x1 + 2'x1+ 2°0 
= 64x1 + 32x1 + 16x1 + 8x1 + 4x1 + 2x1 + 1x0 


= 64+32+16+8+4+2+0 = 1264 
The required answer is (1111110). = (126)10 
Method-IT 
The steps for the second method (also called the Double Add Method for binary conversion) are: 
Step1: First write down the binary number, spreading out the digits 


Step2: Multiply the MSB by 2 

Step3: Copy result of multiplication from the previous step and add it to the next binary digit to right 

Step4: Multiply the result of step 3 by 2 

Step5: Repeat the steps 3 and 4, till you reach the digit to the left of the LSB 

Step6: Add the product from the previous column to the LSB and stop. The sum so obtained give, 
the result of conversion 

Remember the first step does not have an addition and the last step does not have a multiplication. 


Example-9: Convert (100101), to (?)10 


1 0 0 1 
x2 Zi +2 +4 118. +36 
No multiplication 
‘ ad [37] ™ in last step 
x2 x2 
4 8 


The required answer is (100101). = (37)10 
Example-10: Convert (1111110), to (?)10 


1 1 1 1 1 1 0 
2 +2 +6 +14 +30 +62 +126 
2 3 7 15 31 63 126 


x2 x2 x2 x2 x2 
6 14 +.30 62 126 
The required answer is (1111110), = (126);o 
The main advantage of this method is, you do not have to calculate large powers like 2°, 2’ etc. 


In case the number is too large and difficult to fit in a single line, then one can also write the number® 
vertically and do the calculation as shown below for the same example. Remember that the ' 


and the Jast step does not have any multiplication by 2. 
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17 1 peo [No addition in first step] 
4 > (1+2)x 2 = 3x2 =6 

4 (146)x 2 = 7x2 = 14 

4 2 (1+14) x 2 = 15x2 = 30 

1 2 (1+30) x 2 = 31x2 = 62 


1 — (1+62) x 2 = 63x2 = 126 


0 > (0+126) [No multiplication by 2 in last step] 


example-11: Convert (11001), to (?)10 


14> 1x2=2 

— (1+2) x2 = 3x2 =6 
- (0+6) x 2 = 6x2 = 12 
- (0+12) x 2 = 12x2 = 24 
+ (1+24) = 25 


The required answer is (11001)2 = (25)10 


fe oO OC fF 


To convert a number expressed in octal to decimal there are again two different methods. The first method 
is similar to the one for binary, with the base changed to 8 and so is the second. 


Method a 
Example-12: Convert (45)g to (?)10 Octalto Decimal 
_— Position of Digit Conversion 

‘gt “3°. Base of Number Method-| 

is | —— 

(4) (5° — Column Value 

8x4 8%5 
Thus converted value = 8x4 + 8°x5 = 8x4 + 1x5 = 32 +5 = 3749 
The required answer is (45)s = (37)10 
Example-13: Convert (176)s to (?)10 

ma fe fee 

i il 7 6 

8x1 8x7 8°x6 
Thus converted value = 8x1 + 8x7 + 8°x6 = 64x1 + 8x7 + 1x6 = 64+56+6 =12619 
The required answer is (176), = (126); 
rane a 
ere, Convert (176)s to (? 

(176)s to (?)10 Octal to Decimal 
6 Conversion 
opt = + 120 Method-2 
15 No multiplication 
x8 [x26] ~~ in ast step 
120 


The required answer is (176)3 = (126)10 
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Example-15: Convert (13254), to (?)10 


1 3 2 5 4 
x8 +8 +88 +720 +5800 
8 11 90 725 5804 
x8 x8 x8 
88 720 5800 


The required answer is (13254), = (5804)10 


To convert a number expressed in hexadecimal to decimal there are again two different methods. The fi 
method is similar to that for binary, with the base changed to 16 and so is the second, ry 


Method-I 


Example-16: Convert (7E)1. to (?)10 
Position of Digit 


163 164—— Base of Number 


uf : Column Value 


164x7  16°XE 
Thus converted value = 16'x7 + 16°XE = 16x7 + 1x14 = 112 + 14 = 1261 
The required answer is (7E):¢ = (126); 


Example-17: Convert (9C5A)j:¢ to (?)10 
is> 16% 16% 16° 
9 Cc 5 A 
16°x9 162xC 164x5 16% 
Thus converted value 16°x9 + 162xC + 16'x5 + 16°xA 
4096x9 + 256x12 + 16x5 + 1x10 
36864 + 3072 + 80 + 10 
4002615 
The required answer is (9C5A);¢ = (40026)1o 


Method-IT 
Example-18: Convert (25),¢ to (?)10 


2 5 
x16 +32 No multiplication 


32 [37] ee in last step 


The required answer is (25):¢ = (37)10 


Example-19: Convert (9C5A);¢ to (?)10 


9 12 5 10 
x16 +144 +2496 +40016 
144 156 2501 40026 

x16 x16 


2496 40016 
The required answer is (9C5A)1¢ = (40026) 


Note that the digits C and A in the number have been written as 12 and 10 during the conversion to 
decimal, as 12 represents C in decimal and 10 represents A In decimal. 
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e Binary to Octal & Octal to Binary Conversion 


It Is much easier to convert between bases which are in powers of 2, i.e. binary (2° 

, Le. 2°), 
Octal (2°), and hexadecimal (24). To convert a value from binary to octal, estan he 
table to the right. Note that each octal digit (0 to 7) Is represented by 3 binary digits 
(0 > 000, 1 > 001, 2 > 010, ... 7 + 111). To convert a binary number to octal: 


Step1: Group the binary digits in groups of three from the right 
Step2: Replace each group by the corresponding octal digit 


Binary Octal 


Example-20: Convert (10011111), to (?), 
oi0011i1141 


2 3 7 
The required answer is (10011111), = (237), 


(Note: An extra ‘0’ is put to the left of the binary number to make a complete group of 3 digits) 


0 
1 
2 
3 
4 
5 
6 
7 


Example-21: Convert (110101), to (?), 
1101041 
—— a aes 
The required answer is (110101). = (65), 
Another method is there for the conversion. First convert the binary number to a decimal number and then 
convert the decimal number to octal as shown below for the previous example: 
Example-22: Convert (110101), to (?), 
Step1: First convert the Binary number to Decimal 
Zen eee 
if) fi (0), fie fo 1 


Converted value = 2°x1 + 2*«1 + 2x0 + 2x1 + 2'x0+ 2°%1 
32x1 + 16x1 + 8x0 + 4x1 + 2x0 + 1x1 = 32+ 16+0+440+41 = 534 
Step2: Next convert the Decimal number to Octal 

6 [53 

8| 6 rem5 | 


0 rem6 


The required answer is (110101). = (65), 


We find that using either of the methods we arrive at the same answer. However to use the first method we 
have to remember the octal digit corresponding to each of the binary combinations. One way to 
remember this is by noting that the value of all these octal digits can be obtained by proper combinations 
of the digits 4, 2, & 1. The presence of a ‘1’ in the binary combination should be replaced by one of the 
digits 4, 2, or 1 depending upon the position of the ‘1’. The first digit to the left corresponds to 4, followed by 
2 and 1 to the right. No value is to be taken for a ‘0’ in the binary combination. The following example will 


make the process clear: 


110 41x4+1x2+0x1=4+2+0=6 
010>0x4+1x2+0x1=0+2+0=2 
001 >0x4+0x2+1x1=0+0+1=1 


Converting an octal number to its binary form is just the reverse process i.e. simply replacing each octal 
digit by its corresponding binary combination as shown in the next page. 
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Example-23: Convert (237), to (?)2 
2 3 7 
0O100114111 
The required answer is (237), = (10011111), 


(Note that we have removed the extra ‘0’ to the left of the binary number to get the final answer) 


Example-24; Convert (603), to (?)» 
6 0 3 


PL 
AE A OO ot 
The required answer Is (603), = (110000011), 


(Note that we have put three ‘O's for the binary number that corresponds to the ‘0’ in the 
number as each octal digit is represented by three binary digits). Moreover use the same techniquey 
discussed above to get the binary combination for a particular octal digit. Thus now represent each ~ 
digit as a combination of 4, 2, and 1 and put ‘1’ for the digits that are present and ‘o’ for | 
digits that are absent. For example: 

5=4+0+15101 

7=44+2+15111 

1=0+0+1-001 


oe ¢ Binary to Hex and Hex to Binary Conversion 


Binary to Hex | TO convert a value from binary to hexadecimal, refer to the table to the right. 
Conversion | Each hexadecimal digit (0 to F) can be represented by 4 binary digits 
(0 + 0000, 1 - 0001, 2 + 0010, ...E > 1110, F > 1111), 


o 
® 


Step1: Group the binary digits in groups of four from the right 
Step2: Replace each group by the corresponding hexadecimal digit 


Example-25: Convert (10010101), to (?)1. 
10010101 
9 5 
The required answer is (10010101), = (95):6 
Example-26: Convert (1010111101), to (?)16 
Ooo01L1td0 10111101 


2 B D 
nexadecimal digit\| the required answer is (1010111101), = (2BD),, 


0 
1 
2 
3 
4 
5 
6 
7 
8 


YFP | 
WrnNrROWw 


Four binary digits 
can. be combined 
_to form a single 


— 
ub 


(Note that we have put two extra ‘0's to the left of the binary number to make a group of 4 digits). 


Like the process shown in the previous section for converting binary to octal, this conversion can also be do 
by first converting the binary number to decimal and then converting the decimal number to hexadecimal. 


However to use the first method we have to remember the hexadecimal digit corresponding to each of th 
binary combinations. The value of all these hexadecimal digits can now be obtained by prope 
combinations of the digits 8, 4, 2, & 1. 


The presence of a ‘1’ in the binary combination should be replaced by one of the digits 8, 4, 2, or 1 dependin 
upon the position of the ‘1’. The first binary digit on the left corresponds to 8, followed by 4, 2 and 1 a 
we move right. No value is to be taken for a ‘0’ in the binary combination. For example: 


8 4 2 


—> 1x8 + 1x4 + 0x2 + 0x1 =8 +44+0+0=12=C (aS 12,9 is Cin hexadecimal) 


1 
O — 0x8 + 1x4 + 1x2 + 0x1 = 0+44+24+0=6 (aS 610 Is 6 in hexadecimal) 
0 
1 > 1x8 + Ox4 + 1x2+.1x1=84+04+24+1=11=B = (a5 11,9 ls Bin hexadecimal) 


1 
0 
1 
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To convert a hexadecimal number to binary, simply apply the reverse process i.e. replace each | ay 
hexadecimal digit by its corresponding binary combination as shown below: 


Hexadecimal to 
Example-27: Convert (FADE),¢ to (?)2 Binary conversion 
F A D E 
aOeteFT Or OFC?" 
1111 1010 1101 1110 
The required answer is (FADE),, = (1111101011011110), 
Example-28: Convert (9B0);¢ to (?)2 | 
9 B 0 
_—aoao7V ere FOr ON 
1001 1011 0000 
The required answer is (9B0),_ = (100110110000), 


(Note that we have put four ‘O's for the binary number that corresponds to the ‘0’ in the hexadecimal | 
number as each hexadecimal digit is represented by four binary digits). 


This conversion can also be done by first converting the hexadecimal number to decimal and then the decimal | 
number to a binary number. The result would have been the same in either way. 


Use the same technique as discussed earlier to get the binary combination for a particular hexadecimal 
digit. Now represent each hexadecimal digit as a combination of 8, 4, 2, and 1 and put ‘1’ for the | 
digits that are present and ‘0’ for the digits that are absent. For example: | 
0+4+0+1-50101 

= 11 =8+0+2+1—51011 
14=8+4+2+0—-51110 


maw 
“ow 


e Hexadecimal to Octal & Octal to Hexadecimal Conversion ay 


To convert from Hexadecimal to Octal and vice versa, first convert the number to binary. Then group the 
binary digits as per requirement to get the digits in the other number system. 


Example-29: Convert (9A8C):¢ to (?)s Step1: Each Hex digit is converted to its 
9 A 8 Cc equivalent 4 digit binary value 


0010011031 010001100 
1 


fe ee) A es Ne 
1 5 2 1 4 Step2: Each group of 3 binary digits is 
. converted to its equivalent Octal digit 
The required answer is (9A8C);,_ = (115214), 


In the above example, we have first written the binary equivalent of 
the hexadecimal number by replacing each hexadecimal digit by 
its 4 bit binary equivalent. Next we have grouped the binary 
number so formed, in groups of 3 digits from the right. We have 
added two 0's to the left of the binary number to make a group of 3. 
Finally we have replaced each group of 3 binary digits by their 
octal equivalent. 


Example-30: Convert (60D),¢ to (?)g 
6 ct] D 
011 00 \ 0011 £0 
3 0 1 5 


The required answer is (60D),.¢ = (3015), 


Hexadecimal to 
Octal conversion 


8 


NOW DWN KH OO 


— 
- Oo 


0 
1 
2 
3 
4 
5 
6 
7 
8 
9 
10 


ADWPFPWOMNOUBWNRFO 
tl an 
On 


= 
> 


Next we convert an octal number to its hexadecimal equivalent. The 
process is the reverse of the previous process. First write the 
binary equivalent of the number and then derive the hexadecimal 
number by grouping four binary digits from the right. 


omnmmag 
> 
NO VI 


i 
N 
o 
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“31: Step1: Each Octal digit is converted to its 
pias on seal vee (is ; : equivalent 3 digit binary value 
0 
—— —_— 
Step2: Each group of 4 binary digits is 


converted to their equivalent 
Hexadecimal digit 


The required answer is (4057), = (82F)16 
| Example-32: Convert (615), to (?)i6 
6 1 5 
0 0 
0 0 0 1, J 0 rT 
1 8 D 
The required answer is (615)s = (18D). 


Note that 3 extra zeroes have been added to the left of the converted binary number (without changing its 
value) to make a group of 4 binary digits possible, for the hexadecimal number. 


The conversion from hexadecimal digit to binary and from binary to octal digit can be done easily if you 
remember the 8, 4, 2, 1 and 4, 2, 1 rules as discussed earlier. 


3.3 Conversion of Fractional Values from one number system to another 


In this section we will learn how to convert numbers from one base to another, which are fractions. Like the 
previous section, we will first convert from decimal to other number systems and vice versa. Next we will 
convert numbers in bases other than the decimal number system. 


1a * Decimal fractions to Binary fractions (base 10 to base 2) 


Decimal to 
Binary fraction 


To convert a decimal fraction to another base, the following steps are to be carried out: 
Step1: Multiply the decimal number by the base of the number to which it is converted 
Step2: Write the integer part of the result of multiplication beside the product 


Step3: Repeat the multiplication by multiplying the fractional part from the previous multiplication by 
the base of the number to which it is converted 


Step4: Repeat steps 2 and 3, till the fractional part of the product of the multiplication is ‘0’ in Step2 or 
you have got sufficient number of product terms 


Step5S: Finally write the integer portions from top to bottom to get the final result 


Example-33: Convert (0.236)19 to (?)2 Example-34: Convert (0.125), to (?). 
ea 
0.236 x 2 = 0.472 0 0.125 x 2 = 0.250 0 
[——___+ 
0.472 x 2 = 0.994 0 0.250 x 2 = 0.500 0 
a 7 
0.994 x 2 = 1.888 1 0.500 x 2 = 1.000 1 
_—— 
0.888 x 2 = 1.776 1 The required answer is (0.125)1 = (0.001), 


aa 
0.776 x 2 = 1.552 1 


¥ 
0.552 x 2 = 1.104 1 
The required answer is (0.236): = (0.001111), 


In the first example, we have repeatedly multiplied the number (0.236), by 2, till we got sufficient number of 
Product terms (usually 6 product terms). After multiplication the integer part of the results (viz. 0, 0, 1, 1, 1, 
1) was written side by side to the products. The fraction part of a product was taken and multiplied again in 


the next step. Finally by writing the integer parts in order as indicated by the arrow we got the final 
result of conversion. 
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+ Decimal fractions to Octal fractions (base 10 to base 8) “yy 


The following examples show the conversion from decimal to octal. As the base of the octal number system is 


Decimal to Octal 
8, multiply the original number or the fractions by 8 to get the result. 


Fraction 
Example-35: Convert (0.236);0 to (?)g Example-36: Convert (0.613); to (?)s 
. ¥ 
0.236 x 8 = 1.888 1 0.613 x 8 = 4,904 4 
Py 2 [era 
0.888 x 8 = 7.104 7 0.904 x 8 = 7.232 7 
Qe ee 
0.104 x 8 = 0.832 0 0.232 x 8 = 1.856 1 
oastx 8 = 6656 6 
The required answer is (0.236); = (0.1706), The required answer is (0.613), = (0.471)s 
e Decimal fractions to Hexadecimal fractions (base 10 to base 16) “yy 
The following examples show the conversion from decimal to hexadecimal. As the base of hexadecimal | Decimal to 
number system is 16, multiply the original number or the products by 16 to get the result. Hexadecimal 
While copying the integer part remember to replace the integer values 10, 11, 12, 13, 14, and 15 by peacuen 
the digits A, B, C, D, E, and F respectively of the hexadecimal number system. 
Example-37: Convert (0.236);9 to (?)16 Example-38: Convert (0.613)10 to (?)16 
aD y 
0.236 x 16 = 3.776 3 0.613 x 16 = 9.808 |9 
=a ¥ 
0.776 x 16 = 12.416 Cc 0.808 x 16 = 12.928 Cc 
<< i ae v 
0.416 x 16 = 6656 6 0.232 x 16 = 14.848 E 
The required answer is (0.236)10 = (0.3C6),¢ The required answer is (0.613)19 = (0.9CE) 16 
Note that the product integer part 12 was converted to its hexadecimal equivalent digit i.e. C and 
the integer part 14 were converted to its hexadecimal equivalent E. 
e Binary fraction to Decimal fraction (base 2 to base 10) ly 
To convert a fraction expressed in another base to decimal, there are two different methods. Binary to Decimal 
Fraction 
Method-I 


Method | 
Step1: Determine the column weight of each digit in the fraction, based on the position of the digit in 
the fraction and the base of the number system from which to convert (2, 8, or 16) 


Step2: Multiply the column weight obtained in step 1 by the digit in that column, to get the column value of 
that particular column 


Step3: Sum the products or column values calculated in step 2 to get the required converted value 


Example-39: Convert (0.100101), to (?)49 Position of Digit 
a ze ae) 2" 2 o— Base of Number 
a Of Oh 2a 2 fa 
_—_ OE Oe Pe Column Value 
24x10 2x0 2x0 xd 20 2x 
Thus converted value = 27%x1 + 2?x0 + 2°x0 + 2x1 + 2°x0 + 2°x1 [ Note: 2° = 1/2? ] 


= (1/2")x1 + (1/22)x0 + (1/2°)x0 + (1/2*)x1 + (1/2°)x0 + (1/25)x1 
= (1/2)x1 + (1/4)x0 + (1/8)x0 + (1/16)x1 + (1/32)x0 + (1/64)x1 
= (32+0+0+4+0+1)/ 64 

= 37/64 = (0.578125)10 
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Example-40: vets c eae to 0 (ro 


ee oo 8a Pd 
1. 1 1. 
20 2d 2310 LA L271 


Thus converted value = 22x0 + 22x1 + 2°x1 + 2¢x1 + 2°x1 + 2°x1 + 2x1 
= (1/2)x0 + (1/4)x1 + (1/8)x1 + (1/16)x1 + (1/32)x1 + (1/64)x1 + (1/128) 
Gp | Method-I 


= (0432+16+8+4+2+1)/128 = 63/128 = (0.49218), 
Half Ada | The second method is called the Half Add Method (for binary conversion). The steps are: 
e pbaeate Step1: First write down the binary number, spreading out the digits 
une oee) Step2: Multiply the rightmost digit by 2 |e. 0.5 


Step3: Copy the result of multiplication from the previous step and add it to the binary digit to the left 
Step4: Multiply the result of step 3 by 0.5 


Step5: Repeat the steps 3 and 4, till you reach the digit to the right of the binary point 
Step6: The sum so obtained gives the result of conversion 


Remember that the first step (at the right) does not have any addition. 
ee Convert (0. mines to (?)10 


+ .15625 


1 
+.3125 + .625 + .25 45 x 5 

mee; | og |) ae | el 
. 15625 . 3125 . 625 25 


Perr euinail answer is (0.100101). = (0.578125), 


= 
°o 


Ga 


Example-42: Convert (0.0111111), to (?)10 
.0O 1 1 1 1 


1 1 
+.984375 +.96875 +.9375 +. 875 +. 75 +. 5 x. 5 
GasaazS Gkeee75) iy9375) (1287.5) {1275} i 5 
x. 5 x. 5 x. 5 x. 5 x. 5 
-984375 #3. 96875 9375 . 875 75 


The required answer is (0.0111111). = (0.4921875)19 
The main advantage of this method is you do not have to calculate large powers like 2°, 2” etc. 


ee ¢ Octal fraction to Decimal fraction (base 8 to base 10) 


Octal to Decimal | To convert a fractional number expressed in octal to its decimal equivalent, a method similar to the on 
Faction | for binary, with the base changed to 8 can be used. 


Example-43: Convert (0.346)g to (?)19 


S a Position of Digit 
F Eat co Base of Number 
Column Value 
8x3 8°x6 «~ 
Thus converted value = 8'x3 + 8°x4 + 8°x6 


= (1/8) x3 + (1/64) x 4 + (1/512) x 6 


(64x3+8x4+4+ 1x 6) / 512 = (192 + 32 + 6) / 512 = 230/512 = 0.4492 
The required answer Is (0.346) = (0.4492), 
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Example-44: Convert (0.7041), to (?);9 


a 8? ce 8 
. 7 o- 4 1 
os 
871x7 8x0 83x4 8x1 


Thus converted value 81X7 + 8°x0 + 8°x4 + 84x1 


(1/8) x 7 + (1/64) x 0 + (1/512) x 4 + (1/4096) x 1 

(512x7 + 64x0 + 8x4 + 1x1) / 4096 = (3584 + 0 + 32 + 1) / 4096 
3617/4096 = 0.8830 

The required answer is (0.7041). = (0.8830);o 


e Hexadecimal fraction to Decimal fraction (base 16 to base 10) 


To convert a fractional number expressed in hexadecimal to its decimal equivalent, a method similar to 
that for binary, with the base changed to 16 can be used. 


Example-45: Convert (0.A3C)i¢ to (?)10 


SY re! 3% ~ Position of Digit 
6° 16> 16 1 
cA! “3 5 -*-— Base of Number 
16°°xA 1633 = xc «Column Value 


Thus converted value 16°xA+ 167x3+163xC 


(1/16) x 10 + (1/256) x 3 + (1/4096) x12 [As Hex. A=10, C=1J| 
(256 x 10 + 16 x 3 + 1x 12) / 4096 = (2560 + 48 + 12) / 4096 
2620/4096 = 0.63965 


The required answer is (0.A3C):¢ = (0.63965) 


e Binary to Octal & Octal to Binary Fraction Conversion 


To convert a value from binary to octal, refer to the table to the right. Note that 
each octal digit (0 to 7) is represented by 3 binary digits (0 — 000, 1 > 001, 
2-010, ... 7 111). To convert a binary fraction to octal: 

Step1: Group the binary digits in groups of three from the left 

Step2: Replace each group by the corresponding octal digit 


Dec. ey Octal 


FOTO Feo r 


000" 
001 : 


010 2 


p O11.) 3° 
LOO. 4) 
101° 5 
EL LO 66! 
SS UB he Sy A 


Example-46: Convert (0.100111), to (?)g 
pia ne = 
4 7 6 
The required answer is (0.10011111), = (0.476)g 


(Note: An extra ‘0’ is put to the right of the binary fraction to make a complete group of 3 digits) 


NOUAWNHO 


Example-47: conver (0.110101), to (?)g, 
. 1 1 0 1 0 Zi 
ae Saad eo 
The required answer is (0.110101). = (0.65), 
Another method is there for the conversion. First convert the binary fraction to a decimal fraction and then 
convert the decimal fraction to octal. Both methods will give you the same result. 


Converting an octal fraction to its binary form Is just the reverse process i.e. simply replace each octal 
digit by its corresponding binary combination as shown in the next page. 


59 P1-3-13 


< 


Decimal to Octal 
Fraction 


a 


Binary to Octal 
Fraction 


> 


Binary to Hex 
Fractions 


ie 


Hex to Octal 
Fraction 


Part 1: Chapter 3 


Example-48: Convert (0.516), to (?)2 Dec. Binary Hexa 
5 1 6 S 0000. ee 
1010031110 1 0001 41 ) 
= 2 0010 2 l 
The required answer Is (0.516), = (0.101001110), 3 0011 E 2 
3 
e Binary to Hexadecimal and Hexadecimal to Binary : : a : 4 
Conversion b+ 0110 © 5 
To convert a fractional value from binary to hexadecimal, refer to the 7 0111 7 6 
table on the right. 8 1000 8 : 
Step1: Group the binary digits in groups of four from the left 9 a 9 ty 
Step2: Replace each group by the corresponding hex. digit : ; , 11 : 1p) 
13 

Example-49: Convert (0.1010111101), to (?);6 Ymnii00 Cy 
se dhikasdtuxessehcuchousovaticbatasnageifteseaedvensvageesvonchacietees = 13 1101 D 15 

1 010,111 1,0 100 14 1110 #€E 
SS EE 1 
A F 4 sai iB F i 


The required answer is (0.1010111101)2 = (0.AF4),6 


(Note that in this case we have put two extra ‘O's to the right of the binary fractional number to Make 
group of 4 digits). 


To convert a hexadecimal fraction to binary, simply apply the reverse process i.e. replace Cay 
hexadecimal digit by its corresponding binary combination as shown below: 


Example-50: Convert (0.70C);¢ to (?)2 


7 0 C 
0111 0000 1100 


The required answer is (0.70C),. = (0.011100011), 


Note that we have put four ‘O's for the binary number that corresponds to the ‘0’ in the hexadecimy 
number as each hexadecimal digit is represented by four binary digits. Moreover we have not written thy 
trailing ‘0's at the end. 


e Hexadecimal to Octal & Octal to Hexadecimal Conversion 


To convert from Hexadecimal to Octal and vice versa, first convert the fraction to binary. Then group thy 
binary digits from left as per requirement to get the digits in the other number system. 


Example-51: Convert (0.8B5C),¢ to (?)3 Each hexadecimal digit is converted 


“Step: 
.8 B 5 c ~~ tots equivalent 4 digit binary value 
100010110101110000 
UJ LJ tJ t___L Step2: .Each group of 3 binary digits is. 
° : . converted 


to their equivalent octal 


wad 


The required answer is (0.85BC),¢ = (0.42656). Nb ITSP ON ie 
In the above example, we have first written the binary equivalent of the hexadecimal fraction by 


each hexadecimal digit by its 4 bit binary equivalent. Next we have grouped the binary number s¢ 
formed, in groups of 3 digits from the left (since the number is a fraction). We have added two 0's to the 


right of the binary number to make a group of 3. Finally we have replaced each group of 3 binary digits by ity 
octal equivalent digit. 


Next we convert an octal fraction to its hexadecimal equivalent. First write the binary equivalent of the 
number and then derive the hexadecimal number by grouping four binary digits from left. 
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example-52: Convert (0.2075)s to (?)16 


Pa —— — equivalent 3 digit binary value i, 


01000011 1101 
(ea Ne Step2: Each group of 4 binary digits is converted to 
4 3 D their equivalent hexadecimal digit 
The required answer is (0.2075). = (0.43D); 


e Converting a number from any base to any other base 


a 


Conversion from 
any base to any 
other base 


Keeping in mind what you have learnt so far it is very easy to convert from any base to any other base. The 
steps to do the conversion are shown below for converting a number in base 6 to base 9. 


Example-53: Convert (532)¢ to (?)q 
Step1: First convert the number to decimal by taking the column value of each digit in base 6 
6? (6 ies Base of number system 
5 | fsa | 2 FROM which to convert 
Converted value = 6°X5+6'x3+6°x2 
36x5+6x3+1x2 = 180+ 18 +2 = 200, 
Step2: Next convert the decimal number to base 9 


9 | 200 _Base of number system 
9 | 22. rem2 TO which to convert 
9 | 2 rem4 

0 rem2 


The required answer is (532), = (242), 
Example-54: Find the missing number y in: (255), + (y)2 = (135)10 + (3D):6 


In the above problem, we have to first convert all the numbers to a common base and then do the 
calaulations. Finally the result can be displayed in the required base by suitable conversions. In our example 
let us convert all the numbers to decimal to make the calculations easy. 


(255)s = (?)10 
gt Bt 8! 
2 5 5 


Thus converted value = 87x2 + 8'x5 + 8°x5 = 64x2 + 8x5 + 1x5 = 128 + 40 + 5 = 17340 
(3D)16 = (?)10 
16"! 16° 
3 D 
Thus converted value = 16'x3 + 16°xD = 16x3 + 1x13 = 48 + 13 = 6140 
Hence we have, (y)2 = (135)s9 + (3D)16 — (255)s 
Or (Y)2 = (135)10 + (61)30 — (173)10 = (23)10 
(23)10 = (?)2 
2 (23 
2[11_ rem1 
2 | 5 rem1 
2(.2_ rem1 
2[.1_ remo 


0 rem1 
Therefore the required value of y in base 2 Is (10111), 
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3.4 Arithmetic Operations in various Number Systems 
In this section we will learn how to do various calculations like addition, subtraction, multiplication ang 
division using number systems other than the decimal number system. 
e Binary Addition and Subtraction 


The process of binary addition is the same as 
decimal addition. However binary addition is much digit-1 0 
simpler as we have to deal with only two digits ‘0’ digit-2| + 0 
and ‘1’. If we remember the binary addition table it 
“will be very easy to perform the addition: 


Example-55: Find (101101), + (110000), 
Gif 1 10m 
+1 20000 
1/0\1 1 1 (0)/1) [Using the above four results to get the total sum] 
The required sum is (1011101), 
Example-56: Find (1101), + (1011). Let us do this addition step by step, to understand the process. 


Binary Addition Table 


Column-1 Carry of 1 is forwarded to next column as 1+1 = 10 


Column sum is (1+1)=10 .:. digit 0 is placed under the column 


aT. ST TY 
Carry of 1 is forwarded to next column as (1+0)+1 = 1+1 = 10 


Column sum is (1+0+1)=10 .-. digit 0 is placed under the column 


ow ee | Ba ao PELE Oe o> eee el 
Carry of 1 is forwarded to next column as (1+1)+0 = 10+0 = 10 


Column sum is (1+1+0)=10 .. digit 0 is placed under the column 


Carry of 1 is forwarded to next column as (1+1)+1 = 10+1 = 11 


Column sum is (1+1+1)=11 .. digit 1 is placed under the column 


Note that for the addition of the digits in column 4, we have to add three 1's. First we add 1+1=10, as per 
the table shown above. This is the binary equivalent of decimal 2. When we add 1 to this we get 10+1=11. 
This is nothing but the binary equivalent of 2+1=3. Thus 1+1+1 = 3,9 = 11). As there are no further digits to 
add, this final carry is written as the left most bit of the sum. 


Therefore the required sum is (11000), 


Example-57: Find (10101), + (11101), Example-58: Find (11011), + (10011), 
1 1 1 + Cary 1 14 1 — Cary forward 1 
10101 ‘\1 1 o\1 \s 
+11101 + 1 0 o0\1 \1 
110010 2 1 1 3 2 Decimal sum 
-2 -2 -2 +—2 subtracted 


1 0 1 1 1 O +¢—Siay sum 
The required sum is (110010), The required sum is (101110), 
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There Is an alternative method to find the sum. When adding the digits along with the carry: 
e If the decimal sum of the digits in a column is less than 2, then write that as the column sum. 


e If the decimal sum of the digits is more than or equal to 2, then subtract 2 from that sum and 
write the result as the binary column sum. Next carry forward 1 to the next column. 


Example-58 is done using the second method. 


Binary Subtraction is similar to normal subtraction. digit-1 0 70 1 

The table given on the right gives a summary of the digi-2} - 0 7-4 |-0 |- 
four different cases that can occur when Diff. 0 4 4 
subtracting two binary digits. Borrow 


Other than the second combination, all the other three combinations are similar to normal subtraction. In the 
second combination, we are trying to subtract 1 from 0 i.e. a larger number from a smaller number. To do 
this, as in case of normal decimal subtraction we have to borrow ‘1’ from the next column. After the borrow 
operation, we have to subtract 1 from 102. Note that, as previously discussed, 10, is same as 219. Thus 
when we subtract 1 from 2, we are left with (2-1)=1, and hence the result. 


Example-59: Find (1101). — (11)2. Let us do this subtraction step by step, to understand the process. ly 
Column-1 1 1 0 it Binary 
- 0 !) 1 + ae subtraction 
_ e column difference is (1-1) = 0 
Column-2 1 04 10 1 Borrow of 1 is taken from the next column 
- 0 Oo 2 1 Bina 
id) 0 The column difference is (102-12) = 12 subtraction gL” 
ott. ‘our possibilities. 
Column-3 1 04 0 1 Due to the borrow taken, this position has a 0 now. These are: i 
- 0 0 1 1 0-0=0, 1-O=1 
Cy 1 0 The column difference is (0-0) = 0 1-1=0, O-1=1 
Column-4 a 1 0 1 
- 10 0 1 1 
if 0 1 0 The column difference is (1-0) = 1 


The required difference is (1010), 


Example-60: Find (1001). — (111)2. Let us do this subtraction step by step to understand the operation. 
Column-1 1 o o {f 

- 0 1 1 if 

10) The column difference is (1-1) = 0 


, yy 
Column-2a Or 10 (0 1 Borrow of 1 taken from column4 from the value 1 
- 0 1 62 1 
0 
an 
Column-2b OF 140 10 1 Borrow of 1 taken from column3 from the value 10 
- 0 1 (2 1 [Remember 10,-1,=12, hence 1 remains in column-3] 
1 2—Coo The final column difference is (10-1)2 = 1 
Column-3 04 140 10 1 
- 0 “1 1 1 
0 1 0 The column difference is (1-1) = 0 
Column-4 O04 140 10 


l 
i-} 
ry 
=) 

o|- = 


The column difference is (0-0) = 0 


The required difference is (10), 
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Example-61: Find (10001), — (1011), 
mm "ce 
O£ 140 146 10 1 
- 1 0 1 1 
0 0 1 1 0 


The required difference is (110), 


Example-62: Find (10010), — (1101), 


0 2+0=2 
G)) 1 0 0 4—/ to The result is obtained as2-1=1 
- 1 0 1 — 
1 


The result is obtained as0 -0 = 0 


The result is obtained as2-1=1 


The result is obtained as 1-1=0 


Example-62 is done using a different method. In this method: 


e Whenever a borrow is made from the next column, reduce 1 from that column and write the 
borrowed value as 2 (base value of binary) over the current column 


e Add this 2 with the digit at the top of the current column 
e Next perform subtraction similar to decimal subtraction in the current column 
Columnz in the said example shows this situation (first 2+0=2, next the column difference 2-1=1). 
However, in case the adjacent column also has a ‘0’, then: 
e Borrow from the next available column and reduce 1 there 
e Move the borrowed value towards the right up to the current column 
e Over every column in between: 
o First write the borrowed value as 2 and add it to the digit at the column top 
o Reduce the new digit by 1 and move the 2 to the next column till you reach the current column 
e Finally add the 2 to the digit at the top of the current column and subtract 
Column3 in the above example shows this situation where the final subtraction gives 2-1=1 


¢ Octal Addition and Subtraction 

While doing addition and subtraction using octal numbers, just remember that in octal number system there 
are only eight digits from 0 to 7. Thus after 7 we do not have 8 or 9 but 10, 11, 12 ..., up to 17. After 17 
since we do not have 18, we will have 20. The table below gives a relationship between the first 16 decimal 
numbers and their octal equivalents. 
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Ex63 Find (453), + (312), | Ex64 Find (5567), + (4025), Ex65 Find (14735), + (36127), 
1 1+ Gm! 1+, le 1+ «Cary 1 
453 5567 1 \4 \7 3 \s 
eae ie ee ae +4025 +3 \6 \1 2 \7 
765 11614 5 11 8 6 12 «—Decima/sum 
-8 -8 -8 «—8 subtracted 
5 3 0 6 4 «Octal sum 
The sum is (765), The sum is (11614), The sum is (53064), 


In Example-64 the first column on the right (7+5) gives 14 in base 8. This is obtained by 
counting 5 digits from 7. In octal after 7 we have 10, thus 7+5 gives 7+1=10, 10+1=11, 
11+1=12, 12+1=13, 13+1=14. In the unit's place 4 is written and 1 is carried forward to the 
next column. In the next column, the digits are added as 6+1+2=7+2=11 in octal. In this 
way the other columns are added. 


There is an alternative method to find the sum similar to the alternative method for binary 
addition. When adding octal digits in a column along with a carry (if any): 


e If the decimal sum of the digits in a column is less than 8 (base of octal), then write 
that as the octal column sum. No carry forward is generated. 


e If the decimal sum of the digits is greater than or equal to 8, then subtract 8 from 
that sum and write the result as the octal column sum. Next carry forward 1 to the 
next column. 


Example-65 is done using the alternative method. The first column will give (5+7)=12;o. 
As 12 is greater than 8, we do the subtraction (12-8)=4 and write it below that column, and 
carry forward 1 to the next column. In column2 we have (1+3+2)=6j9. No change is done as it is less than 8, 
and hence written as it is. In column3 we have (7+1)=8j9. As it is equal to 8, we subtract 8 to get (8-8)=0, 
and carry forward 1 to the next column. In column4 we have (1+6+4)=11j9. As it is greater than 8, we 
subtract 8 to get (11-8)=3, and carry forward 1 to the next column. In column5 we have (1+1+3)=519. No 
change is done as it is less than 8. The final result is thus (53064). 


0 
1 
2 
3 
4 
5 
6 
7 
8 
9 


Octal subtraction is similar to decimal subtraction. However we have to remember that while doing the 
subtraction one has to count the difference in octal form. For example if one has to find the difference 
between 13, and 6,, then count from (6+1)=7, up to 13, in octal. From the previous page chart we find that 
the numbers occurring from 7 to 13 are 7, 10, 11, 12, 13. Hence the total difference in count is 5. Remember 
that 10 comes after 7 in octal number system, therefore do not count as 7, 8, 9, 10, 11, 12, 13 as in the 
decimal number system. This would have produced the wrong result 7 (since 13 - 6 = 7 in the decimal 
number system). 


Ex-66 Find (7236), — (3154)g Ex-67 Find (5405)3 — (77), 
Borrow Borrow 
71213 6 5 3A 740 15 
-3 1 5 4 -0 0 7 7 
4 0 6 2 5 3 0 6 
The difference is (4062), The difference is (5306), 


In Example-67, in the first column on the right we have to subtract 7, from 5g. Hence we have to borrow 1 
from the next column, which contains 0. So we borrow 1 from the column next to it which contains 4. After 
borrowing 1 from that column we have 3 left there. Column2 then becomes 103. We next borrow 1 from the 
second column. Subtracting 1 from 10 leaves behind 7. Remember in octal, after 7 we have 10 and not 8. 
Thus when we subtract 1 from 10, we have 7 left. After the final borrow, in column1 we have 15-7. To get 
the difference, count 15 from 10 keeping in mind after 7 we have 10. From 10 to 15 the count will be 10, 
11, 12, 13, 14, 15 i.e. a total of 6. 


The next example i.e. example-68 is done using a different method. In this method: 


e Whenever a borrow is made from the next column, reduce 1 from that column and write the 
borrowed value as 8 (base value of octal) over the current column 
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e Add this 8 with the digit at the top of the current column 
e Next perform subtraction similar to decimal subtraction in the current column 
Column’ in the said example shows this situation (first 8+5=13, next the column difference 13-6=7), 
However, in case the adjacent column also has a ‘0’, then: 
e Borrow from the next available column and reduce 1 there 
e Move the borrowed value towards the right up to the current column 
e Over every column in between: 
o First write the borrowed value as 8 and add it to the digit at the column top 
o Reduce the new digit by 1 and move the 8 to the next column till you reach the current column 
e Finally add the 8 to the digit at the top of the current column and do the subtraction 
Column? in the above example shows this situation where the final subtraction gives 11-4=7. 


Example-68 Find (50345) — (21426), 


3 8+5=13 
C1) 5 0 3 ae eae The result is obtained as 13 - 6 = 7 

- 2 1 4 2 6 

“po ae Le We © wee dt 7 
3 

5 0 3 oe 5 The result is obtained as 3-2 = 1 
-2 1 4 216: 
1 12 


8+3=11 


The result is obtained as 11-4 = 7 


The result is obtained as 
And - 


The difference is (26717), 


e Hexadecimal Addition and Subtraction 


While doing addition and subtraction using hexadecimal numbers, just remember that in hexadecimal there 
are sixteen digits from 0 to F. Thus after 9 we do not have 10 but A, B, ..., up to F. After F since we do not 
have any extra digit, we will have 10, 11, 12,..., 1E, 1F and so on. Then after 1F we will have 20 in hex. The 
table in the next page shows the first 32 decimal numbers and their hexadecimal equivalents. 


Example-69: (69)16+(34):6 | Example-70: (572B),,+(4968),, | Example-71: Find (9A5):¢ + (94C)16 


Hexadecimal 1 1 +— Carry 1< 1 + Carry forward 
Addition 6 9 5 72 8B “| 9 a \ 5 
+34 +49 68 + '9 4 'C 
9 D A093 18 15 17 < Decimalsum 
(by writing D, the hex -16 —16 < 16 subtracted 
equivalent of 13) 2 2 F 1+ Hexadecimal sum 


The sum is (9D). The sum is (A093)j6 The sum is (12F1);. 
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In Example-70, note that in the first column on the right (B+8) gives 13 in base 16. The value 
13 is obtained by counting 8 digits from B. Since in hex after B we have C, thus B+8 gives 
B+1=C, C+1=D, D+1=E, E+1=F, F+1=10, 10+1=11, 11+1=12, and finally 12+1=13. 


In the unit's place 3 is written and the 1 is carried forward. In the next column, the digits are 
added as 1+2+6=3+6=9. In column3 we have 7+9=16 in decimal, which is equal to 10 in hex 
(refer to the table in the last page). The ‘0’ is written down and the ‘1’ is carried forward. In 
column4, the digits 1+5+4 are added to get the digit A in hexadecimal as 
1+54+4=6+4=10:9=Ajg. 


In the alternative method to find the hexadecimal sum along with the carry (if any): 


e Sif decimal sum of the digits in a column is less than 16, then write that as the 
hexadecimal column sum. No carry forward is generated. Remember if the column sum is 
from 1049 to 1549 then write A to F in hexadecimal. 


e If the decimal sum of the digits is greater than or equal to 16, then subtract 16 from 
that sum and write the result as the hex column sum. Next carry forward 1 to the next 
column. 


The Example-71 is done using the alternative method. When getting the decimal sum of 
5+C we have (5+Cy6)=(5+1219)=17 10. As it is more than 16, we subtract 16 from the result and 
1 is carried forward to the next column. In the next column we have 
(1+Agg+4)=(14 1010+ 4)=15 io. As it is less than 16, hence the column sum is directly written as 
the hexadecimal sum. However, as 15,9 = F in hexadecimal, we write F as the column sum. Next 
we have (9+9)=1810. Being more than 16, we subtract 16 and write 2 as the column sum and 
carry forward 1 to the next place to get the final sum as (12F1)j¢. 


i=} 
@ 
2 
m & 
3a 
x 


OSOnensawon=6 


TMOOTDWPOANWABAAWAN—-OCO 


The following examples show how to do hexadecimal subtraction using different methods. 
Remember that with 16 digits in hex number system, we have Aj¢ after 91, and 101, after Fy,. 


Example-72 Find (9C8D)15{(25AB):. ; Example-73: Find (CA07)16-(2289) 16 
Borrow fe 4 r 4 Borrow 
9 Be 18 D C OA FLO 17 
- 2 5 A_B —2 2 8 9 
7 6 E 2 A 7 7 E 
The difference is (76E2);¢ The difference is (A77E);6 


In Example-73 in the first column to the right we have to subtract 91. from 716. To do. this we have to 
borrow 1 from the next column which has 0. We therefore borrow from the next column which contains A. 
After borrowing 1 from that column we have 9 left in that column (remember that the digit that comes after 9 
is A in hex). Column2 then becomes 10. We next borrow 1 from the second column. Subtracting 1 from 10 
leaves behind F (as the digit before 10 is F in hexadecimal). After the final borrow, in column1 we have 17-9. 
To get the difference, count 17 after 9 keeping in mind that 10 comes after F. Thus from 9 to 17 the count 
will be A, B, C, D, E, F, 10, 11, 12, 13, 14, 15, 16, 17 i.e. a total of 14 counts, which in hexadecimal is E. In 
column2 we have to subtract 8 from F. Counting up to F after 8 gives 9, A, B, C, D, E, F, i.e. a total of 7 
counts. Similarly in column4 we have to subtract 2 from C. To get the result, count up to C after 2 i.e. 3, 4, 5, 
_ 6, 7,8, 9,A, B,C. This gives a total count of 10, which in hexadecimal is A. 


The next example i.e. example-74 is done using the alternative method. In this method: 


e Whenever a borrow is made from the next column, reduce 1 from that column and write the 
borrowed value as 16 (base value of hexadecimal) over the current column 


¢ Add this 16 with the digit at the top of the current column 
¢ Next perform subtraction similar to decimal subtraction in the current column 


Columnzi in the said example shows this situation (first 16+8=24, next the column difference 24 — D = B). 
However, in case the adjacent column also has a ‘0’, then: 


* Borrow from the next available column and reduce 1 there 
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* Move the borrowed value towards the right up to the current column 
e Over every column in between: 


o First write the borrowed value as 16 and add it to the digit at the column top 
o Reduce the new digit by 1 and move the 16 to the next column till you reach the current Colum, 
e Finally add the 16 to the digit at the top of the current column and do the subtraction 


Column3 in the above example shows this situation where the final subtraction gives 18 — 8 = A. 


9 wee tst—<‘ié~™S™SC=~* 


Example-74: Find (E02A8)1¢-(A287D)j¢ 


G) 9 2 A t.g The result is obtained as 24-D = 24-13 = 11 = B, 
- A 2 8 7 D | 
B 
9 
@) 5 0 2 A The result is obtained as 9-7 = 2 
-—A 2 8 7 


2 


15 16+2=18 


@ uh 


The result is obtained as 18 — 8 = 1010 = Ais 


The result is obtained as 9 15 — 2 = 131) = Dy, 
And D-A=13-10=3 


The difference is (3DA2B),, 


AS a third alternative method for doing addition and subtraction in any base in general, first convert the 
numbers to decimal and then do the calculation. After the calculation is done and the result is obtained 
in decimal, convert the result back to the original base. 


* Binary Multiplication and Division 
Binary multiplication is much simpler and the following examples will make the p a 
Example-75: Find (10010111), x (1001), Example-76: Find (11111000), x (10.11). 


Binary 1001031141 11111000 
Multiplication x 1001 x 10.1 1 
11008j0111 o 21121000 
00000000 x wo 11112000 x 
00000000x x 100000000 x x 
1001031%41xx x 1iii1i1000~x x x 
10101001111 101010101000 

Answer: The product is (10101001111), Answer: The product is (1010101010.00). 


The first example is very simple. For the highlighted column we have to add 
1+0+0+1 = 140+1 = 1+1 = 10,. The ‘0’ is written under that column and the ‘1’ is carried forward to the 
next column, where the numbers are added along with the carry as 1+(0+0+0+1) = 1+1 = 109. 
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For the second multiplication, if you can remember the first few binary numbers then it will 
be easy to calculate the sum. The table on the right gives a list of binary numbers from 0 to 


decimal 7. While doing the column sum always remember that you get the next binary 
number after adding ‘1’ to the present binary number. 


Consider the highlighted column of the second multiplication. The digits that get added are 
1+1+0+0=10. The 0 is written under the column and the 1 is passed to the next column as 
carry (the carry digits are shown in colour). 


Dec. 
0 
41 
2 
3 
4 
5 
6 
7 


In the next column along with the carry of 1 we add 1+(1+1+0+0) = 1+(10+0+0) = 1+10 = 11. The unit's 
place 1 is written under the column and the other 1 is carried forward to the next column. The column sum In 
the next column along with the carry will be 1+(1+1+0+1) = 14+(10+0+1) = 1+(10+1) = 1+11 = 100. The 0 
in the unit’s place is written down and the 10 passed to the next column. In the next column the column sum 
along with the carry will be10+(1+1+0+1)=10+(10+0+1)=10+(10+1)=10+11=101. The 1 in the unit’s place 
is written down and 10 passed to the next column as carry. 


Similar additions take place in the next columns. The final result is given after adjusting the binary point. 
The following examples show how to perform binary division. The process is explained later. 
Example-77: Find (10011), + (110), Example-78: Find (11011101), + (11), 


110}]10011] 011 11 [11011101] 1001001 
-110 -11} 44 
111 00011 
-110 -11 


: 00101 
Answer: Quotient = 112, Rem. = 1, -11 


10 
Answer: Quotient = 1001001,, Rem. = 10, 


For binary division, follow the same method as in decimal number division. However remember that the 
subtraction involved is binary subtraction and do it the way shown in page P1-3-17. 


In doing the first division, we first checked if 110 go into the first three digits of the dividend i.e. into 100. As 
it does not, we put a 0 for the quotient part. Next we checked if 110 go into 1001. It does go into 1001 once. 
Hence we put 1 for the quotient. We then bring down the next 1 from the dividend and check if 110 goes into 


111. As it goes into 111 only once, we put a 1 for the quotient. The final remainder is 1 and the quotient is 
011 i.e. simply 113. 


In binary, during division while checking if the divisor goes into a part of the dividend, remember that either 
it will not go (put a ‘0’ for the quotient part in that case), or it will go into that part of the dividend 


only once (in that case put a ‘1’ for the quotient part). You will never have a case where the divisor goes 
into a part of the dividend more than once. 


The next two examples show division including a fractional part. Put a binary point after the integer 
portion of the quotient when all the digits from the original number are already taken. 


Example-79: Find (11010), + (100). Example-80: Find (110110), + (111), 


100 [11010] 110.1 111/110110/111101 
-1004 -111 
101 1101 
-100 -111 
100 1100 
-100 -111 
000 1010 
-111 
Answer: Quotient = 110.1, 1100 
-1il 
101 


Answer: Quotient = 111.101, (up to 3 places) 
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a 


Binary Division 
with fractions 


= 


ea 3.5 Re 


Signed 
numbers 


op 


Sign Magnitude 


Part 1) Ohaptar 4 


| An alternative method for Binary Multiplication using the concept of partial sume is shown ebony 


ee products at each step of the multiplication process 
oe oe | After the firet two steps of the multiplication WK boyy 
i a the 1” and the 2 partial products are added ty pee 
10 1 1 partial product the firet partial eum 100001 (shaded region). ten 
41 0 1 1 kk SP" partlal product — the third partial product is calculated and added 0 the 


1 previous partial sum to get the final product 
1000 0 1  partalaum 


roe eee 3" partial produot The final product is thus (1001101), 
1001 1 0 1 fnatoum The method eliminates the need to do long additions 


presentation of Signed Numbers using 


When we write a decimal number, we usually write the magnitude of the number preceded ty, , 
+ or ~ sign, which indicates the sign of the numbers, In a similar manner we put @ + OF ~ sign before : 
binary number to indicate its sign, For example +1001, indicates +9,, and ~ 1110, indicates ~14,, etr, 


* Signed number representations in Binary 


When we store such a signed binary number in the computer, the computer uses special schemes to store th, 
| Magnitude and the sign of that number. There are three basic methods of storing signed binary numbers 
These are the sign magnitude representation, the 1's complement representation and the 2, 


complement representation, Each has its own merits and demerits. We now discuss below each of they 
methods of signed number representation. 


Tha Sign Magnitude Representation: 


In this method, the sign of @ positive number Is taken as ‘0’ and the sign of a negative number is 
taken as ‘1’, The MSB will be used for storing the sign of the number, while the remaining bits are used fo 


_ storing the magnitude of the number, 


Thus for an 8 bit representation of a binary number, the first bit from the left (i.e. the Most Significant Bit o 
MSB) will store the sign and the remaining 7 bits will store the magnitude. While for a 16 bit representation, 
the MSB will store the sign and the remaining 15 bits will store the magnitude. 


Example-82: Express +23 as an 8 bit sign magnitude number. 
Step1: First convert the number to binary as shown below: 


2 (11 rem1 
25 rem1 


2L2_ rem1 


2 L1_ remo 


0 rem 
Therefore 2345 = (10111), 


Step2: Next write the magnitude of the number as a 7 bit number by putting as many 0’s to the left of 
eee ee 7 bit number. Therefore the number now becomes 0010111 with two 
zeroes. 


Step3: Finally write the number along with the sign bit as an 8 bit number. Since the above number é 
positive, therefore the sign bit will be 0. The final number represented in 8 bit sign magnitude form is: 


ofofols CHRD EER “8 bit Sign Magnitude 


eS | Saar aeeres representation of +23 
Sign Magnitude 


Example-83: Express -34 as a 16 bit sign magnitude number. 
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(34 

liz remo 

L8&  remi 

4 remo 

[2 remo 

L1 rem 0 
0 remi 


Therefore 3410 = (100010), 


Since the number is negative, the sign of the number will be ‘1’. The number written as a 16 bit number along 
with the sign bit is shown below: 


*fofofojofofojofofo]sfofofo]1[o]— seb sign magnitude 
Qe 


representation of -34 
Sign Magnitude 


The 1's Complement Representation: ay 
In this method, for both positive and negative numbers, the number is first expressed as a positive sign 


magnitude number with the MSB representing the sign as ‘0’. If the original number is positive, then this is foe mene 
positive sign magnitude number is the required answer. epresentation 


However, if the original number is negative, then after finding the positive sign magnitude value, the 1’s 
complement of that number gives the required representation. To form the 1's complement, convert each 
1 to 0 and each 0 to 1 in the positive sign magnitude number. The following example illustrates the process. 


Example-84: Express —35 as a 16 bit 1’s complement number. 
First convert the number to binary. 


L1Z_ remi 
rem 1 numbers, and the 


2 

2L8 Sue 
2 L4_ remo | magnitude is in 
2 

2 


L.2_ remo | complement form. 


L.1_ remo 
0 remi1 


Therefore 3519 = (100011), 
The number is then written as a 16 bit positive sign magnitude number along with the sign bit as: 


: 1/4 | *\\ 16 bit Sign Magnitude 


representation of +35 


Magnitude 
Finally the number is converted to 1's complement form by replacing each 0 by 1 and each 1 by 0. 


16 bit 1’s Complement 
representation of -35 ‘ 


Sign Magnitude 


Thus (1111111111011100), is the required 16 bit 1's complement representation of -35;o. 


Note that for a negative number the sign bit of the final 1’s complement will always be 1. It is a 

common mistake to initially put 1 for the sign bit, when considering the sign magnitude representation of 

the number in the first step before converting it to 1’s complement form. For example in the above example it 
the number with 1 in the sign bit in the first step as: 


UL FH TH 
Sign Magnitude 
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The 2's Complement Representation: 

In this method, for both positive and negative numbers, the number is first expressed as a Positive th, 
magnitude number with the MSB representing the sign as ‘0’. If the original number is positive, then 4 
positive sign magnitude number is also the required representation for the 2's complement. 


However, if the original number is negative, then after finding the positive sign magnitude value, the , 
complement of that number is found out. Then 1 is added to the 1’s complement to cet the ” 
complement representation. The following example illustrates the process. ' 


Example-85: Express —36 as a 16 bit 2’s complement number. 


> 


2's complement 


First convert the number to binary. 


rem 0 
rem 0 
remi 
rem 0 
rem 0 
rem 1 


Therefore 3619 = (100100), 

The number is then written as a 16 bit positive sign magnitude number along with the sign bit as: 

|ofofolofojojololojoj1{ojo|1{o]o | nie 16 bit Sign Magnitude 
———2. YY representation of +36 


LY 


Sign Magnitude 


a 


Next the number is converted to 1's complement form by replacing each 0 by 1 and each 1 by 0. 


ee oleTelsTeTsTeTsTsTelsTsTols Te) eeenton ase 
$M 


LY 


Sign Magnitude 
Finally the number is converted to 2's complement form by adding 1 to the above number. 
1 1+ Carry 


11111121111014d1011 
+1 


1111111111012312<13100 


au ae 16 bit 2’s Complement 
representation of -36 


Sign Magnitude 
Thus (1111111111011100), is the required 16 bit 2’s complement representation of -3610 


Note that for a negative number, the sign bit of the 2’s complement number is 1. 


Example-86: Express —10011000 as a 16 bit 2's complement number. 
As the number is already in binary, there is no need to convert it to binary. We first directly write the number 
as a 16 bit positive sign magnitude number as: 


16 bit Sign Magnitude 
representation of +10011000 


Sign Magnitude 


16 bit 1’s Complement 
representation of -10011000 


Magnitude 
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When 1 Is added to the above number, we finally get the 2's complement of the number as shown. 


1 11+ Carry 
1111411<12d13120232008232«i1 


+ 1 
t1121211211101120312000 


Pafala fa ia}a [a fafols|ay}ol apoyo lo | ™ 16 bit 2’s Complement 
C2 Je _~ moO 


representation of -10011000 
Sign Magnitude 


Thus (1111111101101000), is the required 16 bit 2's complement representation of -10011000, 


e Importance of 2’s complement representation yy 
Importance of 2’s 
complement 


Of all the three signed number representations, the 2's complement form is the one that is used to represent 
negative binary numbers in the computer. To understand why, let us find the representations of ‘0’ in various 
formats for a 4 bit binary number, with 3 bits for the magnitude and 1 bit for the sign. 


In sign magnitude form, we have: [0/0 ]0/]0 | =+0 1 1.{0]0 [0] =-0 
Ye Ys 


Sign Magnitude Sign Magnitude 
We find that there are two different representations for 0, i.e. +0 and -0. However in reality we do not 


have a negative 0. Another disadvantage is that, out of a total of 2‘=16 possible combinations with 4 bits, 2 
combinations are used to represent the same value i.e. 0. 


2’s complement 


In 1's complement form, we have: FOTO TOTO] -49 TScomplement, 4{414 4 | =-0 


ad ss 
Sign Magnitude Sen Magnitude 
Again we find that there are two different representations for 0. If we convert all the 0's to 1's we get 


1111, which represents the 1's complement form for -0. Therefore again we have 2 combinations used to 
represent the same value i.e. 0. 


1's 

In 2's complement form, we have: [0 [0 [0 [0 ]= +0": na faya[ad Be | 0:{0]0]0 |=0 
LPP Toe eS 
Sign Magnitude Sign Magnitude Sign Magnitude 


To find the 2's complement representation of zero, we first found the 1’s complement of 0000 to be 1111 and 
then added 1 to it to get the required representation as shown below: 


11 1<+ Carn 
1iil1i 


+1 


The 5™ digit (the final carry out) is ignored as the original number is 4 bits long 


After adding 1 to the 1's complement form we get 10000. We ignore the leftmost bit (the 5™ bit) which is 
equal to 1, as the original number had only 4 bits. This gives the final representation of -0 as also 0000, 
which is the same as +0. Therefore in 2’s complement form there is a single representation for 0. There 
are no two different combinations that represent +0 and -0. Therefore 2’s complement representation is 
a better representation method for signed numbers than the sign magnitude method or the 1's 
complement method. 


n‘n’ bitn r vari i number 


a 


Range of an ‘n’ bit 
number 


System Bits.) Minimum Value: )/Maximum:Value.)<\|.5° 


Sign Magnitude cea [2° <1] ¥( 2" 4] 2-1} to ep 2e 1) 
Me TT Ge 
4, (n-1) (n-4) 
a TT 
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|° 1’s and 2's Complement Subtraction 


Unlike humans, it is more complex to do subtraction using a computer. Hence instead of using the m 
that humans use to do subtraction, the computer uses an additive method to do subtraction using th, 
| complement of the number to be subtracted as shown in this section. ; 


(ap | 1's.complement subtraction 
14°s complement | To do subtraction of binary numbers using 1’s complement method, follow the steps shown below: 
Subtraction | ¢step1:; Express both numbers as positive sign magnitude numbers with the same number of total bits 
} | Step2: Put a sign bit as the leftmost bit of each number (MSB) 
' | Step3: Find the 1’s complement of the number which is to be subtracted (i.e. the subtrahend) 


Step4: Add the complement obtained in step1 to the number from which it is to be subtracted (i.e. 
the minuend) 


Step5: In case there is an overflow carry generated at the end of the addition then add the overflow 
carry with the result obtained after the addition to obtain the final difference 


Step6: In case the overflow carry is not present, then find the complement of the result obtained jp 
step 2 and put a negative sign before it to get the final result (to indicate a negative result) 


Example-87: Find 1100112 — 10111, using 1’s complement method. Also carry out the decimal subtraction 
to check for the correctness of the result. 


First express both the numbers as positive sign magnitude numbers with the same number of bits 

| and the MSB representing the sign bit. As the minuend is 6 bits and the subtrahend is 5 bits, both are 
expressed as 7 bit numbers with the first bit representing the sign and the remaining 6 bits representing 
the magnitude. Therefore the above calculation is equal to: 


110011 - 10111 = 0110011 - 0010111 


0110011 + 1’s complement of (0010111) 


0110011 + 1101000 
1 


0110041 1, 51io 
Overflow bit ~ + 110100 0 — 231 
0011011 281 


OO = 2x1 + 2x1 + 21 = 16 +8 + 4 = 2810 


In the above case, after the addition as there was an overflow of 1, it was added to the result of the 
addition to get the final result of the 1’s complement subtraction. 


The required difference is = (11100), 


Example-88: Find 111011, — 101100, using 1's complement method. Also carry out the decimal subtraction 
to check for the correctness of the result. 


111011- 101100 = 0111011 —0101100 
= 0111011 + 1’s complement of (0101100) 
0111011 + 1010011 


11 11 
0111011, 5910 
1031001 1, 4A 


Overflow bit * 
@eo001110 1510 


O2O-O Added = 21 + 2x1 + 2x + 21 = 8444241 = 1519 
The required difference is = (1111). 
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Example-89: Find 1000010, - 1111000, using 1’s complement method. Aso carry out the decir 
subtraction to check for the correctness of the result. 


1000010 - 1111000 = 01000010 - 01111000 


= 01000010 + 1's complement of (01111000) 
= 01000010 + 10000111 


ae | 

0100001 0, 66, | -120 
NO Overflow bit, ~~ + 1000011 1, | 2120, * 66 
AND sign bit=1 “\N T1001 001 ) = 5hy, 
Negative answer | 4’s complement 


00110110 
Now 00110110, = (25x1 + 2*x1 + 2°x1 + 2'x1) = (32+16+4+2) = Sy, 


In this example a larger number (120;9) is subtracted from a smaller number (66,,). The fact that the rewstt 
should be negative is seen from the sign bit of the first addition. Note that unlike the previous subtraction 
there is no overflow bit. Also the leftmost bit i.e. the sign bit is 1. This indicates that the result is 
negative and hence present in 1’s complement form. We will not get the actual magnitude from this 1’s 
complement form. Hence the 1's complement operation is again done on the rewht to get the actual 
magnitude of the result. The final result is written by placing a negative sign before the value to get the © 
result as -110110. Do not forget to put the negative sign in such case. 


Therefore the required difference is = — (110110), 


Example-90: Find 1194 — 1269 using 1’s complement method. 
First the numbers are converted to binary. 


2 1419 2 (126 
2.59 remi 2.63 rend j 
2(.29 rem1 2 |.31 rem1 | 
21.14 rem1 21.15 remi 
2.7 remo 2 7. rem1 
2.3. rem1 2\_3 tema | 
2L_1 emi 2| 1 remit | 
0 remi 0 remi 
(119) 9 = (1110111). (126)15 = (1111110), 


-1110111- 1111110 = 01110111-01111110 [with the sign bit] 
= 01110111 + 1’s complement of (01111110) 
= 01110111 + 10000001 


a ae | > 
0113101141; 119,, | 126 
ne Overton tse F 1000000i1 —126;, 3 119 
AND sign bit=1 111131000 - 7x 
“Negative answer } 1’s complement 


OOO O00 PPL = (2x42 +P) = (44241) =7y 


In the above example, since a larger number (126,,) is subtracted from a smaller number (119 ,) the final | 
result will be negative and is equal to -7,. Thus we have to take the 1’s complement of the first result of | 
addition to get the final result and the answer is written with a negative sign. | 


Therefore the required difference is = — (111), = —7;5 


To subtract binary numbers using 2’s complement method, the following steps need to be carried out: | 2's complement 
. | subtracts 
Step1: Find the 2’s complement of the number which is to be subtracted (ie. the subtrahend) en 


) 
| 


Step2: Add the complement obtained in step! to the number from which it is to be subtracted (Le. the | 
minuend) 


ee 


75 P1-3-29 


Part 1: Chapter 3 


Step3: In case there is an overflow carry generated at the end of the addition then 


ignore the oy, 
bit to obtain the final difference bal 9 


In case the overflow carry is not present, then find the 2’s complement of the result Obtaing, 
step 2 and put a negative sign before it to get the final result ' 


Step4: 


Example-91: Find 111011, — 1001, using 2's complement method. Verify result using decimal Subtraction, 


First express both the numbers as positive sign magnitude numbers with the same number o¢ 

and the MSB representing the sign bit. As the minuend is 6 bits and the subtrahend is 4 bits in this exap, of ty 
both are expressed as 7 bit numbers with the first bit representing the sign and the remaining ie 
representing the magnitude. Therefore the above calculation is equal to: by 


111011 - 1001 = 0111011 - 0001001 


0111011 + 2's complement of (0001001) 


= 0111011 + [ { 1's complement of (0001001) } + 1] 
= 0111011 + [1110110+1] 


1110110 © 
= 0111011 + 1110111 +1 
1i’ilai.4 1110111 
0111011, 591 
IGNORE +1110i11 1, —_ 9 
Overiow bit 0°21 1.020510 5010 


Also the result 0110010, = 2°x1 + 2*x1 + 2'x1 = 32 + 16 + 2 = 5019 


In the above case, after the addition as there was an overflow of 1, it was ignored to get the final result y 
the 2's complement subtraction as (110010), 


Example-92: Find 1100112 — 100000, using 1's complement method. Also carry out the decimal Subtraction 
to check for the correctness of the result. 


110011- 100000 = 0110011 - 0100000 


0110011 + 2's complement of (0100000) 


0110011 + [ { 1’s complement of (0100000) } + 1] 
0110011 + [1011111+1] 
0110011 + 1100000 


1 
‘CHORE Ph 11001 41, 511 
Overflow bit Poo 0 O0'e =P 000 o = 3210 


Also the sete eie tie: = ae + oa. + aa =16+2+1= 1%) 
Therefore the required difference is = (10011), 


Example-93: Find 10000112 — 1111100, using 2's complement method. Carry out the decimal subtraction to 
check for the correctness of the result. 


1000011 — 1111100 = 01000011 — 01111100 


= 01000011 + 2's complement of (01111100) 
01000011 + [ { 1's complement of (01111100) } + 1] 


01000011 + [1000001242] ~~ 1 00 obi Lt 
01000011 + 10000100 a 


01000011, 671 -124 
10 
11 


NO Overflow bit, + 
AND sign bits1 
”.Negative answer 
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Now 00111001, = (2°x1+2"x1+2°x1+2%1) = (32+16+8+1) = 571) (gives the magnitude here) 


In this example a larger number (124,9) is subtracted from a smaller number (67,9). The fact that the result 
should be negative is seen from the sign bit of the first addition. Note that unlike the previous subtraction 
there Is no overflow bit. Also the leftmost bit i.e. the sign bit is 1. This indicates that the result is 
negative and hence present in 2’s complement form. We will not get the actual magnitude from this 2's 
complement form. Hence the 2’s complement operation is again done on the result to get the actual 


magnitude of the result. The final result is written by placing a negative sign before the value to get the 
result as -111001. Do not forget to put the negative sign in such case. 


Therefore the required difference is = — (111001), 
Example-94: — Find 2119 — 3149 using 2’s complement method. 


2A2) 2 |B1 
2[10_ remi 2 [15 rem1 
2L5_ remo 2 L.7_ rem1 
2L2_ remi 2[.3_ remi 
2L1_ remo 2 L1_ remi 

0 remi 0 remi 
(21)10 = (10101), (31)10 = (11111). 


».10101- 11111 = 010101 - 011111 (with the sign bit] 

= 010101 + 2's complement of (011111) 
010101 + [ { 1's complement of (011111) } + 1] 
010101 + [100000+1] 
= 010101 + 100001 


£00000. 
_ 100001 


1 Ola 
0 1 0 1 0 1, | ain | -31 : 
. +100001 - 31 21 
rfl ee ——7 410 pa Jes 
ent Sid 04 20 10; 
-.Negative answer 2's complement =1’s complement + 1 
0 0 1 0 O 1 (1's complement) 


+ 1 
001501 O = (2°x1 + 2x1) = (8 + 2) = 1010 (Gives the magnitude) 
Therefore the required difference is = — (1010), 


e General Rule to find the Complement of a Number 


In general, the radix or base complement of an n digit number x, with base b, is by definition given as 
fA 


b -x. 


Thus for the decimal number system if the number is 2659, then the radix complement of 2659 will be 
10* - 2659 = 10000 - 2659 = 7341. 


However, the radix complement is easily obtained by adding 1 to the diminished radix complement, which 


is given by (b" — 1) —x. The diminished radix complement can be found more easily by complementing each 
digit in the original number with respect to (b-1). Thus for the decimal number 2659, the diminished radix 
complement i.e. 9’‘s complement will be: 


(10* - 1) — 2659 = (10000 — 1) — 2659 = 9999 — 2659 = 7340. By adding 1 to this we can easily get the 
same 10's complement as (7340+1) = 7341. 


Similarly for the hexadecimal system with base as 16, the diminished radix complement of a number like 
3A8D will be: 


(104 - 1) - 3A8D = (10000 — 1) - 3A8D = FFFF — 3A8D = C572i6 


Note that when 1 is subtracted from 10000, then the result will be FFFF in hexadecimal, as FFFF+1=10000,, 
in hexadecimal number system. The radix complement of 3A8D can then be easily calculated as: 


57216 + 1= C573 16: 
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3.6 Various Binary Coding Schemes 


Unlike real numbers which have an infinite range, there are only a small finite number of characters like th, 
alphabets, digits, punctuations etc. An entire character set can be represented with just a few bit, be 
character. Some of the most common character representations are described below. 


° The ASCII Code 


The American Standard Code for Information Interchange (ASCII) is used for representing characte, 
in a computer system. The representation for each character consists of 7 bits, and all 2’ possible bit Patte, 
represent valid characters. A table for all the ASCII characters is given at the end of the chapter. " 


The ASCII character set (excluding the extended characters defined by IBM) Is divided into four Groups y 
32 characters. 


The first group of 32 ASCII characters from 0 through 31 (1F in Hex)) form a special set of non-print; 
characters called the control characters. They are called control characters because they perf, 
various printer/display control operations rather than displaying symbols. Examples include carriage Fetup, 
which positions the cursor to the left side of the current line of characters, /ine feed which moves the CUrspy 
down one line on the output device, and back space which moves the cursor back one position to the left 


The second group of 32 ASCII characters comprise various punctuation symbols special cha 

and the numeric digits. The most notable characters in this group include the space character (ASCII i 
32) and the numeric digits (ASCII codes 48..57). Note that by subtracting 48 from the ASCII code for any 
particular digit you can obtain the numeric equivalent of that digit. 


The third group of 32 ASCII characters is reserved for the upper case alphabetic characters, The 
ASCII codes for the characters ‘A’...2’ lie in the range 65...90. Since there are only 26 different alphabet 
characters the remaining six codes hold various special symbols. 


The fourth and final group of 32 ASCII character codes are reserved for the lower case alphabetic 


symbols, five additional special symbols, and another control character (delete). Note that the lower 
case character symbols use the ASCII codes 97..122. 


¢ The EBCDIC Code 


A problem with the ASCII code is that only 128 characters (from 0000000, to 1111111.) can be represented, 
which is a limitation for many modern keyboards that have a host of special characters in addition to the 
standard characters. The Extended Binary Coded Decimal Interchange Code (EBCDIC) is an eight-bit 
code used widely in IBM mainframe computers and allows representing a maximum of 256 symbols. 


¢ The Indian Script Code for Information Interchange (ISCII) 


Indian Standard Code for Information Interchange (ISCII) is a 
coding scheme for representing various writing systems of 
India. It encodes the main Indic scripts. The supported scripts are 
Assamese, Bengali, Devanagari, Gujarati, Gurmukhi, Kannada, 
Malayalam, Oriya, Tamil, and Telugu. It is an 8-bit encoding scheme. 
The lower 128 codes are plain ASCII, the upper 128 codes are ISCII- 
specific. 

ISCII was proposed in the eighties and a suitable standard was 


evolved by 1991. Here are the salient aspects of the ISCII 
representation. 


* It is a single representation for all the Indian Scripts. 


* Codes have been assigned In the upper ASCII region (160-255) for 
the alphabets of the specific language. 

* The scheme also assigns codes for the matras. 

* Special characters have been Included to specify how a consonant 
in a syllable should be rendered. Rendering of Devanagari has 
been kept in mind. 


* A special attribute character has been included to Identify the script 
to be used In rendering specific sections of the text. 
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In the table shown in the last page, there are six columns of 16 codes each, starting at the hexadecimal 
value of AO which is equivalent to decimal 160. Note that some code values have not been assigned. 


Note that ISCII codes have nothing to do with fonts and a given text in ISCII may be displayed using 


many different fonts for the same script. This will require specific rendering software which can map the ISCII 
codes to a matching font for the script. 


e The Binary Coded Decimal (BCD) Code 


Since most circuits work using binary logic, hence the binary number system is the most suitable number 

for computers. However, the human society is used to the decimal number system. Hence the values 
entered by humans in the decimal number system need to be converted to binary before calculations can be 
done by the computer. Mainly due to this reason, most of the early computers worked using binary- 
coded decimal number systems. In such a system, a coded group of binary bits are used to represent 
each of the ten decimal digits from 0 to 9. 


Binary Coded Decimal (BCD) code is one such alphanumeric code developed by IBM and that was used to 

both digits and characters in computers. It is a 6-bit code that can be used to represent a 
maximum of 2°=64 possible symbols. Thus apart from the 10 digits from 0 to 9, only uppercase alphabets 
and a few other symbols can be represented by a BCD code. 


In this code, each decimal digit is represented as a 4 
bit binary number as shown on the right. Thus the 
digit 1 is represented as 0001, 5 as 0101, 9 as 1001 


0. | 0000. |] 5 | 0102 | 
known as a 8421 code as each bit is. |-—}— to $~ ee 
fs 30 | oom [8 | 1000 
r 4 [0100-119 [4001 | 


Decimal’: “BCD code Decimal: ** BCD.code 


Here the MSB has a weight of 8 and the LSB has a 
weight of 1. 


To convert any BCD value to Decimal we have to just multiply the binary digits by their weights. Thus 1001 a¢p 
= (1x8 + 0x4 + 0x2 +1x1) = 9io. 


To represent a number like 309 using BCD, instead of finding the binary equivalent of 309, each digit is 
represented as its corresponding BCD number as shown below: 


3 0 9 (in decimal) 
oir 000° 1001 = (in BCD code) 
Therefore 30949 is (0011 0000 1001) in BCD code. 
Similarly (6485);9 = (0110 0100 1000 0101)scp (refer to table for decimal digit to BCD conversion) 


e The Excess-3 Code: 


A problem with the BCD code is the formation of complements. It is a common feature in a computer system 
to perform a subtraction by using the complement of the number to be subtracted. Thus [x — y] is calculated 
as [x + complement of y]. For example with decimal numbers the 9’s complement is used for subtraction, 
whereby [Xio — Yio] = [Xio + (9's complement of Y1o)]. 


However when working with a computer, the most natural complement is the 1's complement, whereby the 
0's and the 1's in the number are simply reversed to get the complement of the number. However, using the 
BCD code you do not get the complement directly or naturally. For example the 9’s complement of 719 is 
(9-7)=2,. But since the BCD of 7 is 01112, the natural complement of 0111, is 10002, which does not 
represent the BCD value for 2 i.e. 0010). 


One of the first codes developed to overcome this 
problem was Excess-3 code developed at Harvard and [pecimal |XS-3 code|:| Decir 
used with the Mark machines. In this system the Decimal | xssecce 
number 0011, (i.e. 349) is added to each BCD [ 1 + #| 0100 | 
value to get its equivalent Excess-3 code. | 2 {| 0101 | 
The table on the right gives the excess 3 codes for the ee 


decimal digits 0 to 9. Note that the code is a self- 
complementing code. This means that the 


complement of a number in XS-3 code directly gives the corresponding 9’s complement value of that number. 
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| The following examples convert the decimal numbers 469 and 530 to their XS-3 codes. 


| | Sn 9's complement 2 ; Be acts 
4 6 9 (Decimal) 5 3 0 (9's complement Decimal) 
0100 0110 1001 (BCD code) 0101 0011 0000 
+0011 0011 0011 (Addition of 3) +0011 0011 0011 
| Olll 1001 1100, (XS-3 code) 1000 ; 0110 ZI 0011 L_(XS-3 code for 530;o) 


i 1’s complement _ t 


One can observe that 530 is the 9's complement of 469 and at the same time the XS-3 code of 530 is th 
| direct 1’s complement of the XS-3 code for 469. Because of this, doing arithmetic calculations in XS-3 : 
easier than in BCD. However XS-3 code is not a weighted code. s 


e« The Gray Code: 


Gray code numbers are usually used instead of binary numbers to design analogue to 
_ digital counters. Consider the consecutive binary numbers 0111, (7) and 1000, (8). In a 

counter, when the counting changes from 7 to 8, all the four digits 0111 will get changed 

to 1000. This change in all the digits usually does not occur simultaneously. As a result we 
| can get intermediate numbers in-between the change, producing erroneous 
| results. 


The Gray code was developed to overcome this problem. In the Gray 

code system, the bit change between any two consecutive 
| numbers is always only one. A Gray code for a given number can 

be obtained by successive XOR operation between the bits using the 
| following rule: 


If bs bz 6, bg is a binary number whose equivalent Gray code is gz 
92 91 Jo, then we can obtain the values of the Gray code digits as: 


93= b; (No XOR operation is done on the MSB) 
92= 6; ® bz 

| G1= b2® by : 

| Jo= b;® Bo MSB remains same 


_ Thus binary bz b; Bo = 111 =(1) (11) (161) = 100 in Gray code 
| and binary bs bz by bo = 1010 = (1) (100) (0@1) (160) = 1111 in Gray code. 


Gray code is not a weighted code, as a digit in this system does not carry any positional value. The Gray 
| Code for a 3 bit counter that can count from 0 to 7 in binary is shown above. Note that though there are 
multiple changes in bit pattern between some of the consecutive numbers in the binary value column, but 
there is only a single bit change for any two consecutive values in the corresponding Gray code column. This 


Prevents the occurrence of any transient error values when the count changes from one value to the 
| next 


| Apart from numeric and character data, a digital computer can also store image data in a digital form. Such a 
| digital image is basically a binary representation of a two-dimensional image. 


| Depending upon the way the image is constructed, digital images can be stored either as a raster image 
| Of as a vector image. By default, a digital image usually refers to a raster image only. 


a. Raster images are composed of a set of digital values called picture elements or pixels. Pixels 
form the smallest building block of a digital image that can be accessed and processed. Each pixel stores 
information regarding the intensity of a given colour at any specific point in the image. The whole image 
is stored as a two dimensional array, consisting of rows and columns of these pixels. Such a method of 
storing a colour picture In a digital computer is known as bitmap representation of an image. 

| In MS Windows, the image created by the application Paintbrush is a bitmap image that is saved with the 

-bmp extension. 
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Bitmap images can be classified based on the colour values of these pixels as: 
* Binary images: Images consisting of only two colours (like only black and white) 
» Grayscale images: Images Consisting of shades of gray from pure white to pure black 
* Colour images: Images consisting of multi-colour information 
b. Vector images are generated by mathematical equations. For example, instead of storing a circle 


as a set of pixels, it can be stored as an equation like ax?+by?4-c=0, which requires much less space to 
store the same data. However, these are not sultable for storing photographs. 


Originally bitmaps used one bit per pixel, without any colour Information, But nowadays a multl-coloured 
image can also be stored as a bitmap, which is also called pixmap. Various bitmap file formats are In use, 
The common among these are the standardised compressed bitmap files such as GIF, JPEG, TIFF, and PNG. 


3.8 Concept of Fixed and Floating Point Numbers.2) 


We have seen that computers can store only binary numbers and have learnt how to represent numbers In 
various number systems. In this section we will learn about the methods used to represent real numbers, |.e. 
numbers that can have a whole number part and a fractional part. Examples include numbers like 123.456, 
0.0045, -67.0988, -0.0034506, 1.2898x10”° etc. 


For storing such numbers we have to basically store the sign of the number, the digits that make the number 
and the position of the base point in the number. Depending upon the way these three things are stored, 
there are different types of representations of real numbers. Computers use specific amount of space for 
storing a given value. Various methods have been devised to store various numbers using the fixed space 
available. These are discussed below. 


e Fixed Point Decimal Numbers 


The idea of fixed-point representation is to put the decimal point at a fixed position within the set of 
available places. This provides a fixed set of places to the left and right of the decimal point. 


Let us assume that we are working with computer memory that can store a total of 6 decimal digits, with 4 
digits storing the integer part and 2 digits storing the fraction part. The sign of the number Is stored as an 
additional space to the left of the number. The examples below show how the numbers +3561.45, +64.1, and 
-0.07 are stored in this representation. The decimal point is assumed to be 2 places from the right. 


+3561.45 
Sines 


sign Assumed decimal point 


-0.07 


sign 


Assumed decimal point sign Assumed decimal point 


Using the fixed representation as shown above, we can store a maximum positive value of +9999.99 and a 
maximum negative value of. -9999.99. Thus the range of values that can be represented using this 6 position 
fixed point representation is from -9999.99 to +9999.99 only. 


e Disadvantages of Fixed Point Numbers 


Fixed point real numbers can be used in situations where very large numbers are not involved, or where 
the precision of a value is not required beyond a certain range. For example in financial accounting 
software, there is no need to store values with more than two places after the decimal point. 


However, this method cannot represent a wide range of values and may need a large number of 
digits to do so. For example a system that can store both the values 0.0000000098765 and 
126450000000.0 with correct precision would require a lot of hardware to store and manipulate such 
numbers. Also more is the number of digits, more is the time taken for the computation. 


In this context note the representation of decimal numbers using a total of 6 digits as shown above. Though 
Space is available for storing 6 decimal digits, we cannot store numbers like 123854 or 0.07056, though each 
Of these numbers is actually requiring a maximum of six digits. 


Fine precision however is generally not needed when very large or very small numbers are used. For example 
for majority of practical use it is sufficient to express the speed of light as 299792458 m/sec. The value is so 
large that whether it is 299792458.16 m/sec or 299792457.88 m/sec hardly makes a difference. In an 
efficient computer only as much precision is retained as is required. 
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* Scientific Notation Representation of Real Numbers 


The second method, i.e. the floating point representation of real numbers is based on the scie 
notation for expressing both very large and small numbers in a concise format. It increases the range « 
numbers that can be represented using a fixed set of positions. The representation allows a large range 4 
numbers to be represented using a relatively smaller number of digits. 


For example consider the decimal number 602300000000000000000000. Though a very large value, but 
be represented using a concise notation with the real number part 6.023, and the base 10 (for decim 
numbers) raised to the power 23 as 6.023x1023. 


This scientific notation has therefore three components. 


* Base: Indicating the base of the number system used (i.e. 10 for the decimal number above) 
* Exponent: Indicting the power to which the base is raised (i.e. 23 for the number 6.023 x10”) 


* Mantissa: Indicating number of significant digits used to represent the number (i.e. 6.023 for the 
number 6.023 x10”) 


Using this form however the same number can be represented in different ways, which make 
comparisons and arithmetic operations difficult. For example consider the value (3584.1),, 
(384.1)i0 = 384.1x 10° 
= 38.41 x 10! 
= 3.841 x 10° 
= 0.3841 x 10° 
= 0.03841 x 10° etc. 


¢ Normalisation of Floating Point Numbers: 


In a real number, the digits that are used to express the number and contribute to its precision are called the 
significant digits. For example 23.20419 and 101.11, have 5 significant digits each, as all 5 digits are 
required to know the value of the numbers correctly. However -0.00056,, has only 2 significant digits i.e. 5 
and 6, while the remaining three ‘O's after the decimal point are used for determining the position of the 
decimal point in the number, and hence are not considered as significant digits. Significant digits play an 
important role in representing numbers in floating point representation (note that for a number like 9.05600, 
the number of Significant digits will be 6 and not 4, as by keeping the last two 0’s we get an idea of the 
precise value up to the 5" place after decimal). 


In order to avoid multiple representations for the same number as shown above floating point numbers 


are stored in a pre-defined normalised form. The process of normalisation involves shifting the base 
point to the left or right until the base point is to the left of the leftmost nonzero digit. To keep the value 
| Of the number unchanged, the exponent is adjusted accordingly. 


| In other words, in a normalised number the base point is placed to the left of the first non-zero 
digit and the exponent adjusted accordingly to keep the value of the number unchanged. The normalised 
values for some numbers are given below (+): 


+(459.009)i9 = +0.459009 x 10? 
+(987),9 = +0.978 x 10° 
-(0.987), = -0.978x 10° 
+(0.000978)i9 = +0.978 x 10° 
-(0.001001). = -0.1001 x2? 


The general format for representing a normalised floating point number N is: N = § M x R® where: 
* sis the sign of the number i.e. + or — (the + sign may be omitted) 


* M is called the mantissa, and forms the string of significant digits of the normalised floating point 
number. The value of the mantissa is between 0 and 1, i.e. 0<M<1 


* Ris the radix or base of the number system used to represent the number 
« Eis the exponent part, which determines the position of the base point in the number 


| 
| Hence if N = -0,56x10%, s Is equal to ‘—, M is equal to 0.56, Ris equal to 10, and E is equal to -2. 


*) Some system: lised number by putting the basé 
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e JEEE 754 binary floating point number standard: 


IEEE Standard 754 floating point number representation is the most common representation today for | IEEE 754 


real numbers on computers, including Intel-based PC's, Macintoshes, and most UNIX platforms. It was 
developed way back in the 80's by the Institution of Electrical and Electronics Engineers (IEEE), USA for 
representing floating point numbers In computers and performing arithmetic operations. 


As in the previous case, IEEE floating point numbers have three basic components. These are the sign, the | 


exponent, and the mantissa part. There are generally two types of numbers that are represented using 


this standard, These are the 32 bit single precision number and the 64 bit double precision number, 
The distribution of bits for each representation Is given below: 


Type Total ‘ Pail 7S signe 
ingle P 


Double Precision 


64 bits 


A detailed discussion on this standard is beyond the scope of the syllabus. 


e Loss in precision in floating point representation: 


For a single precision number we are using a 32-bit format and re-arranging the fields to cover a 


much broader range. In doing so, we are actually losing in precision. For example, a regular 32-bit | |The error 


integer can precisely store any value from 0 to 27-1 = 4,294,967,295. A single-precision floating-point | 


number on the other hand is unable to match this resolution with its 23 bits that are allotted for storing its 
significant digits. In this context note that a 23 bit binary integer can store values up to 2°14 = 8,388,607 


Standard 


produced by 


| | truncating the 


which is much less than 4,294,967,295. So a 32 bit floating point value, with only 23 bits available for storing | 


the significant digits approximates this value by effectively truncating digits from the lower end i.e. 
the LSB positions, with minimum loss in significance. 


Though the range of floating point numbers is much more than integer numbers represented by using the 
same number of bits, the price we have to pay for this higher range is a loss in precision. The error 
produced by truncating the least significant digits of a number is called round-off error. 


The ability for a range/precision compromise is a major advantage of using a floating point 
representation. In applications requiring higher precision one can increase the mantissa size, and in 
applications requiring a larger range, one can increase the exponent size, but cannot do both simultaneously. 
Floating Point Arithmetic 


This section deals with arithmetic operations like addition, subtraction, multiplication, and division that can be 
carried out on normalised floating point numbers. 


Floating point Addition and Subtraction: 
If two numbers in floating point representation are to be added or subtracted, the exponents of the two 


numbers must be made equal first. This may require shifting the radix point. To preserve the range of | 
the numbers correctly, the radix point needs to be shifted in the number with the lesser exponent, 


to match the exponent of the number with the larger exponent. 


Example-95: Add 0.2451 x 10’ and 0.5353 x 10’ 


As the exponents are same for both the numbers we need to only add the mantissa portions as: 
0.2451 x 10°” + 0.5353 x 10°” = (0.2451 + 0.5353) x 10’ = 0.7804 x 10” 


Example-96: Add 0.1234 £03 and 0.4567 £02 (here £03 means x10?, and £02 means x102) 


Here the exponents are not the same for the numbers. Hence we need to first adjust the decimal point of the 


number with the lower exponent to match that with the higher exponent before adding the corresponding 
mantissa parts. 


0.1234 x 10°? + 0.4567x 10" = 0.1234 x 10° + 0.4567x 10°" 


= 0.1234 x 10° + 0.4567 x 10x 10° 
= 0.1234 x 10° + 0,0456 x 10° 
(0.1234 + 0.0456) x 10° 

0.1690 x 10°” 
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Note that after adjusting the exponent of the second number, we have not retained the last digit ) 
reason is that in a fixed space representation the number of digits available in the register is hy 
Accordingly we can store only the same number of digits as there are initially. iy 
Example-97: Add 0.6321 £08 and 0.5736 £08 

Here the exponents are same. Hence we simply need to add the mantissa parts. 


0.6321 x 10°° + 0.5736 x 10° = (0.6321 + 0.5736) x 10° 
= 1.2057 x 10 
= 0.12057 x 10° (after normalizing the result) 
= 0.1205 x 10°” (after removing the extra digit) 


Note that the last digit in the result i.e. 7, has been truncated as there are only 4 places availa 
register for storing the number, 


Example-98: Add 0.5567 x 10” and 0.7689 x 10” 
Here the exponents are same. Hence we simply need to add the mantissa parts. 
0.5567 x 10°” + 0.7689 x 10°” = (0.5567 + 0.7689) x 10” 

= 1,3256 x 10” 

= 0.13256 x 107” 


Note that after normalising the result we have got an exponent of +100, which is beyond the storage Capaciy 
of the format used. Hence this gives rise to an overflow condition. 


Example-99: Add 0.3876 x 10° and 0.9563 x 10° 


Here the exponents are not the same for the numbers. Hence we need to first adjust the decimal point OF the! 
number with the lower exponent to match that with the higher exponent before adding the correspongi 
mantissa parts. Since the exponents are negative, we have -6 > -8 and hence both the exponents are Made 
equal to the power 10° and the decimal point adjusted accordingly. 


0.3876 x 10° + 0.9563x 10° = 0.3876 x 10°" + 0.9563 x 10° 
= 0.3876 x 10° x 10° + 0.9563 x 10° 
= 0.003876 x 10° + 0.9563 x 10° 
= 0.0038 x 10° + 0.9563 x 10° (truncating the extra digits) 
= (0.0038 + 0.9563) x 10° 
= 0.9601 x 10° 


Example-100: Add 0.1001 x 2 and 0.0111 x2” 


Here the numbers are expressed in binary and the exponents are not the same for the numbers. Hence we 
need to first adjust the binary point of the number with the lower exponent to match that with the higher 
exponent before adding the corresponding mantissa parts. 


0.1001 x 2° + 0.0111 x 2’ = 0.1001 x 2° + 0.0111 x 2°" 
= 0.1001 x 2° + 0.0111 x 2°x 2° 
= 0.1001 x 2° + 0.00111 x 2° 
= 0.1001 x 2° + 0.0011 x 2° (truncating the extra digit) 
= (0.1001 + 0.0011) x 2° 
= 0.1100 x 2° 


Example-101: Add 0.1001, x 2° and 0.0111, x 2’ 


Here the numbers are expressed in binary and the exponents are not the same for the numbers. Hence we 
need to first adjust the binary point of the number with the lower exponent, to match that with the higher 
exponent before adding the corresponding mantissa parts. 
0.1001 x 2° + 0.0111 x 2’ = 0.1001 x 2° + 0.0111 x 2 

= 0.1001 x 2° + 0.0111 x 2°x2° 

= 0.1001 x 2° + 0,00111 x 2° 

= 0.1001 x 2° + 0,0011 x 2° (truncating the extra digit) 

= (0.1001 + 0.0011) x 2° = 0.1100 x 2° 
a en ee 
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Example-102: Evaluate the expression 11.101 x 24 1.0111 x 2° using floating point arithmetic. 


Here the numbers are not in a normalised form and the exponents are also not the same. Hence we need to | 
first normalise the numbers and then adjust the binary point of the number with the lower exponent, to 
match that with the higher exponent before adding the corresponding mantissa parts. 
11.101x 2° + 1.0111x 2° =0.11101 x 2" + o.10111 x 2° 
= 0.11101 x 27 + 0.10111 x 2!!? 
= 0.11101 x 2 + 0,0010111 x 2"! 
= 0.11101 x 2" + 0.00101 x 2"! 
= (0.11101 + 0.00101) x 2" 
= 1,00010 x 2" 


12 

= 0.100010 x 2 i (normalising the result) 
= 0.10001 x 2 (removing the last extra digit) 
Example-103: Perform the subtraction 0.6321 £11 - 0.5736 £11 using floating point arithmetic. | 
Here the exponents are same. Hence we simply need to subtract the mantissa parts. 
0.6321 x 10°" ~ 05736 x 10°" = (0.6321 - 0.5736) x 10" | 
= 0.0585 x 10" 
= 0.0585 x 10 x 10” | 


10 | 
= 0.5850 x 10 (after normalising the result) | 


Example-104: Evaluate 0.11010111 x 2° - 0.10101011 x 2* using floating point arithmetic. | 

Here the exponents are not same and need adjusting the binary point before subtraction. 

0.11010111 x 2°- 0.10101011 x 2" = 0.11010111 x 2°- 0.010101011 x 2° 
= 0.11010111 x 2° - 0.01010101 x 2° (removing the extra digit) 
= (0.11010111 - 0.01010101) x 2° | 
= 0.10000010 x 2° | 


Example-105: Perform the subtraction (0.63652 12) — (0.765411) using floating point arithmetic. | 


0.63652 x 10” — 0.7654 x 107" = 0.63652 x 10°" - 0.76540 x 10" (as -11 > -12) | 
= 0.63652 x 10° x 10°" - 0.76540 x 107" | 
= 0.063652 x 10°” — 0.76540 x 107° 
= 0.06365 x 10” — 0.76540 x 10" (removing the extra digit) 
= (0.06365 — 0.76540) x 10" = -0.70175 x 1022 


Example-106: Perform the subtraction 0.8301 x 10° - 0.301 x 10” using floating point arithmetic. 


0.8301 x 10° — 0.301 x 107 = 0.8301 x 10° — 0.0301 x 10° 
= (0.8301 - 0.0301) x 10° 


= 0.8 x 10° ey 


: ‘ atest Ae pe ee Floating point 
Floating point Multiplication and Division: Multiplication and 
To multiply two numbers in normalised floating point representation, first multiply the corresponding | Division 
mantissa of both the numbers to get the mantissa of the result. Next add the exponents of each of the 
numbers to get the exponent of the result. 


(normalising the numbers) 


(truncating the extra digits) | 


To divide two numbers in normalised floating point representation, first divide the mantissa of the first 
number with the mantissa of the second number to get the mantissa of the result, Next subtract the | 
exponent of the second number from the exponent of the first to get the exponent of the result. 


Example-107: Multiply 0.1234 x 10” and 0.7689 x 10” using floating point arithmetic, 


(0.1234 x 10°) x (0.7689 x 10°) = (0.1234 x 0.7689) x 10° 
= 0,09488226 x 10 
= 0,9488226 x 10’ (normalising the result) 
= 0.9488 x 10” (removing the extra digits from the end) 
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Example-108; Multiply 0.11010111 x 2° and 0.10010011 x 2” using floating point arithmetic. 


(0.12020211 x 2°) x (0.10010011 x 2°) = (O.11020111 x 0.10010011) x is 
| = 0,0111101101110101 x 2 
= 0.111101101110101 x 2 (normalising the result) 
= 0.11110110 x 2° (removing the extra lay 


Example-209: Multiply 0.9876 x 10” and 0.6548 x 10° using floating point arithmetic. 


(0.9876 x 10”) x (0.6548 x 10%) = (0.9876 x 0.6548) x 10.”"°° 

= 064668048 x 10°" 

= 0.6466 x 10°" (removing the extra digits) 
Note that with a 2 digit exponent value the exponent 103 will produce an overflow condition, 


Example-110: Multiply 0.2345 x 10° and 0.2679 x 10” using floating point arithmetic. 
(0.2345 x 10°) x (0.2679 x 10°) = (0,11010111 x 0.10010011) x 2°” 


= 0.06282255 x 2” 
= 0.6282255 x 2° (normalising the result) 
= 0.6282 x 2° (removing the extra digits) 


Example-111: Divide 0.1234 x 10” by 0.7689 x 10° using floating point arithmetic. 
(0.1234 x 10°) = (0.7689 x 10") = (0.1234 + 0.7689) x 10°° 
| = 0.1604 x 10” (after removing the extra digits) 


| Example-112: Divide 0.8634 x 10°" by 0.1197 x 10° using floating point arithmetic. 
| (0.8634x 10) = (0.1197 x 10°) = (0.8634 = 0.1197) x 10° 
| = 7.2130 x 10° 
= 0.72130 x 10°" (normalising the result) 
Note that with a 2 digit exponent value the exponent 104 will produce an overflow condition. 


| Example-113: Divide 0.9753 x 10°" by 0.1364 x 10” using floating point arithmetic. 
| 0.9753 x10" + 0.136410" — = (0.9753 + 0.1364) x 107°?” 


= 7.15029 x 10° 
= 0.715029 x 10°” (normalising the result) 
= 0.7150x 10” (removing the extra digits) 


| Example-114: Divide 0.1101 x 2 by 0.1 x > using floating point arithmetic. 
| 0.11010 x 2°+0.1x2° = 0.1101 x 2°= 0.1000 x 2° 
| = (0.1101 + 0.1000) x 2°° 
| = 1.101 x2” 
= 0.1101 x 2° (normalising the result) 
| Example-115: Divide 0.11011101 x 2° by 0.11 x 2” using floating point arithmetic. 


0.11011101 x 2°+0.11x2° = 0.11011101 x 2° = 0.1100000 x 22 
= (0.11011101 + 0.110000) x 2°? 


= 1,00100110 x 2° 
= 0,100100110 x 2’ (normalising the result) 
= 0.10010011 x 2’ (removing the extra digit) 
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The ASCII code is summarised below: 


Binary. 
00000000 
00000001 
00000010 
00000011 
00000100 
00000101 
00000110 
00000111 
00001000 
00001001 
00001010 
00001011 
00001100 
00001101 
00001110 
00001111 


Value 


(Null charactor) 
(Start of Hoader) 
(Start of Text) 
(End of Text) 
(End of Transmission) 
(Enquiry) 
(Acknowledgment) 
(Bell) 

(Backspace) 
(Horizontal Tab) 
(Line Feed) 

(Vertloal Tab) 

(Form Feed) 
(Carriage Return) 


peel § 


01000000 
01000001 
01000010 
01000011 


01000100 
01000101 
01000110 
01000111 
01001000 
01001001 
01001010 
01001011 
01001100 
01001101 
01001110 


PeBIndry 4 Value [Ne Remarke” =") 
(AT symbol) 
Start of Upper Case 


Data Ropresentation 


ASCII Table 


01001111 
01010000 
01010001 


00010000 
00010001 
00010010 


(Data Link Escape) 
(XON) (Device Control 1) 
(Device Control 2) 


01010010 
00010011 (XOFF)(Device Control 3) 01010011 
00010100 (Device Control 4) 01010100 
00010101 (Negative Ack.) 01010101 


00010110 
00010111 
00011000 
00011001 
00011010 
00011011 
00011100 
00011101 
00011110 
000111411 
00100000 
00100001 
00100010 
00100011 
00100100 
00100101 
00100110 
00100111 
00101000 
00101001 
00101010 
00101041 
00101100 
00101101 
00101110 


(Synchronous Idle) 
(End of Trans, Block) 
(Cancel) 

(End of Medium) 
(Substitute) 
(Escape) 

(File Separator) 
(Group Separator) 
(Request to Send) 
(Unit Separator) 
(Space) 
(exclamation mark) 
(double quote) 
(number sign) 
(dollar sign) 
(percent) 
(ampersand) 
(single quote) 

(left parenthesis) 
(right parenthesis) 
(asterisk) 

(plus) 

(comma) 

(minus or dash) 
(dot) 


00101111 (forward slash) 
00110000 ‘| Start of the 10 dec. digits 
00110001 

00110010: 


00110011 
-|.00110100 
|00110104 
00110110" 
| 00110144 
“100141000 
00411004 
00111010 
00111041 
00111100 
00111104 
00111110 
00111114 


CoOItanawn=o~- 


(colon) 
(semi-colon) 
(less than) 
(equal sign) 
(greater than) 
question mark 


yvunaArr 


The Fact File»: 


01010110 


01010111 


01011000 
01011004 
01011010 
01011044 
01011100 
01011104 
01011110 
01011111 
01100000 
01100004 
01100010 
01100011 
01100100 
01100104 
01100110 
011001114 
01101000 
01101001 
01101010 
01101014 
01101100 
01101104 
01101110 
011041414 
01110000 
01110001 
01110010 
01110041 
01110100 
01110104 
01110110 
041110114 
01111000 
01111004 
01111010 
01111011 
01111100 
01111104 
01111110 
01111111 
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In a Non-Positional number system various different symbols are used to represent the numbers. Each 
symbol used in the number has the same value independent of the position of the symbol in the 
number. For example 1=1, 2=II, 3=III etc. The Roman number system is an example of this type 


Disadvantage with Non-Positional number system is that arithmetic operations are difficult to perform 


(left/opening bracket) 
(back slash) 
(right/closing bracket) 
(caret/circumflex) 
(underscore) 


Start of Lower Case 


(leftlopening brace) 
(vertical bar) 
(right/closing brace) 
(tilde) 
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nsists of a fixed set of digits or symbols that are used to represent 

ei ond tha’ pouttion of a digit in the number gives the value of that digit. Example deci 

m | 
eee or radix of a positional number system indicates the number of different digits that are present (n th! 
number system to represent the numbers. Example: base of decimal number system Is 10 
Base of Binary number system is 2 and the digits in that system are 0, 1 
Base of Octal number system is 8 and the digits in that system are 0, 1, 2, 3, 4, 5, 6, 7 
Base of Hexadecimal number system is 16 and the digits in that system are 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, | 
B, C, D, E, F 
Writing the base as a subscript to the number indicates the base of a number system. For example a binary Numbey 
lke 1001, which has a base of 2 is indicated as 10012 
The Double Add Method is used to convert an integer number from binary to decimal 
It is much easier to convert between bases which are in powers of 2, i.e. binary (2°), Octal (23), and hexadeg| 
(2), To convert a value from binary to octal, note that each octal digit (0 to 7) is represented by 3 binary digits 0 
~ 000, 1 > 001, 2010, ...7 > 111) 
To convert from binary to octal | 
Step1: Group the binary digits in groups of three from the right 
Step2: Replace each group by the corresponding octal digit 
To convert a value from binary to hexadecimal, each hexadecimal digit (0 to F) is represented by 4 binary digits ( 
— 0000, 1 > 0001, 2 > 0010, ...E > 1110, F > 1111) 
Step1: Group the binary digits In groups of four from the right 
Step2: Replace each group by the corresponding hexadecimal digit 
The Half Add Method is used to convert a fractional number from binary to decimal 
The process of doing binary addition is the same as that of doing decimal addition. Binary addition Is much simpler 
than decimal addition, as we have to deal with only two digits ‘0’ and ‘1’ 
While doing addition and subtraction using octal numbers, just remember that in octal number System 
there are only eight digits from 0 to 7. Thus after 7 we do not have 8 but 10, 11, 12 ..., up to 17, After 
17 since we do not have 18, we will have 20, 21, 22, ..., 27, 30 and so on. 
While doing addition and subtraction using hexadecimal numbers, just remember that in hexadecimal Number 
system there are sixteen digits from 0 to F. Thus after 9 we do not have 10 but A, B, ..., Up to F. After F since We do 
not have any digit, we will have 10, 11, 12, ..., 1E, 1F and so on 
Instead of using the direct method of addition/subtraction, one can use an indirect method, where 
a number in any other base is first converted to decimal and then the required calculation is done. 
After the calculation, the result is again converted back to the original base 
In Sign Magnitude Representation the sign of a positive number is taken as ‘0’ and the sign of a negative number |s 
taken as ‘1’. The MSB will be used for storing the sign of the number, while the remaining bits are used for storing 
the magnitude of the number 
In 1’s Complement Representation a negative number is represented by the 1's complement of the 
Positive sign magnitude value 
To form the 1’s complement of a number convert each 1 to 0 and each 0 to 1 in the positive sign magnitude 
number. Example, 1’s complement of 0011101 is 100010 
In 2's Complement Representation a negative number is represented by the 2's complement of the 
Positive sign magnitude value. To get the 2's complement add 1 to the 1’s complement of the positive 
sign magnitude value. 
In 2's complement form there is a single representation for 0. There are no two different combinations that 
represent +0 and -0. Therefore 2's complement representation is a better representation method for signed 
numbers than the sign magnitude and 1's complement methods 
The computer uses an additive method to do subtraction using the complement of the number to be 
subtracted 
Computers use definite amount of space for storing various values 
In fixed-point representation the decimal point is put at a fixed position within the set of available 
Positions. This provides a fixed set of places to the left and right of the decimal point 


If the computer uses 32 bits for representing fixed point real numbers, then we can allocate 1 bit for storing the 
sign of the number, 23 bits for storing the integer part, and 8 bits for storing the fraction part 

Fixed point real numbers can be used in situations where very large numbers are not involved, of 
where the precision of a value is not required beyond a certain range 

Fixed point method of representing real numbers cannot represent a wide ran la 
number of digits to do so Pp g p ge of values and may need a large 


The floating point representation of real numbers increases the range of numbers that can be 
represented using a fixed set of positions 
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The floating point representation allows a large range of numbers to be represented using a relatively 
smaller number of digits by compromising digits used for precision 


» The floating point representation is based on the scientific notation for expressing both very large and very small 
numbers in a concise format 


» The scientific notation has three components: 
Base: Indicating the base of the number system used 
Exponent: Indicting the power to which the base is raised 
Mantissa: Indicating number of significant digits used to represent the number 
» Ina real number, the digits that are used to express the number and contribute to its precision are called the 
significant digits of the number 
» The number 0.00056,, has only 2 significant digits i.e. 5 and 6, while the remaining three ‘0's after the 
decimal point are used for determining the position of the decimal point in the number, and hence are 
not considered as significant digits 


» Floating point numbers are stored in a normalised form in order to avoid multiple floating point representations for 
the same number 

« The process of normalisation involves shifting the radix point to the left or right until the radix point is 
to the left of the leftmost nonzero digit. To keep the value of the number unchanged, the exponent is 
adjusted accordingly 

» Hence the general format for representing a normalised floating point number N is N = sM x RE 


« Precision of a floating point number is determined primarily by the number of digits in the fraction 
part, i.e. the mantissa M 


* Binary floating point numbers are represented as N = sM x 25 

« One bit on the left of the mantissa is used for the sign of the mantissa. 0 for +ve, 1 for -ve 

» The number of bits to be used for the mantissa is determined by the number of significant decimal digits we wish to 
have for the computation. In general 23 binary digits are used to represent the mantissa 


« IEEE Standard 754 floating point number representation is the most common representation today for 
real numbers on computers 


« There are generally two types of numbers that are represented using IEEE standard. These are the 32 bit single 
precision number and the 64 bit double precision number 


* The error produced by truncating the least significant digits of a number is called round-off error 

« If two numbers in floating point representation are to be added or subtracted, the exponents of the two numbers 
must be made equal first. This may require shifting the radix point. To preserve the range of the numbers correctly, 
the radix point needs to be shifted in the number with the lesser exponent, to match the exponent of the number 
with the larger exponent 

* To multiply two numbers in normalised floating point representation, first multiply the corresponding 
mantissa of both the numbers to get the mantissa of the result. Next add the exponents of each of the 
numbers to get the exponent of the result 

* To divide two numbers in normalised floating point representation, first divide the mantissa of the first number with 
the mantissa of the second number to get the mantissa of the result. Next subtract the exponent of the second 
number from the exponent of the first to get the exponent of the result 

* The American Standard Code for Information Interchange (ASCII) is used for representing characters 
in a computer system. The representation for each character consists of 7 bits, and all 2” possible bit 
patterns represent valid characters 

* Upper case characters always contain a ‘0’ in bit 5 and lower case alphabetic characters always contain a ‘1’ in bit 5 
Position for the 7 bit ASCII code 

* The Extended Binary Coded Decimal Interchange Code (EBCDIC) is an eight-bit code that is used 
extensively in IBM mainframe computers and allows representing a maximum of 256 symbols 

* Indian Standard Code for Information Interchange (ISCII) is a coding scheme for representing various writing 
systems of India 

* Binary Coded Decimal (BCD) code is one such alphanumeric code developed by IBM and that was used 
to represent both digits and characters in computers. It is a 6-bit code that can be used to represent a 
maximum of 2°=64 possible symbols 

* In the Excess-3 (XS-3) code developed at Harvard and used with the Mark machines, the number 00112 (i.e. 319) is 
added to each BCD value to get its equivalent Excess-3 value 

* The XS-3 code is a self-complementing code. This means that the complement of a number in the XS-3 
code directly gives the corresponding 9's complement value of that number 

* XS-3 code is not a weighted code 

* In the Gray code system, only a single bit changes between any two consecutive numbers. This 


prevents the occurrence of any transient error values when the count changes from one value to the 
next 
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Gray code is not a weighted code, as a digit in this system does not carry any positional value 
A Gray code for a given number can be obtained by successive XOR operation between the bits 

A digital image Is basically a binary representation of a two-dimensional image 

Depending upon the way the Image Is constructed, digital Images can be stored either as a raster image ma, 
vector image 

Raster images are composed of a set of digital values called picture elements or pixels 

Vector Images are generated by mathematical equations and require much lesser space to store 

GIF or Graphics Interchange Format is a bitmap image format that was introduced by CompuSer,, 
1987 and has since come into widespread usage on the World Wide Web h 
JPEG is a commonly used method of image compression for digital images. The name JPEG stands for by 
Photographic Experts Group, which is the name of the committee that created the JPEG standard nN 
TIFF or Tagged Image File Format Is a file format for storing Images and is popular among Oraphy 
artists, the publishing Industry, and both amateur and professional photographers in general 

PNG or Portable Network Graphics is a bitmap image format that uses lossless data compression 


PNG offers a variety of transparency options. With truecolor and grayscale images a single pixe| Valiy 
can be declared as transparent, that allows a prticular background colour to become transparent 


Review Questions 


. Fill in the blanks: Lead, 
a. Ina number system various different symbols are used to represent the numbers, 
b. number system consists of a fixed set of digits or symbols that are Used 4, 
represent the numbers. 
c. Base of number system is 2. 
d. Base of number system is 16. 
e. The Method can be used to convert an integer number from binary to decimal. 
f. The Method can be used to convert a fractional number from binary to decimal. 
g. In hexadecimal number system there are sixteen digits from ________—sito 
h 


. In Sign Magnitude Representation the sign of a positive number is taken as 
negative number is taken as : 


i. The 1’s complement of 01110011 is 
j. The 2's complement of 01100111 is 
k. The 2’s complement of 01101100 is 


|. To get the 2's complement add 1 to the 


of the positive sign magnitude value. 
m. In 


form of signed numbers there is a single representation for 0. 
Minimum value that can be expressed using an ‘n’ bit 1’s complemented signed value is 


o. Maximum value that can be expressed using an ‘n’ bit sign magnitude signed number is ___. 
- Multiple Choice Questions. Select from any one of the four options. Lead 
i) The base of a number system is: 
a. The value of the maximum digit in the number system 
b. The value of the minimum digit in the number system 
2 The total number of distinct digits in the number system 
d. The number of arithmetic operations possible on the number system 
ji) The base of the number system with the digits 0, a, B, y, p, is: 
a.3 b. 4 65 d.6 
iii) The value (9),9 = (?)46 
a.C b. B cA a9 
iv) The value (11),0 = (?)16 
a.9 b.A AB d.Cc 


v) The value (1111), = (?)46 


a. 10 b. B c.D afk 
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vi) The value (10)s = (?)i6 


a.7 b.8 0.9 d, 10 | 
vil) The value (D):s = (?)s0 | 
a. 11 b, 12 c. 13 d. 14 
vili) The value (FF)s5 = (?)2 | 
a. 11111110 b. 10000000 c. 10000001 dy 11441111 | 
ix) The value (11). = (?)i6 _ | 
a. 2 3 c.4 d,5 
x) The value (10)2 = (?)g | 
2 b.3 c.4 d.5 | 
xi) The value (111)2 = (?):6 
a5 b. 6 «7 d, 8 
xii) The value (77)s = (?)2 | 
a. 111110 b, 111100 evdii114 d, 110011 | 
xiii) The value (10)i6 = (?)10 | 
a. 15 bv 16 c. 17 d. 18 
xiv) The value (10)10 = (?)s 1d 
a. 10 b. 11 C12 d. 13 
xv) The sum of (5)s+(3)s=(?)g 
a. 8 b.9 Ph d. 11 
xvi) The sum of (4)g+(6)g=(?)s 
a. 10 b. 11 E12 d. 13 
xvii) The sum of (11).+(1)2=(?)2 
a. 101 27100 c. 110 d. 111 
xviii) The sum of (7)s+(7)s=(?)s 
a. 14 b. 15 16 . d17 
xix) The sum of (A)s6+(6)16=(?)16 
a. F b. 10 LA d. 12 
xx) The sum of (9)16+(6)i6=(?)16 
a.D b. 15 c. F 4710 | 
xxl) The difference (10)g i. (4)3 = (?)3 
a.3 b. 4 c. 5 d.6 
xxii) The difference (12)3 — (7)3 = (?)3 _ 
a.3 b. 4 c.5 d. 6 
oui) The difference (10)16 = (C)i6 = (?)16 
a.3 b. 4 c5 d. 6 
xxiv) The difference (D),5 — (9)16 = (?)16 
a.3 b. 4 a5 d. 6 
xxv) The difference (111) — (101), = (?)2 
a. 01 b. 00 c. 10 d. 11 
xvi) The difference (1011), — (1000), = (?)2 
a. 01 b. 00 c, 11 d. 10 
xxvii) The 8 bit 1’s complement representation of -110010, is: 
a. 11001110 b. 10001101 c, 11001101 d, 00001101 
*xvili) The 8 bit 1's complement representation of -100001, Is: 
a. 10011111 b. 10011110 c, 11011111 d, 11011110 
xxix) The 8 bit 2’s complement representation of -101110, Is: 
a. 10010001 b. 11010010 c, 11010011 d. 11010001 
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xX) 


3 
— 


xliv) 


rdvi) 


xivii) 


| 
| 


I) 


i) 


The 8 bit 2's complement representation of -1111012 is: 

a. 00000011 b. 11111110 c. 11000011 d. 10000011 

Which method is used to convert a fractional number from binary to decimal? 

a. Full Add Method _b. Half Add Method c. Double Add Method =. Triple Add Methog 
Which method is used to convert a whole number from binary to decimal? 

a. Full Add Method __b. Half Add Method c. Double Add Method =. Triple Add Methog 
Which is the best method to store signed binary numbers in a computer: 

a. sign magnitude _b. 2's complement c. 1's complement d. none of these 


The full form of ASCII is: 
a. American Standard Code for Input Interchange 


b. American Standard Code for Information Intake 
c. American Standard Code for Information Interchange 
d. American Standard Code for Input Interpretation 


ASCII code is used for representing what in a computer system? 


a. integers b. characters c. strings d. decimal numbers 
The BCD representation of 23 is: 

a. (00100011) b. (10001100) c. (00110010) d. (010011) 
The BCD representation of 49 is: 

a. (11100011) b. (1001001) c. (00110010) d. (01001001) 
Asingle precision floating point number contains: 

a. 8 bits b. 16 bits c. 64 bits d. 32 bits 

A double precision floating point number contains: 

a. 16 bits b. 24 bits c. 64 bits d. 32 bits 

The number of significant digits in the number 0.00234 is: 

a. 2 b. 3 c.4 | d.5 

The number of significant digits in the number 12.2309 is: 

a. 6 b.5 c. 4 d. 3 

The number of significant digits in the number 10.2300 is: 

a.3 b. 4 c.5 d. 6 


The normalised representation of the floating point value 2356.12005o is: 
a. 2.35612005x10° b. 0.235612005x10* —_c. 2.35612005x102 d. 0.235612005x10* 
The normalised representation of the floating point value 0.00010111, is: 


a. 0.10111x2° b. 0.10111x2 c. 1.0111x2? d. 1.0111x10? 
The normalised representation of the floating point value 0.0020050,o is: 
a. 0.2005x107 b. 0.2005x10? c. 0.20050x10? d. 2.005x10+ 
The ASCII value of ‘A’ is: 
a. 97 b. 1 c. 65 d, 122 
" The ASCII value of ‘a’ is: 
a. 97 b. 1 c. 65 d. 122 
The ASCII value of ‘0’ is: 
a, 97 b. 48 c. 65 d.0 
Which word is represented by the following ASCII values taken together [72, 73]: 
a. UW b. HI c. SO d. BI 
Which word is represented by the following ASCII values taken together [85, 86]: 
a. XY b. CD c. HI d. UV 


In a real number the digits used to express the number and contribute to its precision are called: 


a, special digits b, insignificant digits  c.numericdigits .— d. significant digits 
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lli) | Images generated by mathematical equations are called: 
a. digital images b. vector images c. raster images d. math images 
lil) Images composed of a set of digital values called picture elements or pixels are called: 
a. raster images b. vector images c. pixel images d. digital images 
liv) _ ISCII stands for: 
a. Indian Special Code for Information Interchange 
b. Indian Standard Code for Input Information 
c. Indian Standard Code for Information Interpretation 
d. Indian Standard Code for Information Interchange 
lv) Which non-weighted binary code uses XOR operation to form the code? 
a. ASCII code b. BCD code c. 2421 Code d. Gray code 
wi) The Gray code for the binary number (101), is? 
a. 101, b. 111, c. 010, d. 110, 
Iii) EBCDIC stands for: 
a. The Extended Binary Coded Decimal Interchange Code 
b. The Extended Binary Coded Decimal Interchange Code 
c. The Extended Binary Coded Decimal Interchange Code 
d. The Extended Binary Coded Decimal Interchange Code 
Q3. Short Answer type questions: 1 each 
i) What do you mean by the radix of a number system? 
ii) | What is the radix of a number system which uses the digits 0, a, B, A, and x? 
iii) Lino the value of the operation (x - B) of a number system which uses the digits 0, a, B, 4, ™ 
and 8? 
iv) _ the value of the operation (a + B) of a number system which uses the digits 0, a, B, Ar 7 
and 8? 
v) What is the maximum difference possible between two digits of a number system which uses the 
digits 0, a, B, A, x, and 8? 
vi) What is the maximum value possible using three digits for a number system which uses the digits 
0, a, B, i, T, and 8? 
vil) How many digits are there in the hexadecimal number system? 
vill) State one advantage of using a positional number system over a non-positional one. 
ix) How many binary digits are used to represent an octal digit? 
x) How many binary digits are used to represent a hexadecimal digit? 
x) How many binary digits will be required to represent a digit in a number system which has a total 
of 2* digits in it? 
xil) | What are the digits used in the hexadecimal number system? 
xii) Explain the meaning of the value 444, with respect to the position of the digits. 
xiv) _ Express the binary value —10110, in 8 bit 1's complement form. 
xv) Express the binary value -111, in 8 bit 2's complement form. 
xvi) State one advantage of using 2's complement representation for signed binary numbers over 1’s 
complement representation. 
xvii) What is the maximum and minimum value that can be obtained when adding two octal digits? 
xviii) — Write the full form of BCD. 
xix) Write the full form of EBCDIC. 
xx) — Write the full form of ASCII. 
xxi) ~~ Write the full form of ISCII. 
di) State one difference between vector and raster graphics. 
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Write the extensions used for any two graphic data formats. 
What is the advantage of using Gray code over Excess-3 code? 
Name a self complementing binary code. 


What do you mean by the significant digits of a floating point number? 

How many significant digits are there in the floating point number 0.0010060040,)? 
What is the normalised form of the decimal number 0.000120060 9? 

State one difference between fixed and floating point number representation. 


Write the ASCII values for the alphabets ‘A’ and ‘a’. 


Q4. Long Answer type questions: 


i) 
i) 
ii 
iv) 
v) 
vi) 
vii) 
viii) 
ix) 
x) 


xi) 


Convert the following from Decimal to Binary representation: 
a. (255)10 b. (1024)10 


Carry out the following subtraction using 2’s complement method: (110110), - (10110), 


Convert the following from Decimal to Binary representation: 
a. (513)10 b. (20459)10 


Carry out the following subtraction using 1's complement method: (101001), — (111100), 


Convert the following from Decimal to Octal representation: 
a. (402)10 b. (4096)10 
Carry out the following multiplication: (100111), x (1011), 


Convert the following from Decimal to Octal representation: 
a. (1001): b. (2049); 
Carry out the following multiplication: (101100), x (1101), 


Convert the following from Decimal to Hexadecimal representation: 


a. (2048) b. (5600)10 
Carry out the following division: (1111011100), + (10011), 


Convert the following from Decimal to Hexadecimal representation: 


a. (1024)15 b. (6521)10 
Carry out the following division: (1001011)2 + (1111). 


a. Convert (1234), to binary. 
b. Convert (0.125),9 to octal. 
c. Find the value of 110110, x 1011, 


a. Convert (1AB),. to decimal. 
b. Convert (0.1101101), to octal. 
c. Find the value of (1001011), + (1111), 


a. Convert (COAB);¢ to octal. 
b. Convert (0.26)19 to hexadecimal. 
c. Find the value of (1001001001), + (1101), 


a. Convert (2540), to hexadecimal. 
b. Convert (0.11101), to decimal. 
c. Find the value of (100100), x (1101), 


a. Convert (1001),¢ to decimal. 
b. Convert (0.AD);¢ to octal. 
c. Find the value of (10010), x (111), 


a. Convert (265.55)10 to octal. 
b. Find the value of (10110), - (1101), 
c. Find the 1’s complement of (101100), in 8 bit form. 
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xiii) a. Convert (1A7.BD3);. to octal. 242 
b. Find the value of (573)s - (246), 2 
c. Find the 1’s complement of (110011), in 8 bit form. 1 
xiv) a. Convert (456.123), to hexadecimal. 2+2 
b. Find the value of (A57);¢ - (42D), 2 
c. Find the 1's complement of (111110), in 8 bit form. 1 
xv) a. Convert (101101101.11110001), to octal. 2+2 


b. Find the value of (465)g - (366), 
c. Find the 1's complement of (10011), in 8 bit form. 


xvi) a. What is the value of (234), in base 10? 
b. Subtract the following using 1's complement method: (1100111), — (1011011), 
c. Convert (ABCD). to octal. 

xvii) a. What is the value of (1221); in base 10? 


b. Subtract the following using 2’s complement method: (1101011), —- (1011111), 
c. Convert (23456), to hexadecimal. 


xviii) a. What is the value of (2112); in base 4? 
b. Subtract the following using 2’s complement method: (10110100), — (11001), 
xix) a. What is the value of (333), in base 3? 
b. Subtract the following using 2’s complement method: (10110100), — (11001), 
xx) a. What is the value of (2222), in base 5? 
b. Subtract the following using 1's complement method: (1011011), - (1100110), 
xxi) a. Add the following: (234), + (537), 


2 
1 
2 
3 
2 
2 
3 
2 
4 
3 
4 
3 
4 
3 
2 
b. Subtract the following using 2's complement method: (10110100), — (11001), 3 
c. Find the value of (ABC);. in base 8. 2 
2 
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2 

2 

3 

2 

2 

2 

3 

2 

2 

3 

2 

2 

3 
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xxii) a. Add the following: (110011001), + (101100110), 
b. Subtract the following using 1‘s complement method: (1100101), — (1111011), 
c. Find the value of (0.26)19 in base 8. 


xodii) a. Add the following: (A8D);.6 + (5B8):6 
b. Multiply the following: (1100101), x (1101), 
c. Find the value of (0.11011), in base 10. 


xxiv) a. Add the following: (5236), + (555)s 
b. Subtract the following: (10110), — (10011), 
c. Divide the following: 1100010000, + 1110, 


xxv) a. Add the following: (AD9);5 + (DD7)16 
b. Subtract the following: (653)s — (537)g 
c. Multiply the following: 11001101, x 1011, 


xxvi) a. Add the following: (D02B)16 + (AC7)16 
b. Multiply the following: (110110), x (1011), 
c. Divide the following: 1101101010, + 10011, 


xxvii) a. Find the following using 1’s complement subtraction method: (1101101), — (1111000), 


b. Find the value of (ABCD.EF12),. in base 8 2+2 
xxviii) a. Find the following using 2’s complement subtraction method: (101101), — (1100110), 3 
b. Find the value of (12345.6712), in base 16 2+2 
xxix) a, Find the value of x in the following expression: (56) + (1100110)2 = (x)16 +(42)10 5 


b. Multiply the following: (1010), x (101), 2 
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200%) a. Find the value of y in the following expression: (98)19 + (y)2 = (AB)is +(20), 
b. Divide the following: 101101, + 101, 


w~axd) a. Perform the floating point operation 0.1234 E-3 + 0.3456 E-2 
b. Perform the floating point operation 0.7896 E+20 - 0.5876 E+22 
c. What do you mean by significant digits of a floating point number? 
d. What do you mean by the mantissa and exponent of a floating point number? 


youll) a. Perform the floating point operation 0.1101 x 234 + 0.1011 x 2” 
b. Perform the floating point operation 0.1101 x 27 — 0.1011 x 2% 
c. Explain round-off error. 
d. What do you mean by a fixed point number? 


| ~aiii) a. Perform the floating point operation (0.7896 E+22) + (0.5876 E+20) 

b. Perform the floating point operation (0.1021 x 10°) x (0.9677 x 10%) 

c. What do you mean by the range and precision of a floating point number? 
d. How many significant digits are there in the number 09.000980? 


youiv) a. Perform the floating point operation (0.1101 x 2°) x (0.1001 x 2%) 

| b. Perform the floating point operation (0.1101 x 2) + (0.1011 x 2%) 

c. Explain the advantage of using a floating point number over a fixed point number. 
d. What is the normalised form of the floating point number -2464.009701 x 107? 
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founded the Mathematical Theories of Logic and Probabilities’, published in 1854. His ideas deal with a 
mathematical analysis of logic. In Boolean algebra first a set of initial assumptions are made called 
postulates. Based on these postulates next a truth table is prepared. The table shows the relation between all 
the possible input logic possibilities and the corresponding output logic. 


analysis of logic and is contained in his book named “An investigation of the laws of thought on which are 


A valid logical expression is denoted as TRUE and is assigned a numeric value of ‘1’. Similarly an invalid 
logical expression is denoted as FALSE and is assigned a numeric value of ‘0’. For example the statement 
“Sun rises in the West’ is logically false and hence is assigned a logical value of ‘0’. Similarly the statement 
“Water flows from a high level to a low level’ is logically true and hence is assigned a logical value of ‘1’. 


Thus in Boolean algebra there are only two kinds of states FALSE and TRUE that a variable can 
take and are denoted by ‘0’ and ‘1’. This is unlike normal algebra where a variable may assume a range of 
values. For example in the relation y = x’, y can assume any value from 0 to +c for real values of x. 
Accordingly the rules of Boolean algebra are a little different form those of traditional algebra. 


But why do we need to study Boolean algebra? All modern day computers are electronic devices that are 
able to do arithmetic and logical operations. Proper electronic circuits are there in a computer to do these 
operations. These logical operations are done using the two basic logic states True and False. These states 
are represented in the circuit by electronic switches. The ON state of such a switch represents a true 
logic and the OFF state represents a false logic. 


The different postulates of Boolean algebra based on the two logic states True and False serve as a design 
tool for these logic circuits. It helps to form the blueprint for the design of the logic circuits. 


Apart from the variables used to represent the logic states, there are certain basic operations that can be 
performed on these variables. These basic operations include OR, AND, and the COMPLEMENT operation. 
There are other operations also, but these are various combinations of these three basic operations. 


The following examples will make these basic operations clear and will give an understanding of how Boolean 
algebra works. Let us put down in a tabular manner the different possibilities that can arise for a person to 
sit in a bus seat where it is written “Seat for Senior Citizen OR Disable Persons". 


From the table shown on the right we find that 
there are 4 different possibilities. If we read 
the table row-wise, we get the four possibilities. 
For example, we find that if a person is neither 
senior nor disabled, then he should not be sitting 
on that seat. This is represented in the first row of 
the table. Similarly if a person is both senior and 
disabled then also he can use the seat. This is 
represented ‘in the last row of the table. If the person is either senior or disabled then also he should be 
Offered the seat. These are indicated in the second and third rows of the table. 


The logic we apply 
in studying digital 
systems is based on 
a definition of Truth 
made popular by 
Greek philosopker 
Aristotle (384 BC — 
322 BC) 


a 


f 

| The different 

| postulates of 

| Boolean algébra 
| are based on the 
Pelee state 


13 
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In the table we have indicated these 4 possibilities by a Yes or a No. We find that if 
conditions is satisfied, then the person is allowed to sit in that particular seat. Note that the logie xt 
aly 


About 2000 years in ‘4’ ed | 
after Aristotle, or ‘0' can also be used In place of a No, and the logic True or ‘1’ can be used in place of a Yes, 
spt ee ga | t d In a tabula the different 
= n r = perro 
1864) turned Next let us put dow manner Pen’)! = Paper 


possibilities for a person to write using pen and paper. 
From the table shown on the right we find there are 4 


Aristotle's logic into 
an Algebra. 90 


Ne 
[no (ale.0) | Yes (rv,1) | 


rs later, a 
asters student at different options. However, if both pen and paper are 
MIT, Clause present then only you can write. It is not possible to write 
Shannon, proved with only pen or with only paper or neither. Accordingly, | Yes (7rue1) | _Yes (True) | 
na ese basa only the last row of the table has a Yes in the output. All 
Cou pad P . other outputs are No. (Morning) 2 Sire 
3 


Next consider a street light. When it is morning, a street light is off 
and at night it is on. If this is put in the form of a table then what we 
—s get is shown on the right. 
A logical ORIN : OR Logic 
| operation Is True aa ara ca rR cee anee 
lee least one of || The first example represents a logical situation Jx@lk melee mas 
\ the conditions known as OR Logic and the second example 
represents a logical situation known as AND 
Logic. Usually the tables are written using only 
a — oe ‘O's and ‘1's, representing the logic states False 
I and True respectively. The resultant tables are 


mA shown on the right. 
operation are COMPLEMENT / NOT Logic 
[ae gua The third basic operation is the complement operation. It is [Rrrs==eaar era eas 
onl ] : Morning» (2: 
Reed conditions basically the inverse of a particular logic. Thus the complement of the =a HOMnInGE texStESet Light On 
involved are True j) statement “The person is tall” is “The person is NOT tall”. By replacing 


the words with the symbols ‘0’ and ‘1’ what we find from the table is 
that the output logic is the reverse of the input. 


Operations and Truth Tables." < « 


The results of the above examples can be generalised and written in the form of a mathematial 
relation. This helps in easy manipulation of the results and writing complex results that involve more than 
one logical operation. The results are written using symbols in a tabular manner known as a Truth Table. 
Variable names are used to represent a particular situation. For example the condition “Old Man” can be 
represented by the variable symbol A and the condition “Disabled Man” can be represented by the variable 
symbol B. The logical operations are also expressed using special symbols. 


ep ° OR Logic 
OR Logic | The OR operation is denoted by the ‘+’ operator and is used to indicate a Logical 
Addition. The output of a logical OR operation is True if at least one of the 
conditions involved in the operation is True. The logical output is written as: 


C = A+B and is read as “C equals A OR B” or “C equals A plus B”. 


The truth table for a 2 variable OR operation is shown on the right. Note that for a 
logical OR operation the output is ‘0’ only when both the inputs are ‘0’, otherwise the output is ‘1’. A 


n 1+1=1 and not 2 fi i 


tae | + AND Logic 


AND Logic | The AND operation is designated by the ‘.’ (dot) operator and is used to indicate a 
Logical Multiplication. The output of a logical AND operation is True if and only if 
all the conditions involved in the operation are True. The logical output is written as: 


| C = AB and Is read as “C equals A AND B” or “C equals A B”. 
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The truth table for a 2 varlable AND operation is shown 
Note that the ‘.’ is often dropped and the expression written as C = AB, Also, 
output Is ‘0’ If any one of the Inputs Is a ‘0’. 


Note that logical AND has a higher priority over logical OR operation just as with traditional 
multiplication and addition, Thus In an expression If there Is both an AND and an OR operation, than the AND 
operation has to be done first, However, this priority can be changed by using brackets, 


In tha previous — page, 
for a logical AND operation the 


e NOT Logic 


The NOT or complement operation Is designated by a‘ ~ ' (bar) placed over the varlable and 
is used to Indicate a Logical Complement. It Is a unary operation |e, needs a minimum of 
one variable to act upon, The logical output Is written as; 


NOT Loglo 


C = Aand is read as “C Is the complement of A” 


The truth table for a single varlable NOT operation |s shown on the right. Note that while writing a NOT 
operation sometimes the apostrophe mark Is also used as C = A’ which Is same as C = A, 


Another area where the Ideas of Boolean algebra are used |s In 
the design of switching circuits as illustrated below. In figure J we 
have two switches A & B in parallel connected to a calling 
bell. V is a voltage source which drives the circult, It can be seen 
that if any one of the switches Is ON the bell will ring, Even if 
both the switches are ON then also the bell will ring. Only when 
both the switches are OFF, the bell will not ring, Thus the 
above circuit functions like OR logic with the output ON (bell 
ringing) whenever any one or both the switches are ON, 


In figure 2 the switches A & B are connected In series, If any 
one or both the switches are OFF the bulb will not glow. Only 
when both the switches are ON will the bulb glow. This Is 
similar to AND logic where the output Is high only when both 
inputs are high. A bed-switch operates In this principle. Both the 
main switch and the bedside switch should be ON to put on the 
light. 


Figure 3 shows the electrical equivalent of NOT logic. This Is a 
burglar alarm circuit (though not a good one) where the alarm rings 
whenever the door D is opened. When the door Is closed, the 
current maintained by the voltage source V flows through the door 
Circuit with minimum resistance and no current flows through the 
alarm circuit and hence the alarm Is In an off state. When the door Is opened the only path for the current Is 
through the alarm and the alarm starts ringing. For the door closed (1 state) the alarm is OFF (0 state) and 
for the door open (0 state) the alarm is ON (1 state). Hence the output state Is the Inverse of the input 
state as in NOT operation. 


Hence we have seen that functionally the switching circults work like logic elements and along with 
relays, these constituted the main working logic of the computers of the twentles and thirties. 


4.4 Boolean Algebra Rules and Proof by Perfect Induction 


As we have stated earlier, logical expressions when put In a mathematical form constitute Boolean 
expressions. To simplify complex Boolean expressions several rules have been developed. The rules for a two 
element (0, 1) Boolean algebra, also known as switching algebra are given In the next page. We will first 
Prove some of the rules and then try to simplify Boolean expressions using those rules. 


To start with, remember that a NOT operation has the highest priority followed by AND and OR 
Operations, In an expression containing multiple such operators, execute all Complement/NOT 
operations first, followed by AND operations, followed by OR operations. 
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¢ Boolean algebra / Switching algebra Rules 


ve 


Boolean Rules 


Variables 


X-0 = 0X =0 
X%1=1X=X 

(Idempotent Law) XX =X (Jdempotent Law) 
XX =XX=0 


X+Y = Y+X (Commutative Law) XY = Y-X (Commutative Law) 


X+XY=X (Absorptive Law) X(X+Y) = X (Absorptive Law) 
X+K Y = X+Y 


X+(¥+Z) = (X+Y)+Z (Associative Law) | X-(Y-Z) = (X: Y)Z (Associative Law) 
X-Y+XZ = X:(¥+Z) (Distributive Law) (X+Y).(X+Z) = X+Y:2 (Distributive Law) 


The above rules can be proved using truth tables. Since Boolean variables can assume only two values j, 


0 & 1, we prove the rules to be true for these two values only. The proofs for rules of a single variable a 
given below in a tabular form. 


Me 


Proof of basic 
Boolean Rules 


Xe X+0=X XSX , X41, A X0=0.5 


fof a] orteo | oto | ovet | ooo | os0-0 | 00-0 | osiet 
fa fo sot [tier [ic [roo [vir [tics 


The Commutative, Associative and Distributive laws are the postulates or axioms based on whid 
Boolean algebra has been developed along with the single variable rules (other rules or laws will be prove 
using the above laws) and hence need not be proved. However the above rules can be proved by othe 
methods using Venn diagrams or by perfect induction. The student may try these methods if interested. Th 
results of the remaining rules are unlike traditional algebra and we will prove them using the previous re 
(these can also be proved using truth tables as above as discussed later). 


© X+#XY  =X(1+Y) 
=X {since 1+Y = 1} 


XOXEK EK GREE OE 


© =X (X+Y) = XX + XY 
=X+XY {since X-X = X} 
= X (1+Y) 
=X {since 1+Y = 1} 


A+1=1, AtA= 4 


e = (X+Y) (X+Z) =X (X+Z)+Y(X+Z) 
= XX + XZ + YX +¥Z 


=X + XZ + XY + YZ {since XX=X and YX=XY} 
=X(1+2Z+Y) +YZ 


=X+YZ {since 1+A=1 and here A = Z+Y} 
© X+XY =X(1+Y)+XY {since 1+Y = 1} 
=X+XY+XY 
=X+ (X+X)Y 
=X+LY {since X+X = 1} 
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Example-1: Simplify the Boolean expression YZ(XYZ+KYZ2+XYzZ ) 


The expression = YZZ(XY+XY+XY) {taking Z common} 
= YZ((X+X)¥+XY) {as 2Z = Z & taking ¥ common} 
= YZ(1.Y+XY) {asX+X=1} 
= YZY+YZXY 
= 0+ZXY fasYY=0andYY= ¥} 
= XYZ 


Example-2: Simplify the Boolean expression AB + AB +AC+AC 


The expression = AB+AB+AC+AC 


= A(B+B)+A(C+0) {taking A and A as common} 
= At+A fasX+X=1} 
= 1 fasX+X=1} 


Example-3: Simplify the Boolean expression ABC +ABC+ABC+ABC 
The expression = ABC+ABC+ABC+ABC+AB 

(A+A)BC+(B+B)AC+(C+0) 
BC+AC+AB fasX+X=1} 


C+ABC {by addingABC to every term} 
AB 


In the above example it can be seen that we have repeatedly added the term A B C in the first step. However, | 
the value of the expression remains unchanged because of the rule X + X = X. In this case we have taken X 
as ABC, which is a term in the given expression. 


Example-4: Simplify C(A+B)+B+AC 
The expression = CA+CB+B+AC 


= AC+AC+CB+B 

= A(C+C)+CB+B 

= A(1)+CB+B fasX+X= 1} 

= A+B+BC 

= A+B+C {asX+XY= x+y} 


Example-5: Simplify the following Boolean expression: (X+XY+Y) (¥+YZ+Z)(Z+ZX+X) 

The expression = (X+XY+Y)(¥+YZ+Z)(Z+ZX+X) 

(X+Y¥+Y)(¥+Z+Z)(Z+X+X) {since A+AB = A+B and here A=X, ie. 
(X+XY) = X+XY = [X]+[X] Y= X+Y } 


= (X+1)(¥+1)(Z+1) {asA+A=1} 
= 144 {since A+1=1} 
= 1 


Example-6: Simplify the following Boolean expression: (A+B)(B+C)(C+A)(BC+A)(CA+B)(AB+C) 
The expression = (A+B)(B+C)(C+A)(BC+A)(CA+B)(AB+C) 

= (A+B)(BC+A)(B+C)(CA+B)(C+A)(AB+C) {rearranging the terms} 

= (A+B)(A+BC)(B+C)(B+CA)(C+A)(C+AB) {rearranging the terms} 


= (A+BBC)(B+CCA)(C+AAB) {since (X+Y\X+Z)=X+YZ} 
= (A+0)(B+0)(C+0) {since X X = 0} 
= ABC 


a a a ne eS) 
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Example-7; Show that the Boolean expression ABC+ABC+ABC+ABC+A+B+C Is equal to A+B+C 
ABC + ABC + ABC + ABC +A+B4C 

= ABC+ABC +ABC+ABC+ABC+ABC+A+B4+C (asxX+X=X, here X = pac, 
= AB(C + C) + BC(A + A) + AC(B +B) +A+B4+C 


The expression 


i] 


= AB(1) + BC(1)+AC(1)+A+B+C {asX+X= 1} 

= AB+BC+AC+A+B+C 

= A+AB+B+BC+C+AC {rearranging the terms} 
= A(1+B)+B(1+C)+C(1+A) 

= A1+B1+C1 {since 1+X = 1} 


= A+B+C (Proved) 


Example-8: Simplify the following Boolean expression: (X+Y)(Y+Z)(Z+X) + X + YZ 


The expression = (X+Y)(Y+Z)(Z+X) + X + YZ 
= (X+Y)(X+Z)(Y+Z) + X + YZ trearranging the term (Z+X)} 
= (X+YZ)(¥+Z) + (X + YZ) {as (A+B)(A+C)=A+BC} 
= (X+YZ) [(Y+Z) + 1] 
= (X+YZ)-1 {as A+1=1} 
= X+YZ 


Example-9: Simplify the following Boolean expression: (A+B+C) (A+B+C) (A+B) B 
The expression = (A+B+C) (A+B+C) (A+B) B 


= [(A+B)+C)] [(A+B)+C)] (A+B) B {taking (A+B) as X,C as Y,C as Z and 
= [(A+B)+CC] (A+B) B using (X+Y)(X+Z)=X+ YZ} 

= (A+B) (A+B) B fas XX = 0} 

= (B+A) (B+A) B 

= (B+AA) B {85 (X+Y)(X+Z) = X+¥Z} 

= (B+0)B {as XX = 0} 

= BB 

= 0 {asXX = 0} 


Example-10: Simplify the following Boolean expression: A + (A+B+C) (A+B+C) 
The expression = A + (A+B+C) (A+B+C) 
: = A+[A+(B+C)][A+(B+C) ] 

= A+[A + (B+C) (B+C) ] 

= A+A+(B+C) (B+C) 

= (A+ A) + (B+C) (B+C) 

= 14+ (B+C) (B+C) {asX+X= 1} 
1 


tapplying the rule (X4YV)(X4Z)=X+ YZ} 


{as 1+X=1, and X = (B+C) (B+C)} 
£xample-11: Simplify the Boolean expression A(A+B+C)(A+B+C)(A+B+C)(A+B+C) 

The expression = A(A+B+C)(A+B+C)(A+B+C)(A+B+C)(A+B+C)(A+B+C) {since X-X = X and 
= A[(A+B+C)(A+B+C)] [(A+B+C)(A+B+C)] [(A+B+C)(A+B+C)] here X=(A+B+C)} 
= A[(B+C+A)(B+C+A)] [(A+C+B)(A+C+B)] [(A+B+C)(A4B4C)] (After rearranging} 
= AL{(B+C)+A}{(B+C)+A}] [{(A+C)+B}{(A+C)+B}] [{(A+B)+C}{(A+B)+C}] 
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A [(B+C)+A A] [(A+C)+B B] [((A+B)+C C] 


{since (X+Y)(X+Z)=X+YZ} 
A ((B+C)+0] ((A+C)+0] [(A+B)+0] 


{since X X = 0} 


= A(B+C) (A+C) (A+B) 

= A(A+C) (A+B) (B+C) {rearranging} 

= A(A+BC) (B+C) {since (X+Y)(X+Z)=X+ YZ} 
= (AA+ABC) (B+C) 

= (A+ABC) (B+C) {since XX = X} 

= A(1+BC) (B+C) 

= A(B+C) {since 1+X = 1} 


e Proof using Perfect Induction method 


To prove the equivalence of the two sides of a Boolean expression, apart from the algebraic proof, there is 
another method called proof by perfect induction. It uses the truth table of a Boolean expression. 


The different values that a particular Boolean variable can assume are put in a tabular manner. Then each 
term in the expression is evaluated for each value of the variable on both sides of the equal sign. If the final 
results or values on either side of the equal sign are identical, then the expressions are said to be equal. In 


this method every term in the relation needs to be evaluated step by step to get the final outputs on 
the either side. The following examples will make the method clear. 


Example-12: Prove by the method of perfect induction: X+X Y = X+Y 
In the table shown on the left, columns 1 and 2 contain the different 


combination of values that the variables X and Y can take. For two 
variables, there will be 22=4 combinations as shown in the table. 


4.2). 30° 48 


eet] 16. 
foal 


Columns 3 and 4 generate the different terms in the left side of the 
expression. Column 5 generates the expression in the left hand side 
of the equal sign by combining the terms from columns 3 and 4. 


Column 6 finally generates the term on the right hand of the equal 
sign. 


From the columns 5 and 6 we find that both the columns are 


identical in value. Hence the expression is proved to be true for all the combinations of X and Y, by perfect 
induction. 


Example-13: Prove by the method of perfect induction: X Y (XY Z+XYZ+Z)=XYZ 


[+ [»[»]ololele|* ie 
ele |< i 


From the above table we see that columns 11 & 12 are identical and hence the relation is proved. 


The above example involves a proof involving three variables. Thus the columns 1, 2, and 3 give all the 
possible combinations of the three variables X, Y, and Z. We can follow a simple method to write the 


combinations properly, 


eo 


Proof using 
Perfect 


Induction 


| Boolean 
| expression. 
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| In general if we have ‘n’ number of variables, then the total number of combinations will be 2”. In oy aa 


_ n=3. Therefore we have a total of 2?=8 combinations. Of these, the first column will have (8/2)=4 ns, 
_ followed by 4 ones. The second column will have (8/4)=2 zeroes followed by 2 ones. The third colurn, = 

have (8/8)=1 zero followed by 1 one. Therefore if we have 4 variables (i.e. n=4) then the total combinaty, 
_ will be 2*=16, of which the first column will have (16/2)=8 zeroes followed by 8 ones and so forth. ; 


> | © Switching Circuit Simplification 


Switching | The following examples are based on switching circuits that we had discussed in section 4.3, that deal Wee 
Circuit | Combination of switches in series or in parallel. The examples show how the final logical output of Such 5 
Simplification | Circuit can be derived by simplifying the circuit operation in a stepwise manner. 


Example-14: Find the output of the following switching circuit between the terminals x and y: 
| A A 
me 


% (A+BC)p, 
y 


Lg i3 
| :  A+BC, D 
‘G B/ CY Yi) ® BC Jy ot¥ a oe 


| The method of finding the final output is shown in the diagrams above. From the first diagram we find thet 
| the switches B and C are in series and hence indicates an AND operation. The second diagram is z 
| simplified version of the first with the two switches B and C being replaced by a single switch BC indicating 
| the AND operation. Next we find that the switches A and BC are in parallel and hence indicates an OR 
| operation. Therefore in the third figure, the switches have been replaced by a single switch (A+ 

| indicating the OR operation between A and BC. Finally, the switches (A+BC) and D being in series, a. 
| replaced by an AND operation as shown in the final figure to derive at the final output as: F = (A+BC) D 


| 
| Example-15: Simplify the circuit between the terminals x and y and derive at a simplified circuit. 


:63) A+BC+B : 4 (A+BCHB)A 


| In the above circuit, the terms A and B represent closed switches corresponding to the open switches A and 
B. The final output can be simplified to get the result: 
| F 


| 
| 
| = (A+BC+B)A 

| = (A+B+C)A {Since x+X Y = X+Y, and X = Bhere} 
= AA+AB+CA 

| = AB+CA 

| = A(B+C) 


The simplified circuit is shown on the right. The parallel switches C and B indicate the OR operation (B+C) 
and the series switch A indicates the AND operation A( B + C) between A and (B+C). 


ta 4.5 De’ Morgan’s Theorems & Basic Duality of Boolean Rules 
De’ Morgan’s 
Theorems 


The expressions that we have worked with so far, had complemented variables like A, B, C, etc. But there 
were no expressions were the complement was applied on an expression like A (B+ C), which involve a set 


| Of Boolean variables and operations. In case such an expression needs to be simplified, we need to remove 


| the outer complement, Removing the outer complement can be done using a set of theorems called the De’ 
Morgan's theorems, 


De’ Morgan’s theorems give us the equivalent expressions for the complement of the logical sum 
or logical product of two Boolean variables or expressions. They state that: 
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» Sum Theorem: The complement of the logical sum of two vari 
product of the individual complements of the variables. 


ThusX+Y=X-Y,ingenera, W+X+Y+2+..=W:X:Y¥-Z... 


ables X and Y is equal to the logical 


e Product Theorem: The complement of the logical product of two variables X and Y is equal to the 
logical sum of the individual complements of the variables. 


Thus X-¥=X +, ingeneral, W-X-Y-Z-.. =WH+X+V4¢24... 


The steps involved in getting the right side of each expression are: 
1. Remove the complement 


2. Replace the ‘+’ symbols with *’ symbols, and the*-’ symbols with ‘+’ symbols 
3. Complement each variable of the expression 


To evaluate an expression that contains a combination of ‘+’ (OR) and ‘.’ (AND) operations, remember that 
the AND operation has a higher priority over an OR operation. This means that all AND operations in 
an expression are to be evaluated first, before evaluating any OR operation. If this rule is not followed, you 
will get an incorrect result. The following example will explain the point. 


Example-16: Simplify the expression: X Y + Z 
The expression = XY-Z = (X+Y)-Z = X2+Y2Z 
In the above expression we have taken into account the priority of the AND operation over the OR operation 


while removing the complement for the AND term X Y in XY-Z. The term was placed within a pair of 
brackets to get (X+Y) - Z. If the brackets are not given then the result would be X+Y-Z, which is wrong. 


e Proof of De Morgan’s Theorems 


The De Morgan's theorems can be proved using the perfect induction method or by using algebraic 
method. Let us first prove the theorems using the Perfect Induction method. 


The truth table shown on the 
right is prepared taking into 
account all the terms involved in 
the above theorems. From the 
truth table, we find that columns 
6 and 7 are identical, hence 
proving the first theorem and-also 
columns 9 and 10 are 
identical, thereby proving the 
second theorem. 


To prove the theorems using the algebraic method, we will consider the two fundamental properties of any 
Boolean variable Aie. A+A=1 and A:‘A=0 


Using the above fundamental properties we can write: 
e = (X+Y) + (X+Y) = 1 and (X+Y) - (X+Y) = 0 
© (XY) + (KY) =1 and (&Y)- (KY) =0 


[ If we take A = (X+Y) ] 
(ii) [ If we take A = (X.Y) ] 


If (X+Y) = X-Y, and (X-Y) = X+Y, as stated by De Morgan's theorems are true, then we can replace (X+Y) by 
X-Y in (i) and (X-Y) by X+Y in (ii) and still get the same results for the fundamental properties. 


. to prove the first theorem we need to show (X+Y)+X-Y=1 and (X+Y):X-Y=0 [Replacing (X+Y) by XY ] 


To show (X+Y) + XY = 1 
LHS, = (X+Y)+XY 
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To prove the second theorem we need to show (X-Y)+(X+Y)=1 and (X-Y)-(X+Y)=0 [Replacing (X-Y) by XH 


To show (XY) + (X+Y) =i 
= %Y) + (X+Y) 
= XY + X+Y 


L.H.S, 


e The Principle of Duali 


To show (X-Y) - (X+Y) = 0 
LH.S. = (XY) « (X+Y) 

= KY-X + X-Y-Y 
=XXY+XYY [As 
=0-Y +X:0 [ As | 
=0+0 | 
=0=RH.S 


De Morgan's theorems indicate a basic duality in any Boolean expression. To put in another Way, i, 
Boolean expression can be proved to be true then, its pair or dual obtained by complementing the eXPressy 
and using the above theorems to simplify them, will also be true and need not be proved separately, Th... 


because each AND operation has its equivalent OR operation and vice versa. These are equivalent 
the above theorems. All Boolean expressions therefore can have more than one type of represen 
are equivalent statements and proving one statement automatically establishes it’s dual. 


All the Boolean algebra rules show this duality i.e. the product rules can be derived from the s 
To make the idea clear let us take any two rules, apply the above theorem and find out what we g 


To find the dual of X+1 = 1 


(replacing X by Y) 
The above result is sam 
and hence is the dual of 


X+1=1 


There is a sim 
OR, and an O 


X+1 =1 (complementing both sides) 
OrX-1 = (applying De Morgan’s theorem) 
Or Y-0 = 


e as the product rule X-0=0 | The above result shows that the rules X+X=X ang 


IS 
by Virtue g 
tation Which 


UM FUleg 
et. ; 
To find the dual of X+X = X (Idempotent Law) 
X+X =X 
X+X =X (complementing both sides) 
Or X-X =X (applying De Morgan's theorem) 
Or Y-Y =Y (replacing X by Y) 


X-X=X are the duals of each other 


pler rule of finding the dual of an expression. To find the dual, replace an AND operation with 
R operation with AND. Next replace a ‘0’ by ‘1’ and a ‘1’ by ‘0’ i.e. by their complement. 


Therefore the dual of X+1=1 will be X-0=0 [by replacing OR by AND, and 1 by 0}. 
Similarly the dual of X+X=X< will be simply X-X=X [by replacing the OR symbol by the AND symbol]. 
The dual of (X+Y)-(X+Z)=X+¥-Z will be (X-Y)+(X-Z)=X-(Y+Z) i.e. XY¥+X-Z=X-(¥+Z) 


: While using this method keep in mind the priority of the AND operation and put all AND terms 
within brackets before you apply the rules. Otherwise you may get a wrong result as indicated in Example-t6. 


Example-17: Find the complement of the following Boolean expression: XY 2+XYZ+2Z 


The complement of the expression = 
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XYZ4+XYZ4+2Z 
(XY Z)+(XYZ)-Z {Using De Morgan's Theorem} 
(X+¥+2)-(K+¥+2)+Z — (Using De Morgan’s Theorem} 


(X+Y¥+Z)-(X+Y+2Z)-Z 

[Z2+(X+Y)]-[Z+(K+yY)]-Z 

[Z+(X+Y)(K+Y)]-Z {Using rule (A+B)(A+C)=A+BC} 
[Z+(XX+XY+YX+YY)]-z 

(Z+0+XVY+XY+0)-Z 

ZZ+XYZ+XYZ 

Z+XYZ+XYZ 


Z(1+XY+XY)=Z {As (1+A) = 1} 
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The above problem can also be simplified by simplifying the un-complemented expression first and then 
complementing the result as shown below: 


The un-complemented expression = XYZ+XYZ 
Y) 


Z 
= [((XY+XY)+1]-2 = 2 
The complement of the expression = Z=2Z 


{Same result as above} 
Example-18: Find the complement of the following Boolean expression: X Y + X Y 
The complement of the expression = XY+XY 

= (XY): (XY) 

= (X+¥):(X+¥) 

= (X+Y):(X+Y) 


= (XX+XY+YX+Yy) 
= 0+XY+YX+0 
= XY+XY 
Example-19: Simplify the following expression: A BC D 
The expression = = ABC+D removing the outer bar using De Morgan's theorem} 
= ABC+D {since X = X} 


= (A+B)C+D tapplying De Morgan’s theorem} 
AC+BC+D {removing the brackets} 
Example-20: Simplify the following expression: (X+Y + Y) (X+Y) 
The expression = (X-Y+Y)(X:Y) 

= (X-Y+Y)(X-Y) 

= XYXY+YXY 

= 0+0 
0 


Example-21: Simplify the following expression: (X + Y) - (Y Z + X) 
The expression = (X-Y)-[¥+Z:X] 

= XY[(¥+2Z)-X] 

= xY[(Y+D x] 

= XY(YX+2ZX) 

= XYYX+XYZX 

= 0+XYZ 

= XYZ 


4.6 SOP, POS, Min Term & Max Term Expressions ay 


To design a logic circuit we have to first derive at a logical mathematical expression from which the | SOP and POS 
Circuit is designed. The logical expression is derived from the available inputs and the nature of the problem. | expressions 
Based on the type of the problem, a truth table is constructed with the available inputs. From the truth 

table using proper techniques that we will learn now, the desired expression is derived. An example will make 

the idea clear and help us learn the technique used. 


Let us consider the process of admission in a college for students. A particular college has set up the 
criteria that a student has to score a minimum of 75% in any two of the subjects consisting of Physics, 
Chemistry, and Maths to get qualified for admission. 
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j for input and 2 bulb 
The college has a hypothetical machine which has three buttons J t 
which glows a8 an Output, The picture of the machine is shown to the right. An ‘OW 
switch corresponds to the fact that a student has secured a minimum of 75% marks in 
that subject and an ‘OFF’ switch corresponds to the fact that the student has got less than 
75% marks. 


The different possibilities under which the bulb can glow are 
shown on the right. The bulb glows if a student gets 75% in Physics 
and Chemistry, OR gets 75% in Chemistry and Maths, OR gets 75% in 
Physics and Maths, OR gets 75% in all the subjects. For all other 
conditions, the bulb will not glow. 


Our aim is to design a circuit which when placed inside the box and 
connected to the switches, will make the bulb glow as per the 
above conditions. For this we take 4 Boolean variables P, C, Mand A 
and construct a truth table satisfying the above condition, such that: 


P=0 __ indicates marks in Physics <75% P=1 indicates marks in Physics >=75% 

C=0 __ indicates marks in Chemistry <75% C=1 indicates marks in Chemistry >=75% 
M=0 indicates marks in Maths <75% M =1_ indicates marks in Maths >=75% 

A=0 Indicates not satisfied any criteria A=1 indicates satisfied any one of the criteria 


In the truth table shown on the right, columns 
1, 2 and 3 indicate the different combinations 
of marks that a student can get. Column 4 
represents the condition that a student has 
qualified for the admission criteria A. 
Whenever the condition is satisfied, A is 
assigned a value of 1. 


As per the problem, the condition is satisfied 
for [P,CM] = [0,1,1], [1,0,1], [1,1,0], & 
(1,1,1] (indicated by the rows 4, 6, 7, and 8). | 
Column 6 is the ‘min-term’ column. To fifo{i}i| Yes | 
construct an SOP expression: fia fifo! 


e First type the product of the variables 
(P-C-M) in all cells in the min-term column 


Next complement the variables which have a value ‘0’ in the P, C, M, columns Corresponding tp 
that row. 


For example in the third row [P,C,M] = [0,1,0]. Accordingly, since P=M=0, we put a bar over P and 
respectively to make them 1 and get the min term as P C M. Similarly for the sixth row [P,C,M] = [1,0,1) 


and hence the min term is P C M, as only the variable C has a value of ‘0’. Similarly we fill the rest of te 
cells in column 6. 


The aim is to make the product of the variables in each min-term equal to 1 for that row. 


¢ Finally select only those min-terms which have a value of ‘1’ in the output column ‘A’ (indicate: 
by the shaded cells in column 6) and add them to get the final SOP result. 


Hence in this case the final result will be: 
A=PCM+PCM+PCM+PCM 


2 


This is the required expression which satisfies all the conditions of our problem. To test its validity, simply put 
a combination of PCM in the expression and find what the output becomes. 


For [P,C,M] = [1,00] wehaveA = PCM+PCM+PCM+PCM 
= 100+100+100+100 


= 0-0-0 + 1-10 + 1.0-1 + 1.0.0 {as 1=0 and 0=1} 
0+0+0+0 


0 as is evident from row 5 of the truth table. 
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For [P,C,M) = [1,0,1] we have A PCM+PCM+PCM+PCM 
L1O1+101+101+101 
0-0-1 + L414 1-0-0 + 10-4 
O+1+0+0 


1 as |s evident from row 6 of the truth table. 


fil 


i 


The above result A is known as the Sum Of Products or SOP form of output. The general rule to 
form an SOP expression is as follows: Wherever the desired output is 1, take the min-terms for 
those outputs and logically add those min-terms to get the final result. 


Each min-term can also be represented by a compact notation as shown in column 7 of the above table, 
with the letter ‘nr’ followed by an index. Note that the index starts from the value ‘0’ and goes up to ‘7’ for the 
eight min-terms. The index value basically corresponds to the decimal equivalent of the binary 
number formed by the variables. For example, for [P,C,M] = [1,0,1], the min-term is ms, as the binary value 
(101)2 = (5):0. 


Using the above notation, the expression A can be written as: 
A = PCM+PCM+PCM+PCM 
= Mot Ms +t Me + M7 
= 2(3, 5, 6, 7) where the symbol 2 is used to Indicate a summation operation. 


Example-22: Find the SOP expression for the logic given by the following truth table: 


Suppose for a particular problem we get a truth table as shown in the 
figure on the left, where X, Y, Z are three variables and R is the 
output column. 


To get the Boolean expression for the result ‘R’, we simply write the 
min-terms for those combinations where the value of R is ‘1’. The 
other terms need not be written as those will not be used in the final 
expression. The required output is given by: 
XYZ+XYZ+XYZ+XYZ 

= Mo + m3 + m4 + M7 = X(0, 3, 4, 7) 


If required, one can also simplify the above result and get: 
+ 
+ 


X 
X 


YZ+XYZ+XYZ 


YZ+XYZ+XYZ = (K+X)YZ + (X+X)YZ = YZ+YZ 


There is another method for forming a Boolean expression satisfying a logic table, known as the 
Product Of Sums or POS method. The method is explained below with the help of an example. 


Let us consider the previous problem of 
admission to a college based on the marks in 
Physics, Chemistry, and Maths. 


In finding the POS expression Column 6 now 
becomes the ‘max-term’ column. To 
construct this column, first type the sum of 
the variables P+C+M in all cells. Next put a 
bar over the variables which have a 
value ‘1’ in the P C M column corresponding 
to that row. For example [P,C,M] = [0,1,0] in 
the third row. Accordingly, since C=1, we put 
a bar over C to make it 0 and make the Max 
term as P+C+M i.e. 0. Similarly for the sixth 
row [P,C,M] = [1,0,1] and hence the Max term 
is P+C+M, as the variables P and M have a 
value of ‘1’, In this way we construct the rest of the cells in column 6. We are basically making the sum of 
the variables in each max-term equal to 0 for that row. 


um/Max | Maxterm: 
«Number: | 
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Finally select only those max-terms which have a value of ‘0’ in the output column ‘a’ (indica 
the coloured highlighted cells in column 6) and multiply them to get the final result. Hence in 


A = (P+C+M) (P+C+M) (P+C+M) (P+C+M) 


A POS expressio 
is Fo d by 


This is the required expression which satisfies all the conditions of our problem. To test its 
a combination of P,C,M in the expression and find what the output becomes. 


For [P,C,M] = [1,0,0] we have A = (P+C+M) (P+C+M) (P+C+M) (P+C+M) 
= (1+0+0) (1+0+0) (1+0+0) (1+0+0) 


= (1+0+0) (1+0+1) (1+1+0) (0+0+0) {as 1=0 and 0=1} 
= 1.1.1.0 


= 0 _asis evident from row 5S of the truth table. 
For [P,C,M] = [1,0,1] we have A = (P+C+M) (P+C+M) (P+C+M) (P+C+M) 
= (1+0+1) (1+0+1) (1+0+1) (1+0+1) 


(1+0+1) (1+0+0) (1+1+1) (0+0+1) fas 1=0 and 0=1 1} 
1.1.1.1 


1 as is evident from row 6 of the truth table. 


validity, simply by 


The above result P is known as the Product Of Sums or POS form of output. The 
form a POS expression is as follows: Wherever the desired output is 0, take the 
those outputs and multiply those Max-terms to get the final result. 


general rule 


Max- 
Rule for POS terms for 


Each max-term can also be represented by a compact notation as shown in column 7 of the above ta 
with the letter ‘M’ followed by an index. Note that the index starts from the value ‘0’ and goes up to ‘7’ 


be, 


, for the 
eight Max-terms. Using the above notation, the expression ‘A’ can be written as: 
A 


(P+C+M) (P-+C+M) (P+C+M) (P+C+M) 
Mo - Mi - M2- M4 


HT (0, 1, 2, 4) where the symbol IT is used to indicate a product operation. 


Example-23: Let us find out the ; = 
desired expression for the condition ; ast 8 
that the output in a circuit will be ‘1’ . Condition. © Sum/Max — Min term 
whenever the binary combination of ; Satisfied 

its 3 inputs gives a prime number. 


The truth table for the above logic 
function realisation is shown on the 
right. Column 1 gives the decimal 
values of the corresponding binary 
number in columns 2, 3, and 4. For 
example the decimal number 3 is 
written beside the binary combination 
(011)2 = (3)to. 

The range of values possible using 3 
binary digits is 0 to 7 as shown in 


Column 1. The prime numbers within this range are 2, 3, 5, and 7. Accordingly output column ‘P’ has 
values of ‘1’ corresponding to these values only. 


Column 7 is the max-term column. We have taken only those max terms for which the Output value is 0. 
Finally we have selected only those Max terms and multiplied them to get the final POS result as: 


P = (A+B+C) (A+B+C) (A+B+C) (A+B+C) 


This is the required expression which satisfies all the conditions of our problem. The compact notation for this 
expression will be: 
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(A+B+C) (A+B+C) (A+B+C) (A+B+C) 
Mo: Mi: Ma: Me 
TI (0, 1, 4, 6) 


P 


Example-24: Find the POS expression for the logic given by the following truth table: 


Suppose for a particular problem we get a truth table as shown in the 
Max terms figure on the left, where A, B, C are the three variables and R is the 
output column. 


To get the Boolean expression for the result 'R’, we simply write 
the max-terms for those combinations where the value of R is ‘0’. 
The others need not be written as those will not be used in the final 
expression. The required output is given by: 


R_ = (A+B+C) (A+B+C) (A+B+C) 
= Mi: M3-Ms= II (1,3, 5) 


If required, one can also simplify the above result. 


BERR REE - 


eT 


When a Boolean expression in the SOP form has product terms each of which contains all the variables | Canonical form 
(either in complemented or in non-complemented form) then the expression is called a Canonical SOP. | of Boolean 
Similarly if a Boolean expression in the POS form contain sum terms each containing all the variables (either | expressions 

in complemented or in non-complemented form) then the expression is called a Canonical POS. In short a 
Boolean expression containing only full min terms or full max terms is called a standard or 
canonical form of expression. The following examples will make the nomenclatures clear for 3 variable 
problems. 


© R=XYZ+XYZ+XYZ+XYZ — Canonical SOP as each term contains all the variables X,Y,Z 


4.7 Canonical forms of Boolean Expressions and their Complements’ 


© R=YZ+XZ+XYZ — Non-Canonical SOP as X,Y,Z are not present in all the terms 
e R3=(A+B+C) (A+B+C) (A+B+C)  —> Canonical POS as each term contains all the variables A,B,C 
e Ra= (A+C) (A+B+C) (B+C) — Non-Canonical POS as A,B,C are not present in all the terms 
e Rs=AB+(A+B+C) (B+C) — Non-Canonical expression as there are mixed terms 


The importance of Canonical forms lies in the fact that a Canonical SOP or POS Boolean expression can also | 


be written in a more compact form using the = or IT notations as we have seen in the last section. 


Thus the expressions R; and R3 can be written using the compact notation as: 
Ri=XYZ+XYZ+XYZ+XYZ=mo+ ms + m4 + Ms = X(0, 3, 4, 6) 

R3 = (A+B+C) (A+B+C) (A+B+C) = Mo - Mi - M3 = I (0, 1, 3) 

Being non-Canonical in nature, this type of notation is not possible for the expressions Re, R4 and Rs. 
The complement of canonical expressions 


can also be obtained in a simple manner 
(without using De Morgan’s theorems). 


Consider the truth table shown on the right. 
By observing the min and Max term columns 
you will find that each Max-term is the 
complement of the corresponding min- 
term in the same row. For example: 


m, = ABC = At+tB+C = A+B+C = M, 


Using the min-terms the output R for the 
above truth table can be written as: 


min terms: Mi; Maxterms . Mi 
| ABC |mo| A+B+C | 
| ABC | | A+Bec [Mi 
AEE A+B+C 


| ABC [ma] A+B+C 
| ABC | | A+B+C 
| | AHBHC 


+B+C 


> 


Yl! DI 


ABC 


GERROOod - 
[+[>|2]-[+[elo fe 
Dl} Sl 
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R=ABC+ABC+ABC+ABC=mo+m3 +m + m= (0, 3, 4, 7) 
ThereforeR = ABC+ABC+ABC+ABC 


= ABC-ABC:ABC-ABC [using De Morgan's theorem] 

= M-M3-M,- m7 

= Mo: M3-Mq- M7 [as complement of a min term Sa Max term) 
= 11 (0, 3, 4, 7) 


Therefore in general: | £(m,) = 11 (M)) and [T(M,) = (my) 


A canonical expression can also be easily converted from its SOP to POS form and vice Versa 
the expression of R from the previous table, it can be seen that R can be written in 2 ways, viz, “Fy 
R=ABC+ABC+ABC+ABC=mo+ms + ma + my=E (0, 3, 4, 7) and 

R= (A+B+C).(A+B+C)-(A+B+C).(A+B+C) = Mi-M2-Ms- Ms = (1, 2, 5, 6) 

le. R =X (0, 3, 4, 7) = 1 (1, 2, 5, 6) 


It can be easily seen from the above relation that out of the total index values from 0 to 7, the max 
indices contain those values that are not there in the min term indices and vice versa. Hen, ty 


; : Ce 
expression can easily be converted to its POS form and vice versa by simply noting the index Values 
following example will make the idea clear. 


a 
Example-25: Change the following canonical SOP expression to its POS form: ABC +A BC+Ap C 
ExpressionR =ABC+ABC+ABC 
= Me + Ms + m3 
= 5 (3, 5, 6) 
=T1 (0, 1, 2, 4, 7) {as these indices are not present in the SOP expression} 
=Mo* Mi Mz-Mg-M7 = (A+B+C)(A+B+C)(A+B+C)(A+B+C)(A+B+C) 
Change the following canonical POS expression to SOP form: (A+B+C)(A+B+C)(A+B40) 
Expression R = (A+B+C)(A+B+C)(A+B+C) 
=Ms-M2:M; = TI (1, 2, 5) 
== (0, 3, 4, 6, 7) {as these indices are not present in the POS expression} 
=Mo+ M3+M4+me6+m7 = ABC+ABC+ABC+ABC+ABC 


ee * Converting from > or II notation to Canonical Form 


Converting from | In the absence of a truth table the min and max terms can be calculated directly from the = or IT notatm 
+ or I] form to | as shown below. Remember that for a 3 variable problem (e.g. A,B,C) the min term index will be from Oh 
Canonical form 7, and for a 4 variable problem (e.g. A,B,C,D) the min term index will be from 0 to 15. 


First get the binary equivalent of a min term index present in the = notation. To do this represent ead 
decimal digit index as a combination of 4, 2, and 1 for a three variable problem. Similarly for a for 
variable problem, represent each decimal index digit as a combination of 8, 4, 2, and 1. 


Next put a ‘1’ in place of the above digits (4,2,1 or 8,4,2,1) that are present in the combination and Vi 
Place of the above digits those are not present in the combination. The chart below will clarify the point. 


Example-26: 


421 
O0= 0+0+0 —0 0 0 
= 0+0+1 +0 0 1 
2= 0+2+0 —0 1 0 
3= 0+2+1 4011 
4= 44040 +100 
= 440+1 +1 0 1 
6= 44+2+0 > 1.1.0 
7= 442+1 5111 
Be ee ee ee ee 
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For ma we have the index as 4, which is written as 4+0+0 — 1 0 0 (as 4 is present and 2, 1 are absent) 


We know that a min term is forcibly made equal to 1. Thus for the combination [1 0 0] convert the two 0’s to | 
1 by taking the complement of those values. Therefore for a three variable logical problem the | 


corresponding min term for m4 will be A BC 

Similarly for the min term me, we have the index 6, which can be written as 4+0+2 > 101 
Therefore the 3 variable min term corresponding to m¢ will be A BC 

Note that we have put a bar over those variables which correspond to a 0. 

For a 4 variable min term mo, the index 9 can be written as 8+0+0+1 — 1001 
Therefore the 4 variable min term corresponding to ms will be A BC D 


Next to calculate the max term from the II notation we will use a similar process to get the binary 


equivalent of the max term index. After that we have to forcibly make the sum of the variables equal to 


0. The following examples will clarify the process. 
For Ma we have the index as 4, which is written as 4+0+0 — 1 0 0 (as 4 is present and 2, 1 are absent) 


Thus for the combination [1 0 0] convert the 1 to 0 by taking the complement of that value to make the 


sum equal to 0. Therefore for a three variable logical problem the corresponding max term for M4 will be 


A+B+C 
For a 4 variable max term Mo, the index 9 can be written as 8+0+0+1 1001 


Therefore the 4 variable max term corresponding to Ms will be A+B+C+D 


« Converting non-canonical SOP expression to its canonical form 


A non-canonical expression can be converted to a canonical form also. To convert a non-canonical SOP to | 


its canonical form the following steps are to be followed: 


1. Multiply the non-canonical term with an expression of the form (X+X) [since its value is equal to 1, the 
term remains unchanged after multiplication]. 


2. The multiplier is chosen in such a manner that it contains that variable which is not present in the 
original term. 


3. The process is repeated until each term is converted to its canonical form. 


Example-27: Convert to its canonical form the expression: f(X,Y) = X + Y 


This is a function with 2 variables. Therefore in the first term Y is missing and in the second term X is missing. 
Hence we have to multiply the first term by (Y+Y) and the second term by (X-+X) 


Expression = X(Y+Y) + Y(X+X) 


= XY+XY+YX+YX 

= XY+XY+XYV+XY {rearranging the terms} 

= XY+XY+XY {eliminating repeating terms since AtA=A} 
= m+mMot+me 

= (0, 1, 2) 


Example-28: Convert to its canonical form the expression: f(X,Y,Z) =XY+Z+XYZ 


In the first term we find that Z is missing. Therefore we have to multiply the first term by (Z+Z). Similarly in 
the second term both X and Y are missing. Therefore we have to multiply the second term by (X+X) and 
(Y+Y) one by one, 


Expression = XY+Z+XYZ 
X ¥ (Z+Z) + Z (X+X) (Y+¥) + XYZ 
(X¥YZ+XYZ)+Z(XY+XV+tXYV+XY)+XYZ 


ea 


| Canonical SOP 
| form of Boolean 
expressions 


| De convert fp, 


term multiply the | 
term by an 
expression of the | 
form (X+X), 

where X is the 
missing variable 
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= X¥YZ+XYZ+4+2XY+ZXV+ZKV+ZKV+XYZ 

= XYZ+XYZ+XYZ4XYZ4XYZ4tXYZ+XYZ {rearranging the terms) 
= XYZ+XYZ+XYZ4+XYZ+XYZ {eliminating repeating terms since AtA=4) 
= Ms +mat me + m2 + Mo 

= ¥(0, 2, 4, 5, 6) 


1 e Converting non-canonical POS expression to its canonical form 


Canonical POS | To convert a non-canonical POS to its canonical form the following steps are to be followed. 
form of Boolean 


‘ Add to the non-canonical term an expression of the form X X (since its value is equal to 0 
expressions 1 the 


expression remains unchanged after addition). 
2. Apply the distributive rule X+YZ = (X+Y)(X+Z) 
3. The process is repeated until each term is converted to its canonical form. 


Example-29: Convert to its canonical form the expression: f(X,Y) = X Y 


There are 2 terms in the POS expression above. The first is X and the second one is Y. Therefore we find 
| the variable Y is missing from the first term and the variable X is missing from the second term. Therefore 


| need to add Y Y in the first term and X X in the second term. ial 
oes Expression = XY 
= (X+YY)(¥+XX) 
= (X+Y)(X+Y) (¥+X)(¥ +X) {applying the rule A+BC = (A+B)(A+C)} 
= (X + Y)(X + Y) (X + Y)( X+Y¥) {rearranging the terms} 
= (X+Y)(X+ Y)(X+Y) {removing the repeating terms as A.A=A} 
= M2°M3°M 
= 11(1,2,3) 


Example-30: Convert to its canonical form the expression: f(X,Y) = Z (X+Y)(X+Y+Z) 


Let us take each term separately and convert each to its canonical form. 


Term: Z =Z+XX {adding the missing X variable} 
= (Z + X)(Z + X) {since A+BC = (A+B)(A+C)} 
=(Z+X+YY)(Z+X+YY) {adding the missing Y variable in each term} 
=[(Z+X)+YY][(Z+X) +YY] 


=[(Z2+X)+Y][(Z+X)+Y][(Z+X) + Y][(Z+X)+Y] 
=(Z+X+Y)(Z+X+Y)(Z+X+Y)(Z+X+Y) 
=(X+V4+Z)(X+Y¥4+Z)(X+Y+Z)(X+Y+Z) {rearranging the terms} 


Note that for the expression (Z + X + Y Y) we have taken the term (Z + X) as A, Y as B and Y as C for the 
distributive law A+BC = (A+B)(A+C). 


Term: (X+¥) =(X+¥)+ZZ 
=[(X+Y)+Z][(X+Y¥) +2] 
=(X+¥+Z)(X+Y¥+Z) 
Therefore the Canonical Expression is equal to the product of the above terms: 
Expression = ( X+¥+Z) ( X+¥+Z ) ( X+Y+Z) ( X+V+Z ) ( X+Y+Z ) (X+V+Z) ( X+Y+Z ) 
= (X+Y4Z) ( X+¥+Z) (X+V+Z ) (X+¥+Z) (X+¥+Z) {removing repeating terms} 
= Mi+M3*Ms +> My7+ Mo 
= [1 (1, 2, 3, 5, 7) 
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V fficult to form or simplify the Sirnolification 
necessary SOP expression. In such cases other methods are employed to find the result. One such method is 
a graphical one and is called the Karnaugh Map or K’ Map method. It uses the rule A+A = 1, repeatedly 
to solve or simplify an expression. 


« Karnaugh Map for expressions with 2 variables: ee: a2 . 


The right side figure shows the Karnaugh Map representation of min-terms for 
two variables X & Y. The different X values are written in the first row and the 
different Y values are written in the first column. Each cell at the intersection of a 


using K'map 


(A Kk! map for SOP 
| expressions Use 


Revarule (xex 
row and a column correspond to the min-term formed by the product of the X & Y = atedly to. 
I peatedly to 
terms in that row and column. simplify ar 
For example if f=XY+KY Pe dbecopet 


On simplification we get f=X(¥+Y) = X {since Y + Y=1} 


To do this simplification using K’map, the following steps are to be followed: 


1, Puta ‘1’ in cells for min-terms which appear in the given SOP expression. 
See the K’map on the right for the expression (X Y + X Y). 


2. Next group the 1's in adjacent cells by taking as many number of 1's as 
possible within a group. A group is also called a sub-cube. Note that: 
e You may only include either 8, 4, 2, or a single ‘1’ in a given group. 
e Group cells to form a rectangular selection. Selecting cells diagonally is not allowed. 


e You may need to form more than one group to include all the 1’s. But do not form unnecessary 
groups. In general include the maximum number of 1’s in a group and form the minimum 
number of groups until all the ‘1's are selected. Larger a group, more it can be simplified. | 


e To form a group, first look for the availability of 8 adjacent cells. If not available, look for 4, | 
then 2, and then 1, in that order. However do not group 3, 5, 6, or 7 number of cells even if | a single cell in a 
these form adjacent cells. | 


} kK? map 
e To increase the size of a given group, you may include one or more ‘1's from another group. | = 
This is called overlapping. This does not change the expression as per the Boolean rule AFA=A 


In our example, as we have only two adjacent cells having 1's, we have circled them to form a group. 


3. Each group will contribute to a term in the final output. To get the output of a given group write only 
that term which remains unchanged within that group. | 


In our example we find that within the marked circle the terms present are X Y and X Y. In these terms 
X has remained same or unchanged in both the cells, while Y has changed from Y to Y. 


4. Logically add all the terms derived from each group to get the final expression. | 
In this example, with a single group, the final output is given by: f = X (same result as above). 


Rules to form a 
group in a K’ map 


Example-31: Simplify f= XY +XY+XY 


In the K’ Map we first put ‘1's in the squares containing 
the valid min-terms. 


We then cirde the pairs of adjacent squares containing 
1's. Here we have only 3 number of 1's, Hence we 
cennot form a rectangle with 8 or 4 numbers of cells. 


The next option is to use 2 cells. We make a vertical 
group with 2 cells as shown in figure-2 on the right. 


To indude the remaining ‘1’ at the corner (XY term), 
we pair it up with the '1’ from the first group, as shown 
in figure-3. The overlapping is done to minimise the 
expression further. Without the overlapping it would have been a group with only a single cell in it. 
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3-variable 
K* map | 


| adjacent cells ina 
RK’ map 


| this means, further examples will make the point clear. 


| Thus the final output is given by: f= X + Y 


| The K' Map representation of min-terms with three variables is 


| XY. This can be further observed from an alternate form of the 
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The concept of overlapping can be confusing at first, but do not worry if you cannot understand now 


* 


In the horizontal group the non-changing term is Y as it is present in both the terms within the group an, 
the vertical group the non-changing term is X as it is present is both the terms within the vertical Qroup, , 


| get the final output we have to logically add the terms derived from each group. 


single variable change between Cel, 
areal ee 
aA, 


e Karnaugh Map for expressions with 3 variables: 


shown in the table on the right. In the header row, the different 

X, Y values and in the left column the different Z values are 

written. In writing the same, care has been taken so that only a 
ingle i a i b 

adjacent header cells. 

Hence in the third column, instead of writing XY we have written 


first table shown on the right. It is formed by using the binary 
input values of the variables X, Y, Z and their corresponding min- 
term numbers. Here the sequence of the header is (00, 01, 11, 
10), instead of the usual binary sequence of (00, 01, 10, 11). 


The subscripts of the different terms (0, 1, 2, ... 7) indicate the 
order in which the min-terms are placed in the table 
Corresponding to their increasing binary values. Note the change 
in values in the last two columns. 


Furthermore it can be seen that the first and the last columns also differ by a single 
variable and hence the table can be thought to be rolled to form a cylinder with the 
right and left edges of the table joined. The figure on the right clarifies this point. Thus 


X YZ and X Y Z are actually adjacent terms and so are X Y Z and X Y Z. 


Example-32: The problem is given by a three variable truth table shown on the right. It 
is seen that the output is high for the input values 0 to 3 only. 


The min-terms corresponding to the output of the truth table are XYZ+XYZ+XY 
Z2+XY Z. These are then plotted into the K’ Map as shown below. 


We know that we can group either 8, 4, 2, or 1 cell. But here we find that we cannot 
make a group with 8 cells as there are only 4 number of 1’s. The next option is to take 4 
cells and it is possible to do so in this case. Thus a single group is constructed encircling 
all the 1’s. Since we should make the minimum number of groups, we have made a 
single group as shown in figure-1 instead of two groups (as shown in figures 2 and 3). 


ATS ree 
ATA | | eI 


BS 
In this example the valid min terms occupy the 4 adjacent squares grouped by the circle. 
SOP expression algebraically we find: 

fo = XY¥Z+XYZ+XYZ+XYZ 

XZ(¥+Y)+XZ(¥+Y) 

XZ+XZ 

X(Z+Z) 


iN 


If we simplify the 
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To find out the simplified expression from the K’ Map directly, note that within the four squares the variable 
that remains unchanged within the group Is X. The other variables i.e. Y and Z have changed in values 
within the group. As per rule the simplified term for the group is that value which remains unchanged. 


Hence, for the single group we have f = X as has already been obtained algebraically. 


Examples given below clarify the simplifying process. Note that each expression contains only those variables 


which remain unchanged within the group. Moreover the groups are made in such a manner that the | 


maximum number of min-terms are grouped together to form a valid group. 


Ex.38: f =XYZ+XYZ+XYZ 


Note that in example 37, we have made a single group containing the four 1's, as the two extreme 
columns are also adjacent to each other as has been shown in the previous page. 


e Karnaugh Map for 4 variables: Adjacent columns 
Adjacent rows 


The K’map for min-terms with four variables is 
drawn with the first two variables in the header 
row and the second two in the leftmost column. 
Similar to a 3 variable map, the terms are 
written such that there is a single variable 
difference between any two adjacent cells. 
Here the map can be thought of being rolled 
both horizontally along its left and right margins 
and vertically along its top and bottom margins. 
Thus the columns 1 & 4 are adjacent and so are the rows 1 & 4 (see figure above) and the number of 
cells possible in the largest group is equal to 8. 


The figure on the right shows the distribution of terms of a 
four variable K‘map in terms of the binary input values of 
the variables WXYZ and their corresponding min-term [—, 
numbers. Remembering this distribution can help in directly [- 
forming the K’map from the truth table or the 5 notation. 


Different examples of 4 variable K’maps are shown in the ee 
next page. 
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| Examples of 
| 3 variable K' map 


a 


4 variable 
; K’ map 


Minti» columns 1 
and 4 are 

| | adjacent, so are 

| brows 2 and 4. 


Worked out 
problems using 
K* maps 


| First we have to convert the expression to a canonical 
| one to get all the valid min-terms. To do that we have to 


| The truth table for the expression is 


| Occurs in the last two rows as shown by 


| one follows the on-off state of the burner. The logic operations of the 
| Sensors are given below. An alarm signal should be generated whenever the 
| burner is on and either the chimney or the water temperature is too 
| hot. Obtain the Boolean expression for the alarm signal. 
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The K‘map shown on the right (Ex. 48b) takes into account the ‘d’ terms 
corresponding to the min-terms mio, M11, M12, M13, M14, ANd Mis (the 
| non-BCD terms) along with the normal output terms for example-48. 


| We find that by taking 5 of the 6 don’t care terms as ‘1’, we can 
| Increase the size of the groups thereby getting a more simplified 
output than Ex. 48a as shown in the last page. We have considered the 
d-term mi2 as ‘0’ and the remaining d-terms as ‘1’. 


Remember that you should use the ‘d’ terms only to increase the 
size of an existing group, if possible, and not to create new groups. 


_ Some worked out problems using K’maps: 
Example-49. Using K’ map find the simplified POS expression for the function: f(X,Y,Z) = 5 (0, 1,4,6) 


| The first method is used to solve this. 
| Therefore to find the POS expression, we 
have to first plot the complement of the 
output in the K’ map. 
The complement of the expression 
f=>(0,1,4,6) will be f=>(2,3,5,7). f is plotted 
in the KMap as shown on the right. 
| The min term numbers are written in 
the lower-right corner of each cell in 


Group] Min terms taken’ | d-terms taken Unchanged 
ee a 
eae ves: ee tlma te ey hone! <4 
ld 
Therefore f = XY+XZ 
f 


Or =(f) = XY+XZ = (K+¥)-(K+Z) = (K+ ¥)-(K42) 


Example-50: A logic circuit implements the Boolean function: f = X Y + X Y Z. It is found 
that the combination X=Y=1 can never occur as input in the circuit. Find a simpler 
expression for f. 


multiply the first term by (Z+Z) to get: 
f=XYZ+XYZ+xXYZ 


rn Ap 
>| Mi 


shown on the right. From the truth 
table we find that the condition X=Y=1 


_ the highlighted box. As these input 
Conditions will never occur, we can use these two combinations as don’t-care terms. The output min-terms 
along with the ‘d’ terms are plotted on the K’ map as shown above. We can take both these d-terms as'!’ 
| and include them to increase the size of the required groups. 


| The final simplified output is given by f = Y + XZ 


| Example-51: It is necessary to design an overheat alarm for an oil-fired 
| steam boiler. Three sensors are available. One sensor monitors the water 
| temperature in the boiler, one monitors the chimney temperature and 


Boiler Water: ‘0’ means water is within normal temperature range 
‘1’ means water is too hot 
Chimney: ‘0’ means chimney is within normal temperature range 


‘1/ means chimney is too hot 
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Oil Burner: ‘0’ means burner is Off 
‘1’ means burner is On 


Solution: 
Step 1: First we identify the different variables as: 
w : the Water Temperature 
C : the Chimney Temperature & 
B  :_ the Burner On-Off State 


Step 2: Next construct the truth table for the problem and wri 
min terms as shown in the last page. 


Step 3: Finally write down the Boolean expression from the truth 
same using K'map as shown on the right. Thus the final simplifi 


A=B8C+ BW 


te down the desired outputs and their valid 


table using the min-terms and simplify the 
ied expression is given as: 


Example-52:A Boolean function is given in POS form as f (%,Y,Z) = TI (2, 3, 4, 5, 6). Find the simplified POS 
expression using a K’map. 

We use the second method to find the 
simplified POS form of f. From the II notation 
we directly plot the Max terms into the POS 
version of the K'map as shown on the right. 


In this example we can group the terms in 


two different ways as shown in the two K’maps, thereby giving two different, but possible simplified 
outputs. Noting the terms which have not changed within each group and adding them, we finally have: 


f = (X+¥)(¥+Z)(X+Y) or f = (X+¥)(K+Z)(X+Y) 


Example-53.: Simplify the Boolean 
function f in SOP form using a K’map: 
f(W,X,Y,Z)=2(0,1,4,5,7,10,11,13,14,15) 


The min term numbers are written in 
the lower-right corner of each cell in the 
K’map. The min-terms present in the = 
notation are directly plotted into a 4 
variable K’map as shown on the right, 
by taking help of these min-term 
numbers. Gr 


We can form 3 groups as shown in the 
| Be] Sy 


map, each containing 4 terms. Deen TesneeMiGpiniie 
U U 


The required output is given by: 
f= WY+XZ+WY 


Example-54. A Boolean function is given by: f(W,X,Y,Z) = £(0,1,5,13,14,15) with d = £(2,8,9,11). Find the 
simplified SOP expression using K’map. 


The output terms are directly plotted 
into a 4-variable K’map using the min- 


term numbers. The don’t care terms 
are also plotted. 


As seen from the K'map, we can use 
the d-terms mg and ms to increase the 
size of a group. Hence only these are 
used in the K’map to form the groups. 
The required output is given by: 


f=XY+YZ+WXY 
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ee 4.9 Logic Gates: AND, OR, NOT, XOR, NAND, NOR, XNOR 


K' map for | We have seen that digital computing is mainly based on binary logic, which operates with only 2 Numbers 

POS expressions | ‘0’ & ‘1' to represent the logic states ‘False’ and ‘True’ respectively. Modern circuits, which realise this le 
use different voltage levels to represent the binary ‘0’ and ‘1’. Usually a 5V or a 12V DC Supply it 

e to drive such ICs, with two different voltage ranges used to represent ‘0’ and ‘1’. Uy 

When designed diff % 


using electrical or functions are represented by different circuits and block diagrams. The diagram one 


A AB ’ 

7 n 
electronic circuits, x _____left shows the representation of a 2-input AND logic gate. 

c 

D 


When designed using electrical or electronic circuits, the logic functi 
represented by specific block diagrams known as logic gates. The 


Ons 


the logic functions 


A logic gate has a singl ut whereas the inputs can vary from one (for NO 
Sa caprbboeaed logic g ingle outp p ry ( T 


many. A 4-input NAND gate is shown on the left. The number of inputs is determing, 
the number of variables that are required to realise a function. y 


by specific block 


These logic gates form the basis of all combinationa| 

poh addi sequential logic circuits. The logical components |ike 
Logic Gates and Registers, RAM, etc. of computers are made up of differ.’ 

their outputs combinations of these logic gates. To design a circuit, first 
truth table for the desired outputs for a set of given inputs 
drawn. From the truth table the Boolean expression in sop 
POS form is then derived and simplified. Finally the logic 
representation of the circuit is made from the Simplifeg 
expression. 


AND Gate NAND Gate | The different logic gates corresponding to the different Boolean 
functions are shown on the left. The complement ope 

is represented by a triangle with a bubble at the end ang; 
called a NOT gate. The other gates are shown with 2 input, 
and 1 output. The AND, OR and XOR gates have the, 
corresponding complemented counterparts i.e. the NAND (Nor 
AND), the NOR (NOT OR) and the XNOR (NOT XOR), The 
XOR or Exclusive OR operation is represented by the symbo, 
@. 


Se The logic gate diagrams of the complement of all the basi 
gates are formed by combining the un-complemented gate 
diagram with the bubble of the NOT gate at the outpt 
side (see figure below). 


The operations NAND, NOR, XOR and XNOR are new and hence their truth tables are given below: 


Example-55: Draw the logic gate equivalent of the XOR function X Y 
given by: XBY = XY+XY 


The given expression is an SOP one containing two product 
operations, one sum operation and two complement operations. 


1. First get the complement of the variables X and Y using NOT 
gates, as the expression contains complemented variables 


2. Next realise the product terms using two nos. of 2 input AND 
gates for the two product terms X Y and X Y 


3. Finally use a 2 Input OR gate to get the final sum of the SOP 
expression le. XY + XY 
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First draw the different Inputs as parallel vertical lines. Next draw the complements of the inputs at the 
side of the main input lines using NOT gates. In case a particular complement is not required then It is not 
drawn, ; 


Example-56: Draw the logic gate equivalent of the Boolean function: f = (A+B+C)(A+B+C)(A+B+C) 
The given expression Is a POS one containing 3 sum terms, 2 


A B Cc 

product operations and 3 complement operations. To draw 
the required block diagram: 
1. First step is to get the complements of the variables 

using NOT gates, as the expression contains 

complemented variables. (If the complements are 

available there is no need to carry out this step). ; 
2. Next realise the sum terms using three numbers of 3- 

input OR gates for the three sum terms. 
3. Finally use a 3 input AND gate to get the final product 

of the POS expression. 
One thing to note in the above examples is that the 


complemented inputs to the AND & OR gates are taken from a single source, so that extra gates are not 
required to complement the inputs if a particular input is required more than once. 


Example-57: Draw the logic gate equivalent of the Boolean 


7 A BC 
function given by: f = A (A+B+C) (B+C) (A+B+C) 
From the above expression it is seen that the complement of B 
i.e. B is not required and hence the same is not drawn (using a 
NOT gate) in this example. 
Moreover, the first term i.e. A is directly connected to the 
output AND gate. As it does not have any other term OR’ed to it, 
we have not used an OR gate for it. The same is applicable for an f 
SOP expression also. 
The SOP & POS circuits shown here are known as two level 
logic networks, as each input signal passes through two gates 
from input to output (assuming that complements of the inputs 
are available and hence not considering the NOT gates). 


Example-58: The figure below shows a logic circuit composed of different gates. It has inputs A, B & C and 
final output £ It is required to find the final expression and hence simplify the circuit so that it can be realised 
using lesser number of gates. 


The first step is to number the gates as shown in the A 
figure. The output of each gate is then written just after B 
the gate. The outputs of the gates are: 


¢ Gate 1: Being an AND gate the output is AB 


e Gate 2: Being an OR gate the output is (AB+C) since 
its two inputs are AB and C 


e Gate 3: Being a NOT gate the output is C 
e Gate 4: Being a NAND gate, the output is given by (AB + C) C, since the inputs are (AB+C) and C 
On simplifying the output of the final NAND gate (gate 4) we get the final output as: 


f= (AB+C)C = ABC+CC = ABC+0 = ABC = A+B+C = A+B+C [Using de-Morgan’s theorem] 


(AB+C)C 


4.10 NAND and NOR Gates as Universal Logic Gates ay 


Of all the logic gates discussed so far, two gates occupy a special position. These are the NAND and NOR | Universal gates 
gates. These gates can be made in modern IC packages using lesser number of components (like | NAND, NOR 
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Other gates using 
NAND gates 


pon Qbore 


AND using NAND 


o> 


OR using NAND | 


ee 


XOR using NAND | 


oe 


Other gates using 
NOR gates 


NOT using NOR 


| First complement the variables to get A & B using equivalent 


| gates to make an OR function. 
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transistors) than the other gates. This reduces the complexity, cost, and size of these devices 
other gates can be made by proper combinations of either NAND or NOR gates only. Since all types of log) 
gates can be formed by suitable combinations of either NAND or NOR logic gates only, these 
known as Universal Gates. We will now find the equivalent circuits for all other logic gates using univer 
gates only. 


A 


¢ Realisation of Logic Components using NAND gates: 


NOT gate: From the truth table of the NAND function we see that when the two inputs are 
both are ‘0’ or ‘1’ as shown by the highlighted boxes in the truth table), jams 

the output is the complement of the input. To apply the same 
input value to both the inputs of the NAND gate, an easy solution is to 
join both the inputs of the NAND gate. Under such a condition if a 
single input is applied to the joined terminal, then that input will get 
distributed to both the input terminals (as shown by the arrows). Hence 
the output will always be the complement of the input signal 
applied. This is precisely what a NOT gate does. Hence the circuit is 
the NAND gate equivalent of the NOT gate. 


Same (io 


AND Gate: From the logic of an AND gate, if A and B are 
2 variables then their AND operation will give the output 
f = AB. To make such a gate using NAND gates only, we have to 
write the expression of the AND gate to look like a NAND 
operation. To get that, the first thing to do is to double 
complement the expression as shown below. Then rearrange —— 
the terms so as to look like a NAND operation as: f = AB = AB = (AB) 


First use a NAND gate to get AB and then complement it using the equivalent NOT gate to 
NAND gates are required to form the AND as shown in the figure above. 


get AB. Thus 2 


OR Gate: From the logic of an OR gate we have: 
f= A+B = A+B = A-B (using de Morgan's Theorem) 


NOT gates and then use their outputs as inputs to a NAND gate 
to get the final output. Thus we require 3 numbers of NAND 


XOR Gate: To make an XOR gate first derive an expression 
that uses only NAND operations to get an XOR operation. 
How the NAND gates are to be connected is understood from 
that expression. We know that: 


f= A®B = AB+AB = AB+AB = (AB) - (AB) 


The expression shows that first we have to complement each of 
the 2 variables to get A and B. Then get each of the product 
terms by using NAND gates. Finally the product terms are 
joined using another NAND gate to get the final expression. 


¢ Realisation of Logic Components using NOR gates: 


NOT gate: From the truth table of the NOR function we see that when 
the two inputs are same (i.e. both are ‘0’ or ‘1’ as shown by the 
highlighted boxes in the truth table), the output is the complement 
of the input. To apply the same input value to both the inputs of the 
NOR gate we join both the inputs of the NOR gate. Under such a 
condition if a single input is applied to the joined terminal, then that 
input will get distributed to both the input terminals. Hence the output 
will always be the complement of the input signal applied. 
Hence the circuit is the NOR gate equivalent of the NOT gate. 


NOR Gate 
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: From the logic of an AND gate, for two variables A 
and B, their AND operation will give the output f = AB. To 
make such a gate using NOR gates only, we have to write the == 
expression of the AND gate in terms of NOR operations. To A+6 = AB 
arrive at such an expression first double complement the 
expression as shown below. Then rearrange the terms to look 
like a NOR operation. 


a 


AND using NOR 


f= AB=AB=A+B (using de Morgan's Theorem) 


First complement the variables to get A and B using equivalent NOT gates. Then input these to a NOR gate to 
get the final output. Thus we require 3 NOR gates to get an AND function. 


OR Gate: From the logic of an OR Gate we have: EE as ay 

= A+B = A+B = (A+ B) A+B = A+B 
FSA Set ese —- OR using NOR 
We first need one NOR gate to get (A+B) and then we 
complement it using the equivalent NOT gate to get A+B. Thus 2 
NOR gates are required to form the OR as shown in the figure above. 


: To make an XOR gate we first derive at an 
that uses only NOR operations to realise an 

OR operation. From that expression we can know how the —— at . 
NOR parce to be connected. We know that: (A+B)+(A+B) AOR Gaing NOR 


f = A@B = AB+AB = AB+AB = (AB)-(AB) = (A+B)-(A+B) 


= At+B+A+B = A+B+A+B = [ (A+B) + (A+B) | a 
=— (A+B)+(A+B) 
The expression shows that first we have to complement each A+B 

of the 2 variables to get A and B. Then get each of the sum 
terms A+B and A+B by using 2 NOR gates. Next create the term A+B + A+B by using another NOR gate. 
Finally the output is achieved by complementing this expression using a NOT gate. 


* NOR gate using NAND gate and NAND gate using NOR gate: 


To get the NAND equivalent of NOR, we express the NOR operation in a NAND format as: 
NOR = A+B = AB = AB = (A-B) 


To get the NOR equivalent of NAND, we express the NAND operation in a NOR format as: 
NAND = A-B = A+B = A+B 


*| 
*| 
I 


(A+ B) 


NOR gate using NAND gates NAND gate using NOR gates 


* Design Rules Using NAND and NOR Gates: 
Using De Morgan’s theorem a 


A AB=A+B x 
MAND func can be wen a sabaebe — a | eae ; 
A-B = A+B ie. asanOR Bg — 6 NOR gates : 
operation with the inputs A and B —— ee 


complemented. See the diagram 
on the right which shows the 
equivalent circuit. 


Equivalent 
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Similarly oa NOR funetion can be ee ed = ArT ee 
written as: AWD © AD heasan aida Doo a ay 
aa 


AND operation with the Inpuls Ag 
and DB complemented, Sea the 


dlagram on the right whieh shows davivelent 
the equivalent circult, L_eauvaiont id bel 


This leads to the equivalent circults for the NAND and NOR gates as shown In the diagrams above, 
NOT gates at the Input of the OR and AND gates are used to complement the Inputs A and B before the 
enter the OR and AND gates. I 


ip) 4 8 A B OC NANDGate ABC 
Equivalont 
Two level 
NANO-NAND : NAND Gate 
circult 


4) AND-OR Cliroult 9 <——--——. Samo as... —————_——» _ bh) NAND-NAND Cireuit 


Now consider the 2-level AND-OR SOP circult shown in fig. a above, consisting of 3 AND gates and an OR 
gate. We add a NOT gate after each AND gate and a NOT gate before each Input line to the OR gate, Since 7 
NOT gates are added In serles, the circult remains unaffected (since double NOT gate means complement 

twice and hence the net effect Is zero). However an AND followed by a NOT Is simply a NAND gate and an OR 
with gate complemented Inputs Is same as an equivalent NAND gate as has been shown just now. 


Thus we can replace the AND and OR gates with only NAND gates and derive at the circuit shown in 
figure b. Thus a two level NAND-NAND circult Is equivalent to a two level AND-OR circuit with an Identicay 
set of Inputs and output. Accordingly an SOP expression can be directly formed using NAND gates only, 


A 2-level AND-OR SOP olroult Is equivalent to a 2-level NAND-NAND circuit with identical Inputs 
and hence an SOP ciroult can be directly formed using NAND gates only 


tela 8 c A 68 C_ NORGate A B Cc 
Two level Equivalent 


NOR-NOR circuit 2 ee Se NOR Gate 


Seeneeweeesareneeed 


c) OR-AND Circult <————————— Same as... —————————»_ d) NOR-NOR Circuit 


Next consider the 2-level OR-AND POS circult shown In fig. ¢ consisting of 3 OR gates and an AND gate. We 
add a NOT gate after each OR gate and a NOT gate before each input line to the AND gate. Since the 2 NOT 
gates are added in series, the circuit remains unaffected. However an OR followed by a NOT Is simply a NOR 
gate and an AND with complemented Inputs Is same as an equivalent NOR gate as has been shown before. 


Thus we can replace the OR & AND gates with only NOR gates and derive at the circuit shown In 
figure d. Thus a two level NOR-NOR circult is equivalent to a two level OR-AND circuit with an identical set 
of Inputs and output. Accordingly a POS expression can be directly formed using NOR gates only. 


A 2-level OR-AND POS circult is equivalent to a 2-level NOR-NOR circuit with identical inputs and 
hence a POS circuit can be directly formed using NOR gates only 
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Example-59: A 3-input logic circuit with inputs A, B, C generates a high output under following conditions: 
e A=0, B=0 
e A=0, B=1, C=1 
e A=1, B=0, C=1 
e A=1, B=1, C=1 


Draw the truth table, find the SOP expression and simplify the same and design 
a combinational circuit for this system using NAND gates only. 


The truth table is shown on the right. Note that for the first condition i.e. A=0 


A=0, B=0, C=1 to satisfy the first condition. Taking the valid min terms from the truth table, the required SOP 
expression is: 


f=ABC+ABC+ABC+ABC+ABC a ee 

The required simplified SOP expression is: 

f = AB(C+C)+ABC+ABC+ABC+ABC 
=AB+(A+A)BC+AC(B+B) = AB+BC+AC 

= (A+B) + (A+B) C = (A+B) +C = AB+C f 


Using the design rules for AND-OR circuit (same as NAND- 
NAND) we draw the required circuit diagram using only NAND 
gates. Note that for the single input C, we have used a NAND gate with inputs joined. 


4:44. Worked out problems:on Logic Gates 


oe 


Worked out 
problems using 
logic gates 


Example-60: Draw the logic gate equivalent of the Boolean 
function given by: f=ABC+ABC+ABC 


Each AND gate forms an output corresponding to a min term 
by logically multiplying the inputs A, B, and C, The outputs of 
all the AND gates are taken as inputs for the OR gate, which 
logically adds the min terms to form the required SOP output. 


Example-61: Draw the logic gate equivalent of the Boolean 
function given by: f = (A+C)(A+B+C)(B+C) 


Each OR gate forms an output corresponding to a max term 
by logically adding the inputs A, B, and C. The outputs of all 
the OR gates are taken as inputs for the AND gate, which 
logically multiplies the max terms to form the required POS 
output. 
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Example-62: Draw the logic gate equivalent of the Boolean function given by: f = AB+ (B+C)(B+@) 


The first AND gate Is used to get the product AB. Thetwo A B Cc 

OR gates are used to get the terms (B+C) and (B+C). The 

second AND gate Is used to multiply the terms 

(B+C)(B+C). The final OR gate is used to get the logical 

sum of the terms AB and (B+C)(B+C) to get the final 
sum. 


Example-63: Draw the logic gate equivalent of the Boolean function A BC 
given by: f = AC + AC + B C using only NAND gates. 


As an SOP expression with AND-OR logic is equivalent to NAND-NAND 
logic, hence we can simply replace the AND and OR gates of the AND- 
OR logic with NAND gates to get the final circuit as shown on the right. 


Example-64: Draw the logic gate equivalent of the Boolean A B Cc 
function given by: f = B(A+C) (A+B+C) using only NOR gates. 

As a POS expression with OR-AND logic is equivalent to NOR-NOR 

logic, hence we can simply replace the OR and AND gates of the OR- 

AND logic with NOR gates to get the final circuit. 


Note that for the term B we have used a NOR gate with the inputs 
joined to get the 2-level NOR-NOR equivalent circuit. 


Remember that, whenever there is a single input (either in POS or in 
SOP) use a NOR or NAND gate as per the type of circuit in this 
| manner in the first level. 

Example-65: Find the output F of the following logic circuit: 


ABC 


The output F = (A+B) AC Is obtained by writing the output of each of the logic gates individually starting 


the leftmost gate, as shown in the second diagram, keeping in mind the output produced by each type 
logic gate. 
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example-66: Find the output F of the following logic circult: 
ABC A B C 


(A+B) a) os 
F (A+B) + (BC) 


(BC) 


The output F = (A+B) +B C is obtained by writing the output of each of the logic gates individually starting 
from the leftmost gate, as in the previous example. 


Example-67: Find the output F of the following logic circuit, and simplify the output. 
A B C 


ABC 


A(AC)+(B+C) 


| 
H 
| 
F 


H 
i 


F = A(AC) + (B+C) = A(A+C) + (B+C) = AA + AC + B+C = AC+B+C = C+CA + B= C+A4tB 
= A+B+C 


conemaee Fact Rllezd: seen atic 


Boolean algebra was developed by the English mathematician George Boole. His work was based on 

the analysis of logic and is contained in his book named “An investigation of the laws of thought on 

which are founded the Mathematical Theories of Logic and Probabilities”. 

« AR operation is designated by the ‘+’ operator and indicates a Logical Addition. The logical output is written as: C = 
A+B and is read as ‘C equals A OR B’ or ‘C equals A plus B’. 


DP paired operation is designated by the ‘e’ (dot) operator and indicates a Logical Multiplication. The logical 
output is written as: C = AeB and is read as ‘C equals A AND B’ or ‘C equals A B’. 


+ AE NOT or complement operation is designated by a‘ ’ (bar) placed over the variable and is used to indicate a 
Logical Complement. It is a unary operation i.e. needs a minimum of 1 variable to act upon. The logical output is 
written as: C = A and is read as “C is the complement of A”. 


Two switches A & B connected in parallel function like OR logic with the output high whenever any 
one of the switches or both the switches are closed. 


Two switches A & B connected in series function like AND logic where the output will be high only 
when both the switches are closed. 


ee Morgan’s Sum Theorem: The complement of the logical sum of two variables X and Y is equal to the logical 
product of the individual complements of the variables. Thus X + Y = X- Y 


De Morgan’s Product Theorem: The complement of the logical product of two variables X and Y is 
equal to the logical sum of the individual complements of the variables. Thus X- Y= X + ¥ 


=“The general rule to form an SOP expression is as follows: Wherever the desired output is 1, take the min-terms for 
those outputs and add those min-terms to get the final result 


“/ The general rule to form a POS expression is as follows: Wherever the desired output is 0, take the 
max-terms for those outputs and multiply those max-terms to get the final result. 


Sm) =1(M) and TIM) == ( my) 

: a Boolean expression in the SOP form has product terms each of which contains all the variables (either in 
complemented or in non-complemented form) then the expression is called a Canonical SOP 

* If a Boolean expression in the POS form contains sum terms each. containing all the variables (either 


in complemented or in non-complemented form) then the expression is called a Canonical POS 
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To convert a non-canonical SOP to canonical form, first multiply the non-canonical term with an expression of the 
\ form (X+X). Choose the multiplier in such a manner that it contains that variable which is not present in the 
original term. Repeat the process until each term is converted to Its canonical form 


to convert a non-canonical POS to canonical POS, add to the non-canonical term an expression of the 
form XX. Apply the distributive rule X+¥Z = (X+Y)(X+Z). Repeat the process until each term is 
converted to its canonical form 


« To simplify an SOP expression using a K’map, include the maximum number of 1's within the minimum number 
groups until all the ‘1's are covered, with a group containing 8, 4, 2, or a single term. Diagonal grouping is Not 
allowed and a group can be only rectangular in shape. 


» AK'map for SOP expressions repeatedly use the Boolean rule X + X = 1, to do the simplification 
» AK’map for POS expressions repeatedly use the Boolean rule X - X = 0, to do the simplification 


» The logic functions when realised using electrical or electronic circuits, they are represented on pa 
by specific block diagrams known as logic gates. The different functions are represented by differen, 
block diagrams 


» NAND & NOR gates are known as Universal Gates since all types of gates can be formed by combining these gates 
only and hence any circuit can be designed using these gates only 


a A NOT gate can be formed by using 1 NAND gate only 

f OT gate can be formed by using 1 NOR gate only 

Fa. AND gate can be formed by using 2 NAND gates only 
An AND gate can be formed by using 3 NOR gates only 

_»~ An OR gate can be formed by using 3 NAND gates only 
An OR gate can be formed by using 2 NOR gates only 

>” ANOR gate can be formed by using 4 NAND gates only 
ANAND gate can be formed by using 4 NOR gates only 


» The NAND & NOR gates do not obey the associative rule and we cannot get the complement of the 
product or sum of 3 variables using two 2-input NAND or NOR gates only. To get a 3-input NAND gate 
from 2-input NAND gates we have to use three NAND gates 


» A 2-level AND-OR SOP circuit is equivalent to a 2-level NAND-NAND circuit with identical inputs and hence an Sop 
circuit can be directly formed using NAND gates only 


» A 2-level OR-AND POS circuit is equivalent to a 2-level NOR-NOR circuit with identical inputs and 
hence a POS circuit can be directly formed using NOR gates only 


. Fill in the blanks: 1 each 
a) Aeote tools is the founder of Boolean Algebra. 

b) "00 and _AND are the basic operations of Boolean Algebra. 

c) The simplified value of X+XY is__X : 

d) The complement of (X+Y)is___x +Y . 

e) In Boolean algebra (X+XY) =__X+y. 

f) By using the distributive law, (X+Y)(X+Y) will be equalto___X_ 

g) The simplified value of X(X+Y) will be ____X_/ 

h) Afwxh  4eble is a tabular representation of a logical problem. 

i) With ‘n’ number of binary variables we can have different combinations. 

j) The full form of SOP is : : 

k) A term in a canonical SOP is called a ___ term. 

I) The canonical expression for f(X,Y,Z) = XY will be 
m) The full form of POS is . 
n) Aterm ina canonical POS is calleda__———CCSséterrm.. 
(A+C) (A+B+C) (B+C) is an example of a 


POS expression. 
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p) F(A,B,C) = ¥ (0, 4, 7) Is same as 11 ( ). 
gq) FOXY,2) = 1 (2, 3, 5) is same as ¥ ( ). 
r) The simplified value of f(A,B,C) = £(2,3,6,7) is 


Q2. Multiple Choice Questions. Select any one from the four options. 1 each 
1) — In Boolean algebra for the variable A, the value of A+A+A is equal to: 
al b. 3A cA d, A? 
ii) In Boolean algebra for the variable A, the value of AAA is equal to: 
aA b. 0 c. A} d, 3h 
iii) In Boolean algebra for the variable A, the value of A+1 is equal to: 
aA b. 1 c. 0 dA 
iv) In Boolean algebra for the variable A, the value of A+A is equal to: 
aA b. 0 rh | dA 
v) In Boolean algebra for the variable A, the value of A.A is equal to: 
al b.A cA gd, 0 
vi) In Boolean algebra for the variable A, the value of A is equal to: 
a.0 b. 1 cA aA 
vil) In Boolean algebra X+XY is equal to: 
a. X+Y b. X+Y c. XY d. X+¥ 
vill) oe algebra the distributive law (X+Y)(X+Z) is equal to: 
+YZ b. X+Y+Z c. XYZ d. X¥+XZ 


ix) In Boolean algebra the relation A.A=A is called: 
a. Associative Law b. Commutative Law cc. Idempotent Law d. Distributive Law 
x) _ In Boolean algebra the relation A+B=B+4 is called: 
a. Associative Law _b. Distributive Law c. Idempotent Law d. Commutative Law 
xi) In Boolean algebra the relation X+XY=xX is called: 
a. Absorptive Law _b. Idempotent Law c. Distributive Law d. Associative Law 
xii) In Boolean algebra the relation X+(Y+Z) = (X+Y)+Z is called: 
a. Distributive Law __b. Associative Law c. Absormtive Law d. idempotent Law 
xiii) Using the distributive law the value of (X+¥)(X+Y) is equai to: 


a. XY b.Y ex d. X+¥ 
xiv) Parallel electric switches in a circuit are an example of: 
a. logical AND b. logical NOT c. logical OR d. None of these 
xv) Series electric switches in a circuit are an example of: 
a. logical OR b. logical AND c. logical NOT d. None of these 
xvi) | Water taps connected in parallel in different pipes are an example of: 
a. logical AND b. logical OR c. logical NOT d. None of these 
xvii) | Water taps connected one after the other in the same pipe are an example of: 
a. logical OR b, logical NOT c. logical AND d. None of these 
xviii) In Boolean algebra X Y + XY is equal to: 
a. X+Y b. X cl d. Y 
xix) In Boolean algebra A+AB is equal to: 
a. AB pA c.B d.1 
xx) In Boolean algebra A + AB + B is equal to: | 
+B b.A+B c.A+B d.A+B | 
xxi) In Boolean algebra A B + B is equal to: we Me ae | 
a.A+B b.A+B “A+B d.A+B 
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xxii) In Boolean algebra X+XY+Y is equal to: 


a X+Y b.X+¥ aX+¥ dX+y 
xxiii) In Boolean algebraXY+YZ+X+Z Isequalto: _ 
aX+Z b.X+2Z aX+Z d.X+7 
xxiv) In Boolean algebra X+XY+YZ_ is equal to: 
a. X+YZ b. Y+ZX Cc, Z+XY d. X+¥47 
xxv) In Boolean algebra AC + ABC is equal to: 
a. AB b. BC c. AC d. A+BC 
yxvi) In Boolean algebra (X+YZ)(X+YZ) is equal to: 
a.Z b.Z c. X d, x 
xxvii) In Boolean algebra XZ + 2X Is equal to: 
a. X b. X Cie d,Z 
xxviii) In Boolean algebra (X+Z)(Z+X) is equal to: 
a.Z b.Z c. X d,X 
xxix) In Boolean algebra XZ+Z+1 is equal to: 
a.0 b. X c.1 d.Z 
x) In Boolean algebra Z + 2X is equal to: 7 
a. XZ b.XZ XZ d.XZ 
x0xi) In Boolean algebra, the complement of (X+Y) is: 
a. XY b. XY c.XY d.xy¥ 
xxii) — In Boolean algebra F(A,B,C) = (0, 4, 7) is same as: 
a. 11(1,2,3,5,6) b. 11(0,4,7) c. 11(0,2,4,6) d. 11(1,3,5,7) 
yoodii) In Boolean algebra F(A,B,C) = (1, 2, 5, 6) is same as: 
a. 11(1,2,5,6) b. 11(0,4,6,7) c. 11(0,1,4,6) d. 11(0,3,4,7) 
xxiv) In Boolean algebra F(A,B,C) = I (1, 3, 5, 7) is same as: 
a. = (0, 3, 5, 6) b. = (0, 1, 6) c. Z (0, 2, 4, 6) d. £ (2, 5, 6) 
xoxv) In Boolean algebra F(A,B,C) = II (2,6,7) is same as: 
a. £(0, 4, 5) b. £(0, 1, 3, 4, 5) c. (0, 1, 2, 5, 6) d. (1, 2,3,5,7) 
xoxvi) To convert a non-canonical SOP term to canonical form it is to be multiplied by a term like: 
a. X+X b. X.X c. X+Y d. X+1 
xvii) To convert a non-canonical POS term to canonical form it is to be added to a term like: 
a. X+X b. X+1 c. X+¥ d. X.X 
xxviii) In Boolean algebra the canonical form of the expression f(X,Y)=XY+X+Y is equal to: 
a. XY+XY+XY b. XY+XY c. XY+XY d. XY+XY+XY 
xix) — In Boolean algebra the canonical form of the expression f(X,Y,Z)=XY+XYZ is equal to: 
a. XYZ+XYZ b. XYZ+XYZ c. XYZ+XY d. XYZ+XYZ+XYZ 
xl) _ In Boolean algebra the canonical form of the expression f(X,Y)=XY+Y’ is equal to: 
a. X’ Y+X Y'+X’ Yb. X Y+X Y'+X’Y’ c. X’ Y+X Y d. X' Y+X Y'+X Y 
xli) In Boolean algebra the canonical form of the expression f(X,Y)= (X+Y)X is equal to: 
a. (X+Y)(X+¥)(X+Y) b. (X+Y)(X+Y) c. (X+¥)(X+Y) d. (X+Y)(X+Y)(X+¥) 
xiii) In Boolean algebra the canonical form of the expression f(X,Y,Z)=(X+Y')(X+Z) is equal to: 
a. (X+Y+Z)(X’'+Y'+Z)(X+Y'+Z) b. (X+Y+Z)(X+Y'+Z)(X'+Y'+Z/) 
C. (X4Y+Z)(X+Y'+Z)(X+Y'+Z) d. (X'+Y+Z)(X+Y¥'+Z)(X+Y'4Z) 
xliii) In Boolean algebra the canonical form of the expression f(X,Y,Z)= (X+Y)(X+Y+Z) is equal to: 
a. (X+Y+Z)(X+¥+2Z) b. (X+Y+Z)(X+Y+Z) — c. (X+Y+Z) d. (X+Y+Z)(X+Y+Z) 
xliv) Which of the following is a valid statement for De Morgan's theorems: ae 
a, AB=A+B b. AB=A.B c. AB=A+B d. AB=A.B 
DR gh ee ee Ne es Ss SE 
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xv) Which of the following Is a valld statement for De Morgan’s theorems: 
a, A+BeA+B b. A+B=A.B c, A+B=A+B d. A+B=A.B 
xlvl) The full form of SOP Is: 
a. Sum or Product —_b. Sum on Product c. Sum off Product d. Sum of Product 
xivil) The full form of POS Is: 
a. Product of Sum —_b. Product or Sum c. Product on Sum d. Product off Sum 
xivill) The yalue of a min term in Boolean algebra Is: 


a b. 1 c.2 d.3 
xllx) The value of a max term in Boolean algebra Is: 
a3 b. 2 cl d. 0 
1) 4 Boolean variables can form how many different combinations? 
a4 b. 8 c. 16 d, 32 
lt) The simplified form of the Boolean expression f(X,Y,Z)=(2,3,6,7) is: 
ay b. X cy d. X 
lil) The simplified form of the Boolean expression f(X,Y,Z)=(0,1,4,5) is: 
a Y b. X cY d. X 
lili) The simplified form of the Boolean expression f(X,Y,Z)=2(0,1,2,3) is: 
aY b. X cY d. X 
liv) The simplified form of the Boolean expression f(X,Y,Z)=(4,5,6,7) is: 
a. Y be ¥ c. X d. X 
lv) The simplified form of the Boolean expression f(X,Y,Z)=11(0,1,2,3) is: 
a. X b. Y c. X d.Y 
\vi) The simplified form of the Boolean expression f(X,Y,Z)=I1(0,2,4,6) is: 
a.Z b. Y cZ d.Y 
Wii) The simplified form of the Boolean expression f(X,Y,Z)=I1(2,3,6,7) is: 
aZ b. Y Coe d.Y 
Will) | The simplified form of the Boolean expression f(X,Y,Z)=1(0,1,4,5) is: 
aY b. Z c.Z d.Y 
lix) — Logic functions are represented by specific block diagrams known as: 
a. logic circuits b. logic diagrams c. logic gates d. logic blocks 
x) A logic gate has how many outputs? 
a.0 b. 2 c. 3 di 
lxi) Which logic gate has a single output? 
a. XNOR b, NOR c. NAND d., NOT 
Ixii) The logic gate represented by a triangle with a bubble at the tip is called a: 
a. NOR gate b. XNOR gate c. NOT gate d. NAND gate 


xiii) | The logic gate diagrams of the complement of all the basic gates are formed by combining the un- 
complemented gate diagram with a small _ at the output side: 


a. triangle b. circle c. square d. ellipse 
Ixiv) The complement of the AND gate is called a: 
a. NAND b. NOT c. NOR d. XNOR 
Ixv) The complement of the OR gate is called a: 
a. NOT b. NOR c. XNOR d. NAND 
Ixvi) The Exclusive OR operation is represented by the symbol: 
a+ b. ® c.8 d, ® 
Ixvii) Which of the following gates Is called a universal gate? 
a. XNOR b. NOT c. NAND d. XOR 


en Se a en ee I 
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xviii) 


bax) 


bo) 


bod) 


bodi) 


All types of logic gates can be formed by suitable combinations of gates only 
a. XOR b. NOR c. XNOR d. OR 
NAND gate is called a: 

a. Uniform Gate b. Unilateral Gate c. Universal Gate d. Unidigital Gate 
How many NAND gates are required to form a NOT gate? 

a.4 b. 3 c.2 d.1 

How many NAND gates are required to form an AND gate? 

a.4 b. 3 c.2 d. 1 

How many NAND gates are required to form an OR gate? 

a. 4 b. 3 c. 2 d.1 

The output of a 2 input XOR gate with inputs A and B is given by: 

2. AB b.AB+AB c. AB + AB d. A+B 

The output of a 2 input XNOR gate with inputs A and B is given by: 

a.AB+AB b. AB c. A+B d. AB+AB 

How many NOR gates are required to form an AND gate? 

a. 4 b. 3 c.2 d. 1 

How many NOR gates are required to form an OR gate? 

a.4 b. 3 c.2 d.1 

In a 2+evel SOP circuit, the AND and OR gates can be replaced with only Gates: 
a. NAND b. NOR c. NOT d. XNOR 

In a 2-tevel POS circuit, the OR and AND gates can be replaced with only Gates: 
a. NAND b. NOR c. NOT d. XNOR 


: | Q3. Short Answer type questions: 1 each 


What are the two states a Boolean variable can take? 

What do you mean by the term Truth Table with respect to Boolean algebra? 

Draw the truth table for a 2 variable Boolean AND operation. 

Draw the truth table for a 2 variable Boolean OR operation. 

Draw the truth table for a Boolean NOT operation. 

Write any one of the Distributive Rules for a three variable Boolean expression. 
Write any one of the Associative Rules for a three variable Boolean expression. 
Write any one of the Idempotent Rules for a three variable Boolean expression. 
Draw the truth table for the Boolean expression f = X + Y 

Draw the truth table for the Boolean expression f = X + Y 

Draw the truth table for the Boolean expression f = X + Y 

Draw the truth table for the Boolean expression f = X.Y 

Draw the truth table for the Boolean expression f = X.Y 

Draw the truth table for the Boolean expression f = X.Y 

Simplify the Boolean expression f =X +XY+Y 

Simplify the Boolean expression f =X +XY+XYZ 

Simplify the Boolean expression f = X + X Y +X 

Simplify the Boolean expression f = BC + ABC 

Simplify the Boolean expression f = AB+AB 

Simplify the Boolean expression f =B +AB+B 

Simplify the Boolean expression f = A B + B 

Simplify the Boolean expression f =AB+AB+B 

Simplify the Boolean expression f = AB+AB+B 

Simplify the Boolean expression f = XY + XY 
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Q4. Long Answer type questions: 


i) 
i) 


Boolean Algebra and Logic Gates 


Simplify the Boolean expression f= XY+XY+Y¥ 
Simplify the Boolean expression f= PQ+PR+PQ 


Write the full min term values for the three variable min terms ms and m7 

Write the full min term values for the three variable min terms m2 and me 

Write the full min term values for the three variable min terms mo and m3 

Write the full min term values for the three variable min terms m; and m4 

Write the full max term values for the three variable max terms M3 and Ms 

Write the full max term values for the three variable max terms M; and Mg 

Write the full max term values for the three variable max terms Mo and Mg 

Write the full max term values for the three variable max terms Mz and M7 

Write the full SOP expression for the Boolean expression F(X,Y,Z) = © (3, 6) 

Write the full SOP expression for the Boolean expression F(X,Y,Z) = & (1, 4) 

Write the full SOP expression for the Boolean expression F(X,Y,Z) = (2, 7) 

Write the full SOP expression for the Boolean expression F(X,Y,Z) = 1 (1, 7) 

Write the full SOP expression for the Boolean expression F(X,Y,Z) = TI (0, 6) 

Write the full SOP expression for the Boolean expression F(X,Y,Z) = IT (2, 4) 

Write the SOP expression in > form corresponding to the POS expression F=T (2, 3, 4) 
Write the SOP expression in form corresponding to the POS expression F=I (0, 1, 5) 
Write the SOP expression in > form corresponding to the POS expression F=IT (1, 3, 5) 
Write the POS expression in II form corresponding to the SOP expression F= ¥ (2, 3, 4) 
Write the POS expression in IT form corresponding to the SOP expression F= ¥ (0, 2, 7) 
Write the POS expression in I form corresponding to the SOP expression F= > (1, 5, 6) 
Find the canonical SOP form of the Boolean expression F(A,B,C) = AB + ABC 

Find the canonical POS form of the Boolean expression F(A,B,C) = (A+B)(A+B+C) 
What is a ‘don't care’ term in a Boolean expression? 

Draw the circuit symbol of a NOT gate. 

What is the name of the complement of the XOR gate? 

Write the expanded output expression for an XOR operation with the inputs A and B. 
Write the expanded output expression for an XNOR operation with the inputs A and B. 
Which logic gates are called universal gates? 

How many NAND gates are required to design a NOT gate? 

How many NOR gates are required to design a NOT gate? 

How many NAND gates are required to design an OR gate? 

How many NAND gates are required to design an XOR gate? 

How many NOR gates are required to design an AND gate? 

How many NOR gates are required to design an XOR gate? 

How many NAND gates are required to design a NOR gate? 

How many NOR gates are required to design a NAND gate? 

In a 2-level SOP circuit the AND-OR combination can be replaced by which gate combination? 


In a 2-level POS circuit the OR-AND combination can be replaced by which gate combination? 
What is the value of the expression f=16101? 


7 each 
Prove De Morgan’s theorems. Simplify the Boolean expression f = (BC+ AD)(AB+ CD). 443 
Prepare truth table for the Boolean expression: f1 = A+ AB + B. Simplify the following Boolean 
expression using proper rules: f2=ABC+ABC+BCD. Write the SOP expression for the 
Boolean function: f3 (A,B,C,D) = m7 + m13. 44+24+1 
Prepare truth table for the Boolean expression: f1 =A (BC+ B } C). Simplify the following Boolean 


expression using proper rules: f2 = ABC + ABC+ABC+ABC. Write the SOP expression for 
the Boolean function: £3 (A,B,C,D) = mio + Mis: 4+2+1 
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iv) Prepare truth table for the Boolean expression: f1 = +. B+ C). Simplify the foll 
Boolean expression using proper rules: {2 =AB+AB AC. Write the POS EXPFESsion 0 
the Boolean function: £3 (A,B,C,D) = M7 . Mis. 4424 


v) Prepare truth tables for the following Boolean expression f1 =X Y Z +X (Y + 2): Simplify 
following Boolean expression using proper rules: f2=AB+AB+AC+AC. Write the the 


expression for the following Boolean function: £3 (A,B,C,D) = Mz. Mis. 442,09 


vi) Prepare truth tables for the following Boolean expression f1 = X Y Z + X Y Z. Simplify the Foo 
Boolean expression using proper rules: f2=XY+XY(Y2Z+X/Y ). Write the POS EXPression «9 
the following Boolean function: £3 (A,B,C,D) = Mo . Mia. 4 147" 


vii) Simplify the Boolean expression using proper rules: f = AB + ABC + BC + BCA + CA + CAB, Der 
the expanded POS expression for F(A,B,C,D)=2(0,2,4, 8,9,10,11,12,13,15). 44 

viii) Simplify the Boolean expression using proper rules: f =A (A+B+C)(A+B+C)(A+B+C)(A+g sa 
Derive the expanded SOP expression for F(A,B,C,D)=I1(1,2,3,5,7,8,9,10,12,14). ue 

ix) Simplify the Boolean expression using proper rules f = A(B+ABC)(B+A B C)(A+B+C)(A+Bya 
Derive the expanded POS expression for F(A,B,C,D)=2(1,2,3,4,5,6,7,10,11,12) 0), 


+ >) 


344 
x) Simplify the Boolean expression using proper rules: f = CD+A + A + CD + AB. Using 
induction show the following pair of Boolean expressions are identical: A(B+C)+B+C & BC. 344 


xi) | Simplify the Boolean expression using proper rules: f = (A+AB)(B+AB). Using perfect induct: 
method show that the following Boolean expression is identical to 1: f2 = (A+B)(A+BC)+A, 3 +4 
xii) | Simplify the Boolean expression using proper rules: f=XY+XY(YZ +XY) ). Using ~~ 
induction show the following two Boolean expressions are identical: (X+XY)(X+XZ) & X+YZ. 344 


xiii) Simplify the Boolean expression using proper rules: f =A (B+A) D. Convert the following Boolean, 
expression to canonical SOP form: F(A,B,C) = AB + BC + CA. eh 


——__ 


xiv) Simplify the Boolean expression using proper rules: f =Y (YX+YZ+Y) (X (X47). Convert the 
3+4 


following Boolean expression to canonical POS form: F(X,Y,Z) = Y (X+Z) (X+Y+2). 


xv) Convert the following Boolean expression to canonical SOP 
form: F(X,Y) = X + Y. Find the equivalent Boolean expression 
between the points x and y for the following switching circuit 
and simplify it: 344 


xvi) Convert the following _ Boolean 
expression to canonical POS form: 
F(X,Y) = XY. Find the equivalent 
Boolean expression between the 
points x and y for the following 
Switching circuit and simplify it: 3+4 

xvii) Simplify the Boolean expression using proper 
rules: f =C(BC+BC). Find the equivalent 
Boolean expression between the points xand yfor __ B 
the following switching circuit and simplify it: (x) 

3+4 


xviii) Simplify the Boolean expression using proper rules: 
f = (A+C+D) (A+C+D) (A+C+D) (A+B). Find the 
equivalent Boolean expression between the points 
x and y for the following switching circuit and 
simplify it: 3+4 


xix) Simplify the Boolean expression using Boolean rules: f = (A+B+C) (A+B+C) (A+B+C) meee 
Show that (A+B)(A+B) = A B. Find the dual of the Boolean expression A+ 1=1. 3+34 
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1h) 
yh) 
yes) 
vos) 
iv) 
xxv) 
ravi) 
orvil) 
oui) 
vox) 
00%) 


v0) 


wadi) 


x0dii) 


xiv) 


rnnvl) 


applicant by an insurance company. The applicant must be: 


Simplify the Boolean expression using Boolean rules: ¢ = XY (YZ + 2K), Show that AB + AB = 
AB + AB, Find the dual of the Boolean expression A+1=1, 34341 


Simplify the Boolean expression using Boolean rules: f = (AB -A] » [ABB]. Convert the expression 
f =%¥Z4+X¥2 4X2 into POS form, Find the dual of the Boolean expression AFA=A. 343+1 


Simplify the Boolean expression using Boolean rules: f = (X+XY+Y) (Y+¥Z+Z) (Z+ZX+%). Convert 


the expression F(A,B,C) = (A+B)(B+C) into canonical SOP form, 344 
Simplify the Boolean expression using Boolean rules: f =(A+B)(BHC)AtC). Convert the 
expression F(A,B,C) = (A+B+C)(B+C) into canonical POS form. 344 
Simplify the Boolean expression F(A,B,C,D) = (0, 1, 2, 3, 5, 8, 10, 11), d=2(4, 7, 9), using K’map. 
Convert the expression F(X,¥,Z) = X(¥+Z)(X+Z) into canonical POS form. 344 
Write the names of the universal gates. Draw the truth table of an XNOR gate. Simplify the Boolean 
expression F(A,B,C,D) = I1(1, 2, 8, 14) using K’map. 24243 | 
Draw the circuit diagram for the SOP expression f = AB+AB+A.B, Show how to form an OR | 
logic gate using only NAND gates. 443 
Draw the circuit diagram for the SOP expression f = ABC + ABC + BC using NAND gates only. | 
Show how to form an AND logic gate using only NOR gates. 443 | 
Draw the circuit diagram for the POS expression f = (A+B)(A+B)(A+B). Show how to form a NAND | 
logic gate using only NOR gates, 443 | 
Draw the circuit diagram for the POS expression f = (A+B+C) (A+B)(A+B+C) using NOR gates | 
only, Show how to form a NOR logic gate using only NAND gates. 443 | 
Draw the truth table for a NAND operation. Show how to form an XOR gate using only NAND | 
gates, How many NOR gates are required to form a NAND gate? 24+441 


A certain 4 input gate called a ABSURD gate realises the function: ABSURD(A,B,C,D) = BC(A+D). 
Show a realisation of the function f(w,x,y,z) = (0, 1, 6, 9, 10, 11, 14, 15) with only three ABSURD | 


gates and one OR gate (assume complemented inputs as available). Find the simplified POS 
expression for F(A,B,C,D = I(1, 2, 3, 4, 6, 9, 10, 12, 14) using K'map. 443 
Find the output F of the digital circuit shown on the right. Simplify A BC 
the output expression and draw an equivalent circuit using the 
simplified form. State if the simplified circuit can be formed using a 
single gate of a given type or not. Simplify the Boolean expression 
F(A,B,C,D)=2(0,4,8,7,10,12,14,15), d=2(1,3,9,11), using K’map. 

2+1+1+3 


Find the output F of the digital circuit shown on the right. Simplify A BC 

the output expression. Design a circuit from the simplified 

expression using 2-input NAND gates only. Simplify the Boolean F 
POS expression F(A,B,C,D)=M(1,5,11,13,15), d==(9,10,14), using 

K’map. 2+2+43 

A three input logic gate called EXPLODE was mass produced by a 

company, Experimental evidence showed that the input combinations 101 and 010 cause the gate 
to explode, Determine whether the gate is useless or there is a possibility to externally modify the 
gate (with the minimum of changes and cost) so that it can be efficiently used in other ways to 
implement any switching function without the scope for an explosion. The function realised by the 
present gate is: f=£(0,2,3,4). Find the simplified POS expression for 5(0,2,4,8,9,10,11,12,13) using 
K'map. 443 
There are 4 parallel railway tracks in a place. If three or more trains pass this place, a warning 
signal 'S’ flashes on. Also if trains simultaneously occupy the middle two tracks the signal flashes. 


¢ 1 indicates the presence of a train on a track and 0 indicates the absence of a train on a track. 

¢ 1 indicates that the warning signal is on and 0 Indicates that the warning signal is off. 

Write down the truth table for the above problem along with the output ‘S’. Derive the Boolean 
expression from the truth table and simplify It. 4+1+2 


You are presented with a set of requirements under which an insurance policy will be Issued to an 
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wxvil) 


wovviil) 


xxxix) 
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e A married person 25 years or over In age, or 
e A married female under 25 years 
The variables x, y, and z assume the truth value 1 and 0 In the following cases: 
® x=1 If applicant is married, x=0 If applicant Is unmarried 
e y=1 If applicant Is a male, y=0 If applicant Is a female 
e z= If applicant Is over or equal to 25, z=0 If applicant is below 25 years age 


Write down the truth table for the above problem Indicating the options under which a 


be Issued. Derive the Boolean expression from the truth table and simplify it. Policy 


4414) 
2 
A library can Issue up to 5 books to a member under any one of the following conditions: 

¢ The member Is 18 years or over In age, and his/her book return track record is good 

e Amember Is below 18 years and any parent of his/her is also a member 


The variables A (age), T (track record), and P (parent) assume the truth value 1 and 0 if: 
e A=1 if applicant Is 18 years or more, A=0 otherwise 
e T=1 If applicant has good track record, T=0 otherwise 
e P=1 If applicant has either of his/her parents as a member, P=0 otherwise 


Write down the truth table for the above problem indicating the options under which the |i 


bra 
issue a book. Derive the Boolean expression from the truth table and simplify it. “He 


An warehouse air-conditioning system is turned on if any one of the following conditions occurs. 
* The weight of the stored material is less than 100 tons, the relative humidity is below 6 
but the temperature is above 30 degrees Celsius 


e The weight of stored material is 100 tons or more and temperature is above 30 degrees 
The following input conditions can be used: 

e W=1 indicates a weight of 100 tons or more 

e H=1 indicates a relative humidity of more than or equal to 60% 

¢ T=1 indicates a temperature above 30 degrees Celsius 


Draw the truth table and find an expression which assumes the value 1 whenever the air. 
conditioning needs to be turned ON. Find the simplified form of the above expression.  4+14) 


A safe has 4 electronic locks — w, x, y, and z, all of which must be unlocked for the safe to ope, 
The electronic keys to the locks, in the form of magnetic cards, are distributed amongst 4 
executives in the followng manner. Mr. A has keys for locks w & x, Mr. B has keys for locks w &y, 
Mr. C has keys for locks z & y, and Mr. D has keys for locks x & z. The executives have to swie 
their respective cards to open the safe. Determine using Boolean algebra, the names of the 
minimal number of executives required to open the safe. 


Draw the truth table to realise the above logic. Derive the simplified Boolean expression for the 
same using a K’map. Draw the gate diagram to realise the electronic device which will sense te 
input from the cards and determine whether to unlock the safe or not. 3+2+2 


An airplane is to be equipped with a warning system that alerts the pilot under certain conditions ¢ 
danger. The warning system monitors three instruments on the control panel. These instruments 
indicate the altitude, the airspeed, and the state of the landing wheels. The table below indicate 
specifically the relationship of these inputs to logic states. 


Two conditions of danger must be detected. First, a “Landing Warning” lamp glows if airspeed § 
less than cruising speed and landing wheels are not down, or if wheels are down and the pilot is 
proper landing altitude but not at proper landing speed. Second, an “Airframe Warning” lamp glows 
whenever the airspeed is too fast, or when wheels are down and airspeed is above landing speet 
Also, when either lamp glows, an alarm buzzer should sound to get the pilot’s attention. Assume 
that logic level voltages (high=1, low=0) are generated by the warning system. Draw a truth ve 
showing the Inputs and the three outputs. Find the simplified output for the alarm buzzer. s+ 


Altitude Wheels Airspeed 
‘0’ Means Landing Altitude ‘0’ Means Wheels Up ‘00’ Means Too Slow 
‘1’ Means Crulsing Altitude ‘1’ Means Wheels Down ‘01’ Means Landing Speed 


‘10’ Means Cruising Speed 
‘11’ Means Too Fast 


Ss 


peed 
Increasing 
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ption of Combinational Circuits 


—-_ 


During the 1930's 
the logic circuits of 
computers were 
| constructed from 
Mechanical switches 
aks ae eras and relays. These 
fn hen the ou ut of a digital circuit de ends on the present state of inputs only and not on the | were comparatively 
us set of inputs, then that circuit is known as a combinational circuit. The different digital circuits | Slow, large, and 
that we discussed in the previous chapter are examples of combinational circuits. The output of a | Produced a great 


combinational circuit can be fully determined by a set of Boolean functions and designed using logic gates, | 2Tount of heat. 


The basic constituents of a combinational circuit are a set of 


H . 2) ~o 
inp. it variables, logic gates to implement the logic, anda set 32 ieee 3 
of output variables. The inputs are applied to the logic gates fs sc Cheat 3 4 | ay 
and the processed variables are available at the output as * § 9 | ES. 
| Combinational 


output variables. The input and the output are in the form | Comb 
of binary numbers or signals. The figure above shows a schematic diagram of a combinational circuit with ‘n’ eae 
number of input variables and ‘m’ number of output variables. Let us now discuss the working principle of | g 

some important combinational circuits that are used in a computer. | 


5.2 Adder Circuits Rees 
The basic function of the Arithmetic and Logic Unit (ALU) involves arithmetic operations. Of this the most | = 


important and basic arithmetic operation is to add two binary digits) To achieve- this, the logical j 
Grouit that is used is known as a Half Adder circuit. The name Half Adder implies doing half of the add | 


operation as no option is there for adding any carry-in bit. George Stibitz built the first adder around 1937. 
® Half Adder Circuit: 


The basic operation of an adder circuit is to add two binary digits. There are four different possibilities as 

(0+0), (0+1), (1+0), and (1+1). The result of addition is shown below for the two bits X and Y. We find that 
except for the last combination, the first three combinations are same as decimal addition. For the last 
combination we know that (1+1)=2 in decimal ———— 
addition and the binary equivalent of 2 is (10), in 
base 2. For the result 10., the digit under unit's 
place is ‘0’ and ‘1’ is carried forward to ten’s place. 


The truth table for adding two binary digits is 
shown on the right. In the table, X and Y represent 
the two binary digits, S represents the sum and 
C represents any carry forward. We can see 
that the sum is 0 when both the digits are zero or 
when both the digits are 1. The sum bit is 1 only 
when either of the input digits is 1. The carry 
output is 1 only when both the inputs are 1. 


From the truth table we can write the SOP 
expression for the sum and the ca 


Sum, S = XY +X ¥ = X@Y and Carry C=XY 
Expression for 


By a closer inspection we can see that the sum expression of a half adder is basically an XOR operation. | c.g Carry of 
Thus we can replace the sum expression by an equivalent XOR expression as S = X@Y. Half Adder 


| 
| SERRE Half Adder 


iS=XY+XY 
{ 


Truth table of 
Half Adder 
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Circuit diagrams of a half adder, using basic gates and using a XOR gate are given below. When Multiple hay 
adders are used In a circult, to minimise complexity, the gate circuit is sometimes replaced by a block dj 

as shown, The Internal circult Is represented by a box, with input digits X and Y. The output is taken as Sty 
the sum,and C, for the carry out. 


Circuits for 
Half Adder 


Block diagram of 
Half Adder using XOR gate Half Adder 


Half Adder circult using basic gates 


Full Adder Circuit: 


Using a half adder circuit, we can add only two binary digits. However if we want to add two binary n 
consisting of multiple digits instead of two digits, we have to include a third bit to account for the carry input 
Consider the following binary number additions: 


TN Im TN 15 & Cany-In(2) 
Al Aa 01 01 «xX 

+ 01 + 11 +44 +01 <Y 
100 110 100 10 < Sum 


From the first addition we can see that for the ten’s place (circled column) we have to add (1+0)+1 (cany) 
ie. we have to add three digits. The remaining three additions show some of the different possibilities tha 
can arise for the Ten’s place for different values of the digits X and Y. To carry out the function of adding 3 
binary digits, a Full Adder circuit is used. vs 


The truth table for a full adder circuit is given 
on the right. In the table, X and Y represent 
the binary digits to be added, and Z=C,, 
represents the Carry-in bit of the result of 
addition from the previous column. S 
represents the Sum, and Co represents the 
Carry-out bit generated by adding the digits X 
and Y. Therefore we have three input 
columns X, Y, Z, and two output columns 
S and Co. The min terms are also written. 


From the truth table we can write the SOP 
expressions for Sum and Carry as: 


5 ARIZ RYEOXYE 4X2 = XYZ+XYZ+XYZ+XYZ 


= (XY+XY)Z+(XY+XY)Z = (X@Y)Z+ (X@Y)Z = (XOY)@Z = XOYOC, 


Note that the expression (X Y + X Y) is equal to the complement X Y + XY i.e. equal to (XY). 

The inter student can simplify the complement and check the result. Also remember that a binary sum 
is always an XOR operation for any number of bits. Let us now simplify Co. 
KXYZ+XYZ+XYZ4+XYZ = XYZ+XYZ4+XYZ+XYZ4+XYZ4+XYZ [As A+A=A] 
(K+X)YZ+(V+Y)XZ+(Z+Z)XY =YZ+XZ+XY [As (A+A)=1] 
XY+XC,+YC, 


i 


Full Adder 
Truth Table 


Expression for 
Sum in F.A. 


ee 


Expression for 
Carry in F.A, 
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An alternative expression for the carry out Cp can also be derived as: 
C, = XYZ + XYZ + XYZ + XYZ = (XY+XY)Z+XY(Z+2Z) = (X@Y)Z+XY 


= (X@Y) Cn + XY ay 


Various gate diagrams of a Full Adder are given below. Any one of these can be used. Alternative 


ye 


expression for 
F.A. Carry Out 


XOYOCn 


Full Adder using 2 input XOR 
gate and alternative 
representation for C, 


Full Adder Carry; 
(X®Y)C;, + XY 
OR 
Various KY+ Xen + You 
representations 
ofa 
FULL ADDER 
circuit 


fe can also design a Full Adder circuit using Half Adder circuits. This requires two Half Adder circuits and 
an OR gate. The first Half Adder adds the two binary bi The second Half Adder is then used to 


add the sum X@Y obtained from the first Half Adder, and the carry-in bit C,,. 


H.A. 


sorecsesenenenmenenansacen 


a 


Full Adder 
designed using 
Half Adders 


The sum output from the second Half Adder 
(H.A.) gives the final sum of adding the three 
bis X, Y, and CG. The alternative 
expression for Cy is used to get the final wna es 
carry-out by combining the carry-out from the arry 
two half adders using an OR gate. The block 
diagram for such a design along with the 
gate diagram is shown (note that the inputs for the second H.A. are X®Y from the first H.A., and C;,,). 


wo Half Adde 
circuits can 6 


5.3 Suotractor Circuits 
like adding two binary digits, they can be subtracted also. A Half Subtractor circuit is used to subtract 
two binary digits. In carrying out subtraction we have the difference and the borrow outputs (instead of 
the sum and carry outputs for a half adder). 
¢ Half Subtractor Circuit: 


The subtraction of two binary digits gives four different 


Half Subtractor 
cases viz. (0-0), (0-1), (1-0), and (1-1). The result of Barrow Logic 
subtraction is shown on the right for the bits X and Y. 
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We find that except for the second corrtirarey, . 
remaining three combinations are sare 25 copy, 
subtraction. For the second comb nation, se baer 


that to subtract 1 from 0 (1.2. to do O~ 1) ome he 
to borrow a ‘1’ from the next colurnn tor the: cieg " 
When we borrow a1’, % becornes 10, which ic +. 

‘ : 4 = 7 i ¥ AIG 
aS 2jg. Therefore (Z-¥) 6 Sarre 2 (2-1) arg «” 
result i.2. the Difference 6 1. Thus the digt ue. 
the Unit's place is ‘1’ and ‘1’ 6 Sorrowed free 
| next column. The truth table for binary subtraction is given on the left. , 


From the truth table we get the difference D and borrow B as given by the SOP expressions: 


Truth Table | 
Half Subtractor 


e 


Difference D = XY + XY and BorrowB=XY or Difference D = XY and the Borrow B= 7 


Difference & Ac we see from the above expression, the difference operation is also 2 XOR operation sitrilar +5 3 4, 
mee nee ht i _ adder. The different circuit representations for a half-subtractor are given below. Winer cid 
vanes’ <*S" | subtractors are used in a circuit, the gate circuit is sometimes replaced by 2 block diagram 26 shown teicy 
The internal circuitry is represented by a box, with inputs as the binary digits X and Y. The output ic ee 
D for difference bit, and B for the borrow bit. a 


> | 


| 

Different | 
circuits for Half | 
Subitractor | 


ae ee 


Di Zz Half Sub. 
D=XY+XY 
SEES 

Borrow: Half Sub. 
B=xXY 


> 


i Difference 


| imilar to a Full Adder, a Full Subtractor has 3 inputs viz. X (minuend), Y (subtrahend) and the borrow-n B 
| from the previous stage of subtraction. At the output we have the difference D, and 2 borrow bit B, 
| generated by the current subtraction. Consider the following binary subtractions: 


B=1 B,=0 B.=1 6,=1 B,=0 6,=1 B.=0 B,=0 e& BorowB 
10:1 1 0:0 1100 i 10 = X 
= 11 - 11 - 01 - 10 = Y 
‘1:0 00:1 0: e 


| 
} 
i 
| 


(ee From the first subtraction we see that for the 

| ten’s place (circled column) we have to 
Truth Table for | subtract (0-1). To do this we have to borrow 
Full Subtractor | a 1 from the next column. This serves as the 
| B, bit for the current subtraction. Since no bit 
is taken during the subtraction of the previous 
| column, the Bj, bit is 0. The remaining three 
| subtractions give the different possibilities of 
| D and B, that can arise for the ten’s place for 
| different values of X, Y, and By, The truth 
| table for a full subtractor is given on the right 


| with Z=Byy. 
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2 KXYZ+XYZ+XYZ+XYZ = XYZ4+XVZ+XVZ+XYZ fy 
= (KY+XY)Z+(KY+XY)Z = (X@Y)Z + (KBY)Z = (X@Y) OZ rere 
= X@Y@By ee 
= XYZHKYZ+XYZ+XVZ = KYZFEKYZ+XYZ+XYZ+XYZ4+XYZ [AS AtA=A] peeen 
= (VAY) XZ4 (SF ZXV+(K+XYZ = XZ4+KVHYZ [As (A+A)=1] 
= XB, +XY+Y By 

expression for borrow B,: | 
B. = XYZ+XYZ+XYZ+XVZ=(KV+XY)Z+ XY (Z + Z) = (KOY)Z4+ XY my 
= (X@Y) By + XY | Alternative 
| expression for 


F.S. Borrow 


Full Subtractor using 2 input 
XOR gates and alternative 


representation for By | | (XY) By +X Y | 
m 


Various representations | 


ofa 
FULL SUBTRACTOR | 
circuit 


\ Full Subtractor can also be designed using Half x 
Subtractors. It requires two half subtractors and an OR 
gate. The arrangement is shown on the right. The final ¥ 
difference is obtained as X®Y®B,, at the D output of the 
second Half Subtractor. The final borrow-out is obtained 
by using the alternative expression for B, at the output of the OR gate. 


| F.S. using Half 


| 


| Subtractors 


5.4 Multiple-bit Adder and. Subtractor Circuits 14 iiss ipces cai ay 


In general we add or subtract two numbers and not two binary digits only. To add two binary numbers we | Multiple bit 
have to use an adder circuit for every pair of bits in the number. For example consider two 4-bit binary | Adders 
numbers X3X.X1Xq and Y3Y2Y,Yp. To add these two numbers we have to add each pair of bits i.e. Xp & Yo, X; & 
Yi, Xz & Yz, and X3 & Y3 as shown below. The carry from each column is fed to the next column, where 
it is added as the carry-in bit along with the X and Y bits. 


Co ¥Cn 4 Cn 
X3 (x fx le 


+_Y3 ‘Y¥2 ‘Y; ‘Yo 
S; S; S, Sp | 
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i 


4-bit Adder 
Circuit 


I 


4-bit Subtractor 
Circuit 


i 


4-bit Adder- 
Subtractor 
Circuit 


| 


Part 1: Chapter 5 


The circuit comprises of one Half Adder 
and three Full Adders as shown in the 
circuit diagram on the right. The adder 
circuits are shown as block diagrams. As 
there is no carry bit for the rightmost 
column, the first circuit used is a half adder. 
The rest three are full adder circuits with 
carry in bits from the previous columns. 


The first HA block is used to add the two bits 
Xo & Yo. The next block is a FA as the carry 
from the previous HA is to be added now 
along with the inputs X; & Y;. In this manner 

the four bits are added one after the other Xa Vs Br *a¥2 Ba MY; Ba hy, 
using the FA blocks. The Cp of one block is 
the C,, of the next block. The final sum is 
3525159. Each sum bit from an adder is fed 
to an AND gate. After the inputs are ready, a 
high Enable signal activates the four AND 
gates to get the sum bits at output. The 
overflow is the Cp of the last full adder. 


In a similar manner we can have a 4 bit 
subtractor circuit to subtract two 
binary numbers. The block diagram of such a subtractor is shown above. 


© 4bit Adder-Subtractor Circuit: 


We can combine the function x3 Y 
of the above two circuits into : 
a single circuit to add or 
subtract two 4-bit binary 
numbers. 


When adding two _ binary 
numbers, the circuit functions 
as a 4-bit full adder. However 
to subtract the binary number 
Y from X, the circuit 
subtracts by taking the 
2’s complement of Y and 
then adding that to X. 


Let us analyse how the circuit functions. The X input is directly given to the Full Adder (FA) blocks as before. 
The Y input is however connected to an XOR gate. All the XOR gates have another input from the line 
Add/Sub. The output of the XOR gate is connected to the other input of the FA block. Note that instead of 
using a HA for the unit’s place, we have used a FA block and the Add/Sub line is applied to the C,, input of 
the first FA block. The reason for this is explained below. 


During Addition, the Add/Sub line is made low i.e. made equal to 0. We can see from 
the XOR table that whenever the a input is 0, the XOR output is same as the input b. 
Thus when Add/Sub is ‘0’, the output of the XOR gates are the same as the respective Y 
inputs. Moreover the C;, input to the first FA is also ‘0’ and has no effect on the circuit. 
Under these conditions, the circuit functions as a simple 4-bit Full Adder circuit as before. 


During Subtraction, the Add/Sub line is made equal to ‘1’. We can see from the XOR table, that whenever 
a is high i.e. ‘1’, the XOR output is the complement of the input b. Thus we get the 1’s complement of the 
input Y at the output of the XOR gate, during subtraction. This output is then given to the FA blocks. 
Moreover the high Add/Sub signal is also given to the C,, input of the first FA block. In doing so we are taking 
the 1’s complement of the number Y to be subtracted and adding 1 to the LSB of that number. This is exactly 
how we subtract a number using 2’s complement method. Thus when Add/Sub is made high, the circuit 
functions as a 2's complement subtractor circuit. 


a 8 ee a ee 
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6.5 Multiplexer Circuit 


A multiplexer means many-into-one. It is a circuit with many inputs but only one <& 
output. The block diagram on the right shows an nx1 multiplexer (in short also 
called a MUX), where nx1 indicates there are ‘n’ number of inputs and ‘1’ output. 


Apart from the ‘n’ number of input signals, there is another set of signals called 


control signals, which deter ill _be transmitted to the 
output, Depending upon a particular combination of the m control signals, only one 


of the n input signals is selected and transmitted to the output of the multiplexer. 


The number of control bits also determine how many input signals can be 


“Vin control signals Multiplexer 
Circuit 


n input signals 


4 output 


handled by the multiplexer. The general rule is that, with m control signals a maximum _1 bit ae MMultiplexe 

of n=2™ input signals can be selected: ree F.. ry cen year 
This is evident from the fact that: \ only one input 

e XFit with 2 values (0 & 1) can be used to select 21 i.e. 2 number of inputs 00 01 10 11 from ait os 
aie 4 values (00, 01, 10, 11) can be used to select 2? i.e. 4 no. of inputs 6 6 6 6 eas 

imilarly m bits with m values can be used to select 2™ number of inputs 
The next figure shows a multiplexer with 4 inputs and 1 —y 
output. For 4 inputs there should be 2 control signals (as 4 


= 2) to select any one of the inputs Ip, 11, Iz, or I3. Co and 


4x1 Multiplexer 
C, are the 2 control signals. 


circuit 
The control signals Cy and C, are connected to the diagram 
4 AND such that, if we ignore the inputs Ip to I: 


ND gate for Ip will be ACTIVE if C,=0, and C,=0 
% AND gate for I, will be ACTIVE if C,=0, and C=1 
e AND gate for I, will be ACTIVE if Cj=1, and C,=0 
e AND gate for I; will be ACTIVE if C,=1, and C)=1 
To do this, for the G line connect the AND gates to Cy 
alternately between Cy and Cy lines, starting from the NOT 


line. For the C; line, connect two consecutive AND gates 
alternately between C, and C, starting from the NOT line. 


can select at the 
most n = 2™ 


number of inputs 


4x1 MUX 


To understand the logic of the circuit refer to the diagrams shown below. In figure 1, Cy=0 and Co=0. For 
this combination, AND Gate-0 will be ON as the control inputs to Gate-0 will consist of inverted control input 
from C,, which is 0 = 1 and the inverted control input from Cy, which is also 0 = 1. Thus both control inputs 
to Gate-0 being 1, Gate-O should be ON. Under such situation, a closer inspection will reveal that all other 
AND gates will be OFF since at least one of the inputs to them is ‘0’. The input I, connected to the AND 
Gate-0 will then be transferred to the output OR gate as is indicated by the shaded gates and the shaded line. 


Similarly for the other combinations of C, and Cg only one AND gate will be ON at a time as indicated by the 
truth table in the next page. Thus each gate is ON only for a particular combination of C, & Cp and the 


input signal connected to that gate only, will pass out of the OR gate. 
C,=1 C,=0 


C.=1 C.=1 


er 


Working of 4x1 
multiplexer 


eto 


Rommnber. towh.< 
Wyk pase ah 


Part 1: Chapter 5 


The MUX selects the particular input-data for which the AND gate is ON 
and transmits it to the output OR gate. Finally the OR gate combines 
the output of the AND gates and makes the final output high 
whenever any one of the AND gates has a high output. The output F of 
a 4x1 Multiplexer can be written as: 


FQ Gh + Qh +aGh +aGh 


e Uses of a Multiplexer: tz, 
Multiplexers have various uses in digital circuits. e are used in a common bus system where the inpy. 


from various input devices are Hang transferred to the processor line. An AND-OR SOP circuit ca, 


also be made using a multiplexer, Iis used in conjunction with a de-multiplexer circuit _to_conn 
distances. eas 


i 


Output Table of 
Multiplexer 


communication devices over long 


m control signals A De-multiplexer means one-to-many. It 
is a circuit which has one input and many 
outputs. The signal on the input line is 
connected to all the output lines. By applying a 
control signal, one can select the output line to 
which the input signal will be transmitted. The 
block diagram on the left shows a ixn 
“DEMUX with ‘n’ outputs—and—m*_controls 
signals. The number of control bits also determines how many 
output lines can be handled by the de-multiplexer. The general rule is 
with m control signals a maximum of n=2™ outputs can be selected. 


iP 


De- Multiplexer 
circuit 


1 input 


n output signals 


poet 


| circuit can select 


The circuit drawn on the right shows a 1x4 DEMUX. Since the number of 
outputs is 27=4, the number of control signals required is 2, as 


represented by C,; and Cp. The input I is given to_all the output AND 


gates. The AND connections are made similar to a MUX. 


| m control signal 
can select at the 


most n= 2" 
number of output 


Depending upon the combinations of C; and Cy any one of the AND 4x4 DEMUX 
gates gets enabled at a time. Suppose when (C,,Cy) = (1,0) then AND 
Gate-2 will be enabled as both of its control inputs will be 1. The input signal ‘I’ gets transmitted through 
Gate-2 and will be available at the output terminal D2. Similarly for the other combinations of C, and C,, the 
input I will get transmitted through that gate only which gets enabled as shown in the diagrams below: 


C,=0 C.=1 C,=1 C,=0 C,=1 C,=1 


Working of 
De- Multiplexer 
circuit 
CAI Ot, 
one] Mux 


output expressions for the four outputs Dp D; D2 D3 are given below: 
Do=C; G1, Dy=C; Col, Dr= Cy Col, Ds=C, Gl 


Output of | The function of a de-multiplexer is opposite to that of a multiplexer i.e. it is 
De- Multiplexer 


circuit 
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. Uses of a De-Multiplexer: | 
4e-multiplexer can also form a common bus system, where the data from one bus is directed to two or 


more different bus systems. For example the output from the processor can be transferred to different output 
devices like the VDU, or printer, or speaker using a de-multiplexer circuit. used in conjunction with a 
ultiplexer circuit to connect communication devices aver long distances. 


Cecoder Circuit py hm Meek et Ap CES SEM ae aa pa 8 AR EEE =a 


‘decoder circuit is used to decode binary data and is similar to a de-multiplexer, —_ minput signals Decoder 
with the exception at there are no separate data input lines. Thus if the input Circuit 
line of a de-multiplexer is made equal to 1, then a de-multiplexer can be used as a 
decoder. The control signals of a de-multiplexer serve as the only inputs to a 
decoder. Like a de-multiplexer, m control signals can be used to activate any one of 
the n=2™ outputs. The schematic diagram of a mxn decoder is shown on the right. 
Here m is the number of inputs and n the number of outputs. 


The circuit on the right shows the circuit 
diagram of a 2 to 4 Decoder. Depending 
upon the input signal combination (the 
control signal itself is the input here) any 
one of the outputs Do D,, D2 or D; 
will be high at a time. The other 
outputs will be 0. When for example (Ip,1;) 


mi 


mxn 
’ Decoder. 


n output signals 


a 


2 to 4 Decoder 
Circuit 


Decode ame 


= (1,1) then D3 will be high and all other outputs will be low. Similarly for A 
each of the other combinations of I, and Ip, a particular output line will be eased te daanda 
high at-a time. The truth table above shows the relationship between the 4 binaiy) naiabar! 
input and the output signals. The outputs of the decoder are given by: | Sie behets 

i: 


Do=l h, D,=Th by, D2= 1; 1b, D3 =]; Ip | specific outputs... 


e~ Uses of a Decoder: 


can be used to decode a binary data to a different number system 
2 to 4 DECODER 


or to activate a circuit based on the decoded input signal. 

wana ry to Decimal Decoder: A Binary to Decimal Decoder is used to get the decimal digit 
corresponding to a particular input binary combination. The circuit has 10 outputs corresponding to the 
decimal digits from 0 to 9. In such a circuit, for a particular binary combination of the input signals (13,1,,1;,19) 
Se oat HUE fs igh corresponds to the decimal equivalent of the Input-combination, Thus for mput 
signal (I3121,Ip) = (0011) the output D3 is high which is the decimal equivalent of (0011) [Note 112 = 3,9]. 


ess Decoder: Amongst its many uses, a decoder is used to decode the address location of 
mem isters. The combination of_address bits o! is decoded by a decoder and the 
utputs are used to enable i e 


struction Decoder: A decoder is also used in the Con i ram. 
instructions and activate particular control lines to carry out different operations in the ALU. 


Comparison between a Multiplexer and a De-multiplexer 


em 


Uses of 
Decoders 


c circuit 
is used inside the 
Control Unit of a 


Ol 


Comparison b/w 
multiplexer and 


eh 
Sab ree 5 


ny ou 


de-mulliplenst 7 
~~ m-control signals can select maximum of 2™ inputs 3. m_control signals can select a maximum of 2 outputs 
| 4-“It is used in a Common Bus System 4,It is used in a Common Bus System 
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Difference 
MUX & Decoder 


ie 


Decimal to 
Binary Encoder 


t = ~ 

j An 4 

| works opposite to 
| @ Decoder and 
finds the binary 
value for a given 
number in 
another system: . 


Part 1: Chapter 5 


a A ‘Multiplexer selects one input from many inputs Be A Decoder Is used to decode a binary input 
and transmits it through the output line 


ya If there are n inputs, there is a single output 2< If there are m inputs, then there are 2™ outputs 


———————— 


_4.“Itis used In a Common Bus System 


m control signals 


5:8 cncoder Circuits 


An encoder is used to convert or encode an 
active input signal to a binary coded 
output signal. The input signal can also be an 
analogue one like a variable voltage or a rotating 
shaft. Thus functionally it is opposite to that 
of a Decoder. 


e Becimal to Binary Encoder: 


The circuit on the right shows a decimal to 
binary encoder for BCD digits. Since it is a BCD 
encoder, the encoded output should have 4 bits 
to represent the decimal digits from 0-9. 


The circuit is similar to the push button 
switches in a calculator. When a user presses a 
particular key, the key generates r 


corresponding to the decimal digit printed on the 
button. 


In the circuit shown on the right, when any one 
of the push-buttons is pressed, the 
corresponding output _line_gets high with +V 
volts. The inputs to the OR gates attached to 
that particular line also get high. These high 
inputs are transferred to outputs B3, Bz, By or By 
depending on which OR gate/gates are high. 


For example, suppose the button ‘7’ is pressed. 
The corresponding BCD number is ‘0111’. 
Accordingly in the input line for ‘7’, connection is 
established between the line 7 and the OR gates 
B,, B, and Bo, AS a result the corresponding 
outputs of the OR gates become ‘1’, producing 
0111 in the output. 
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_3,-Control signals are used to select a particular input _3< Control signals serve as binary inputs 


4 It is used in a BCD to Decimal Decoder 
} 


/ 


are 
Dds © 


da wAd - 


m input signals 
mxn = 
Decode | : 


5 Decimal to Binary Encoder 


n outputs 


3 

5 

6 

Z ee 2 
Po tir 

tt 
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2 

eae 

eae 
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Octal to Bina Encoder: . Octal to Binary Encoder | 
The creuit diagram of an Octal to Binary encoder is shown 1 | 
on the right. There are 8 input lines from 0 to 7 for the eight | 
octal digits and 3 o t lines B, B, Bo, corresponding to the | 
three digit binary equivalent of an octal digit. 3 
5 
7 
+V | 
i n naD rand a En r 


oe 


a ae 


: =. Encoder 
An encoder is used to encode data in some other base like 
decimal, octal, etc. to binary 
A (m to n) encoder can encode m input signals in a given 
base to a maximum of n=log,m binary digits 


The Fact File 


When the output of a digital circuit depends on the present state of inputs only and not on the previous set of 
inputs, then that circuit is known as a combinational circuit 


‘ 
| = The basic constituents of a combinational circuit are a set of input variables, logic gates to implement 
| 
i 
| 


the logic, and a set of output variables 


= A Half Adder circuit is a logical circuit that is used to add two binary digits. It adds two binary digits X, Y and 
produces a Sum and a Carry-Out output 


i The sum and carry expression for a Half Adder is given by: Sum = X Y + X Y and Carry = XY 


| = The sum portion of a Half Adder is basically an XOR operation. Thus we can replace the Sum circuit by an XOR gate 
; also. Therefore sum = X@Y for a Half Adder 


e A Full Adder circuit is used to add 3 binary digits. These include the X, Y, and Carry-In or C,, bits, and 
produces a Sum and a Carry-Out as output 


= Full Adder Sum = XY G+ XYG, +X YC, +XY¥CGp=X@YO@CG, & Carry =XY+XC,+YC,, 
» Alternative expression for Carry = (X@Y) C,, + X Y ina Full Adder circuit 


i 
| 
; 
| 
» _ A Full Adder circuit can also be designed using Half Adder circuits. To do this we require two Half Adder circuits and 
| an OR gate 

{ 


* A Half Subtractor circuit is used to subtract two binary digits. In carrying out subtraction we have the 
difference D and the borrow B as outputs 


* Fora Half Subtractor circuit, the Difference D = X Y + X Y and the Borrow B = XY 


‘A Full Subtractor has 3 inputs viz. X (minuend), Y (subtrahend) and the borrow-in Bin from the 


previous stage of subtraction. At the output we have the difference D, and a borrow bit Bo generated 
by the current subtraction 


* Fora Full Subtractor, the Difference = X YB, +X YB, +XYB,+XYB, & Borrow =XB,+XY+YB, 
= Alternative expression for Borrow = (X®Y) B,, + X Y ina Full Subtractor circuit 


* A multiplexer means many-into-one, i.e. it is a circuit with many inputs but only one output. If there are n inputs 
and m control signals to select those inputs then depending upon a particular combination of the m control signals, 
only one of the n input signals is selected and transmitted to the output at a time 

* The Multiplexer output can be given as F = C; C, I, + C, Co I, + Cy Cyl, +C, Cols 

* A Multiplexer can be used to create a Common Bus System or to realise an SOP function 

* ADe-multiplexer means one-into-many. It is a circuit which has one input and many outputs. In a 1:n 


DEMUX there is a single input and ‘n’ outputs, with ‘m’ controls signals used to select a particular 
output line 
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Difference b/w 
Decoder and 
Encoder 
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For a 1x4 DEMUX the outputs are given by Dp= C; Go 1, = CG G1, D=Q GI, B=C, GI 


\ 
» A Decoder Is similar to a Demultiplexer, with the exception that there are no data input lines, y 
DEMUX, ‘m’ control signals can be used to activate 2" outputs in a Decoder ke 


«Fora 2x4 DECODER the outputs are given byDo=f, fh, Di=fhb, D=Ih, B=T, Ly 


» A Decoder can be used to decode a binary signal to a different number system or to activate 
circuits based on the decoded input signal. It is used as a Binary to Decimal Decoder, 4, 4 tah 
Decoder, Instruction Decoder etc. dry, M 


« An encoder Is used to convert or encode an active input signal to a binary coded output signal. Thus functlonay | 
opposite to that of a Decoder Vit, 


» Abinary to decimal decoder converts a binary signal to its corresponding decimal number 
A binary to octal decoder converts a binary signal to Its corresponding octal number 


aah Ete niin bie 44 
Q1. Fill in the blanks: 


ra To add two binary digits the logical circuit that is used is known as a_ti A: circuit. 
by For a Half Adder, the Sum of the X &Y bits = ___ X¥@Y and carryC =f 

4 To accomplish the function of adding 3 binary digits, a __ FA Circuit is used, 

YY The sum expression of a Full Adder can also be written as _ \@ Y ‘ 

ey The difference expression for a Full Subtractor is given by D =__» ©) . 

f)¥ A multiplexer means 

g)» Amultiplexer circuit has ___/ snitpuitey 

h) A De-multiplexer means 1 tp any , 

i A De-multiplexer circuit has ub input(s). 


A Decoder can convert data from by to decimal. 


Q2. Multiple Choice Questions. Select any one from the four options. 


y When the output of a digital circuit depends on the present state of inputs onl 
previous set of inputs, then such a circuit is known as a: 


a, combinatory circuit b. combinational circuit c. combiform circuit d. combidigital circuit 
li The basic operation of a half adder circuit is to add: 


1 each 
Y and not on the 


a, 3 binary digits —_b. 2 binary digits c. 4 binary digits d. None of these 
The sum expression for a half adder which adds the digits A and B is given by: 
a. AB b.AB+AB c, AB+AB_ d. A+B 
iy For a half adder circuit adding the bits A and B, the carryout bit expression is given by: 
a. AB b.AB_ c.AB d. AB 
wy To add 3 binary digits the combinational circuit used is called a: 
a. Binary Adder b. Full Adder c. Whole Adder d. 3 Digit Adder 
wy The sum output of a circuit adding the binary bits X, Y, and carry-in C,, is given by: 
a. (X @ Y) Cin b.X®Y + Cy cXSYOC, d. (X®Y) Ci, + XY 
vil” The carry-out output of a circuit that adds 3 binary digits X, Y, and C,, is given by: 
a(X+Y)C,p+XY DLXOYOC, c. X®Y + XYC), d. (X®Y)Ci, + XY 
vil)” How many half adder circults are required to design a full adder circuit? 
al bi2_ c.3 d. 4 
re A half subtractor circult can subtract a maximum of how many binary digits? 
a2. b.3 c4 d.5 
ra The difference output for a half subtractor circuit subtracting the bit B from bit A is given by: 
a, A+B b, AB c. A-B d, A®B_ 
The borrow output for a half subtractor circult subtracting the bit B from bit A is given by: 
a. A®B b.AB c. AB d.AB_ 


ne 8 NET ee te oo 
[———— na a as nn 
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xil)“ How many Inputs are there for a full subtractor circuit? 


at b, 2 c.3 d. 4 
xill The difference of a full subtractor circult Is given by an expression like: 
a. (X ® Y) Bi, b. (X®Y) Bi, + XY CX@Y+By, d.X@Y@B,, 


xlyy The borrow-out bit for a full subtractor circult can be given by an expression like: 
a. (X®Y) Bh +XY b. (X+Y) By, + XY c. (XBY) + XY By, d.X®Y+B,, 
xv), A full subtractor can be formed by using two half subtractors and a: 


ae a. NAND gate b. AND gate c. NOR gate d. OR gate 
xy A multiplexer circult has: 
a, one-input, many-outputs b. one-input, one-output 
c. many-inputs, many-outputs d. many-Inputs, one-output 
ruil) In a multiplexer, m control bits can be used to select a maximum of how many input lines? 
a2" b. 2m em d.m 
ult The output of a 4x1 multiplexer circuit with inputs Ip, I,, Iz, I; can be given as: 
a Int t+ n+ Ig b. C; C Ip+Cy C 1,+C, Cy 1n+C, Cy I; 


C. CyCy Ip + CyCg Ty + CyCy Tp + Cy Tg d, (Cy Cy + CyCq + CyCy + CyCp) (Ip +1, +1 +1) 
xix) A de-multiplexer circult has: 


a. many-inputs, one-output b. one-input, many-outputs 
c, one-input, one-output d. many-inputs, many-outputs 

wy In a de-multiplexer m control bits can be used to select a maximum of how many output lines? 
a.m? b.m c. 2m diz 

xxi) A decoder circuit has: 
a. one-input, one-output b. one-input, many-outputs 
c. many-inputs, many-outputs d. many-inputs, one-output 

ii” A decoder circult can be used to decode: 

a. octal data b. binary data c. decimal data d. hexadecimal data 

10g)” An encoder circuit is functionally opposite to a: 
a. de-multiplexer _b. decoder c. multiplexer d. none of these 

roxy)” A decimal to binary encoder circult has how many input lines? 
a.2 b. 8 c. 10 d, 16 

xy” A decimal to binary encoder circuit has how many output lines? 
a1 b. 2 c.3 d.4_ 

Q3. Short Answer type questions: 1 each 


4” Maximum how many bits can be added using a half adder circuit? 2 
aximum how many bits can be added using a full adder circuit? 3 
Write the sum and the carry outputs of a half adder adding the bits A and B. 
iy Write the difference and the borrow outputs of a half subtractor subtracting bit B from A. 
yy State one difference between a half adder and a full adder circult. bits counk / Sor exp 
vy) State one difference between a half subtractor and a full subtractor circuit. bits wunr/soPexe 
How many half adders are required to create a full adder circult? 2 
vill)” What Is the function of a multiplexer circult? 
ixy How many inputs are possible for a multiplexer with 2 control lines? 4 
x State any one use of a multiplexer circult. 
xl) What Is the function of a de-multiplexer circult? 
xi] How many outputs are possible for a de-multiplexer with 2 control lines? 4, 
State any one use of a de-multiplexer circult, 
xivy What Is the function of a decoder circult? 
xvy State one use of a decoder circult. 
xvi) How many decoded outputs are possible for a decoder circult with 3 Input lines? 2>=& 
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What is the function of an encoder circuit? 
How many outputs are required for a decimal to binary encoder? /, 


Q4. Long Answer type questions: 7 ea 
i) Which logic gate can be used to get the sum output of adding two binary digits? Draw the 

table of a half subtractor circuit. Draw the circuit diagram of a half adder. 1424, 

ii) State any two functions of a multiplexer circuit. Show how to form a full adder circuit using hay 
adder circuits with the help of a diagram. 245 

iii) | Draw the truth table for a half adder circuit. Write the expression for the sum output of the a 

Draw the circuit diagram of a half adder circuit using the basic logic gates. +144" 

iv) Write the expression for the sum and carry outputs of a full adder circuit. How many half Ader 

are required for a full adder? Draw the block diagram of a 4 bit adder circuit. 2+144 

v) Draw the truth table for a half subtractor circuit. Write the expression for the difference Output cy 

the subtractor. Draw the circuit diagram of a half subtractor using basic logic gates. 2+144 

vi) Draw the circuit diagram of a 4x1 multiplexer circuit. Write the expression for the output of a 4,, 
multiplexer circuit. State one use each of a de-multiplexer and a decoder. 4+14) 

vii) Draw the circuit diagram of a 1x4 de-multiplexer circuit. Write the expression for the output of , P 
1x4 multiplexer circuit. State one use of an encoder. 4+241 
viii) | State two differences between a multiplexer and a de-multiplexer. Draw the circuit diagram of ; 
decimal to binary encoder. How can you convert a de-multiplexer to a decoder? 2+444 
ix) State two differences between a multiplexer and a decoder. Draw the circuit diagram of an octal tp 
binary encoder. Write the output expressions for a 2-to-4 decoder with inputs X, Y. 2+44+1 
x) Draw the circuit diagram of a 3-to-8 decoder. State any two differences between a decoder and 
multiplexer circuit. 542 
sarin ainda siemteashsniiihitiiai —————— Se eae 
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r ardware form the building block of a computer. It consists mainly of the CPU, memory Soa: 
input/output devices and storage devices. However computer hardware cannot do anything on its 
own and it has to be instructed to do any desired job. A sequence of instructions needs to be given to the 
computer in a language that the computer understands to make the hardware work. Such a set of 
instructions is known as software. 


Depending upon the nature of the work computer software can be 
divided into two main categories. These are System Software 
and Application Software. 


e System Software 


software include software that are used to run the 
computer and manage its different resources. These help in 
the proper and easy use of the computer system and its 
maintenance. In general, system software is much closer to the 
actual hardware than the application programs 


1. Operating System: The Operating System is the most 
significant system software, which acts as a link between 
the hardware and the user. Various application programs 
are written to work with the Operating System. The user 
interacts with application programs, which in turn interact with — 
the computer hardware through the Operating System (OS). ff Te] 
Examples of various OS include DOS, UNIX, Linux, Windows, ff iam 
Mac-OS etc. 


The Operating System consists of a set of programs that are used to do its various functions like Process 
Management, Memory Management, Input/Output Control, File Management, Security Control, Command 
Interpretation etc. These functions are explained below. 


2) Process Management: When a program is executed, it is broken down into smaller units called 
processes or jobs. Each process acts as a unit of work for the processor and shares the 
computer resources like CPU, memory, files and input/output devices. A multiprocessing system has 
many processes which run together. The Process Management Module of the OS is responsible for 
creation, deletion and running of several processes simultaneously. 


In a multiprocessing system, all processes residing in the main memory can be in one of the following 
three states as shown by the 3-state model or the Process State Diagram. 


ji, Ready Process: Any new process entering a New Job Job processing 
system must initially go to the Ready state. arrives The CPU is completed 
There it waits in a queue with the other allocated to the job 
processes to be processed by the CPU. Thus for execution 
there can be several processes in this state. 


Application 
Software 


i 
| 
2 
| 


Ready Running 


il. Running Process: Processes can enter the 0 
Running state via the Ready state only. Inthe completed 
Running state the process has control over 
the CPU and uses it to get executed, Though Three state model of a process 


Process waiting 


thie for I/O completion 
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many processes can be in the Ready or Blocked states, but only one process can be jp 
Running state at any instant for a single processor. ye 


Ili, Blocked Process: Processes normally leave the system from the Running state after its EXECU, 
In the event of an input/output operation, or an interrupt, the Running state of a PrOcac, Me 
changed to Blocked state. Once the input/output operation is completed, the process can . ' 
move out of the Blocked state to the Ready state for execution. ai 


tap b) Memory Management: To optimise CPU utilisation a computer system loads several Programe ; 
Me Its main memory. Every program in turn is broken down into a number of processes before execu 
Wscaucrent When a new process Is created, a portion of the main memory is allocated to that prog,” 


Similarly when a process execution Is over, it is removed from the main memory and the g.'™ 
reallocated to some other process. Diy 


| As the total available memory space (i.e. RAM) is constant, the operating system uses various 
management schemes, like virtual memory, to meet the simultaneous memory requirement of ser 
processes. The Memory Management Module of the OS is responsible for the allocation and i, 
allocation of memory space to various programs. 


te c) Device Management: Several input/output devices (like keyboard, mouse, monitor, printer, etc.) 
attached to a computer system. Each device has its special hardware and specific ®| 
called the device driver which can operate that particular device. Any other program wanting tp 


that particular device uses the device driver program to access the device. The device driver in tun 
communicates with the input/output hardware. 


The Device Management Module keeps track of the input/output requests from Va 
processes, issues commands to the input/output devices and ensures correct data flow between then 


Device 
Management 


ee d) File Management: A computer stores data in units called files. When a user creates a fle, the 
Pie OS gives a unique file name to the file and allocates space for storing the file in the system, To, 
anaccmant the file the OS opens the file and retrieves the data stored in the file. The File Management Modu » 
g deals with creating, naming, storing, retrieving, organising and security of files. 


Files can be grouped together and stored in units called folders. A particular folder can ay. 
have sub-folders, forming a tree structure. The OS is responsible for creating and Maintaining the 
folder structures and keeping track of which file is stored in which folder. When working with severd 
files the OS also keeps track of which file is opened for reading and which one for writing. 


or e) Security Management: Unauthorised access to information stored in computers is not desired, Eaq 

operating system has a security mechanism to protect the files and programs running in the compute 
from unauthorised access. The Security Management Module of the computer is responsible fx 
protecting the computer system from misuse and ensures a smooth run. 


File security can be provided by using individual or group level passwords. A user or a group ¢ 
users with only the correct password can access a file. Moreover a file can also have a read-only o) 
read-write access. Accordingly a user with a read only access will not be allowed to write into afi. & 


Security 
Management 


f) Command Interpretation: A user interacts with the operating system by means of seeds 
commands provided by the OS. The Command Interpretation Module takes care of interpreting ti 
user commands and making the system resources to handle the requests. 


(oe 2, Text Editor: A text editing software Is used to type in some text and store it. One can open the text fi 
Text Editor in the editor for editing purpose also. This utility is used mostly by program developers who use it to Yl 


the source code of a high level language. The source code written using the editor can then be transiate!# 
to form the executable program. 


The first generation of editors were called line editors and could be used to edit a full line of text. Et 
to modify a single character the entire line had to be re-entered. The MS DOS text editor EDLIN is 
example, Next came screen editors, were the cursor keys could be used to move up or down the scree 
and edit the file. UNIX operating system's vi editor Is an example. At present we have window bast 
text editors. A mouse can be used with such an editor to easily navigate through the file and edit It 


tp 3, Program Translator: These Include programs like assemblers, compilers, and interpreters. The wt 
Translators purpose of these programs Is to translate a program written In assembly language or In a high *"+ 
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language (like BASIC, C++ etc.) to machine language that the computer understands. The different types 
of translators used for this purpose are discussed below: 


a) Assembler: An Assembler is used to translate a program written in Assembly Language to my 
Machine Code. Since an assembly program depends on the machine architecture, thus assemblers 
are also machine dependent. The input to the assembler is an assembly language program or a  ASsembler 
source program, and the output is a machine language program also called an object program. | 
There is a one-to-one correspondence between an assembly language statement and its machine 
code generated. Netwide Assembler or NASM is an example of an assembler. 


Given an assembly language program, an assembler first checks if the program is syntactically | 
correct or not. Next it checks if all the identifiers and labels used in the program are properly 
defined. If everything is ok, only then is the program converted to its proper machine code. 


It may be required to scan the source code twice by the assembler to produce the final object file. 
Accordingly we have a two-pass assembler. In a two pass assembler, the first pass of the source 


code is used to process the various symbols used in the program and the second pass is used to 
generate the actual machine code. 


b) Interpreter: An Interpreter is used to translate a program written in a high level language to ay 
machine code and simultaneously execute the converted code. 


In an interpreter, each statement from the high level language is translated and executed one | es 
statement at a time. In this way the whole program gets executed. This is unlike a compiler where | 
the entire source code is translated and converted into an object program in one go. Since no object | 
code is prepared and saved in case of an interpreter, every time a program is to be run it needs 
to be translated or interpreted. Thus it takes more time to run an interpreted program as | 
compared to a compiled program. Since the program is executed by 
interpreting the program line by line, thus an error can be 
detected more easily and rectified. Original BASIC is an example. 


c) Compiler: A compiler is a language translator that first takes as 

its input the source code from a high level language. The entire 

ram is then translated and saved as a machine language 

code called the object program. In case the program needs to be 

modified, the source program needs to be reloaded, modified and 

compiled again. However, a compiler only creates an object 
program. It does not execute the program. 


eM 


Compiler 


Edit Source 
Program 
Compile Source 
Program —— 


Apart from compiling a source program, compilers also check 
syntax errors and generate a list of error messages when it 
finds errors and does not produce an object code unless the errors 
are rectified. However a compiler cannot detect logical errors. 


Compilers are language specific, i.e. each high level language 
will have its own compiler program. Thus one cannot use a C++ 
compiler to compile a source code written in FORTRAN. The 
flowchart of the compilation process is given above. 


‘Generate ». 
Error List. 


Po 2 ER ABIES EELS SOY Ray REE 


“ “Interpreter — 


1. The source code Is translated a statement at a time 
and run 


2, The translated program Is run automatically after It Is 
interpreted 


eM 


Difference b/w 
Interpreter & 
Compiler 


1. The whole source code is translated before it Is run 


2, The compilation creates an object code that needs to 
be linked before It can be run 


3, Acomplled program has to be complled only once and 
run as many times required 


it ls easy | 4, As the whole program Is complled at once, It Is 
difficult to locate the error 


5, The running time of a complled program Is less 


6, Example of complied program Include C, C++ 
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Interpreted 


4. As each statement Is translated one by one, 
__t0 find errors in a translated program 


5. Running time of an interpreted program Is longer 
6, Example of interpreted programs include BASIC 
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4. Linker: A large program is usually written by a 
team of programmers. A particular programmer 
can write the code for one or more modules that 
form a part of the entire program. Each module 
can then be separately compiled to produce the 
respective object codes or object programs. All 
such object programs are then combined together 
to produce the final program. A Linker is 
system software that is used to combine or 
link two or more such object programs to 
produce the executable form of the final program. 
The flowchart given on the right shows the working of linker software. 


During writing a program, the programmer may include codes from the inbuilt library of Pre-compitey 
functions for doing some specific jobs. The linker in that case is also responsible for linking the Objer, ' 
codes for those library functions to the original program. | 


5. Loader: The executable program code produced by the linker is stored in the secondary storage like 
hard disk. To run the code, the program needs to be loaded into the primary memory f, 
execution by the operating system. The purpose of the loader is to do this job. In the process it ty - 
help of another software called the relocator. The relocator is used to adjust the relative add 
of the different sub-routines in the executable program as per the requirement by the Prima 
memory. The loader forms a part of the operating system nowadays. , 


6. Debugger: A debugger is a system software that is basically used to debug i.e. remove errors from 
source code of a program. It can be used to run a program in a controlled manner to check for any error 
The debugger can be used to make a running program halt at predefined check-points to view the Valles 
of various parameters in the program. This helps to detect and rectify an error in the code, if any. 


7. Library and Utility Programs: These are common set of library programs that are used to do certgin, 
utility jobs like finding files, compressing files, ordering files, disk defragmenter programs, anti-viny. 
programs etc. These programs are usually part of the utility functions provided by the Operating System, 


e Application Software 


Application software are user developed programs that are made to carry out some speCific jobs 
like processing a payroll file, solving equations for scientific application, processing language, or doing graphic 
designing. The user interacts with these application programs, which in turn interact with the operating 
system to carry out the desired work. These can be tailor-made software serving a specific purpose or 
general purpose software developed for some general use. 


Tailor-made software are written for specific purposes like stock management, school management, 
hospital management, payroll calculation etc. Programs to control the working of specific automated 
production facilities in a factory also fall in this category. Therefore tailor-made application programs are used 
to cater to the needs of a particular company, manufacturing unit or organisation. 


Another type of application software are general purpose software. These include utility software that 
are used to do common business oriented jobs or scientific analysis. These software are used to do 
word processing, spread sheet processing, database handling, presentations, computer aided designs, 
electronic mailing, desktop publishing etc. These are usually available as bundled packages like MS Office, 
Corel Suite, Adobe Smart Suite, AutoCAD etc. The major advantages of such software are that they are pre- 
tested, feature rich, professionally developed programs that are usually easy to use from a user point of view. 


6.2 Operating System 


We have seen that an operating system forms the most important system software in a computer system. In 
this section we will discuss about the various types of operating systems, and some of their common features. 


e Categories of Operating Systems 


Based on the way a user Interacts with a computer and the way the computer carries out the jobs 
assigned to it, one can broadly classify operating systems into the categories as described below: 
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2) Systems: These operating systems serve mainframe computers which can 


ee 
rere: 


Mainframe Operating 
consist of thousands of GB of data, These computers can he used ms wel) servers, hudness servers, in 


railway booking office, stock exchange, etc, where A large number of people access the computer at | 


any time. Thus operating systems for mainframes are specially developed for handling large volumes of 
data and can process many jobs at a given time, Example of such an operating sytem is 08/390, 


Batch Processing Operating Systems: Such an operating system is used for processing a set of | 


without any human intervention, The jobs submitted by the users are collected by the computer 
in a batch and are put in an input queue, The computer then processes each job one after the other 
without any interaction from the user, 


A batch operating system inputs a set of separate jobs and processes each job one after the other in a 
first-come-first-served basis. To separate one job from another, special languages called job control 


janguages (JCL) containing control statements were introduced, The control statements were used by | 


the operating system to identify new jobs and determine the resources needed by the job during 
execution. Usually every program or data set were preceded and follawed by such language statements, 


When a job Is completed its output is usually printed or stored in a file, However a delay Is there between | 


the job submission time and the job completion time. This delay is called the turnaround time, 


Batch processing Is suitable for jobs requiring a large number of calculations without human Interaction. 
Examples indude payroll file processing, weather forecasting, statistical analysis etc, 


However a batch operating system has the following disadvantages: 


s A batch operating system does not interact with the user when a job is under processing and the | 


users have no control over any intermediate result of the processing, 
« The turnaround time can also be high which may not be desired at times, 


ra) Multiprogramming Operating Systems: Multiprogramming means Interleaved execution of two or 

more different independent jobs or programs by the same computer. Such a type of operating system 
allows more than one program to be stored in the primary memory simultaneously, Proper memory 
management techniques are needed to do this. In case several jobs are in the ready state, then the 
operating system should be able to decide the order in which the jobs need to be executed. Moreover 
when several processes are running together, each one should run independent of the other. 


Multitasking Operating System: A multitasking operating system can handle multiple tasks 
together by applying multiprogramming techniques, When multiple programs are running in a 
computer, each is broken down into a number of smaller processes, When one process of a particular 
program has finished using the CPU and is ready to do I/O operations, the CPU is allocated to a 


process of another program which needs execution, The CPU switches from one process to another | 


almost instantaneously and to the user gives the impression of simultaneous operation of all the 
programs. Examples of multitasking operating systems are UNIX, Windows, Linux etc. 


Multiuser Operating System: Such an operating system allows multiple users to access a 
computer through more than one terminal, Railway booking systems use such an approach, 
where a number of users can access the main server computer from various terminals spread across a 
wide area network. Examples of such operating systems are UNIX, Linux, Windows2000 etc. 


Multiprocessing Operating System: A hardware implementation of a CPU may have multiple 

processors that work in parallel. Such computer systems are required for advanced 
scientific research and commercial applications which require a great deal of processing power. An 
operating system that supports such a hardware configuration and helps to share the limited resources 
of the computer amongst the different processors Is called a Multiprocessing Operating System. 
Examples indude UNIX, Linux, Windows, 


Time Sharing Operating Systems: Such an operating system allows various users to share the 
total available time of the CPU, memory and other resources of the computer system under Its 
supervision, Timesharing is the process by which many users can simultaneously use a computer 
system such that each user is given the Impression that he Is using his own computer. A computer 
system achieves this by using a task-scheduling algorithm that allocates a very short period of the 
CPU time (known as a time slot) to each user one by one. Once the last user Is accessed, the process 
again starts from the first user, Examples of such systems are the VAX/VMS and UNIX workstations. 
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d) Real Time Operating Systems (RTOS): These types of operating systems are used in places 
the response time required for data processing is critical. Examples of such processes 3, "tl 
Real Time OS traffic control, nuclear power plant monitoring, flight control of artificial satellites, rea! time Sirulay, 
etc. Such types of operating systems are designed to respond to external interrupts that recy | 
immediate response of the computer system. Examples of such OS include LYNX, RTX etc. mee 


ee e) Network Operating Systems (NOS): This type of operating system is used in compute, 
connected in a computer network, like a Local Area Network (LAN). Such an OS is capable of her 

Network OS not only the resources of the computer system where it is installed, but also handles commu ica 
from other computers connected to it. To access resources from other computers, a user may have, 

log into the remote computer using proper password. One of the main advantages of using a Ney 

operating system is to utilise common hardware resources like printers connected to the network, , 


Examples of network OS include Windows2008 Server, LINUX etc. 


f) Distributed Operating Systems: In such a system, several computers that are connected to, 
process a given job by sharing the job load between them. An operating system that SUD, 
distributed processing should have special features to coordinate the operations and flow of date Dethiee. 
the participating computers. = 


Unlike a network OS, in a distributed system, the user remains unaware that the job is bej 
processed in a distributed manner. To the user it appears that the processing is being done ms, 
single processor system. The operating system carries out all the operations required to seamess, 
perform the processing in a distributed manner. AMOEBA is an example of such an operating system, 


| g) Personal Computer Operating System: These types of operating systems are used in PCs and are 
| _ usually meant for home use. Such an OS does not have the full features of a normal operating system 


and 
| have features more suited for home use, Examples include Windows 2007 Home edition etc. i 


\ 
| 


| « Generai structure of an Operating System (OS) 


Modern operating systems have a layered structure. The bottom-most layer forms the hardware interface Det 
__ of the computer and the outermost layer forms the user interface. In between these two layers are the other 
layers of the operating system. Each layer is responsible for a set of functions and communicetes with the 
| layers below and above it. 


oe | a) The Kernel is the innermost layer and is the central controlling part 
| of the operating system. It always resides in the main memory and 
OS Kernal | _—_ directly communicates with the hardware of the computer. A typical 
kernel contains programs that are used for the basic functions of an 
operating system like process management, memory management, 
input/output device management. It also includes low level security 
features and interprets the commands supplied to it by the command 
| line or GUI of the OS. The kernel is also that part of an operating system 

| that a user cannot replace or modify. 


_ b) The Shell is the layer next to the Kernel. It usually serves as the user 

OS Shell | interface through which the users interact with the operating system and acts as a command 
| interpreter. The shell also manages running of multiple application programs. The shell can bea 
| command line interface (like in DOS) or a graphical user interface (like in Windows or Mac). A given 
| operating system can have both a command line and a GUI shell, or more than one command line sheds 
as in UNIX. The user can switch between the two as per his convenience. 


| In some operating systems like UNIX, the shell also provides the platform to write programs that can be 
| used as user defined commands. Several such commands can be combined to form a shell script which 
can be used to perform a specific operation. 


(bp e Types of User Interfaces in an Operating System 


Types of OS | An operating system provides an interface through which the user interacts with the system. Common types 
interfaces | Of interfaces include Command-Line Interface (CLI) or Character User Interface (CUI) like DOS, and 

| Graphical User Interface (GUI) like Windows and Mac OS. In a CUI, the commands are to be typed to be 

executed. In a GUI a pointing device can be used to click on icons or menus to execute a command. 
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a) Command Line Interface: Also called a Character User Interface, 
here the user interacts with the operating system by typing 
commands on a command line. Various commands need to be typed 
for carrying out various jobs like creating, deleting, editing, renaming 
or printing a file. Usually each command represents an executable program, which is run when the 
command is typed with the proper parameters. This program in turn carries out the required task based 
on the parameters supplied. For example, when the DOS command ‘de/ useless. Of is typed and run, it 
runs the executable command file del to delete the text file useless. txt from the current folder, 


b) Graphical User Interface: Alternatively a user-friendly | 
graphical interface can be used to carry out the required | = za ner, 
interfacing. A GUI provides a window and menu based to 
graphical interface that can be operated by using a pointing | ("J Adobe Pharos Sento Wns vera em 
device like a mouse. The mouse can be used to point and click on | Stes eee ulin nis ip 
command button pictures or icons to execute commands, open | cd cve.come : - 
folders, Or run programs. Thus users no longer have to remember | 
commands to type and execute them. | ca Limeire 


Moreover, aS similar type of icons or pictures are used to | 
represent the same type of command, the user does not reed LST2-Final 
have to remember various command names for doing the same 

job in different programming environments. | fol 


| 
| 


Opan with . 
Cord Yeagors , 


Rename 
Sound Forge 
Properties 


Thus to delete the file useless.ox¢, the user simply may have to 
dick the right mouse button over the file icon and select the De/ete option from the drop-down menu | 


ie 


displayed. By dicking on that option, the file will get deleted. 
Differences between CUI and GUI 
Character User Interface = P _Graphical'User interface Ls 


Je 2 etna Sth 


L Commands have to be typed in the command line to. 1, One can point and dick on icons to execute : 
execute them commands 

| 2 Commands need to be remembered to be able to type | 2. Commands need not be remembered as they can be 

and exeaute them executed by simply clicking on icons 


3. Different programs may have different commands for | 3. Usually an universal icon is used to represent a 
the same job. While Ciri+X is used in the EDIT particular command. For example to CUT a portion of 
application of DOS, the Shift+Del key is used in the text the symbol 3 is used for an icon in all GUI based 
Turbo-C program interface to CUT a portion of text applications 


(4. Drag and drop features are usually absent. This 4. Drag and drop features are available which make 
makes the execution of certain commands lengthy certain command execution easier 

5. These are less user friendly 5. These are more user friendly 

6. Example: DOS 6. Example: Windows, Mac 


« File and Directory System 
The operating system maintains a directory or folder structure to store data in a computer storage media like 
a hard disk or a CD. The data is stored by the computer system in the form of files. 


A file is a collection of related data or information that is stored in a secondary storage media. A file 
can be either a data file or a program file. A data file basically stores data or information and can be 
numeric, alphanumeric, or binary in nature. On the other hand a program file contains code that can be 
executed or run. The various types of data files are discussed later. 


A file can be characterised by the following properties: 


* File Name: Each file is identified by a file name. The file can be accessed by using this name. 
Different operating systems may have different rules for naming a file. 


* File Extension: An optional extension name which can be used to specify the type of the file. For 
example a word processed document may have an extension of doc or docx. 


* File Date and Time: Along with the data, each file also stores information related to the date and 
time of its creation or modification. 


— 
Z 


* File Length: The total byte content of the file called the file length is also stored. 


| Command Line 
| Interface 


a 


| Graphical 
| User Interface 


The XEROX Alto 
was an early 
personal computer 
developed in 1973 
and was the first 
computer to use a 
mouse driven 
Graphical User 
Interface. 


3 


Difference b/w 
| CUI and GU! 


| 
| 
| 
| 
| 
| 
| 


| 
| 


| 
| 


| 


eB 


| File and Directory 
System 
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* File Protection Attributes: A file may also have certain file protection attributes like re 
archive, system or hidden, which determine the type of file access given to the user. A read-on, 
file can only be read and cannot be modified by the user. Similarly a hidden file will not be Visibjey 
user. Usually system files are kept as hidden files so that these are not deleted accidentally. 4 


The various operations possible on a file include: 


= Read Operation: To read the information which is stored in the files. 

« Write Operation: To insert some new data Into a file. 

« Rename Operation: To change the name of a file. 

» Copy Operation: To make a copy of a file from one location to another, keeping the original, 
» Sort Operation: To arrange the contents of a file in a particular order. 

» Move Operation: To move a file from one location to another. 

» Delete Operation: To delete a file. 

« Close Operation: To close an opened file. 

» Modify Operation: To modify or change the contents of a file. 

» Execute Operation: To run an executable file. 


Every file has a file type as specified by the extension of the file. It basically states the AD plicy 
program to which it belongs. The file extension is used to tell the computer the application Program that 
j be used to retrieve the contents of the file. For example a file with some graphic content like a drawing 

painting or a photograph can be opened by the Paint or the Photoshop application program. , 


rad Therefore data files are classified according to the way application programs use them. A file managen, 
system in general supports the following categories of data files: 


ile Types . . . F siceaee 
Dae ney a) Transaction File: Such a file is used to store input data temporarily until it is processed. For exam 


transaction file may temporarily store the weekly data of employees in an organisation. Such informaye, 
is later required while processing the payroll file. 


b) Master File: Such a file contains all the current data relevant to an application. Master files cont 
descriptive data which are permanent in nature, such as ID, name and address of an employee in 
organisation. The data in transaction files is used to update the master files. For example, to calculatey 
weekly pay of an employee, the weekly data from the transaction file is combined with data from magy 
file by the payroll program. The master file is finally updated with the new data from the transaction fie 


c) Output File: Some applications use multiple programs for data processing. In such an application, t 
output produced by one program is used as an input for the next program. Here the temporary outputs 
the first file is stored in a file called the output file. The second program in turn inputs from this file. 


d) Report File: Data processing applications need to generate various types of reports based on w 
queries. A report file contains a soft copy of such a report. The report file is usually stored in an electun 
format before it is printed to get a paper copy. 


e) Backup File: Such a file keeps a copy of a given file as backup. In case the original file gets corrupted 
deleted accidentally, then the last saved data of the file can be retrieved from the backup file. 


(be Some common file extensions and their meaning 
Common File File Type Cent “Description 


Extensions | bat | A text file containing a sequence of operating-system command 


-bmp, .gif 
Jpeg, Jpg 


.doc, .docx 


| 
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Is for execution sequentially 

All these are extensions for graphic files like drawings, paintings, or photographs. These can be 
opened by applications like Paint, Photoshop, Picasa, etc. 

These are cabinet files which are used to organise and store compressed installation files 
Database file 

Microsoft Word file 


Executable file |.e. a program file that can be run. Can be an application program 
A web file written using the hypertext markup language or HTML 


Typically, each .cab file contains an associated information file, with further installation informat! 
Compressed audio/video file 
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Portable document file 
\ icrosoft PowerPoint file : 


psd Photoshop picture file 
A simple text file written using ASCII characters. Example a Notepad file 


Microsoft Windows audio file 
| x's, xisx | Microsoft spreadsheet file 


another important aspect of a file is how the file is organised. File organisation basically deals with how 
the data records are physically organised in a file. The organisation is based on the ease of data 
retrieval and the nature of storage. The four commonly used methods of file organisation are: 


1, Serial file organisation: In a serial file, the records are stored in no particular logical sequence and 
are stored serially one after the other. Normally the records are stored in the file in chronological order 
ie. aS and when they are created. 


. Sequential file organisation: In a sequential file, the records are stored in a particular order with 
respect to a given field of the record. This field can be a key field like the primary key of the file, or a 
non-key field of the file. 


. Indexed file sequential organisation: In an indexed sequential file the records are physically 
ordered with respect to a search key in the file. In addition to that, a primary index for the file is also 
maintained. The index helps in search operations. 


. Direct or random file organisation: In a direct file the records in the file can be accessed directly 
using a special process on the search key of the file. The process helps to find the location of the record 
in the file at a very fast rate. 


3s a 
ES 


(7) ined 


be 


Directories (or folders) are used to 

other directories or files 
and put them under a common 
heading. Each directory can have a 
number of entries, one per file. 
When a file is created, a new entry 
for the file is created in the directory. 
When the file is deleted, the entry 
for the file is also deleted from the 
directory listing. Using directories it is 
possible ip separate and store files 
under various logical headings, 
thereby helping in file search. 


All modem operating systems use a Tree structure of Folders or Directories 

hierarchical or inverted tree like 

directory structure. In such a structure there is a main root directory which in turn can have several 
subdirectories, and so on. Each directory can also store one or more files. 


The diagram shows one such directory structure. Here the C drive forms the root directory, which has the 
subdirectories ‘Sctoo/, ‘Home, and ‘Misc’. While the ‘Home’ sub-directory contains several files, the ‘Safoo/ 
Subdirectory again contains two sub-sub directories namely ‘Word and ‘Proj. Each of these sub-sub 
directories in turn contains several files. 


Folders/ 
Directories 


Various files 
in each 
folder 


Difference between File and Directory (or Folder) 


File Folder or Directory 


1. Afile is a collection of data arranged in a given order | +: Saicgatag to store a set of related files or other 
2. Files can have file extensions to Indicate the type of 
the file or the application program to be used 2, Directories do not have such extensions 


: ett ee ct a 
3. Various file organisations include — serial, sequential, : p daetaghaap el pantie ante err a 
indexed sequential, and direct file organisation ; : P 


directory per user organisation 
4. A given file cannot contain other files 


4... Agiven folder can contain other folders 
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Difference b/w 
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File Allocation 
Table 


| Computers 
| maintain on the 
| disk, a tab 


Booting 


Cold and Warm 
Booting 


iP 


Spooling 
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e File Allocation Table 


Data in a computer Is stored In a secondary storage device Ilke a hard disk. To store data each harg dj 
surface |s divided Into small logical blocks. Each block forms the minimum storage unit for 4 

during file read/write operations. During a read operation, the whole block containing the required dats” 
read, Similarly during a write operation, the whole block Is written Into the disk. h 


In some operating systems a single sector forms a block, while in others several sectors form a c| 
which in turn forms a block, When a new file Is created, an operating system allocates space In the harq Alyy 
to store that file In several blocks depending upon the file size. 


Computers maintain on the disk, a table Indicating the block location of a file. This table is known as 
File Allocation Table or FAT and helps the computer to locate a file easily by serving as an index. Whe 
file Is written to a disk, the operating system checks the FAT for an empty area, stores the file there and 
writes the file location In the FAT. When an existing file Is deleted, the entry of the file from the Far , 
removed. The FAT therefore forms the most important area in a disk as It stores information regarding 
the location of a file and the availability of free space to store new files. 


e Booting 


In the early days of computing, a program had to be manually input to the computer before it could be usey 
The next step in computing was to automatically load the programs prepared offline, through some inpy 
device. The procedure of starting a computer by loading the basic components of the operatj 

| system into Its main memory Is known as booting. The word has come from the term “bootstrapping 
which basically means pulling the computer up by its own efforts. 


The sequence of steps that are carried out during a general booting are given below: 


« After starting the computer, the instruction register (IR) is automatically loaded with a predefined m 
location, from where the execution of instructions starts. The primitive bootstrap program which is usually 
stored in the ROM is located at this memory location. 


= The bootstrap program performs certain tasks when initiated. One of its tasks is to run a diagnostic teg 
that checks the state of the various components of the computer system. This is called the Power On 
Self Test (POST). It consists of testing the system bus, internal clock, video display card, RAM, keyboard, 
and disk drives. If the test is successful the speaker emits a short beep. 


« If the POST check is passed, it reads a simple block of code from a section of the hard disk called the 
boot sector and loads it into the main memory. This block of code stores information regarding the 
location of the remaining portion of the bootstrap program, which is loaded next. 


» Once the full bootstrap program is loaded, it can then locate the operating system kernel and device 
drivers and load them into memory to finally make the computer running. 


Depending upon the way a booting takes place, there are two different types of booting processes as 
discussed below: 


a. Cold Booting: The first process to carry out when a computer is turned on is to initialise the 
microprocessor. Next the Power On Self Test (POST) is carried out. It consists of testing the intemal 
BUS, Internal Clock, Video Display Card, RAM, Keyboard, and Disk Drives. If the test is successful the 
speaker emits a short beep. Then the components of the operating system are loaded into the main 
memory. This is known as Cold Booting. 


b. Warm Booting: If for any reason the computer hangs while working, it needs to be restarted to make it 
functional. A computer can be restarted by pressing the Ctri+Alt+Del keys simultaneously. When this is 
done, the computer restarts by skipping the RAM test. This is known as Warm Booting. 


e Spooling 


Spooling or Simultaneous Peripheral Operations On-Line is a technique used to solve the problem of speed 
mismatch between the processor and peripheral devices like printers, keyboards etc. 


The CPU works at a much faster speed than input/output devices like keyboards or printers. Thus when 4 
slow I/O device is inputting or outputting bytes to or from the main memory, the CPU remains idle for @ 
| large percentage of the Input/output time. Until the input/output operation is over, the CPU cannot 
process the next data. 


ee a eee = a 
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ing reduces this CPU idle time by first placing all the data that comes from a slow input device, on | 
the hard disk before it is loaded into the main memory. Similarly, after execution by the CPU, data in the main 
is first written to a magnetic disk before it is output through a slow output device. As interaction of 
the CPU with the high speed storage medium like a magnetic disk is much faster than that with the much 
gower 1/0 devices, this reduces the CPU idle time considerably, 


when the CPU makes a request to use a slow I/O device like the printer, then instead of using the printer to | 
print the required job as and when generated by the CPU, the operating system opens a special file called a 
pool file in a special directory called the spool directory. The output data to be printed Is then stored in 
the spool file. The file is closed after the CPU finishes generating the data for printing. A special process 
then releases the entire data stored in the spool file from the disk to the printer in line with the slower speed 
of the printer. 


« Virtual Memory | ay 

To run a program it has to be loaded into the main memory. However a process can be loaded into the | 

memory only when sufficient main memory is free to load the entire process, Due to this, a process may be | Vi"tual Memory 
kept waiting before starting execution till sufficient main memory is free. This delays the execution of the 
process. Moreover if the main memory size is smaller than the process size then the process can never be | [>> -%— a] 
loaded into the main memory and executed. | 


A memory management scheme called Virtual Memory overcomes this problem. It allows the execution of | | allows the 
processes even in case of insufficient free main memory. To do this, a portion of the memory of a high speed | &ecution of 
secondary storage device like a hard disk is used along with the main memory. The operating system uses | | Processes even in 
this secondary memory as an additional memory area to the main memory. A special process called | °4% of insufficient 
swapping is then used to transfer blocks of data between the secondary storage and the main memory 
(RAM) as per requirement. Using swapping techniques the operating system manages the two memory areas 
in such a manner that users feel that they have access to a single large main memory. 


6.3 The Disk Operating System (DOS). 235 


DOS or Disk Operating System was introduced jointly by Microsoft and IBM during 1981 and hence was also 
called MS DOS. It was a popular operating system used by personal computer users. DOS is a single-user, 
single-tasking operating system which means that the functions provided by the basic kernel of DOS can 


be used by only one program at a time. It offers a command line character user interface through which 
the user has to type in the commands to execute them. 


DOS boots by loading its BIOS from the system file 10.SYS which in turn loads the DOS kernel from the 
sysiem file MSDOS.SYS. The kernel next executes the CONFIG.SYS file which is used for configuring the DOS 
shell by opening the COMMAND.COM file. The CONFIG.SYS file also contains commands to customise DOS 
by performing specific functions and loading external software like device drivers. The shell then opens a 
sart-up batch file called the AUTOEXEC.BAT. It is a special batch file written in plain ASCII text and contains 
msiructions for various start-up operations that a user wants to perform automatically every time the 
computer starts. “ 


The commands given to DOS are in general computer programs. Depending upon the location of the = a 
programs, these are classified as Internal and External commands. Once DOS has been started up i.e. 
the computer has booted, certain important commands are automatically loaded into the computer's memory | !nternal & 
and are available for use at all times. These are called the Internal Commands. The internal commands ae ‘ 
form a part of the COMMAND.COM program. These command programs are not displayed at the time of | YOmmancs 
kisting the files. Examples of some internal commands are: 


CLS, DATE, TIME, DIR, CD, MD, RD, COPY, DEL, RENAME etc. 


External commands on the other hand are command programs that are kept in the disk until they 
are needed. When one uses an external command, DOS has to refer to the disk or path where these 
programs are stored to run these programs. These programs are displayed at the time of listing the files. 
Examples of some external DOS commands are: 


DISKCOPY, SYS, FORMAT, XCOPY, MOVE, BACKUP, RESTORE, DELTREE, ATTRIB etc. 
Whenever a DOS command is entered, the COMMAND.COM checks its list to see if the command is an internal 


one. If so, COMMAND.COM wiill itself carry out the task. If the command Is not internal, COMMAND.COM will 
look for a program that has the same name and if found will get executed. 


CLS 


DATE 


TIME 


DIR 
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In the original MS DOS, a file name can be up to 8 characters long and can contain the upper and lower 
alphabets (A to Z, a to z), the digits (0 to 9) and the underscore character ‘in the file name. The lens’ 
should also be a single word. In case two different words have to be used, they should be joined byte 
underscore character ‘_'. A file can also have an optional extension of up to 3 characters. 


e Various Internal DOS Commands 


This section discusses the various important and common internal DOS commands used. 


RN SSS es 


«= CLS 


The CLS or clear screen command is used to clear all the other commands already typed in the Screen 
and leaves the screen blank and only with the current command. 


ee 
“Example: C:\>CLS 
- Example: C:\>CLS: 
Bhaie opined Na LSAT RS eit AEE AL sO 


| 


« DATE 
The DATE command is used to display or modify the current date. After typing the command, type ; 
new date in the format dd-mm-yy or press Enter to keep the same date. 


Output: The current date is: 24-May-09 
Enter the new date: (dd-mm-yy) 


ans 
Hr 


fe — 


= TIME 


The TIME command is used to display or modify the current time. After typing the command, type a new 
time in the format hour-min-sec or press Enter to keep the same time. 


Output: 


Enter the new time: 


« DIR 
The DIR or directory command is used to list all the sub files or sub directories under a given directory. 


Ae 


Output: Volume in drive C has no label. 
Volume Serial Number is 7CB5-93F2 


Directory of C:\ 

12-Jul-07 08:21PM 125 AUTOEXEC.BAT 
09-Jul-08 10:21AM <DIR> AVPDOS 
12-Jul-07 08:21PM 138 CONFIG.SYS 


16-Feb-08 08:46PM <DIR> Tc 
14-Apr-09 10:33PM <DIR> TEMP 
30-Apr-94 06:22PM 4,377,400 TURBOC.EXE 
3 File(s) 4,377,663 bytes 
3 Dir(s) 5,168,078,848 bytes free 


Example: C:\>DIRCONFIG.SYS. 
Output: 12-Jul-07 08:21PM 138 CONFIG.SYS 


The above example shows how a particular file can be searched in a directory using the DIR command. 
The file name is to be typed along with the DIR command. If the file is present, its name and details will be 
displayed in the listing. If It is not present then the message “File not found” is displayed. 


The following switches are used with DIR for displaying the directory structure in various ways. 
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Ip Pauses after each screen of information. ay 
jw __ Display the information in a wide list format. 
Jo _ List by files in sorted order as per the following sub-switches: ewieyer 
Sort-order nm By name (alphabetic), s By size (smallest first) aS 
e By extension (alphabetic), d By date & time (earliest first) 
g _ Group directories first, a__ By Last Access Date (earliest first) 
fa _ Displays files with specified attributes as per the following sub-switches: 
Attributes d Directories r __ Read-only files 
h Hidden files a___ Files ready for archiving 
s System files 


Ib — Uses bare format (no heading information or summary). 
NN —_ Uses lowercase to display the names. 


The following examples will make the use of these Snites clear. 


The above command active the Pe and fi le isting of the directory Temp under the C: hive one page 
at a time (/p), in case the listings are too long to be displayed in a single screen. 


The above aaiare displays the PTS and file isting of the siiecioi Music under the D: uel in ne a 
page-wise (/p) and ordered by name (/on) manner. 


The above command Sr aeseNs the directory ane file isting of ne directory Document under the D: drive 
which have only read-only attributes (/ar). 


= MKDIR or MD —y 


The MKDIR or MD command is used to make a new directory or folder in DOS. Along with the command, | MKDIR/ MD 


the path i.e. the location of the new directory and the name of the new directory is also to be typed as: 
MD sels cot 


The bie command will make two directories called School fa Home under the CProg directory ipeaed 
under the C: drive. Note that here the MD command is executed from within the directory CProg. 
Hence the new directories School and Home are automatically created under CProg. To create multiple 
bsoanssl write the names of the new obeaseders Spates y lal ee hen! the! ne comanani 


The above Spinanand will arfonit ah the same ob of creating a folder called § Satoh wes de CProg folder, 
but in this case is executed from directly under the C: drive. 


eee eee 


RMDIR or RD 


The RMDIR or RD command is used to remove or delete a directory or folder in DOS. Along with the 


command, the path i.e. the location and name of the directory to be removed is also to be typed as: 
RD [Directory Name] 


a 


RMDIR/ RD 
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| Example: C:\>RD D:\MyDocs\Word 
| The above command will remove a directory called Word froin under the MyDocs directory located under th, 
| D: drive. (Note that you cannot remove a directory In which you are currently present) 
| 
| 


in S5 SO 
» CHDIRorcD 


| The CHDIR or CD command is used to change from one directory to another in DOS. Along with the 
| CD command, the path and name of the aie to move =e is to be typed as: cD [Directory_ sri 


—— 


Example: C:>CD Temp Le er ae Ga Lac eee J Be 


Output: C:\Temp> 
"The above command will move to the directory called Temp under the C: drive. 


oP 


| 

| "Example: C:\>CD_ GiMyDocs\Word RR ints Sac dian ye ae 

| Output: _C:\MyDocs\Word> 
| The above command moves to the Word directory under the directory MyDoes under C: drive. 


| To switch to a different drive there is no need to use the CD command. Simply type the drive name 
if ati by a colon *:’ symbol. ‘The following command moves to the drive D: as shown below: | 


ETS 


‘oe. D:> 

| The following command will move the current directory from C:\MyDocs\Word to C: Basal deal 

" [examples “G:iMyDocs\Word>CD. C:\Templ\Progra oad ihe eee 
Output: C:\Temp\Program> 


| 
} 


| The following CD command can be used to move back to the parent directory i.e. one level up the 
| directory hierarchy. The .. after CD specifies that you want to move back to the parent directory. The 
following example wit move ihe current ey from C: \MyDocs\Word to CG \MyDocs. 


| The CD command can also be used to move directly to the root drive from any location. As shown » 
| below, the commend here moves the current Girectory direct fom My Does Words to CA \ 


E COPY 
| 
| The COPY command is used to copy a file from one location to a different one or make a copy of a file with 

| a different name at the same location. The copy command is to be followed by the source file name and path # 


| and the destination file name and path as: COPY [Source_File) [Target_File] 


| The following COPY command can be used to copy the file biodata.doc located under the C: drive to the 
| Lemp eens also located under the C: ave 


Source file name located under C drive Target file path and file name 


Output: C:\> COPY biodata.doc C:\Temp\biodata.doc 
1 file(s) copied, 


| The following COPY command copies the file prog12.c located under the Temp directory in D: drive to the 
| CProgs directory located under the C: drive, Note that the COPY command can be executed from any 
jeton, provided the source and target pans anen file names are given 
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Source file path and file name Target filo path and filo namo 


Output: C:\MyDocs\Word>COPY D:\Temp\prog12.C0 C:\C 
1 file(s) copied. P\prog12.C C:\CProgs\prog12.0 


The following COPY command makes a copy of the file prog42.¢ located under the CPro 
9 directory under 
C: drive in pets same _ sa with a different mets name (a folder can't have two files “a the ome sito 


Source f file path and file name Different targot file name of filo sopled ir tho same ae ii 


C:\COPY C:\CProgs\prog12.C backup.C 
1 file(s) copied. 


The following COPY command simply makes a copy of the file autoexec.bat at the same place 
source i.e. under the C: aie but sll a different ae name OldAuto. bat. rere 


Rut AL mA Obit re, te a hee ists Agustin. | 


Source file name only Torcet file n name only 


DOS refers to different parts of the computer with special names called device names, Every port in a 
machine has a unique name so that software can Identify and use the ports just as file names. 


CON is the device name for console i.e. Keyboard and Monitor. COM1, COM2 etc. (Communications 
Port #1, #2 etc.) are for Serial Ports. LPT1, LPT2 (Line Printer Port #1, #2) are for Parallel Ports. 


The COPY command can also be used with the above device names. The device name Is treated as a file 
name. Thus the following command can be used to copy the characters typed from keyboard to form a file, 
Here the device | name oon naa the source at the mais as we pee console i.e. ue ‘ata dented 


Output: c CA COPY CON abut: txt 
Sauro Ghosal 
Class 11, Section E 
AZ 
1 file(s) copied. 


When the above command line is typed and the enter key pressed, DOS will allow the user to type any text 
induding new line. When typing is over, press the Ctrl+Z keys or F6 key to end the command. The text will 
be copied to the file MyData.txt and saved under the directory from where COPY CON was executed. 


The same file can also be displayed onto the screen again by using the COPY and CON combination 
but now in the reversed order. When the device name CON is placed as the target, then CON refers to the 
monitor or VDU. Thus the following command will copy i.e. display the contents of ne. file MyData.txt on the 
screen i.e. the file will be see onto me screen. 


minty area ey ; 
SPs a sth sete: [i 


Gua C:> COPY MyData. oct “CON 
Sauro Ghosal 
Class 11, Section E 
1 file(s) copied. | 


Similarly the following command can be used to print the contents of the file MyData.txt using the 
iseeenlke ane to the parallel itch with ams gevice name LPT1. 


ai eC: RCPADY ’ MyDa fn tot I 


CPCOrT. 


Oulput ¢: \>COPY MyData.tx txt LPT4 
1 file(s) copied. 


el EEoEoEeEeEeEEQNl™WQTEQ“E9Q2Q“L“™ELEE=E=E=EEEE_== 


* RENAME or REN 


The RENAME or REN command is used to rename a file or a directory. The rename command is to be 
followed by the path and file/directory name to be renamed and the changed file/directory name as: 
RENAME [Old_File_Or_Folder_Name] [New_File_Or_Folder_Name] 


a ce 
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The es ame will rename the : iJ with the file name ws lal txt to the new name euro: txt, 


old fle n name +5 snunae New file name 


The following example will rename the file with the file name Prog12.C to the new name Sorting.c, Whey 
the file Prog12.C is palace ee the Tome folder in the D: drive. 


ne ¢ Ae . s ue r tc ries 
File ath and old file name to change Naw file name 


Ue ee examine will rename baba itll ioe in the D: drive to alata 
Old ‘aiccokes name to change New Hirésloeye name 


« DEL and ERASE 


The DEL command is used to delete a file. The DEL command is to be followed by the path and file name 
to delete as: DEL [File_Path_And_Name] 


The fotowing eample will oe the file with the file name e Useless txt. 


i 


DEL / ERASE 


— eC! 


The VOL command displays the disk or drive space specified. The command is typed as: VOL [Drive] 
The aide Senne will sow ne volume of the C: drive. 


Output: Volume i in drive C feat no label. 
Volume Serial Number is 7CB5-93F2 


a 
» LABEL 


LABEL 


The LABEL command in DOS is used to create, change or delete the volume label name of any drive. 
The command should be typed as: LABEL [Drive_Name] [Label_ Name] 


The following example will put bie sl name Byer for the D: drive. 


e Various External DOS Commands 


This section discusses the various important and common external DOS commands used. 


* DISKCOPY 


The DISKCOPY command is used to copy the complete contents of one floppy disk to another. The 


two floppy disks must be of the same type. The command is to be followed by the source and target drive 
names as: DISKCOPY ([Drive1): [Drive2]: 


The fofonio eomeng ~ oer the contents of the floppy | in drive A: to the floppy in drive B: 


DISKCOPY 
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» TREE 


This command allows the user to view a listing of files and jquuem nes 

folders in an easy to read graphical format, with the main Sa\eeae aera 

directory at the top, followed by the sub and sub-sub directories [A REMIESS OTE htt Eiko Tce? 
along its branches. The format of the command is /amMne 

TREE [Drive/Path): ina 


—dind 
The following command will display the directory tree structure Lind 
an sola named dir2 under the C: drive. 


= ———|4, 


TREE 


The MOVE command can be used to move a file from one location to another. (Unlike a copy, by | MOVE 
moving a file no copy of the file is kept in the source folder). It can also be used to rename a directory. 
After typing the command name, type the source file name along with the path and then type the destination 
path. The command is to be typed as: MOVE [Source_File) [Target_File_Destination] 


The ponsek, ey will move the file test.doc from me C: drive to the D: drive. 


Souci fe file name to move Destination drive 


The following example will move the file project.doc from the sub-directory Word under the directory MyDocs 
in the C: drive to the plates Temp in the D: drive. 


SolliGe directory and fi ny: name to move Destination directory 


The following example will move the same file project.doc from the sub-directory Word under MyDocs in 
the C: drive to the areciny sere! in the D: ane, but with the heciaett file name computer.doc. 


Souros dcchons ‘id file name to move Destination directory with new file name 
The siti example is used to alli or rename a directory name from Mypere 0 Document 


Original esi name Renamed directory name 


The XCOPY command is used to copy files and directory trees from one location to another. The | XCOPY 
command will copy all the files and directories and sub-directories The command is to be typed as: 
XCOPY [Source_Directory] [Target_Directory_Destination] 


The following example copies the directory structure under C:\MyDocs along with sub-directories and files to 


Source gine structure to copy Destination drive 


* ATTRIB ay 


The ATTRIB command helps to set the attribute for a file. Different options available with ATTRIB are: ATTRIB 


+a Marks as an archive file i.e. the file can be edited if required; — a removes the attribute 

+r Marks the file read-only i.e. it can be opened but not edited; — r removes the attribute 

+s Makes the file a system file i.e. for files like io.sys, msdos.sys etc.; — s removes the attribute 
+h Makes the file hidden i.e. it is not displayed during a listing; — h removes the attribute 


We ell example will arenas t the ae of ide file tc txt to a read-only, stills file. 
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The following example will remove the read-only attribute of the file MyData.txt by using -r. 


« BACKUP \ 


The BACKUP command in DOS is used to take backup copies of data, files, and directories from a 
disk to a required number of floppies. It is not possible to view the files directly from the floppies ah, 
backup. To get back the files in the normal format, the RESTORE command need to be used. The Comm 
should be typed as: BACKUP [Source_Drive_Path) [Target_Drive_Path] 
Certain switches are used to facilitate backup. These include: 

Is Used to backup sub-directories 

Im Backs-up files which have been changed since last backup 

Id:date Backs-up only those files that have been modified after the specified date 

It:time Backs-up only those files that have been modified after the specified time 


The following example takes backup of entire D: drive into floppies of drive B:. The backup will include 
s 


aly 


a Ea GAS Ceara Hy % 


TN AIGMG eens | 
* RESTORE 


The RESTORE command in DOS is used to get back the files, directories and sub-directories backeg 
using BACKUP command. The command name should be followed by the drive and path which contains te b 
backup files and then the target drive as: RESTORE [Source_Drive] [Target_Drive] 
Certain switches are used to facilitate restore operation. These include: 
Is Used to restore sub-directories 
Ip Prompts for permission to restore 
Ib:date Restores only those files that have been last modified on or before the specified date 
la:date —_ Restores only those files that have been last modified on or after the specified date 
le:time Restores only those files that have been last modified on or before the specified time 
N:time Restores only those files that have been last modified on or after the specified time 
Im Restores only those files that have been modified since the last backup 
In Restores only those files that are non-existing in the drive 


The following example restores all files from B: drive to the D: drive including sub-directories and will ask for 
permission with a prompt. 


» UNDELETE 


The UNDELETE command in DOS is used to restore a deleted file, if possible. The command should te 
typed as: UNDELETE [Source_Drive_Path] 


Certain switches are used to facilitate backup. These include: 
/dos Recovers files listed as deleted by MS-DOS 
/dt Recovers files protected by Delete Tracker 
/ds Recovers files protected by Delete Sentry 


*» CHKDSK 


The CHKDSK command in DOS checks a disk for errors and displays a status report. The comma 
should be typed as: CHKDSK [Drive_Name] 
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Operating System 
Certain switches are used with this command. These include: 
ft Fixes errors on the disk 
NV Displays the full path and name of every file on the disk 


ep icingts bahia ty eagig Ce: akg’ 4 
Pictish Ws lak Ws at daha 


eSoaxqx#yxqaas——— 
= SCANDISK my 


The SCANDISK command is used to check a data disk for logical and physical errors and repair the | SCANDISK 
problems on the disk. File or folder errors can occur if the computer is not properly shut down. The scandisk | 
utility checks the disk surface for any physical damage. It tries to repair the disk surface first. In case it is 
unable to do so, it marks the damaged area as containing bad sectors in the FAT and prevents further writing 
of data on that portion. It also checks and marks different files and folders for errors. The command should 


be typed as: SCANDISK [Drive_Name] 

Certain switches are used with this command. These include: 
tall Checks and repairs all the drives 
lautofix Fixes the problems without prompting 
surface Performs a surface scan after other checks 


The following example scans all the drives. 


repeat 


Cea SO aN So are TR 1 ny ih oi NR me Ne a 
| Rane hein ae, Fea 
idaiad sd 


FR an es Se ENT PRE a 
evialii Sees 
IVAN ee 
went et: Vall, Lay tera ni 


= FORMAT ay 


The FORMAT command in DOS is used to lay down the pattern of tracks and sectors onto a secondary | FORMAT 
storage device. 


CDs CAI NDI 


1 200 : 
Before a secondary storage device can be used in a computer = Sector aracks Track 
system it must be prepared by a process called disk 000 
formatting. When the command to format a disk is given ' 
(e.g. FORMAT A:), the disk drive’s read/write head lays down ; (Q) | 
a magnetic pattern on the disk surface. The pattern enables 
the disk drive to organise and store data properly. ca 


Formatting first divides the surface of a disk into a number of ; 
invisible concentric circles called tracks. As shown in the figure, the tracks are numbered consecutively from 

the outermost to the innermost. Large capacity disks may contain up to a thousand tracks. Each track is again ec aidarid 
further subdivided into smaller sections called sectors. It is the smallest storage unit with which the disk can actors 
work i.e. disk drives are designed to read/write whole sectors at a time. Typically a sector contains 512 bytes. 

Each sector of a disk has a unique number called the disk address. An OS like DOS again combines up to 64 


sectors to form a cluster. Each cluster forms the basic unit of memory read/write. The command should be 
typed as: FORMAT [Drive_Name] 


Certain switches are used with this command. These include: 


Wv Specifies the volume label 

Iq Performs a quick format 

fu Performs an unconditional format 

Ib Allocates space on the formatted disk for system files 
Is Copies system files to the formatted disk 

Ie Test clusters that are currently marked as bad 


The following example quick formats the D: drive. 


AT Ola or soya eee 
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EDIT/EDLIN | The EDIT or the EDLIN command in DOS is used to create and edit a data file. The COPY ¢ 
command can also be used to create a data file, however the same command cannot be used to edit ye 
so created. Using the EDIT or EDLIN command one can both create and edit a data file. The Comm 
should be typed as: EDIT [File_Name] or EDLIN [File_Name] nM 


The following example creates a file called Debayan.txt under the Personal folder in C: drive. 


ebayan.tct © 


i £ 


e Stream_ 


The blank EDIT window opens when the command is typed. Type the necessary data in the text area Of the 
opened window and after finishing writing, go to the File menu and Save the file. The file Debayan.tet we 
created can also be modified or edited by simply retyping the above command, when the text file Creatay 
earlier will again open. After editing the file it can be again saved in the same manner to incorporate the , 
changes. 

EDLIN is a line oriented text editor that can be used to create and edit a text file. The following example 
creates a file called Rikayan.txt under the Personal folder in C: drive. 


SEsanple: [CAS EDLIN C: Personal 
Output: New file 


| *| 


1:*Name Rikayan Bandyopadhyay 
2:*Class: 11 

3:*Section: E 

4:*Science Stream 

| 5:*4Z 

*EXIT 


When the command to create the text file is typed and the Enter key is pressed, then the message “New File” 
followed by a * will be displayed. Type “I” beside the * to insert new lines into the file. The Enter key can be 
used to create new lines within the file. When finished typing, press the F6 key or Ctrl+Z to come out from 
the Insert mode. Type EXIT to save the file and exit. To edit the file to add more data to the file, type the 
| same command again and follow the same set of steps. 


te * Wild Card characters * and ? 


WILD CARD | Two symbols, called wildcards, allow the user in DOS to specify a group of files. The wild card character *’ 
characters | jis used to indicate any group of characters while each ‘?’ indicates a single character. 


The following COPY command can be used to copy all files with the file extension doc, irrespective of 
from the C: drive to the Temp directory also located under the C: drive. 


The following DEL command can be used to delete all files with the file name Project, irrespective of 
their extensions, from the Temp directory located under the C: drive. 


oN mae OS Ee A mae ag para” 
. Exam ‘A? DEL C:\Temp\Project, 


The following DIR command can be used to display all files whose name starts with Prog (like Prog12, 
Program143 etc.) and which have a single letter extension name (like .C) from the D: drive. 
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Creating a batch file in DOS 


To wait for a command to complete execution before you can give the next command can be som i 
consuming. But in applications where such interaction is not required as in applications for ui: 
enpoye® esl! nel - ce sales DOS allows to group several commands into a file 
with the extens ch). After saving the file, simpl t 

commands one by one from the batch file. ply type the name of the file to run the 


5 Rei Ns: Se Par emiahje Fihek Piast 
Example of Batch Program **** 
@ ECHO OFF 
CLS E 
ahh eigectrectery Listing of E: Drive 

DIR/p E:N 
ECHO Directory Listing of E: Drive tai 
PAUSE 


DIR/p E:\ 


In the above batch program the REM command is used to 
insert a comment in the file. Next ECHO OFF command is 
used to suppress the display of command names when these 
gwe run. The ‘@’ symbol is used to suppress the display of the 
ECHO OFF command itself. The ECHO command is used to 
display the text following it onto the screen. The PAUSE 
command is used to pause for a key press. 


Important DOS commands at a glance 


“ 


anal 
st 


“| Format / Example 


C:\> ATTRIB +r +a MyData.doc 
C:\> ATTRIB -r MyData.doc 
C:\> ATTRIB +h *.sys 


It helps to set or reset the attribute for a file as read 
only, archive, hidden or as a system file 


ATTRIB 


It is used to change from one directory to another in } C:\> CD C:\Personal\Letter 
DOS. Along with the command, the path and name of the | C:\Personal\Letter> CD.. 
directory to move to is to be typed C:\Personal\Letter> CD\ 


C:\> CHKDSK D:/f 


It is used to copy a file from one location to a different one | C:\> COPY file1.tct backup.txt 
or make a copy of a file with a different name at the same } C:\Personal> COPY file2.c D:\ 
location. The copy command is to be followed by the source | C:\> COPY file3.c C:\Personal 
and the destination file names and file paths C:\> COPY *.bmp C:\Personal 


It is used to display or modify the current date. After 
typing the command, type a new date in the format 
dd-mm-yy or press Enter to keep the same date 


C:\> DATE 


C:\> DEL prog.c 
C:\> DEL C:\Home\Progs\Try.c 
C:\> ERASE D:\Temp\pic.bmp 


It is used to list all the files or sub directories under a C:\> DIR 
given directory. Along with the file name, the date & time of | C:\> DIR/p 
file creation and the size of the file is also displayed C:\> DIR personal 


C:\> DISKCOPY A: B: 
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re is used to delete a file. The del command is to be 
lowed by the path and file name to delete 


It is used to take backup copies of one or more files | 
BACKUP 21 omonedickto anche C:\> BACKUP D:\ B:/s 


a 


Creating 
Batch File 


| Beles 


| commands at 
| aglance 
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FORMAT 


MKDIR 
or 
MD 


Gormmménd)) [7S se Format] example 


These commands can be used to create and edit a text | C:\> EDIT C:\Debayan.bt 
file C:\> EDLIN C:\ Rikayan.tt 


The FORMAT command In DOS Is used to lay down the 
pattern of tracks and sectors onto a secondary storage C:\> FORMAT D:/q 


device 


It Is used to create, change or delete the volume label C:\> LABEL D: Mydisk 
name of any drive 


It is used to make a new directory or folder in DOS. } C:\> MD Project 
Along with the command, the path i.e. the location and | C:\> MD C:\Personal\Letter 
name of the new directory Is also to be typed C:\> MKDIR D:\Temp 


It can be used to move a file from one location to 

another. It can also be used to rename a directory. After | C:\> MOVE filel.tt D:\Temp 
typing the command name, type the source file name along | C:\> MOVE bd.c D:\Temp\bak.c 
with the path and then type the destination path. In case | C:\> MOVE C:\Temp\prg.c D:\ 
you want to change the file name after moving the file, then | C:\> MOVE *.bt D:\Temp 
write the new file name 


It is used to rename a file or a directory. The rename | C:\> RENAME prog.c final.c 
command is to be followed by the path and file/directory | C:\Personal> REN TC.exe C.exe 
name to be renamed and the changed file/directory name C:\> REN Personal Home 


It is used to get back the files, directories and sub- 
directories backed up using BACKUP command. The 
command name is followed by the drive and path which 
contains the backup files and then the target drive 


It is used to remove or delete a directory or folder in | C:\> RD Project 
DOS. Along with the command, the path i.e. the location and | C:\> RD C:\Personal\Letter 
name of the directory to be removed is to be typed C:\> RMDIR D:\Temp 


The SCANDISK command in DOS is used to check the 
hard disk or floppy disks for logical and physical | C:\> SCANDISK/all 
errors and repair the problems on the disk 


C:\> RESTORE B:\ D:/s/p 


It is used to display or modify the current time. After 
typing the command, type a new time in the format hour- | C:\> TIME 
min-sec or press Enter to keep the same time 


Allows the user to view a listing of files and folders in an 
easy to read graphical format, with the main directory at the 
top, followed by the sub and sub-sub directories along its 
branches 


It is used to restore a deleted file, if possible C:\> UNDELETE D:\project.doc 


C:\> TREE C:\Personal 


It is used to display the disk or drive space specified C:\> VOL C: 


It is used to copy files and directory trees from one 
location to another. The command will copy all the files and | C:\> XCOPY C:\Temp D:\Home 
directories and sub-directories under it 


Two symbols, called wildcards, allow the user in DOS to 

specify a groups of files. The wild card character ‘*' | C:\> COPY *.doc C:\Temp\ 
indicates any group of characters while ‘2’ indicates a single | C:\> DIR D:\Prog*.? 
character 
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6.4 Windows Operating System 


Microsoft Corporation, co-founded by Bill Gates (picture on the right) introduced the first 
version of the Windows Operating System in 1985. Unlike MS-DOS, Windows used a 
GUI and allowed users to run multiple applications at the same time using multitasking 
features. It also allowed running of application programs that required memory larger than 
the available memory using the virtual memory concept. 
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« ABrief History of the Windows OS 
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The first version was Windows 1.0 that was released in November 1985. This was followed by Windows 
4 release 2.0, 3.0, and 3.1 released in 1992. The next advancement was Windows 95 which was released in | The first Operating 
4995. It had a new user interface and provided various new features. Microsoft next released Windows 98 | System Microsoft 
in 1998. In 2000 Microsoft released Windows-Me (Millennium Edition). The next step taken by Microsoft | coded was Xenix, 
was to combine the features of their consumer and business operating systems. This led to the development | Which was a version 

of Windows XP, which was available in both home and professional versions around 2002. of UNIX. 


The next release was Windows Vista in 2007. New features 
, of Windows Vista included an updated graphical user interface 
and a visual style called Aero, and a new search 

component called Windows Search. The main objective with 

Windows Vista was to make improvements on the security 

features of the operating system. 


Windows 7 Is 
available in six 
different editions, of 
which the Home 


Premium, 
Windows7 was released in 2009. It was basically an | lohicgle isd 
upgrade, designed to work with Vista-compatible applications annie 


and hardware. Some standard applications that have been 
induded with prior releases of Microsoft Windows, like 
Windows Calendar, Windows Movie Maker, Windows Photo 
Gallery, etc. are not included in Windows7. These are instead 
available separately free of cost, as part of the Windows 
Essentials suite. 

The latest operating system released by Microsoft for use with 
home, business desktops, and portable computers till date (as 
of 2013) is WindowsS. It was released in the year 2012. It is 
primarily designed for use with mobile devices such as 
tablets, smart phones etc. Windows8 features a new touch 
user interface with a new Start screen that replaces the 
Start menu of earlier Windows versions. Windows 8 with Start screen 


Differences between DOS and Windows 


DOS... ee Windows. me 
} 1. DOS has a Character User Interface (CUI) that some | 1. Windows has a Graphical User Interface (GUI), 1995 
people find difficult to run as all commands need to be making it easier for a new user to learn and use the = 
memorised system as commands need not be memorised | Ey 


2. Different screen modes used for graphical and textual | 2. Graphical and textual data can be represented under | | fag) 
data one screen mode Windows XP 


3. It restricts the user to eight character file names with | 3. It allows filenames up to 255 characters long including 2001 
three character extensions blank and certain punctuation marks 
, ; slg 
4. DOS was mainly designed for use with 16-bit CPUs 4. r eal ing use of the 32-bit CPUs that are faster in 
5. DOS was designed to handle programs whose | 5. Windows can run programs with size greater than 640 Windows 
maximum size was 640 Kb Kb Vista 2006 
6. It is a single-user, single-task operating system i.e. a | 6. It is a multi-user multitask operating system ie. a F hy 
user can run only one program at a time user can run more than one program at a time bs | 


7. Programs operating under DOS usually have non- 


7. Windows programs conform to a standard way of 


standard features, i.e. the same set of operations like working. For example a MS Windows word processor | |  adews? 
copy and paste can be done in different ways, making program works similar to the way a MS Windows 
it difficult for the user spreadsheet program es] 


8. Use of mouse and drag an drop features are usually 
absent. This’ makes the execution of certain 


8. Drag and drop features make certain command a 
execution easier (like dragging a file from one folder , 
its to another to copy It) sort 

9, Plug and play options are not available 9, Features plug and play options (from Win-95) 


“10. Object Linking and Embedding (OLE) -feature. not | 10. OLE helps to embed the output of an application into 
se gS VIE 85 wager another application with automatic updates 
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th e Components of a Windows System 


Components of | Unlike DOS, Windows has various 
Windows | graphical components that are 
system | used for specific operations in the 
Windows environment as stated 
below: 


RS * Desktop and Icons: The 
Bill working space of the Windows 
ill Gates was ready system is known as the Desktop. 


to launch Windows 
under the name Over the desktop are placed 


‘Interface M small pictures called icons of  ceetoeiiieg 
sla het the different parts of the Internet Eeplarsnica yy 
persuaded by an computer that one works ; 4 ic | 


employee to change with like files, folders, recycle 
bin, network etc. The icons can 
be controlled by using the 
mouse and its on-screen pointer. 
An icon can be activated by 
double clicking on it using the 
mouse. 


* Taskbar: At the bottom of the 
desktop is an area in the form of 
a band, called the Taskbar. On 
the leftmost part of the taskbar 
is a button called the Start E 
button (present in all versions SBR Computer icon F 
of Windows from Win95, up to [Bamana 
Windows7. Not present in 
Windows8). After one clicks on 
the Start button, it displays 
different dropdown lists. One im; . = va + Orc wt tene yy 
can click on the program icons aan . : ee gaicomee 
that are displayed by the + * oe or 
dropdown lists and run them. elses a, p< 
Whenever a program starts, an Sao 
open window tab ffor it 
appears on the Taskbar. When 
multiple programs are running, 
one can shift from one program 
to another by clicking on these 
buttons on the taskbar. The 
taskbar also displays the : 
system time and program Windows7 Desktop 
icons for quick launch of programs by a single click on them. aarp 


File Edt View Favorites Tools, 


* Window: When a program icon is clicked and the program is 
loaded into memory, the program appears in a rectangular 
frame called a Window on the screen. By manipulating these 
windows on the screen one can work with multiple programs that 
have been loaded into the memory. 


s : Minimise, 
ER Maximise and 4 
Fc 
* Title Bar: Each window contains a Title Bar across the top’ that Ae ses eue ly 
indicates what the window contains. When a particular if ; 
window is chosen, the title bar of that window gets highlighted. ea 
The entire window can be moved by clicking on the title bar and ar 
dragging it to any desired location. The title bar also contains 
three buttons for manipulating the windows. These are the ' 
Minimise, Maximise and Close buttons. On clicking the Windows XP, My Conpular window 
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maximise button, the program is displayed occupying the ff 
tire screen. ON clicking the Minimise button, the program 
a inactive and is displayed as a button on the Taskbar. | 


The program quits on clicking the Close button. 


Menu Bar & Toolbar: The region below the title bar 
, ts the actual working area of the program. It contains 
g horizontal list of menus called the Menu bar. Below the 
y bar is a set of buttons that form the Toolbar. The 
toolbar is used to give different instructions by clicking on the 
<, Dropdown lists appear when the user clicks on a 
u item. From the menu choose an option like opening, 
saving, OF dosing a file or any other instruction to use. 


|) Computer 
Bly Local Disk (C:) 
cca Work Data (D:) 


| Bar: The window can also contain Scroll Bars to view 

the different parts of a program or file that are longer or wider | 
than the size of the window. 
. The Windows Registry 
the registry is the place where Windows keeps most of its configuration 


2 DVD RW Drive 


Operating System 


Werk Nata (D) 


— 
CF ss ice res 


Bacup (G) 


4 Devices witl) 


ovo 
(sa : 
7 ] COs 


4 Other (i) 


Pore 
iniyptaly Bluetooth Information Erchenger 
PTT sate fold: 

system Folder 


Frequently 
used 
Folders 


Ol 


Command Line 


information. Windows needs the registry to boot. Therefore each time 
there is a successful booting it saves the contents of the registry as the last 

good configuration. To prevent malfunction in case the registry 
gets damaged, Windows maintains a system component called system 
restore. This feature periodically saves the different configuration files and 
device driver states. In case the system boots but does not function as 
expected then it can be restored to a previous working state using this 


Interface 


« Working with Windows ay 
Working of 
Windows 


The-user is presented. with the Windows Desktop after the computer is 
gwitched on and Windows boots up. On the Desktop are the icons for My 
Computer (Computer in Windows7), My Documents, and Recycle Bin. There 
can be icons for other folders/files placed by the user. The Windows 
Taskbar is also visible at the bottom. 


To access any file or folder, click on the My Computer 
(Computer for Windows7) icon on the Desktop, when the 
My Computer window opens. It displays the different 
drives in the computer (like the hard disk, DVD drive etc.) 
as icons. By double clicking on an icon, open the required 
drive tp access the required folder or file. 


When a program is installed, an entry for that program is 
made under the Ai! Programs dropdown list. To run the 
program, lick on the Start button at the left bottom corner 
of the Desktop screen. A dropdown list displays the A/ 
Programs icon, a list of frequently used programs and 
folders, the Turn Off Computer button (Shut down in 
Windows7) and some other utility program icons. 


In Windows XP click on the Turn Off Computer button to 
switch off the computer. In 
Windows7, do the same thing by 


Press ff. ; From 
the keyboard to 
close an open 
window. 

| Double elick on 

| the title bar to 

| maximize a. 
window 


de \d 
g Internet 

Anger eh Dap er = 
E-mail Gr 

frost Cattool 

# €t) Hewlett-Packard 
“ 

ti Hodis Payer Casi 


BR) HP Share-to-Web 
A 
a Set video mode lo 


H i) K-Lite Codec Pack 
4 2) Macromedia 
2) Mcrosolt Office Toots 


Canard Prompt 
[w] raosett wood ff 


[ 2. Click on 
( All : 
Programs 


fH Irternet Explorer 
dicing on the Shut down 
button from the start dropdown fa at cl | 
list. In Windows7, the Shut down 2029) strom | 
option opens a dropdown list H BB tcrosoft Word | 


F ‘ ‘ estat as 
with various options as shown = estar “7 
above, Steps to open a program in Windows XP 


fag RY SP 
23 


177 P1-6-25 


Part 1: Chapter 6 


| To run a program, first click on 
| the start button on the Taskbar 
| and follow the various dropdown 


| lists. If, for example you want to 
| run the Notepad text editing 


| program, then click on lF 
| Start — All Programs — aah eucicen 
| Accessories + Notepad o. Sart 
Refer to the diagram in the last _ ° 
page and on the right for the . Shut down 


process of opening a program 
under Windows XP and 
| Windows7. 


Steps to open a program in Windows7 
| e Changing System Settings 


Changing | Like in DOS, a user can change the system time, date, display settings, regional settings, and other Setting, 
System settings | To make these changes click on: Start —> Control Panel 


| The screen shots below show some of the options available under the control panel window. To 
| a particular option, double click on the required icon to open the window to make changes to that option, 


For example to change date/time, double click on Date and Time icon, when the Date and Time Propertie, 
| window opens. Set the desired date and time and then press the Apply button to apply the changes. 
| In Windows7, the same is done by clicking the Clock, Language, and Region option. 


The following settings can be done from the control panel in Windows XP (the options within 4, 
parenthesis are for Windows7): e 


Agjust your computer's settings 


@s System and Seaurity 
Rew tes ous 
Network and Internet 
A vas ed Toe & Con ¢ 


| 
a as 


1 4 
Sem Bo» birters ad Faxes 


., Neer. Comers 
Control Panel in Windows XP Control Panel in Windows7 


= Date and Time (Clock, Language, and Region): Used to change the system date and time. 


* Display (Appearance and Personalization): Used to change display settings like Desktop Picture, Saem 
Saver, Appearance etc. 


|= Regional and Language Options (Clock, Language, and Region): Used to specify regional language, 
currency, time zone etc. 


* Taskbar and Start Menu (Appearance and Personalization): Used to hide/display taskbar, show syste 
clock etc. 


| « Add Hardware (Hardware and Sound): Used to install a new hardware. 

* Add or Remove Programs (/rograms): Used to install or un-install a particular program. 
* Folder Options (Appearance and Personalization): Used to change folder settings 

| * Fonts sc aeladiad and is ap Used to install or un-install a particular font 
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» Keyboard (Hardware and Sound): Used to change settings like key repeat rate, blink rate etc. 

. Mouse (Hardware and Sound): Used to change mouse settings like button configuration, speed etc. 
» Printers and Faxes (Hardware and Sound): Used to install a new printer or fax machine 

s Internet Options (Network and Internet): Used to set various options to access the Internet. 

» System (System and Security): Used to set Computer Name, Hardware, System Restore option etc. 
» User Accounts (User Accounts and Family Safety): Used to set administrative and user accounts. 


Lock the tthe 4 
CD Ait tede the taster 
BD) keep the task 
Grou cindy 

{ Stem Qutet. Laur 


Set 
Screen 
Saver 


Set 
Desktop 


fre te we 17 8 19 2 
dnm an san 


Taskbar 
Appearance 


| Buin: 
| | BVortec space 
Show the clock 


You can beep the rntificahon ares unch#lerad by hiding icons that you 
have not chrkad racerty 


Hide active icons 


| 
Le. 


y nas 

| SX «Appearance and Personalization 
Control Panel Home - . 

! Change the visuals and sounds on your computer 


H.. Change desktop icons Click a theme to change the desktop background, window color, sounds, | | 


and screen saver al! at once. 


ae | Change mouse pointers 


Change your account picture 


Desktop Theme 


Rie 


In Windows 7, right click on the 
desktop and from the dropdown 


See also 


Dis > 
fist select the Personalize ree and Start Menu Desktop Window Color Sounds Screen Saver 
option to open the dialogue box Background Custom — Windows Default None 
to change desktop settings and Ease of Access Center Slide Show 
apply a screen saver. " ek n 

Settings options under Windows 7 
« Various Utilities Provided by Windows | 


Windows provides various utilities related to file and folder related jobs as discussed below: 


1, My Computer (called Computer in Windows7): The My Computer or Computer option is used to do all 
types of file and folder operations, It is available on the Desktop and also under the Start menu. The My 
Computer window along with its menu bar and tool bar is shown in the next page. The Address box 
displays the path of the currently selected file or folder and the title bar shows the selected folder name. 
The different operations possible using My Computer are: 


s See the folder structure and contents of the different drives like the hard disk, floppy disk, CD/DVD 
drive, flash drive etc. 


— 


ene ——— — - - - —_——— - — 
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System 
| Settings 


‘a 


minimize all 

windows excépt 
| active window. 
Repeat process to | 
bring them back — 


pres the Win key 
a + E from the 
eyboard to open 
the Windows 
Explover/ 
Computer 


Be | 2 


Windows 
Explorer 


oe |” 


Notepad 


Paint 


Be | s 


Calculator 


» Copy/move folders and files from one 
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location to another. 
« Rename/delete folders and files. 
» See and set the properties of files. 


« Run programs or open files by double 
clicking on them or pressing the enter 
key after selecting t hem. 

» Format secondary storage media like 
hard disk, flash drive etc. 

» Open the Recycle Bin to restore 

deleted files. 

View and access a list of networked 

computers, in case the computer is in 

a LAN. 


Windows Explorer: The Windows Explorer fF 


works similar to the My Computer option. The 
picture shows the explorer window which is 
divided into two sections, The left hand section 
displays the various drives under the My Computer 
icon, and the various folders under each drive. 
When a drive or folder is selected from the left 
section, the right section displays the contents of 
that selected folder. The title bar displays the 
name of the selected folder. One can access the 
explorer by right clicking on the Start button 
and selecting the Explore option from the list. 


Notepad: It is a simple text editor. Notepad can be used to type 
simple text in a given font style and size. There is a menu bar using 
which the user can set the font style, copy or paste portion of text, and 


Folders 

Desktop 
® © tty documeres 
& W My Computer 


x 
= m7 — fa) I 
Bonen (eat Sea) 


Edt Views Favortes Tools Help 


open, close or save a file. A file is saved as a text file in .txt format. TO J poig arial Fon 


open Notepad follow the steps shown below: 
Start — All Programs — Accessories + Notepad 


Paint: It is a drawing and painting software 
supplied by Windows. It can be used to draw and 
colour pictures. It has a toolbar providing various 
drawing tools like paint can, air brush, brush, 
pencil, eraser, text, lines, shapes and selection 
tools. It also provides a colour palette with 28 
different colours to choose. User defined colours 
can also be used. The thickness of the pencil, 
eraser, and brush can also be changed. The Jmage 
Menu provide s options to rotate, flip or stretch a 
picture and also get an inverted coloured image. A 
Paint file can be saved as a bitmap image i.e. in 
a .bmp format or as a .jpeg format. 


To open Paint follow the steps shown below: 
Start — All Programs — Accessories — Paint 


The Paint window for Windows7 is shown above. 


Calculator: It is a software calculator supplied by Windows. It can be used 
to do any calculation just like a normal electronic calculator. The result of a 


calculation can be copied and used in another application also. 
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One can also use a Scientific calculator to carry out 
scientific operations like trigonometric _ functions, 
logarithmic functions, exponential functions etc. Using the 
scientific calculator one can also work in different 
number systems like decimal, octal, binary, and 
hexadecimal. Different units of angles like degree, radian, 
and grad can also be used. Go to View Menu to open the 
scientific calculator. 


To open the calculator follow the steps shown below 
(Calculator for WindowsXP & Windows7 are shown above) 


Start — All Programs — Accessories > Calculator 


6. Command Prompt: This is basically the MS DOS prompt [iggeryumis=nenenpni saa ae Te ay 
in the Windows environment, i.e. it provides a command icrosoft y Hindows Dos ~ 6 
line shell for Windows XP. Copyright Microsoft Corp 1990-2001. Command 
C:NDOCUME~ 1NADMINI~ 1>cdN 
Prompt 


It is provided by a special application called the Virtual {eas 
DOS Machine (VDM). The VDM is based on MS DOS 5.0 
source code. To open the command prompt, follow the 
steps shown below: 


Start + All Programs — Accessories + Command Prompt 


7. Search: This option is used to search for any type of file, [ESEEmeue 
folder, or computer (in case of a networked computer). -%- SY" test tes isl 
After opening the Search window, the user has to type the 
name of the file to search and specify the drive name. In 
case a specific file name is not known, then a word or 
phrase in the file can be used as the search criteria. 


Moreover multiple files with a common file extension or 
similar names can also be searched using wild card 
characters. For example to search all files with the 
extension .docx type the file name as *.docs using the wild 
card ‘*’ to indicate any file name. 


To open the search window follow the steps given below: 
Start > Search 


The Search box for Windows7 is also shown. Here the 
Search programs and files option is available as a text box 
under the Start menu. 


8. Run/Search programs and files: This option in Windows can 
be used to open a program, folder, document or web site. 
To run a program in WindowsXP go to Start and select Run. Next 
type the program name along with its path in the Open text box. 
One can even use the Browse option to locate the required file. 


However, for Windows7 the same Search option is used to run an 
application also. The screen shots on the right show the same in ie 
Windows XP and in Windows7. Some of the applications that can 
be run directly from the Run dialog box of Windows XP include: 


* Calculator: Type ca/c aise 

= Command Prompt: Type ond Control Panel (1) 
= Paint: Type mspaint EB} Turn Windows features ono off 
" Notepad: Type notepad \ 

* Windows Explorer: Type exp/orer 

« My Documents Folder: Type my documents 
* System Information: Type ms/nfo32 


Programs (1) 


J See mote results 
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e Various File & Folder Operations and Utilities in Windows 


File & Folder 


operations e 


_e 


Shortcut: 


a 


You cann 
folder and name it 
‘con’ in Windows. 


folder under which the new folder is to be created. From 
the File menu select the New option. A drop down list 
opens. From it select the Fo/der option to create the new 
folder. Ty pe the folder name in the text box provided. 


. Open My Computer and browse to the desired drive or 


folder under which the new folder is to be created. Select 
the Make a new folder option from the left side section of 
the opened window. Type the folder name in the text box 
provided. 


. Open My Computer and browse to the desired drive or 


folder under. which the new folder is to be created. Right 
click on the right section of the opened window when a 
drop down list is displayed. From the list select the New 
option. Another drop down list opens. From it select the 
Folder option to create the new folder. Type the folder 
name in the text box provided. Folders can also be created 
on the Desktop using this procedure. 


The procedures a) and c) to create folders can also be 


, 4 BB share this folder 


Let us now discuss the various file and folder operations possible using Windows. 
Creating Folders: A folder can be created in the following ways: 
. Open My Computer and browse to the desired drive or 
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performed using the Windows Explorer. 


Copying Files & Folders: A file or a folder can be copied in ie i as : 
the following ways: eae i 


a. Open My Computer and select the desired file(s) or folder(s). Click on the Ed/t menu and click on Cypyy 
Or after selecting the file click the right mouse button to open a drop-down menu. From there a 
Copy. Next open the desired folder where the file needs to be copied. Again click on the Fait meny anit 
then on the Paste button. Or after selecting the folder, click the right mouse button to open a drop.) 
down menu. From there select Paste. 


b. Instead of opening My Computer, open Windows Explorer and repeat the same process as describe 
for My Computer. 


c. Open Windows Explorer, find the folder and then the file(s) 


ap 


Copying Files & 
Folders 


@ Eee Les | Sear Hen | 


Organize ~ be] Preview Pat Hew tolder ae 


to | - 


to copy. Select and drag the file(s) while pressing down 
the left mouse button and the Ct/ key on the keyboard 
and drop the file(s) by releasing the buttons after 
placing the mouse cursor over the destination folder. 


Moving Files & Folders: A file or a folder can be moved 


(3 Documents 
a) Music 

(es) Pictures 
B Videos 


L. Red Indian Figures 
= 190_p079 
p=) 257192_S16AT1951716368 BIND » 


u& Computer 
& Local Disk (C) 
(ca Work Data (0:) : 
44 DVD RW Drive (E:) Audio CL =| 


from one location to another in the same way as copying a 


a Backup (G) 
ee enw) [ Choose thi 
we Me file. To move the file select the Cut option from the menu = Oe mous file wis 
& Network Move here 


instead of the Copy option. When using the drag-and-drop x houeninen 
method press the Shift key on the keyboard while tumble ynTmmbtaLap8co0) 1280 8 gy 
dragging and releasing the files to move. SS a 


A file can be copied or moved by using another method also. Right click on the 
file and drag it to the destination folder and release the mouse button. A drop 
down list will appear with the options to copy or move or create a short-cut. Select 
the desired option and click on it using the mouse. 


Renaming Files & Folders: To rename a file or a folder: 


a. Open My Computer and browse to the desired file or folder. Right click on the file 
or folder icon and from the drop down list select the Rename option. 


ep : 


Renaming Files 


& Folders cere 
Delete 


b. Open My Computer and browse to the desired file or folder. After selecting the | ree 


Properties 


file or folder icon, press the F2 key from the keyboard to rename it. 
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» Deleting Files and Folders: A file or a folder can be deleted in the following ways: 


a. Open My Computer and browse to the desired file or folder. Right click on the file or folder icon when a | 
drop down list is displayed. Select the De/ete option from the list to rename the file or folder. | 


b. Open My Computer and browse to the desired file or folder. After selecting the file or folder icon, press 
the De/or Delete key from the keyboard to delete the file or folder. 


» Recovering Deleted Files & Folders: Files or 
folders deleted by a user are not permanently 
deleted from the system. These are first stored 


in a special folder called the Recycle Bin. 
Therefore a file or a folder can be recovered 
after deletion, by going to the Recycle Bin. To 
recover a file after deletion, first double click on 
the Recyde Bin icon situated on the Desktop. Then select 
the name of the deleted file from the recycle bin file listing, 
and click on the Restore option under the File menu. One 
can also right click on the file and click on the Restore 


TTT LE pa 
hs 
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Recovering 
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Adsrons a Deleted files 


| Press maseenite 
delete a file 


option from the drop down list provided. 


65530_poster2000.199 GED _poster2000. oq 


The Empty the Recycle Bin option shown at the left of the window can be used to remove permanently all | 
files stored in the Recycle Bin. To delete a file permanently without sending it to the Recycle Bin, select 


the file and press the Shift and the De/keys together from the keyboard. 


= Disk Defragmenter: This utility can be used to analyse and defragment files in a secondary storage 
like a hard disk. Over time files are stored and deleted from the hard disk. When a file gets deleted, the 


space for that file can be used to store another file. However, the existing space may not be sufficient for | 
the new file. This leads to fragmented files, whereby the new file is saved partly in the deleted area and | 


partly in another available area, with the two areas being linked. It takes more time opening a 


fragmented file. The disk defragmenter utility makes space to store files again in adjacent | 


locations. To open this utility follow the steps: 
Start All Programs — Accessories — System Tools — Disk Defragmenter 


= System Information: This utility in Windows 
can be used to view various system 
information. It opens a dialog box to display 


without sending rt 
to Recycle Bin 


Disk 
Defragmenter 


System 


information regarding the Operating System 
name and version, the computer system model, 
the boot device, user name, the total and 


| Information 


%86-based PC fe 
186 Famdy 6 Mode! 15 Stepping 6 Geruuneln: = 


available physical memory, the amount of 
virtual memory allocated etc. 


To open the System Information option, follow 
the steps: 


Start + All Programs — Accessories —» System 
Tools — System Information 
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* View Disk Properties: 
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: Information 


keyboard to view 
the System 


The properties of a (Hosea Sinara Saray [Gust] 
secondary storage device Disk 
like a hard disk, floppy disk, whims Properties 
or flash drive can be viewed an 

by opening the My rarer ear 

Computer window and then Bi Free spece, 3A90.491.982 bxer 26268 

right clicking on the desired ~ MSMAB Obes 19600 


drive icon. From the drop 
down list that is displayed, 
select the Properties option 
to open the properties 

window. It shows the total capacity of the drive, the used space, and available free space in Windows XP. 
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» My Network Places 
(Network): This option, 
available on the Desktop can be 
used to view the other 
computers and devices 
connected in a network. It 
shows the various — existing 
workgroups in the network and jf aNeyeis 
the computers connected under ~~ 
each workgroup. Other network resources like 
printers are also displayed in this window. 
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» Internet Explorer: The Internet Explorer is [Tape age) [eitietstintachat Pradesh, anal trebs Mouachal Prades Tiebiegteug > 
different from the Windows Explorer and is |. (3) i ee es) 
used to browse the Internet. It provides an [awe] |" OW 
Address box where the uniform resource pena) | E)eeecmewrs 
locator of a web site to be searched in typed. Next the > Seantanvarec 
Go button is pressed to load the web page into the [imei sai; 
browser. window. While viewing through a web page one igieae ye a 
can use hyperlinks to navigate to other web sites or 
can use the Back button to view any previously opened 
page. You can access the Internet Explorer from the 
Desktop or from the Start menu. 
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= View Pictures: To view pictures in various formats like .bmp, .jpd, -gif etc. one can use the Wj 
Picture and Fax Viewer option. To use it, simply right click on the picture file icon from My Compute, 
Explorer and select the Preview option from the dropdown list. The user can also magnify, rotate, de 
pictures and view them as a slide show using this option. 


e Some Helpful Features of Windows? 


Ina multitasking operating ‘system like Windows, you can work with several programs at a time. Windows) 
uses the new Windows Aero feature to manage and work with different programs efficiently. 


Aero Peek 


The Aero Peek option helps to have a quick preview of the Windows 7 Desktop by making all open windovs 
transparent like glass. To use Aero Peek, move the mouse pointer over the Show Desktop button locate 
at the right end of the Taskbar. All open windows will disappear and only the window outlines will be visbe| 
Move the pointer away from the button and all the windows will reappear. 


oe 


Aero Peek 
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esktop 
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nn ie waimt pl eebeaenre 


G6 a 8 O88 


| 
A single click on the button will remove all open windows from the desktop permanently and let you wat 
on the desktop. A second click will restore all the windows again. 


Aero Shake 
The Aero Shake option Is used to minimise all open windows on the Desktop except the Active window: 1 
use this option left click on the title bar of an open window and keeping the mouse button pressed, quick) 
move it towards left and right (i.e. shake it). All the other open windows will get minimised excepting! 
one which was shook, Shaking it again brings all the open windows back to the previous state. 


iP 


Aero Shake 
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except Active 
window are 
minimized 


The Aero Snap option helps to maximise or restore a window without using the respective buttons, or align a 5 
window with the left or right half of the Desktop screen. The available options are: PRE 


; Arrow key to 
5 z Ey | | | snap Active — 
Active window = sve itowards 
a ” snapped towards i é 
= right half of Desktop [===" | right (or left) 
==> oe ¢ > & RO SRE — 1} b 


* Holding the title bar quickly drag a window to the right (or left) of the Desktop and release the 
mouse bution, to fill the entire right (or left) half of the screen with the window (see figure above) 


e To compare the contents of two windows, drag the windows using the Title bar to opposite sides of 
the screen. Each window will resize to fill half of the screen. 


« Dreaging a window to the top edge of the screen using the Title bar maximizes the window 
The original size of the windows can be restored by dragging the window towards the centre. 


Live Taskbar Thumbnail 
The Windows7 Taskbar helps you to get a quick poems — yy 


i i i Live Taskbar 
preview of open windows. A thumbnail of the . 
program icon is displayed on the taskbar for every = Thumbnail 

e va review 


If you point to such a thumbnail image, a small 
preview window of the item appears above the 
thumbnail. Pointing on the thumbnail preview window 
displays a full-screen preview. 


To open a program, click on a thumbnail or on the preview. 


Jump Lists 

Jump Lists are lists of recently opened programs, folders, or websites that 
are displayed either in the Start Menu or on Taskbar Thumbnails. Using a 
Jump List one can open a recently used item by clicking on the entry in the list. 
One can also pin favourite items to a Jump List so that these can be quickly 
located and opened. A Jump List on a Taskbar thumbnail is shown on the right. 


Jump Lists 


Using Window’s Flip 
The Window's Flip feature is used to show a live thumbnail preview of each open 
window as a list on the desktop. To use this option: 


a 


Windows Flip 
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Press the Alt key from the keyboard 


2. Press the Tab key from the keyboard keeping 
the Alt key pressed 


3, A Thumbnail preview list of all open windows 
will appear on the Desktop 


— 


4. Click the Tab key to move the active preview 
to the next thumbnail 


5. Release the buttons to open the currently 
selected preview window 


Using Window’s Flip 3D 

The Windows Flip 3D feature shows live moving 
images of open windows, allowing you to switch srecereore seers sheets eesseittedse re 
between them while displaying them in a three- pet Bad " 
dimensional view. 


1. Press the Win key from the keyboard : 


2. Press the Tab key from the keyboard keeping 
the Win key pressed 


3. A preview of moving open windows in 3D 3D Preview b 


Seeececceceeececenceeneee 


will appear on the Desktop Windows 
4. Click the Tab key to move the active preview Wee eee sce ccecsccecerceccscececerss,,, : 


to the next window 


5. Release the buttons to open the currently 
selected preview window 


UNIX OS 


bP 


Features of 
UNIX 


The next most important and widely used operating system is UNIX. 


e History and development of UNIX 


The UNIX operating system was originally developed by a group of 
employees at the AT&T Bell Labs during the end of the 1960's. The team 
included Dennis Ritchie, Ken Thompson, and others (see picture). The 
UNIX OS was designed to be portable in nature which made it possible to be 
used in a wide variety of machine families than any other operating system. 
It is also a multi-tasking, multi-user operating system and used in both 
servers and workstations. 


The UNIX operating system was originally written in assembly language and 
the applications were developed in a mix of assembly language and an 
interpreted language called B. The programs were run on a PDP-7 system. 
As B was unable to fully support the programming needs, Dennis Ritchie 
developed the C language during 1971. By 1973 Ritchie and Thompson 
finally rewrote the UNIX OS using the C language. 


In UNIX, programs can also be written in UNIX's command language to control the different actions of 
computer. The shell provides the platform to write these command language programs and use them. Fi’ 
example several UNIX commands can be combined to form a shell script to do some specific job. 


e Features of UNIX 
The following are the important features of the UNIX operating system: 


a) Open System: The user is able to write programs in UNIX to add to its capabilities. This makes ! 
possible to extend the capabilities of UNIX and make it an open system. 


b) Reliable Security: The use of password protected accounts in UNIX makes it highly secure. 
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c) Powerful Kernel: The powerful kernel helps in optimal resource management and acts as 
P : a guard to 
virus attack. This makes UNIX a secure and highly stable operating system. : 


d) Multi User System: UNIX was designed to be used in a multi-user environment. This helps in network 
implementation using UNIX. 


e) Multi -Tasking System: The multi tasking feature of UNIX makes it possible to simultaneously run 
multiple programs in a networked environment. 


f) Online Help: The online help facility provided by UNIX makes it easy to get help while working. 


e Working with UNIX ay 


When you are connected to an UNIX system, as it is a multi-user operating system, it will first present the Working of 
user with the UNIX login message. A multi-user OS allows each user to have a separate environment to UNIX a 
work with and accordingly is given a unique account. The user can access the system through one of these 

accounts. Each account is identified by a login user name which has to be entered in response to the 

login prompt. In case the account is password protected, next UNIX will ask the user to type in the password. 

~ Example: login: pratik. 
"password: “ee 


iced ta | 


Once the account name and the password are correctly entered, the user is finally logged into the UNIX 
system. After logging in, the user is presented with the UNIX prompt which is generally the $ sign for 
a user account, as shown below (it can be different for different shells or interfaces): 

Example $2. Pee ee he ee RGAE ARISE CA SIE 2 


Unlike DOS, the UNIX system has two different types of prompts. One is for the user (generally the $ 

prompt). The other is for the system administrator, who is also known as the root-user or superuser and is ay 
given the # prompt. The superuser has access to all parts of the UNIX system and can access all files and 

commands in the system. The superuser also looks after system configuration and setting up, maintaining, Superuser 
and deleting of user accounts. Thus out of a total of ‘n’ nodes there are n-1 user nodes and 1 super node. 

For a newly installed UNIX systems the session begins by entering root as the login name for the root user. 


Once logged in, UNIX automatically places the user in his home directory as determined by the system 
administrator while creating the user account. Whatever files and directories the user creates are stored in 
his/her home directory. Any modification that the user does to files in his home directory does not affect other 
users. Next the user has to type the commands in the UNIX prompt as required. Remember that unlike DOS, 
the UNIX commands are case sensitive. 


Once the work is over, the user has to log out of the system by typing the following command: 


TRG ee 


yet 
We eto 


s UNIX File System ay 


Files in UNIX are treated as a series of bytes. There is no distinction made between the types of files i.e. UNIX File 
whether it is an ASCII file, binary file, or any other type of file. The meaning of the content of the file depends System 
on the user of the file. File names in UNIX were initially up to 14 characters long but presently a file name 
can be up to 255 characters long. 


Unlike DOS, filenames in UNIX do not have an extension. If any extension is used, it will be taken as 
part of the file name. The user can specify file names as program21.C or prog_15.C to indicate files which 
are source codes of C programs, but to UNIX the .C portion will not have any special meaning. Moreover, 
such extensions can be of any number of characters and the number of such extensions can also be 
more than one. For example the file name Project.final.C is a valid file name in UNIX. 


UNIX follows a hierarchical file system with directories and sub-directories. One can group files and directories 
and store them under other directories. However in UNIX the directories can also be treated as files. 


UNIX file system supports a single inverted tree directory structure irrespective of the number of physical 
disks connected to the system. The most important directory in UNIX Is the root directory, indicated by 
the symbol */’, All other physical disks connected to the system are treated as subdirectories of this root 
directory. The same symbol:'/’ is also used to separate directories and sub-directories (note that DOS uses ‘\’). 
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Unlike DOS, UNIX has a standard directory structure, Sore of the standard directories unde th 
directory provided by the UNIX directory structure are listed below (note that the '/’ after the out,¢," 
name Indicates that It 1s a directory and not a file), ™% 


Major nub-diroatories of tha Root Dirsctory _— foot Directory 


a 
co 
Contains Contains Contains Contains Containg ty, 
Binary or Special Files Miscellaneous Libraries Directors,” 
Executable or System Files 4 
programa 1/0 devices 


In a multi-user operating system separate rights need to be given to different users, based on who Shays, 
allowed to read files, write Into files or run certain programs, This is done to ensure that the files »..* 
secure, UNIX handles this problem by giving different file permissions to the different users, 7 


There are three types of file permission: 
» Read Permission: Read permission means a user can read the file only and cannot modify it. 
» Write Permission: Write permission allows the user to modify a file in addition to reading it. 
» Execute Permission: Execute permission means one can run the file as a program. 


There are also three levels of permissions: 

» Owner Level Permission: Owner permissions determine the activities permitted by the OVMEr of 4, 
creator of the file. i 

» Group Level Permission: Group permission determines the activities permitted by the members, 
user group. The system administrator may assign a user account in one or more user groups Such tg 
only members in a user group can have access to certain files. 

* Others/World Level Permission: Others/World permission determines the activities permittes , 
users who are neither the file's owner nor are in the file's group. 


When a file is listed, the first column of the listing has a fixed set of 10 characters showing the file ty; 
and the type of permission granted. The meaning of each character is given in the table below: 


is Position. an ae RG et oy sie ms 


This character indicates the type of the file. The most common types are ‘~’ for a regular 
1 file, ‘d’ for a directory, and ‘I’ for a symbolic link. It can contain other characters like ‘e’ whic 


indicates a character device like a terminal, ‘b’ which indicates a block device like a disk, er. 


[[Beseription 


Permission set for the directory or file’s owner. 


Permission set for the directory or file’s group. 
8to 10 | Permission set for all users who are neither the file’s owner nor a member of the file’s group. 


Each permission set consists of three characters the meaning of which is given below: 
« : Indicating read permission for that set. If it is ‘r’, then the file may be read by the user having 
this permission. If it is -’, then the file may not be read by the user. 


» w_: Indicating write permission for that set. If it is ‘w', then the file may be written to or deleted by tt 
user having this permission. If it is’, then the file may not be written to or deleted by the user. 


« x + Indicating execute permission for that set. This value can be ‘x’ when the file can be executed, it 
can be's’ for execution with some additional privileges or may be ‘—’ when it may not be executed. 


The following examples will illustrate some of the types of permissions possible. 


Example: drwxrwxrwxX__ In this example, the type of the entry is a directory. 
The directory owner has permission to read, write and execute. 


Dir, Dir, User All The directory user group has permission to read, write and execute. 
sn rc Sine ch A) ao al te laurie 
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example: drwxr—-— r—— In this example, the type of the entry Is a directory. 

ad 1 '~ The directory owner has permission to read, write and execute. 
The directory user group has permission to only read the file. 
Also other users have permission to only read the directory. 


example: —rwxrw x t-—— — Inthls example, the type of the entry Is a file, 
yeperrinaeet —+— — The file owner has permission to read, write and execute. 
File File User All The file user group has permission to read, write and execute. 
owner group users But other users have permission to only read the file. 


Example: -rwx------— In thls example, the type of the entry Is a file. 
BNL Ria ASE Dea Only the file owner has permission to read, write and execute. 
File File User All The file user group has no permission to read, write, or execute. 
owner group users Other users also have no permission to read, write, or execute. 


Dir. Dir. User All 
owner group users 


e Booting of UNIX 


The exact booting sequence in UNIX depends on the type of distribution and the system on which it is 
running. Given here is a generalised description of the booting process in UNIX based on a particular 
distribution. 

When you start the computer running an UNIX operating system, the first sector of the boot disk is read 
and loaded into the memory. This sector contains a small program which executes and in turn loads a 
special program called the boot from the boot device (which is usually the hard disk). The boot program 
reads the root directory of the boot device to understand the file system and loads the kernel which in tum 


takes over and starts execution of the main portion of the operating system. Next the system starts auto- 
configuration to locate the I/O device drivers. 


After this hardware configuration phase, three different processes start. The first process i.e. process-O 
launches a program called init which then launches the other processes. Therefore init is a parent to all the 
other processes. It is also responsible for setting up the real time clock, and loading the root file system. The 
next process i.e. process-1 then checks if it is a single user or multi-user system and takes appropriate 
actions accordingly. It is also responsible for starting process-2. Then finally the login prompt is 
displayed by the process to read the user name and password. If login is successful, the user’s shell is 
loaded, which finally waits for any further command from the user. 7 


e UNIX Shell Commands 


Let us now discuss the various commands in UNIX called the UNIX Shell commands that can be used to do 
the various operations discussed earlier for the other operating systems. 


The Is command is used to list the contents of a specified directory. If no directory is specified, the 
contents of the current directory are displayed. It is similar to the DIR command in DOS. File listing can be 
viewed in various forms based on the use of several switches, some of which are described below: 


-a__ Lists all contents including hidden files 

(el) Lists the contents of a directory in long form 

-d Lists only the name of the directory and not its contents 

-t Lists the contents in order of time saved, beginning with the most recent one 
-s Lists the contents in order of size 

-1 Lists the contents one entry to a line 


L 


CET end ate 
Pe Leer 7 ped 

le; $ls 

e oo date Fe 

a a Se 


Output: prog01.C prog02.C yogesh 


The above Is command simply displays the contents of the current directory and displays the names of 3 files, 
viz. prog01.C, prog02.C, and yogesh. (Do not type the $ sign, as it represents the prompt, and will be 
automatically displayed on the screen). 
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Evempe; Wied — lian nat ei 


Owpt <0 Wete-pe. 4 usert groupi 62 Mari2 11:09 prog01.c 
Weegee 4 usert groupi 55 Apri1 15:21 prog02.c 
DEW rv rreee 4 user1 groupi 265 Sep2 08:17 yogesh 


The above ts cxmenand daglays the contents of the current directory in long format using the | 
(a and wh 1) switch and displays the names of the 3 files along with the file details. Each column in» 
listing displays 2 certain property of the file. The last column displays the name of the file. The... | 
two columns display the time and date on which the file was created. The nezt colurnn displays the numtee . 
byes of that file, The next two columns display the group and user names. In this case these are groups » 
usert, The next column diwglays the link counter, which displays how many files are symbolically linker . 
the given file, The final column ((.e. the actual first column in this case) displays the 10 character file ty, 
and fle permission information as disoussed earlier, For example the file prog01.C has read/write perm... 

for the user and only read permission for the group and for all other users. The example also shows that », 
entry yogesh is 2 Orectory and not a file (not evident from the short form of listing in the previous exampje) 


—ient SEPT OERE os. 8" ® 
Output pici jpeg birthday jpeg biodatatert Darjeeling.bmp Budget_June09.dof 
The avove ts command displays the contents of the sub-directory yogesh which in turn is located under 5, 
user Gredory unde the rot’ (in this case 5 entries displayed). Note that the '/’ symbol is used repeatedly » 
spade the ato-drctories and to indicate the full path of the sub-directory. 


The same listing can be displayed by using the relative path concept. If the user is within the usr ss 
Grectory, then the listing command can be alternatively written as: 


0 ey ¥ Z s: 


_ | 


Output: pict jpeg birthdayjpeg biodata.text Darjeeling.bmp Budget_June09.dbf 


The midir command in UNIX is used to create a directory. While creating a directory, t% 
— sitttch can be used to create the parent directories also, if these are not already created. It is smilarp 
the DOG WKOIR or IAD command. Some of the uses of this command are stated below: 


ee er 
The aoove command cretes the directory called yogesh under the current directory. 


The command can also be used to create directories within directories other than the current directory. The 
neh eange wes 93st 2 directory called pic under the yogesh directory located under the usr directory. 


Mistigle ato-Gretones can be created under current directory by writing the sub-directory names separated 
by wares, The nett example creates sub-directories letters, pictures and documents under current 
Onesory: 


Wine the comenand is used with the -p switch, then both the sub-directory and the parent directory can te 
used, The tollowing example will create both the sub-directory programs and the parent directory called 
sauro une the ourrent directory as shown below: 


The 04 comnanand is used to change the current directory of the shell. This current directory is also used 
ty Shes programs launched from the shell. It is similar to the DOS CD command. 


eee —_—$<— 
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We have seen that the root directory is represented by '/’ symbol. Therefore the following example can be 
used to move to the root directory: 


TMi 


The following example can be used to move to the parent directory from the current 
directory. The two dots *..’ following the cd command is used to indicate the parent 
directory (this is similar to the CD command of DOS). 


Aas lo eee 


To move to any other directory from the current directory one can use the path of the 
directory along with the cd command. In the next example, the user can move to the 
directory /Jusr/yogesh/pic (see diagram on the right) from the current directory by 
using the cd command as: 

| Example: $¢d /usriyogeshipic 


» rmdir 


The rmdir command is used to remove an empty directory i.e. a directory containing no files or sub- 
directories. In case a non-empty directory with files or sub-directories is deleted using the rmdir command, 
then UNIX will show an error message and will not delete the same. To remove a directory using this 
command, first remove all files within that directory using the rm command and then remove all other sub- 
directories using the rmdir command. The user must also be in another directory to carry out the command. 


The following example can be used to remove the pic directory only after removing all files and sub- 
directories in it. 


To remove another directory from the current directory one can use the path of the directory along with the 
rmdir command. In the next example, the user can remove the directory /usr/yogesh/pic from the current 
directory by using the rmdir command. However the pic directory should be empty. If pic contains any files 


then those need to be removed first. 


f Example: — $rmdir Jusriyogeshipic Rou eataias 


» rm 


The rm command is used to remove both files and directories. Care should be taken while using the 
command as files can get deleted accidentally. Two switches used commonly with this command are: 
-r Removes all files and directories in a specified location 


-i Removes files only after verification from the user 


The above example will remove the file birthday.photo from the current directory. It will however not ask 
you for any confirmation before deleting the file. 


Multiple files can also be deleted using this command by writing the file names to be deleted separated by 
blank spaces as shown below: 


Rooper ek Ban Cae nse | 


[Evanplell $m [brog0Hi6 progda.© pread7.@) 


To prevent any accidental removal of a file use the -i switch as shown below. UNIX will ask for verification 
before deleting the file. Type the character y at the prompt to confirm the deletion. 


[ Example: ”$1rm/-f prog04.¢’ progo2.c 
Output: prog01.C7y 
prog02.C ?y 
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| yogesh, containing the sub-directory pic and all files within pic (see directory 


Part 4: Chapter 6 
However in case a directory contains files and sub-directories, then to remove such 
switch along with the rm command. In the example shown below, the directory 


“—s on the right) are removed using the command along with -r, 


"Example: $rm + fyogesh 


In cease the directory yogesh is removed without using the -r option, then the 
following esror message will be displayed to indicate that yogesh is a directory 
containing other files and di Jonnie 


| Bemple: $m fyogesh 
Output rm: yogesh directory 


cp 
The ep command is used to copy files. The command can be used to copy files to keep a backup of 


' or can be used as a template for creating another file. Some switches used with this command are: 


-s Copies directories (recursively) 
4 Prompts before overwriting a file while copying 
-y Shows the filenames as these are being copied 


“Example: $cp biodata.docu old biodatadocu — 


| The above copy command will simply make a copy of biodata.docu with the new name old_biodata.doc, 


Bas file to copy Destination directory. a re 
The above copy command will make a copy of the file rik.report.bak present in the current directory to t+ 


_ target directory femp/goirik with the same file name. Moreover using -i UNIX will prompt you before copying 
| in case it has to overwrite a file. Press y to carry out the command as shown below. 


Output cp: overwrite rik.report.bak ? y 
Example: e Sopa 4 sik.report ‘empl goirikirik. report2009 — 


| The above copy command will make a copy of the file rik.report as in the previous example, but in this. e 
__ the file will be copied with a different file name as rik.report2009. 


Multiple files with different names can also be copied from the current directory to another direcay 


using this command. In the example shown below, three files are copied from the current directory t= 


| gfo-directory goirik under the tmp directory. 


tp 


roy corned | 


Example: $cp -i rik.bio rik.report computer.notes /tmp/goirik 
The next example is used to make a copy of the directory pictures (under the current directory) and al & 
cortestts to the Itmp/old_pics directory using the -r thane 
| Example: $ ep ar pictures! ftmplold_pics . 
Séixics directory to copy Destination seeing 


nn eee 


s 5 


The mv command is used to move or rename files. It can be used to move files from one directory © 
anther, Unlike a copy command, during a move operation no copy of the file is kept in the source directo) 


and the file is totally moved to the target directory. 


| While moving a file, the user can also rename the file using this command. The rename command can 2 | 
| (4 we to rename a file in the same directory. One can also move directories and all its contents using t | 


wae wer command, The switches used commonly with this command are: 


ae ee ee 
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-f Moves files without checking for confirmation in case of an overwrite 
-i Prompts before overwriting a file while moving 


The following example can be used to rename the file project.draft in the current directory to project.final. 
No copy of the file is made, but the filename is changed. 


Example: $miv ‘project.draft’ projectifingl 

In the next example the file project.draft is moved from the current directory to the sub- 
directory tmp/goirik 

"Example: Sin projestdratt Amp/goirike 


et ie 
git eae 


In the next example the file project.draft is moved from current directory to sub-directory 
itmp/goirik, but simultaneously the name of the file is also changed to project: final 


“> 


"Example: $mv pi ‘project.draft Itmpigoirik/project. final 


SRSA 


Just like the copy command, while moving a file to the target directory if there is an existing file with the 
same name then UNIX will simply overwrite the existing file without asking for any permission. To avoid this, 
the -i option is used, whereby UNIX will ask for a permission to overwrite an newistng i file as shown below, 


"Example: > §mv - ap “project.draft aft /tmp/goirik/project. final 
Output: — mv: overwrite project.final ? y 


The next example shows how to move a directory along with all 
its contents from one location to another. It moves the directory 


goirik along with all its files from usr directory to tmp ee ane 
Te 


ips. a 


[ Example: $mv lusrigoirik tmp ya 


Source directory to move Directory into which tor move (Filet i IFile2) (File31 


= cat —y 
The cat command (short for concatenate) is used to display the contents of a file containing ASCII text | cat command 
onto the screen, without the need to open a text editor. It can also display multiple files concatenated 
together. Some useful switches used with this command are: 
-n_ Used for line numbering 
-s Used to squeeze sequences of blank lines into one 
-v__ Used to show non-printing characters 
The following example is used to print on screen the contents of the file pratik.cv (provided the file had been 
created oes cee. nba a text ea 


TOUTE Wane: Pratik aansiee 
i Class: 14 
Section: E 
Fourth Subject: Computer Science 


The cat command can also be used to make a copy of a file by directing the output of the cat command to 
another file instead of displaying it on the screen. In this respect it works similar to the cp command. The 
are example creates a backup file using the Gat COMING 


| Example: § cat | ple: $cat ) pratik.cv > > pratik.cv. ‘bak ROR UE eee SURE 
No output will be seen on the screen, but the contents of the fle pratik. cv wil get copied to the n new file 
Pratik.cv.bak. In case an existing file is there with the same name, then it will get overwritten by this 
command without any prompt. 


The cat command can also be used to create a file containing simple ASCII text instead of using a proper text 
editor. For example to create the file pratik.cv, we can use the cat command in the following manner. 


ee ees 
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‘Example: $ cat > pratik.cv 
Output: Name: Pratik Banerjee «— 
Class:17. «4 
Section: E < 


Fourth Subject: Computer Science + 
Ctrl+D 


The above command creates a file called pratik.cv and sends the output from the keyboard (i.e. whateve, 


| you type after entering the command) one line at a time to that file. The following rules should be kept in 


mind while entering the data: 
» At the end of each line press the Enter key (+~ ) 
« You can move around the current line using the backspace key. Moving in-between lines is not allowed 
» After finishing the typing, press Ctrl+D to save the file and get back to the prompt 


The cat command can also be used to combine two or more files into single file. Suppose there are two 
different files info.14 and info.12 containing the ID, name, class, and section information of students of class 
11 and 12 respectively. These two files can be combined to form a single file called info.HS using the cat 
command as shown below: 

“Example: $ cat info.11 info.12 > info.Hs is 
One can use the cat command to add a file at the end of another existing file. The following example wij 
append the contents of the file info.extra to the end of the file info.HS. The resulting file will have the initiay 
content of the file info.HS followed by the contents of the file info.extra. 


“Example: §cat infoextra >> infoHS 
EEE 
« vi 

The vi or visual editor can be used to create, load and edit ASCII files in UNIX. Like most word 
processors, vi is a full screen editor allowing an ASCII file to be loaded and viewed one screen at a time. 


| 

| . 

| However vi is extremely fast while scrolling through large documents. Vi however does not support document 
| formatting (bold, italic, underline etc.) and spell checking, which are common features in a word processor, 


| To start vi and edit the new file puzzle, type the following command. The home directory is the current 


| directory in this case. 
j Pes ve aa ee 
| 


| Example: $vi puzzle 


| The screen shown to the right opens. The screen displays a series 
of tildes (~) in the column 1 of the text editor. 


Vi operates in two modes — namely text insert mode and 
command mode. The normal mode for vi operation is the 
command mode. The text insert mode is entered from the 
command mode when the user wants to insert or replace text. | ~ 

Press the Esc key to come out of the text insert mode to the | “puzzle” [New File] 
command mode. 


The tilde in the first column of every line indicates that no text is present in that line. The tilde disappears 
when some character is typed in each line. To insert text into the vi editor first press the i key and then start 
| entering the text. Press the Enter (<~ ) key to move to the next line. 


| 
} 
| Question: Can you name three 
consecutive days without using 
| the words Monday, Tuesday, 

| Wednesday, Thursday, Friday, 

| Saturday, or Sunday? 

} 

} 


je i i 


Answer: Yesterday, Today, and 
Tomorrow 
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accidental errors can occur while entering text. Later these can be : RAT - 
corrected using proper commands. However while entering a line of | 2estton: Can you name three 
text the user can use the Backspace key to move back and correct | tha setae eonaee “aenout using 
error. But once you press th ‘chi the words Monday, Tuesday, 
an : you pi € Enter key after finishing writing a | Wednesday, Thursday, Friday, 
line, you cannot use the Backspace key to move back. After | Saturday, or Sunday? 
ee writing, press the Esc key to get back to the command 


mode. The vi screen now looks like the one shown on the right. roth oo tte tah Ad oe! KA 
rrow 

To make the entered text permanent it needs to be saved. To save | ~ 

the file type :w and press Enter. Finally to quit the vi editor type :q | ~ 

land press Enter, “puzzle” [New File] 


\To edit the text before you save it, you can use the following keys/commands. Get to the command mode 
to move around the text and then use the text insert mode to edit the text. 


-- =. Cursor Keys and Commands 


ess Left, Up, Right, Down $ To the end of the current line 


To beginning of current line RG aca To the end of the file 


Cursor Movement 


“5\.- 5 Some Edit Commands 


Command |... _viFunction= - 


Enter.text entry mode and insert text Delete the character at the cursor 
at the current cursor position Position. It may be preceded by a 
number to delete multiple characters 


a 


Some vi editor 
commands 


Move to the first character in the 

mode the cursor position 

Append text after the current cursor 
Sees position | esc | To leave the text entry mode 
aes Re RP oa ee | 
line and exit the editor 


Replace a single character SE egy RHE Exit without saving the changes 


= more 


| 


The more command is used to paginate the output. The problem with the cat command is that if a file is 
too long, then it falls beyond the top of the screen. The job of more is to stop and wait when it fills the 
screen. The command will act like cat if the file is short. The Enter key can be used to read the next line and 


the spacebar can be used to move to the next page. To quit the command press q. 


The following command is used to view the contents of the file soumya.hobby one page at a time. 
‘Example: “$more soumyahobby ee 


* chmod 


The chmod command is used to change file 
permissions. The command uses a numeric scheme to 


chmod 
command 


specify various modes of permission. A mode is 
represented by an octal number as per the table 
shown to the right. 


For example to grant read, write, execute permissions 
to the owner and only read permission to the group and 
all users, the required mode value is calculated by 
adding the numeric values that correspond to each 
type of permission from the table shown to the right 
(the grey shaded cells) as 


moe eee te on ee ey, 


| 100 | Ownerhas execute permission _| 
| 0405 | Grouphasread permission | 
| 020 | Grouphaswrite permission | 
[004 | Allusershave read permission | 
| 002 | Allusers have write permission _| 


(400+200+100+040+004)=744. The commatid line to apply this permission on the file biodata wil be; 
"Example: $ chmod 744 biodata 
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] 


, i a % 
be * who 


who command une who command is used to display who glee are logged onto othe system ata i given time. 
, Example: $who Hah 


Output: —_pratik term/08 Jul 20 11:45 
goirik term/05 Jul 20 12:15 
sanjit term/02. Jul 20 09:35 


The output gives the username, terminal ID no. and when that user had logged into the system. 


be " cal ¥ 


cal command us cal command | is Toot to ‘display a a one one colenee on nine st screen. 


"Example: “Seal” ae Rea Donan ae pre : deine oe ee La 


bP «Wild Card characters in UNIX 


Wild card | Using wild card characters it becomes easy to deal with a set of files and directories with a Sing 
characters | command. Wildcards allow the user to specify similar files without having to type multiple names, jt x dy 
allows the user to search for files even if the exact name is not known. There are three types of ma 


Example: $s project* ee pee arene epee ee 
Output: —_ project Se draft caret: fi ay reese hs 


In the previous example we have seen that the *’ wildcard is used to match any number of characte, 
in the filename. Moreover it can be used anywhere in the string as shown below. 


The following example will display names of all files that contain the string prog. The’ in front of the si, 4 
and also at the end ee any TUS of characters j in pon or at the end of the string. 


_ Example: “$1s *progt 


Output: —_ prog21.C fi fata prog program49: CPP “pSgkGp: prog23. C 


Unlike the *” wildcard, the ‘?’ wildcard is used to match a single character. The following example iss 
all fi bs WE att with be string prog and Ie a abate extra characters at the end. 


Output: cra Erne eee prog9 
The following example similarly will list all file names that start with the string prog and have only two extr 
characters at the end. 


Example: $18 prog?? 


Output: progi0 progi2 prog32  prog41 


The *’ and ‘?’ characters can also be combined to display specific names. The following example combins | 
these to display the names of all files that contain the string layout. There can be any number of charactés ) 
before the string layout as indicated by the ‘*’ wildcard, but there can be only one character after the String 
layout as indicated by the ‘?’ wildcard ‘placed after It 


“Example: $18 ‘layout? ii Cee ee | 


Output: — draft.layout1 draft. layout2 Sigal ae submit.layoutt 
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Apart from the above two wildcards, the third one used j 
characters. This option becomes hel 
of the characters. As UNIX is case sensitive, this can be useful. 


n UNIX is the [...] wildcard to match specific 


The next example looks for files with starting character either = or ‘s’ followed by anjit.class11. 
“Example: $Is [Sslanjitclass14 
Output:  Sanjit.class11 


A range of characters can also be specified using the ‘-’ sign. The following example can look for files | 


which end with the characters a, b, ap eras 


_ Example: $Is_ project[a-d] 
Output: = project.a Sree BroleeLe project.d 


Though we have done the discussion with only the Is command, the above wildcards can also be used 
with the other commands like cp, mv, rm etc. 


= Piping operation in UNIX 


The idea of pipes plays an important role in UNIX programming. A pipe is set up to indicate that the output 
of one command will be used as the input for another command. Unlike redirection (see examples of 
the cat command) which sends the output to another file, a pipe sends the output to another command. 
Thus 2 pipe can be thought of as a temporary file that holds the output of the first command for the second 
command. There are no limitations to the number of pipes in a command line. The character ‘|’ (placed with 
the ‘VV key) is used to indicate a piping operation. 


The following command is used to view the listing of the directory /usr/yogesh page by page. The output of 
the Is command (with the +] option to create a long listing) is piped into the more command, which displays 
the ine one screen at a time. The use is similar to the use eof the ws rs command along with /p switch. 


e UNIX Shell 


After logging into UNIX, the user is put into his/her login shell. A shell is basically a\ program like any 
other UNIX programs. However, it is a special program in the sense that it serves as the interface between 
the user and the UNIX system and translates the instructions given by the user in a way that the 
UNIX system can understand. It tells the UNIX system, where to find specific fi les, where the home 
directory is, and in general how to deal with the user’s presence. 


There are several shells available in UNIX. The user usually sticks to the shell that the system 
administrator has chosen for the user. Some of the popular shells are described below. | 


+ The Bourne Shell: This shell was shipped with the original System-V release of UNIX in 1979 and has 
remained almost unchanged since then. It was named after its developer Stephen Bourne. The UNIX 
name for this shell is sh. 

* The Korn Shell: It was developed by David Kom by adding several useful features over the 
functionalities of the Bourne shell. Therefore scripts developed for the Bourne shell can run without any 
problem in the Korn shell. This shell is represented by the UNIX name ksh. \ 

* The C Shell: This shell was developed by Bill Joy while working on the release of Berkeley UNIX (also 
called BSD). The C shell includes features like job history, aliases and some other features. It is also 
structured in line with the C programming language. The C shell is therefore different from both the 
Bourne and Korn shells. It is represented by the UNIX name csh. 

* The Job Shell: It is an extension of the Bourne shell and has features developed for handling multiple 
jobs. It is represented by the UNIX name jsh. 


The following command can be used to find the shell where the user Is logged into, Usually shell names end 
rial sh. Thus if Auk are in the Korn shell, then the output of ue command will be: 
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Comparison between DOS and UNIX Commands 


- DOS Command UNIX Command — 


ATTRIB chmod 
CD/CHDIR 
CLS 
COPY 
COPY CON 
DEL/ERASE 


eee ee eee ee se 
\ 


Use 


Used to change file permission 
Used to change the directory 
Used to clear the screen 

Used to copy the contents of a file 


Used to create a file 
Used to delete a file 


Used to delete the contents of a directory =~ 


Used to display a directory listing 


Used to create and edit a text file | 


Used to make a directory 


ELTREE 


D 
DIR 
EDIT 


MD/MKDIR 

MORE Used to display one screen of dataatatime SN 
Used to delete a directory 
PRENIRENAME | Used to rename a file or a directory 

TYPE Used to display the contents of a file 


e History and development of Linux 


The name Linux comes from the Linux kernel that was originally 
written by Linus Torvalds, then a student at the university of 
Helsinki. The first Linux kernel released to the public was Version 0.01 
on May 14, 1991. To make a complete operating system the other 
components of an operating system, like libraries, compilers, text 
editors, a UNIX shell, and a windowing system were also incorporated 
into the system. These components were added from the GNU Project 
that was started by Richard Stallman in 1984. GNU programs are all 
released under a special licence called the GNU Public Licence which 
describes the principles of free, open-source software. The licence was 
written in 1989. after Stallman started the Free Software Foundation. Therefore the aim of the GNU Proj 
was to create complete UNIX compatible software, that contained only free software. 


Richard Stallman & Linus Torvaky 


By the term ‘free’, it means two things. Firstly, the user does not have to pay for the software, a 
secondly the user can have full access to the source code of Linux. The user can copy it, modify it, at 
again redistribute it to another person if he wants. The only condition is that the source must be fre 


available to all. 


Linux vendors and communities combine and distribute the = : 
kernel, GNU components, and non-GNU components, with ra whee 

additional package management software in the form of i 
Linux distributions commonly called ‘distro’. Although by 
the terms of the licence no one can charge for Linux, but the 
user of the distribution has to pay for the distribution. 
This distribution can be in a CD/DVD ROM, in a box with a 
manual or can be via the Internet. Accordingly the 
distribution charges can vary. Some vendors, like Debian, 
develop and fund their distributions on a volunteer basis. 
While others, like Red Hat with Fedora, maintain a community 
version of their commercial distributions. In many cities and 
regions local associations known as Linux Users Groups 
(LUGs) seek to promote their preferred distribution. 
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The Linux logo Tux (the penguin) is shown on the ri 
; s ght. Many types of applications available 
for Microsoft Windows are also available for Linux. Commonly, either a free software application 


will exist which does the functions of an application found on another operating system, or that 
application will work on Linux. 


e Structure and Working of Linux 


Linux uses a monolithic kernel, the Linux kernel, which handles process control, networking, and peripheral 
and file system access. As the Linux kernel is under constant development, a numbering pattern is followed to 
identify the nature of the kernels. Kernels with an odd numbered minor version, like 1.1, 1.3, 2.1, are 
development kernels; whereas even numbered minor version ones are stable production kernels. The device 
drivers are integrated directly with the kernel. Users can operate a Linux-based system either through a 
command line interface or through a graphical user interface. The graphical user interface used by | 
most Linux systems is based on the X-Window System. For desktop systems usually a graphical user interface 
is used and KDE, GNOME, and Ubuntu are some of the most popular graphical user interfaces. 


After installing Linux when it is started, the user will see the login prompt. Just like UNIX, for the first time 
login the only user on the system will be the super-user known as root. To log in, the user has to enter his 
username at the login prompt and the password at the password prompt. After a successful login, | 
the user will be placed at the Linux prompt. After logging in for the first time, a new user needs to be added. 


The following command is to be used to add a user: 


stderr ae 


fExmple: useradd misao oS SS a 


=i I UTE SH Oa St eres 


Next, the password for this user is set by using the following command: | 


Finally press Ctrl+D to logout from the system. 


Similar to other UNIX systems, Linux disks are organised into a logical tree structure of directories. Each 
directory can in turn hold other sub-directories or files (both program and data). As usual, the base of the | 
tree is called the root and is represented by the ‘/’ sign. \ 
Again, just like UNIX, some root level directories found in Linux are, bin, boot, dev, etc, home, lib, root, | 
tmp, usr, sbin etc. each having its own specific content similar to the UNIX file system. Therefore the 
following path shows the location of the file biodata.dat within the sauro sub-directory which in tum is | 
located under the home root directory. \ | 


"Example: /home/sauro/biodata.dat a 


SEN a ean De ee \ aa Tt PS 


A Linux filename can be any length long but are case sensitive. In case they contain spaces, when used with 
a command they may need to be enclosed within double quotes for a command to know that it is a single | 
filename. Therefore “project”, “Project” and “PROJECT” are all different names and can co~exist. 


e Command Line Interface commands in Linux 


Just like UNIX, after the user logs in into his new username, he will be placed at the Linux shell prompt. The 


prompt will be displayed with the $ sign, but prefixed with the username, the name of the Linux machine and 
the current directory name. 


Two types of commands can be entered at the shell prompt. These are Shell Commands and Programs. 
The shell commands instruct the shell to do something and are used for job control, and control of how the 
shell operates and the user environment. Whereas typing a program name causes the shell to' go and find 
that program on the hard disk and run it. 


The basic file handling commands in Linux are the same as that used in UNIX and hence are not discussed 
elaborately here. The description for some of those commands is given below: 


aay 


ay a as Hy 


x 


|_Command. FAL MA Lalo aa ee oe” cy UBM Sahee ES Soa 
a 
eateries: | Used to list directory contents 

S21 apts [Ud te Gopy Hien” oo 1 router Te 
[cat | Usedtodisplay the contents offiles 
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| Used to rename files 

| Used to delete files permanently 

| Used to create a directory 

Used to remove a directory 

Used to change the current working directory 


Used to display the contents of a file one page at a time 
Used to search for a file within a given directory and its sub-directories 
| | Used to start the standard text editor 

Used to change file permission 


The hardware part of a computer on its own is useless and cannot do any useful work. The ha 
needs to be driven by means of software programs, which specify the tasks to be done by the 
computer 


« System software are used to run the computer and manage the different resources of a computer 


« The Operating System (OS) is the most significant system software and acts as a link between the 
hardware and the user 


« The OS sets the environment in which the programs work and the user interacts with the computer 


» Library Programs are used to do certain utility jobs that include finding files, compressing files, dis, 
defragmenting etc. 


« Editor is a text editing software that is used to create, open, or edit a text file 
« An Assembler is used to translates an Assembly Language Program to Machine Code 


« An Interpreter is used to translate a program written in a high level language to machine code and simultanegus 
execute the converted code 


» A compiler is a program used to convert a program written in a high level language to Machine 
language. But a compiler only creates an object program, but does not execute the program 

» The output of the compiler is the machine language code also called the object program 

« ALinker is a system software that is used to combine or link two or more object programs to forma 
Load module 

» Application aiid General Purpose Software are user developed programs that are made to carry out specific jobs like 
stock management, school management, hospital management, payroll etc 


» When a program is executed, it is broken down into a number of smaller units called processes or 
jobs. Each process acts as a unit of work for the processor and shares the computer resources like the 
CPU, memory space, files and input/output devices 


» Any new process entering a system must initially go to the Ready state. In this state it waits in a queue along wih 
other processes for the CPU time to be assigned to it 


* Inthe Running state the process has control over the CPU and uses it to get executed 


* In the event of an input/output operation, or an interrupt, the Running state of a process is changed to Blocked 
state 


* The Memory Management Module of the OS is responsible for the allocation and de-allocation of 
memory space to various programs 

The Device Management Module of an OS keeps track of the input/output requests from various processes, issues 
commands to the input/output devices and ensures correct data transfer to and from the those devices 


The File Management Module of the OS deals with creating, naming, storing, retrieving, organising 
and the security of files 


* The Security Management Module of the computer is responsible for protecting the computer system from mise, 
errors in programs and ensures a smooth run 


* The Command Interpretation Module of an operating system takes care of interpreting the user | 
commands and directing the system resources to handle the requests 

* — Mainfrarne Operating Systems serve mainframe computers 

Batch Processing Operating Systems are used for processing a set of jobs without any human 

intervention like payroll file processing, weather forecasting, statistical analysis etc. 


To separate one job from another for a batch of jobs, special languages called job control languages 
(JCL) containing control statements are used 


As a single job Is processed at any given time by a batch processing OS, there is no competition for input/oue) 
devices. Therefore memory management, file management, and I/O management are very simple in such a 


| 
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Multiprogramming Operating Systems use interleaved execution of two or more different independent 
jobs or programs by the same computer 


A multitasking operating system can handle multiple tasks together by applying multiprogramming techniques 


Multiuser Operating System allows multiple users to access a computer through more than one 
terminal. Examples include the Railway booking systems 


Multiprocessing Operating Systems have multiple independent processors that work in parallel 


Time Sharing Operating Systems allow various users to share the CPU, memory and other resources of 
the computer system under its supervision 


Real Time Operating Systems are used in places where the response time required for data processing is critical, 
Examples of such processes are air traffic control, nuclear power plant monitoring 
Network Operating Systems are used in computers connected in a computer network, like a LAN 


Distributed Operating Systems have several computers that are connected together and process a given job by 
sharing the job load between them 


Personal Computer Operating Systems are used in PCs and are usually meant for home use 


The Kernel is the innermost layer and is the central controlling part of the operating system. It always resides in the 
main memory and directly communicates with the hardware of the computer 


The Shell is the layer next to the Kernel and usually serves as the user interface 


Common types of user interfaces in an operating system include Command-Line Interface (CLI) or Character User 
Interface (CUI) like in DOS, and Graphical User Interface (GUI) like in Windows 

In a Command Line Interface (also called a Character User Interface) the user interacts with the 
operating system by typing commands on a command line 

Ina Graphical User Interface a window and menu based graphical interface is used which can be operated by using 
a pointing device like a mouse 

The operating system maintains a directory or folder structure to store data in a computer storage 
media like a hard disk. The data is stored by the computer system in the form of files 

A file is a collection of related data or information that is stored in a seconda 
data file or a program file 

A data file basically stores data and can be numeric, alphanumeric, or binary in nature 
A program file contains executable code and is also called an executable file or exe file 


Each file is identified by a file name and an optional extension name which can be used to specify the 
type of the file 


A file may also have certain file protection attributes like read-only, archive, system or hidden, which determine the 
type of file access given to the user 


The various operations possible on a file include file creation, deletion, renaming, opening, closing, 
sorting, modification, copying etc. 


Transaction File is used to store input data temporarily until it is processed. For exam 
file may contain the weekly data of employees in an organisation 

Master File contains all the current data relevant to an application. Master files contain descriptive data which are 
permanent in nature, such as ID, name and address of an employee in an organisation, his gross salary etc. 


Some applications use multiple programs for data processing. In such an application, the output 
produced by one program is used as an input for the next program. Here the temporary output of the 
first file is stored in a file called the output file 


Data processing applications need to generate various types of reports based on user queries. A report file contains 
a soft copy of such a report 


A backup file is used to keep a copy of a given file as a backup 
In a serial file organisation records are stored in no particular logical sequence but stored serially one after the other 


In a sequential file organisation, the records are stored in a particular order with respect to a given 
field of the record 


In an indexed sequential file organisation the records are physically ordered with respect to a search key in the file. 
In addition to that, a primary index for the file is also maintained 


In a direct file organisation the records in the file can be accessed directly using a special process on 
the search key of the file 

Directories are used to group other directories or files and put them under a common heading. 

Each directory can have a number of entries, one per file. When a file is created, a new entry for the 
file is created in the directory 

Whenever a file is created, the operating system allocates the required number of clusters for storing the file 
depending upon the file size. Computers maintain on the disk, a table Indicating the cluster location of a file. This 
table is known as the File Allocation Table or FAT and serves as a file index 

The FAT is the most important area in a disk as it stores information regarding the location of a file 
and the availability of free space to store new files 


ry storage media. A file can be either a 


ple a transaction 
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The procedure of starting a computer by loading the basic components of the operating system Wnty 

memory is known as booting ” hy 

The Power On Self Test (POST) is a diagnostic test that checks the state of the various OMAN, 

the computer system 4y 

Depending upon the way a booting takes place, there are two different types of booting processes Mati, 

Booting and Cold Booting v 

Warm booting skips the RAM test 

Spooling or Simultaneous Peripheral Operations On-Line is a technique used to solve the probler ad, 

mismatch between the processor and peripheral devices like printers, keyboards etc, %, 

A memory management scheme called Virtual Memory overcomes the problem of insufficient h 

allowing the execution of processes using techniques like swapping and demand paging MM 

Swapping is the process of transferring a block of data from the high speed on-line secondary storage ty the, 

memory (RAM) or vice versa 

DOS is a single-user, single-tasking operating system that offers a command line characte, 

interface through which the user has to type in the commands to execute them Me, 

The commands given to DOS are in general computer programs. Depending upon the location of the Wy, 

these are classified as Internal and External commands ‘ 

The internal commands form a part of the COMMAND.COM program and Include commands like ¢ 

DATE, TIME, DIR, CD, MD, RD, COPY, DEL, RENAME 4 

External commands on the other hand are command programs that are kept In the disk until they are needs 

include commands like DISKCOPY, SYS, FORMAT, XCOPY, MOVE, BACKUP, RESTORE, DELTREE, ATTRIB =” 

The scandisk utility checks the disk surface for any physical damage and tries to repair the ty, 

surface first and in case it is unable to do so, it marks the damaged area as containing bad Syn, 

the FAT and prevents further writing of data on that portion 

Before the disk can be used in a computer system it must first be prepared by a process called disk formatting 

The pattern that is laid out during formatting, first divides the surface of a disk into a nurie ‘ 

invisible concentric circles called tracks. Each track Is again further subdivided Into smaller Ii, 

called sectors during formatting 

In Batch Processing, DOS allows to group several commands into a file with the extension ‘bat’ (for batch) 

Microsoft Corporation, co-founded by Bill Gates introduced the first version of the Windows Operata 

System in 1985 

Windows uses a GUI and allows users to run multiple applications at the same time using multitasking 

The working space of the Windows system is known as the Desktop 

Over the desktop are placed small pictures called icons of the different parts of the computer that one warts x 

like files, folders, recycle bin, network etc 

At the bottom of the desktop is an area called the Taskbar. Whenever a program starts, an oe, 

window button for it appears on the Taskbar. The taskbar also displays the system time and prog, 

icons for quick launch of programs by a single click on them 

When a program icon is clicked and the program Is loaded into memory, the program appears in a reczqz, 

frame called a Window on the screen 

Each window contains a Title Bar across the top that indicates what the window contains. Whe 

particular window is chosen, the title bar of that window gets highlighted 

The region below the title bar represents the actual working area of the program. It contains a horizorta ig! 

menus called the Menu bar. Below the Menu bar is a set of buttons that form the Toolbar 

A window can also contain Scroll Bars to view the different parts of a program or file that are lon? 

or wider than the size of the window 

The registry is the place where Windows keeps most of its configuration information 

To access any file or folder, one can click on the My Computer icon on the Desktop, when th! 

Computer window opens 

Notepad Is a simple text editor that can be used to type simple text in a given font style and size 

Files or folders deleted by an user are not initially permanently deleted from the system. Thes * 

first stored in a special folder called the Recycle Bin 

A program once installed cannot be removed simply by deleting the installed program file. It needs to be unirs2# 

both from the computer and from the Windows Registry 

a pSregmentel utility can be used to analyse and defragment files in a secondary storage Mi! 
a s 


Ihe UNIX operating system was originally developed by a group of employees at the AT&T Bell Labs during ree 
of the 1960's 


The UNIX OS was designed to be portable in nature which made it possible to be used in a wo, 
variety of machine families than any other operating system 


4% 
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The UNIX system uses a hierarchical file system, plain text for storing data, and treats devices as files 


» UNIX also uses the concept of piping whereby small programs can be lined together using a command line 
interpreter such that the output of a file acts as the input for the other to give the final output 

» ach account Is identified by a login user name which has to be entered in response to the login 
prompt. In case the account is password protected, next UNIX will ask the user to type in the 
password 

» The superuser has access to all parts of the UNIX system. Accordingly, he can access all files and commands in the 
system. Superuser also looks after system configuration and setting up, maintaining, and deleting of user accounts 


» Once logged in, UNIX automatically places the user in his home directory as determined by the system 
administrator while creating the user account 


» Unlike DOS, the UNIX commands are case sensitive 


» Unlike DOS, filenames in UNIX do not have an extension. If any extension is used, it will be taken as 


part of the file name. Thus the user can use an extension for a file for his own convenience, but it is 
not a requirement for UNIX 


» Unlike DOS, UNIX has a standard directory structure 


There are three types of file permissions, these are Read Permission, Write Permission, and Execute 
Permission 


There are also three levels of permissions, these are Owner Level Permission, Group Level Permission, Others/World 
Level Permission 


There are several shells available in UNIX. The user usually sticks to the shell that the system 
administrator has chosen for the user 


The Bourne Shell was shipped with the original System-V release of UNIX in 1979 and has remained almost 
unchanged since then 


The Korn Shell was developed by David Korn by adding several useful features over the functionalities 
of Bourne shell 


The C Shell was developed by Bill Joy while working on the release of Berkeley UNIX (also called BSD). The C shell 
includes features like job history, aliases and some other features 


Linux is an operating system that belongs to the UNIX family of operating systems. Before the advent 
of Linux, the powerful features of UNIX were not available for home computers 


The name Linux comes from the Linux kernel that was originally written by Linus Torvalds 
«The first Linux kernel released to the public was Version 0.01 on May 14, 1991 
« The GNU Project was started by Richard Stallman in 1984 


GNU programs are all released under a special licence called the GNU Public Licence which describes 
the principles of free, open-source software 


By the term ‘free’, it means two things. Firstly, the user does not have to pay for the software, and secondly the 
user can have full access to the source code of Linux 


Linux vendors and communities combine and distribute the kernel, GNU components, and non-GNU 
components, with additional package management software in the form of Linux distributions 


For desktop systems usually a graphical user interface is used and KDE, GNOME, and Ubuntu are some of the most 
popular graphical user interfaces 
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Q1. Multiple Choice Questions. Select from any one of the four options. 
i) The hardware part of a computer can do any useful work only in the presence of: 
a. software b. hard disk drive c. keyboard d. VDU monitor 
ii) | Software used to run the computer and manage the different resources of a computer: 
a. Compiler software b. Translator software __c. System software d. Interpreter software 
iii) | The most significant system software is the: 


a. compiler b. loader c. linker d. operating system 
iv) Operating System acts as a link between the: 
a. hardware & user b. software & user c. hardware & software d. all of these 


Vv) Programs used to do utility jobs like finding or compressing files, disk defragmenting etc. are: 
a. library programs b. application programs c. general programs d. anti-virus programs 
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vi) Program used to translate an assembly language program to machine code is: 


a. an interpreter b. an assembler c. a compiler d. an editor 
vii) An interpreter is used to translate a program to machine code from: 
a. C language b. high level language c. assembly language _—_d. none of these 


viii) A compiler is used to translate a program to machine code from: 
a. BASIC language = b. assembly language __c. high level language __d.. none of these 
ix) | The output of a compiler is the machine language code also called the: 


a. opcode b. object program C. machine program __d. executable program 
x) | When a program is executed, it is broken down into a number of smaller units called: 
a. segments b. units c. jobs d. objects 
xi) | Any new process entering a processing system must initially go to the: 
a. running state b. process state c. blocked state d. ready state 
xii) In case of an interrupt, the running state of a process is changed to: 
a. occupy state b. stop state C. process state d. blocked state 


xiii) | The OS module that keeps track of the input/output requests from various processes: 
a. file management b. device management c. data management _ d. link management 
xiv) | Operating system used for processing a set of jobs without any human intervention is called a: 
a. Job Processing Operating System b. Batch Processing Operating Systems 
c. Code Processing Operating System d. Data Processing Operating Systems 
xv) To separate one job from another in a batch Processing OS, special languages used are called: 
a. job languages b. job set languages —_c. job control languages d. job data languages 
xvi) An operating system that can handle multiple tasks together: 
_a, multi-variable operating system b. multi-processing operating system 
c. multi-operation operating system d. multi-tasking operating system 


xvii) An operating system that allow various users to share the CPU, memory and other resources of the 
computer system under its supervision is called a: 


a. time sharing operating system b, time splitting operating system 
c. time manoeuvring operating system d. time managing operating system 
xviii) An operating system used in places where response time required for data processing is critical: 
a. critical time OS. b.responsetimeOS  c. real time OS d. special time OS 
xix) _ The innermost layer which is the central controlling part of an operating system is the: 
a. core b. shell c. kernel d. link 
xx) _ The layer next to the kernel that usually serves as the user interface is called the: 
a. shell b. core c. interface d. view layer 
xxi) CLI stands for: 
a. Command-Letter Interface b. Command-Line Interface 
c. Code-Line Interface d. Computer-Line Interface 
xxii) GUI stands for: 
a. Graphical Utility Interface b. General User Interface 
c. Graphical User Interface d. General Utility Interface 
xxiii) A file is a collection of related: 
a. operations b. pictures c. code d. data 
xxiv). A program file that runs is also called: 
a. a data file b. a code file c..an executable file d. a running file 
xxv) _ File used to store input data temporarily until it is processed is called a: 
a, Temporary File __b. Transaction File c. Token File d, Test File 


xxvi) A file that contains all the current data relevant to an application: 
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xxv) 


xvi) 
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xii) 


xii) 


vii) 


Operating System 
a. Data File b. Current File c. Transaction File d. Master File 
Records are stored in no particular logical sequence in a: 
a. serial file b. sequential file c. transaction file d. direct file 
Records are stored in a particular order with respect toa given field of the record in a: 
a. serial file b. transaction file c. direct file 


d. sequential file 
In an indexed sequential file the records are physically ordered with respect to a: 


a. data key b. super key c. sequential key d. search key 

Files can be grouped together and put under a common heading called a: 

a. Class b. section c. directory d. group 

Area in a disk that stores information regarding the location of a file is called the: 

a. MAT b. FAT c. SAT d. PAT 

The procedure of starting a computer by loading the basic components of the operating system 
into its main memory is known as: 

a. listing b. starting c. loading d. booting 

The diagnostic test that checks the state of various components of the computer system is: 
a. COST b. HOST c. POST d. EOST 

There are two different types of booting processes namely cold booting and: 

a. warm booting b. hot booting c. general booting d. test booting 

The RAM test is skipped by: 

a. hot booting b. general booting c. test booting d. warm booting 


The technique that solves the problem of speed mismatch between processor and peripheral 
devices is called: 


a. spooling b. scaling c. speeding d. matching 
Amemory management scheme that overcomes the problem of insufficient RAM is called: 
a. virtual memory _b. additional memory __c. real memory d. ROM 

The full form of DOS is: 

a. disk opening system b. data operating system 

c. daily operating system d. disk operating system 


DOS commands are classified as internal and: - 

a. data commands b. external commands _c. virtual commands . d. operating commands 
The internal DOS commands form.a.part of the program called: 

a. utlity.com b. system.com c. program.com d. command.com 

The utility that checks the disk surface for any physical damage and tries to repair it is called: 
a. scanning disk b. scanner disk c. scan disk d. repair disk 

Before a hard disk can be used in a computer system it must be prepared by a process called: 
a. disk editing b. disk testing c. disk formatting d. disk checking 


The pattern laid out during formatting of a hard disk first divides the surface of the disk into a 
number of invisible concentric circles called: 


a. Gusters b. sectors c. lines ~  d. tracks 

Each track is further subdivided into.smaller sections called sectors during formatting: 
a. Clusters b. lines c. tracks d. sectors 

The working space of the Windows system is known as: 

a. Desktop b. Computer top c. Screen top d. Windows top 
Windows operating system keeps most of its configuration information in the: 

a, system file b. registry file c. log file d, command file 
To access any file or folder, one can click on this icon on the Desktop: 

a. Recycle Bin b. Networks c. Documents d. Computer 
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Notepad is what type of software? 


a. text editor b. photo editor c. audio editor d. video editor 

A drawing and painting software supplied by Windows is called: 

a. PhotoEdit b. Draw : c. Paint d, Design 

Files or folders deleted by an user are first stored in a special folder called: 

a. Recycle Bin b. Recycle Area c. Recycle Bag d. Recycle Store 
The utility used to analyse and rearrange files in a secondary storage like a hard disk is calleg. 
a. disk rearranger __b. disk editor c. disk monitor d. disk defragmenter 
The DOS command used to clear all the other commands already typed in the screen is calleg. 
a. CLEAR b. CLS c. CLR d. CLEAN 

The DOS command used to list all the sub files or sub directories under a given directory is: 
a. DIR b. LIST c. MENU d. LS 

The DOS command used to create a new directory or folder in DOS is called: 

a. MD b. CD c. RD d. FD 

The DOS command used to delete a directory or folder in DOS is called: 

a. MD b. RD c. CD d. DD 

The DOS command used to move from one directory to another in DOS: 

a. RD b. CD c. MV d. MD 

CON is the device name used in DOS to indicate a console i.e. the: 

a. mouse b. keyboard & monitor _c. hard disk d. CD drive 

The command in DOS that can be used to create a data file is: 

a. control con b. copy con c. copy file d. file con 

The command copy MyData. txt con in DOS can be used to: 

a. display a file b. printa file — c. create a file d. rename a file 

The REN command in DOS is used to: 

a. replace a file b. rename a file c. repair a file d. read a file 

The DEL command in DOS is used to: 

a. delete a file b. delete a directory _—c. delete a file or folder d. all of these 

The DOS command used to view a listing of files & folders in an easy to read graphical format: 
a. view b. graph c.tree d. display 

The DOS command used to move a file from one location to another: 

a. ren b. move Cc. copy d. cd 

The DOS command MOVE MyDocs Document is used to: 

a. delete a file b. rename a file c. move a file d. copy a file 

The DOS command that helps to set the attribute for a file is: 

a. attb b. attr c. attribute d. attrib 

The DOS command used to display the disk or drive space specified is: 

a. vim b. volume c. vol d. vm 

The DOS command used to check a disk for errors and display a status report, is: 

a. checkdisk b, chkdsk c. checkdsk d. chkdisk 

A data file can be created or edited in DOS using the command: 

a, attrib b, rename c. create d. edit 

The wildcard character symbol used to specify a group of characters in a file name is: 

a. # b.? Cc. $ d. * 

The wildcard character symbol used to specify a single character in a file name is: 

a.? b, * c. # d. $ 


Which one of the following Is not a type of file permission in UNIX? 
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a. write b. copy c. read d. execute 
| poxaii) Which one of the following is not a level of file permission in UNIX? 
a. world b, owner c. user d. group 
‘po‘iii) Which one of the following commands is used to view the directory listing in UNIX? 
a. list b. dir c. show d. Is 
| bxiv) Which one of the following commands is used to remove only directories in UNIX? 
a.m b. del c. rd d. rmdir 
bxxv) _ Which one of the following commands can be used to remove both directories and files in UNIX? 
a. remove b.rm c. rmdir d. del 
havi) Which one of the following commands can be used to rename files in UNIX? 
a. ren b. mv c. rename d. cp 
pavii) Which one of the following is not a wild card character used in UNIX? 
a.[] b.* c.? di 
)boviii) Which one of the following is not a type of shell in UNIX? 
a. Sea b. Job c. Korn d. Bourne 
bax) The process where the output of a command serves as the input of another command in UNIX: 
a. flow b. channel c. i/o d. piping 
box) The text editor name used in UNIX: 
a. Vi b, edit c. edlin d. notepad 


|Q2. Short Answer type questions: 
i) What do you mean by system software? 
it) Whatis the use of a text editor? 
ii) | Whatis an assembler? 
iv) Whatis an interpreter? 
v) Whatis a compiler? 
vi) State one difference between a compiler and an interpreter. 
vil) | What do you mean by application software? 
vil) What category of software are a compiler and an interpreter? 
ix) State the name of any two important functions of an operating system. 
x) State the use of the device management module of an operating system. 
x1) Whatis a multitasking operating system? 
xl) What is a kernel with respect to an operating system? 
xii) Whatis a shell with respect to an operating system? 
xiv) Write the full form of POST in connection with booting. 
xv) — Write the full form of GUI. 
xvi) Write the full form of CLI. 
xvil) State one difference between a command line and a graphical user interface. 
xviii) — Write the name of any two properties of a file. 
xix) What is the use of a file extension? 
xx) Name any two different types of files. 
xxi) + What types of file is indicated by the file extension .exe? 
di) What is a transaction file? 
xxiii) What is a master file? 
xxiv) Name any one type of file organisation. 
xxv) — State one difference between serial and sequential file organisation. 
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State one difference between a file and a folder. 

State one use of a file allocation table. 

What do you mean by warm booting? 

State one reason for using virtual memory. 

State one difference between internal and external commands in DOS. 

Name any two Internal commands In DOS. 

Name any two external commands in DOS. 

Name any two types of switches that can be used with the DIR command in DOS. 
Name any two switches used with the ATTRIB command In DOS. 

State one difference between the COPY and MOVE operations in DOS. 

State one difference between the RMDIR and DEL operations in DOS. 

State one use of the COPY CON command in DOS. 

What do you mean by a track with respect to a hard disk? 

What do you mean by a sector with respect to a hard disk? 

What do you mean by a wildcard character in DOS? 

Write the symbols used for wildcard characters in DOS. 

Write the DOS command statement used to display the directory and file listing of the directory 

WORKS under the D: drive. 
Write the DOS command statement used to make a directory called PERSONAL under the Hons, 
directory located under the C: drive. 

Write the DOS command statement used to remove a directory called LETTERS from under the 

PERSONAL directory located under the £: drive. 

Write the DOS command statement used to move the file poetry.xt from the 7EMP directory unde, , 
the C: drive to the D- drive. 

Write the DOS command statement used to copy the file myCV.docx located under the 7E¥p 

directory in D: drive to the C: drive. 

Write the DOS command statement used to create a text file called poetry.ot under the D: drive 

using the COPY command. 

Write the DOS command statement used to display the contents of the text file biodata. tt stored 

in the D; drive. 

Write the DOS command statement used to print the contents of the file poetry.éxt in the C: drive 

using the printer connected to the parallel port with the device name LP7Z 

Write the DOS command statement used to rename the directory MyWorks under the D; drive to 

Personal. 

Write the DOS command statement used to delete the file with the file name extra.ot located 

under the useless folder under the &; drive. 

Write the DOS command statement used to change the attribute of the file MyCV.docx to a reat- 

only, archive file. 

Write the DOS command statement used to copy all files with the file extension .émp, irrespective 

of their name, from the D- drive to the 7emp directory located under the C: drive. 

Write the DOS command statement used to display all files whose name starts with the letters 

work and which have a three letter extension name (like .txt etc.) from the D; drive. 

What do you mean by the Desktop in windows? 

What is the taskbar? 

What Is the Recycle Bin? 

Which key combination can delete a file in Windows without sending it to the Recycle Bin? 

State one utility of the Disk Defragment operation in Windows. 

Write the UNIX command statement used to display the directory and file listing of the directory 

progs under the usr directory. 

Write the UNIX command statement used to make a directory called works under the usr directory: 
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Ixil) Write the UNIX command statement used to remove a directory called tempo from under the 
mywork directory under the usr directory. 

Ixiii) | Write the UNIX command statement used to move the file eassy.fina/ from the temp directory 
under the usr directory to the fina/ directory under usr directory. 

xiv) Write the UNIX command statement used to rename a file prog01.c stored in the usr directory to 
factorial.c. 

ixv) Write the UNIX command statement used to join the contents of two files f/el.poetry and 
file2,poetry to form a new file called submit.poetry. All the files are stored under the works 
directory under usr directory. 

Q3. Long Answer type questions: 7 each 
i) Explain any three functions of an operating system. State one difference between a command line 

and a graphical user interface. 6+1 
ii) | State any four important differences between an interpreter and a compiler. Write a short note on 

the kernel of an operating system. 4+3 

iii) | What do you mean by system software and application software? Names any three system 
software and briefly state their use. 4+3 

iv) Write briefly on any three different types of file organisation. Write the name of any one type of 
data file. 641 

v) _ Briefly describe the utility of the device management module of an operating system. What do you 
mean by a transaction file and a master file? 34+2+2 

vi) _ Briefly explain the terms kernel and shell with respect to an operating system. Write the names of 
any two external commands in DOS. 34+3+1 

vii) | Whatis a batch processing operating system? State any four properties of a file. What is the use of 
a file extension? 34+2+2 

viii) | What do you mean by booting? State the difference between cold booting and warm booting. What 
is virtual memory? Name any one internal DOS command. 2+24+2+1 

ix)  Whatis a file allocation table? What is the use of virtual memory? State the difference between a 
file and a folder. What type of file is indicated by the file extension .exe? 2424241 

x) | What do you mean by a real time OS and a time sharing OS? Explain the meaning of the term 
spooling with respect to an operating system. 2+243 

xi) Explain the meaning of the terms ‘multiprocessing’ operating system and ‘multitasking’ operating 
system. Write a short note on the concept of virtual memory. Name the UNIX command used to 
rename a file. 44241 

xii) Explain the meaning of the term spooling with respect to an operating system. What is virtual 
memory? What type of file is indicated by the file extension .exe? 3+3+1 

xill) What do you mean by a real time operating system? State the difference between Internal and 
External commands in DOS with proper examples. 3+4 

xiv) Name two internal commands and two external commands in DOS. Name and explain any two 
types of switches that can be used with the DIR command in DOS. What is the use of the Recycle 
Bin? State one difference between the copy and cut operations on a file. 24+2+2+1 

xv) What is the use of the ATTRIB command in DOS? What is the difference between the COPY and 
MOVE operations in DOS? What is the utility of the COPY CON statement in DOS? Name the file 
extension associated with a file that can be run. 2t2t241 

xvi) What do you mean by formatting a magnetic storage disk? What are tracks and sectors with 
respect to a magnetic storage disk? What do you mean by wild card characters in an operating 
system? How can you recover a deleted file in the Windows operating system? 24+2+2+1 

xvii) Write the DOS command statement used to move the file cost.txt from the TEMP directory under 


the C: drive to the WORK directory under the directory EXPENSE in the D: drive. Discuss any two 
methods of copying a file from one folder to another in the Windows operating system. What is the 
use of the Internet Explorer? 2+2+2+1 
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Write the DOS command statement used to copy the file movie.dat located under the MyMoy, 
directory under the D: drive in the same place, but with a different file name. Create a tet 
using the COPY command to write your name and address in the file called biodata.trt. Stata .'® 
three utilities of the Windows Explorer. 247 43! 


Write the DOS command statement used to move the file MyCV.doc from the sub-directory Voy 
under MyDocs in the D: drive to the directory Backup in the E: drive, but with the changeg a 
name Biodatal.doc. State any two methods of creating a folder in the Windows operating 5) 
Write any three utilities of using the Computer (or My Computer) option in the Windows Operati, 
system. 24244 
Write the DOS command to copy all files with the file extension .docx, irrespective of their Fame | 
from the Question directory under the D: drive to the Temp directory located in the Person j 
directory under the E: drive. State any two differences between a CUI and a GUI. Name any the 
methods of copying a file from one folder to another in the Windows operating system. 24043 


State and explain any two methods of creating a folder in Windows OS. How can you rename, 
folder in Windows? What is the Recycle Bin in Windows? 24249 in 


How can you recover a deleted file in Windows? How can you view the memory size of the hay 
disk of your computer? What is a Jump List? Write the name of the DOS command used to Vey 
the file listing in a graphical manner? 24247 wi 


How can you change the date and time in Windows OS? How can you search for a given file in the 
Windows operating system? What is the full form of the file extension .pdf? 44244 


Explain the Aero Shake and Aero Snap options in Windows OS. Write a short note on the vi editor 
in UNIX. 443 


What do you mean by a ‘piping’ operation in UNIX? State any two important characteristics Of the 
UNIX OS. State the difference between the rm and rmdir commands in UNIX. What is the Use ¢f 


the cal command in UNIX? 2424244 
Explain the chmod command in UNIX. What is the utility of the piping operation in UNIX? State one 
use of the cat command in UNIX. 44241 
Discuss the different types and levels of file permission in UNIX. Which command can be used t 
rename a file in UNIX? 6+1 
Write a short note on any two standard shells used in UNIX. What do you mean by the tem | 
‘superuser’ in UNIX? Name any two standard directories used in UNIX. 44241 | 


State the use of the cat command in UNIX with the help of examples. Explain the three levels of 
file permission in UNIX. Explain the different types of wild card characters used in UNIX. 2+3+2 


How can you change the date and time in Windows OS? How can you search for a given file inthe 
Windows operating system? What is the full form of the file extension .pdf? 44241 | 
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p rograms are a set of codes that take some input and produce an output. Though the code generated 
depends upon the type of (computer) language used, however the procedure should be a set of 
general rules to solve the given problem and should be independent of the language used. This general 
rule Is meant to solve a given problem stepwise, based on some procedure or logic. The language is a tool to 
implement the rules. For example to prepare a cup of tea, the general procedure is: 


1. Put some water in a container, light a stove and put the container on it 
2. Check if the water is boiling 

3. If not, wait for the water to boil and again go to step 2, else go to step 4 
4, Put off the stove and add some tea leaves and wait for 2 minutes 

5. Pour the liquor into a cup, add sugar and milk and serve 


The above result can also be achieved using a pan or a kettle, a gas burner or an oil stove, or powdered milk 
instead of dairy milk etc. In each case though the general procedure remains the same but the actual 
procedure and details of getting the result may vary. 


As a second example take the problem of calculating the result of y= 3x 4/2+44(3-1) 


To get the result we have to start the calculation from the left and follow the BEDMAS rule as shown below: 
1. Look for the presence of any Brackets 

If brackets are present, calculate the part inside the bracket, go to step 1 

Look for any Exponentiation (power) operation 

If an exponentiation operation is present, perform the exponentiation, go to step 3 

Look for any Division operation 

If a division operation Is present, perform the division, go to step 5 

Look for any Multiplication operation 

If a multiplication operation is present, perform the multiplication, go to step 7 

9, Look for any Addition operation 

10. If an addition operation is present, perform the addition, go to step 9 

11. Look for any Subtraction operation 

12. If a subtraction operation is present, perform the subtraction, go to step 11 


The value of the expression can be calculated correctly by following the above set of rules in the order 
written. If the order is changed, then the output will be different. Thus the order of the steps is important in 
such a procedure. Moreover we have completed the calculation in a finite number of steps. Once this rule 
has been fixed, we can perform the calculation either manually, or using a calculator or using a computer 
program, i.e. by using different means. However, whatever be the means, the procedure remains the same 
and independent of the means. 
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Part 1; Chapter 7 


e The Program Definition Phase: 


This Is the first step In the programming process, In this step we work out what must be done (6 gjy, 

problem and try to extract from the problem statement the differant Inputs In the form of varlableg, J 
constants, along with any special formula or relationship that may be required In solving the probe, mM 
get the output. The form of the desired output should also be worked out, My 


As an example, consider the familiar problem of finding the roots of a quadratic equation, Hor, 

‘what’ Involves first Identifying the Input variables, namely the coefficients of the variable term and 4 ' 
constant term. The next requirement Is to know whether any special formula or relationship Is FeCulreg 
this case the Sridharacharya relationship should be used, Finally we have to know the types of Outputs 4, 
may arise I.e, real-equal, real-unequal or Imaginary roots. a 


e The Program Design Phase 


Next comes the ‘how’ part. Since there can be more than one way to solve a problem It is not always eq 
find the best solution to a particular problem. As for the ‘how’ part of the quadratic equation problem fst 
have to find the discriminant and then check whether Its value Is zero, greater than zero or less than z ig 
Then depending upon the value of the discriminant we have to take the square root of the discriminant 5. 
find the roots using the Sridharacharya relatlonship, "q 


Sometimes it may be helpful to assume the solution and start working backward to the starting condition | 
case the final solution Is not known even a guess at the solution can be helpful. For example to fing te 
square root of 5 we assume the square root to be a number greater than 2 (as 2?=4) and less than 3 (as 
37=9) and square that number to find how close It Is to the exact root. : 


Some important concepts to Implement the logic In the problem design phase include the development of 3, 
algorithm, flowchart, or a pseudo-code from the problem definition. In the following sections we yj 
have a detailed discussion on the above methodologles, 


e The Program Coding Phase: 


Once the algorithm, flowchart or pseudo-code for a problem has been developed, then the logic to solve the 
problem has been established. The next phase Is the actual coding of the program i.e. to translate the logic 
into program code in a step by step manner using a particular programming language. Depending on the 
choice of the programming language the program syntax will be different, though the main logic anq 
structure remains the same. . 


Care should be taken so as to minimise syntactical and logical errors. The compiler or the interpreter 
can help you identify syntactical errors during the time of compilation or interpretation. But it is sometimes 
very difficult and time consuming to detect and debug a logical error. 


e The Program Testing & Debugging Phase: 


After the program has been written we have to check if the program runs correctly i.e. whether we get 
the desired outputs. For a good program, even if invalid inputs are supplied the program should be able to 
detect them. All sets of inputs or input conditions are to be given to check if they produce proper 
outputs, If the program does not run exactly as expected then try to find out if there are any syntactical 
errors, whether you have missed out on any punctuation, used any reserved word as a variable name etc. 
Next try to find out if there are any logical errors. To tackle such problems try to follow the execution of the 
program step by step. Working out the program by hand (dry run) before attempting to execute it with a valid 
input data, can also be helpful. 


« The Program Documentation Phase: 


Program documentation should also be considered as an integral part of programming. Proper documentation 
can help a person to understand the logic of a program by going through the listing. This can help both the 


person who has designed the program and any other person who wants to inspect the source code of the 
program at a later date, 


To make a program code properly understandable, comments should be inserted at strategic 
points to highlight the utility or use of the section that follows. Also meaningful constant and variable names 
should be used so that at any point In the program one can easily trace the role of the variables. This also 


helps in debugging the program as It becomes a lot easler to identify the variables within a maze of complex 
calculations, 
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similarly, to solve a particular problem using a computer program we have to follow a specific set of rules and 
write the code in a particular computer language to implement the steps. To design the logic of a program 
several tools may be used, like the development of an algorithm from the problem definition. 


An Algorithm is a sequence of precise and unambiguous instructions designed in such a way that if 
they are executed in the specified sequence the desired result is obtained within a finite number of steps. 
In short the steps that need to be followed to achieve the desired result form the algorithm. It should be: 
e Effective, which means that an answer should be found when the algorithm is applied, and it 
e Finishes, that is, it has a finite number of steps and should not go on infinitely 
As an example take the problem of finding the average of ‘n’ numbers. The program can be written for a 
set of known & fixed numbers or the program can be designed for a variable number of inputs. We 
discuss below the algorithm for both the cases. 
The steps for finding the average of a fixed number of inputs are: 
Step: Add the numbers (n; + nz +3 +, ... , + Np) to. get the sum S 
Step2: Divide the sum by the number count i.e. n to get the average Avg := S/n 
Step3: Print the average Avg 


In an algorithm, the symbol := indicates an assignment or store operation i.e. the value S/n is stored in 
the variable Avg. In contrast, the = symbol is used to compare two values, as shown later. 


The steps for finding the average for variable number of inputs are: 


Step1: Initialise a variable called Sum to zero i.e. Sum :=0 

Step2: Initialise a counter C to 0 to count the number of inputs, i.e. C := 0 

Step3: Ask for the input Inp } 

Step4: Add the input value to the existing value of the variable Sum i.e. Sum : = Sum + Inp 
Step5: Increase the count value by Lie. C:= C + 1 

Step6: If more numbers are to be input, then go to ‘Step3, else go to step7/ | 

Step7: Calculate the average Avg as the Sum divided by the count C i.e. AVG IF := Sum/C 
Step8: Print the average Avg and terminate program 


In the first case the program design is specific and each time the numbers are changed, the program also 
needs to be changed to accommodate the new numbers. In the second case the program is a general one 
and the user is able to input any number of inputs to find the average. 


It can be seen that the second algorithm is a little complicated than the first but it clearly states the steps that 
need to be taken in case we want to prepare a general program to carry out the average and hence is a 
better choice. Thus the same problem can have different algorithms and different procedures. 
Example-1; Algorithm to add two numbers: | 
Step1. Input a ge fr | 
Step2. Input b Batis 
Step3. sum :=a+b ; 
Step4. Print sum peel | ees | 
Step5. Stop 


Example-2: Algorithm to derive the absolute value of any number. 


To derive the absolute value of a number (i.e. the postive magnitude of a value) we have to first check if the 
number is positive or negative. If the number is positive the absolute value is the same as the number itself. 
If the number is negative then the absolute value is the negative of the given number. 
Step1, Input num | | | 
Step2. Ifnum <0, then | | | 
a. num := (—1) * num | ' | 
Print num en ! | | 
Stop : 


Step3. 
Step4, 
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Example-3: Algorithm to check if a number is even or odd: 


A number is even if it is evenly divisible by 2 and hence produces a 0 remainder, else it is odd. In that Case , 
remainder of 1 is obtained. Modulo operation is used to get the remainder of dividing a number xX by 
another number Y. Thus 14 (modulo) 3 is 2, as the remainder of the division is 2. ' 


Stepi: Inout num 
Step2: If num (modulo) 2 <> 0, then [the symbol <> is used to denote ‘not equal to’] 
a. Print “Odd Number” 
Step3: Hse 
a. Print “Even Number" 
Step4: Stop 
Example-4: Algorithm to find the percentage of marks obtained in Physics, Maths, and Computer Science by 
2 student, out of a total of 300 marks. 
Stepil. sumi= (variable sum assigned value 0) 
Step2. Input Phy (input marks of physics) 
Step3. sum := sum + Phy (Add marks of physics to sum) 
Step4. Input Math (input marks of math) 
StepS. sum :=sum + Math (Add marks of math to sum) 
Step6. Input Coms (input marks of computer science) 
Step7. sum := sum + Coms (Add marks of computer science to sum) 


StepS. Percentage := sum*100/300 
Step9. Print Percentage 
Stepi0. Stop 


Example-5: The same problem can also be done for a variable number of subjects, using a counter: 


Stepi. sum:=0 (Deoere variable for sum calculation and initialise it to 0) 
Step2. count:=0 (Decare variable for counting number of subjects and initialise it to 0) 


Step3. Input number of subjects: num (Input the total number of subjects to usé) 

Step4. Input marks of a subject: marks (Jnput marks for a given subject) 

Step5. sum :=sum + marks (Add marks to sum total) 

Step6. count:=count+1 (Jncrease count value by 1) 

Step7. If count <> num then (Jf count value is not equal to num then loop) 
a. Goto Step4 


Step8. percentage := [sum/(num*100)] *100 
Step9. Print percentage 
Step10. Stop 


The above algorithm shows the use of a ‘loop’, i.e. a section of the code that gets repeated (steps 4 to 7). 


Example-6: A shopping mall is giving discount on items purchased. If the purchased item is a shirt, then 
10% discount is given. If the item is a trouser, then discount given is 20%. If item is a cap then 5% discount 
is given. Write down the algorithm for the net purchase amount. 
Step1: Input item type: Item 
Step2: Input item price: Price 
Step3: If Item = “shirt” then 
a. Amount := Price — Price * 10 / 100 
Step4: If Item = “trouser” then 
a. Amount := Price — Price * 20 / 100 
Step5: If Item = “cap” then 
a. Amount := Price — Price * 5 / ‘100 
Step6: Print Amount 
Step7: Stop 


Note the use of the ‘=’ operator to compare the value stored in item with other values. 
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Example-7: Let us now write down the algorithm to generate the series 1, 2, 3, 4, 5,6... 


The series is generated by adding 1 to the previous term in the series, starting from 1. 


Step1. count := (Declare counter and initialise it to 1) 
Step2. Input the total number. of terms to print: N 
Step3. Loop while count <= N (Continue loop as long as count<=N) 
a. Print count 
b. count := count + 1 (Increment count value by f) 
Step4. Stop 


To generate the series we have used a different form of the loop statement. Note that the steps 3a and 
3b get repeated as long as count value is less than or equal to N. This is expressed by using the ‘Loop 
while’ statement. The steps 3a and 3b loop as long as the condition count<=N is true. The moment the 
condition becomes false, the loop ends and stops repeating the statements 3a and 3b. 


Example-8: Algorithm to generate the series 12, 27, 32, 47, 52, 6? ... and get its sum up to N terms. 


The problem is similar to the previous one, however instead of the count value, the square of the count 
value is getting added here. 
Step1: count :=1 
Step2: sum := 0 
Step3: Input the total number of terms to add: N 
Step4: Loop while count <= N’ 
a. sum:= sum + count*count 


b. count := count + 1 (Increment count value by D) 
Step5: Printsum — . { 


} 


Step6: Stop 


(Declare counter and initialise it to 1) 


(Continue loop as long as count<=N) 


Example-9: Let us now write down the algorithm to print the first N odd numbers i.e. 1, 3, 5, 7, 9... 


Step1: count := (Declare variable for counting number of terms and initialise it to 1) \ 
Step2: Term := (Declare variable for series term and initialise it to first term value i.e.| 1) 
Step3: Input the total number of terms to print: N 
Step4: Loop while count <= N (Continue loop as long as count<=N) 

a. Print Term 

b. Term := Term + 2 

c. count := count +1 
Step5: Stop : 


(Add 2 to current value of term to get the next term value) 


7-4 Flowchartsam See eee nas Sener ea aa ee eee Lo as a lee 
When an algorithm is expressed in a pictorial manner with special symbols to indicate the different 
types of instructions, then it is called a flowchart. The actual instructions are written inside boxes of 
different shapes indicating different functions. Solid lines with arrows indicating the flow of programs are then 
used to connect the boxes. The different symbols which are used for a flowchart include: 


The Terminal denotes the START, STOP or HALT in the program logic flow. It is the first 


and the last symbol in a program. Halt can be used when there is an error condition in the 
program. 


Any input or output operation from an input/output device is shown by this symbol. 
The input can be from the keyboard, disk, tape, mouse etc. while output can be to the 
monitor, printer etc. 


This symbol is used to represent arithmetic and data movement operations. All 
arithmetic processes (add, subtract, multiply, divide etc.) and logical process of moving 
the data from one location to another are denoted by this symbol. 
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Part 1: Chapter 7 


This symbol is used at a point where a decision is to be made and a branch; 
necessary depending upon the decision. The criteria for the decision should be ings! \ 
inside the box and the number of paths to follow should also be mentioned. Oh 


This symbol is used to indicate any predefined function in a flowchart. The Furey 
[Function | | name may be defined by a separate flowchart or an algorithm or can be any Stang"! 


function. { 


difficult to fit within a given page, it can be broken down into parts and the parts ." 
joined by Connectors to maintain continuity. This symbol thus signifies an enitry ty . 
Z 


0 This is the symbol of a Connector. Whenever a flowchart becomes too long ari. 
an exit from one part of the flowchart to another. 


_> Flow-lines with arrowheads are used to indicate the flow of data or an Operating , 
determines the exact sequence in which the program flows. " 


The advantages in using a flowchart for planning a program are stated below: 


a. Since flowcharts are not based on a particular programming language, once a logical solution tf. 
problem has been charted it can be implemented in any programming language. . 


b. Being pictorial in nature, flowcharts are easy to understand. 


c. Large programs can be broken down into smaller modules and different individuals entrusted ys, 
working out a particular module. A main flowchart showing the interconnectivity of the differen 
modules will help to put together the final program. 


d. Error or bug in.a program can be easily detected from a graphical flowchart. 


In spite of these apparent advantages in using flowcharts, there are some obvious disadvantages jn Us 
flowcharts. Some of them are stated below: a 


a. Being pictorial in nature, flowcharts are time consuming to draw. When writing small programs + 
may be easier to draw flowcharts but for large programs it may becomes very inconvenient. 


b. Incase any change needs to be incorporated, it is not easy to do the same in an existing flowchart by 
the flowchart needs to be redrawn and this is a time consuming process. 


Example-10: Add two numbers. Example-11: Get the absolute value of any number. 
(Use of branching operation with a decision box) 
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example-12: Check if number is even or odd. Example-13: Print the series 1, 2, 3, 4, 5,6... 
(Use of loop operation, using a decision box) 


Print “Even” 


Example-14: Check if profit or loss is made. Example-15: Print the factors of a given number, 
during buying/selling items. 


Start 


Input costprice CP 


Input selling price SP 


When an 
algorithm is 
written in a 
structural form 
that resembles 
computer 
instructions it is 


Y 
Neetu Tt 
=0.. 


75 Pseudocode 


To overcome the disadvantages of a flowchart the technique of pseudo code can be used. Pseudo means | Pseudocode 
imitation and code means the instructions for the program. The pseudo or false instructions are written in 
@ common language in a structural form that resembles computer instructions. 


aie a pseudo code is similar to a computer program in structure but written in a common ordinary language 
he sometimes called Program Design Language (PDL). The pseudo code is thus a step in between the 
algorithm and the actual program code. 


N 
ree) 
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The basic logic structures that are used to write a pseudo code and that have been found to be SUffician 
writing almost all computer programs are: thy 


1. Sequential logic 
2. Conditional logic 
3. Iterative logic 


Sequential logic: Implies the flow of program is in a linear manner without any 

branching, with instructions written down stepwise. After carrying out an instruction the ( STAR? ) 
program control passes on to the next line of code. There is no branching in between and 
the program proceeds in a sequential manner. The figure on the right shows the flowchart 


for sequential logic. 


Sequential logic 


The following program pseudocode inputs two numbers, finds out the product of the 


numbers and then prints the result. | Process; 
Input two numbers a & b 


Calculate result — a*b 
Print result 
Stop 


Conditional logic: This logic structure is used to perform a set of 
instructions based on one or more conditions. Depending upon 
the condition one or more decisions can be taken and the 
program logic branches to different paths. The If-Then-Else 
structure or If-Else structure is used to depict such a situation. If 
a certain condition is satisfied then the program carries out a set 
of instructions else another set of instructions are carried out. 
The figure on the right shows the flowchart for conditional logic. 


i 


Conditional logic 


CONDITION False 
? 


| True 
The following example shows the pseudocode of a program that PROCESS 4 
inputs two numbers and determines which is the larger one. (The 
line numbers are given to help in understanding the logic and may 
not be used in an actual pseudocode). 


Input two numbers: a, b 


1 

2 lfa>b then 

3 Print “a is greater than b” 
4 Else. . 

5 If b>a then 

6 Print “b is greater than a” 
7 Else 

8 Print “ais equal to b” 
9 End if 

10 End if 

11 ‘Stop 


Note the use of indentations to indicate a subsection of the 
code. Line3 is a subsection which is under the #fstatement of Line2. 
Hence Line3 is indented to the right with respect to Line2. Similarly, 
Line5 is indented to the right with respect to Line4 as it is a 
subsection of the else statement of Line4. In this manner, by using 
indentations, each logical block is identified. 


ee 


Iterative logic 


Iterative logic: When one or more instructions need to be 
executed several times based on certain conditions then we get 
iterative logic. The instruction block that needs to be repeated is put 
inside the body of the loop and the looping continues as long as a 
certain condition is satisfied. The While, Repeat-Until, and For- 
Next structures are usually used to indicate a loop in a pseudocode. 
The general structure of an iterative loop is shown by the flowchart 
on the right. 
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tn the following example the pseudocode is used to calculate the factorial of an input number. 
Input the number; num 
Define: factorial <1 
Initialise loop counter: |< 7 
While i<= num, loop 
factorial <— factorial * | 
I< [+4 
End loop 
Print the value of factorial 
Stop 


The advantages of using a pseudocode are: 


wl 


Advantages of 
using 
pseudocode 


oI 


Disadvantages 


a 


1. Itls easier to convert a pseudocode to a programming language code than from a flowchart. 


2. It Is a lot easier to modify a pseudocode than a flowchart, in case some change in logic or additional 
features needs to be Incorporated. 


3, Since pseudocode generation does not involve any graphics, it is much less time consuming to write a 
pseudocode than to draw a flowchart. 


In spite of the above advantages there are certain disadvantages which include: 


1. Graphic representation is much easier to interpret but pseudocode does not have any such scope. 


2. Pseudocode generation does not involve any standard rules and hence different programmers 
have their own style of writing a pseudocode resulting in a lack of uniformity. 


Examplei6: Let us now write down the pseudocode to reverse the digits of a number. 
Define variables: num, rev_num — 0 


Examples of 
Input: num pseudocode 
While num #0 
rev_num< rev_num*10 + num(MOD)10 
num <— INT(num/10) 
End loop 
Print rev_num 
Stop 


Example17: Write the pseudocode to find the real and imaginary roots of a quadratic equation. 


In dealing with this problem as we have discussed earlier, we have to take as input the coefficients of the 
different terms of the quadratic equation of the form ax?+bx+c=0. Then we have to check whether the 
discriminant D=b’-4ac is equal to zero, positive or negative. Based on the sign of D, the roots will be real or 


imaginary. We have to check if a=0, in that case the equation will not be a quadratic one and will have to ask 
for a fresh input. The pseudocode for the above problem is: 


Input the coefficients: a, b, c while a0 
db? -4%a"%c 
Ifd=0 
root! — -b/(2%a), root2 — -b/(2*a) 
Print root, root2 
Iifd>o 
root! — -b/(2"a)-(Vva)(2*a), root2 — -b/2*a)+(Va2"a) 
Print root1, root2 
Ifd<0 
d~--d 
root! <- ~b/(2*a)+ | (ya)/(2%a), root2 < -b/(2"a) - | (va)(2"a) 
Print imaginary roots: root?, root2 
Stop 
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Example18: Write down the pseudocode to read 10 real numbers and find their average. 


Define an array to hold 10 real numbers: Arr(70) 
Define variables: /<— 1, sum+ 0, average 
While | <= 10 
Input Arr(i) 
ie +1 
End loop 
ie 
While i <= 10 
sum< sum + Arr(i) 
ie itT 
End loop 
average — sum/10 
Print average 
Stop 


Example19: Write the pseudocode to reverse the order of the numbers in an array of numbers. 


Define variables: i<— 1, temp, n 
Define an array to hold n real numbers: Arr(n) 
Input the number of elements in the array: n 
While i <=n 
Input Arr(i) 
‘<q it7 
End loop 
fe1 
While i <= n/2 
temp < Arr(i) 
Arr(i) — Arr(n-i+ 1) 
Arr(n-i+1)< temp 
ie i*7 
End loop 
ie 1 
While i <=n 
Print Arr(i) 
ic it? 
End loop 
Stop 


Example20: Write the pseudocode to check whether a string is a palindrome or not. 


Define variables: i< 1, temp, len 0 
Define two string variables: String1, String2 
Input string to check: String1 
String2 = String? 
Repeat 
If String1(i) <> End of String 
len< len#1:i< i+7 
Until End of String 
/e1 
While i <= len 
String2(len - i + 1) <— String1 (i) 
ie i+7 
End loop 
Mf String2 = String? then 
Print “The string /s a palindrome” 
Else 
Print “The string /s not a palindrome” 
Stop 
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The Program Definition Phase is used to work out what must be done to solve the problem and is used 
to extract from the problem statement the different inputs, outputs, rules etc. that must be 
incorporated in the program. 

The Program Design Phase deals with the ‘how’ part of the programming. Since there can be more than one way to 
solve a problem it may not be always easy to find the best solution to a particular problem. 

The Program Coding Phase is the actual coding of the program i.e. it is the process of translating the 
program logic into program code in a step by step manner using a particular programming language. 
The Program Testing & Debugging Phase is used to check if the program runs correctly i.e. whether we get the 
desired outputs. For a good program, even if invalid inputs are supplied the program should be able to detect them. 
The Program Documentation Phase is required to make a program code properly understandable. 
Comments should be inserted at strategic points to highlight the utility or use of a particular section. 
An Algorithm is a sequence of precise and unambiguous instructions designed in such a way that if the instructions 
gre executed In the specified sequence the desired result is obtained within a finite number of steps. 

sometimes by increasing the amount of space used for storing the data, 
processing the data may get reduced. On the other hand reducing the space for storing the data can 
jead to an increase in the time required to process the data. This is known as Space-Time Trade-off. 
When an algorithm is expressed in a pictorial manner with special symbols to indicate the different types of 
instructions, then it is called a flowchart. The actual instructions are written inside boxes of different shapes 
indicating different functions. Solid lines with arrows indicating the flow of programs are then used to connect the 
boxes. 

Pseudo means imitation and code means the instructions for the program. The pseudo or false 


instructions are written in a common language in a structural form that resembles computer 
instructions 


the time required for 


Ppa fae 


Qi. Multiple Choice Questions. Select any one from the four options. 1 each 
i) An algorithm: 
a. May or may not produce the exact solution to a problem 
b. Should get the result within a finite time limit 
c. May take any amount of time to process the data 
d. May not follow a definite sequence of steps 
ii) When an algorithm is expressed in a pictorial manner with special symbols to indicate the different 
types of instructions, then it is called a: 
a. logic chart b. design chart c. flowchart d. algo chart 
iii) | What type of an operation is denoted by the Terminal symbol in a flowchart? 
a. START b. STOP c. HALT d. All of these 
iv) What type of an operation is denoted by the Parallelogram symbol in a flowchart? 
a. calculation b. input or output c. decision d. process 
v) What type of an operation is denoted by the Rectangle symbol in a flowchart? 
a. input or output —_—b. terminal C. process d. decision 
vi) What type of an operation is denoted by the Rhombus symbol in a flowchart? 
a. terminal b. decision c. input or output d. process 
02. Short Answer type questions: leach 
i) Whatis an algorithm? 
ii) Write the algorithm to increment a variable num by 1. 
iil) What is a flowchart? 
iv) Draw the flow chart to decrease the value of a variable num by 1. 
v) State one advantage of using a flowchart. 
Vi) State one disadvantage of using a flowchart 
vii) What is the use of the Parallelogram symbol in a flowchart? 
Vil) What is the use of the Rectangle symbol in a flowchart? 
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ix)  Whatis the use of the Rhombus symbol in a flowchart? 
x) What do you mean by a pseudocode? 
xi) State one difference between a pseudocode and an algorithm. 
xii) State one advantage of using pseudocode. 
xiii) State one disadvantage of using pseudocode. 
xiv) Write the pseudocode to increment a variable y by 1? 
xv) _ Name any one of the basic logic structures that is used to write a pseudo code. 


Q3. Long Answer type questions: ; 
i) Write the algorithm to input the length and breadth of a rectangle and calculate and ‘an , 

area and perimeter. Explain any two phases of program development. pe 

ret) 


ii) | Write the algorithm to input the number of terms for the following series and print the terms fe 
u 


series up to that number: 

155, 25; 125835. ‘ 

State any two advantages of using a flowchart. } 
ii) | Write the algorithm to input three numbers and print the larger of the three numbers. ¥ 

Explain the terms ‘sequential logic’ and ‘iterative logic’. 2 
iv) Draw the flowchart to input two numbers x and y and print the result x’ wi i 

or exponent operator [hint: use iterative logic]. : Te eee ne 

Explain the terms ‘conditional logic’ and ‘pseudocode’. 2 
v) What is a flowchart? Draw the flowchart to find the sum of the numbe i ivi i 

a set of N numbers input by the user. ee gh 
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=e Introduction 


e Structure and Components of a C Program 8-1 
e Types of Data 8-1 
e Constants and Variables 8-6 
e Declaring Constants 8-8 
e Declaring Variables 8-9 
seeeeene, Compliing, and Running a Program in C ee 
3.1 Introductic Sc. i 


ee git that was developed at AT&T’s Bell Laboratories in USA in 1972. It was 
designed ae oh - wt if ee Ritchie (Picture on right) and it slowly replaced other contemporary | 
languages i z L/ , gol, Pascal, & APL. Since then C has become a popular programming language as it is | 
reliable, she . als ade to use. In the early days of high level languages, the need for a common | 
language that could do all types of jobs was felt and ALGOL60 was developed to meet the purpose. The 
series of programming languages that led to the development of C after ALGOL60 include — CPL, BCPL, B and 
finally Ritchie developed C by combining the features of B & BCPL along with his own ideas. 


There are two types of programming languages: 


1, Problem Oriented Languages or High Level Languages like Fortran, Basic, Pascal etc. "C++ and ia, say, 


2. Machine Oriented Languages or Low Level Languages like Assembly Language, Machine Language are presumably 


- growing faster than 
C is a language that stands in-between these two types and is often called a Middle Level Language as it plain C, but I bet C 
vas designed to have the positive points of b 


i y 0 oth the types of languages. One of the unique features of the C | will still be around.” 
programming language is the way it handles the use of available memory. Unlike other programming | Dennis Ritchie 
anguages, C gives the user the freedom to place the variables in particular memory locations. Taking (1941 — 2011) 
cvantage of this feature the programmer can write faster executable code and remove run-time errors very | 
asily. However the source code of C needs to be compiled using a C compiler before it can be used. 


its 


of aC Program 2 A a 
very C program consists of one or more modules called functions, which are a series of instructions to _ 
€ computer to perform a specific task. Of these functions, the most important function is the 
ain() function. Every executable C program should contain the main() function, because the execution of 


e C program starts from the main() function and terminates at the main() function. All other functions or | 
odules are called from the main() function or from the other functions. et nein 


ny functions that we will be using are already written and compiled and are available in the function | 
aries supplied with the compiler. These are known as library functions. Thus instead of writing all | 
ividual instructions, one just tells the compiler to use one of its standard library functions wherever | 
uired. Only when one wants to perform a task that is not in the function library, one has to write his own 
yction. Such a function is known as a user defined function. 


example though C does not have any inbuilt command to display characters on the screen it can use a _ oS a — 
ction called printf() to do the same job. Hence, one does not have to always write the code each time The C eae 
wants to display something on the screen but will have to only call the function printf() from the ages 
ction library to do the job. Whereas suppose if someone wants to find the maximum between two 


the code for the 
bers using a function he has to write his custom function and save it for future use. Whenever — nix operating 
‘ired, he will simply have to call the function created by him and it will perform the required function. system. 


diagram in the next page shows the general format of a C program with three modules/functions viz. _ 
n(), Function_1() and Function_2(). The right hand diagram shows the relationship between the 
rent functions and the flow of logic. As can be seen, the program starts from the first line of the main() 


alle ; : : . \ The mod 
ion. The main() function in turn calls Function_1() and Function_2(). Function_2() in turn again | Seramning 


| language Python 
was written using C. 


, 


Function_1(). At the end of execution, each function can return a value to the calling function. Finally 
rogram stops at the end of the main() function. We will get a better understanding of the structure | 
we write actual programs. 
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R [ eee 
Function_1( ) Function_1( ) 
h sehedeer tl ‘ee casa 
Nae. ee 
: main( ) } 
3 eee : | 
Function_1( ); 

Function_2() |] ff heeeeeeseees : 

; Function_2( ); 


} -} 

‘* 
C has its own set | main( ) 
of reserved words | eres : | 
or ~ with | Function_1(); J 
specific meanings | sereineesnact || 
that are used to Function_2( ); 
construct a C Function_1( ); 
program. an aoe . if 


The Program Code The execution of the Program 


i e Components of a C Program 
~ Like the letters in the English language that are used to form words and sentences, the character set of C that 
: are used to write a C program also consists of alphabets, digits and special symbols. These include: 
e The Alphabets: A, B, C, ......... php Gp Dj Chass coves Zz 
e The Digits: 0, 1, 2, ......... ,9 
e Special Symbols: + -*/% #!={}[](),;:?&%|1<>. 


In general a C program consists of the following building blocks or tokens as discussed below: 


ee a. Key Words: Like the words in a particular language that are used to write the sentences, C has its own 
set of reserved words or keywords that are used to construct a C program. The original C language 


supports 32 basic keywords. These keywords cannot be used for any other purpose. 


auto break case char const continue default do double else enum 
extern — float far for goto if int long near register retumn 
while 


short signed static struct switch — unsigned union typedef void 


= b. Identifiers: Identifiers are names that are used to identify the different parts of a program. 
These names can be given to things like variables, constants, functions, arrays, structures etc. that are 
used as the building blocks of a program (don’t worry, you will get to know all these parts in due course): 

The name of an identifier can be anything but should follow certain naming rules as stated below: 


- / e It cannot be any keyword or reserved word in C q the 
enustacthethe “FE | ¢ It can contain all the upper and lowercase alphabets (‘a’ to ‘z’ and ‘A’ to =) 
rawes that ore underscore (_) character 
used to identity ¢ It can contain all the digits from 0 to 9, but ith a digi 
dileiat pairs of g , but cannot start with a digit 
sprain. | « It cannot contain a blank space we 
variables, literals, | Note that identifier names are case sensitive ic, NAME and name are different identifiers '" c 

now give some examples of valid and invalid identifier names. 


functions etc. ] 
mont veainaere + 
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i Valid Identifier Names SE Invalid ide ot Natiea Der ooreann | ay 
1 MESES ame Reason 

‘PI ett 007 All digits hol 

rate RateOfInterest 29TH_YEAR Starts with a digit 

average _Account_No_1 DATE-OF-BIRTH Contains hyphen 

num2 | DATE_OF_BIRTH area of circle Contains space 

factor ial | _20TH_AVENUE “ACCOUNT NUMBER” Contains double quotes 

(table25- _ | double double “Keyword 


Literals: Apart from the instructions a program may also contain some fixed values which are used as —y 
part of the data processing. These values can be both numeric (like the value of pl as 3.14159) and 
alphanumeric (like an input prompt as “Enter your name:”) in nature. Such values that do not change | 
in a program and remains same independent of the number of times are program Is run are called 
literals. These are sometimes called constant values also depending upon their use. 


d. Qperators: Certain special symbols or combination of symbols are used in a C program to do specific —y 
operations like adding two numbers, comparing two values, incrementing a number etc, These symbols 
are Called operators and normally require one or more operands or values to work upon. These include: 0 


& +- * / % = > < >= <= == a ee /= M= -> && \| . etc. 
e. Punctuators: Certain symbols are used in a C program as punctuations, similar to the punctuations we —y 
use in an English sentence. These include:() {} [] ; : , ete. - 


f. Instructions: Using the above components meaningful instructions can be constructed in C, which when 
run properly can solve a particular problem. There are four basic types of instructions in C. These are: 


* Type declaration instructions: These are used to declare the type of variables in a C program. 


Example: int x, y=0; 

* Input/Output instructions: These are used to enter a data for calculation and to get the output e) 
result i.e. for doing input and output operations. The different | 
Example: scanf(“%d”, &x); printf("\nThe entered value = %da”, x); | building blocks of 

* Arithmetic instructions: These are used for doing calculations involving variables and constants. spatcatas are 

also ca 4 


Example: y = y + a*b + 2.5; 
* Control instructions: These are used for controlling the flow of a program i.e. to control the 


execution of various statements in a C program. 
Example: If(x%2==0) printf(“\nEven Number”) ; else printf(“\nOdd Number”) ; 


g. Functions: A function is a group of statements that perform some meaningful work and normally —y 
retums a result back to the point from where it was used. You can supply data to a function for processing 
and get the result back from it. You can have both user defined and library functions. The process of 
defining a function is called ‘function definition’ and the process of using it is called a ‘function call’. 


Now let us come to the structure of an actual C program. In writing a C program as per convention, the 
following rules should be followed: 


e Lowercase alphabets should be used for keywords. Function names and variable’s names should 
preferably be in lowercase, whereas capital letters are used to indicate constants. 


e Blank spaces should be put between two words, instructions or wherever required to improve readability. 


° C is often called a free form language as there are no specific rules to position a statement. However 
proper indentations in writing a program are encouraged to improve readability and help in debugging. 


Func 


=> Pre:processor directives are written at the beginning 
= Indicates this to be the first function to start when the program runs Seemhures 


So the basic structure of a C program looks like this: 


inclusion_of_ header files 


main() 
{ = The main function starts here with a delimiter * { ‘ CP 
statement_1; =» Each Statement Is terminated by a semicolon ‘ ; ' 
statement 72; 
-- -> These are the instructions to be performed 
Statement n; 


> The main function ends here with a delimiter * ) ’ 
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The function of the pre-processor directives will be discussed later. Presently let us write a simple 
C to input a number, find its square and print the result. Program, h 


ee Example1: To find the square of a number input by the user. 


1 /*Program-01: To find Area of a Circle*/ = Comment line 
| 2 #include <stdio.h> — Pre-processor directive to include the Stdio.h Fj 
3 aint main() — The main function header e 
4 { = Delimiter for beginning of body of main( ) finden 
5 £loat radius, area; = Declaration of variable with variable type as Flo 
6 print£(“Enter radius of circle: “); = Input asked for radius of circle at 
~~ 7  scanf(“%f”, &radius) ; => Reads the input and stores it in the variable radius 
FaConmertay, S area = 3.1416*radius*radius; => The area is carculaee am stored in the variable area 
piece of _— 9 printf (“\nArea = %£”, area) ; => The coisa area is printed on the screen 
information 10 return 0; = Value 0 is returned to the Operating System at the eng 
written (but not 11 } 


run) for a better . . ae id Bout 
lerctanali Let us analyse the program line by line to get a preliminary idea about an actual C program. It 
yr progr. ng.ct matter if you cannot understand every bit of the code now. The line numbers at the beginni does ng 


n 
statement are used to help analyse the program. An actual C code should not have any line si 


Line-1 


> Comment: For a better understanding of the program logic, sometimes it may be helpful to add 
comments in a program. The program name, programmer name, the purpose of the program, version and 

- any other relevant information may be included in a program. Such information which is not a part of the 
program coding can be put inside the program by writing them between the symbols /* and */. Whenever 

the compiler encounters the symbol combination /* and */ it ignores whatever is written within these, 


Line-2 


ee The #include directive: As discussed earlier, the standard library provides several pre-written library 
functions, data type definitions, constant definitions, and macros that can be used in your program. However 


to use these utilities certain specific information needs to be included within the main portion of the 
program (you will learn more 


about these in later chapters). These information are generally stored in 

specific files which are supplied with the compiler and can be accessed using the #include command. The 

ee files that need to be included are called header files and usually have a “\h” extension. Header files need 
to be included at the top or head portion of a program before the main() function. 


The header file that we will use in almost all C programs is the stdio.h file (the initials stdio stand for 
a “standard input output”). This header file contains all the information that the compiler needs for functions 
> SCS dealing with input and output operations and working with the disk, monitor and printer. The command to 
6 | ORE ETS include this header file will look like: #include<stdio.h> 
carried out before This command is called a pre-processor directive that tells the compiler to use the information in the 
the actual header file called stdio.h and insert the contents of the file into the program before the beginning of the 
23 engl processing/compilation (i.e. conversion of the source code to machine code) process. 
proce: S. . 
Surrounding the name of the header file with the symbols <...> (also called angled brackets) Lathe 
> compiler that the file may be located in the default “include folder”. This is the folder where the comple 


; installation program places all the header files. 

tdiod is a header These i¢ th ; unding the 
a 7: ep ano er way of writing the above pre-processor directive: #include “stdio.h”. Surro tory le 
Gs aiseedavl ile name stdio.h by double quotes tells the compiler to look for the file first in the current dire 


barat and output the directory where the user has been working currently. If the file is not available in the current director 
+ sang _| then the compiler will search for the file in the default directory. 


4 


if 4, ; A 
; on. 

ee poor eng ong sey The most important function or module in C is the main funct 
unction definition has two parts — the header and the body. The header gives information 4 

function return data type (int in this case), the function name (main in this case) and the function arg 


© 27 26 . 
list (represented by the pair of brackets () after the name). You will know about these in detall oe 
discuss about user defined functions in general in a later chapter 


5-6-4 226 


nu diments of Computer Science 


Line-4 & Line-11 


iters: After the function header line comes the body of th . 
executed as per the function specification. The code inside the body of the functor ea the oi that is 
of opening ("and closing ")” braces. The opening and closing braces are called delimiters and they m: rife 
beginning and end of a block of code. Whatever work is to be done by the main () function is t ee rhe 
within the two braces (or curly brackets). 0 be written 


Line-5 


ble declaration: In this line, the variables or memory spaces required to store the values i 
program are declared. Variables serve as containers for storing different data tha errs 
program execution. Here we have declared two variables radius and area. The first one is used for storing 
the input radius of a circle and the second one is used for storing the result of finding the area of the circle. 


Along with the variable names you also need to declare the type of the data. The 
variable names. This helps C to allocate specific number of bytes for each data 
have declared the data type as float for both the variables. Here float stan 
numbers i.e. numbers having a fractional or decimal part. 


Line-6 & Line-9 


Output Instruction: These statements are used to display something on the screen. These use the library 
function printf () to do the job. In line-6 the printf () function is used to display the fixed string or literal 
“Enter radius of circle: ”on the screen. Whereas the second print£() statement in line-9 is used 
to display the area of a circle with the input radius. More of this will be discussed in later chapters. 


Line-7 


Input Instruction: This statement is used to input something from the keyboard. It uses the library function 
scanf() to do the job. The value entered by the user from the keyboard is stored into the variable radius. 
More of this will be discussed in later sections. 


Line-8 


Arithmetic Instruction: The area of the circle is calculated in this statement. The result is then assigned to 
the variable area, where it is stored for future use. In this case the result is displayed in line-9 using the 


printf£() statement. Remember that all calculations should be placed on the right hand side of the equal 
Sign i.e. the result of a calculation is assigned from the right of the equal symbol to the left variable. 


Line-10 


The return statement: When a computer finishes performing the instructions, the program stops and the 
Computer returns to the state it was in before the program had started. In general the return of control to the 
system takes place automatically, but for some compilers the return statement needs to be inserted just 
before the closing braces of the main() function. The ‘0’ (zero) after the return keyword indicates to the 
operating system that the program has terminated successfully. There are other functions of the return 
statement that will be discussed in later sections. Note that the number ‘0’ returned by main is an integer (or 
whole number) and is related to the keyword int written at the beginning of the function header in line 3. 


In the above examples the combination \n has occurred with the print£() statement of line-9. It is known 
aS an escape sequence and it is used to start a new line, Whatever Is written after this is displayed on the 
Screen from a new line. Escape sequences will be discussed in detail at a later stage. 
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if you cannot understand every detail of the above program there is nothing to worry 
y find some (if not all) concepts a little diffig. for yey 
le opportunities to clarify your doubts and improve understandine In te: 


‘ subsequent sections there are amp 
ee m8.3 Types of Data” Messe eae: St Dp BeiaRe 228 aE al 7 | 
Suet >) 
| wn as data. The computer processes this data a | 
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| Information given to a computer is generally kno : 
information as output. But before supplying data to a computer it must be told what type of data it | d Gives 
"with so that it can set aside sufficient memory space to store each data item without unhe is dealing 
earlier days of computing memory was really costly and one etl 

10) the 


) wasting any memory. (Note that in 
, | aims of a good program was to minimise the requirement of memory). 


Se 
of data it holds. In examples 1 and 2 we have used the terms ; 
int 


The Te Cle 
types in C include We specify a data item by the type 
| be input from the keyboard will be of int type and float D 
e 


abe: yal double, | £1 at to specify that the data that wil f 
a ar aa | now state the different types of data that are supported by C. There are 4 primary types of data, To e 
| ant, £loat, double, and char. Each one is described below. €Se are 
ie | e Integer type data (2 bytes long), represented as init 
| Purpose: An integer number is a number with no decimal point i.e. a 
whole number. It can be a positive number or a negative number or 
zero. It is used generally for counting purposes or for calculations 
involving only whole numbers. 
3* Byte Requirement: As per the original standard, each piece of integer data 
An "ine, type requires 2 bytes of memory space i.e. 16 bits. Hence the total number of 
data represents a values possible is equal to 2'6—65536. It is represented by keyword int. 
whol: 
‘ae Steet 2 | Range: A 2 byte integer variable can store values from —32768 to 32767 
ete : | including 0. For signed numbers, you can think of the numbers as placed 
bytes in size with : : Pp : 
yi oe on a number wheel as shown in the diagram above. The wheel is divided into 
3 65536 sectors corresponding to the 2’° possible values of an integer. 


least -327€8 to 


+32767 To accommodate both positive and negative numbers evenly, the wheel is divided into two sections 


J with each section containing 65536/2 = 32768 values. The right hand section contains values from 0 to 
™ | 32767 (total 32768 values, including 0) and the left hand section contains values from -1 to -32768 (total 
- 32768 values). Thus if we traverse the wheel clockwise, the position after 32767 is not 32768 but is —32768. 


Similarly (-32768 — 1) is not equal to -32769 but 32767. 


ea « Floating point type data (4 bytes long), represented as float: 


Purpose: To represent real numbers i.e. numbers having both an integer part and a fractional part, 
a computer typically stores the real number as a combination of three parameters viz. the sign, mantissa, 
and an exponent part (for details refer to the Data Representation chapter). These are the computer 
analogues of scientific notation used in mathematics and are called floating-point representations. 


_* i Simple floating-point numbers are 2.54, 6.023, 13.6 etc. However floating-point numbers can be extremely 
AP (oais TYPE large or small and hence are expressed as exponential numbers. For example the number 2.9E+19 is read 
data represents a | 5 2.9 with an exponent of +19 and indicates that move the decimal point to the right by 19 places bY 
real or decivnal adding adequate numbers of zeroes to get the actual number. In algebraic notation the num ‘s ty 
0. Simila 


ruveber ard isat | represented as 2.9x10'°. Thus the above number is actually equal to: 29,000,000,000,000,000,00 hould 
one $ 


least 4 bytes in @ fractional number can be expressed as 5.235E-8, where th i 

é ; ‘ . / e negative exponent states that f 
dre with o rorge | mye the decimal point to the left by 8 places to get the actual nana Tae te actual number is equal to: 
A at lentt | /00000005235 and its algebraic equivalent is 5.235x10°. Accordingly the Avogadro number is represent 


-34 410° to as 6.023E+23 or as 6.023E23. 
+2410 
y Byte Requirement: A floating-point number is 4 bytes long and is represented by the keyw 


Range; The range of a float is from —3.4E-38 i 
virmatt 5 .4E-38 to +3.4E+38. As floating-point variables 
o PISADSASETIZIS Ie wh val os precision of floating point numbers. For mangle though the + is 3 
; within the range of a float but it ma Ae 
y be stored as 5.213423. 
single precision number, which means that the precision of a float is limited up to 7 decimal — 


rd float: 
make 4" 
f 
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e 
se: This data type is also used to represent real numbers i.e. numbers having both an integer part and 

a fractional part. This is called a double Precision floating point number representation and is used 
for variables that require greater precision. Unlike a floating point number a double type variable can be 


Byte Requirement: A double type variable is 8 bytes long and is represented by the keyword double. An "TRUE type 


Range: The range of a double is from —1.7E-308 to +1.7E+308, 


e Character type data (1 byte long), represented as char: 


Purpose: This type of data represents a single letter, numeral or other keyboard characters. Character 
type data can be used where the input required is in the form of a single character (like selecting a choice 
number or alphabet from a set of multiple choices). 

Byte Requirement: For each piece of character type data the computer reserves just one byte of space. 
Each char type data has an equivalent integer representation varying from 0 to 255. 

Range: Characters thus include the 26 uppercase and 26 lowercase alphabets, the 10 numeric digits and 


other punctuations and symbols that can be entered from the keyboard. Note that a char type data can 
also store integer type data. We give below the different characters available as char type data: 


Uppercase alphabets A, B, C, D, Ey... aN ez 
Lowercase alphabets , b, C, dy..ceseeseees 1X, Y,Z 
Digits 0, 1, 2, 3, 4, 5, 6, 7, 8, 9 

ial symbols w!I@#$H*R*()_+=-1 CSTV" <>,.2/ | 


String type Data: A string is usually a group of characters such as word, phrase or sentence. C does not 
have a string data type but treats strings as character arrays. More about strings will be discussed later. 
e Using data modifiers: 


You can modify the range of these primary data types using a set of keywords called data modifiers. 
They define the different amounts of storage that are possible for a variable of a given data type. The amount 
of storage allocated is however not absolute. ANSI has the following rules in this regard: 

e — short int <= int <= long int 

e float <= double <= long double 


Let us now discuss about the different modifiers used in C to declare a variable named nun. 


Double type data (8 bytes long), represented as double: ay 


a 


data represents a 
real or decimal 
number and is at | 
least & bytes in 
size with a range 
of at least 

-1.7 x 10°-*°8 to 
+1.7 x 10°30? 


= 2 | 
An char type | 
data represents a 
character and is 


1 byte in size. | 


Using 


ee - Data Type iE Meaning 


| signed char num; Of the same size as char, but guaranteed to be signed 

_unsigned char num; Of the same size as char, but guaranteed to be unsigned 

| Short num; All these declarations are used to indicate a short signed integer type 
short int num; data. It is capable of containing values which are in the range —32768 
Signed short num; to +32767 (i.e. both negative and positive numbers) 

| Signed short int num; 
unsigned short num; The same as short, but unsigned i.e. will store only positive values in 
unsigned short int num; | the range 0 to +65535 — 


int num; Basic signed integer and is capable of containing values which are at 


unsigned num; The same as normal integer type data, but unsigned i.e. capable of 
unsigned int num; | containing values which are at least in the range 0 to +65,535 


long num; Signed integer value and is capable of containing values which are at 
Jong int num; least in the range —2,147,483,648 to +2,147,483,647 

Signed long num; 
Signed long int num; 


Basigned long int num; | yalues which are at least in the range 0 to +4,294,967,295 


—_ 
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‘unsigned long num ; The same as long type data, but unsigned i.e. capable of containing 


—| | to change the 
range of a given 


Signed int num; _| least in the range -32768 to +32767 _ | data type. 
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a> Constant: Sometimes a value in a program may never change. It remains 


The basic types of constants and the rules for constructing the different const 


* It must have at least o 
te ened ne digit and it mus 
nadedi : Allowed digits are 0, 1, 3, 3, 4, 5, 6, 7, 8, 9,A 
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Meaning si =. 


ing-poi i ded precision of 19 ar i 
| Real floating-point type data with an exten decima 4 
places. It is at least 10 bytes in size and the range of a long double nt | 
from —3.4E-4932 to +1.1E +4932 


Character type data are inherently of type int (as these basically store 


range of | 


Data Type 
long double 


i h. num ; . fi 
pall: aq num ; the ASCII value of a character). Accordingly a signed char has 


-128 to +127 and an unsigned char has a range from 0 to 255 


hs Seat 


- = - A i ter memory i.e. RAM. The RAM is not 
| working data in a program is stored in the compu a smal 
cae she ay location or byte in the RAM has a specific address. Data can be stored in or accesseq from a 


However, it is not convenient to access data by using the memory address where it is stored, A better 
alternative is to use a name to identify the specific memory address location. Just as it is easier to identify 
a place like Howrah Station by its name, rather than by its specific postal address, it is easier to identify 3 
memory location by an assigned name than by its actual memory address. 


Variable: A variable is a temporary storage location for data that can change in a program. These 
can be used to store data input by the user or store the result of a calculation in the program. Variables let 
you assign a meaningful name to a memory address for stored data in your program. Note that there 
can be more than one variable in a program. The operating system keeps track of the identifier name of 
a variable associated with a given memory address. When you try to access a variable using its name, the 
operating system gets the address from the corresponding name and gets the data from the actual address, 


One can think of variables as containers that can be used to hold some 
values used in the program. As you can use the same container for storing 
various items, similarly a given variable can be used to store different values. 
However, only one value can be stored at a time in a given variable. 


When you store a new value the old value gets overwritten and is lost. Glass with: Glass with 
liquid A liquid B 


For program-01, every time you run the program you can enter a different value 
for the radius and accordingly get a different value for the area. The values in 
radius and area change every time i.e. vary and hence are called variables. 


the same no matter how many times you run it. Such a value can be stored as 
a constant. Once a value is stored as a constant, it cannot be changed when 
you run the program. You need to change the code to change the constant value. Constants are also called 
‘literals’. For example the value of x i.e. 3.14159 (approx.) is a constant. Constants are defined when 
certain fixed data are being used several times in the program. 


For example if the value of x is used several times in a program then it is better to define a constant called 
PI and store the value in the constant. In this way one will not have to every-time write 3.1415 wherever 
the value of x is needed but will simply have to put PI. This saves time and chances of errors. Moreover 
if later someone wants to increase the accuracy to 3.141592 then he/she will have to make the change only 
at one point where the constant was defined. This saves time and possible chances of any mistake. 


ants are given below: 


Type Tere eye ie Rules vi = 4 
* it must have at least one digit and must not have a decimal int / 
" + It could be either positive or negative (no sign indicates a positive number) 
Intege « No comma or blank should be present within an integer constant 
° me wate anaes of an integer constant ls from -32768 to +32767 including 0 for a 2 byte Int 
* it must have at least one digit and it m Dre b 
+ Allowed digits are0, 13. Pirleiee Vy have a 0 (zero) before the number 


No comma or blank should be present within an octal integer constant 
t have a OX (zero x) or Ox before the number 
UJ B, C, D, E, and F 


No comma or blank should be Present within a hexadecimal integer constant 
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No comma or blank should be present within an integer constant 
It can be written in either a fractional form or as an exponential form 


The mantissa part and the exponential part should be separated by the letter e or E 
Positive or negative sign 

one +ve or —ve integer (default is positive) 
-3.4e-38 to 3.4e38 


single digit, or a single special symbol 
Each constant should be enclosed within single quotes like ‘A’ 
constant is one character 


=— = = J | 
CO) —_ 
eT | e 
Floating point |, When expressed in exponential form, 
Number | o 
o The mantissa part may have a 
o The exponent must have at least 
e Range of real constants can be from 
haa |e Itcan be either a single alphabet, 
Character . 
¢ The maximum length of a character 
fen _/« It can be any combination of charact 
ae : Y racters 


Given below is a ch 
into consideration th 


Each constant should be enclosed within double quotes like “This is a String” 


art of valid and invalid constants of the 
e rules that have been discussed above. 


different data types, constructed by taking | 
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Integer Octal Integer Hex Integer Float Character 
__Valid Invalid | Valid Invalid Valid Invalid Valid | Invalid Valid | Invalid | | 
32757. 32,757: |076 29 OX2A5 (5,201.32 | +56.23 [5 ‘A’ Hi | 
5 32.057. |02 -0.2e+2 | OX5 0.0 0.0 5,201.32 |‘z’ A 
0 0.0 0 0.0 0x0 010 2.0 0 ‘g' 23 
-10 6E-9 019 0x OF -3.2e-5 2 2e5 | | 
-258 2E5 -0.9E+6 | -0.2E+2 ‘4’ ‘char | 


Constants and variables can again be classified as Primary and Secondary based on their type. 


Primary Constants/Variables: In case a data is of a basic data type i.e. int, float, double or char 


then it is called a pri 


mary constant or variable. 


Secondary Constants/Variables: Apart from the basic data types, data can also be of type array, pointer, 
structure, union or enum. Such a data type is called a secondary constant or variable. 


Now let us find out how to declare a constant or a variable i.e. how to let C know which data is a constant 
and which one is a variable. 


Declaring a constant (also called symbolic constant) means telling the C compiler the constant’s name 


and value and an indication that the value will not change. The rules for naming a constant are same — 
as that of naming identifiers. All constants must be declared before they can appear in an executable — 


t. 


A constant can be declared in two different ways. The first one uses the pre-processor directive 
#define to define a constant and the second one uses the const keyword. There is a difference between 


these two ways as discussed later. 


Using the #define directive to use a constant: 


The #define directive creates symbolic constants i.e. constants represented as symbols and macros (to be 
discussed later). While using a symbolic constant the constant name should appear at the places where the 
value (numerical or string) indicated by the constant is required. During compilation, before the sasliael 
Starts to create the object code, it simply replaces each occurrence of the constant name with its 


value. A syrnbolic constant has to be defined before the main() function. The syntax of declaring a symbolic 


Constant is: 


the numeric value, character or string that the constant represents 
4 


define WAME value 
Ayibale name to represent the constant, typically written in uppercase 


Note that a symbolic constant definition does not end with a semicolon, as this is not a true C statement. 
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| 
amr 
directive creates a 
symbolic constant 
in C, that is also 


called a macro. 


Part 1: Chapter 8 
ite a modified version of program-1 using the #define directive to declare the Constant py 


Let us wr 
/*Program-Ola: Using constant in a program*/ 


#include <stdio.h> . 
#define PI 3.1416 — Declaration of constant called PI using #define 
int main() 

{float radius, area; 

printf (“Enter radius of circle:”); 


scanf (“$f”, &radius) ; 
area = PI*radius*radius; — Using the constant PI in the calculation 


printf (“\nArea = $£", area); 


SCHONANHANWNHK 


return 0; 


i 
S 


11} 


In line-3 the statement #define P 
value 3.1416. During compiling the program w 
the value 3.1416 there. Therefore after pre-processing o 


I 3.1416 creates a symbolic constant PI and associates it with th 
herever the compiler sees PI in the source code, it substitu e 
f the source code, line-8 will look like: ‘s 


8S area = 3.1416*radius*radius; 


erator to do exponentiation i.e. radius? (in BASIC the Operator 4 


—@ Also note that C does not have any op 
There are ™ || is used to get the power as radius%2). Thus radius is multiplied twice to get the result of radius’. Powering 
~~ (=) symbols | | can also be done using a loop or a library function, as will be discussed in a later chapter. 

with the Examples of the use of #define for defining various constants are given below: 


#define directive | | 

to assign avalue | 

to the name. | #define RATE 12 
—y #define NUMBER 0.5 


= defining a float type constant 
= defining a int type constant 
= defining a float type constant 
: #define OPTION1 ‘A’ = defining a char type constant 
> — #define REPLY1 “Yes” = defining a string type constant 


C automatically #define ASK “Press Y to Continue” = defining a string type constant 


assigns a data | The data type need not be stated explicitly when defining a constant. ‘C’ automatically assigns a data type 


type based on the based on the value given in the #define directive. Thus: 
value given in the 
#define RATE 12 = will be assigned an int data type because 12 is an integer 


define directive | 
ns #define PI 3.1516 = will be assigned a float data type as 3.1516 is a float 
#define REPLY1 ‘A’ = will be assigned a char data type as ‘a’ is a character type data 


#define PI 3.1516 


o> |e Using the const keyword to use a constant: 
const | The const keyword can be used in a program in the declaration of any data that you do not want to get 
changed. Therefore any const type data must have an initial value assigned to it as it is not easy to assign 
| any value to a const variable later in a program. 


const long double PI = 3.141592653589793238L; 


Here the letter L appended at the end of the value indicates the value to be a long double. In a 
5 digits 0 


absence of the letter L, the value would have been taken simply as a double with up to 1 
| precision. This is because the default data type of a real number is double and without an identifier at 
the end of the value, all real numbers are treated as a double with 15 places of precision. 


Let us now again modify program-1 using the const keyword to declare the constant rx. 


/*Program-01b: Using const keyword in a program*/ 
#include <stdio.h> 


using const 


1 

2 

3 int main() 
4 {const long double pi = 3,141592653589793238L; => Declaration of constant called pi, 
5 


float radius, area; 


— 


6 printf("Enter radius of circle:”) ; 
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7 banf (“%f”, GS&xradius) ; 

8 ea = pi*radius*radius; 

9 rintf(“\nArea = %f”, area) ; 
10| return (0) ; 


= Using the constant pi in the calculation 


in nea of te i lel li ar seed type long double data called pi has been defined using the 
keyword const. ue stored in the memory locati i 
changed normally. The value is used in line-8 to calculate the ares aia al 


The main difference between the two ways of declaring a constant is that in Program-01a, during 
the Sapeeee ae ib leeaded the name PI is encountered it is replaced by the value 3.1416 and then 
the source code is compiled to form an executable file. When the program i is i 

data area of the memory for storing the value 3.1416. sini Ey eter aren cane ae 
Whereas in Program-01b when the program is run, 
The value 3.141592653589793238L is stored in the 
is required, it is fetched from the respective memory lo 


space is reserved in the memory for the constant pi. 
memory location reserved for pi. Whenever the value 
cation and used in the program. 

8.6 Declaring Variables) ee 


ira 


Just like constants, variables also need to be declared so that C can assign a portion of the memory to 
store the variable. By declaring a variable and giving it a name, C reserves memory space (e.g.: 2-bytes for 
int, 4-bytes for float etc.) to store the contents of the variable, The variable should be defined before the 
program accesses it. Thereafter the data item can be accessed simply by referring to the variable name. 


A declaration of a variable consists of a data type followed by one or more variable names separated 


by commas and the statement ending with a semicolon. Variable names are also formed following the 
rules for naming identifiers as discussed earlier. 


variable names separated by a'",” & ending with a semicolon 
|type namel, name2, name3; 
¢ 
variable data type 


The following examples show how different variables can be declared. 


int count, days; 
float area, rate; 
char initial; 


=> 2 integer type variables called count and days 
=> 2 floating point type variables called area and rate 
=> 1 character type variable called initial 


* Assigning initial values to variables: 


A literal is any piece of data that one directly types in into a program. It can be any number, character 
or string that one may use as an initial value in the program. Though a constant literal remains the same 
throughout the program but a literal assigned to a variable may change in course of a program. The following 
examples show different literals in a program. 


#define PI 3.1415 
const int factor=32; 
int sum=1; 

float rate=12.5; 

printf (“Welcome to C”); 


=> Here 3.1415 is a constant floating point literal 
= Here 32 is a constant integer literal 

=> Here 1 Is an integer variable literal 

=> Here 12.5 Is a floating point variable literal 

=> Here “Welcome to C” is a string literal 


Variables may have an initial value i.e. one may want a variable to have a certain value at the start of a 
Program, though this value can change as the program runs. For example to find the sum of the terms of a 
Series the variable sum needs to be initialised to 0 (zero). This initial value can be assigned either as a 
declaration when the variable type is declared or as a separate instruction. Thus: 


Ant count=5, sum=0; — Here the varlables count and sum are Initialised during declaration 


Aint count, sum; 
count = 5; => Here the varlables count and sum are declared first and initialised later 
Sum = 0; 


Note: a char type literal should be put between two single quotes‘ ‘as, char x = ‘Y’. 
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8, r Wri 


he | and RunningaprograminG aR 

| Let us now see how we can actually write and run a C program. You can use various Integrated Devel 
Environments (IDEs) like Turbo-C, Code blocks, Dev C/C++ etc. for writing, compiling, and if OPmen 
program. All these are freely available and can be downloaded from their respective websites using be y 


ing, COMPING 


| We will be using Dev C/C++ for our book which can be downloaded free from the sourceforge ot 
http://sourceforge.net/projects/orwelldevcppifiles/latest'download Cbsite 
Install Dev C++ Calculator ‘[Fo7] —— — — 
s | Fig. 1 | 1 Dev-C++ 4.9,9.1 
using the setup file. An g = | ae Search “View Pro nes 
7 . -Cre > | { af x 
icon for ee ~ kel pee aR Nc : 0 ce lea ~ 7 
appear in the Sta Sli Windows Movie Mak | =— . = = cere. Cite 
aon as shown in the Be Minowstlevee Mate , | Open Project or File... Ctil+o SD) Project. } 
figure-1. J Microsoft Office PowerPoint 2007. > } > Reopen - _  @ Resource File K 
| eB Save Ctrles 
Click on the icon (or > All Programs | | |G save As... Ctrl+F12 
double click on the — } | BB cave Prey 
j \I P| | Shu ‘Gy Save All 
shortcut icon on the —— | |_| tel >aw 


Desktop) to open the __ DiRT: een remtins RTP 
Dev C++ IDE. fad Dev-C++ 49.9.1 2 


et Cai ek oe 
ca ee ee ed 


Se a eee ee 

Click Fil | File Edit Search View Project Execute Debug Tools CVS Window Help | 
Ic on te menu = ; - 

Click on File menu | OG ORa@ Gs (GBH) e/ ase somgy 
dropdown list select Project | Classes | Debug] —_—‘Itest3.c | oe 


New- Source File as 
shown in figure-2. 


/*Program-Ol: To find Area 
#include <stdio.h> 

int main() 

{ 

float radius, area; 
printf("Enter radius of circle: "); 
scanf("$f", &xradius); 

area 3.1416*radius*radius; 

printf ("\nArea Si", 
fflush (stdin) ; 
getchar(); 


Type the code exactly 
as shown in figure-3 in 
the code area (you 
may not understand 
every bit of the code, 
but don't lose heart, 
everything will be clear 
to you by the time you 


area); 


complete the next oe ae 
chapter). — = : — 
pe = <= So “Es Save File i 
Edt Search View e | Fig. 5 
New re Save in: [3 C Programs | = ck Ear 
Q@ Oper Project orFile. Ctrl OO 2c| | re Name < Date modified Type” 
aarti , 7 {gah classEx7 06-09-2014 PMO7:... C+ 5 
=) e | Recent Places lg classEx8 06-09-2014 PM 0%... C* $ 
2 ay Ctri+ F12 | = |eah classO 08-09-2014 PM 02:.- ee : 
hs “ale 4] | Desktop leh control 18-08-2014 PM 06: 57" : 
FB zie ; leh io 48-08-2014 PM02:.. $77 * 
B] clos Cirle F4 | J leah io2 18-08-2014 PM 03. = : 
Chte bs | Ubrenes led LinkedListt 31-08-2014 AMAL 6°" 
| ky ‘Lesh potymorpht Sa a a 
Properties J | ere |r polymorph2 ee ane it. Cee 
pig led polymorph3 18-08-2014 PMOM Te 
Once you have finished writing ea, led project 15-09-2014 PMO%~ 7" 
the code you must save the |) tetwot rect Tote) 7 ae 
program. Click on File menu 7 
and from the dropdown list | : Save Ss 
viet Gave as shown in File name heat3¢ tS ed 
“ figure-4, Save as type <j = 4 


\c ++ source files ( cpp." cc.” ex.” ore. €P) - 
The Save As dialogue box will 


JN 
wen as Shou in figure 5, From the Save in combo box select the folder where the file is to be saved efile 


ye he fle name under the File name box. Remember to put the extension as .C like tests. 
name, Clice on Save button to save the file. 
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iments of p Programming in C - General Concepts 
re you run ees io% 
= ime " 5 i 
program it fdt Search View Project | Execute | Debug Tools Cys == eile aa 
sto be @ OB 88 & SE) |! 
ae 
iled. t | Classes | */tes BS 
compiled pian ciao LI oles © Run Ctris FLO | nai cla 
on the | Parameters Slatu Done 
ute menu (ea) Compile & Run Fo F he 
ad from the | BG Rebuild All Ctrl-F 
dropdown list | Syntax Check = ial 
Compile Clean i @ 
as shown in | Profile analysis _ ~e \ = 
re-6, You | 


can also press 
Ctrit+F9 to compile a program. 


The Compile Progress dialogue box will open as shown in figure-7. The compilation process will check the 
correctness of the code with respect to the syntax and include the contents of the header files, add the 
function libraries used in the program and convert the source code to a binary object code. If the file is 
successfully compiled the status will be shown as ‘Done’. Click on the Close button to close the dialogue box. 


To Run the program, 
dick on the Execute 


DAC Programs\test3.exe 


Proyect [ Execute Debug Tools 


Enter radius of circle: 5.3 


menu and from the | = 83 Compile Ctl-Fo f b | 
dropdown list select Run te es Area = 88.247551 
as shown in figure-8. ; 7] 
arameters. | 
A black window will open &) Compite & Run po | | | 
as shown in figure-9. It Go Rebuild All Ctlerar | | 


Syntax Check 


will display the lines that 


you had written for Clean \s/ 
output purpose and take Profile analysis e 
inputs wherever 

required. omens mecanias 


In the above program the code will first ask to enter the radius of the circle. A cursor will blink prompting the 
user to enter the radius as 5.3. The program next calculates the area and displays the result as 88.247551. 


Devc-+ 4957 a - 
File Edit Search View Project Execute Debug Tools cvs Window Help 


OG USSEH4\~- GEH 8,8 6 BOBBY 


| Project | Classe | Debug] — test3c | 
————E———ee . 


In cese there is some error in the 
program, the compilation process 
will indicate the error. 


Figur--10 shows such a situation. 


The semicolon is missing from 
line 6. The error is detected in 
line-7 and the line is highlighted. 
At the bottom of the window a 
message is displayed indicating 
there is an error in the program in 
@ particular line number (line-7). 


You need to rectify the error and 
Save and re-Compile the code 
€ you can run it again. 


Note that the line in which the 
Sor \s indicated may not be the 
Same \ine where the actual error 

present. That can be 
Bmeirnes misleading also. The 


@#include <stdio.h 

| int main() 

( 

float radius, area; 

printf ("Enter radius r ) 
scanf("%£", é&zradius): 
area = 3.1416*radius*radius; 


printf ("\nArea t", area); 
fflush(stdin); 

getchar()/ 

return 0; 


| 
) 


BE Comptes |My Revosces | dh Comte Loo | 7 Debug | (Gy Fred Hons | @) Coe | 


| line the Messaue 
DML Progam eat 3 « In huncten mae 
7 D VC Prog eee 3 0 pave eur belore “wand 


fear {or this is that the line where the error is shown Is actually the line where the effect of the actual error 
B deterted. Hence try to find the error either in the line marked or at a nearby line before the marked line. 


Common reasons for error include missing semicolons, improper use of parenthesis, misspelt keywords, 
Variables or library function names, and putting a calculation on the left side of the equal symbol, 


~ 
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| | Cis a language that stands in-between a high level and a low level language and is often calleq . 


® Middle Level Language as it was designed to have the positive points of both the types of languages 


Every C program consists of one or more modules called functions, which are a series of instructions to the 


| | . : . ry . 
computer to perform a specific task. Of these functions, the most important is the main( ) function 


Like the words in a particular language that are used to write the sentences, C has its own Set of 


reserved words or keywords that are used to construct a C program 


* The original C language supported 32 basic keywords 

Identifiers are names that are used to identify the different parts of a program. These names can be 
given to things like variables, constants, functions, arrays, structures etc. that are used as the building 
blocks of a program 

An identifier name can consist of the alphabets (A to Z, a to z), digits (0 to 9), and the underscore symbol (_) only, 
It cannot start with a digit and cannot be a keyword also. No other characters are allowed including a blank space 


A function is a group of statements that perform some meaningful work and normally returns a result 
| back to the point from where it was used 
C is often called a free form language as there are no specific rules to position a statement. However Proper 
indentations in writing a program are encouraged as these make the program structure easy to read and debug 
Lowercase alphabets are used to denote any keyword, function names and variables, whereas Capital 
letters are used to indicate constants 
For a better understanding of the program logic, sometimes it may be helpful to add comments in a program, 
Accordingly the program name, programmer name, the purpose of the program, the program version and any other 
relevant information may be included in a program 
The header file that we will use in almost all C programs is the stdio.h file (the initials stdio stand for 
“standard input output”). This header file contains all the information that the compiler needs for 
functions dealing with input and output operations and working with the disk, monitor and printer 
An opening brace “ { ” must appear before the first instruction after the function name and a closing brace “ } ” 
must follow the last instruction of the function. The opening and closing braces are called delimiters and they mark 
the beginning and end of a block of code 
Each instruction in a C program must end with a semicolon “;” which is also known as a statement 
terminator. The semicolon tells the compiler that it has reached the end of the instruction and what 
comes next will be another instruction or the end of the program 
An integer number is a number with no decimal point i.e. a whole number. It can be a positive or negative number 
or zero. It is used generally for counting purposes or for calculations involving only integer values 
To represent real numbers i.e. numbers having both an integer part and a fractional part, a computer 
typically stores the real number as a combination of three parameters viz. the sign, mantissa, and an 
exponent part 
A double data type is also used to represent real numbers i.e. numbers having both an integer part and a fractional 
part. It is also called a double precision floating point number. This is used for variables that require greater 
precision 
A character type data represents a single letter, numeral or other keyboard characters. Character type 
data can be used where the input required is in the form of a single character, like selection from a set 
of multiple choices 
* In case a data is of a basic data type i.e. int, float, double or char it is called a primary data type 
* Apart from the basic data types, data can also be of type array, pointer, structure, union or enum. 
Such a data type is called a secondary constant or variable 
* You can modify the range of the primary data types using a set of keywords called data modifiers. They define the 
different arnounts of storage that are possible for a variable of a given data type 
. Each type of data can be broadly divided into a constant or a variable depending upon the way it is 
being used. As the name suggests the value of a constant remains the same or constant throughout 
the program. Whereas the value stored in a variable can change or vary in the course of a program 
» The #define directive creates symbolic constants i.e. constants represented as symbols and macros. A symbolic 
constant has to be defined before the main( ) function 
* A literal is any piece of data that one directly types in into a C program. It can be any number, 
character or string that one may use as an initial value in the program 
* Variables may have an Initial value |.e, one may want a variable to have a certain value at the start of a program, 
though this value can change as the program runs 
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Ql. Multiple Choice Questions. Select from any one of the four options. 


1 each 
i) The most important function in aC program is called: 

a. imp b. entry c. start d. main 

ji) | To write a program, C has its own set of reserved words also called: 
a. identifiers b. literals c. main words d. key words 

iii) | Names used to identify the different Parts of a C program are in general called: 
a. identifiers b. specifiers c. functions d. literals 

iv) A identifier in C cannot contain which of the following characters? 
a. alphabet b. digit c. blank space d. underscore 

v) Apiece of information that does not run but used for a better understanding of a program: 
a. literal b. function c. comment d. keyword 

vi) _ The files that need to be included in a C program to use various library functions, are called: 
a. header files b. important files c. basic files d. library files 


vii) The initials stdio for the header file stdio.h stand for: 


a. shell input output —_b. storage input output c. standard input output d. studio input output 
viii) | Each instruction in a C program must end with a: 


a. full stop b. comma c. semicolon d. colon 
ix) Which of the following is not a primary data type in C? 
a. float b. double c. char d. enum 
x) | Which of the following data types is not used to represent real numbers? 
a. long double b. float c. double d. char 
xi) | Which of the following represents a whole number type data in C? 
a. long b. float c. double d. long double 


xii) | What is the precision of a float type data in C? 


a. 7 decimal places b. 10 decimal places c. 15 decimal places d. 19 decimal places 


xiii) | What is the precision of a double type data in C? 

a. 7 decimal places b. 10 decimal places c. 15 decimal places d. 19 decimal places 
xiv) | What is the precision of a long double type data in C? 

a. 10 decimal places b. 15 decimal places c. 19 decimal places d. 22 decimal places 


xv) What is the minimum value that can be stored in a 2 byte signed integer type data in C? 


a. 0 b. -32767 c. -255 d. -32768 
xvi) A signed char type data has a range of : 
a. 0 to 255 b. -128 to +127 c. 0 to 128 d. 0 to 256 
xvii) An unsigned integer which is 2 bytes long can store values in the range : 
a. 0 to +32767 b. 0 to +65535 c. 0 to +255 d. 0 to +65536 
xviii) | A temporary storage location for data that can change in a program is called a 
a. constant b. literal c. variable d. macro 
xix) — Which of the following is not a valid octal type data in C? 
a, 00 b. 1234 c. 028 d. 067 
xX) — Which of the following is not a valid hexadecimal type data in C? 
a. OxAB b. Oxx c. OxA d. OXB 
xxi) #define is an example ofa CCS irecttive: 
a, variable b. declaration c. functional d. pre processor 
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Q2. Short Answer type questions: 


i) 

ii) 
iii) 
iv) 
v) 
vi) 
vii) 
viii) 
ix) 
x) 
xi) 
xii) 
xiii) 
xiv) 
xv) 


Q3. Long Answer type questions: 


i) 


Name any one header file used in C. : each 

What is a keyword? 

What do you mean by an identifier in C? 

What do you mean by a constant in C? 

What do you mean by a variable in C? 

State any one method of defining a constant type data in C. 

Name any two primary data types in C. 

State the range of a 2 byte integer type data. 

What is the purpose of a data modifier in C? 

Name any two data modifiers in C. 

What is the range of a signed char type data? 

What is the difference between a floating point type data and a double type data? 

What is the use of the ‘const’ keyword in C? 

State the precision of a long double type data in C. 

What do you mean by a literal in C? 

What is the difference between the statements #include <file.-h> and #incl hs 

Discuss any two building blocks or tokens in a C pro ‘ Give ude iile.h” in @ 
program e an example of a hexadecima 


constant. 

What is a variable? Explain the two different ways of defining a constant value i note 
range of an unsigned char type data in C? ae ° 
vn rules of naming an identifier in C. Discuss on an int and a float type data in C. 34+242 
BopereraTples the plirece oP ising Gets medias in, Give en example oF an ean « 
hexadecimal constant in C. —— Seeley 
rs sd el Meade sd page C? What is the purpose of including the stdio.h file in aC 
another one called wish that poral asiershpre sp ri ag i pees neh : 
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pe ntroduction 


his chapter deals with the different functions that are used in C to carry out basic input and output 
Tl operations. As has been discussed earlier, unlike some other programming languages, C does not have 


inbuilt keywords (like INPUT, PRINT etc.) that can be used to output data onto the screen, printer, or hard- 
disk and input data from the keyboard, or hard-disk. 


Input and output can be from the standard input/output devices like the keyboard and monitor or can be 
from files. Input/output from files is dealt with in class 12. This chapter deals with the standard input and 
output functions that you have already used in the previous chapter. 


Input and output can be both formatted and unformatted. Formatting means, the input/output data is 
displayed on the screen depending upon the data type. For example integer data and floating point data are 
formatted differently. A floating point data can even be displayed with the number of digits after the decimal 
point as desired by the user. On the other hand unformatted data like a string can be displayed without 
applying any extra formatting. All these things are discussed in detail in the following sections. 


9.2 Formatted text output: the printf( ) function 


An output operation sends a copy of the data stored in the computer’s memory to another location like a 
monitor, printer, disk etc. without erasing the data from the computer’s memory or changing the way the 
data is stored. The most important of these output functions in C is the versatile print£(), which can 
display all types of data and can work with multiple arguments. In addition, print£() can format the 
way the data appears. 


The data that needs to be displayed on the screen forms the argument of the printf () function and is to be 
placed within the pair of braces () after the print£ function name. In order to format and display all types 
of data, the print £() function argument is divided into two parts. 


e The first part is called the control string or format string 

e The second part is called the data list 
The control string indicates how and where the data is to be displayed. It includes within double quotes 
any text that is to be displayed along with special characters called format specifiers. The format specifiers 


function as placeholders and leave space normally for displaying any value from a constant or a variable. 
Each format specifier starts with a % sign followed by a letter indicating the data type, as shown below: 


Data Type [= Range Bytes | Example | 
_| Signed integer -32768 to +32767 2 25 
Long signed integer |-2147483648 to +2147483647 | 4 | -2547896 
Unsigned integer (only positive) 0 to 65535 : 2 55525 
| Unsigned long integer (only positive) 0 to 4294967295 | 4 958478625 ; 
Float -3.4e38 to +3.4e38 4 12.051000 
| Double 1,7€308 to +1.7e308 8 | 5.368e 
‘{Long double 7 | -1.7e4932 to +1.764932 10 |-1.5e400 
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Specifier Data Type Range | Bytes | 7 

Sooo = : ——_Sxampie > 
%e Scientific notation ; -3.4e38 to +3.4e38 7 4 | 1.205100e 491 ~ 
%q Shortest decimal /scientific notation -3.4e38 to +3.4e38 | 4 [12.051 ——~ 
%c Character ; 0 to 255 7 | 1 | ca _ _ 

| %S String N.A. | N.A. | “New String” i 


The second part of the argument i.e. the data list can contain one or more data items that are 
| using the control string. The data list is separated from the control string by a comma. When the p 

run, the placeholders in the control string are replaced by the data items in the date 
general format of a printf () function is: 


displayeg 
rogram js 
list. The 


ie | print£ (“control string with placeholders”, datal, data2, ... ); 


| 


Syntax of print( ) | The following example shows how the printf () function works by displaying the value store in th 
function | \tiable age in the position indicated by the placeholder %d in the control string. . 


int age = 17; | ie 
printf (“I am %d years old”, (age \); 


| When run, the output of the above statement will be: 
I am 17 years old 


oe Some characteristics of the printf () function are given below: 


Characteristics e There should be a single control string in a given printé () function call 
ofprintf() | « Aprint£() function may only have a control string, without any data list 
e There can be none, or multiple data items in the data list part of printf () 


e Incase there are multiple data items in the data list, a format specifier must be included in the control 
| string for each data item in the list 
| The values in the data list must appear in the same order as their specifiers in the control string. 


Thus the first item in the list is substituted for the first format specifier, the second item for the second 
format specifier and so on 


The examples given below illustrate the various uses of the printf() function. 


| Program Line i 
g Output Displayed ees | 
| | printf (“The value of PI is %£”, 3.1416); The value of PI is 3.1416 


Es | 
| int a= 3; The square of 3 is 9 | 
| printf(“The square of td is %d”, a, a*a); 
| int *=7; Product of 7 and 5.500000 is 38.500000 
float y=5.5, p; 
Pp = x*y; | 
a printé (“Product of td and tf is %£”, x, y, p); | 
| char cl=‘J', c2='B’; ini | 
ir. SB gf a printf (“My initials are tc & %c”, cl, c2); eee = 
A cee tier - int num=65; / : i | 
between specifier printf (“The ASCII of tc is %d”, num, num) ; Se Pine na oe nee | 
2 ard dota Foes “ ee 7 : 

dll pet | printf ("%%d is used to format an int”); %d is used to format an int — 
output will rot be | In all ; 7 ifiers 

displayed oe big been taken such that the order in which the format specific 

‘ i . ; 
ha and data types in the data list. Thus in the example: 
; 2 
{ | | , | | 
printf (*Product of %d and %f is %£”, < y ai 
' , ; 


ions in 
Pp have to be float type variables to match the declare” g the 
y the value in x, the first %£ will display the value '" Y 


x has to be an integer type variable and y and 
the control string, so that the first %a will displa 
“ond +£ will display the product value In p 
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9.9 Formatted textinput:the scanf() function: AG 


Input Is the process by which data is fed into the com n 


i : puter for use by th j 
ab eiinputer is stored in a variable to be Hise a y the program. This data input to 


variable can change each time a new input is given t 
common input function that is used for inputting forma 


scanf() is the general purpose input function which can 


be used to input all types of data from the 
keyboard. scanf() scans formatted data from the keyb Be 


joard. The function scans the keyboard for any 
keystroke and then interprets the data input based on the f 


ormat specifiers used. One scanf () function can 
take different types of data all at the same time. 
how £() works le i 
To understand scanf () t us first understand how a variable Memory Space Memory 
is stored in the computer. For example consider the variable declaration, sVaclabs Address 
ariable 
int age = 25; Name 


When such a variable is declared then some memory space is reserved for | 
storing the value when the program is run. If we consider the basic unit of 

memory to be a byte, then for storing the above variable ie. age, | 29° 
minimum 2 bytes of memory are reserved. To identify the location where 

this memory space is reserved, each byte is assigned a memory address as 

shown in the diagram on the right. In our example, the memory locations 1 byte 
1000 and 1001 (2 bytes) are reserved for storing the variable and the “mn 
variable name age is associated with these memory locations. 
Hence whenever we refer to the variable name age, we indirectly refer to 
the above memory locations. 


The address of the variable age is taken as 1000 (though two bytes are 
reserved but only the first byte is taken as the address of a variable 


always). If the variable age is initialised with the value 25, as shown above, then the memory locations 1000 
and 1001 will hold the value 25 as seen from the diagram. 


The value can also be entered by the user from the keyboard using the scanf() function during running the 
program, as shown in the following example: 


> ——,., a —a 
a a A AGES ~ ; . 
Format the data as an integer scanf ( (“td”), (sage) ); Store the value in the address location 
; —S associated with the variable age 


The data that needs to be input forms the argument of the scanf () function. In order to input data, just like 
the printf() function the scan£() function argument is divided into two parts. 


e The first part is the control string or format string 
¢ The second part is the data list 


The control string indicates how the input data is to be formatted. Similar to the printf () function, the | 
Control string contains the format specifiers, which are known as conversion characters as they 


determine how the data is to be interpreted during input. In the above example, the %d format specifier 
within the control string indicates that the data input Is to be interpreted as a signed integer. 


The second part of the argument i.e, the data list contains the address references of one or more data 


The scanf{( ) 
function 


a 


Components of 


scanf( ) 


4 


ii naddresc 


O ‘&’ is to 
be used with the 
majority of data 


items that are input by the user. The data list is separated from the control string by a comma. The general | 


format of a scan£ () function is: 


scanf (“control string with placeholders”, datal, data2, .. 5) : | 


| 
For the majority of data types (except arrays and pointers, to be discussed later) the address reference of a 
variable is denoted by placing the address operator ‘s’ before the variable name. The address Operator 
refers to the mernory address at which the contents of the variable are stored, Therefore &age refers to the 


types in C. 


a 


Control string 
ol scanf( ) 


memory address at which the content of the varlable age Is to be stored (1000 in this example). Remember | 
that the data list in scanf() contains the addresses of the variables (and NOT just the variable 
names) at which the input data Is to be stored, 
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scanf () function one important thing should be kept; 

In the scanf () function the number and type of conversion characters in the control strj Pt in Ming, 
| exactly match or correspond to the number and type of variable names in the data Shouig 
following example will make the statement clear: list, The 


When using multiple inputs through a single 


int age; 
float weight, height; 
scanf( “%d %f %f” , &age, &weight, &height ); 


| — - = _ 


The following program displays the use of the scanf() function with multiple inputs. 


ie 


scanf( ) with | Pf /*Program-02: Use of scanf() function*/ 
multiple inputs | 2 #include <stdio.h> 
| 3 aint main() 
| ¢ {int ID, class, age; 
| 5 char sec; 
6 float weight; 
| 7 printf (“Enter your ID, Class, Section, Age, and Weight in order:”) ; 
| & printf (“\nSeparate each piece of data with a blank...”); 
9 scanf (“%dsdtctdt£t”, &ID, &class, &sec, &age, &weight) ; 
10 printf (“\nYour ID=%d, Class=%d and Section=%ce”, ID, class, sec); 
11 printf (“\nYour Age=%d years and weight=%f Kg”, age, weight) ; 
12 return 0; 
13 } 
Output: Memory Space Memory 
Enter your ID, Class, Section, Age, and Weight in order: a a a 
Separate each piece of data with a blank... _— 
910 11 E 17 55.85 2000 
Your ID=910, Class=11 and Section=E ———— 
= Your Age=17 years and weight=55.85 Kg ID | 2001 | 
ad ~) Note the following regarding this program and the use of scanf(). 2002 | 
A -ontrol string —— 
i OS accede ] e Firstly, in the control string the conversion characters should be 2003 
in scarf ) is used 2 : : : a 
pa wae written without any blank or any character in-between them to avoid 
input data as an the chance for any compilation error. Thus “%d%d%c%d%£” is = 2004 — 
ot Gent, car, 4 desirable than “td %d %c %d %£” (however extra characters can ; a 
double, ee be put inside the control string as will be shown later). _ 2005, 
—_—_—_ e Secondly, we are formatting the variables ID and class as integers. ~ 2006 
The first %d corresponds to ID, the second %d corresponds to [age = 
class. Next the section variable sec is input through the %c a 2007 
conversion character. Finally age and weight are input as int and — 
float respectively. 2008 
& e Thirdly, the address operator ‘a’ is used along with the variable 2009 
ust pructtiple names for all the inputs le, ID (int), class (int), sec (char), (weight | : 
prop CET ted age (int), weight (float). We will see in the chapter dealing ~ - 2010 
vung 0 inglt with strings, how to Input a string using the %s specifier (the ‘és’ 41 
ward, furction, operator is not used with a string variable). = 
poe rp 008 cath + When more than one input is there in the scanf() function, enter(s): 
cudd be during input each piece of data should be separated by a blank(s) or a tab(s) or by a enter and 
separeted vy scant () ignores any such white-space character or characters such as blank, tab ra can be 
 ailee eae considers as valid Inputs only non-white-space characters. Thus each piece © as the data 
as thy separated by more than one blank, tab or enter, with no effect on the input as long 
/ rypes match with the conversion character types. 
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In the above diagram note how mem 
. f memory, floating poi 
ilotted 2 bytes of ' 9 point variable 4 
of memory: In this example the variable rp has heme si memory and character type variable | byte | 


Jocation 2008 etc. 


careful in specifying the order in which the conversion 


os If the order does not match, then Proper data will not b 


written. 
Note how the newline escape sequence \n js used in lines 8 
i 


characters and the variable names are 
€ Input into the variables, | 


10, and 11 to print text from a new line. | 


i eds to be noted. Durin dec ara ion ed as an int bu 
ore thi g ne : I g | ti a char type data can be d 
: n : eclar i 
9 input the %c specifier should be used in Scanf () if the data is to be used as char type later 


Using other characters in the contro} String of scanj{( ) 


Though it is not pr eferable to use cl laracters ott er than tl le conversion characters i i 
| n the control string of the 
scanf () functio racters can be used in the control string in th n he | 
} in the Way as show in the 


The following program displays the use of the scanf() function with additional control string characters. 


/*Program-03: Use of extra characters within scanf() control string*/ 


: #include <stdio.h> 
3 int main() 
4 {float rate, amount; | 
5 int qty; 
6 printf (“Enter Rate of Item per Kg in Rs.: "); 
7 scanf(“Rs.%f”, &rate) ; 
8 printf(“Enter quantity of Item in Kg: “”); 
9 scanf (“%dKg”, &qty) ; 
10 amount = rate*qty; 
11 printf(“\nThe total amount = Rs. %£”, amount); 
12 return 0; 
13 & 
Output: 
Enter Rate of Item per Kg in Rs.: 
Rs.56.50 = Value is entered as Rs.56.50 and not as 56.50 only 
Enter quantity of Item in Kg: 
10Kg = Value is entered as 10Kg and not as 10 


The total amount = Rs. 565.000000 


In the above example the literal string “Rs.” in the control string for scanf () in line-7 indicates that during 
input the user should type the rate along with the currency sign i.e. Rs.56.50 for example. Similarly in line- 
9 the literal string “Kg” in the control string indicates that the input data value should be followed by the 
characters “Kg”. This means that the scanf() function while interpreting the input stream will expect the 
“Rs.” string before the £loat input in line-7 and the “Kg” string after the integer input in line-9. Accordingly 


it will ignore these and convert whatever value is input after the string literal in line-7 as per the %£ | 
conversion character and whatever value is before the string literal in line-9 as per the %da conversion 


character as valid input. 
While using such string literals care should be taken so that the user types in exactly what has been put 
as the string literal, otherwise unpredictable input will take place. Thus in the above example though the 
user makes the input as ‘Rs.56.50’ but the value contained in the variable rate will be only ‘56.50’. 
* A peek into the working of the scanf( ) function and use of fflush(stdin): 

Let us now examine how the scanf() function reads the data during input. Data is read by the scanf () 


ea 


Using other 
characters in 
control string 


a 


Working of 


function from what is called the input stream, which means a series of characters being input from some scan{( ) 


source, In the case of scanf () it is the raw data that is input from the keyboard. After typing the input when | 


the Enter key is pressed, the data that you have typed is sent to the scanf() function as a series of | 
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statement before 
entering a 
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a 


string type data. 


= syrebol car. 
used before a 
veat specifier 
grove OS a 
yt Gt specifier 
de thé cortrol 
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racters in the order in which it was typed. The scanf () function then reads the data and 


meaningless cha : 
uses the format specifiers or conversion characters to convert the raw data to the desired data types 


which agree with the conversion characters. 
During conversion it ignores all white-space characters and looks for the first non-white-space character Which 
matches with the specifier, and assigns it to the respective variable. The assignment stops at the first non- 


matching character. 
The scanf() function uses an area of the memory called the input buffer to store the 


characters being typed into the input stream, before converting the data using the conversion characters, As 
an example when an integer is input from the keyboard, the user types the integer and presses the Enter key 
The integer along with the white-space character ‘Enter’ is then passed to the input buffer. The scanf () 
function then interprets and converts the data input as per the conversion character within its control String. 
In case of the integer data, it will take the characters up to the next white-space character and leave the 
white-space character ‘Enter’ in the input buffer. In case the next data to be input is a character or string type 
data, then scanf£() will first read the white-space character still remaining in the input buffer as a leftover 
from the previous input. Unlike a numeric data, this white-space character however is a valid input for a 
character or string type data. Thus instead of using the current data as an input, it will take the leftover 
white-space character from the last input as a valid input. This causes an error in the input and the program 
will not wait for the current input from the user as it takes the leftover white-space from the input buffer. 


To avoid this problem the ££lush() function is used which flushes out or clears any data that may remain 


| in the buffer. The argument of the fflush() function is the buffer name that we want to clear. In this 


case the argument should be the buffer related to the standard input device i.e. the keyboard and which 
is designated by ‘stdin’ (standard input device). For example to input a char type data x, the code will be: 


fflush (stdin) ; 
scanf("%c", &x); 

Always use the ££lush (stdin) ‘statement before entering a character type or string type 
data using the scanf(), getchar() or gets() functions to avoid any malfunction 


9.4 More’ 
This section deals with the various aspects of using the format specifiers in a program. The following program 


shows the use of the printf() and scanf() functions along with the different format specifiers and 
conversion characters as discussed in page P1-9-1. 


/*Program-04 to display the use of different format specifiers*/ 


I 
2 #include<stdio.h> 

3 int main() 

4 {int num1; float num2; char ch; 

3 printf("\nEnter an integer (Number1<=32767): "); 

6 scanft("%d", &numl1) ; 

7 printf£("\nEnter a floating point number (Number2): ") ; 

8 scanf ("%£", &num2) ; 

g print£("\nEnter a character: "); 

10 ££lush(stdin) ; 

11 scanf("%c", &ch); 

J? printf ("\nNumber1 printed with a %%d specifier: %d", num1) ; 

JZ printf("\nNumberl printed with a %tu specifier: tu", num1) ; 

14 printf ("\n\nNumber2 printed with a %%f specifier: %£", num2) ; 

IS printf ("\nNumber2 printed with a tte specifier: be", num2) ; 

J6— prioté ("\nNumber2 printed with a %%g specifier: %g", num2) ; 

I/ printf ("\n\nCharacter entered printed with a %%c specifier: to", ch); 

IG return 0; 

19} 
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output Set-1 


Enter an integer (Number1<=32767) : 23456 

gnter a floating point number (Number2): 6452.76 
Enter 8 character: S 

&d 
su 


Numberl printed with specifier: 


specifier: 


23456 


Numberl printed with 23456 


Sf 
se 
&g 
Character entered printed with a %c 


Output Set-2 


Enter an integer (Number1<=32767): -2345 
Enter a floating point number (Number2): 0.009876 
Enter a character: Jashojit 


Number2 printed with specifier: 
specifier: 


specifier: 


6452.759766 
6 .452760e+003 
6452.76 


Number2 printed with a 


Number2 printed with a 


Specifier: s 


Numberl printed with a %d specifier: -2345 
Numberl printed with a %u specifier: 63191 
Number2 printed with a %f specifier: 0.009876 
: 9.876000e-003 
: 0.009876 


Number2 printed with a te specifier 
Number2 printed with a %q specifier 


a 
jgbaracter entered printed with a %c specifier: J 


Output Set-3 
‘Enter an integer (Numberl<=32767): 45678 


Enter a floating point number (Number2): 0.0 
Enter a character: 5 


-19858 
45678 


Numberl printed with a %d specifier: 
Numberl printed with a %u specifier: 


Number2 printed with a %f specifier: 0.000000 
Number2 printed with a te specifier: 0.000000e+000 
Number2 printed with a %g specifier: 0 


Character entered printed with a %c specifier: 5 
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= Integer number within range 
= Floating point number within range 


Use of format 
= Character data input (single character) 


specifiers 
= Integer displayed correctly using %d 
= Integer displayed correctly using %u 


= Displayed as a floating point number 
= Floating point in scientific notation 
= Expressed in shortest decimal notation 


= Displayed as a character 


= Integer number within range 
= Floating point number within range 
=> Multiple-character input 


= Integer displayed correctly using %d 

= Being signed, displayed incorrectly 
using the %u (unsigned) specifier 

= Displayed as a floating point number 

=> Floating point in scientific notation 

= Expressed in shortest decimal notation 


= Only the first character is displayed 
though multiple characters were input 


= Integer number out of range of integers 
= Floating point number within range 
=> Single digit input as a character 


= Out of range integer displayed incorrectly 
= Within range of unsigned integers 

hence displayed correctly using You 
= Displayed as a floating point number 
=> Floating point in scientific notation 
= Expressed in shortest decimal notation 
=> Digit displayed as a character 


Observe the use of the function ££1ush (stdin) in line-10 of the last program, before the character input. 
The next program shows another use of the %c format specifier and ££1ush() function. 


#include<stdio.h> 
int main() 
{char ch; 


£f£lush (stdin) ; 

scant ("%c”, Gch) ; 

Printf£("\nThe ASCII value of tc is %d", ch, ch); 
return 0; 


WAN AHA AWA K 


ind 
—) 
~ 


Output of the above program: 


Enter the character to find its ASCII value: 
The ASCII value of C is 67 
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/*Program-05 To display the ASCII value of a character*/ 


printf ("Enter the character to find its ASCII value: "); 


a 


Printing ASCII 
value ofa 
character 


| 
| 
| 
| 
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| Two different specifiers are used to display the same character variable ch. Each character input from th . 
keyboard has an 8 bit integer value associated with it. The computer stores this integer value to 
represent the character. This value is known as the American Standard Code for Information Interchange o, 
| ASCII code of the character. Here the %d specifier, which displays an integer, converts the character 
| represented by ch to the corresponding ASCII value and displays the value. This statement can be used to 
ding ASCII values using proper looping (we will write such 


| display all the ASCII characters and their correspon / v 
| a program in a later chapter). Thus we can change the displayed output by changing the format 
| 


specifier for the same variable. 


ee | The following program displays the use of the %s format specifier. 


Use of the | /*Program-06 to display the use of the %s specifier*/ 


#include<stdio.h> 
#define WISH "Thank You" 


oS specifier | 
int main () 

{char Name[ ] = "Anuraj"; 

printf ("Using %%s specifier to print: %s\n", WISH); 
printf ("Using %%s specifier to print: %s\n", Name) ; 
return 0; 


} 


SEN DHA WNW 


Output of the above program: 

Using %s specifier to print: Thank You 

Using $s specifier to print: Anuraj 
"A detailed discussion of the use of the %s format specifier used to handle strings will be done in the 
chapter dealing with strings. So do not get disappointed by the syntax of the above program. For the time 
| being just keep in mind how the %s specifier is used in the above example. We have used %s in line-6 to 
display a constant string defined in line-3 using the #define statement. Line-7 displays a variable 
string that is initialised in the character array (this is how a string is represented in C) in line-5. 
Two more format specifiers of interest are the %o (not zero, but ‘o’) and the %x specifiers which convert an 
integer type data to the corresponding Octal and Hexadecimal number respectively. The following example 
shows the use of these specifiers. 
ee The following program displays the use of the %o and %x format specifier. 
splay | 1 /*Program-07 to display the use of the %o and %x specifiers*/ 
and Hexadecimal 2 #include <stdio.h> 

alueS | 3 int main() 


49 {int num; 
, | 5 printf£("\nEnter an integer number: ") ; 
=x. » 6  scanf("%d", &num) ; 
The spacing and 
the nuraber of 


| 7 printf("\nThe number %d is to in Octal and %x in Hex", num, num, num) ; 
8 return 0; 

| 9 } 

| 
Output of the above program: 


Enter an integer number: 14 
The number 14 is 16 in Octal and E in Hex 


Note that the value stored in the same variable num is displayed in three different manners using three 
different format specifiers in line-7. 


ap « Field Width Specifiers: 


Field width As stated earlier, the format specifiers are mainly used for formatti is di 
an ’ ng the way the data is displayed. 
pecifiers This is done using the Field Width Specifiers. The spacing and the umtcn of digits/characters 
_ displayed are controlled by the field width specifiers. The general format for a field width specifier is: 
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@ ~ total width of the fleld [ %N.n 


eserves the number of spaces allotted for a field. In case the data length Is less than N, extra 

N will be put to make the total as N. This does not Imply that the full data will not be displayed If the 

| data length Is more than the specified length. For float type data It includes the decimal point in the 
width. 1n such case C ignores the field width specified and displays the whole data. 


the meaning of n depends upon the data type. For float type data It indicates the number of 
to display after the decimal point. For int type data It represents the number of digits to display with 
jeading zeroes if the value of n Is more than the number of digits. For string type data It Indicates the number 
of characters to display. 
Certain special symbols when inserted along with the field width specifiers can align (justify) the data along 
certain lines or put extra characters along with the data. These are: 


e 0 (zero): This causes leading zeroes to come in place of blank spaces before the data, If the 
specified field width Is longer than the actual data width. 


e —(minus): This causes the data item to be left justified within the specified field. Thus blank spaces 
to fill the remaining field width will be added after the data and not before It. 


e +(plus): This causes a sign to precede each signed numerical data item i.e. depending upon the 
value of the data, either a positive or a negative sign will precede the data. 


e # (hash): When using an e, f or g type conversion this causes a decimal point to be present in all 
floating point numbers even if the data item is a whole number. It also prevents the truncation of 
trailing zeroes in g type conversion. 


The following examples along with the outputs clarify the use of field width specifiers with float type data: 


t 


Cn) = number of digits/characters to display 


| tf(“Cost is Rs%f:”, 26.39); Output > Cost is Rs26,.390000: 
? tf£(“Cost is Rs%.2f:"”, 26.39); Output => Cost is Rs26.39: 

3 printf ("Cost is Rs$8.3f:”, 26.39); Output => Cost is Rs 26.390: 
] printé ("Cost is Rst-8.2£:", 26.39); Output > Cost is Rs26.39 

5 | print£("Cost is Rst5.0f:”, 26.39); Output => cost is Rs 26: 

J | printf (“Cost is Rst08.2f:", 26.39); Output => Cost is Rs00026.39: 

7 printf(“Profit is Rst+8.2£:”, 26.39); Output => Profit is Rs +26.39: 
i printé (“Profit is Rs%-+8.2£:”, 26.39); Output=> Profit is Rs+26.39 

) printf ("Net charge is :%#6.0£:”, 26.39); Output= Net charge is :26. 

0 printf (“Cost is Rst.*f:", 4, 26.39); Output > Cost is Rs26.3900: 


1 printf(“Cost is Rst*.*f:", 8, 4, 26.39); Output = Cost is Rs 26.3900: 


he following examples along with the outputs clarify the use of field width specifiers with int type data: 


printf ("Distance=%10d:meters", 215); Output > Distance= 215:meters 
| print£("Distance=%-10d:meters", 215) ; Output > Distance=215 :meters 
printf ("Distance=%10.6d:meters", 215); Output > Distance= 000215:meters 
printf ("Distance=%-10.6d:meters", 215); Output=> Distance=000215 imeters 
printf ("Distance=%*d:meters", 10, 215); Output=> Distance= 215:meters 
printf ("Distance=%*.*d:meters",8,4,215) ; Output => Distance= 0215:meters 
printf (“Net charge is :%-+4d:”, 26); Output => Net charge is :4+26 ;: 


1€ following examples along with the outputs clarify the use of field width specifiers with string type data: 


printf ("Name=%s:", “Byomkesh”) ; Output > Name=Byomkesh: 
printf ("Name=35s:", “Byomkesh”) ; Output => Name=Byomkesh: 
Printf ("Name=410s:", “Byomkesh”) ; Output => Name= Byomkesh; 
Printf (“Name=%-10s:", “Byomkesh”) ; Output => Name=Byomkesh 
Prints ("Name=%+ -48:", “Byomkesh”) ; Output => Name=Byom: 
Printt ("Name=%6. 45: ", “Byomkesh”) ; Output => Name=_ Byom: 

("Name=%-6.48:", “Byomkesh”) ; Output = Name=Byom 
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For real numbers, | 
the 

is included with 
the width. 
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Special symbol 
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Examples of field 
width specifiers 


® 


| Integers, floats, 

| and strings can 

| be formatted 

| using Field Width 
| Specifiers. 


tab 
carmmiage ret. 
backspace 
form feed 
backslash 
double quote 
\ single quote 
null character 


s 


-. 


Escape sequences 
control the wau 
the cursor moves 
or. the screen and © 
oye treated as— 


== 
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Note that in case the format specifier is expressed in the form %*.*, then the width and the ny 
to display can be given as parameters to the printf () function as: 


8, 4, 26.39); 


MP" of digit, 


printf(“Cost is Rs%*.*f:", 


Here, from the data list the first data item 8 corresponds to N, and the second data item 4 Corres 


The third data item 26.39 represents the data to be displayed. These can be taken as variables ies ds to n, 


Escape Sequences: 


Apart from using format specifiers for formatting text, print£()can use special codes Called Esca 
Pe 


Sequences to control the way the cursor moves on the screen or insert/display some special characters 


Each escape sequence begins with a backslash “\” which identifies the character that follows as ane 

sequence. When the compiler encounters the backslash, it does not display the next character but pe otal 
the function indicated by it. Though each sequence comprises of two characters (backslash and the seq aus 
code) however it is treated as a single character by C and occupies 1 byte. Uence 


The different types of escape sequences along with examples are given below: 


e The newline character: the sequence \n performs a newline command i.e. it inserts a new line and 
prints whatver is written after it starting from a new line. There is no need to put any blank space 
between the escape sequence and the preceding or following text. 


printf (“A\nB\nC”) ; \n inserts a line after displaying A and B on the screen 


Output1: 
A 
B 
c 


e The tab character: the sequence \t moves the cursor to the next preset tab stop. The tab escape 
sequence is used to allign data or text along a particular vertical line. 


printf (“O\t1\t2\t3\t4”) a \t inserts a tab (fixed space) after displaying each digit on the screen 
ee 
Output2: 


0 1 2 3 4 


The following example shows a use of the tab escape sequence to print a part of a calendar: 
print£t (“S\tM\tT\twW\Tt\tF\ts”) ; 
printé (“\t\t1\t2\t3\t4\5”) ; 
printé (“6\t7\t8\t9\t10\t11\12”) ; 
printé ("13\t14\t15\t16\t17\t18\19”) ; 


Outputs: 
& M T Ww T F s 
2 3 
6 7 8 9 10 14 12 
13 14 15 16 17 18 19 
ae! haracter: the sequence \r performs a carriage return, i.e. moving the cursor t© be 
i, Es xecuting 


start of the same line without moving down to the next line. Hence if anything is written after € 
the \r sequence, it will overwrite the existing text. 


printf (“Left\rRight”) ; 


Output4: Only the word Right will be displayed as it will overwrite the word Left 
Right 
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. The backspace character: the sequence \b moves the cursor just one position to the left. It is non- 


destructive and does not erase any character as it moves to the left. If after a backspace command, | 
a newline command is given, the cursor moves to the next line without inserting a blank line. 


‘ The formfeed character: the \£ sequence ejects the current page when output is sent to the printer. 


. Displayin certain special characters: to distinguish between a syntactical sequence and any special 


punctuation mark like *, “, \ etc. in the control string, the character to be displayed is combined with the 
escape sequence \. 


printf (“Press \“ENTER\” to start”) ; 


Output > Press “ENTER” to start 


printf("\\n inserts a new line”) ; Output > 


\n inserts a new line | 


har() anc inctlonsi2) een ee 
The printf () function is a general purpose function to display any string with or without format specifiers | 


Unformatted Text 


along with data, onto the screen. Apart from print£() two other function which can display characters on | Input 


the screen are the putchar() function and the puts() function. However these functions are unable to 
format the text to the extent that print£() does. Hence these can be used at places where formatting the 


data is not required. Since the formatting overhead is not there in these functions, these functions are also 
faster than the printf () function. 


« The putchar( ) function: 


The putchar() function displays a single character value on the screen. The parameter of the 
putchar() function must be either a char literal, char constant or a char variable. It is used instead of 
printf () at places, where only a single character needs to be displayed. When using literals, the character 
literal should be put inside single quotes as ‘a’. Examples of the putchar () function are given below: 


putchar(‘H’) ; (using char literal) Output> 4H 


#define TRUTH ‘Y’ 
void main () 


The putchar( } 
function 


{putchar (TRUTH) ; } (using char constant) Output> yY 
void main() 
{char initial; 
initial = ‘J’; 
putchar (initial) ;} (using char variable) Output> J 
putchar(‘\n’); Output = a new line, treating the escape sequence \n as a single control 
character and not as two separate characters \ and n 


* The puts( ) function: | ay 
Whereas the putchar() function displays a character on the screen, the puts() function is used to The puts( ) 
display a text string on the screen. Similar to putchar(), the puts() function displays unformatted 


function 
Sting starting from a new line. Though formatting cannot be done, but the escape sequences like \n or 
\t can be used along with the string as shown below: 


#define WISH “Good Morning Darjeeling” 

void main() 

{puts (WISH) ; 

puts ("Good\t\tMorning\t\tDarjeeling") ; 

puts(*Arise, awake, and stop not\nTill your goal is reached”) ; 


j 
Output 


1 
2 
3 
4 
5 
6 


Yorning Darjeeling 
VYorning Darjeeling 
ise, awake, and stop not 
1 your goal is reached 


—,— 
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Note that line-3 prints the constant string literal WISH, line-4 prints a literal string with tab sequences 
line-5 prints another string with a newline ‘\n’ character in between. While printing, the newline splits the nah t 
x’ 


} 


| 
| to be displayed in two different lines. 
89.6 Unformatted text Input: the getchar() and gets() functio 


| e The getchar( ) function: 
Similar to the putchar() function which is used to output an unformatted character data, there is th 
getchar() function to input any unformatted character data. One can input the character either as : 


char or an int type. 
Unlike the scan£ () function, the getchar() function does not appear at the beginning of a line but is 
e ‘=’ sign. One more thing to note about the getchar() function is that 


i.e. nothing is to be put inside the braces following the 
the getchar() function, it stops and waits for 


usually assigned to a variable with th 
| it does not take anything as its argument 
getchar function name. When the program encounters 


some input from the keyboard. After typing in the desired character the same is to be followed by the ENTER 
key to assign the input to the variable. 
s input, whenever a character is typed into the keyboard, 


| Since getchar() expects a single character a 
(including a blank or simply an Enter) the function reads that character and assigns it to the variable. The 
getchar () function also echoes the character typed, i.e. it displays the character typed onto the screen. 


—= % Ps: The following program shows the use of the getchar () function. 
Fee — can he 1 Neda cemaiie : Use of getchar() function*/ 
used to pause the esncludesstito-hy 
program output int main() 
before the last 4 {int ascii; 
return statement. 5 puts(“Input any character to see its ASCII Code: ”); 
rs 4 6 £flush (stdin) ; 
7 ascii = getchar(); 
8 printf (“The ASCII value of %c is %d.”, ascii, ascii); 
9 puts(“\nPress ENTER to continue”) ; 
10 #£lush(stdin) ; 
11 getchar(); 
12  xreturn 0; 
I3 \3 
Output: 


Input any character to see its ASCII Code: A 
The ASCII value of A is 65 
Press ENTER to continue => The program waits at this line for an input 
() function is used to 


In line-4, the variable ascii has been defined as an integer. In line-7 the getchar 
input a character and assign it to the variable ascii. The print£() function in line-8 prints the character 
using the %e specifier and prints the ASCII value of that character using the %d specifier. 


In line-11 the getchar() function is used in a different manner i.e. the function is used without assigning It 


to any variable. When the program encounters the function, as usual it waits for some input from the 
keyboard. However when something is typed from the keyboard, then instead of assigning it to — 
as in line-7, the program control passes onto the next line i.e. line-12 and the data entered is lost foreve"- 


The getchar() function is used in this manner when someone wants to halt the progra 
” type of comment. T 


user wants to proceed further, as with the "Press any key to continue 
output of a program without going to the output screen, this function can be used before the re ction. 
ctaternent. Note that ££1ush (stdin) function is used In line-6 and line-10 before the getchar () fun 


Two more functions that are similar in operation as the getchar() function are the getch () 
getche () functions, However these functions may not be available with all compilers. These functio 


available with the Turbo C compiler. 


o view the 
turn 


and the 
ns are 
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. The gets( ) function: 
Apart from the scanf () function the gets() function is used to input any type of unformatted text/string 
into a variable. The gets () function can be used to input any type of string data. Unlike the scanf () 


on i input a string with blank spa i i i 
function it can even input a Paces separating the words in the input stream. More of | 
gets () will be discussed in the chapter dealing with strings. Presently we give a very brief description 


and use of gets ()- The argument of the gets () function contains only the string variable name (without 
any address operator i.e. &) as shown in the example below: 


The following program shows the use of the gets () function. 


/*Program-09: Use of gets() function*/ 
#include <stdio.h> 

int main () 

{char name[21]; 

puts(“Enter your name (<=20 characters) ”) ; 
fflush (stdin) ; 

gets (name) ; 

printf(“\nYour name is %s”, name) ; 


SON Dw Rw Bm 


return 0; 


} 
Output: 


Enter your name (<=20 characters) | 


Ss 


A. R. Rahman = The user input 
Your name is A. R. Rahman 
Astring in C is basically a character array. Line-4 defines the character array variable called name to store | 
the string. Don’t worry if you can’t understand the use of gets() at this point. All these will be | 


discussed in detail in the chapter dealing with strings. 


The gets() function waits for the user to input the data string. As the data is typed in character by 
character, the same gets echoed (i.e. displayed) on the screen. After writing the string, only when the ENTER 
key is pressed the typed characters get assigned to the variable name. As long as the ENTER key is not | 
pressed if any character(s) is mistyped, one can use the backspace key to delete the unwanted characters. 
Only when the enter key is pressed will the string input be assigned to the variable. Finally in line-8 the | 
entered string is displayed using the printf () function and the %s format specifier. 


9.7 Some Basic Operators and Simple Calculations: if 
After an input is made, it needs to be processed to give any useful information as output. This processing of | 
data may involve mathematical operations. Operators are required to perform the calculations 
that transform data into information. It is basically a symbol that tells the computer how to process the data. 
Based on their mode of operation, operators can be of different types viz. arithmetic, assignment, 
relational, increment, & logical. Let us discuss the arithmetic & assignment operators and the rest 
will be discussed later. The following operators perform the mathematical functions as indicated: 


_ Operator Purpose Example/Use i Remarks 
i= | assignment y = 5 Ory = atb-c | Used to assign a value to a variable 
+ | addition y=a+b  |Fora=8,b=5,y=13 7 4 
= subtraction ~ysa-b  |Fora=8,b=5, y=3 — ‘ 
= * ‘multiplication y=a*b For a=8, b=5, y=40 
ef division y=a/b For a=8, b=5, y=1 (Performs integer division) 
fo remainder a ysatb For a=8, b=5, y=3 (Gets the remainder). aa 


When using an operator to perform mathematical calculations, a variable Is usually used to store the result of 
the calculation. The variable and the arithmetic operation are connected by an equal sign “=" also 


calied the assignment operator, with the variable on the left side and the calculation on the right side. 
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| There can be any number of variables connected by the operators on the right side of the “=” sign, but 
| the left there should be only the name of the variable. E.g. On 


area = 3.1415*r*r; = Calculates the area of a circle by multyplying the constant 3.1415 
with r*x (Note: there is no exponential operator “*” in C) 


interest=(p*r*t) /100; => Finds the interest by multiplying p, r & t and then dividing by 100 


ee | The assignment operator is used to assign the result of a calculation or a value 
| from the right of the operator to the left. All calculations should be done on the right hand 
side of the assignment operator. (This is different from the equality operator) 


The ‘s’ or remainder operator may be new to you. It is used to get the remainder of dividing two integer 
variables. The result is also an integer. For example if a and b are two integer variables and a=11 & b= 4 
_ then the value of a/b will be equal to 2 and a%b will be equal to 3 as the remainder of dividing 11 by 4 is 3. : 


When more than one of the above operators is present in a calculation, then C performs the Calculations 
in a certain order. The following table gives the precedence and associativity of the arithmetic Operators, 
Operators with a higher precedence are evaluated before operators with a lower precedence jn 
an expression. When a group of operators of the same precedence are present in an expression, then 
associativity indicates the direction in which the operators will be evaluated. The following table 


with examples clarifies the above concept. 


ie | Precedence | Operators Associativity Example 
-ocecence and High QO y=24/3*2%7+*3/3 |¥ = 48-128/32*3-7%6/2+9%2 
SsOcis of : = (24/3) *2%7%* 3 /3| = 48-128/32*3-7%6/2+9%2 
ase Ae Left to Right @ (8:42) 47*3/3 = 48-4*3-42/241 
*, |, % (i.e. calculation! = (16 % 7) * 3/3 = 48-12-21+1 
t ' genie bl = (2 * 3) /3 = 36-2141 
om the left) = (6 / 3) =2 = 15+1 
| = 16 
y=6-15+14 
+, - Left to Right = (6 - 15) + 14 ‘ 4 ; 
= ( 8%) = 5 Expression with operators with 
Low mixed precedence. Note that 
= Right to Left Assignment operator has the lowest | higher precedence operators are 
priority i.e. performed at the last calculated first 


The above rule depicts the hierarchy of operations with more than one operator. However this hierarchy can 
be overridden by using brackets, which has the highest priority. The following example clarifies the point. 


y = (512-128) / (32*2) -4* (33/ (2+9) %2) 
= (512-128) / (32*2) -4* (33/ (2+9) %2) 
= 384/64-4* (33/11%2) 
= 6-4* (342) 
= 6-441 
= 6-4 
=2 


Note that, irrespective of the precedence the expressions withi rst, based 0” 
their associativity, Pp ithin the brackets are evaluated first, 


actly 


The nezt program tries to find how much Is to be add i i a 
Zz ed to m the user) 
divisible by 5 and then find the new integer so formed. epee weer 
Algorithm: 
*  Stepl; Input the number 
* — Step2: Divide the number by five 
* Step: Find the rernainder 
. wind Subtract the remainder from 5 to get the required number to be added 
* — Step5: Add this result to the Input number to get the new integer 
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1 (/*Program-10: To find number divisible by 5*/ 

2 #include<stdio.h> 

3 “#include<conio -h> 

4 int main() 

5  { int num, newnum; 

6 elrscr(); 

7 printf("\nInput number to check divisibility by 5: "); | 
8 scanf ("%d", &num) ; | 
9 newnum = num + 5 — num & 5; 

10 printf ("\nThe next highest number to td, divisible by 5 is %d", num, newnum) ; 

11 printf("\nPress any key to exit\n") ; 

12 getch () ; 

13 return 0; 

14} 


In the above example in line-9, the calculation for newnum is done in the followin 


Sas g order for an input value of | 
num : | 


newnum = num + 5 —- num % 5 = As per precedence first modulo or remainder calculation is done 
=18+5-18%5 | 


=18 +5 - 3 => Second addition is done following the associativity of left-to-right 
=23 -3 = Finally subtraction is done 
= 20 = To get the correct number 20 | 


If precedence of operators was not maintained then the result would have been: 
newnum = 18+5-18%5 

= 23-18%5 
5%5 


=0 = Which is the wrong answer 


Note the use of a new include file, viz. the conio.h file. It is used for console input output functions like | 
clrser() and getch() when the Turbo C compiler is used. The first one is used in line-6 to clear the 
screen i.e. make it blank before something is displayed on it. The second one i.e. getch() is used in line-12 
to make the output screen wait for the user response (same as the use of getchar() for the purpose). 


perators and Data T: 


* Datatypes and the assignment operator: | ay 


Usually the same type of data is used on either side of the assignment operator in an expression. Thus when Using the 
adding two floating point numbers, the result is also assigned to a float variable. But in case there are | @Ssignment 
different numeric types on the left and right sides of the assignment operator, the data type of the final = °Per ator 
value depends on the data type of variable on the left side of the assignment operator. The value 

of the expression is demoted or promoted depending on the type of variable on the left hand side of the | 

assignment operator ‘=’ symbol. Therefore: 


int x; float y; i.e. x is defined as an integer and y as a floating point value 


x= 4.9; Here x will hold the value 4 i.e. it gets demoted froma floati.e. 4.9 to 4 
Y = 6; Here y will hold the value 6.000000 i.e. the int 6 gets promoted to a float 6.000000 
* Data types and the division operator: | —y 
The result of dividing two values not only depends on the data type of the variable where the result is | Bulse tor 
assigned but also depends on the data types of the operands i.e. the dividend and the divisor. aigisian 
Fe es eal ca BR ean operator 


Rule: When dividing two values if at least one of the numbers is a real (float or double) type data then 
the result is a real type data. In case both the numbers are of integer type, the result is also an 


integer type data. 


The next program piece shows the fact by doing the same calculation on different types of literal data. 
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int main () 
{float c; 
e = 12/5; printf (“%f£\n”", c); 
c = 12.0/5; printf ("%f\n", c); 
12/5.0; printf (“%f\n", c); 


c = 12.0/5.0; printf£(“%£”, ¢); 


I 

2 

J 

4 

Ss c 
6 

7 return 0; 
& ) 


different combinations of inputs and the resu 
e1: Dividend, Divisor, Quotient, all are integers: 


as 

int main () 
{int a, b, c 
printf ("Input dividend: "); scanf("%d", &a) ; 
print£ ("Input divisor: "); scanf("%d", &b); 
c = a/b; 
printf ("The value of %d/%a is %d", a, b, c); 
return 0; 
} 

Output: 


Input dividend: 4 
Input divisor: 8 
The value of 4/8 is 0 
Case2: Dividend, Divisor integers; Quotient float: 
I int main() 
2 {int a, b; float c; 
3 printf("Input dividend: "); scanf("%d", &a); 
4 printf("Input divisor: "); scanf("%d", &b) ; 
5 c = a/b; 
6 printf ("The value of %d/%d is %£", a, b, c); 
7 return 0; 
& } 
Output: 
Input dividend: 4 
Input divisor: a 
The value of 4/8 is 0.000000 


Case3: Dividend integer: Divisor, Quotient float: 

J int main() 

Z {int a; float b, c; 

3 print£ ("Input dividend: "); scanf("%d", &a) ; 
4 printf ("Input divisor: "); scanf("%f", &b) ; 
5 ec = a/b; 

6 printf("The value of %d/+f is tf", a, b, oc); 
7 return 0; 

A 4 


Output: 
Input dividend: 4 
Input divisor: 6 


The value of 4/6.000000 is 0.500000 
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= Output is 2.000000 i.e. truncated result 
=> Output is 2.400000 i.e. correct result 
—> Output is 2.400000 i.e. correct result 
=> Output is 2.400000 i.e. correct result 


variables instead of literals. The following pieces of code display th 
lting outputs depending upon the data types of the variables. : 


_—— 
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Divisor integer: Dividend, Quotient float: 
1 ynt main () 

{int b; float a, Cc; 
; | printf("Input dividend: "); scanf("sf", &a) ; 
1 printf ("Input divisor: "); scanf("%d", &b) ; 
5 | c= a/b; 
F ! printf ("The value of %f/%d is %£", a, b, c); 
74 return 0; 
S.A) 
Output: 

Input dividend: 4 

nput divisor: 8 

e value of 4.000000/8 is 0.500000 


Gase5: Dividend, Divisor, Quotient, all are floats: 
int main() 

{float a, b, c; 

printf ("Input dividend: "); scan£("S£" 
printf("Input divisor: ") ; scanf ("%£" 
c = a/b; 

printf ("The value of %£/%f is %£" 
return 0; 


, &a); 
, &b); 


1 a, b, c); 


SND Ww me w&w NM 


j 


t dividend: 4 


ut divisor: 8 
value of 4.000000/8.000000 is 0.500000 


In case-1 and 2 we have got an unexpected result as Output because the division is 
ision with a and b both integers. This type of division is called Integer Division, 
Quotient of dividing two integer values. In case-1 since c is also an integer, the output is a pure integer. In | 
Case-2 the result of the integer division is assigned to a floating point variable ce. Thus the result is still an 
meger (as the division is carried out first before the assignment) but expressed as a floating point 


basically integer | 
which gives the | 


fumber as cis a £loat. 


In case-3, 4, and 5 we have got the expected result as output because unl 


ae floating point divisions with either a or b or both as floats and the re 


ike casel and 2, these divisions 
point variable c. 


sult also assigned to a floating | 


Note that in case-2 we can 
5 ve = 1.0*a/b; 


In this modified form, we have multiplied the dividend 
ing point value. When the division is performed ne 


get a correct result using the following technique: 


a by the float literal 1.0 to make the numerator a 


xt, it becomes similar to case-4 i.e. float/int, giving 
Te result as a float. As the variable c has been declared as a float in case-2, the floating point result 
wil be preserved, 


* Genera! rule for data type conversions: 

Ih general when data of different types are present in a 
Same type. Two types of type conversions are possible — 
pict i 


a 


Data 
conversion 


rules 
u0n by the programmer, 


Q 
3 
3 
z 
a 
= 
° 
Ss 
3 
8 
® 
B 
= 
or 
S 
ro} 
€ 
or 
Py 
3 
< 


1 case of evpressions containing values of a mixe 


d data type, the ex 
Of the variable/constant with the largest data ty 


Pression is promoted to the data _ 
pe. It follows the foll 


owing rules during the conversion: 
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the other is also converted to a long double type data 


If either operand is a long double type data, 
other is also converted to a double type data 


Else if either operand is a double type data, the 
pe data, the other is also converted to a float type data 


II the values of the original data type (like char, or short int), the 


Else if either operand is a float ty 
s converted to an unsigned int. The process is called integra 


Else if an int type data can represent al 
value is converted to an int. Else it | 


promotion 
e. Else if either operand is an unsigned long ty 
data 
int and the other an unsigned int type data, then if a long int can 


: i is a lon 5 
ire cr nolan d int, the unsigned int is converted to long int. Otherwise both the 


represent all the values of an unsigned Int 
operands are converted to unsigned long int 
the other is also converted to a long int type data 


g. Else if either operand is a long int type data, 
h. Else if either operand is an unsigned type data, the other is also converted to an unsigned type data 
Else if either operand is an int type data, the other is also converted to an int type data 


pe data, the other is also converted to an unsigned long type 


i, 
The following code illustrates the way the type conversion occurs: 


int main() 


i 
2 {int a=10, b=6; 
3 float c=5.25; 
4 double d=8.6, result; 
5 result =a*c-a/btd/ctb; 
6 printf ("The final result is %l1f", result) ; 
i return 0; 
6 } 
' Output: 


The final result is 59.138095 


While doing the calculation in line-5, the results of the calculation are type converted in the following way: 
=> result is float = 52.5 


= result is int = 1 

= result is double = 1.638095 
=> result is float = 51.5 

= result is double = 53.138095 
= result is double = 59.138095 


int * float 
int / int 
double / float 
float - int 
float + doublet 


double + int 
Final result is a double type data 


atc-a/btd/ct+b > 
52.5-a/btd/ctb 
52.5-1l1+d/c+t+b 
52.5 -— 1 + 1.638095 + b 
51.5 + 1.638095 + b 
53.138095 +b 
59.138095 


In the explicit form of data type conversion, the conversion is made a part of the code written. It forces 
an expression to be of a given data type. The process is known as Type Casting. It converts the data of a 
given data type to another data type for the calculation in this case. The following example shows the method 


by modifying the code for division used in the last example: 
:e2: Dividend, Divisor integers: Quotient float: 


Yuu uUyy 


fAodified Caz 
J int main() 

Ze {int a, b; float c; 

3g printf ("Input number1; 
4 printf ("Input number2: "); scanf("%d", &b) ; 

5 c = (float)a/b; 

4 printf ("The value of td by td is $f", a, b, c); 


"); scanf("%d", &a); 


7 return 0; 
a) 
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ut: 
outp put number1: 4 
ut number2: 6 
ry value of 4 by 8 is 0.500000 
Observe that In line-5, we have temporarily converted the variable a into a float by using the data type 
identifier float written within braces before the variable a. In a similar manner we can convert b also or a 
and b both into a float while doing the calculation, How 


ever this is a temporary process and after the 
calculation the variables a and b will remain as Integers. The following lines illustrate the other possibilities. 
5 ‘ec = a/(float)b; 


5 'c = (float) a/(float)b; 


9.9 Some worked out examples 


Convert a length entered by the user in Inch to cm. 


Worked out 
1 /*Program-11: inch to cm conversion*/ examples 
2 @include<stdio.h> 


3 int main() 

# {const float INCHtoCM = 2.54£; 

5 float inch, cm; 

6 printf(“\nInput the length in inches: a ee 
7 scanf("%f", &inch) ; 

8 om = INCHtoCM * inch; 

9 printf(“\nThe required length in cm is 
10 fflush (stdin) ; 

ij getchar () ; 

12 return 0; 


= %£", cm); 


the length in inches: 4.9 
® required length in cm is = 12.446000 


Find the circumference and surface area of a circle. 


/*Program-12: To find circumference, area of a circle of radius r*/ 
#include<stdio.h> 


Sdefine PI 3.1416 
int main() 
{int r; 


float circum, area, surf_area, vol; 


printf("\nInput the Radius (integer number): “) ; 
scanf("%td", Gr); 
circum = 2*PI*r; 
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10 area = PlI*r*r; 


print£ ("\nRadius=%d, \nCircumference=$f, \nArea=$f”, r, circum, area) ; 
fflush (stdin) ; 


13 getchar(); 
14 Feturn 0; 


Output: 


Mput the Radius (integer number): 8 
i oe 


i ference=50.265596, 
01.062393 
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d volume of a sphere of a given area r. 


Find the surface area an 
e area and volume of a sphere © 


/*Program-13: To find surfac 


£ radius r*/ 


1 
2 #include<stdio.h> 
3 #define PI 3.1416 
4 int main() 

S {int xr; 

6 float surf_area, vol; 
7 printf ("\nInput the Radius (integer number): “); 
8 scanf("%a", &X); 

9 surf_area = 4*piI*r*r; 
10 vol= (4.0/3) *PI*r*r*r; 


ii printf ("\nSurface Area = %£, \nVolume = 


gf", surf_area, vol); 
12 €f£lush(stdin) ; 

13 getchar(); 

Id veturn 0; 


15 } 
Output: 


Input the Radius (integer number): 6 
Surface Area = 452.390411, 
Volume = 904.780823 


To find out the size of the different data types as supported by the compiler that you are using, the following 
program can be used which uses the sizeof() function to find the length of the data type taken as its 
argument (type the program as it is, compile it and run it to get the result): 


/*Program-14: To Find the Byte Length of different Data Types*/ 


#include<stdio.h> 

int main () 

{ puts ("Program 
printf("\nThe size 
printf ("\nThe size 
printf ("\nThe size 
printf£("\nThe size 


printf("\nThe size 
IO printf("\nThe size of a char data is (in bytes) :%d", sizeof (char) ) ; 


to print the size of different Data Types\n") ; 

of an integer data is (in bytes) :%d", sizeof (int) ); 

of a short integer data is (in bytes) :%d", sizeof (short) ) ; 
of a long integer data is (in bytes) :%d", sizeof (long) ) ; 
of a float data is (in bytes) :%d", sizeof (float) ); 

of a double float data is (in bytes) :%d", sizeof (double) ); 
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Ji ££lush(stdin) ; 
12  getchar(); 
13 xreturn 0; 


Program to print the size of different Data Types 
size of an integer data is (in bytes) :4 

size of a short integer data is (in bytes) :2 
size of a long integer data is (in bytes) :4 
size of a float data is (in bytes) :4 

size of a double float data is (in bytes) :8 
size of a char data is (in bytes) :1 


SRR RRP 


Write 2 j 
te @ program to find how many hours, minutes, and seconds are there in a given number of seconds. 


I /*Program-15: To find total hour, minute second in econd 

P , 

- , a given number of s / 
Jj #include<conio.h> 
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4 int main () 

5 { int H, M, S, total, rem; 

6 elrser()i 

7 printf ("\nInput total number of seconds: ") ; 

8 scanf("%d", &total) ; 

9 H = total/3600; /*Integer division gives tl integer que | he / 
10 rem = total%3600; /*Remainder gives the remaining minute 

il M = rem/60; /*Integer division by 60 on rem gives the umbe minutes 

12 Ss = rem%60; /*Remainder gives the remaining number 


ki printf ("\n%3d Hour, \n%3d Minute, \n%3d Second", H, M, S); 
14 fflush (stdin) ; 

15 getchar () ; 

16 return 0; 


Write a program to exchange the values stored in two variables. 


1 /*Program-16: To exchange two values using third variable*/ 
2. #include<stdio.h> 

3 int main() 

4 { int numl, num2, temp; 

5 printf("\nInput first number: "); scanf("%d", &num1) ; 

6 printf£("\nInput second number: "); scanf("%d", &num2) ; 
i 

8 

9 


temp = numl; /*Copy the value in numl in the temporary variable temp*/ 
numl = num2; /*Copy the value in num2 in the variable numl*/ 
num2 = temp; /*Copy the value stored in temp (i.e. numl) in num2 */ 

10 printf("\nThe exchanged values are: %d, %d", numl, num2) ; | 

11 fflush (stdin) ; 

12 getchar () ; 

13 return 0; 

14 &} 

Output: 


Input first number: 19 
Input second number: 52 
The exchanged values are: 52, 19 


The following examples demonstrate the areas where mistakes are common. The whole program | 
is not written always and only the relevant parts are shown. 


Find the area of a circle of radius r. 


#include <stdio.h> 
fidefine PI 3.1416; 
int main () 
{float r, area; 
printf(“\nEnter the radius of the circle: ”); scanf(“%f”, &r); 
area = PlI*r*r; 
printf ("\nArea of circle is %f", area); 
return 0; 
} 
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At a first glance it may seem that the program is ok. But the moment you will try to compile it 


(i.e, conv. 
the source code to machine code), it will not compile and will give an error message. The error lies in th ewe 
of the statement terminator at the end of line-2. Remember that:  MSe 
No pre-processor directive should end with a semicolon ‘;’ 
Rectify the line as follows and the program should immediately compile: 
2 define P1(3.1416 _) 
Find the area of a rectangle. 
1 #include <stdio.h> 
2 int main(); 
3 {int len, br, area; 
4 printf(“\nEnter the length of the rectangle: ”); scanf(“%d”, &len) ; 
5 printf (“\nEnter the breadth of the rectangle: ”); scanf(“%d”", &br) ; 
6 area = len*br; 
7 printf ("\nArea of rectangle is %d", area) ; 
8 return 0; 
9 } 
When you try to compile the above program a list of error messages will appear. The reason is again the 
wrong use of statement terminator. There will not be any statement terminator after the name of the 
main () function in the function header in line-2. 
2 (main’)) 
=. 


Write a program to convert the length in inches to feet. 
#include <stdio.h> 
int main() 

{int inches; float feet; 


printf(“\nEnter the length in inches: ”) ; scanf (“%d”, 
feet = inches/12; 


&inches) ; 


printf("\nThe required feet = %f", feet) ; 
return 0; 


} 


MN WH AW NH 


The above program has a flaw in line-5. The division should be a floating point division to get the exact result. 
Either you will have to use a floating point variable for inches or you will have to use typecasting. In this 


program there is another way out. Since the denominator is a literal, to make the program run we can 
convert it to a floating point value as shown below: 


— 


5 feet =“inches/12.0; ~ 


Find the volume of a sphere of radius r. 


1 #Ainclude <stdio.h> 

Ps define PI 3.1416 

3 main () 

4 {float r, vol; 

5 printf ("\nEnter the radius of the sphere: “); 
A scant (~4a”, &r); 

7 vol = 4,0/3*PI*r*rty; 

8 printf ("\nVolume of the sphere is $a", vol); 
g return (0); 

a) j 
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ut: 

outp ter the radius of the sphere: 10 
jume of the sphere is 0 
(2) 


jle the above program, the compilati i 
en you compi , Pllation will show no error messages. But 
sl vam you al aargstee iin real The fault lies in the incorrect tac of the Siavel questions 
in line-6 a an : specifier ee<ionld a a Paes x and vol as floating point numbers. Hence instead 
of the 4 rma specifier. The compiler will wrongly interpret the data 
ipinteger format specifiers are used with a floating point type data. The corrected lines will look ike this: 


; printé ("\nVolume of the sphere vol) ; 


rectified Program Output: 


ter the radius of the sphere: 10 
colume of the sphere is 4188.799805 


program to input a number and find its square. 


#include <stdio.h> 


1 

2 main() 

3 {int num, sqr; 

4 printf("\nEnter number to find square: ”) ; 
5 scanf (“%d”, num) ; 

6 sqr = num * num; 

7 printf ("\nThe required square is %d", &sqr) ; 
8 return (0); 

9 } 

Output: 


“Enter number to find square: 5 
The required square is 1329603584 


The reason for this incorrect output is the wrong use of the scanf() function in line-5 and printé () 
function in line-7. Since the variable num is an integer, there should be the address operator ‘s’ before 
the variable name in scanf () . Moreover there should not be any address operator before the variable name 


in the print£() function. The rectified statements are shown below: 


wane sa” Cou) 


printf ("\nThe required square is %d", 
oe 


Rectified Program Output: 
Enter number to find square: 5 
The required square is 25 


*«***Whenever you have some garbage or unpredicted output check the following***** —Y 
CAUTION! 


Whether you have used the format specifiers correctly in the scanf () and printé () functions. 


| 
| 


Whether you have used the format specifiers in correct order in the scanf () and printé€ () 
functions when there are multiple format specifiers. 


* Whether you have not used the address operator along with the variable in a scanf () operation 
as scanf (“%d”, x), instead of scanf (“td", &x) for numeric and character variables. 


sed the address operator along with a variable in the data list of a 


° Whether you have by mistake u 
= %f£", Garea) instead of printf(“\nArea = 


| 
printf () statement as printf ("\nArea | 
%£", area). 
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vices like ‘keyboard, VDU or can be from files 
tf), which can display all types of data ang 
printf( ) can also format the way the data 


ut and output can be from standard input/output de 

» The most important of these output functions in C is the versatile prin 

can work with multiple arguments in one single parameter. In addition, 
appears. Example: printf(“The value of area = %d", x); 

i. Any number of data can be passed to the printf( ) function, b 

each item and moreover the values in the data list must appea 

«The format specifiers are used for formatting the way the data is display 


+ Format specifiers used include: %d for int, %f for float, %/oc for char, 

«The general form of a format specifier is %N.n, where N is the width of the data (including the decimal point for 
floats) and n indicates the precision or the number of digits/characters displayed 

» Apart from containing the format specifiers for formatting the text, the printf( ) function can also 
control the way the cursor moves on the screen by using special codes called Escape Sequences, Each 
escape sequence begins with a “\” which identifies the character that follows as an escape sequence 

\t = tab, \r = carriage return, \b = backspace, \\ = \ Ve" Ve! 

ich can be used to input all types of data from the 

ample: scanf("%d", &x); | 

the address operator ‘&’ before the variable 

pe variables. The address operator points to 


. “Inp 


ut a format specifier must be included for 
rin the same order as their specifiers, 


ed. This is done using ‘field width specifiers’ 


olf for double, Yold for long etc, 


» — Escape sequence \n = newline, 
; i scanf( ) is the general purpose input function wh 

keyboard. Scanf( ) scans formatted data from the keyboard. Ex 
«in the scanf function, the address of a variable is denoted by placing 
name for numeric (i.e. int, float, double etc.) and character (i.e, char) ty 


| the memory address at which the contents of the variable are stored 
: Be careful in specifying the order in which the conversion characters and the variable names are 
written. If the order does not match, then proper data will not be input into the variables. 


» The putchar( ) function displays a single character value on the monitor. The parameter of the putchar( ) function 
must be either a char literal, a char constant or a char variable. Example: putchar(ch), 

|» Whereas the putchar( ) function displays a character on the screen, the puts( ) function is used to 
display a text string on the screen. Similar to putchar( ), the puts( ) function displays unformatted 
string starting from a new line 

» Always use the fflush(stdin) statement before entering a Cc 
getchar( ) or gets( ) functions to avoid any malfunction. 

: Similar to the putchar( ) function which is used to output an unformatted character data, there is the 
getchar( ) function to input any unformatted character data. Example: ch=getchar( ); 

» Apart from the scanf( ) function there is the gets( ) function to input any type of unformatted text/string into a 
variable. The gets( ) function can be used to input any type of string data. Example: gets(str); 

: The assignment operator is used to assign the result of a calculation or a value from the right of the 
operator to the left. All calculations should be done on the right hand side of the assignment operator. 
(This is different from the equality operator). 

» Operators with a higher precedence are evaluated before operators wit 
a group of operators of the same precedence are present in an expression, 
in which the operators will be evaluated. 

* When there is a mismatch of variable types during an assignment, then the value of the expression is 
demoted or promoted depending on the data type of the variable on the left hand side of the = sign 

+ When dividing two literal values or two variables and assigning the result to a float, at least one of the numbers 
must be of real type if the correct result is desired as a floating point value 

+ Based on their mode of operation, operators can be of different ty 
relational, increment, & logical 

+ The assignment operator Is used to assign the result of a calculation or a value from the right of the operator to the 
left, All calculations should be done on the right hand side of the assignment operator 

_ + When dividing two values if at least one value is a real (float or double) type data then the result is 4 

real type data. In case both the numbers are of integer type, the result is also an integer type data 
+ In general when data of different types are present In a given expression, then they are converted to the game 
type. Two types of type conversions are possible - Implicit and explicit type conversions 

ie In an implicit type conversion the compiler performs the conversion during th 

without any Intervention by the programmer 


| » In case of expressions containing values of a mixed data type, 
| variable/constant with the largest data type 


haracter type or string type data using the scanf( ), 


ha lower precedence in an expression. When 
then associativity indicates the direction 


pes viz. arithmetic, assignment, 


e compilation proces 


the expression is promoted to the data type of the 
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ne explicit form of data type conversion, the conversion is made a part of the code written It 


f a s an expression to be of a given data type. The Process is known as Type Casting | 
ah multiple Choice Questions. Select from any one of the four options. 1 each 
0 i) The first argument of the printf() function is called the: 

a. argument list b. data list c. control string d. argument string 
i) The format specifiers function as__.....___for displaying data in printf() function: 
a. placeholders b. literals c. variables d. constants 
ii) The format specifier for a long signed integer in C is: 
a. %L b. %ld c. %ld d. %lf 
iv) The format specifier for a long double type data in C is: 
a. %D b. %ld c. lf d. %Lf 
v) _ Which of the following format specifiers does not represent a real type data in C? 
a. %g b. %e Cc. %d d. %f 
vi) There can be how many control strings in a given printf() function call? 
a.3 b. many c.2 d. 1 
vil) | Which input function in C can be used to input all types of data? 
a. getchar() b. scanf() c. gets() d. getch() 
viii) | Format specifiers used in the scanf() function are also called: 
a. control characters b. display characters c. conversion characters d. data characters 
ix) | Which of the following is not a white space character in C? 
a. enter b. blank c. tab d. comma 
x) | Which function is used to clear the input buffer in C? 
a. clrscr() b. fflush() c. cls() d. empty() 
xi) What is the argument of the fflush function to clear the input buffer in C? 
a. stdin b. stdout c. stdio d. stdlib 
xi) For %9.3f, how many places are reserved for the integer part and how many for the decimal part? 
a. 5,4 b. 6, 3 c. 5,3 d. 9,3 
xii) | What output will be shown by the code: printf(’**%8.5s”, “cricket); 
a.** cri b. ** — cric c. ** crick d. ** cricket 
xiv) Which escape sequence represents the back space character in C? 
a. \n b. \r c. \s d. \b 
xv) Which of the following is not an escape sequence in C? 
a. \r b. \d c. \\ d. \” 
xvi) | Which escape sequence can move the cursor to the beginning of the same line? 
a. \L b. \b c. \r d. \n 
xvii) Which function can only display a single character value on the screen? 
a. putchar() b. putcharacter() c. putch() d. puts() 
*¥\\) Which function can be used only to display a text string on the screen? 
a. putch() b. putcharacter() c. puts() d. putchar() 
x4) Which function can be used to input an unformatted character data in C? 
a. scanf() b. printf() c. gets() d. getchar() 
¥4) — \Nhich function can be used to input an unformatted string data in C? 
a. gets() b. getchar() c. scanf() d. printf() 
4) If a=34, b=9, then a%b will be equal to__: 
a.9 b. 3 c.7 d. 4 
|) The process of converting a given data type to some other type is called: 
a. type checking b. type converting c. type defining d. type casting 
*\\\) Which of the following calculations will not produce the exact result of the division? 
a. 7.0/4 b. 7/4 c. 7/4.0 d. 7.0/4.0 
263 P1-9-25 


Part 1: Chapter 9 


Q2. Short Answer type questions: 1 each 


i) 


ii) | Name any two functions used in C for unformatted data input. 

iii) | State one use of a format specifier. 

iv) Write any two escape sequences that are white space characters also. 

v) What are the format specifiers used for a long double type and a string type data? 

vi) Name the two types of divisions possible in C. 

vii) What is the meaning of the term ‘associativity’ with respect to arithmetic operators in C? 

viii) | Write the operators +, /, *, - in order of precedence in C. 

ix) | What is typecasting? 

x) State one use of the getchar() function in C. 

xi) What is the meaning of the format specifier %-10d? 

xii) What is the difference between the / and the % arithmetic operators in C? 

Q3. Long Answer type questions: 7 each 

i) Explain the working of the printf() function with respect to its arguments. What is the difference 
between the printf() and puts() functions? What is the use of fflush() function? Name the format 
specifier for a unsigned int type data. 2+2+241 

ii) What do you mean byt operator precedence and associativity in C? What are escape sequences? 
Name any two escape sequences and mention their uses. What is type casting? 2+2+24+1 

ii) | Explain the difference between integer and floating point division in C with the help of proper 
examples. What do you mean by white space characters? Name one operator with right to left 
associativity in C. 44241 

Q4. Assignment Programs: 4 each 

i) | Write a C program to convert a temperature value input in Fahrenheit to Celsius scale using the 
relation C = 5(F-32)/9 

ii) | Write a C program to find the area of a square when the user inputs the length of the diagonal. 

i) Input s (distance), u (initial velocity), t (time) and find the acceleration given by: f = 2(s — u t)/t 

iv) Input the base radius and height of a solid cone and find its total surface area and volume. 

v) Input the radius r of a circle which is perfectly inscribed inside a square as shown 
in the adjacent figure. Find the area of the dark shaded portion of the square. 

vi) You have 100gm, 50gm, 20gm, 10gm, 5 gm, 2gm, and 1gm weights available 
with you. Input a given weight in grams and find out the number and type of | £| 
each weight that are required to balance the weight in a common balance. [Hint: Ayer 
Try using integer division and remainder operator] 

“) Write @ C program to find the cost of white washing a room. The user inputs the length, breadth 
and height of the room and the cost per unit area of whitewashing. 

“) Write a C program that inputs four digits and converts them into a single decimal integer. [i.e. if 
the digits input are say 2,8,4 & 9 then the program will give a single number output as 2849. Do 
not write the 4 digits side by side. Try to use the minimum of variables to do this.] 

4) The astronornical unit Is defined as the average distance from Earth to Sun, the value of which is 
145,597,870 kr, Write a C program that converts the distance in light years input by the user t 
distance in astronomical units, Test the program with 4.2 light years, the distance of our nearest 
sat. Take the variables as of type double. The speed of light is 300,000 km/sec. 

7, Yirke aC program to display the Octal and Hexadecimal equivalent of a Decimal number. [Hint: 
Ux the format specifiers for Octal and Hexadecimal numbers]. 

/ Hele a © program to interchange the contents of two variables a & b without using 4 third 
daniatle. (Hint; Input the given numbers a & b: assigna+btoaie.ac atb 

assign a—btobie.b<«a—b 
assigna—btoaieaca—-b] 
— 
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_¢ The Relational Operators od | 
The if-else statement | 


e The Logical Operators (AND, OR, NOT) 
e The Conditional Operator ( ? : ) | 
e The switch-case-default structure 
e Some worked out examples 


10.1 IntrOMUGLON hs) MN ee OEE Tee ee | 


|| the programs that we did so far ran in a linear manner i.e. all the 
lines written in the program were executed when the program was Start ay 
run. However, there may be cases where depending upon one or 
more conditions, some parts of the code may get executed and some { Flowchart for 


parts may not. Accordingly there can be more than one output. False decision making 


Condition 
In a program whenever there are more than one possible outputs ? 


depending upon some condition(s) for a particular set of input(s), the 

situation is called program branching. The program control branches to | True é 
different segments executing different sets of codes for each possible Se ae 4 
situation as shown by the flowchart. prgoons” ploorere 


A logical 
Depending upon whether the condition is True (Yes) or False (No) the condition 
program branches to processi1 or process2. Thus when the condition | evaluates to 
is true processi1 gets executed and the code for process2 is not either pisiC or 
executed. Similarly when the condition is false, process2 gets executed step | Fated —_ 

and the code for process1 is not executed. More than one branching is — 
also possible. Such a situation where branching takes place is handled by C using different constructs like if, 


if-else, conditional operator (? :), and switch-case. Each of these is discussed in the following sections. 


[vane ae 


BN na 


To test or verify the conditions based on which branching takes place, C provides us with some special | 
operators along with the conventional ones as given below. These special operators called relational | 
operators allow us to compare two values to take a decision. 


T 
_ Operator | Example Function | ay 
< The expression evaluates to True or 1 if x is less than y else it evaluates to False or 0. P 
— = Thus sie x=3 and y=5, x<y evaluates to True or 1, while forx=5 andy=4, x<y Relational 
¥ evaluates to False or 0. Operators 
Less Than | x<=y The expression evaluates to True or 1 if x is less than or equal to y else it evaluates to 
or Equal False or 0. Thus for x=3 and y=5, x<=y evaluates to True or 1. Also for x=5 and 
= | y=5,x<=y evaluates to True or 1. 


Greater Than x>y __| The expression evaluates to True or 1 if x is greater than y else it evaluates to False or 
0. Thus for x=5 and y=3, x>y evaluates to True or 1, while for x=4 and y=5, 
I x>y evaluates to False or 0. - 
Greater Than x>=y |The expression evaluates to True or 1 if x is greater than or equal to y else it 
or Equal evaluates to False or 0. Thus for x=5 and y=3, x>=y evaluates to True or 1. Also for 
= x=5 andy=5, x>=y evaluates to True or 1. 


“x==y | The expression evaluates to True or 1 if x and y have the same value. Do not confuse 
2 this with the assignment operator (=), where x=y implies the value of y is assigned to x. Nh 
Equality Thus if x=3 and y=5 then x==y is False or 0 since x and y are not equal, while x=y 
results in x been assigned the value of y i.e. 5 and x becomes equal to 5. On the other 
hand after the operation x==y, x and y retain their old values of 3 and 5 respectively. 


== | 


~ Not Equal x!=y | The expression evaluates to True or 1 if x and y do not have the same value. Thus for x=3 : 
I= and y=5, x!=y evaluates to True or 1, while for x=4 and y=4, x!=y evaluates to False or values to test if 
10. | | they are same 
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40.3 The if-else statement 0 os I Ba 


In C, the if statement is used to take a decision. The i£ statement tells the compiler that the instructions to 
follow are based on a decision. The general structure of the if-else control statement is given below: 


If (condition_is_true) a ; 7 No semicolon after the condition 
{Beanie statement te sf the condition within the braces is ‘ruc then 
ae ~~" execute the set of statements within these curly 
: braces {}, also called the if block statements 
else 
{ execute_statament_set?; cise if the condition is False then execute the 
aoe ae : set of statements within these curly braces { }, 
} : also called the e/se block statements 


The condition to check is placed inside braces after the i£ Keyword. If the condition is True then the block of 
statement seti within curly braces under if gets executed. Else, if the condition is False then the block of 
statement set2 within curly braces under else gets executed. Statement sets 1 & 2 can consist of one or 
more statements as per program requirement. Please note that there is no semicolon G) after the braces 
enclosing the condition. The semicolon comes after the first statement to execute if the condition is True. 


The program given below inputs the total purchase amount of a customer and calculates the net amount 
payable after offering different discount values depending upon the total amount. 


i /*Program-17: Program to calculate different discounts using if-else*/ 
2 #include<stdio.h> 

~ int main () 

¢ {float amount, total; 

s printf(“\nEnter the total purchase amount (Rs.): Le ard 

6 scanf(“Sf£”, Samount) ; 

7 a£( amount < 3000.0 ) 

& {total = 0.9*amount; 

4 printf(“\nl10 percent discount is provided”) ; 

10 } 

il else 

Z {total = 0.8*amount; 

1? printf£(“\n20 percent discount is provided”) ; 

14 } 

IS printf(“\nThe net amount payable = Rs. %0.2f£”, total); 
416 return 0; 

i7 3 

Outputi: 


Enter the total purchase amount (Rs.): 1500 
10 percent discount is provided { 
The net emount payable = Rs. 1350.00 ; 


Output2: 


Enter the total purchase amount (Rs,): 4625 4 
20 percent discount is provided | 
The net amount payable = Rs, 4162.50 i 


Depending upon the amount, if the amount Is less than Rs .3000/- then the condition in line-7 gets true and 
210% discount is Calculated in line-8, The discount offerred is then printed in line-9. If the purchase value IS 
more an or equal to Rs ,3000/- then the condition in line-7 becomes false and the else statement gets 
OLED iN \ine-11. In that case the discount provided Is 20% and the discount offerred is printed in line-13. 


Ihe Gicounted amount to pay is printed in line-15 outside the if-else block. Note that if the condition is 


True, then the 1£ block staternents get executed from line-8 to 10 and then the program control goes directly 
to tne 15 to print the discounted amount. 
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" several variations of the above construct. The variations are discussed below. 
re ar 


statement. 


4 with?! ae no statements to execute if the condition is False, then the else statement is 
se ter ae statements inside the curly braces under if get executed in case the condition is true. 
nog, On 


F sses to the line immediately after the end of the curly braces of the if block. 
jor control pa 


on 38 true) Program control goes to this point skipping 


ti 
oot statement set; the statement set if the condition is NOT true 
exec 


below inputs a number and prints the absolute value of the number. 
i] 


ran > 
prog -18; Use of only if statement*/ | 
jeprogran” You can haye an 
gineudesstdio-h? 
i 
int main () 2 ; ar 
at num; . ~ Ke | statement | 
(ier ce (*\nEnter any integer: "); ) 
ri : —— ——- 
evant ("8E" &num) ; 
s /*Condition checked using 
if (num < 0) 


/*Statement that executes 


{num = num* (-1) ;} 

int £ (“\nThe absolute value is %f”, num); 
pr. 

return 0; 

yo 
output: 

Enter any integer: -79.5 

The absolute value is 79.5 


Output2: 
Enter any integer: 45.4 
The absolute value is 45.4 


In line7 the condition (num < 0) that checks if the input number num is negative or not, is placed within 
paces after the if keyword. If the condition is True (for a negative number), the statement in line-8 is 
zecuted. In that case in line-8 the value num is multiplied by (-1) to make it positive and again stored back in 
za. On the other hand if the condition is False (for a positive number) then there is no need to change the 
sgn of the number and the statement in line-8 will not get executed. In that case the value stored in num will 
remain same. The final result showing the absolute value of the entered number is printed in line-9. 


320re we proceed further, let us clearly understand the meaning of the statement num=num* (-1) in line-8. 


*Ovarently this may seem to be an absurd statement. VariableName | Memory Address 
“owever in a programming language the process is a 
“mpletely valid one. The memory diagram on the right 
“States the meaning of the above statement. 


és hea in the first output, when the value -79.5 is 
an i line-6, it gets stored in the memory location 
thine Ocated for the variable num as shown in the 
Ga line-8 when the program encounters the 

. - Bum=num* (—1), it fetches from memory the / 
PF Og In the variable num, to perform the 

“non the right side of the assignment operator. 


te vs 
, “Ie -79.5 is then multiplied with (-1) in the 


Ss 
"9 


Fu port { a iba eae | ] ; 

Soret in on of the CPU and the result is temporarily 13 .79,5: ¥: (-1) 3) : 79.5 

the Gaui: memory register called Accumulator. From | Russeseseend — Reaeesecead | Eccl 1 
Memory 4 ator, the result is then assigned back to the —_| Arithmetic & Logie Unit | . Accumulator | 


Ocation for num (remember that the calculated 
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result at the right side of the assignment operator is assigned to the variable at the le 

| assignment operator). ft Side of 
The new value 79.5 from the Accumulato 
content of the memory after the execution o 
Output1 shows what happens when someone enters a negative number like -79.5. The Prog 

prints The absolute value is 79.5. In Output2 we find that when 45.4 is entereg ram Sig 

num<0 Is not satisfied and the number is not multiplied by (-1). Finally the program prints the the ity, 

as usual as The absolute value is 45. 4. POSitive ral, 


r will now overwrite the old value in num i.e, -79 5 
2, So th 
e 


f the statement will be 79.5. , 
Ny 


tement to execute if condition is True or False: 
if condition is True (or False), the ¢ 
The statement to execute can be a bese 


te 


ee e Single sta 

Single statement If there is only one statement to execute in case the 
execution | enclosing the if block or the else block are optional. 

condition or in the next line, without the curly braces. 
| This is because in case the condition is true, then the statement immediate to the condition , 
' executed by default. Only to execute multiple statements in the if or else block we put then, abv 
inside 
4 


| pair of curly braces. 
Curly braces { } not required inca 
If (condition is true) a single statement to execute ony the have 
condition is true © Case 


execute_single_statemen t_by default; 


The program below inputs a number and prints if it is even or odd. 
19: To check if even or odd number with single statement under if and @] 
@lag / 


| Jf /*Program- 
| 2 #include<stdio.h> 
3 int main() 
| #@ {aint num; 
| 5 printf (“\nEnter any integer: “YG 
6 scanf (“%td”, &num) ; | 
| 7 if( num%2 0) /*Condition checks if number is divisible by 2 
| 8 printf (“\nNumber is even”) ; /*I£ divisible remainder is 0 and condition is tre» 
| 9 else j 
10 printf (“\nNumber is od "\; /*I£ not divisible then condition is False*/ 
11 return 0; 
| 12 } 
| Outputi: 


Enter any integer: 6 
Number is even j 
In the above program, 


line-7 checks if the input number num is divisible by 2 or not. If divisible te 
remainder of division given by num%2 will be 0 (zero) and the condition will be True when compared wit! 


using the equality operator. In that case the program statement in line-8 prints “Number is even’. 
1, and the condition will be Fase.” 


“Number is odd”. | 
and else statements via | 


__ If the number is odd, then the remainder of the division in line-7 will be 
_ that case the program statement in line-10 after the else keyword prints 


The above example shows how a single statement is written after the if 


__ use of the curly braces {}. 

ran 

| The next program checks if a number is negative, positive or zero. It is an example of 2 pr 
only if statements and single statements to execute if the condition is true. 


/*Program-20: Use of multiple single if statements*/ 
#include<stdio,h> 
int main() 
{int num; 
printf (“\nEnter any integer: ”) ; 
scant ("%d”, Gnum) ; 
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¢ (num<0) printf (“\nNumber is negative”); /*Print sta 
i 


atement in same line as if*/ 
ym==0) printf (“\nNumber is zero”) ; /*Print statement in same line as if*/ 


7 
8 ig (nvm>0) printf ("\nNumber is positive”); /*Print statemer 
9 


in ame line as if*/ 


t1: 
estat any integer: 50 


number js positive 


t2 
outpu xr any integer: -20 


Ente \ 
Number is negative 


tput3: 
ou ctge any integer: 1) 
Number is zero 


p the above progial here are three if statements without any else statement. Each 
if statement checks a particular condition and if it is found true, then the corresponding single printé () 
statement gets executed. Note that as there is a single statement to execute, hence we have not enclosed 
them within curly braces. 


Line-7 checks if the number is less than ‘0’ by the condition num<o. If it is found true then the following 
print () statement prints “Number is negative”. Line-8 checks if the number is zero by using the 
condition num==0. If it is found true then the following print£() statement prints “Number is zero”. 
Finally in case the number is positive, then the if statement in line-9 gets true and the corresponding 
printf () function prints “Number is positive”. 


Note that though there are 3 if statements, but only any one of them finally gets executed depending 
upon which condition is True. One more thing to note is the use of the equality operator (==) in line-8. It is 
ysed to compare the value stored in the variable num with the value ‘0’. In case these are same, then 
only the condition gets true. 


» Nesting of /-e/se statements: —y 


Sometimes you may be required to put an if-else statement within the if-block or else-block of another 


i ‘ : i f if-els 
if-else statement. Such a process is known as nesting of if-else statements. To show how nesting Nest 


: ‘ . statements 

works, we have written a modified version of Program-20 below. > 
1 /*Program-21: Use of nested if-else statement*/ . 
2 #include<stdio.h> An if-else 

: P | statement can 
3 int main() ss 
sane : put inside 

en another if or e 
5  printf£(“\nEnter any integer: ”); block. This is 
6 scanf (“%d”, &num) ; called <-Sa ng 
7 if (num<0) /*Outer if statement*/ a? 
8 printf(“\nNumber is negative”) ; 
9 else /*Outer else statement*/ 
10 { i£(num>0) /*Inner if statement within outer else*/ 
11 printf (“\nNumber is positive”) ; 
12 else /*Inner else statement within outer else*/ 
13 printf (“\nNumber is zero”); 
14 } 
15 return (0); | 
16} 
Output: 


j 
E.. any integer: 32 
x is positive 


_—_—, 
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thin the else block from line-10 we }, 
ave 


in this program we have used one main if-else block. Wi 
k within another is known as ‘ 
Nesting Placer 


another if-else block. This placing of one if-else bloc 
In case the condition num<0 in line-7 is not satisfied then the else statement in line-9 gets execute 
Statements from line-10 to line-14 are under the outer else statement in line-9. Hence these are a All th, 
pair of curly braces between line-10 and 14. These curly braces indicate that in case the if condition nt . 
then as part of the else block in line-9, all the statements from line-10 to line-13 should be executeg I ase 
e number is negative. If so, it prints the same in line-g, 15 
that if a number is not negative, then it can be either pésin the 
| iVe 0 
‘ 


se). 


The first i€ statement in line-7 checks if th 
else statement of line-9 is executed. (Note 
zero, and this is then tested within the outer e1 


Within the else statement in line-10 it is first check ss 
in line-11 prints Number is positive. In case the conditio 
executed and the print£() in line-13 prints Number is zer 
number is neither negative nor positive. 


hlights the scope of the 
the outer dotted line an 


ed if num>0. In case the condition is true the =a 
n is false, the else statement in ie £() 
o as this is the only option left in = Gets 
se th 

e 


two if-else blocks. The else in line-9 goes wiih 


Line-7 4 w hi 
ine-7 to 14 shown below nig d the else in line-12 goes with the if in |ine 10 


if in line-7 as indicated by 
_«<— Outer if-else block 


7 if (num<0) 
| @ 3 print£ (“\nNumber is negative”); 
9 ‘else 
- Inner if-else block within the out 
10 { if (num>0) er else block 
il printé ("\nNumber is positive”); 
12 else 
13 printé (“\nNumber is zero”); 
1¢ } 
- Note how the lines under the if and else keywords are indented to the right while writing the program 
ding and debugging the program much easier. Henes 


essential but it makes rea 
this style while writing your own 


how multiple statements ca 
k of code within another. The next progra 


Though this is not 
always try to follow 
The above example shows us 


concept of nesting one bloc 
if andthe else blocks. 


programs. 


n be executed within one conditional block and the 
m shows nesting used in both the 


odd. In case the number is even, it checks if it ends with 


The following program checks if a number is even or 
hecks if the number ends with 7 or not. 


6 or not. On the other hand, if the number is odd, it c 
sted if-else statement*/ 


1 /*Program-22: Use of ne 
2  #include<stdio.h> 
3 int main() 
4 {int num; 
5 printf (“\nEnter any integer: “); 
6 scanf(“%d”, &num) ; 
7: if (num%$2=0) /*Outer if statement*/ 
a { if (numt10=6) /*Inner if statement within outer it 
9g printf (“\nNumber is even and ends with 6”); 
19 else /*Inner else statement within outer if*/ 
11 printf (“\nNumber is even, but does not end with 6”); 
12 } 
7 
pes else /*Outer else statement*/ 
15 { ce (see) /*Inner if statement within oute* else*/ 
be) printf (“\nNumber is odd and ends with 7”); 
16 
17 sie ¥ /*Inner else statement within outer else”! 
a printf ("“\nNumber is odd, but does not end with 7”); 
) ‘ 


19° = return 9; 


} 


N 
Ss 
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output2: 


¥ Enter any integer: 39 
~ lyumber is odd, but does not end with 7 


tine-7 and line-13 represent the outer if-else block. The outer if checks if the number is even. If so, the 
if block statements from line-8 to line-12 get executed. Within this block, the inner if statement in line-8 
checks if the number ends with 6 by using the remainder of dividing the number by 10 (e.g. 56%10 is equal 
to 6). If so, it prints the required message. If not so, then it executes the else statement of line-10 and 
prints the required message in line-11. 


Ifthe number is odd, then the condition in the outer i£ block is false, and the outer else statement in line- 
13 gets executed. Within this block, the inner i£ statement in line-14 checks if the number ends with 7 by 
using the remainder of dividing the number by 10 (e.g. 27%10 is equal to 7). If so, it prints the required 
message. If not so, then it executes the inner else statement of line-16 and prints the required message in 
jine-17. 


e The /f-e/se ladder: 


Certain situations may require multiple nesting i.e. 


putting several blocks of if-else one within the other. Ol 
The program inputs the number of sides for a 


given closed shape and depending upon the number input, 'N* if-else ladder 
prints the name of the probable shape. 
1 /*Program-23: Use of multiple if-else nesting*/ 
2 #include<stdio.h> 
3 int main() 
4 {int side; 
5 printf£(“\nEnter the number of sides: ") ; 
6 scanf(“$a", &side) ; 
7 if (side=1) 
8 printf (“\nFigure can be a circle”) ; 
9 else 
10 { if(side==2) 
1j printf (“\nFigure with 2 sides”) ; 
2 else 
B { if (side==3) | 
14 printf(“\nFigure can be a triangle”) ; 
& else 
16 { if (side==4) 
17 printf (“\nFigure can be a quadrilateral”) ; 
18 else 
19 { if (side==5) 
20 printf (“\nFigure can be a pentagon”) ; 
21 else 
22 { i€(side=6) 
23 printf (“\nFigure can be a hexagon”) ; 
4 else 
25 printf (“\nFigure with sides more than 6”); 
s } 
7 } 
a } 
2g } 
0 fy 
41 return 0 
32 4 
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In the above program we have placed an if-else block within each else piste (excepting the last) t 
multiple nesting. If the first condition is True, then it prints the statement in pipe if False, th he Get 
enters the else block in line-10. Within this else block, it checks the second condition in line-10. If Tora 
prints the statement in line-11. If this is also False, then the control enters the else block of line-13. Ue, it 
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The process continues in this manner till the last condition is checked for number of sides equal to 6 in, 
22. If True, it prints the statement in line-23. Else the program stops any further checking and prints line. 


message “Figure with sides more than 6”, when all the other conditions become False. the final 
~ The else blocks are marked by dotted lines in the program listing. Each dotted line points to the Opening 4 
An ce lailde closing braces of a given else block. nd 
represents Depending upon which condition is True, only one of the printf () statements will get executed always ; 
multiple nested moment a condition becomes True, the program stops checking any further conditions and after Sen, a 
pleaetnesiasaan the statement under the True condition, comes out of the nested if-else structure to line-31, Ing 


Note the following points in the above program: 
e Onlya single statement is executed when any condition becomes True under an if statement 


e Noi block has a nested if-else block within it 
e Only an else block has nested if-else block within it (except the last or innermost else) 


Under such a situation you can do away with all the curly braces and indentations and write a much 


version of the above program in a style called the if-else ladder, as shown below. emiees 
ie I /*Program-23a: Use of if-else ladder structure*/ 
2 #include<stdio.h> 
7 beni 3 int main() 
PTOS 4 {int side; 
5 printf(“\nEnter the number of sides: “) ; 
6 scanf(“%d”, &side) ; 
7 if (side—=1) 
8 printf(“\nFigure can be a circle”) ; 
9 else if (side—=2) 
10 printf (“\nFigure with 2 sides”) ; 
Ji else if(side==3) 
12 printf (“\nFigure can be a triangle”) ; 
3 else if (side=—4) 
14 printf (“\nFigure can be a quadrilateral”) ; 
15 else if(side==5) 
16 printf (“\nFigure can be a pentagon”) ; 
17 else if (side==6) 
18 printf (“\nFigure can be a hexagon”) ; 
i9 else 
a printf£(“\nFigure with sides more than 6”); 
21 return 0; 
22 }) 
Output: 
Enter the number of sides: 4 
Figure can be a quadrilateral 
Since each if statement has t¢ ; : not 
feqiifed forte octacs ir desisscarohnele oigealigts In case it is true, the curly merce line 
as the else. The structure Is called : ‘pie rthe next if after an else option is written In e the 


: ik 
rungs of a ladder. as the shape of the program from line-7 to 20 looks |i 


r 
of) - j ' MNOUT Usline al 
z n } Folational operators 


We have seen how relational ope 


thet 
dition eit 
evaluates to True or False, ( 


rators are 
! or a 
nd ‘0 f 


used to chec i , con 
automaticall k conditions in an i statement. Each 


Y assigns the numeric value ‘1’ for a True condition 4 
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dition. IN general any expression which evaluates to a non-zero positive or negative value 
False 30 3,92, -210, -8.3 etc.) is taken as True or 1 and only a zero value is taken as False or 0. 
(eg 


for two values a=6 and b=9 the if conditions in the following examples will evaluate to: | ay 
Henc 


= Condition is true or equals to 1 as a=6=(non-zero positive) =True=1 


if (a) Conditions without 

' . j c 
= Condition is true or equals to 1 as -a=-6=(non-zero negative) =True=1 relational 

vif(-8) ; operators 

if (1) = Condition is true as the constant value 1 is taken as True Py 
‘ 

i€ (0) -> Condition is false as the constant value 0 is taken as False ie 
. ; ; ny non-zero , 
+ if (b-a) = Condition is true or equals to 1 as (b-a)=(3)=(non-zero positive) =True=1 value is in general 
eif(- (b-a) ) > Condition is true or equals to 1 as (- (b-a) )=(-3)= (non-zero negative) =True=1 taken as 4 
yig(at3-b*2) = Condition is false or equals to 0 as (a*3-b*2) =(18-18) =(zero) =False=0 PM i. taken as 
The following program, that uses an if-else ladder structure, evaluates multiple conditions without using 
relational operators. It inputs a number (up to 4 digits) and prints the number of digits present in it. 
j /*Program-24: Use of conditions without relational operators*/ ® 
2 include<stdio.h> | ~ 
3 int main() | | You can have a 
4 {int num; | logical ond 
5 printf(“\nEnter an integer value (<5 digits): ”) ; ae ce 
6  scanf(“$d”, &num) ; S suai 
7 ‘if (num/1000) | | OP 
8 printf(“\nA 4 digit number”) ; 
9 else if(num/100) 
10 printf(“\nA 3 digit number”) ; 
11 else if(num/10) 
2 print£(“\nA 2 digit number”) ; 
else 
14 printf(“\nA 1 digit number”) ; 
15 return 0; 
6 } 
Output: 


Enter an integer value (<5 digits): 34 
A 2 digit number 


Let us now discuss the logic we have used to count the number of digits. We have taken the input number | 
num as an integer. Thus: 


* Ifnum = 2456: 2456/1000 (integer division) evaluates to 2 which is a non-zero number and 
(4 digits) taken as True. Thus line-7 becomes true and prints “A 4 digit number” | 
* Ifnum = 169: 169/1000 evaluates to 0 (integer division) in line-7, and is taken as false. So | 
(3 digits) the else statement in line-9 gets executed. Here 169/100 evaluates to 1, which is a | 
non-zero number and taken as frue and line-10 prints“A 3 digit number” 
‘if num = 34: 34/1000 evaluates to 0 (integer division) in line-7, and is taken as false so the | 
(2 digits) else statement in line-9 gets executed. Here 34/100 also equals to 0 and is taken as 
false so control passes to the e1se in line-11. Here 34/10 evaluates to 3 which is 
non-zero and taken as true. Thus line-12 prints“a 2 digit number” 
“ ‘ pe =5: 5/1000 evaluates to 0 (integer division) in line-7, and is taken as false so the | 
igit) 


else statement in line-9 gets executed. Here 5/100 also equals to 0 and is taken as 
false so control passes to the else In line-11. Here 5/10 again equals to 0 which is 
again taken as false so the control passes to the else in line- 


13. Here the only 
option left is a single digit number. Hence without any further checking, the 
printé () in line-14 prints“A 1 digit number” ‘ 


273 P1-10-9 


Logical NOTEO) 


inverts a given 
logic 


pe) oad 
True if any one of 
the conditions is 
True 


True ff all the 
rdividual 
corditions aré 


| the Logical Operators. C provides us with 


= 


Part 1: Chapter 10 


Thus in program-24, the values of the expressions evaluated within the conditions are sufficient 

any decision and it is redundant to write for example (num/100>0). In the first case num/1000 bos 

to 2, which is a non-zero value and hence is treated as true. The condition being satisfied (i.e “Valuates 

if part is executed, the else part is neglected and the program will print "A 4 digit numbex* pe the 

for the other conditions, each condition evaluates to a non-zero value or zero. In case of non-zero ie lar ly 
It is 


taken as True and in case of a zero value it is taken as False. 
Tae * <lias naeel si 


eve aie TS a f 
> EST pe 


When more than one condition needs to be tested (as in program-22) to arrive at a decision, th 
nested if-else statements can be used as we have seen earlier. However instead of using multiple levels of 


if-else, which can be at times much confusing and lengthy and giving rise to errors, one can take help of 
three logical operators, which do the same logical functions i 


C as with Boolean functions. Of these, the AND and OR operators are used to join two or More 


conditions. These are the following: 
: The logical NOT operator, it simply inverts the logic i.e. !True = False and !False = True 


! 
s True only if all the joined conditions are True 


f 

>! 

6 && : The logical AND operator, here the logic i 

= ; It :The logical OR operator, here the logic is True if any one of the joined conditions is True 

Of these operators, the unary operator a f Fe aa 

i.e. NOT has the highest priority followed Condition-1 | Condition-2 | Logical OR | Logical AND 

by AND, then by OR. This order helps one to False False False False 

correctly evaluate an expression when more False True True False 

than one operator is present in an Fal T 

expression. The table on the right shows the True ABE { dla False 
True True True True 


result of joining multiple conditions using the 
AND and OR operators. 

Let us first see the use of the logical OR operator | |. It can be typed by pressing the 
Shift key and the key at the top right of the Enter key on the keyboard twice (see 
figure). We write a program to test if a number entered is an Armstrong number or 
not. An Armstrong number is a three digit number where the sum of the cube of the 
digits of the number is equal to the number. There are 4 numbers that satisfy this 
condition. These are 153, 370, 371, and 407 [153 = 134+53+3%, 371 = 3°+7°+1°, etc.] 
ram without using any logical operator and using an if-else ladder t 


‘o check 


First we write the prog 
with each value separately. 


/*Program-25: Checking multiple options without using logical OR operator*/ 


vf 
Z2  include<stdio.h> 
3? int main() 
4 {int num; 
5 print£(“\nEnter a 3 digit integer value: ”); 
6 scanf (“%d”, &num) ; 
fF. if (num==153) 
G printf (“\nArmstrong number”) ; 
g else if (num==370) 
10 printf ("\nArmstrong number”) ; 
t/ else if (num==371) 
IZ printf (“\nArmstrong number”) ; 
Ef else if (num==407) 
14 printf£ (“\nArmstrong number”) ; 
Th else 
16 print? (\not an Acmatrong number”) ; 
I/ return 9; 


ad 
& 


) 
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outputl: 
‘fgnter a 3 digit integer value: 542 
‘ c: an Armstrong number 7¥ 


Output2: 
Winter a 3 digit integer value: 371 
oe .:.: number 


The same program can be written in a more compact manner using logical OR operator || as shown below: 


j /*Program-25a: Use of logical OR operator*/ 
2. include<stdio.h> ‘ | 
Pint main () ae — .. 


; {int num; | operator 
5 printf(“\nEnter a 3 digit integer value: "); 

6 scanf(“%d”, &num) ; 
7 
8 
9 


if (num=153 || num==370 || num==371 || num==407) ~ 
printf (“\nArmstrong number”) ; s 
else | Logical AND and 
10 printf (“\nNot an Armstrong number”) ; OR can be | used to 
ji return 0; fioin os t ble 
2) Miconditions 


Lees 


Note how the logical OR operator (| |) is used to connect the four conditions in line-7. Being an OR operation, | 
ff any one of the conditions is True, then the overall condition is evaluated True. So if the input number in 


fine-6 is equal in value to any of the four numbers 153, 370, 371, or 407, then the condition in line-7 is True | 
and prints “Armstrong number”. 


REMEMBER: If the output of an /f-e/se ladder logic is same for different conditions then it can be 
replaced by logical OR with each condition under if-else logic being connected by an OR operator 


Note that the statement shown below is incorrect in syntax. Each condition should be written separately and 
fully as shown in line-7 of the program above. 


| if=( num=—=153 || 370 || 371 1] 407 ) /*Wrong syntax of logical || operator*/ 


Next let us see the use of the logical AND operator &&. We will check if a two digit number entered by | 
the user is such that the number is divisible by 2, the square of the number is divisible by 3, and the cube of 
the number is divisible by 5. There are three two digit numbers 30, 60, and 90 that satisfy this condition. As 
before we will first write the program without the use of logical AND operators. 


I /*Program-26: Checking multiple options together without using logical AND operator*/ 

2 include<stdio.h> 

3 int main() 

4 {int num; 

5 print£(“\nEnter a 2 digit integer value: ”); 

6  scan£(“%d”, Enum) ; 

7 if(num¢2 == 0) /*Condition checks if number is divisible by 2*/ 

a { i£((num*num)%3 == 0) /*Condition checks if square is divisible by 3*/ 

9 { if((num*num*num)%5 == 0) /*Condition checks if cube is divisible by 5*/ 

10 printf (“\nNumber satisfies the required conditions”) ; 

i else 

12 printf (“\nNumber does NOT satisfy the required conditions”) ; 

13 } 

14 else 

15 printf (“\nNumber does NOT satisfy the required conditions”) ; 

16 } 

7 else 

ie printf (“\nNumber does NOT satisfy the required conditions”) ; | 

19 return 0; | 

20 4 | 
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Output1: 
Enter a 2 digit integer value: 15 
Number does NOT satisfy the required conditions 


| Output2: 
Enter a 2 digit integer value: 60 
Number satisfies the required conditions 


The same program is written in a more compact manner using the logical AND operator && as shown below 


/*Program-26a: Checking multiple options together using logical AND operator*/ 
include<stdio.h> 


Pi 
Z 
3 int main() 
4 {int num; 
5 


printf(“\nEnter a 2 digit integer value: ”); 


6 scanf(“%d”, &num) ; 

7 if( num$2 == 0 && (num*num)%$3 == 0 && (num*num*num)%5 == 0) 

8 printf (\nNumber satisfies the required conditions”) ; 

9 else 

10 printf(“\nNumber does NOT satisfy the required conditions”) ; 
ii return 0; 

12 } 


Note how the logical AND operator (&&) is used to connect the three conditions in line-7. Being an AND 
operation, the overall condition is evaluated True only when all the conditions are individually True. So if the 
input number in line-6 is equal in value to any of the three numbers 30, 60, or 90, then all the conditions in 
liné-7 become True and prints “Number satisfies the required conditions”. Also note that the 


Statement that the number does not satisfy the conditions is written only once unlike the previous program 
where it had to be written at three places. 


REMEMBER: In case you have consecutive nested /f statements all of which need to be satisfied 
- for a given situation, it can be replaced by logical AND operators, connecting those conditions. 


Also note that you can always write programs by the proper use of if-else nested structures and without 
using the logical operators. Logical operators make the coding compact in size and easy to understand. 


The following program tests whether an input number is a multiple of either 4 or 5 using logical OR. 


I /*Program-27: Program to test multiple of 4 or 5 using logical OR*/ 
2 #include<stdio.h> 

J int main() 

4 fint num; 

5 printf£(“\nEnter the number to check: ay 

6 scant (“%d”, Gnum) ; 

7 if ((num%4==0) | | (num%5==0) 

a printf("\nNumber is either a multiple of 4 or 5”); 
g else 

19 peint£("\nNumber is not a multiple of 4 or 5”); 

JJ return 0; 

iZ | 

Output: 


Enter the number to check: 16 
Mumber is either a multiple of 4 or § 


Eater the number to check: 30 


Mumber ie either a multiple of 4 or 5 } 
Outputs: 

Eater the number to check: 20 

umber it either a multiple of 4 or § ! 
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output4: 
| gnter the number to check: 63 


| number is not a multiple of 4 or 5 


Let us analyse the above program for the four different inputs as shown above. Remember that an OR 
ration is True if any one of the conditions involved is True. Consider line-7 i.e. the condition of the 

i¢ statement to understand the logic for each of the values. 
eEnput=16: ((1684==0) | | (1685==0)) => ((O==0) || (1==0)) => ((True)or(False)) = True = 1 


eInput=30: ((30%4==0) || (30%5==0)) => ((2==0)||(0==0)) => ((False)or(True)) = True = 1 


eInput=20: ((20%4==0) | | (2085==0)) = ((0==0)|| (0==0)) > ((True)or(True)) = True => 1 


eInput=63: ((63%4==0) || (63¢5==0)) = ((3==0)1| (3==0)) = ((False)or(False)) = False = 0 


Therefore we find that in the first three cases either one of the conditions is True or both the conditions are 
True. Accordingly as per OR logic the overall condition is True and the program prints “Number is 
either a multiple of 4 or 5”. However in the last case both the conditions joined by the OR 


operation are False. Hence the overall condition is False and the else statement is executed with the 
program printing “Number is not a multiple of 4 or 5”, 


The following program shows the use of the NOT or complement operator !. As discussed before, it is used 


t) negate or complement a given logic i.e. makes a True logic False and a False logic True. The program 
inputs two numbers and checks if the first number is a multiple of the second number. 


I /*Program-28: Program to show use of logical NOT operator*/ ay 

2 #include<stdio.h> 

3 int main() Use of Logica 
NOT operator 

4 {int numl, num2; 

5 printf£(“\nEnter the larger number: ”) ; 

6 scanf(“%d”, &num1) ; 

7 printf(“\nEnter the smaller number: ”) ; 

6 scanf("$d”, &num2) ; 

9 if£( '( numl % num ) ) 

10 printf (“\ntd is a multiple of %d”, num1, num2) ; 

11 else 

2 printf(“\ntd is not a multiple of %d”, num1, num2) ; 

12 return 0; 

1494 

Output1: 


ter the larger number: 16 
ter the smaller number: 4 
is a multiple of 4 


Enter the larger number: 27 
Enter the smaller number: 5 
1] is not a multiple of 5 
In the above program if num1 is a multiple of num2 then num1%num2 (remainder of dividing num1 by num2) 
wil be 0. This condition is tested in the if statement of line-9, But if the relation was used alone, then in 
2 mami is a multiple of numz, then the remainder is zero and the condition would have resulted in: 


if (emi tnum2) + if (0) -> False -» i.e. it would not execute the statement in line-10. 


A way out would be to interchange the if-else print statements or use the equality condition 
Af (num tnumZ==0). Instead we have used the NOT operator |.e. 1, to reverse the logical value, so that 
when the relaton is satisfied i.e. the remainder is 0, we get: 


‘f(' (mumltnum2)) + if ('(0)) » if (! (False) ) » if (True) 
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whether a value is within a given range of values or not. The FeSUlt of 
don the marks received by the student. The program is to print 
0%, “Good” if marks are from 60% to less than 80%, “Fair” ; 
” if the marks are below 40%The following program js First 


/*Program-29: Program to print remarks based on marks using if-else ladder*/ 


#include<stdio.h> 
int main () 


{int percent; 
printf (‘“\nEnter the percentage of marks in the subject: ie eo 


scanf(“%8d”, &percent) ; 
if ( percent>=80 ) 
printf (“\nExcellent”) ; 
else if( percent>=60 ) 
printf (“\nGood”) ; 
else if( percent>=40 ) 
printf (“\nFair”) ; 
else 
printf (“\nPoor”) ; 
return 0; 


} 


Now we write the same program using logical AND operators: 


/*Program-29a: Program to print remarks based on marks using AND operator*/ 


tor can be 7s : J 
to check a < #include<stdio.h> 
/ JS aint main() 
a 4 {int percent; 
5 printf(“\nEnter the percentage of marks in the subject: ”) ; 
6 scanf(“%d”, &percent) ; 
7 if( percent>=80 ) ondi on T ° F fF 
8 printf (“\nExcellent”) ; 
9 if( (percent>=60) && (percent<80) ) /*Conditi U 1 p t 
10 printf (“\nGood”) ; 
1i if( (percent>=40) && (percent<60) ) /*Condition Truc only pe n 
12 printf (“\nFair”) ; 
13 if( percent<40 ) /*Condition True only per 
14 printf (“\nPoor”) ; 
15 return 0; 
16 4} 
Output: 


Enter the percentage of marks in the subject: 55 


Fair 


program executes the third if condition only. The outputs of the four i€ conditions are given below to 


understand the logic of the AND operators. Rem 
: embe ion i 
only if all the conditions involved are True. een et an eRD = 


* First condition ( line-7): 


¢ Second condition ( line-9): 


P1-10-14 


OO __ 


(55>=80) > False 


((55>=60) && (55<80) )  ((False) AND (True) ) => (0 AND 1) > 0 => False 
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| Third condition (line10): —_((55>=40) &&(55<60)) — ((True) AND (True) ) => (1 AND 1) > 1—> True 
Fourth condition (line12): (55<40) = False 

, 


Mixing different logical operators in a condition: ay 
e 


n also use a combination of different logical Operators in a program. The following program checks if a vi F 
F a input by the user is an alphabet or any other character. ee Mixing different 
chare logical operators 
The program uses the ASCII values of the alphabets to check the condition. Whatever character is typed i. 2 condition 
| from the keyboard is stored in the computer memory as a number. The number is known as the ASCII 
(American Standard Code for Information Interchange) value of that character. 


Note that the upper case alphabets ‘a’ to ‘z’ have ASCII values from 65 to 90 | i 
and the lower case alphabets ‘a’ to ‘z’ have ASCII values from 97 to 122 as Each (177. is 
displayed in the textbox on the right. internally 


represented by a 


number called the 
RETRO ofthe 


character 


Thus if the ASCII value of a character is greater than or equal to 65 and at the 
same time less than or equal 90 then it is a capital alphabet OR if the ASCII 
yalue of a character is greater than or equal to 97 and at the same time less than 
or equal to 122 then it is a small alphabet (note there is a gap of 6 numbers 91 
to 96 between the uppercase and lowercase alphabets). 


1 /*Program-30: Program to show the use of combined logical operators*/ 
2 #include<stdio.h> 


3 int main() 


4 {char letter; 

5 printf(“\nEnter any character: ”) ; 

6 letter=getchar () ; 

7} if( ( (letter>=65) &6& (letter<=90) ) || ( (letter>=97) && (letter<=122) ) ) 
8 printf (“\nYou have entered an alphabet”) ; 

9 else 

10 printf (“\nYou have entered a symbol or a digit”); 

11 return 0; 

22 )) 

Outputi 


Enter any character: d 
You have entered an alphabet 


Output2: 
Enter any character: 4 
You have entered a symbol or a digit 


The order in which the conditions are checked in line-7 for the input variable Letter containing the character 


‘a’ whose ASCII value is 100 is shown below: : 
: _-—— First the innermost boxes 


x 


A Then the middle boxes | 
if( ( (letter>=65) &&(letter<=90) ) || ( (letter>=97) && (letter<=122) Ww) Anditinally the outar'box! 
is evaluated | 
> AE ( ('d’>=65) && ('d’<=90) ) || ( ('d’>=97) && (‘d’<=122) ) ) 
~ 4£( ( (100>=65) && (100<=90) ) || ( (100>=97) && (100<=122) ) ) 
~ 4£( ( (True) && (False) ) || ( (True) && (True) ) ) 
~~ 4£( (False) || (True) ) 
> 4f( True ) 
NSS (1) 
+ ‘True i.e. the program prints You have entered an alphabet” 


Note how a character is automatically converted to its ASCII value before it is compared. Moreover to 
&*press a value as a character it is enclosed within a pair of single quotes ' ' as ‘a’ etc, The braces 
been given to maintain proper priority (remember AND has higher priority over OR). 


———— 
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| Similarly, if someone enters ‘¢’ the conditions evaluate as (with letter = ‘%’ = ASCII 37): 
it( ( (letter>=65) && (letter<=90) ) Il ( (letter>=97) && (letter<=122) ) ) 
ie( ( (189265) 66 (°8/<=90) ) TL ( (°8'>=97) EE (°/<=122) ) ) 


+ if( ( (37>=65) && (37<=90) ) Il ( (37>=97) && (37<=122) ) ) 

=> if( ( (False) && (True) ) II ( (False) && (True) ) ) 

= if( (False) || (False) ) 

> if(False) 

=> if(0) 

=> False i.e, the program prints “You have entered a symbol or a digit” 


g all types of operators, the Arithmetic operators are evaluated firs, 


_ REMEMBER: In an expression havin 
ed by Logi cal operators. Thus: Arithmetic > Relational > Logical’ 


followed by Relational operators, follow 


rator is similar to that of an if-else statement, but with certain 
ts. The general format of the 


The working of the conditional ope 
limitations. It is a ternary operator as it requires three argumen 


conditional operator is as follows: 


be (expression1) ? (expression2) : (expression3) — 
Structure of — L_~ ———__— ~ a 
conditional If expression( is TRUE | Execute expression2 Execute expression3 
operator - —o —————S ee - 
Shen ——~ Else —~ 
4 | As can be seen from the above diagram, depending upon the logic of the first expression i.e. expression1, if 
hand if it is False then expression3 will get 


it is True then expression2 will get executed. On the other 


Conditional 
operator is also / executed. Note that each expression is enclosed within braces. 
— ~! id j e 
called Though the operation is similar to that of an if-else statement, however in the conditional operator each 
tement whereas each of the if and else blocks can hold multiple 


— - | expression can hold only a single sta 

arguments. statements. Though multiple statements are not possible while using the conditional operator, but nesting of 
; - one conditional operator within another is possible. 

The following example illustrates the use of the conditional operator to find the greater of two numbers. 


/*Program-31: To find the greater of two numbers using conditional operator*/ 
#include<stdio.h> 

int main() 

{int a, b, max; 

printé (“\nEnter numberl: ”); 

scanf("“%d”, &a); 

printf (“\nEnter number2: "\; |! 
scanf (“td", &b) ; 

max = (a>=b) ? (a) : (b); 

printf ("\nThe greater of the two numbers is %d”, max) ; 


TSC Pnaynawnnr 


return 0; 


} 


Outputi: 
Enter numberl: 16 


Enter number2: 5 
The greater of the two numbers is 16 


ro 
NR 


Output2; 
Enter numberl: 6 yy 
Enter number2; 15 y 
The greater of the two numbers is 15 ih 
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tput3: 
: pater numberl: 7 


enter number2: 7 
the greater of the two numbers igs 7 


sNumber1=16, Number2=5: (a>=b)?(a):(b) = (16>=5) 2(16): (5) = (True) ?(16):(5) => 16 


sNumber1=6, Number2=15: (a>=b) ?(a):(b) => (6>=15) 2(6):(15) => (alan) eels) => 15 
(7) => (True) ? (7) : (7) => 7 


eNumberl=7, Number2=7:  (a>=b) ? (a): (b) => (7>=7)2(7); 


jf a is greater than b, then expression1 is satisfied and hence expression2 gets executed with the 
ram assigning 16 to max, for the input seti. If b is greater than a, then the expression1 is not 
satisfied and hence expression3 gets executed with the Program assigning 15 to max, as with the input 


set2. Finally for the input set3, the condition in expression1 is satisfied and the program executes 
expression2 with the value 7 being assigned to max. 


To do the same job using an if-else block the program code would have looked like: 


1 if (a>=b) 

2 max = a; 
3 else 

4 max = b; 


The next program shows the use of the conditional operator in another way for doing the same thing as in | 
the previous problem. It displays the greater of two numbers. 


™ 


/*Program-32: To display the greater of two numbers using conditional operator*/ 


2 #include<stdio.h> 

3 int main() 

4 {int a, b; 

5 printf(“\nEnter numberl: ”) ; 

6  scanf(“%d”, &a); 

7‘ printf£(“\nEnter number2: ”) ; 

8  scan£(“%d”", &b) ; 

9 (a>=b) ?( printf (“\n%d is greater”, a) ):( printf("“\ntd is greater”, b) ); 
10 return 0; 

11} 

Output1: | 


) Enter numberl: 16 jp | 

E Enter number2: 5 

| 16 is greater 
Output2: 

_ Enter numberl: 6 

4 Enter number2:; 15 

| 15 is greater 
Here the conditional operator executes by itself based on the condition. The result of the conditional | 
Operator is not assigned to any variable like max. But depending upon the condition, either expression2 
is executed when the program prints "16 is greater”, or expression3 gets executed when the program 
Prints “15 is greater” as shown in the first output. Note that we can use any valid C statement as | 
€xpression2 or expression3. In this case we have used the printf () function as the arguments. But _ 
always remember that you can use only a single statement. 
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rator i.e. to input the total purchase Value 


the conditional ope 
offering different discount values depen ding Of a 
UDon 


et us redo Program-17 using 
seas : t payable after 


customer and calculates the net amoun 


the amount. 
fferent discounts using conditional operators, 


I /*Program-33: Program to calculate di 


Z, #Hinclude<stdio.h> 


Z int main () 


4 {float amount, total; 
S amount (Rs.): “)/ 


printé (“\nEnter the total purchase 


scanf (“8f", Samount) ; 


o 
7 (amount<3000.0) ? (total=0, 9*amount) (total=0.8*amount) ; 
8 printf (“\nThe net amount payable = Rs. %0.2f£”", total) ; 
9 return 0; 
10} 
hase value, the condition in line-7 is either True or False. In 


In the above program, depending upon the purc 
case the condition i.e. amount<3000.0 is True then the total IS calculated as 0.9*amount, else jf it ig 


False then the total is calculated as 0.8*amount. As long as it is a single statement, calculations edn 


also be done as part of the expressions in the conditional operator. 
Also note that in line-7, the value in amount is compared with the value 3000.0 and not with the integer 


value 3000. This is because, the variable amount that is compared has been declared as a floating point 
hould be compared with a floating point value only 


number in line-4. Hence to get the correct result it s 
Hence the intege r value 3000 is converted to a floating point value by putting the decimal point and the o 
Only a decimal point after 3000 as 3000. would have also done the job. . 


The conditional operator can also be used in the left side of the assignment operator. The following 


example shows how it can be done. 
/*Program-34: Conditional operator on the left side of assignment operator*/ 


1 

2  #include<stdio.h> 

3S int main() 

4 {double amount, total; int a=0, b=0; 

5 printf(“\nEnter purchase amount: ”) ; 

6 scanf("%1f£", &amount) ; 

7 (amount>=5000.0)?(a):(b) = 1; 

8 total = amount - a*0.4*amount — b*0.2*amount; 
9 printf ("\nTotal amount payable is %0.21f", total) ; 
10 return 0; 

11 } 

Output1: 


Enter purchase amount: 6540 

Total amount payable is 3924.00 
Output2: 

Enter purchase amount: 2460 

Total amount payable is 1968.00 


The above program ; 

customer, 100 i raat erate fois depending upon the total purchase amount by @ 

conditional operator of line- 0 zero in line-4. The purchase amount is checked using the 

evaluates to a. The 7. In case the amount is more than or | bbe - : tor 
- The resultant statement is then similar to: equal to 5000, the conditional opera 


a=]; /*Th ay ; 
value 1 


nae om then get aAssic 
Otherwise the conditional operator evalua ® assigned to variable a*/ 


tes t 
0 b. The resultant statement in that case is similar to: 


bel; /*The const . ; 
at) Value 


gets 


a | eon ets 
ees eae ate opr ' 7 : ny 8 @88igned to variable b* / 
subtracted from a ech 
mount In line-8 and the result stored in ee a se a andl 
otal and printed in line-9. 
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r. the value of an expression or | 
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character constants. When a match Is Case 1 >>| Process-1 |»! break + 
found, the statements associated with that ~ | 
a sea es control structure 
However switch-case can only check for Case 2 ye Process-2 —» break —» is normally used 
an equality and a case can have only A r fov'a Ae | 
integer or character constants (floats are alse | oe 
not allowed), whereas if-else can check for : ae — | 
any logical or relational expression and can 
indude a float value. The flowchart is given y 


on the lols ian eg the switch- Casen ee Process-n —» break + 
n Uu i ara F 
Brecunernat’s suite cad 


switch (integer_or_character_variable) Stop 


an if- 
{case constantl: statements; can replace f 


’ 
adder loaic 
a eee else ladder iad 


—| NO semicolon after switch 


case constant2: statements; = 


case constantn:_ statements; SEE SE ee 

default: statements; | Each case constant followed by a colon : } 

, ailiaineae eit eatins Ba 
When a switch statement is run, the value contained in the integer or character variable after the switch 2 
keyword is matched with each of the constant values following the case keywords. As soon as the value | A Switch=case 
matches with a case constant, the statements for that case on the right of the colon (:) get executed. | control structure 


can have an int 
or char type 
argument only. 


However, once a matching is found with any one of the case constants, apart from the statements 
associated with that particular case constant, all the other statements associated with the subsequent 
cases along with the default statement also get executed. 


The break statement can be used after the statements associated with a given case constant to break 
out of switch-case from that point. It helps to execute only the statements associated with a given case 
constant to execute, without executing any remaining statements after that. We will discuss the use of the 
break statement in detail in the next chapter dealing with iteration or loops. 


If no match is found, the statements following the default (which is optional) statement get executed. 


The following features of the switch-case-default structure should be noted: —y 
1. One can use only integer or character values for the case constants. Floating point variables are not Features of 
allowed as a case constant switch-case 


2. One can have only equality of cases and we cannot have any other inequality operation (like>, < etc.) 


3. Each case constant is followed by a colon (:) 

4. There can be multiple statements following a case constant and these statements need not be enclosed 4 
within a pair of curly brackets { } pte fatal 

5. The default statement is optional and can be placed anywhere within the switch block statement in a 


switch-case 


ean 


6. After entering the switch block each case constant is matched with the switch variable. If a match 
is not found with a case constant, then the control skips to the next case constant 


AS soon as the switch value matches with a case constant, the statements following that case, and 
all statements associated with the subsequent cases along with the default statement get executed 
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To execute only the statements following a particular case, a break statement is included after the 
statements following the case constant. Once a case is satisfied, the control simply falls through the 
subsequent statements till it reaches a break statement 


A switch-case-default structure is generally used to write a menu driven program, where each 
option of the menu corresponds to a case constant 


The following program illustrates the use of switch-case-default by creating a simple calculator. 


ee 1 /*Program-35: Simple Calculator using switch-case*/ 
| 2 #include<stdio.h> 
Use of 
switch-case 3 pete) 
| 4 { int option, check=1; float a, b, result; 
| 5 print£(‘\nEnter first number: ”) ; 
| 6 scanf(“%£”, &a); 
| 6 printf (“\nEnter second number: a 
7 scanf (“%£", &b); 
9 printf£(“\nPress 1 to add, 2 to subtract, 3 to multiply, 4 to divide, 5 to exit: ”); 
10 scanf(“%d”, Soption) ; 
11 switch (option) 
i? {case l result = atb; 
* 3 13 break; 
A breaks ; 14 case 2: result = a-b; 
Statement aie 15 break; 
tines = 16 case 3 : result = a*b; 
=. 7 17 break; 
| i8& case 4: if (b!=0) 
SSructure. i 
, 19 result = a/b; 
20 else 
— aay) 2 {printf (“\nDivision by 0 not allowed!”) ; 
if any case value 22 check=0; 
becorres True 2 } 
ther. by default | 24 break; 
all the subsequent 2 case 5: break; 
— staternerts 26 default: printf (“\nYou have not entered a valid choice!”) ; 
will get executed | 57 check=0 ; 
28 } 
2g if (check = 1) printf(“\nThe required result = %f£”, result); 
30 return 0; 
31 4} 
Outputi: 
Enter first number: 2.5 
Enter second number: 0.5 
Press 1 to add, 2 to subtract, 3 to multiply, 4 to divide, 5 to exit: 2 
The required result = 2.000000 
Output2: 
Enter first number: 7 4 
Enter second number: 0 } 
ee By ed eS eet eoes 3 to multiply, 4 to divide, 5 to exit: 4 | 
Outputs: 
Enter firet number: 7.9 i 
Rnter second number; 3,8 
BOSE 2S Cota aiag men chee hatin caine | 
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and b are input in line-6 and 8. The option is in 


variables a : ‘ 
the switch-case block will execute certain pa 


put in line-10. Based on the option value 
4 by the use, 


rt of the code. 
2 output, the option chosen is 2. Hence the operation required is subtraction. Th 
on the value of the variable option. After entering the switch block in line-11, 
ve value 2 is compared with the option value 2. As these do not match, the control goes straight to the 
case statement in line-14. In line-14 the case value 2 is compared with the option value 2. As these | 
as match, the control enters the case statements i.e. calculates the result for subtraction and breaks out _ 
block by executing the break statement in line-15. The diagram below illustrates the process. _ 


eo | ey | 


Case value 1 does not match with option=2 | —y 
switch (option) a ae P 


e switching occurs 
next in line-12 the 


yall! 
of the switch 


il ‘ pe TR SESE AE TS Working of 
2 @ icaze 1: Seely SID s, SI Case value 2 matches with option=2 | Switch-case 
B break ; — ~~~ sicimunigestocestmsoeane : . | 

4 © case 2: (result = a-b; | a ee 

5 (3) break; “| Program calculates result = a-b and 

‘ sean. are ceault- = ahs breaks out of the switch case block 

7 break; ; Sia dita =! the “agit 


% 


Logical AND and 


in Output2, the value of the variable b entered is 0. Hence when option 4 is given for doing division, the 
case in line-18 gets True. However, since division by 0 is not defined, t he if condition in line-18 gets False 


and the else statements get executed. Thus the program executes line-21 and 22. The message that division | 
snot possible is printed in line-21. 


let us now understand the use of the variable check. It is used to check if a valid result has been obtained 

o not. In line-4 the variable check is initialised to 1. The value of check is changed to 0 in line-22 to | 
ndicate that the result calculation was not possible. Finally, line-29 checks the value of check and as itis | 
equal to 0, the print£() function following it is not executed. The diagram below illustrates the process. 


~ B oaee 4. Qs (b!=0) —-— —| Condition becomes false for b=0 | 
19 result = a/b; “= — Ee 

20 @jeise ee “f inate ne | 
at _ {print£("\nDivision by 0 not allowed!”); | Boielee bare gers expouted’ || 
2 *4)) check = 0; Wee SANS fe SS ‘ as eae a 
3 } _ flag=0 used to indicate that result has not been calculated | 


4 (@) vreak; 


‘or Output3, as the option value of 7 does not match any of the case values, the default statement in 
26 gets executed. As part of this the program prints “you have not entered a valid choice!” 
a changes the value of the variable check to 0 to indicate that the result could not be calculated. 


Difference between If-Else and Switch-Case 


eB If-Else | Switch-Case 
The i 


et 


£ statement tells the compiler that the instruction to 
"IS @ decision and branch according to the 
Sondition of the decision. 
The 9€neral structure of the if-else construct Is: 
if (Condition is true) 
ele, | S*#Cute statement set1;} 


{ execute statement set2;) 
— 
it- 
®1se can check for any logical or relational 
—Pression. 


C provides us with a special type of construct called the 
switch-case-default construct to select from 
multiple branching. 


| Difference 
between if-else 


The general structure of the switch-case construct is: 
switch (variable) 


{case constant_a: statements; 
case constant_b: statements ; 
case constant_n: statements; 
default: statements ; 


} 
switch-case Can only check for an equality. 
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If-Else Seafoy 
if the condition following 


i is true then the statement block after if is executed. 
In case the condition is false, the statement block after the 
else block gets executed. - 


~ Switch-Case 


When a switch statement is run, the value containeg j 
= n 


the integer or character variable after the switch keyw 
is matched with each of the constant values following a 
case keywords. Ne 


if-else can include a float value in its condition 
portion ; 


constants (floats are not allowed). 


switch-case can have only integer or character 


40.6 So me worked 


Input three numbers and check if the numbers are Pythagorean or 


roblemi@sca eee — 
not i.e. if the sum of the squares o¢ 


any two numbers is equal to the square of the third number. 


be 


/*Program-36: 
#include<stdio.h> 

int main () 

{int a, b, c; 

printf (“\nEnter the first number: ”); 
scanf (“%d”", &a); 

printf (“\nEnter the second number: ”); 
scanf(“%d”, &b); 

printf (“\nEnter the third number: ”) ; 
10 ~=scanf(“%d", &C); 


1i if ( a*a + b*b == crc ) 


12 printf (“\nThe numbers are Pythagorean”) ; 

13 else if ( b*b + c*c == ata ) 

14 printf (“\nThe numbers are Pythagorean”) ; 

15 else if ( ctc + ata == b*b ) 

16 printf (“\nThe numbers are Pythagorean”) ; 

17 else 

18 printf ("“\nThe numbers are NOT Pythagorean”) ; 
19 xeturn 0; 

20 } 

Output1: 


Enter the first number: 5 
Enter the second number: 4 
Enter the third number: 3 
The numbers are Pythagorean 


Output2: 


Enter the first number: 7 
Enter the second number: 5 
Enter the third number: 9 
The numbers are NOT Pythagorean 


In the above : 

et oe es ee ee 

Pythagorean”. Ho i ; and the program prints “The numbers are 
n wever in Output2, since the numbers are so theca Sa none of a onditions are 


nal option in line-18 is left and the program prints “The numbers are 


true in lines-11, 13 and 15, only the fi 
HOT Pythagorean”. 


Program to check if 3 numbers are Pythagorean*/ 


In = | ~ i 


1 /* -37: 
/*Program-37: Program to check if 3 line segments £ 
can form 


7 t#include<stdio,h> 
J int main() 
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{int a, Baer 


: printf ("\nEntex the first line segment length: ”) ; 

‘ scanf("td”, 6a); 

; printf (“\nEnter the second line segment length: ”) ; 
g scant (“8d", &b) ; 

9 printf(“\nEnter the third line segment length: ”); 


10 scanf(“%d”, &¢) ; 
yy if (ath > ¢) 


2 { if ( bte > a ) 

15 { if ( cta > b) 

16 printf(“\nLine segments form a triangle”) ; 

Vv else 

18 printf(“\nLine segments CANNOT form triangle”) ; 

18 } 

ig else 

18 printf (“\nLine segments CANNOT form triangle”) ; ition2 
18 } 

8 else 

18 printf("\Line segments CANNOT form triangle”) ; 4itionl Palse* 
19 return 0; 

2) 

Outputi: 


Enter the first line segment length: 5 
Enter the second line segment length: 4 
Enter the third line segment length: 3 
Line segments form a triangle 


Output2: 


Enter the first line segment length: 2 
Enter the second line segment length: 6 
Enter the third line segment length: 3 
Line segments CANNOT form triangle 


heck if a year entered by user is a leap year or not without using logical operators. A millennium year (i.e. a 
year ins with 00 e.g. "800, 1900, 2000 etc.) is a leap if it is divisible by 400 and not 4. For other years it 
Should be divisible by 4. 


ff *Program-38: Program to check if year is a leap year or not*/ 

2 #include<stdio.h> 

3 int main() 

4 {int year; 

J Printf(°\nEnter an year: ”); 

, scant (“4d”, &year) ; 

a+) ae 4 yeart400 == 0 ) 

’ printf ("\nYear is a LEAP year”) ; 

9 else 

10 { if ( years100 == 0 ) I ite 
au printf (°\nYear is NOT a leap year”) ; 

12 elise if ( yeart4 == 0 ) 

»/ printf ("\nYear io a LEAP year”); 1D ¥ 

if else — 
Ms printf ("\nYear io NOT @ leap year”); 

16 ) 

17 return 0; : 
1g ) 

, 287 P1-10-23 


Part 1: Chapter 10 


Output1: 
Enter an year: 1800 
Year is NOT a leap year 
Output2: 
Enter an year: 2000 
Year is a LEAP year 
Output3: 
Enter an year: 2009 
Year is NOT a leap year 
Output4: 
Enter an year: 2012 
Year is a LEAP year 


Program to find the location of a Cartesian point entered by the user, without using logical operators. 


1 /*Program-39: Program to find the location of a Cartesian point*/ 
2 #include<stdio.h> 

si, int main () 

4 {int x, y; 

5 printf (“\nEnter the co-ordinates of a point separated by blank space: ”); 
6 scanf (“%$d%d”, &x, &y); 

7 

8 

9 


if (x>0O) /kChecks if = is positive*/ 
{af (y>0) /*Ch - 

3 printf (“\nQuadrant-1”) ; /*I£ ¥ <1 
10 else if (y <0) /*Checks if y 
1i printf (“\nQuadrant-4"); /“Is x positive, then quadrant-4 
12 else /*LE x positive & y 2x positive, nor nege tive 
i3 printf (“\nxX Axis”) ; /*i.e, x positive a zero then KX Axis*/ 
14 } | 
15 else 
16 { if (x<0O) 
IF {if (y>O) 
18 printf (“\nQuadrant-2”); /*is >, ther zZ 
19 else if (y <0) /*Checks if 
20 printf (“\nQuadrant-3”); /*TE x 2 e ther: dArant- 
21 else /*l= “x negative & neither posi - a “a 
22 printé£ (“\nx Axis”); /*i.¢. x negative and y is Be “Oo then X 
23 ) ; 
24 else ‘Only option left £ er 2% a) 
25 {if (y '=0) /*LE y vot equal to 0*/ 7 
26 printf (“\nY axis”); / | 12 0 and y not al en 
2/7 else / ) wal to ( 
ZB print£(“\nOrigin”); /oeoh ; ual ‘ 
29 } “a : = aot 
50 } 
3] return 0; 
32 \ 
Output1: 

Entec the co-ordinates of a point separated by blank space; -2 5 


Quadrant-Z 


Note that 2 24F r 
— — vind 7 7 block of line-7, an if-else ladder Is used to check the possibilities when x is greater 
) in the 4£ block of line-16 another if-else ladder is used to check the possibilities when x |S 


less than zero. Finally the else block of line- 
ZeT0, ne-24 |s used to check the remaining possibilities when x IS equal f° 
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the following program uses switch-case-default statement to print different area values. 


jsprogram-40: Calculating different area values using switch-case*/ 


; ¥ include<stdio -h> 
; int main () 
4 char option; float s, area; 
é printf ("\nPress aa for Circle, ‘b’ for Square, ‘e’ to Exit: ”); 
F scanf (“Sc”, &option) ; 
7 switch (option) 
8 {case ‘A’: *Rememb > put ingle quote For character constants as . a, 
9 case ‘a’ : puts(“\nEnter radius of circle: ”); scanf("“%f", &s) ; 
10 area = 3.14159*s*s; 
il printf (“\nThe required area of circle = %0.2f”, area) ; 
2 break; 
B case ‘B’ 
14 case ‘b’ : puts(“\nEnter side of square: ”); scanf(“%f”, &s); 
Ly area = s*s; 
6 printf (“\nThe required area of square = %0.2f”, area) ; 
7 break; 
18 case ‘E’ 
19 case ‘e’ : break; 
Pi) default : puts("\nYou have not entered a valid choice!”) ; 
a } 
2 return 0; 
a } 
Output1: 
Press ‘a’ for Circle, ‘b’ for Square, ‘e’ to Exit: B 
Enter side of square: 2.5 
The required area of square = 6.25 
Output2: 
"Press ‘a’ for Circle, ‘b’ for Square, ‘e’ to Exit: a 


Enter radius of circle: 6.4 é ves fee 

“The required area of circle = 128.69 : R : 
In Outputi, when the user enters ‘B’ as the choice, the case value in line-13 becomes True and the control 
goes to the right side of the colon (:) in line-13. As there are no statements to execute in that line and there 
is no break statement either, the control automatically comes to the next line on the right side of the colon for 
case value ‘b’. There it executes the puts() statement and the subsequent lines to calculate and print the 
area of the square. The break statement of line-17 then takes the control out of the switch-case 
Structure. Thus if the user enters either ‘B’ or ‘b’ in both cases finally the area of the square is calculated. 


The following examples demonstrate the areas where mistakes are common. The whole program | 
i and only the relevant parts are shown. 


This program portion checks a number to be even or odd, and if the number is even then checks, if it is a 
multiple of 3 i.e. it checks for all even multiples of 3. 


{int num; 

printf("\nEnter a number: "); 

scanf("td", num) ; 

if (numt2==0) 
f if (numt3==0) 
8 printf ("\nMumber is even and 4 multiple of 3"); 
else 

printf ("\nNumber is simply odd"); 
feturn 0; 
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Output: 
Enter a number: 12 


Number is even and a multiple of 3 


Output2: 
Enter a number: 25 


er is an even multiple of 3 like 12, then the program wil 
and if not it will print “Number is simply odd”, 


will print nothing. The bug lies in the use of the 
may seem that the else goes with the first i£ jn 


general rule is that else goes with the nearest 


will have to place proper braces as shown. 


At a first glance it may seem that if the entered numb 
print “Number is even and a multiple of 3” 


In reality if an odd number is entered the program 
else statement in line-7. From the program indentation it 
line-4. In reality it goes with the second if in line-5. The 
if. To make the else statement execute as desired, we 


1 {int num; 
2 printf("\nEnter a number: "); 
J scanf("%d", &num) ; 
4 if (num%2==0) 
5 {if (num$3==0) 
6 printf ("\nNumber is even and a multiple of 3"); 
- sy 
8 else 
9 printf("\nNumber is simply odd") ; 
9 return 0; 
10 } 
Rectified Output1: 
Enter a number: 12 
Number is even and a multiple of 3 


Rectified Output2: 
Enter a number: 25 
Number is simply odd 


The next program inputs a floating-point variable and compares it with a float literal. 


i int main() 
2 {float guess; 
2 printf ("\nGuess the value of pi (up to 2 digits after decimal): "); 
4 scanf("%£", &guess) ; 
5 if(gquess > 3.14) 
6 printf("\nYour guessed value is greater than PI"); 
7 if(quess == 3.14) 
8 printf("\nYour guessed value is equal to PI"); 
g if(quess < 3.14) 
10 printf("\nYour guessed value is lesser than PI"); 
JJ = return 0; 
l7 Jj 
Output1: 
Guess the value of pi (up to 2 digits after decimal): 3.24 
Your guessed value ie greater than PI DN 


Output2: 
(owe i 
* the value of pi (up to 2 digits after decimal): 3.14 


Your guessed value is Greater than PI 
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“puto? of pi (up to 2 digits af 

- gs the value P gite after decimal); 3.04 
oz es guessed value is lesser than PI 

bom the logic of the above program It Is evident that If someone guesses PI as 3.14 then the program should 
1 your guessed value is equal to PI”. But contrary to common sense, to your surprise the 
r" ram wil print, “your guessed value is greater than PI”, The reason Is that a floating-point 
we value Is not stored exactly as It Is shown on the screen but due to precision considerations it is 


red as something less than 3.14 (say 3.135555). Hence the comparison makes guess>3.14 as True 
prints the statement accordingly. 


wd 


Jo overcome such a problem, declare the variable guess as a double and use the $1£ format specifier 
jn scant () function to Input the number. This Is because Internally the number 3.14 Is stored as a double. 
Jother method Is to forcibly make the literal 3.14 a float, as shown below: 


j int main() 

[float guess; 

B print£("\nGuese the value of pi (up to 2 digits after decimal): "); 
4 scanf("s£", &guess) ; 

5 if(guess > (float) 3.14) 

6 printf("\nYour guessed value is greater than PI"); 

7 

8 

9 


~ 


if(guess == (float) 3.14) 
printf ("\nYour guessed value is equal to PI"); 

if(guess < (float) 3.14) 
10 printf("\nYour guessed value is lesser than PI"); 
jl return 0; 
R } 
Rectified Output2: 

Guess the value of pi (up to 2 digits after decimal) ; 3,14 
. Your guessed value is equal to PI 


This is known as type casting whereby the number 3.14 Is converted temporarily to a specified data 
type by the syntax (float) 3.14 In line-5, 7 and 9. Thus before making the comparison 3.14 will be 
converted from a double to a float and hence will yield the correct result. The other solution Is to make 
the variable a double type and keep the literal values 3,14 as It Is without using typecasting. 

2 (Giwie guess; > 

3» print£("\nGuess the value of pi (up to 2 digits after decimal): "); 

4 scanf("8lf", Gguess) ; 

Thus be careful when comparing floating point variables within an if statement. 


The next program piece checks If a point lies on the origin. 


1 int main() 

2 {int x, y7 

3 print£("\nznter x coordinate of point: "); saanf("td", &x); 
*  printf£("\nknter y coordinate of point: "); scanf("td", Gy); 
5 4f( x=0 Ge y= ) 

6 printf£("\nPoint lies on the origin."); 

7 else 

& printf("\nPoint does not lie on the origin,”) 

9 | Feturn 0; 

04 

Output1: 


oo 


© « coordinate of point: 
« y Coordinate of point: 


lies on the origin. 
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Output2: 
Enter x coordinate of point: 
Enter y coordinate of point: 
Point lies on the origin. 


5 
7 


the above program will always print “Point lies on th 
dition in line-5, instead of using the equality operator (=~) ;, 


compare the two values, the assignment operator (=) has been used. This results is assigning the Value 
of 0 to x and y instead of comparing the same with 0. Thus x and y always become equal to 0 and 
results in a permanent True condition printing the first line. This is a very common mistake, The line 


should be rectified as: 


Whatever be the input by the user, 
origin”. The reason is that in the i£ con 


Rectified Program Output1: 


Enter x coordinate of point: 0 
Enter y coordinate of point: 0 
Point lies on the origin. 


Rectified Program Output2: 


Enter x coordinate of point: 1) 
Enter y coordinate of point: 7 
Point does not lie on the origin. 


| CAUTION: It is a common programming mistake to put ‘=’ instead of ‘==’ to check for equality in é 


condition and care should be taken to avoid the same. 


program uses the switch-case-default structure to find either the square or the cube of a 


number input by the user. 


int main () 
{ int option, check=1; float a, result; 
printf (“\nEnter number: ”) ; 
scanf(“%f£", &a); 
printf (“\nPress 1 to find square, 2 to find cube: “); 
scanf (“%d”, &option) ; 
switch (option) 
{ casel : result = a*a; 
break; 
10 case2 : result = a*a*a; 
11 break; 
12 default: printf (“\nYou have not entered a valid choice!”); 
13 check=0 ; 
14 } 
o eins a = 1) printf(“\nThe required result = %f”, result) ; 
I7 jy 
Output: 


Enter number: 52,39 
Press 1 to find square, 2 to find cube: 2 
You have not entered a valid choice! m 


Even though a valid input choice has been given, yet the program prints for an invalid choice. The fault lies in 


ni itl case keywords. By mistake the choice values have been appended at the end of the case 
eyword aS case1, case2, instead of writing them separately. The rectified code is given below: 
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a case 1 : result = ata; 


break; 


9 yan? > result = atata; 
— break; 
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|! default: print£("\nYou have not entered a valid choice! ”) ; 
2 check=0 ; 


ys 1 to find square, 2 to find cube: 2 


pre x 
required result = 143795.468750 


ghe 


ne following program uses the switch-case-default structure to wish “Good morning” or “Good Night”. 


1 nt main() 

>t char option; 
; printf (“\nPress ‘m’ for Morning, ‘n’ for Night: ”) ; 

F scanf("te”, &option) ; 

7 switch (option) 

j { case m:  puts(“Good Morning”) ; 

Q break; 

0 case n : puts (“Good Night”) ; 

1! break; 

p default: printf (“\nYou have not entered a valid choice!”) ; 
# } 


16 return 0; 


ta! undeclared (first use in this function) 
‘b’ undeclared (first use in this function) 


The program will not compile and will give the error message as shown above. The reason is that the case 
onstants have not been used properly. As the case constants are character constants, these should be 
endosed within single quotes. The corrected code will have: 


switch (option) 
8 Cease ‘n’ : 3 ts (“Good Morning”) ; 


“ 


3 break; 

iY Cease ‘2’ 2 Puts (“Good Night”) ; 

i break; 

2 default : printf(“\nYou have not entered a valid choice!”) ; 


14 } 


REMEMBER that a logical expression is evaluated from left to right. In case sufficient logical truth has 
‘én obtained to evaluate an expression, then further evaluation of the expression is stopped and the 
Praluation of the remaining expressions is not carried out. This is common for conditions where there are 
"eal OR operators. If the first condition is satisfied then the remaining conditions connected by the OR 
“ezetors is not checked as (True) OR (Anything) is True. However, in case you have AND operations, then all 
te AND connected conditions are checked to see if the overall condition is True or not. 


‘ 

"é Next program piece illustrates the above point. 

1 ep aia ss aatataiilat 
main() ees és al matte: ¥y 20 


? {Ant a0, beO, omO, wad 2-8; Pe Oe cat 
lt Saale LES tetedigd aes PO CLS Sea 
Pots("Enter three values:")i 9 | 


ss 
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4 scant (“%d$d%d”, &x, SY, &Z); 
Ss if( (a=x) && (b=y) I| (c=z) ) 
6 printf ("\na=%d, b=%td, c=td", a, b, c); 


else 
s printf ("\na=%td, b=%d, c=%td", a, b, c); 
9 return 0; 
10) 
Output: 


Enter three values: 2 5 8 
a=2, b=5, c=0 


The condition of the if statement in line-5 consists of assignment operations (note, these are not equali 
i 


operations). Remember that C considers any non-zero value as True and only a zero value as False. Th 
condition evaluates by taking into consideration this property without the use of relational operators. i 


Ideally to check the overall condition all the individual conditions need to be checked. However, as 
operator has a higher priority than || operator, the AND condition (a=x) &&(b=y) is evaluated - 
(Non-Zero)&&(Non-Zero) i.e. True&&True which is True. As the next condition is an OR operation, and is 
jeft hand argument of the OR operation has been evaluated as True, C will not evaluate or check the Hohe 
side condition of the OR operation. So the variable c remains at zero (0) without any change, though the 
other variables a and b both get changed. This is why we get the above output for the values entered. 


* Ina program depending upon some condition(s) whenever there are more than one possible outputs 
for a particular set of input(s), the situation is called program branching 

« To test or verify conditions C provides us with some special operators called relational operators that allow us to 

compare two values and find out whether one value is Equal (==), Not Equal (!=), Greater Than (>), Less Than (<) 


etc. to another value. 
* The outcome of a relational operation is either True or False 
= Cuses the if-else statement to check a condition and execute statements accordingly. 
= The else statement is dropped in case there are no statements to execute if the condition is false 


= An if statement can exist without an else, but an else statement cannot exist without an if. 


= If there is only one statement to execute in case the condition is true, there is no need to pu 
braces and the statement can be put beside the condition, or in the next line. 

* A True condition has a numeric value of 1 and a False condition has a numeric value of 0 

+ All positive and negative values are taken as True and only a 0 is taken as False within a condition. | 


t the curly 


* Placing one if-else block within another is known as nesting of if-else blocks. -¢ el 
. = nested if-else structures can take the shape of a ladder and is hence known as an if-else 
ladder. 
ta decision 


* ested if-else statements can be used when more than one condition needs to be tested to arrive a 

+  C provides us with three logical operators — NOT, AND, OR 

* The unary logical operator ‘!’ .e. NOT has the highest priority followed by AND, followed by OR. 

+ A WNOT logic simply inverts a given logic. 

*  £n AND logic (&&) is True when all the individual logics are True. 

+ An OR logic (||) is True if any one of the conditions is True. 

« Instead of using multiple levels of if-else, which can be 

: at times much confusing and lengthy, 0" 

the Logical Operators to connect several conditions under a single condition sateen —— puter | 

- Whatever character is typed from the keyboard is stored in the memory Of the cormation 
#s 2 number, This number Is known as the ASCII (American Standard Code for In 
Interchange) value of that character, 

r The Characters Ato Z have ASCII values from 65 to 90 and the characters a to z have ASCII values from 7 


'  & Charecter \s automatically converted to its ASCII value before it is compared 


e can take help of 


to 122: 


s Thee Ct Ott yal opetator (7:) Is also called ¢ — t le 
é- hele: ‘aa Ocalan oka ) : ed a ternary operator and works similar to an if-else statemen y 3 sing! 
statement whereas pareve f each expression in the conditional operator can hold on cai 
) of the If and else blocks can hold multiple statements. ee 
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1 construct. Tt successively tests the value of an expression or type of construct called the switch-case-default 


match oun variable against a list of integers or character 
| constants. When a , th that constant are executed. 


ly integer or character values for the case 
Case constant, 


one can use onl 
not allowed as a 


One can have only equality of cases and we 


a switch-case-default structure is generall 


Qi. Multiple Choice Questions. Select from any one of the four options. 1 each 
i) Program branching helps us to: 


a. Run a code multiple number of times b. Execute different codes based on conditions 
c. Execute all the lines of code ina program d. Use different types of data types in a program 
ii) Anif statement in C: 


a. May have an else statement 
c. Must have an else statement 


b. Always have an else statement 
d. Can have multiple else statements 
iii) | How many relational operators are there in C? 


2.3 b. 4 c.6 d. 8 
\v) How do you represent the not equal to operator in C? 
a. not = b. <> c l= d, =! 
v) How do you represent the less than or equal to operator in C? 
a. L= b. <= Cc =< d.< 
vi) Multiple nested /Fe/se statements can be sometimes replaced by an 
a. if-else slope b. if-else step c. if-else stair d. if-else ladder 
vi) Which of the following is not a relational operator in C? 
a. >= a ce! d. < 
vil) _ Which of the following operations does not change the value of the variable x? 
a. x=9 b. x=x-1 c. (5-2)?(x=6):(x=2) 9d. x== 
%) An if-else ladder can sometimes be replaced by logical ———————_—operators: 
2. AND b. NAND c. OR d. NOT 
*) Nested /f statements can sometimes be replaced by logical operators: 
2. NOT b. OR c. NAND d. AND 
*) — Which of the following is not a logical operator in C? 
4. & b, ! C. && d. || 
%) A conditional operator: 
a,has 1 argument _b. has 2 arguments c. has 3 arguments d. has 4 arguments 
”") — Which of the following data types cannot be a case constant in a switch-case statement? 
a. int b. float c. long int d. char 
*4) Which staternent in C can be used to come out of a case statement in a switch-case operation? 
a. end b. exit c. continue d. break 
‘4 What will be the output of the C program piece given below? 
Nt x= 2; | 
M-2= YW 2= = 1) xt 2==9) iirx= =) if(x=0) puts("Humpty’); else puts(“Dumpty); 
a. Humpty b, Durnpty c, Show error dl, None of these 


/ hat will be the output of the following plece of code in C? 
Mx=2 y= 3 726 WwW, 
We (ON y)BB(xty= 2), 
PONTE Yd’, Ww); 


4.) b. 2 C3 d. 6 
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xviii) 


xix) 


XX) 


xxi) 


xxii) 


xxiii) 


xxiv) 


xXV) 


xxvi) 


xxvii) 
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What will be the output of the following piece of code in C? 

Int x=5, y = 8 z=12, w; 

Ww = IxX)//('z==!5)88&(2!=!x) +1; 

printt('%d", w); 

a, 12 b. 1 6.5 

What is the output of the following code in C if the user inputs x as 6? 
int x, y = 3, m; scant("%d", &x); 

M=(X-Y)AK4Y)X-Y); 

printt('%d", m); 

a. 3 b. 9 c. 6 


What is the output of the following code in C if the user inputs m as 2? 


int x=12, y = 3, m; scanf(""%d", &m); 

Xx-4*Y) 200: (YJ=m; 

printt("%d, Yd", x, y); 

a. 3,12 b. 12, 3 c. 2,3 


d.2 


d. 2 


d. 12, 2 


What will be the output of the following code in C, if the user inputs 2 for x? 


intx, y = 3; scanf('%d", &x); 
if(x<0) 

printt('|n x=%d", x); 

y=v*Cl, 
if(x>0) y=y+6; 

printh’ |n%d", y); 
a.3 b. 5 c.9 
What will be the output of the following code in C? 
char x=, int A=97, Z=122; 
lif(x>=A &8& X<=Z) printf('|nUppercase alphabet’); 
else printf("|nSomething else”); 


a. Something else __b. else without if (error) c. Uppercase alphabet d. None of these 


What will be the output of the following code in C? 
Int x=45, y=45; if( x=x/10 // y=y%10 ) printf('x=%d, y=%d", x, y); 
a. x=45, y=4 b. x=4, y=45 c. x=45, y=45 


What will be the output of the following code in C? 


int x=5; if(x==2); printf’ Hello, Good Morning’); if(x==3) printf('Hello, Goodnight”); 
c. Hello, Good Morning d. None of these 


a. Hello, Goodnight b. Nothing 
What will be the output of the following code in C? 

int x=5; if(x=2) printf("Hello, Goodnight’); else printf("Hello’); 

a. Hello b. Hello, Goodnight c. Compilation Error 


d. x=4, y=4 


d. None of these 


What will be the output of the following code in C when the user enters the input x as 5.7? 
float x; scanf("%f", 8x); if(x= = 5.7) puts(“Abrake %), else puts("Dabra”); 


a. Abrake b. Compilation error c. Dabra 

What will be the output of the following code in C? 

int x=5; If(x=4) printf(Hotch”); else printf('Potch”); 

a. Potch b. Hotch c. Compilation error 


What will be the output of the following code in C? 
Int x=12Z, y=3; 


d. None of these 


d. None of these 


If (xI=12) B& W(y!=15) && (V==3 //X<2 && x<y)) printt("%d”, F*x4+1); 


else printt("%d", y-1); 
a. 36 b. 37 c.3 
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d 
What will be the output of the following code in C? 


will) pet vee 

ip ((XI=15) 88 MY!=2) 88 (X>-2 |] y==15 && X>y)) printh'%ed", 2*x-1); 

aise printh("%d", y+1); ) 

a. 2 b. 29 c. 30 1 
What will be the output of the following code in C? 

int x=2, Y=10; 

if (xy) printt('%d x); 

else if (y-x) printt("%d", y); 

else if (5*x-y) printt{('%d", y-x); 

else printh("%d", x-y); 

a. 8 b. 8 c. 10 d.2 
What will be the output of the following code in C? 

int x=2, y=10; 

if (x-y) printt('%d", x); 

else if (y-x) printt('%d", y); 

else if (5*x-y) print{('%d", y-x); 

else printt("%d", x-y); 

a. 8 b. 8 c. 10 d.2 


xix) 


Short Answer type questions: 
i) What types of outputs are possible when a condition is evaluated by an /fstatement? 
ii) | Name any two relational operators inc. 
iii) | What is the use of the equality operator in C? 
iv) State one difference between a logical not and the inequality operator. 
v) State the order in which logical, arithmetic, and relational operators are evaluated in an expression 
having all of these types of operators. 
vi) How many relational operators are present in C? 
vil) State one difference between the ‘=’ and the ‘==’ operators. 
jij) | What do you mean by a nested if-else statement? 
ix) State one use of logical operators. 
x) | Write the operator symbols for logical AND and OR operators in C. 
xi) Which logical operator has the highest priority amongst logical operators? 
ii) | Name the ternary operator used to check conditions in C. 
‘ii) | What is the use of the default statement in a switch-case-default statement? 
iv) What is the value of m in the C code m=(6==2*5-4)?(5):(10); 
What is the output of the C statement: i545) if(4/2) i(8%5) if(8-4*2) puts("1"); else puts("2"); 
7 each 


Long Answer type questions: 
an /f statement without the use of relational operators. Explain 


i) Write a program to show the use of 
the difference between the ‘=’ and ‘==’ operators with the help of proper examples. What do you 
34+2+2 


mean by an /Fe/se ladder? 
li) Show an use of the condition 
two differences between an if- 
il) Show a use of the conditional op 


@ program. What is the utility 0 
logical operators whether a given v 


al operator in C. What are the uses of logical operators in C? State 
else and a switch-case operation in C. 34242 


erator on the left side of the assignment operator with the help of 
f using switch-case operation? Explain how you can check using 
alue is within a given range of values or not? 34+2+2 


Assignment Programs: 4 each 
!) Input a pair of simultaneous equations and determine if they can be solved to give unique values. | | 


If they can be solved then find the solution. Otherwise state that the equations cannot be solved. 
| 
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ii) 
iii) 


iv) 
v) 


vi) 
vii) 
viii) 
ix) 
x) 


xi) 
xii) 


xii) 


xiv) 


xv) 


xvi) 


xvii) 


[Hint: Take the equations as: a1x + bly + c1 = 0 and a2x + b2y + c2=0 


Input the coefficients a1, b1, cl, a2, b2, c2. In case al.b2 - a2.b1 = 0, the equations cannot be 
solved. Check this condition and state whether the equations can be solved or not. If solvable, the 
find the values of the variables x and y. The variables x and y are given by: on 


x = (b1.c2 — b2.c1)/(al.b2 — a2.b1), y = (cl.a2 — c2.a1)/(a1.b2 — a2.b1) 


Write a program to find the maximum value between two numbers entered by the user. 

Use the conditional operator to find the maximum out of three numbers input by the user. 

Write a program in C to test if three points are collinear or not. Input the three points as 
(x1, y1), (x2, y2), (x3, y3). [Hint: For three points to be collinear, the area enclosed by the points 
will be zero. ] 

Enter the co-ordinate of a point (x, y). Write a C program to check with the help of Logical 
Operators if it lies in the first, second, third, or fourth quadrant, on x or y axis, or on the origin, and 
display a message accordingly. 

Write a program with the help of Logical Operators to check if a year entered by the user is a leap 
year (a millennium year like 1800, 1900, 2000, 2100 etc. is a leap year if it is divisible by 400). 
Write a program using Logical Operators to check if three line segments can form a triangle. 

Write a program using Logical Operators to check if three numbers are Pythagorean triplets. 

Write a program in C to test if a point (x, y) lies inside, on or outside a circle of radius r with origin 
at the centre, where x, y, and r are input by the user. 

Write a program in C to test if a point (x, y) lies inside, on or outside a circle of 
at (a, b) where x, y, r, a and b are input by the user. 

Write a program to check if a number is even or odd with the help of conditional o 
Write a program to check if a number is even or odd with the help of switch-case construct and 
without using any /fe/se construct. 

Input a character. Check if it is in uppercase or in lowercase. If in uppercase, then convert it into 
lowercase, and if it is in lowercase then convert it into uppercase. 


b and c of a quadratic equation a.x2+b.x+c=0. Check if the equation has 
roots check if 


radius r with origin 


perators. 


Input the coefficients a, 
real roots. In case it has real roots then calculate the same. [Hint: For real 


b2-4ac>=0. If so then find roots using the required relation x1, x2 = {-b +(b? — 4ac)°}/(2.a)] 

To find the square root of b2-4ac use the sqrt() function. To use it include the <math.h> 

header file. The syntax for using the function is: y = sqrt(d); where d = b*-4ac] 

If telephone calls made are less than equal to 300 then charge per call is Rs. 0.80. If calls are 

between 300 and 601, then rate per call is Rs. 1.20 and if calls are more than 600, then rate !s Rs. 

1.50 per call. Write a C program to calculate the telephone bill based on the number of calls made 

by a subscriber. 

A rectangle is centred at the origin and has a length L and a breadth B 

(entered by the user) as shown in the diagram. Check whether a point (x,y) 

also entered by the user lies inside, on, or outside the rectangle. 

An air-conditioning system of a storage warehouse is to be turned on if one or 

more of the following conditions occur: 

a, The weight of the stored material is less than 100 tons, the relative humidity is at least 60 
percent, and the temperature is above 60 degrees; 

b, The weight of the stored material is 100 tons or more and the tem 

degrees; 

The weight of the stored material is less than 100 tons and the barometer stands at 30 

W designates weight of 100 tons or more. 

H designates relative humidity of at least 60 percent. 

7 designates temperature above 60 degrees. 

P designates barometric pressure of 30 or more. 

Write a © program to receive the parameters W, H, T and P and based on the conditio 

or c, state whether the air conditioning should be started ON or put OFF. 


perature is above ss 


or over. 


in) 


ns a b, 
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44.4 IARROOUCHION 6) SS isan a mee 
part from conditional branching there may be situations where a 

A Sericular set of instructions may need to be repeated several 

times depending upon some conditions until the desired result is got. 


As an example take the situation of finding the terms of an A.P. 
series up to certain number of terms. Each new term is created by 
adding the common difference to the previous term. This forms a 
repetitive process. Such a repetitive process is also called iteration. 
The number of times to repeat usually depends upon conditions. 


The general logic for such a situation is given by the flowchart on 
the right. As long as the condition is True, the Process part is 
repeated. Each time after the execution of the Process, the 
condition is checked to be True or False. When the condition is found 


EE" ee 


11-1 
11-2 
11-6 
11-14 
11-15 
11-16 
11-18 
11-24 
ae A aa 
Start 
Condition False 
4 
| True 
Process Stop 


to be False the program control comes out of the loop. This condition checking can be carried out at the end 
of the loop also. All these situations are possible in C using the while, do-while and for loop statements. 


* The increment, Decrement, and Compound Assignment Operators: 


Before we learn about the different looping processes let us learn about some operators, apart from the 
relational operators, that are used extensively in programs related to iteration. The table below shows a set of 
these operators called increment, decrement and compound assignment operators. 


Operator Description Examples Remarks 
att; 
: ++a; Post increment x++ is same as x=x+1 
++ Increments the existing value of a variable by 1. y = att; Pre increment ++x is same as x=x-+1 
x = ++2z+6; 
aI ame ‘ 
; --a; Post decrement x-- is same as x=x-1 
= Decrements the existing value of a variable by 1. y=a--; Pre decrement --x is same as x=x-1 
x=--zZ+6; 
TY ; y+=5.2; y+=5.2 Same as y=y+5.2 
+= __|Increases the existing value of a variable to the |7 54 3y; z+=2+3*y same as z=z+ (2+3*y) 
left of the operator by an amount to the right. y+=1; ———__sly+=1 same asy=y+1 same asy++ __ 
—— acai ; -=4.5; y-=4.5 same as y=y-4.5 
= Decreases the existing value of a variable to the eae" bed? z-=2*btc same as z=z- (2*b+c) 
left of the operator by an amount to the right y-=1; y-=1 same as y=y-1 same as y-- 
- aie — — _ y*=k; y*=k same as y=y*k 
t= Multiplies the existing value of a variable to the z*=5+3/y; z*=5+3/y Same as z=z* (5+3/y) 
\left of the operator by an amount to the right y*=1; y*=1 same as y=y*1 
| Se = y/=k; y/=k same as y=y/k 
fa Divides the existing value of a variable on the left 2 /axt3¥y ; z/=x+3*y Same as z=2/ (x+3*y) 
of the operator by an amount on the right p/=2; p/=2 same as p=p/2 
Se ale Or 6 eelets $=5*t Same as a=a% (5*t) 
Tae sting value of a|a%=5*t; a 
P ‘Calculates the mod of an pain by an amount | z*=5%at4 ; z%=5%at4 same as z=z% (S%at+4) 
t= variable to the left of the ope yi=7; yt=1 same as y=y%7 
to the right = : - — ——_____ a 
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part from conditional branching there may be situations where a 


particular set of instructions may need to be repeated several Start | ay 
tines depending upon some conditions until the desired result is got. | | efouwesiyert for 
fs an example take the situation of finding the terms of an A.P. False | looping 
gies up to certain number of terms. Each new term is created by Condition | 
adding the common difference to the previous term. This forms a ? : 
repetitive process. Such a repetitive process is also called iteration. | ” 
The number of times to repeat usually depends upon conditions. | True | ease 
The general logic for such a situation is given by the flowchart on mronens Stop | 


| instructions get 
the right. As long as the condition is True, the Process part is | repeated several 


repeated. Each time after the execution of the Process, the times depending 

condition is checked to be True or False. When the condition is found | ona condition, it 
to be False the program control comes out of the loop. This condition checking can be carried out at the end forms a Loop 
af the loop also. All these situations are possible in C using the while, do-while and for loop statements. 


* The Increment, Decrement, and Compound Assignment Operators: 


Before we learn about the different looping processes let us learn about some operators, apart from the | 
ational operators, that are used extensively in programs related to iteration. The table below shows a set of 
these operators called increment, decrement and compound assignment operators. 


rator | Description Examples Remarks —y 
att; “eee ; 
ee ' _ able by1, |**2! Post increment x++ is same as x=x+1 | 'erement, 
ncrements the existing value of a variable by 1. y = att; Pre Increment ++x is same as x=x+1 Decrement, and 
i 2 - x= +tzt6; | Compound 
a--; sata , ' | operators 
i = --a; ‘ost decrement x-- is same as x=x-1 
| Decrements the existing value of a variable by 1. y=a--; Pre decrement --x is same as x=x-1 
ee 7 | xe 246; a 
| a . ; +=5.2; yt=5.2 Same as y=y+5.2 
roe Increases the existing value of a variable to the i ae z+=2+3y same as z=2+ (2+3*y) | | The rement 
left of the operator by an amount to the right. yt=1; i lyt=1 same asy=y+1 sameasy++ = ||) is the 
a -=4.5; y-=4,5 same as y=y-4.5 
= Decreases the existing value of a varlable to the 7 


most widely used 
operators ina 
loop. It increases 
the value of a 


z-=2*btc; z-=2*btc same as z=z- (2 *b+c) 
left of the operator by an amount to the right jy-st; y-=1 same as y=y-1 same as y-- 


indie y*=k; y*=k same as y=y*k 
te Multiplies the existing value of a variable to the |) 42543 ly: 


| z*=5+3/y same as z=z* (54+3/y) i 
| 4a left of the operator by an amount to the right y*=1; y*=1 same as y=y*1 . rei 
| $$$  _____—___—_ y/=k; y/=k same as y=y/k 
/=  |Divides the existing value of a variable on the left | /axt3*y ; z/=x+3*y SAME aS z=z/ (x+3*y) | 
of the operator by an amount on the right p/=2; p/=2 same as p=p/2 
4 Calculates the mod of an existing value of ajat=5*t; ab=5*t same as asa’ (5*t) | 
= variable to the left of the operator by an amount |z%=5%at4 ; zhe5hatd same as zezh (Sta+4) 
me to the right yt=7; yt=1 same as ysy%7 
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The increment operator when used separately does the same job as incrementing the varia 
which it is attached by 1. It is usually used in loop applications to increment a counter variable by 
time a certain portion of the loop is executed. 


ble to 
1, each 


en ee 


eae : €dge 
we have so far, we can do it using the following code: 


Il /*Program-41: Program to find average of three numbers*/ 

2 #include<stdio.h> 

J aint main() 

4 {float numl, num2, num2, sum=0, average; 

5 printf(“\nEnter number: ”) ; 

6 scanf(“%d”, &num1) ; 

v4 sum = sum + numl; /*Adds numl to the last value o sum i.e. Q* 
8 print£(“\nEnter number: ”) ; 

9 scanf(“%d”, &num2) ; 

10 ~=sum = sum + num2; /*Adds num2 to the last value of yur 
if printf(“\nEnter number: ”) ; 

12 scanf(“%d”, &num3) ; 

13 =sum = sum + num3; /*Adds num3 to th st valu f£ suw num +num2* / 
14 average = sum/3; 

15 printf(“\nAverage of the numbers is %.2f”, average) ; 

16 return 0; 

17 } 

Output: 


Enter number: 5.2 
Enter number: 7.9 
Enter number: 12.5 
Average of the numbers is 8.53 


In the above program the following three operations are repeated to input the numbers and get the sum: 


5: Display a prompt to input the number 
6 Input the number 
ve Add the input number to the existing sum 


In line-4, the variable sum is initialised to 0. In line-7, the code sum=sum+num1 adds the input value num1 to 
the initial value of sum i.e. 0 to get the value 0+num1=num1. It then assigns this value to the variable sum. 


| The last value in sum, i.e. 0, thereafter gets overwritten by the new value num1. So sum contains the value 


num1 after line-7. 


In line-10, again the new value in num2 is added to the last value stored in sum i.e. num1 to get the value 
numl+num2. It then assigns this value to the variable sum. The last value in sum, i.e. num1, therefore gets 
overwritten by the new value num1+num2. So sum contains the value numl1+num2 after line-10. 


Finally in line-13 the new value in num3 is added to the old value in sum i.e. num1+num2 to get the value 
numl+num2+num3. It then again assigns this value to the variable sum, The last value in sum, |-€- 


numl+num2, therefore gets overwritten by the new value num1+num2+num3. So sum contains the value 
num1+num2+num3 after line-13. 


Line-14 then calculates the average by dividing the final value in sum i.e. (num1+num2+num3) by 3. 


There are two problems with this approach: 


* If the number of values to enter is large 
write the same code many times. We can 
unnecessarily use extra time and memory and 


(for example the average of 1000 numbers), we have al 
use copy-paste option to replicate the code. But es 
at the same time the program listing will also be too !0n9- 
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the number of times to repeat the code is not kno 


se ‘ : wn before | 
in a conditions or is an user input, then we will not kno hand and depends upon one | 


iti w how many ti | 
oe during writing the program. y times to replicate the same _ 
C 
in seudo-code is an alternative approach to the same ; | 
Wy coe the above problems. program using the concept of loops | 
pst 


pepo ram-41a: Pseudocode to find average of three numbers using loop*/ | 
pinclude<stdio .h> | 
int main () 
tint count=1; float num, sum=0, average; 
repeat lines 6 to 9 as long as value in count is less than or equal to 3 
printf (“\nEnter number: ”) ; 
« scanf(“%d”, &num) ; 
sum = sum + num; 
count = count + 1; 
end_of loop 
average = sum/count ; 
printf("\nAverage of %d numbers is %.2f”, count, average) ; 
return 0; 


i ne above code, the variables sum and count have been initialised to 0 and 1 respectively during the 
Gc2ction in line-4. The variable sum stores the result of adding the 3 numbers while the variable count is 


a 
wil be using a counter in this manner to count the number of iterations i.e. to count the number of 
& the loop has repeated. 


ke ye 
a went to add 3 Values in the variables during the execution of the code 
es, the loop is 


=.=4 to repeat 3 times. foes num: Remark 
< % that the counter has = 
te initialised to 1. Each 5.2 |0+5.2=5.2 count increased by 1 
Be the loop portion from 
~~ 10 line-9 is run, the 
ne is increased in 13.1+12.5=25.6 | count increased by 1 
Be ty 
Recar i by the Loop stops 
=eount+1 in line-9. 


ow “en the value of count is equal to 3, the loop portion is repeated for the last time. After that the 
~_ ““\'n line-S becomes False and the program control straight away goes to line-11 where the average is 
“2%, The tanner in which the values in the different variables change Is shown in the table above. 
“ ON the three repeating lines of program-40 (lines-5, 6, 7) have been used in program 41a. Also, a 
. (AD rum has been used to input all the three numbers, instead of three variable num1, num2, and 
. far time the loop is run, a value Is entered In line-7 In the variable num using the scangé() function. 
. 4 \6 then added to the existing value of the variable sum in line-8, So, when the first value 5.2 is 
‘ : ’ 26 added to the existing value of sum |e. 0 in line-8, sum contains the new value 0+5.2 ie. 5.2. 
variable count is incremented by 1 in line-9, So count now contains the value 1+1=2. In this way 
hips aniinues to function. 


7.9 |5.2+7.9=13.1 count increased by 1 


by Re End Of the last repeating line when the end_of loop is reached, the program control goes back 


* bart frorn line-6 to 9 is again repeated. 
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2s 2 counter to keep track of the number of values added. In programs dealing with loops, often we | 


Bue; “Ondition part in line-5. There the condition Is checked to see If It Is True or False. If the condition is 


Pseudocode for 


a loop 


a 


Usually a 


COUPEE 
patton 


is used to count 
the number of 
times the loop has 
run. 


—= 
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During subsequent repetition of the loop new numbers will be input into the same variable num (overwriting 
the last input value) and added to the existing sum to get a new sum value. The value of count also 
incremented by 1 every time. Finally when the result of the condition checking in line-5 becomes False, the 
loop terminates and the control goes to the next line outside the loop. Once outside the loop, the fina| Sum is 
divided by count to get the average in line-11. 


e¢ The Increment and Decrement Operaiors as a statement: 


The increment and decrement operators ++ and -- are extensively used in programs involving iteration je 
loops as stated earlier. These can be placed at two different places with respect to the variable, depending 
upon the situation. These are: 


ie e Pre increment/decrement: When the operator is placed before a variable like ++x, or --x 
Pre and Post e Post increment/decrement: When the operator is placed after the variable like x++, or x-- 


Increment . . . 
op eo When you use the increment/decrement operators to increase/decrease the value of a variable you can use it 
; in the following manner: 
— 
Pf int x=1; 
tab! +" called a 2 printf (“%d”, x); /*Prints the val of x as 
pre-increment 3 sis /*Inoréments a 7 
Oe con | 4 inte (™\ntd”, x) s/s 
5 rin “\ntd”, x); /*Prints the i 
Se § called a : cae : j _. - 
post increment xt+; /*Increments the ue of * 
Be i is ced : /*Prints the value of x a 
operation. 6 = print£(“\nsd”, x); 9 /*Prints the val 
Output: 
1 
2 
3 


When used in the above manner, the final result is the same as is ev 


ident in the above output. The same 
rule applies for the decrement operators also. 


Note that we can replace the operators in lines-8 and 9 in the last program (program-41a) by the compound 
and increment operators as shown below: 


6 sum += num; = instead of sum = sum + num; 
9 +4+count; = instead of count = count + 1; 


However, when the operators are used in an expression, the outputs of the pre-increment/decrement and 
_ Post-increment/decrement operations may differ. 


o> | © The Increment and Decrement Operators in an expression or condition: 


ncrement | When using the increment (++) and decrement (--) operators in an expression or a condition, there may be 
torsinan | a difference between the pre-increment/decrement and post-increment/decrement operations. The 
on _ following codes illustrate the difference between the two. When you write: 

int a=5, num=0; 

num = ++a; 


The two variables a and num are first initialised to 


A 5 and 0 respectively. In the second line we have used the 
pre-increment form of the operator in the expression. 


y= + +x; ‘S Sone os: 


When pre-increment takes place in an expression, the variable is first incremented and then the 
incremented value is used. The variable a is thus first incremented by 1 and it assumes the value 5 +1=6. 
Pars at oye it Is assigned to the variable num, Thereafter the variable num also gets the value 6. he 
s illustra y the memory diagram shown in the next Page. The stat : uivalen 
ement = ++a; is thus eq 
to the two statements in this particular order: num a 
od a= atl; | ee 
2 mum = a, J S2M€as: num = +40; | 
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variable Name Memory Address 
OES 


1000 


1001 


‘om Fl 


1003 | 


num = ++a; 


sy kt us find out what happens when we write the same code but use the post-increment operation. 


int a=5, num=0; 
nun = att; 


=»: two variables a and num are first initialised to 5 and 0 as before. In the second line we have used the 
post-increment form of the operator in the expression. 


nen post-increment takes place in an expression, the variable is first used and then incremented. As 
athe above code only assignment operation takes place, the variable a is first assigned to the variable num 
=i thereafter num assumes the value 5. After the assignment, the variable a is incremented by 1 and it gets 
#2 value 5+1=6. Therefore the variable a now stores the value 6. The operation is illustrated by the memory 
cayam shown below. The statement num = att; is thus equivalent to the two statements in this particular 


oer, 


7 -| Same as: num = at+; } 
Z a=an; J ——— arte | 


num = a; 


VariableName | Memory Address 


nos Bre @® num 


in C. Hence +++x, xt+t, OF Yo" ™s ---y does not have any 
meaning and Is the same as z= (xt+) + y: 


- soe are no operators as +++ OF ~~~ 
“00 by itself, though, z=x+++y does carry a 


5 and ++count: 
re thing should be noted. There is a difference 


ffect of these statements on the variable y is the 


“'Erénce between the expressions count+14 


Wi ,, 
i 48ing the increment/decrement operators, one mo 
“ ween the following two statements though the e 


¥ = count41; 


+ or bsapuants 
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Meaning of 
num=t+a; 


& 


Meaning of 


| num=at+; 


wm 


Difference 
between 
atl and ++a 


— ih 
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The diagram on the right shows the 
difference for the initial value of count 
taken as 5 and y taken as 0, It can be 
seen that though the final content of 
y=count+1 and y=++count are same 
for a particular initial value of count (in 
this case 5) but the way the two 
statements function are different, 


* In the first statement the value of y is 
PPT does | derived by adding 1 to the existing 
not change the value of count. Thus y becomes equal 
value of count, to 6 whereas count remains at 5, 


but changes the 
a But in the second statement, the code 


+ Hcount first increments the value of 
count by 1 and then assigns the 
increased value of count to y. Thus 
: first count becomes equal to 6 and 
: y then this value is assigned to y which 
then becomes equal to 6. Therefore: 


changes the value 
af both count and | 


printf (“New count=%d", count+l) ; 
printf (“New count=%d", ++count) ; 


Varlable Name Memory Address 


1000 y=count+1 


1001 


1002 


1003 


y=t+count 


= Displays count+1, with no change in value of count 
= Changes value of count by 1 and then displays the result 
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In this section we will discuss how we can repeat a set of ; 
program statements using a while loop. Goa 
- ~~) The flowchart on the right shows the logic of the while loop. | 
see WET is | The condition part of the loop may be constructed using Statements ——_» Loop Part 
ar. ercru relational operators (similar to the condition in an if-else | / 
corcrolied loop, satement) or using some other logic. The condition part may 
which tests the check the value of a counter variable to decide how many times Condition False 
condition first to repeat the code. However the use of a counter is not 2 ml 
before ertering compulsory and other logics may be used in the condition part 
tre loop body. to keep a loop running or terminate a loop. True Statements 
In case 2 counter variable is used, it needs to be declared and Statements 
initialised outside the loop. Within the loop it needs to be — 
incremented or decremented as per need. ey 


The shaded portion in the diagram indicates the loop, Each 

tie the loop begins to execute, the condition is tested first and if found True, the body of the loop is 
everysted, It is thus called an entry controlled loop. If the condition becomes False, the control goes out of 
the loop to the statement after the loop, The general structure of the while loop is shown below: 


Initialise loop counter; 
while (condition) 


a 


{ statements j 
True 
eretiNe change Joop counter; ; 
body j 


No semicolon after the while keyword 


Body of the loop indicated by enclosing 
them within the curly braces { } 


ive tht tere 6 0 semicolon after the white condition, In case the condltion becomes True then the 


aatesnens sv Ihe body Of the loop gets executed, The statements to be executed as part of the looP are 
odiaied vy enclosing them within a palr of curly brackets ie, { }. 


et us emiile the program 414 (0 lind the average of three numbers using a while loop 
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— 


: g while loop*/ 
yinclude<stdio sh> 


. 
3 int main () Program to find 
y (int count=1; float num, sum=0, average; average of 3 
s while (count<=3) numbers 
P {printf£(“\nEnter number: ”) ; | 
v 
FS scanf(“%$d”, &num) ; 
9 sum = sum + num; 
° count = count + 1; | 
? | 
10 } 
{J average = sum/count; 
32 printf(“\nAverage of %d numbers is %.2£”, count, average) ; 
i return 0; 
#4) 
Note how the condition part is written using relational operators in line-5. The body of the loop that is 
repeated is from line-6 to line-9. The opening and closing curly braces in line-6 and line-10 enclose the body | 
of the loop. We have used a counter variable called count to count the number of times the loop has run. 
Let us take a simple example to illustrate the functioning of the while loop. The following program prints the 
numbers from 1 to 5. | 
i /*Program-42: Use of while loop to print from 1 to 5*/ 
2 #include<stdio.h> 
3 int main() 
4 { int count=1; ee _ = | 
5 while (count <= 5) _| When last line in the body of the loop 
6 { print£(“\nNumber %d”, count) ; is reached, control goes back to loop 
> : | «<header to recheck condition 
4 ++count; -———— - = LL iene een ee re 
a } 
9 return 0; 
Output: 
Manber i 
Mumber 2 
Mumrer 3 
Number 4 
Bumber 5 
” the above program, the number of times the loop should repeat is checked by the variable count 
(9s Zn give any other suitable name). The program functions in the following way: 
2) In \iné-4 during the declaration part the variable count is initialised to 1 —y 
4, In \ne-5 the loop control structure begins and the condition following the while keyword is Working of while 
checked. In this case it is checked if count<=5 loop 


“, If the condition is satisfied or evaluates to True, the body of the while loop Is executed. 
Once within the body of the loop the printgé () statement in line-6 prints the value of count 
ine variable count is then incremented in line-7 by using the increment operator ++ 
i. As the program control reaches the last line In the body of the loop, it again goes back to line-S and | 
recherys the condition. If it is found to be True the control again enters the body of the loop in line-6 | 


4) If the condition is found False then the body of the loop Is skipped and the statement immediately after 
the body of the loop |e, in this Case return 0 In line-9 gets executed, 


When tne loop is run for the first time, the loop condition Is satisfled as count=1, Is less than 5. The | 
hograrn control enters the body of the loop and prints the value of count, Next it increments the value of | 
Count by 1 in ++count and count becomes equal to 2. On reaching the end of the loop block, the | 


305 P1-11-7 


Part 1: Chapter 11 


program again checks if the condition is satisfied. Since count is now equal to 2, the condition is again 
satisfied and the block of statements inside the loop again gets executed. This continues till ++count makes 


count equal to 5. This is the last time the loop will be executed, for after this count becomes equal to 6 
which fails the condition and the loop terminates. 


ap The above program can be written in a different manner also as indicated below: 


enti ways of 1 int count=0; 
re con dition 2 while (++count <= 5) 
loop 3 printf("\nNumber %d", count) ; 


The variable count has been initialised to 0 instead of 1 in line-1. On entering the while loop condition 
part, count is first incremented to 1 by ++count (pre-increment) and then the condition is tested. The 
condition will remain True till ++count makes count=5 when the loop will be executed for the last time and 


will print Number 5. Note that the curly braces for the body of the loop are also not used as we have a 
single statement to execute as part of the loop. 


In the previous example we have used the pre-increment operator as ++count. If we were to use the 
post-increment operator as count++ then the program will have to be changed in the following way: 

1 int count=0; 

2 
3 


while (count++ < 5) 
printf ("\nNumber %d", count) ; 


In line-2 we have used the post-increment operator as count++. Therefore the increment will occur after 
checking the condition. When the condition will be tested for the first time, count will be equal to 0 which 
will satisfy the condition count<5. After testing the condition count will be incremented to 1 by count++. 
Thus the value of count that will be printed for the first time in line-3 will be 1 and not 0. Note that the 
equal-to sign has been removed and only < is used inside the condition. This is because to print 5 as the last 
number in line-3, count will have to be equal to 4 during testing of the condition, so that the ++ after the 


testing makes it equal to 5. If <= were used then in the next run of the loop the condition would have been 
satisfied and the output would have been 6 after the ++ operation on count in line-2. 


To find the factorial of a number using a while loop. 


1 /*Program-43: To find the factorial of a number*/ 
Fectorizl of 2 2 #include<stdio.h> 
number using 2 pe int main() 
hile loop 4 { int num, count=1; 
5 long int fact=1; 
6 printf (“\nEnter number to find factorial: ”); 
= 7 scanf (“%d”, G&num) ; 
~~ a while( count <= num ) 
For - 9 { fact*=count; /* Same as fact = fact*count 
initiolise the 10 ++count; 
product variable i1 } 
to - j 12 printf£(“\nThe required factorial of %d is %ld”, num, fact) ; 
13 return 0; 
14 =) 
a Output: 
Enter number to find factorial: 5 
wree culculating | The required factorial of 5 is 120 
Pw actoria volue i 
tave tre factorial The variable num is used to input the number whose factorial is to be found. The variable count is used to 
"a * ~ | aunt the number of times the loop has executed and hence has been initialised to 1. 
le eet ac fact is declared as along int type data in line-5 an 
better . Ils Is essential as the value of factori 


d used for storing the value of the 


al increases very rapidly and even factorial of 8 is larger than 
act has 


the range of a two byte integer, Hence £ been taken as a long int 
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sie variable = ene ahaa he and not to 0 in line-5. Initialisation is a must, otherwise | 
- t 0 = € an unpredictable val F 
ttecoun : value when used for the fi 
value of fact Is calculated from the old value of fact by multiplyin ne = ie 


‘ it b . | 
*ialsed variable contains garbage or unpredictable value). eet Seats NReebes Sa a 
in 


line-8. The condition remai | 
joop starts from Ins True as long as the value of the variab 
‘be ains less than or equal to nun. To calculate the factorial of n ei oe 


. um, the loop has to run num number of | 
snes. For example to calculate the factorial of 5, the loop has to run 5 times. When the loop runs for the first _ 
‘ime, count=1 and the condition satisfies in line-8. Within the loop, the value of count i.e. 1 is multiplied | 
with the value of fact i.e. 1 to get the new value of fact as fact=1x1. | 


The counter is then incremented to 2 in line-10. The loop condition again satisfies. Within the loop, count | 
ie. 2 gets multiplied with old fact to get the new value of fact as fact=1x2=2. count is next | 
incremented to 3 in line-10. The loop condition again satisfies and now the new value of fact becomes equal | 
tp fact=2x3=6. count is incremented to 4 and in the next iteration new value of fact becomes equal to | 
fact=6x4=24. This process continues till count becomes equal to 5 in the next step. The condition | 
satisfies for the last time and the new value of fact is calculated as fact=24x5=120, which is the value of | 
factorial of 5. The following diagram shows the procedure. | 


| 
Before start of loop, fact=1, count=1 


fact = ii | _—— Old value of fact | yy 
ia _-——"" Current value of count 
; oa | Logic behind 
1° Iteration, old fact=1, count=1 new fact = 1 . 1 Bh i finding factorial 
2” Iteration, old fact=1, count=2 new fact =1%* 2 = 2 | 
a | 
3" Iteration, old fact=2, count=3 newfact = 2* 3 = 6 | 
4° Iteration, old fact=6, count=4 new fact = 


6 * 4 = 24 | 


5° Iteration, old fact=24, count=5 new fact 


24* 5 = 1120 


End of loop, old fact=120, count=6 new fact = 120 Loop ends as condition is False 


ements | 
Note that the value of old fact is always derived from the previous iteration. 


We give below two more variations of the above program. | 


1 count=1 ; 


/*Second version of factorial program*/ | yy 
2 while( count <= num ) 
3 


| Different ways to 
fact = fact*counttt+; 


| find factorial 
In the above code, the variable count is incremented in the same line where it is used. This is done using the | 


Post-increment operator. After the product fact*count is made in line-3, the post-increment operator | 
increments the value of count by 1 in the same line. | 


1 


while( num>0 ) i: ec rete 
2 


\ 
on of factorial © 


| 
fact = fact*num-~; 


| 
In the above code we have not used the count variable but used the variable num as a counter. For num=5, 


€ while condition is True when the loop starts. After the product fact*num is made in line-2, the post- | 
€crement operator decreases the value of num by 1 in the same line (num--). So num now becomes equal | 
0 4, The while condition is found to be True with num=4 and the loop body again executes. The process | 
Continues till the value of num is equal to 1. Line-2 runs for the last time. After that num-- decrements the | 


Value of num to 0. When the while condition is checked next, the condition num>0 i.e. 0>0 becomes False | 
and the loop terminates. 


We give below a final version of the loop portion for the above program. Try to analyse the program on your | 
Wn with the knowledge you have gained so far! | 
! while( num>0 && fact*=num-~ ); /*Fourth version of £é wrial program* / 


| 
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The next program is used to find the value of x’, where x is a float type value and y is a whole number, 


To find the value of xY, using a while loop where x and y are entered by the user. 


I /*Program-44: To find the power of a number using a while loop*/ 
2 #include<stdio.h> 
3 int main() 
| 4 { float x; int y, count=1; 
5 float power=1; 
6 printf(“\nEnter base value: ”) ; 
7 scanf(“%£", &x); 
8 printf(“\nEnter index value: ”) ; 
° 


scanf(“$da”, &y); 
10 while( count <= y ) 


Ii { power = power*x; 
2 ++count; 
i3 } 
14 printf (“\nThe required power is %f£”, power) ; 
15 return 0; 
16 } 
Output: 


Enter base value: 4.3 

Enter index value: 4 

The required power is 17.2 
In this case the loop should run y number of times as xY means x multiplied y number of times. Like the 
previous problem, with each iteration x is multiplied with the old value of the variable power to get the new 
value of power. For example for x=4 and y=3, the loop should run 3 times. Each.time the value 4 gets 


multiplied with the previous value of power. Thus the steps involved are: 
_ Old value of power 


> 


Before start of loop, power=1, count=1, x=4: power = ‘) 7 _— Value of x 
i= Iteration, old power=1, count=1 new power = power * x = 1* 4 = 4 
J ee 
2° Iteration, old power =4, count=2 new power = power * x =4%* 4= 16 
3° Iteration, old power =16, count=3 new power = sede *x = 16* 4= 64) 
4" Iteration, old power =64, count=4 new power = ‘ Loop ends as condition is False 


We give below another variation of the above program which does not use the counter variable count. 
The logic of operation is similar to the previous one. 


while (y--) 
power = power*x; 


The last two programs are examples of series products where the final product is derived by successively 
multiplying the starting product with a variable or a constant term using a code like 
product=product*term;, Like a serles product you can also have a series sum, where the final sum |S 
derived by successively adding the starting sum value with a variable or a constant term using a code like 
Sums um+ term ; 


in both cases you must initialise the starting product or sum value. Usually the product is initialised to 1 
and the sum is initialised to 0 (exceptions can be there as per specific programming needs). 


Jeing while loop without the use of a proper counter variable: 
I Is HOt always necessary to use a counter to keep a count of the number of times the loop has run. The 


value Of a suilable variable Can be used to keep track of the number of times the loop has run and terminate 


the loop accordingly. The concept can be shown with the help of a set of problems that deal with the 
individual digits of an integer number, 
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the following program finds the sum of the digits of any number entered b 

: ae y the user 
an & je 100P- To do this, the digits of a number are extracted one by one from the right of the number 
ond 2 ded to get the final sum. The modulo operator (%) is used to extract the digits of the number as 


\ 


vd . the program in the next page. 
pow Hf e See 
3 atin getting the sum, three basic steps (i to iii) are repeated. The algorithm for this is: my 
yo . ; : 
check if the input number num is non-zero (for positive numbers). If so, Algorithm to 


j, Get the rightmost digit of the number num by using remainder division operation (num%10) extract the digits 
;. Use the digit obtained in step (i) as per the requirement of the problem (e.g. to get the sum) OF anINEr 
«, Reduce the number num by truncating the rightmost digit of the number using integer division 

(num/10) 


iv. Get back to step (a) 


/*program-45: Getting the sum of the digits of a number*/ yy 
finclude<stdio .h> 
int main () | Finding sum of 


| long int num; digits of anumber 


int digit, sum=0; 

printf ("\nEnter number to add digits: ”); 
scanf(“$ld”, &num) ; 

while( num > 0 ) 

{digit = num$10 ; 


0 sum = sum + digit; 
i num = num/10; 2 _ 
L } or doing a series 
5 printf(“\nThe sum of the digits of the number is $a”, sum); sums always 
4 return 0; initialise the sum 
5 ab Eo O 
\ 2 f. - 


Output: 
Enter number to add digits: 258 
The sum of the digits of the number is 15 
let us analyse the above program with the input value 258, to understand the process: 
* Inline-7 the value to check is entered into the variable num. In our example, 258 is entered in num 


The loop starting from line-8 is used to extract each digit from the number and add it to get the sum. 
As 258 > 0, the while condition is satisfied and the program enters the while loop 


In line-9 the variable digit = num$10 = 258%10 = 8 is obtained (remainder of 258 divided by 10) 
* Iniine-10 new sum = sum + digit =0 + 8 = 8 (aS sum had been initialised to 0 in line-5) 
In liné-11, the new value of num = num/10 = 258/10 = 25 is obtained (integer division of 258 by 10) 


faa the last line inside the loop, the control goes back to line-8, and rechecks the condition. The 
indition is True as the new value of num is 25 and 25>0 Is True. 


In line-9, digit = num%10 = 25%10 = Sis obtained (remainder of 25 divided by 10) 
In line-10, new sum = sum + digit =8 + 5 = 13 (as old value of sum=8 from the last iteration) 
oO the new value of num = num/10 = 25/10 = 2 (result of integer division of 25 by 10) 

Ol again goes back to line-8, where the condition Is True as new value of num=2 and 2>0 is True 


I ; 
: line-9 digit = numt10 = 2%10 = 2/s obtained (remainder of 2 divided by 10) 
f) 


line- 
= 10, new sum = sum + digit =13 + 2 = 15 (as old value of sum=13 from the last iteration) 
ul e 
A iN@-11, the new value of num = num/10 = 2/10 = 0 (result of integer division of 2 and 10) 
"IOI goes back to line-8, where condition becomes False as new value of num=0 and 0>0 is False 


Sth 
'€ final value of sum obtained is equal to the sum of the digits of the number 258 i.e, 8+5+2=15. 
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The while loop is more suited for execution of a loop unknown number of times depending on ae 

calculations or user input. In the last example, the loop continues as long as the number is fone 
depending upon the number of digits in the input value. The loop repeats different number of times 2° 
different number of digits in the value checked. Or 


_ Another such example is to repeat a certain portion of code depending on whether the user wants to r, — 
it, as demonstrated in the program below (though such code is better suited for a do-while loop), ‘at 


1 /*Program-46: Repeating a program* / 


2 #include<stdio.h> 
1 ay int main() 
| 4 { char repeat='y'; 
| 5 float num; 
6 while( repeat=='y’ || repeat==‘Y’ ) 
Zi { printf(“\nEnter any decimal number to square: "”); 
s scanf (“%£", &num) ; 
9 printf (“\nThe square of $f is %£”, num, num*num) ; 
10 puts("\nPress ‘Y’ to repeat with a new number or any other key to exit.") ; 
11 £flush(stdin) ; 
12 repeat = getchar() ; 
IZ } 
14 return 0; 
a | 
Output: 


Enter any decimal number to square: 6.2 
The square of 6.2 is 38.440000 
Press ‘Y’ to repeat with a new number or any other key to exit. 


Enter any decimal number to square: 5.9 
The square of 5.9 is 34.810000 


Press ‘Y’ to repeat with a new number or any other key to exit. 
e 


The above program is used to calculate the square of a number as many times as the user wants, without the 
need to restart the program each time. The condition of the while loop checks the value of a character type 
variable called repeat. In case the value of repeat is ‘y’ or ‘y’, the condition of the loop gets satisfied. The 
variable repeat is first initialised to ‘y’ in line-4 to enter the loop for the first time. Subsequent runs of the 
program depend on the input of the user to the prompt to repeat in line-10. 


As long as the user types ‘y’ or ‘y’, the while condition gets satisfied and repeats the section of the code 
from line-7 to line-13. (Note that the logical OR operator has been used inside the while condition to test if 
the user has entered ‘y’ or ‘y’, for both of which the condition should be True). The user prompt is entered 
using the getchar () function in line-12. Note that the ££lush (stdin) function has been used in line-11. 


Note: Instead of a character type prompt, one can use an integer type prompt with values 0 and 1. 


, = _ You can also have a valid while loop without a proper loop body as shown below: 


1 int «=6; 
“Gt have o proper 2 


loop body ord tre 
loop weodsr wou 
ent With o 


while( x-- ); 
3 = print£("*x = 4d”, x); 


” the above code note that a semicolon has been placed after the while header. This implies that her 
is NO loop body and the loop ends at line-2 itself. The loop header functions as the loop body and al 
code decrements at each run of the code till it becomes zero, when the loop stops (as 0 is taken a5 False)- 


ng nested while loops: eee) 
Winer ¥ * | 
feglad eae, bens structure Is placed within another one, then the inner loop is called a <s 
oy the fai - : : owing ‘example prints a simple right angled triangular pattern on screen | * ** 
ae Sec ss; A a nested loop and based on the number of lines to print as input by the roe | 

e number of lines as 5, the program should print: \** x7 
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_47; Use of nested while loops to print pattern*/ 


jnt 


tn 
in até (*\nBnter the number of lines to print: "); 


af ("88") &n) ; 
nt <= n) Mh 


count=1, 3; 
4 pri 
goa 
ynile (cou 
ie 1; 


while ( 3 <= count ) 


at rin } =" ne ae arr 
{ printf ("*”) 7 
+433 
) 
printf (“\n") printf () 


++¢count; *Count 


) 
return 0; 


a 
output: 


gpnter the number of lines to print: 5 
4 

? 

ant 

eeet 

erent 


\ne6 enters the number of lines of the pattern to print. Let us analyse the program for number of lines as 5. | 


“2 count Variable declared in line-4 is initialised to 1. It will be used to count the number of lines printed. 


The outer while loop in line-7 is used to count the number of lines printed and checks the condition to see if 
22 required number of lines have been printed or not. To start with, as count=1, and n=5, the condition is 
jne and the control enters the outer while loop. 


iain the outer loop in line-8 a variable is initialised to 1. It counts the number of stars printed in a given 
ire. The inner while loop of line-9 is used to print the number of stars depending upon the line number. 


("1 count=1, and j=1, the inner while loop condition j<=count is True and the printf () statement 
*\né-10 prints a star, the variable 3 is next incremented to 2 in line-11. With j=2, the condition of the inner 
ile loop becomes False and the inner loop terminates. The print£() statement of line-13 then prints a 
‘ew line to move to the next line. The line counter count is thereafter increased by 1 in line-14. 


“program control goes back to check the condition of the outer while loop. With count=2 and n=5, the 
“Gon is found to be True and the control enters the outer while loop again. 


"€ Star count variable 3 is again initialised to 1 for the second line of stars. With count=2 and j=1, the 
“€ while loop condition becomes True and the printf () statement of line-13 prints a star in the second 
“€ The variable 3 is incremented to 2 in line-10 and the inner loop condition checked again. With count=2, 
*“ 32 the condition is True again and the print£() statement prints the second star (*) in the second 
- The variable 3 is incremented to 3 next. With count=2 and j=3, the inner while loop condition 
“1s False and the inner loop terminates. The printf () statement of line-13 prints a new line. The 
“8 count is incremented to 3 next and the outer loop condition rechecked. 


‘ bag Way for the first 5 runs of the loop, the variable count will get Increment by 1 and have the values 1, 

Woy 4, 5. For each of these values, the inner while loop will run that many number of times to print the 

ei Thus when count=3, the inner loop will print 3 stars, when count=4, the Inner while loop will print 4 

ee $0 on, After printing every line of stars, the printf () statement of line-13 will introduce a new line 
“at the next line of stars starts printing from the next line. 

Drier - ile 

*rAtion 


loop runs, the variable 3 gets changed and needs to be initialised to 1 again for the next 
of the outer loop. 
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44.4 The break 


The break statement is used to forcibly come out Start 
of a program loop bypassing the normal loop 
condition test or to terminate a case in the 
switch statement (as discussed in the last chapter). Statements 
Loop Part 

The program contro! comes out of the loop on the | j 
execution of a break statement and the statement 
immediately next to the loop gets executed. 

; Condition False 
The flowchart on the next page explains the working 2 
of the break statement. The condition to break out 
of a loop is generally checked using an if statement. True 
Usually if the condition becomes True, the control Statements 


comes out of the loop and if it is found to be False, it 
continues to execute the loop. 


f 


In case of nested loops, the control comes out of the Condition Truer 

loop in which the break statement is located and not ? —» break 

from all the outer loops. Thus if the break is 

exacuted within the inner loop, it will come out of the | False Stateniatan] 
inner loop into the outer loop. icteiaiits: ~ Sal 
The following example illustrates the use of the Stop ‘ 


break statement to find the sum of an arbitrary 
number of positive values input by the user. 
/*Program-48: Use of break statement*/ 
#include<stdio.h> 


int main() 


Ib ho 


{ int count=0, num, sum=0; 
printf("\nEnter numbers to add. (Enter a negative number to end list): ”); 
while (1) 
{ scanf(“%d”, &num) ; 
if (num<0) 
break; 
sum+=num; 


ran oO 


+ \0 


Oo 


++count; 
} 


printf(("\nThe sum of %¢d numbers is %d”, count, sum) ; 
return 0; 


Pare ore ae 
iy & bw wh & 


ts numbers to add. (Enter a negative number to end list): 


-1 
The sum of 3 numbers is 18 
In line we have us j : 
Seana a ee infinite while loop Le, a loop whose condition part is always True, to enter the 
rurriber is entered, the en ie to end if someone enters a negative value in line-7. If a positive 
the number to the existing ¢ “ye gets False and the control goes to line-10, skipping line-9 and adds 
* existing sum. A counter variable count, used to keep track of the number of values 


ertered, % increment - 

beng aways True ale am After this the control goes back to line-6, where the condition while (1) 

the User exiters a negative number, when thew po Ot the loop. The loop goes on repeating in perce! i 
£ fj a 7 : 

We 9 Ges executed. It simply takes the iat sks Sei aces mes 


e 
loop and prints the total eum in line-13, Program control out of the loop to line-13, skipping the rest of th 
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Start The continue 
ttl a certain statements within the | statement 
y255"9. oop. AN if statement within the — 
nd) te loop is used to check some Statements = Loop Part 
wat 9 if the condition becomes True, the | fr 
zcition- control skips the rest of the 
png? ts within the body of the loop and Conaiien False 
sate to the beginning of the loop. ? | 
a eects the condition again. 

+ 

| chart on the right shows the functioning | ch 
Te pentinve statement in general. continue Statements 
d 
ypereas the preak statement goes out of the | | 
i tt continues to T 

_ the continue statemen = ie a. 
oe the loop, skipping some statements. ents 3 
ze folowing program piece illustrates the | False "Statements | 
yoking of the continue statement to print ae MInente i 
xj numbers from 1 to a number as entered by 


om Stop 
/*Program-49: Example of continue statement*/ | | 
Binclude<stdio.h> | | The continue 
} int main() | Statement is used 
4 {int count=1, odd=0, n; | to skip a certain 
5 printf("\nEnter the number up to which to print odd numbers starting from 1: "); | portion of the 
scanf(“%d”, &n) ; loop code and go 
7 while( count<=n ) «-———---—4 to the loop 
j { if (count%2=0) || Incase the /fcondition is True, the program control header directly. 
- || goes to the condition part of while statement again, r 
4 jie | skipping the remaining part of the loop body 
: continue; -—--————— 


i 

1 ) 

2 printf (“\n%d”, count) ; 
3 ++count; | 
4 ++odd; 

15 } 


Printf("\nTotal number of odd numbers printed is %d", odd) ; 
Teturn 0; 


) 

Output: 
En 
1 
3 
5 
7 


17 
ter the number up to which to print odd numbers starting from 1: 8 


Total number of odd numbers printed is 4 | 


. ons up to which the odd numbers are to be printed is entered in line-6 in the variable n. The counter 


yp, cunt has been initialised to 1 in line-4. It is used to run the loop n number of times. The while 
se Pilea! compares the value of count and the value of n. As long as the condition is True, the loop 
SUIS, 


W : 

ie ao loop in line-8 the i£ condition checks if count value is odd or even by using remainder division 
ey on. qf the condition becomes True, it implies that the count value is even. In that case within the if 

‘Ayam, line-9 the count. value is incremented by 1 and in line-10 the continue statement forces the 

co 

ing 


ce ntrol to skip the part from line-12 to 14 and again check the condition part in line-7 with the 
ented value of count. 
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In case the if condition is False, the continue statement is not executed and the lines-12 to 14 get 
executed and print the odd count value. In that case the count value is incremented in line-13. Another 


variable called odd is also incremented in line-14. It is used to count the number of odd values printed. 
When the loop terminates, the value stored in the odd variable is printed in line-16. 


Difference between a break and a continue statement 


Break 


A break statement is used to come out of the loop in 
which it is placed in case certain conditions are satisfied. 


Continue 


A continue statement is used to skip execution of 
certain portions of the loop for certain conditions and 
continue for other conditions. 


A break statement takes the control out of the loop in 


A continue statement takes the control to the 
which it is placed. 


beginning of the loop, skipping certain portions. 


E.g. 


while( x++>0 ) E.g. while( x++ <100 ) 
{ if(x==100) break; { if ( x>50 && x<75 ) continue; 
printf (“\n%td”, x); } printf (“\n%d”", x) ;} 
Eni nn a a i en 
| The do-while loop is similar to the while loop in that it 
| continues as long as the condition remains True. But the main Start 
difference is that, while the while loop may or may not execute { 
| at all depending upon the condition, the do-while loop will Siiamente hese hen 
execute at least once before testing the condition. The reason / 
| is apparent from the flow chart depicting the structure of the | ‘ 
do-while loop. Statements 
The condition in a do-while loop is tested at the end of | 
the do-while block and hence the block will execute at least 
once before testing the condition. It is thus an exit controlled ; False 
Condition 
loop structure. The syntax of the do-while loop is: ? > 4 
“Statements _ 
initialise loop counter; /*optionsal*/ True one 
do { statements; ~y : : ; | 
pm aoe \_| Body of the loop | Stop 
increment loop counter; /‘oprionsal*/ {| indicated by | 


| enclosing them 

_ within the curly | 
braces {} 

Semicolon after the while condition | = 


} while (condition) ; 


The following program inputs a temperature in the Kelvin scale and converts it to Celsius scale. The input is 
tested for validity (i.e. greater than or equal to 0) using a do-while loop. 


J /*Program-50; To enter and check for a valid input using do-while loop*/ 
2 #include<stdio.h> 

3 int main() 

4 {float Ktemp, Ctemp; 

5 int check=1; 

6 do { if (check==1) 

7 puts (“\nEnter value of temperature in the Kelvin scale: ch 
a else 

9g puts ("\nPlease input a valid temperature! ”) ; 

10 seant (“*£”, GKtemp) ; 

Jl check=0; 

17 } while (Ktemp < 0); 

Lj Clemp = Ktemp — 274; 
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printé ("\ntf Kelvin = Sf degree Celsius”, Kteap, Ctemp) ; 

; return 0} 
16 } 
4 variable ane . nee oe eos talk set in Kelvin scale, which has to be a positive value. The 

riable che €r the do-while loop h bi ind i 
meget V9 ' . P Nas been executed once or not and is 
wz to 1 in cians or pe loop starts in line-6. After entering the loop body the program 
encounters the if sta pias the value of check has been initialised to 1, the condition of the 
¢ statement becomes True in line-6 and the program pri , 
1 


1 
senperature using the scanf () function. In line-11 the 


guppose the user enters a positive value as required. Then Ktemp > 0, and hence the condition in line-12 
pecomes False and the program control goes out of the loop to calculate Ctemp in line-13. 


In case someone enters a negative value then Ktemp<0 and the while condition in line-12 becomes True. 
Thus the program control goes back to the start of the loop i.e. to line-6. However now the if condition 
pacomes false as the variable check had been re-initialised to 0 in line-11. Thus the else statement gets 
eyecuted and the program prints Please input a valid temperature! i.e. a different prompt. The 
new value Of Ktemp is again input in line-10 and the condition tested in line-12. As long as the user inputs a 


negative value, the condition will be satisfied and the loop will go on repeating. Whenever the user inputs a 
positive value the do-while condition becomes False and the loop terminates. 


Therefore to test for a valid input the condition of the do-while loop should be just the reverse of the 
required or valid input. 


Incase one does not use different prompts for an invalid input, then the loop can be simplified as shown 
below, without using the check variable. In this case if someone enters an invalid input then the 


andition becomes True but the program prints the same prompt “Enter value of temperature in 
the Kelvin scale:” as it had printed in the first run. 


I do { puts(“\nEnter value of temperature in the Kelvin scale: ”) ; 
2 scanf(“%£”, &Ktemp) ; 
3 } while (Ktemp < 0) ; 


We had said that the do-while loop is most suited for cases where the loop needs to run at least once. 
One such case is to find the HCF (or GCD) of two numbers input by the user as discussed below. 


/*Program-51: To find the HCF or GCD of two numbers using do-while loop*/ 


1 

2 #include<stdio.h> 

3 int main() 

 { int divisor, dividend, rem, hcf; 

5 Print£(“\nEnter numberl: ”) ; 

5 scanf ("4d”, &dividend) ; 

: Printf(“\nEnter number2: ”) ; 

a scanf(“%d”, &divisor) ; 

7 FE dof rem = dividend % divisor; 

- dividend=divisor ; 

0 divisor=rem; 

B } while(rem != 0); 
heft = dividend; 

Printf(“\nThe required HCF = %d”, hcef) ; 
return 0; 

16 } 


ter number1: 90 
*tter number2: 36 
required HCF = 18 


a 
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| The algorithm used for calculating (1) divisor ; 
ee | the hcf of two numbers is shown Z dividend 


(2) 


Old Aivisor is 
made the p iow 


} rr of idl, 
ete HCE or | on the right for numbers 90 and 36. 36 | 90° | 2~s quotient ividend 
SINGS OF | ; i divi 
GCD | First the dividend (i.e. 90) is ae 2 A vidend 
divided by the divisor (i.e. 36) to 48 we 48 36 2 
get a quotient of 2 anda remainder Required hcf - 36 
rem of 18 (It does not matter " — Laem 
which is greater). 
The process of division is repeated till we get a 0 remainder. In doing so, in step (2) the divisor of 
the last division is made the new dividend and the remainder rem from the last division is made the new 
divisor and the division performed. This time we get a 0 remainder and hence we stop the division. 
The required he¢ is the current divisor i.e. 18 in this case (for which rem=0). 
The algorithm shown above is followed in writing the above code. After entering the dividend and the 
divisor in line-6 and 8, the program enters the do-while loop. Within the loop the remainder rem is 
obtained by using the remainder operator in line-9. Next the new dividend Is obtained in line-10 by 
assigning it to the old divisor. Similarly the new divisor is made equal to the old remainder rem in 
line-11. Finally the condition is tested in line-12. As we had said, the process of division would continue 
till we get a 0 remainder. Hence if rem!=0, the condition becomes True and the loop is repeated as in the 
first step of our example with the numbers 36 and 90 and a remainder of 18. 
When the loop is repeated for the second time, the value of remainder rem becomes 0 in line-9 for the 
divisor=18 and the dividend=36. Next in line-10, the new dividend is made equal to the old divisor 
i.e. 18. Hence now the dividend contains the value 18. Next in line-11 the divisor is assigned the 
value of rem i.e. 0 in this case. When the condition is checked in the next line i.e. line-12, it is found to be 
False as rem=0 now and the loop terminates. 
From the algorithm we find that the required hcf is 18 as we got a remainder of 0 in this case. This divisor 
value is however stored in the current dividend vide line-10. Hence the value of the dividend is now 
assigned to the variable he€ in line-13 and printed in line-14. 
Difference between while and do-while loop 


In a while loop the condition is checked first 
and then the body of the loop is executed. 


The body of a while loop may or may not be 
executed. depending upon the condition. 


Structure: while ( condition ) 
{ statements; } 
There is no semicolon after the while condition. 
€-g. ewhile( x++<100 ) 
print£(“\n td”, x); 


In a do-while loop the body of the loop is executed first 
and the condition is checked at the end. 


The body of a do-while loop is executed at least once 
as the condition is checked at the end. 


Structure: do { statements; 

} while ( condition ); 

There is a semicolon after the while condition. 

e.g. do{puts (“Enter +ve no.”); scanf(“%d”, &num) ; 
} while (num < 0); 


Start 
loop structures is the for loop. It can be used in ' iin 
place of the while or do-while loops with Initialise counter 
proper modification. { 
Tne flowchart on the right shows the 
furictioning of the for statement. The counter soheon 
wetialication, condition testing and counter : 
modification — all can be done within the header | 
wornon A the for loop. 
{me for Soop is normally used to run a loop a | uibcsst csabtinal ~<a 


fixed nuriber of times, = "3 . 
f 
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4 of loop for (anitialise loop count, F a 
Bricated by { statements; “kr? Gheck_condition; modify counter) 
enclosing pay si wai 
thin the © 
1 praces {} , Semicolon after each part and NOT acomma 
the for statement executes in the following stepwise manner: ay 
1, The loop counter is first set to an initial value 
>, Next the loop condition is tested we 
3, Ifthe condition is found True, the body of loop is executed 
4, Next the loop counter is incremented/decremented i.e. modified 
5, The condition is again tested and if found True then body of loop is again executed 
6, The process is repeated till the condition becomes False 
jet us now repeat the problem of finding the factorial of a number, but now by using a for loop. 
; /*Program-52: To find the factorial of a number using a for loop*/ 
2 #include<stdio.h> 
3 int main() Bante 


4 { int num, i; 

5 long int fact=1; 

6 printf(“\nEnter number to find factorial: ”) ; 

7 scanf(“$d”, &nmum) ; 

8 for( i=l; i<=num; i++ ) 

9 fact = fact * i; 

10 printf(“\nThe factorial of %d is %ld”, num, fact); 
1] return 0; 


Enter number to find factorial: 3 
The factorial of 3 is 6 


The functioning of the above program is shown by the diagram below. The for loop starts in line-8. Since the 
dody of the loop has a single statement, we have not used the curly braces to enclose the body of the loop. 
The counter generally used in a for loop is taken as i. 


The numbering below shows the sequence in which the program is executed. The variable i is initialized to 1 . 
a the beginning of the for loop in line-8. Next the condition is checked. If the condition is found to be True achat the 
Te body of the loop gets executed in line-9. Next the loop counter variable i is incremented by the Te of the 


raul 
abl beet ae hag 


Statement i++ and the condition is again tested. If the condition is found to be True then the body of the or loop header is 
0p gets executed. This process continues till the condition becomes false when the loop is ended. Jie) and can 

be selectively 
used. 


for (i=1;) i<=num; it++)|| for(i=1; i<=num; i 


ne 
@pact = fact * i; @) race = fact * i; 


(=1; i<=num; i++) 


©:.-. = fact * i; 


© 0 


for (i=1; i<=num; itt) 


© fact = fact * i; 


ist i=2 i=3 
jum = 3 num =3 num =3 num=3 
ne num TRUE i <= num TRUE i <= num TRUE i <= num FALSE 
a! fact =2 fact =6 Exit Loop 
—__ 


"ie three sections in the for header are optional and may be selectively omitted if not required. yy 


er, the two semicolons must be kept. Thus the following piece of code is perfectly correct: ) 
Different formats 


int i=l; /*Loop eéunter i is initialised to 1 outside the loops, f for| 
; o P ) wrlo 
for( ;icmi0; ) /*Loop header contains only the condition part* EE OP 
(print£ ("\ntd’, a); /*Loop body executes loop code*/ 
++i; } /*Loop counter incremented at the end body* / 
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The next program finds the sum of the terms of an A.P. series up to a certain number of terms. 


i /*Program-53: To find the sum of an AP series using a for loop*/ 

Z #include<stdio.h> 

3 int main() 

4 { float sum=0, term, ft, cd; 

SJ int n, i; 

6 printf(‘\nEnter first term of A.P.: ”); scanf(“%f", &ft); 
7 printf(“\nEnter common difference of A.P.: ”); scanf(“%f”, &cd) ; 
8 printf (“\nEnter number of terms to add: ”); scanf (“%d”, &n) ; 
9 term = ft; 

10 for( i=l; i<=n; i++ ) 

IT { sum += term; 

12 term += cd; 

13. ) 

14 printf(“\nThe required sum up to %d terms is %0.2f”, n, sum) ; 

15 return 0; 

16 5) 

Output: 


Enter first term of A.P.: 1.5 

Enter common difference of A.P.: 2.5 
Enter number of terms to add: 10 

The required sum up to 10 terms is 127.50 


In the above program note that the variable term is initialised with the value of the first term £t in 
line-9. This serves as the value of the first term that is added to the variable sum in line-11. The new term is 
then calculated in line-12 by adding the current term with the common difference cd. The loop counter is 
then incremented by i++ and the condition tested again. If found True, the new sum is calculated in line-11 
by adding the newly generated term to the previous sum. This continues till the condition becomes False and 
the loop is terminated. The final sum up to n terms is printed in line-14. 


Difference between a while and a for loop 


| While For 


| The while statement is usually used to perform | The for loop is usually used to perform an operation a fixed 
| an operation for an unknown number of times. | number of times. 


| The condition portion of the ‘while’ statement The condition portion of the ‘for statement can contain the 


| contains only the condition to be satisfied. initialisation, condition and counter increment. 
I 
Structure: Structure: 
while( condition ) for(initialise counter; condition; modify counter) 
{ statements; } { statements; } = 
Lea, P wpe ache 
E.g. while( x++<100 ) ‘|E.g. €or( x=0; x<100; x++ ) 


_ Print£(“\ntd”, x); printf (“\ntd”, x) ; 


Using nested forloops: 
We had earlier seen the nesting of while loops. The next example demonstrates the use of nested for !0OP: 


Calculate the value of the series e* given by: e* = 1 + x/(1!) + x2/(2!) + x3/(3!) + x4/(4!) + ... ton terms. 


* - : i 
Wins san tama the value of e*x using a nested for loop*/ 
4 int main() 
4 { dnt n, i, 4, k;; 
5 float @« = 1.0, x, power, factorial; /*,, starting valu e i ina 
6 printf ("\nInput the value of x: ")7 scan€ ("g£" &x) ; 
7 printf("\nInput number of terms to include; x , 
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acant ("#d", may 
} gor (sel: i<n; i++) /*Outer £o 
ute for Cop to cour num 
9 { power = 1; factorial = ni. en eee a. 
M0 for(J=1; J<=i; j++) /*Nested inner £ 
I power = power*x; wee “GOP to calculate the powert/ 
12 i 
or(k=1; k<=i; k++ 2st 
4 for ( ) /*Nested inner for loop to calculat j 
eke ares is aiculate the factorial*/ 
i e t= power/factorial; /*new term added ¢ 
wv added to existing value of et/ 
16 


7 printé("\nThe value of e*x up to %d terms is t£", n, e); 
18 return 0; 


19 } 
Qutputt: 

Input the value of x: 1 

Input number of terms to include: 10 

The value of e*x up to 10 terms is 2.718282 
Output2: 


Input the value of x:°2 
Input number of terms to include: 4 
The value of e*x up to 4 terms is 6.333333 


The nested loops used in the program are highlighted below: 


9 for(i=1; i<n; i++) -= 


10 { power = 1; factorial = 1; > Outer forloop 
Y for (Jub 3st SDs one 3 | | Inner forloop-1 to calculate the power 
12 power = power*x; —————_—____ 
F for a Sd see ds “ae ri [fg Inner forloop-2 to calculate the factorial 
: e += power/factorial; ein ie Single statement within Inner for loop 

} ne he ) 


let us now examine the 
functioning of the above program 
section by taking the number of 
terms to calculate the sum as 4 i.e. 
n=4 and the value of x=2. 


factorial [K]power | 6 =e powerfactora 


— 
2 1*2=2! 1*2*2=4 3+4/2!=5 
| 


—— 


1*2*3=3! 1*2*2*2=8 5 + 8/3! = 6.333333 


The first term of the series i.e. 1 is 

taken care of in the initial 
Value of e in line-5. We find that 
€xcepting the first term, all 

"terms of the series follow a 
Certain pattern. If we take the 
Sécond term of the series i.e. 


4/1! a5 term number 1 then the r‘” term of the series can be written as: x"/ (r)! 


‘cordingly the computations of the next terms are being carried by the subsequent for loops following this 
Pattern. Since e has been initialised to 1 (first term), the number of terms counted by i goes up to (n-1) in 
Outer for loop hence the condition is i<n and not i<=n in line-9. 


Mt each run of the for loop new values of the variables power and factorial (taken as a float to 

“Ommodate large powers & factorials) are calculated based on the term UTI For example when ist 

'€. for terrn number 1, x1/1! is calculated. For i=2, i.e. for the second term x*/2! Is calculated. For i=3, 

*"/31 is calculated and so on. After the calculation of a new term, it is then added to the existing sum stored 
Variable e to get the new value of e. Let us analyse the program for n=4. 


— 
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1. In line-9 the outer for loop starts. This loop is used to count the number of terms to add. 
2. In line-10 the variables power and factorial are initialised to 1. 


3. Line-10 and 11 form the first nested for loop used to calculate the power of x for that term. When i=1 
the 3 counter will run only once and power = power*x statement in the for loop calculates x1, 


4. Line-13 and 14 form the second nested for loop that is used to calculate the factorial for that term, 
When i=1 the k counter will run only once, and hence the factorial = factorial*, 
statement in the for loop calculates the factorial as 1. 


Line-15 then adds the new value of power/factorial to the existing value of e. 


6. The program control then goes back to line-9 where the counter i is incremented to 2 and the code 
from step2 above is again repeated. This time since i=2, the 3 for loop will run twice and calculate 


x, Similarly the k for loop will also run twice and calculates the value of 2!. Line-15 then adds the 
current value of power/factorial toe. 


7. The-program control again goes back to line-9 where the counter i is incremented to 3 and the code 
from step2 above is again repeated. This time since i=3, the j for loop will run thrice and calculate 


x3, Similarly the k £or loop will also run thrice and calculates the value of 3!. Line-15 then adds the 
current value of power/factorial toe. 


8. After this, when i is incremented to 4 in line-9, the condition becomes False and the loop is ended. 
Line-17 finally prints the final value of e*. 


Go to page P1-11-35 for a more efficient code to find e*. 


j - Ln Carmim re ey ane — 
Use of the Comma operator: 


The comma operator in general allows two expressions to appear at a place, where otherwise only one 
expression would have been used. The general syntax of the comma operator is: 
for (expression_la, expression_1b, ..; expression_2; expression 3a, expression 3b, ...) 
\ } rl ) \ _ _ 


scorperemaenag ¢ as = _ _~ \ 


\/ Se 
Multiple initialisations } | Single Condition | | Multiple modifications 

The expressions expression_1a, expression_1b, etc. separated by commas are used to initialise different 
variables simultaneously within the loop header. Similarly expressions expression_3a, expression_3b, etc. 
separated by commas are used simultaneously within the loop header to modify the variables. Though 
multiple statements can be used in the initialisation and in the modification portions, but usually only one 
test expression or condition is used, as given by expression_2. The single test expression can however 
have conditions connected by logical operators. The following program shows use of comma operator. 


Calculate the value of sin(x) given by sin(x) = x/(1!) — (x3)/(3!) + (x5)/(5!) — (x7)/(7!) + (x°)/(9!)..- 


1 /*Program-55: To find the value of sin(x) using a nested for loop*/ 
2 #include<stdio.h> 
3 int main() 
4 { int n, i, 3, k, sign; 
S float sin = 0.0, x, power, factorial; 
6 printf ("\nInput the value of the angle x (in radians): "); 
7 scant ("%f", Gx); 
K printf ("\nInput number of terms to include: "); 
9 ecanf("%td", gn); 
10 for(iml, sign=1; i<an; i++, sign *= -1) 
}j { power = 1; factorial = Ly 
IZ for (jel; 4<=24%1-1; j++) 
13 power & power*y ; 
14 for (k=l; k<e24i-1; k++) 
{5 factorial « factorial*k; 
it ein + 81.g90* power/factorial; 
I ) 
_ ees 
P1-14-22 OO 
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" value of sin(%f 5 

printé ( \nThe ( ) a to %d terms is SE", x, Nn, Sin) ; 
8 return 0; 
19 
0 } 
output: 

saput the value of the angle x) (in' radians): 0.523598 


rnput number of terms to include: 10 


ge value of sin(0.523598) up to 10 terms is 0.499999 


is similar to the previous i 
above program is sir program i.e. program-54. Note the use of comma operator 
pine-10 to initialise variables 4 and sign to 1 and to modify them again using the i++ and ae 
gatements. Also note that the condition i<=n is used to count the number of terms already added. 


the series WE find that the power of x and the factorial value for that term are the same. Moreover 

wer forms an A.P. series 1, 3, 5, 7 etc. whose i* term is given by (1+(i-1)*2) = 2*i-1. Thus 
the 5 counter in the for loop in line-12 and the k counter in the for loop for line-14 go up to 2*i-1. For | 
pample if 1=3, i.e. for the third term, 3 and k will go up to (2*3-1) =5 i.e. will calculate x5 and 5!. 


from the term values, the sign of the individual terms also alternate starting from a positive sign. 
For this we have taken a variable called sign which is initialised to 1 in line-10. At the end of execution of 
the outer loop, sign is modified by multiplying it by (-1) using the sign*=-1 statement in line-10. Thus if 
sign=1, it will get converted to (-1) and if it is (-1), it will get converted to 1. This sign value is 
multiplied with the term and added to the existing value of sin in line-16. Remember x is in radians. 


Go to page P1-11-36 for a more efficient code to find sine(x). 


The following program piece shows what happens when the comma operator is used in the test- | 

condition checking part of a loop. | 

| /*Program-56: Use of comma operator in the test condition*/ ay 
2 #include<stdio.h> 
ee | ona eaaall 
4 { inti, j, m=7, n=5 ; | used with a 
a | condition 

5 for( i=l, j=1; i<=m, j<=n ; itt, j++ ) 

6 print£("\n i=%d, j=td", i, 5); 

7 return 0; 

8 


} 
Output: 
=1, j=1 
' j=2 
’ j=3 
=4, j=4 


SE j=5 
From the output we find that the loop runs based on the condition 3<=n, the second condition, with the value | &. 


9 ne5, The first condition i<=m is ignored. If we reverse the position of the conditions in line-5 as shown in | 
be following code, then the output becomes: 


: Y tor inl, j=1; jeenypisems; i++, j++) om ye then ths 
second condition 
ts executed. 


& 


7] 


i print£("\n i=td, j=8d", 4, 507 


fe1, 4=1 
i=2, 3=2 
iz3, 53=3 
izg, j=4 
isS, j<5 
456, 3=6 
7, j= 
Ne find that again the second condition i<=m is tested and the first con 


ee 


dition Is ignored as in the last case. 
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An ea 


si vit eyamples. Mee res Tete ee 
rked outexamples 


jome Wo! 
Reverse a number input by the user and check if it is a palindrome. 


Reversing a number and checking if it is a palindrome*/ 


1 /*Program-57: 
2 #include<stdio.h> 
3 int main() 
q { long int num, copy, sum=0 ; 
5 int digit; 
6 printé (“\nEnter number to reverse and check: ”); 
7 scanf(“%$ld”, &num) ; 
s copy = num; 
| 9 while( num > 0 ) 
10 {digit = num%10; 
ii sum = sum*10 + digit; 
12 num = num/10; 
13 } 
14 printf(“\nThe reversed number is %1d”, sum) ; 
Is if (copy == sum) 
16 printf (“\nNumber is a palindrome”) ; 
16 else 
18 printf (“\nNumber is not a palindrome”) ; 
19 return 0; 
20 } 
Outputi: 


Enter number to reverse and check: 152 
The reversed number is 152 
Number is not a palindrome 


Output2: 
Enter number to reverse and check: 25752 
The reversed number is 25752 
Number is a palindrome 


To reverse a number we simply take out each digit from the right of the number one after the other using 
the remainder operator and follow the procedure as indicated for the number 152: 


e In line-7 the value 152 is entered into the variable num. The same is copied to copy in line-8 

« Inline-9, as 152 > 0, the while condition gets satisfied and the program enters the loop 

e In line-10 digit = num%10 = 152%10 = 2 is obtained (remainder of 152 divided by 10) 

¢ Inline-11 sum = sum*10+digit gives sum = 0*10+2 = 2 (aS sum has been initialised to 0 in line-4) 
152/10 = 15 (result of integer division of 152 by 10) 
« Control goes back to line-9, where condition is True as new value of num=15 > 0. 

¢ Inline-10 digit = num%10 = 15%10 = 5 is obtained (remainder of 15 divided by 10) 


« In line-12, the new value of num = num/10 


« Inliné-11 sum = sum*10+digit gives sum = 2*10+5 = 25 (as previous value of sum=2) 

+ In line-12, the new value of num = num/10 = 15/10 = 1 (result of integer division of 15 by 10) 
* Conitrol again goes back to line-9, where condition is True as new value of num=1 is > 0. 

+ Inline-10 digit = numt10 = 1%10 = 1 Is obtained (remainder of 1 divided by 10) 

¢ Inline 11 sum = sum*10+digit gives sum = 25*104+1 = 251 (as previous value of sum=25) 
¢ In line-12, the new yalue of num = num/10 = 1/10 = 0 (result of integer division of 1 by 10) 


* Control again goes back to line-9, where the condition becomes False as new value of num=0. 
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nse Sate nes ede eer ey ee © 21 wh thee 
eif C . Nal value of num a F . ; 
152: ve in case of 2 palindrome the reverse and the um as stored in the variable copy is equal to 


Original value woul j 
sv ih 25752). In this case 251 and 152 are not identi Sut saine (as live of the 


Cal and hence the i iti 
mnie if condition becomes False an 
reels statement prints ‘Number is not a palindrome”. ae 


re that you have to keep a copy of the original number to compare it with the calculated sum later. This is 
pecause the while loop statement auBsnun/ 10 will reduce the original value of num to 0 when the loop 
ands. Hence the result of the comparison with the original number will always be False. If a copy of the 
original number is kept, then the copied number can be compared with the sum to check the condition later. 


program to check if a number is such that the sum of the factorial of digits of the number is 
equal to the number (also called a Facterone). For example 145 = 1! + 4! + 5! | 


/*Program-58: Check if a number is a Facterone*/ | 
#include<stdio.h> | —y | 
| Checking for 
int main () 


| Facterone 
{ long int num, copy, fact, sum=0; 


1 

2 

3 

4 

5 int digit, count; 

6 printf(“\nEnter number to check if it is a Facterone: “); 
7 scanf (“%ld”, &num) ; 
8 copy = num; 

9 


while( num > 0 ) 


10 {digit = num%10; | 
il fact=1; | 
12 count=1 ; | 
13 while( count <= digit ) | 
14 {fact = fact*count; | 
I5 count++ ; 

16 } | 
7 sum = sum + fact; | 
18 num = num/10; 
19 } 

20 if (copy == sum) 

21 printf (“\nNumber is a Facterone”) ; 

2 else 

3 printf (“\nNumber is not a Facterone”) ; 

24 | return 0; 

2 by} 

Output1: 


xz is a Facterone | 

: | 
Enter number to check if it is a Facterone: 214 
r is not a Facterone 


The digits from the input number are extracted using the outer while loop of line-9 using the code | 
i Salli The roe while loop of line-13 then calculates the factorial of the extracted digit. The 
factorial is then added to the sum in line-17. 


Note than the variables fact and count are initialised In line-11 and 12 respectively within the outer loop. 

This Is because every time a new factorial Is calculated with a given digit and added to the sum, the variables | 

fact and count need to be re-initialised to 1 to use them for calculating the factorial of the next digit. If 

these are initialised outside the outer loop, then they will retain their value after calculating the factorial of the 
rst digit and will give a wrong result when the factorlals of the subsequent digits are calculated. 


E ter number to check if it is a Facterone: 145 
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The following program uses the for loop to print a conversion table from Centi 


grade to Fahrenheit, the 
starting and ending temperatures being input by the user. ” 
1 /*Program-59: Centigrade to Fahrenheit conversion Table*/ 
Z #include<stdio.h> 
3 int main () 
| 4 { int i, cen_start, cen_stop; float Fahrenheit; 
| 5 printf(“\nEnter the temp. in Centigrade to start:”) ; 
6 scanf(“%d”, &cen_start) ; 
7 printf (“\nEnter the temp. in Centigrade to stop:”) ; 
| 8 scanf(“%$d”", &cen_stop) ; 
| 9 for(i=cen_start; i<=cen_stop; i++) 
10 { Fahrenheit = (9.0/5.0) *i+32; 
Ii printf (“\n%d deg. C = %.2£ deg. F”, i, Fahrenheit) ; 
IZ } 
IS return 0; 
14} 
Output: 


4 
3 
8 


in Centigrade to start:20 
Enter the temp. in Centigrade to stop:30 


- C = 68.00 deg. F 
21 deg. C = 69.80 deg. F 
22 deg. C = 71.60 deg. F 
23 deg. C = 73.40 deg. F 
24 deg. C = 75.20 deg. F 
25 deg. C = 77.00 deg. F 
26 deg. C = 78.80 deg. F 
27 deg. C = 80.60 deg. F 
28 deg. C = 82.40 deg. F 
29 deg. C = 84.20 deg. F 
30 deg. C = 86.00 deg. F 


In the above example both the counter initialisation value and the condition checking value have been 
input by the user and are variable terms instead of fixed ones. Therefore i is not initialised to 1 as before 
Dut to cen_start and the loop runs till the value of i becomes equal to cen_stop. 


In the above example we have incremented the loop counter at each run of the loop by 1. In general the 
counter can be incremented by any value as shown in the example below to print all multiples of 3. 


i /*Program-60: To print the multiples of 3*/ 
2 #include<stdio.h> 

ci int main() 

4 { int i, limit; 

5 printf (“\nEnter the value up to which to print all multiples of 3: ”); 
6 scanf(“%d”, &limit) ; 

7 for (i=3; i<=limit; i+=3) 

a print£(“td, ”, i); 

9 return 0; 

10 4j 

Output: 


Enter the value up to which to print all multiples of 3: 25 
3, 6, 9, 12, 15, 18, 21, 24, 


Since we want to print the multiples of 3, we have initialised loop counter i to the starting multiple !.¢ - 
After checking the condition and printing the first multiple, the loop counter a is incremented by 3 using 
i i+=% i.e, i=i+3 in line-7, By this we get th 


- line-8. 
e next multiple i.e. 3+3=6, which is then printed in line 
[his continues till 4 reaches the limiting value given by the variable limit 7 
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ro find whether a number entered by the user is a prime number or not: 


Using Loops in C 


jepogram-61: To check whether a number is primes / 
pinclude<stdio. ssi 


! 


Checking fo 
int main () prime 
j int num, i, check=1; 


printé ("\nInput number to find if it is prime: "); 
j scanf ("%d", &num) ; 

: for(i=2; i<num; i++) 

4 { if(num$i == 0) 

9 { check=0 ; 

‘0 break; 


1 } 
12 } 
3 «if (check==1) 


14 printf("\nThe number %d is prime”, nun); 
5 else 
16 printf("\nThe number %d is not prime”, num); 


7 return 0; 

18} 

Output1: 
Input number to find if it is prime: 5 
The number 5 is prime 

Output2: 
Input number to find if it is prime: 27 
The number 27 is not prime 


A prime number is a number which is divisible by 1 and itself only. Thus to check if a number is prime, we 
simply divide the number by all numbers greater than 1 and less than the number. In case it is not divisible 
by any of these numbers then it is prime. Thus to check if 5 is a prime number we divide it by 2, 3, 
and 4 (1 and 5 are excluded as per the definition of a prime number) and hence the for loop runs from i=2 
to i<num i.e. up to 4 and NOT up to i<=num i.e. 5. 


The for loop starts from line-7 and initialises the loop counter i to 2. If the entered value num=5, then the 
condition i<num becomes True and the control enters the loop. In line-8, the if statement checks if numsi 
ie, the remainder of dividing num by i is 0 or not. Ifa number is prime, proper division is not possible 
and the remainder will always be some non-zero value. Hence the condition in line-8 will always be 
False for a prime number. Therefore it will never enter the if block and will not change the value of the 
variable check to 0 in line-9. In that case it will also never execute the break statement. 


In case of a non-prime number, for example 27, the condition num’i==0 becomes True for i=3. Hence the 
param control enters the i£ block and changes the value of the variable check to 0 in line-9. If a number 
tecomes divisible by any number then it is not prime and hence it Is not required to check the number 
"iy further, The loop is terminated forcibly in that case by using the break statement in line-10. Once the 
break staternent in line-10 breaks out of the loop it takes the program control straight to line-13 skipping the | 


‘4 of the loop, as shown in the next page. 


7 for(i=2; i<num; i++) 
: { if(numti == 0) 
? { check=0; 
1G 
break; 

WW 
12 

) 
13 48 (check==1) 


In line-13, the i£ statement simply checks the value of the varlable check. If check==1, i.e. the original | 
Yalue, the program had not entered the if block and hence prints that the number is prime. Else if | 
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check==0 then the program had entered the if block where it got modified to 0 and hence prints that the 
number is not prime. 


| The series 1, 1, 2, 3, 5, 8, 13, 21... is known as the Fibonacci series. The speciality of the series is 
that except for the first two terms, all other terms are derived by adding the previous two terms. The first two 


terms are fixed terms and have the value 1. For example the 6" term i.e. 8 is obtained by adding the Previous 
two terms i.e. 3 and 5 as 34+5=8. 


ie i /*Program-62: To print the Fibonacci Series up to n terms using a for loop*/ 
Printing Fibonacci | 2 #include<stdio.h> 
, series 3 int main () 


4 CX ant a, on; 
5 


long int FirstTerm = 1, SecondTerm = 1, CurrentTerxmn; 


6 printf(“\nEnter the number of terms to print: ”) ; 
7 scanf(“%$da”, &n); 
& if (n==1) 
9 printf(“\nTerm-1 is = 1”); 
10 if (n>=2) 
pO | {printf(“\nTerm-1 is = 1”); 
IZ printf (“\nTerm-2 is = 1”); 
£3 } 
1¢ for(i=3; i<=n; i++) 
Is { CurrentTerm = FirstTerm + SecondTerm; 
16 printf (“\nTerm-%d is = %1d”, i, CurrentTerm) ; 
IZ FirstTerm = SecondTern; 
18 SecondTerm = CurrentTerm; 
19 } 
20 return 0; 
21} 
Outputi: 
Enter the number of terms to print: 2 
Term-1 is = 1 
Term-2 is =1 
Output2: 
Enter the number of terms to print: 6 
Term-1 is = 1 
Term-2 is = 1 
Term-3 is = 2 
Term-4 is = 3 
Term-5 is = 5 


Term-6 is = 8 


The first 2 terms of the Fibonacci series being the same, are printed outside the loop. The next terms are 
printed using the for loop which generate each successive term using the algorithm: 


current term = (first term) + (second term) 


aince the first 2 terms have already being printed, the loop counter i has been initialised to 3 in line-14 and is 
used to count the remaining terms printed. After printing each new term, the counter variable i is increased 
by i++ in line-14. This process continues till i becomes equal to n, when the last i.e. nt term is printed. Then 
i increases to +1, which makes the test condition i<=n False and the loop terminates. 

Note the following: 


+ If nei is entered in line-7, then the condition in line-8 
print the J” term of the series i.e, 
furtver tern is printed, 


2 gets true and the program executes line-9 to 
1, The other conditions in line-10 and line-14 get false and hence no 
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ok entered then the condition in line-10 gets true and 

if 9 ing the if block from line-11 to line-12. The other conditions 

ee no further term is printed. 
he 


5 the conditions in line-10 
2 is entered then and 14 both get true. The ; ine- 
he prints the first 2 fixed terms i.e. 1 and 1. : @. The i£ block from line-11 to 
tl 


The condition of the for loo i 
; p then gets satisfied and the 
for |00P block from line-15 to 18 gets executed and prints the remaining terms. . 


ch run of the loop, line-15 is used to calculate the current term by add; a 
i TT then prints the current term, Y adding the first two terms 


the first two terms are printed by | 
in line-8 and line-14 get false and 


Line-17 and line-18 are used to generate the new set of fi 
term in the next run of the loop. The process is shown by 
the loop with i=3 and i=4. 


rst and second terms for getting the current 
the diagram below for two successive runs of 


for loop runt 1, 1, 2 


E£ = 3] ( FirstTerm } + f SecondTern | = \CurrentTern| 


es 


— 


~~ Step number 
1 P= OE P@ = 
‘ee | 
| FirstTerm | | eeconetene CurrentTerm | 
a —— —_ a = 


for loop run2 1, 1, 2, = 
f=" | | FirstTerm | +| SecondTerm = CurrentTerm)/ 4) 
CQ. | 
1, 1, 3 | 


[Fistter ] [Stcontem] [orenereny 


*n altemate form of the Fibonacci program is written below with the use of the continue statement. 


3 int main() 

4 { int i, n; 

5 long int FirstTerm = 1, SecondTerm = 1, CurrentTerm; 
6 Printf(“\nEnter the number of terms to print: "); 
7 scant ("td”, én); 

8 for(i=1; i<=n; i++)~ 

2 {TE (imel |] imma) 

4 { printf("\nTerm-%d is = 1”, i); 

if continue; 

c } 

8 CurrentTerm = FirstTerm + SecondTerm; 

4 print£(“\nTerm-%d is = %1d”, i, CurrentTerm) ; 
Q FirstTerm = SecondTerm; 

y ; SecondTerm = CurrentTerm; 


Instead of checking individually the conditions for n=1 and n=2, the whole series is printed using the for 
 line-8 in the above program. The if statement in line-9 checks if the value of i=1 or i=2. If so, the | 

ke Wo terms having the fixed value 1 get printed. The continue statement in line-11 then skips the | 

“taining part of the loop code which calculates a new Fibonacci term. | 


Values of i>=2, the printf () statement in jine-10 prints the first two terms. When the value i | 
lo, “S more than 2, the i£ condition in line-9 becomes False and the part from line-13 to line-16 that _ 
lates a new Fibonacci term from the last two terms get executed, 


ie 
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The following example prints all the capital and small alphabets. 


1 /*Program-63: To print all the alphabets using continue statement*/ 
zZ #include<stdio.h> 

3 aint main () 

4 { aint i; 

5 


puts ("## Program to print all the Capital and Small alphabets ##\n") ; 
é& for (i=65; i<=122; i++) 
{ if( i>=91 && i<=96 ) 


continue; 
9 print£("%c, ", i); 
10 } 
11 return 0; 
i2Z2 } 
Output: 


## Program to print all the Capital and Small alphabets ## 


A, B,C, 0, E, £) 6, By 1, Risks My sO ee zr Rr Ste Up Vi uW Ah age 


ayib;, iC; 
a. @, £330 dk) 31k Lease Pinarse 7 St t, u, v, W, ¥, Yr 2, 


The ASCII values of capital alphabets are from 65 to 90 and that of small alphabets are from 97 to 122. In 


between these from 91 to 96 we do not have any alphabets. The for statement in line-6 runs for i=65 to 


122. Once the loop is entered in line-7, the if condition checks if the value of i is within the range 91 to 


26. If not then the continue statement in line-8 is skipped and the printf () function in line-9 prints the 


character corresponding to the ASCII value represented by i. 


This continues for i=65 to 90. After this, for i=91 to 96, the condition in line-7 gets True and hence the 
continue statement in line-8 gets executed. The control goes back to line-6 skipping the portion after the 
continue statement and the counter i gets incremented by i++. The loop again gets executed and till 
i<=86, the continue statement skips the printf () function in line-9. After this, when i>96, the condition 
in liné-7 again becomes false and the program continues to print the lower case letters. 


The next example prints the pattern shown on the right for number of lines=5: 


/*Program-64: Using nested for loops to print pattern-1*/ 
#include<stdio.h> 


int main() 


hb w& toh 


{ int. a, i, 3% 7 


printf (“\nEnter the number of lines to print: ”); 


6 scanf (“%d”, &n); 
7 for( i=l; i<=n; i++ ) /*Outer loop counts number of lines*/ 
2 { for(j=1; j<=(n-i); j++) /*Loop for the blanks in front of the stars*/ 
g printt(“ ”); /*Prints a blank space*/ 
i0 for(k=1; k<=i; k++) /*Loop for the stars*/ 
jj printf ("*”); /*Prints a star*/ 
2 printf (“\n”); 
Z ) 
4 return 0; 
Output: 
Eater the number of lines to print: 5§ 
a S 
Ff 
eve 
eee 
eonwrrve 
bad line in The above pattern consists of 
sls one or more . For 4 
yes Wwe the total number of blank (b) and star is) - blank spaces followed by one or more stats. oan. 
equal to the number of lines to print (N). i-€- a 
1-11-80 Oe 
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mber of blank spaces is equal to b=n-s. Here the number of stars i 
go the nv ine. Hence | Hid | 
for that line. Hence we replace s by i to get the numb in a given |i | 
rs : ; er of blanks =n- 
* gor loop in line-8 is used to print the bla Pee elle 


nks. The variable j is used to count the blanks and hence 
goes from 1 ton-i for the line number i as derived from the outer for loop. | 


a given line is equal to the line 


The next example prints the pyramid pattern shown on the right for number of lines=4: ay 
j /*Progran G4; Ue’ng nested for loops to print pattern-2+/ | P || Printing Pyramid 
2 #include<stdio.h> oe 

3 int main() KOK KOK 

¢ {intn, i, j, ky mTtrrs 

5  printf(“\nEnter the number of lines to print: ”); 

6 scanf (“%d”, &n) ; 

7 for( i=l; i<=n; i++ ) /*Outer loop counts number of lines*/ 

8 { for(j=1; j<=(n-i); j++) /*Loop for blanks in front of the stars*/ 

9 printf£(“ ”); /*Prints a blank space*/ 

10 for (k=1; k<=2*i-1; k++) /*Loop for the stars*/ 

11 printf (“*”) ; /*Prints a star*/ 

12 printé (“\n”) ; 

13 } 


14 return 0; 
15} 


Output: 


Enter the number of lines to print: 5 
* 
xe 
kekeke | 
keeekeaee | 
‘tek kkke kee 


The code for the above pattern is similar to the last one with the only difference in line-10. If you observe you © 
will find that the number of stars in a given line forms an A.P. series 1, 3, 5, 7, 9 etc. The i term of this | 
series is 2*i-1. Hence the for loop of line-10 repeats from 1 to 2*i-1. | 


The next example prints the inverted pyramid pattern shown on the right for number of lines=4: _ my 


| 
r, - he =] | 
I /*Program-65: Using nested for loops to print pattern-2*/ | ee eae | | Printing ae 
2 #include<stdio.h> | eeieace | | event 
3 int main () : | anes | | 
4 { int pV A DD oe | 
print£(“\nEnter the number of lines to print: ”); | 
6 scanf("%d”, &n); | 
7 for( i=n; i>=1; i-- ) /*Outer loop counts number of lines*/ 
8 { for(j=1; j<=(n-i); j++) /*Loop for blanks in front of the stars*/ 
7 print£(“ ”); /*Prints a blank space*/ 
ie for(k=1; k<=2*i-1; k++) /*Loop for the stara*/ 
M1 | print£ (“*”) ; /*Prints a star*/ 
12 | printf (“\n”) ; 
13 | } 
5 
14 § return 0; 
15 4 
ter the number of lines to print: 4 | 
ane ey J 
a a a 7 | Yin 7 | 
ae ; ‘coe ROA TRG) | 
* bes Spe. MR at fd oo etal Ais i | 
The only change in the above code from program-64 Is In the for loop of line-7. Instead of Starting from i=1 | 
We have started from i=n as we have to print the base of the pyramid first. The loop counter is thereafter | 
ee 
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decreased from n to 1 by decrementing the loop counter by i-- in the for loop header. As the loop counter 
decreases from n to 1, the loop condition checked is i>=1. 


The next program calculates the total number of tea, coffee or cold drink items sold from a coffee counter by 
prompting the user for each sell. 


1 /*Program-66: Beverage vending software using a do-while loop and switch-case*/ 
2 #include<stdio.h> 


195) 


int main () 


4 { char prompt; 

5 int tea=0, coffee=0, drink=0; 

6 printf£ (“******** Beverage Vending Shop dike) | 

r do{ printf(*\nEnter T (Tea), C (Coffee), D (Cold Drink) and E (Exit): “); 

Ss ff£lush (stdin) ; 

9 prompt = getchar() ; 

10 switch (prompt) 

11 { case ‘t’ 

12 case ‘T’ : teat+; 

13 break; 

14 case ‘c’ —_— 9 | 
= =] = 

IS case ‘C’ : coffeet+; | a 5 

16 break; a o 

17 case ‘d’ 3 = S$ 

18 case ‘D’ ; drink++; s > 

19 break; o eS 

20 case ‘\n’: | z 2 

21 case ‘e’ 

22 case ‘E’ : break ; 

23 default : printf (“\nEnter a valid choice!”) ; | 

24 } : 

25 } while( ! ((prompt—‘e’)||(prompt==‘E’)) ); 

ae sa a Sell: Tea=%td, Coffee=td, Cold Drink=%d”, tea, coffee, drink) ; 

28 } 

Output: 


*****kk* Beverage Vending Shop *****x*x 


Enter T (Tea), C (Coffee), D (Cold Drink) and E (Exit): t 
Enter T (Tea), C (Coffee), D (Cold Drink) and E (Exit) : co 
Enter T (Tea), C (Coffee), D (Cold Drink) and E (Exit) : e 
Enter T (Tea), C (Coffee), D (Cold Drink) and E (Exit) : a 
Enter T (Tea), C (Coffee), D (Cold Drink) and E (Exit) : v 
Enter T (Tea), C (Coffee), D (Cold Drink) and E (Exit) : D 
Enter T (Tea), C (Coffee), D (Cold Drink) and E (Exit): c 
Enter T (Tea), C (Coffee), D (Cold Drink) and E (Exit): ¢ 
Enter T (Tea), C (Coffee), D (Cold Drink) and E (Exit): q 
Enter T (Tea), C (Coffee), D (Cold Drink) and E (Exit) : ‘ 


Total Bell: Tea=2, Coffee=4, Cold Drink=3 


In the above program, the user inputs the 
é e@ of ink, i i 
prougt in line-9, The variable prompt is fetes pele rel ie lear nde Beas aeot 


as the condition variable for the switch statement in hea” oem oo eae " 


If the user inputs say ‘C’, the ve 
5 , the value in prompt Is ‘C’, Thi 
. BY Wgti- tah ¥ ah » This value is th i se 
te Bigaiheonine ; en checked with each of the ca 
‘ 2 , V’,’c’, and finally when the case constant ‘C’ is in li dition 
gas satisied and the statements following encountered in line-15, the condalt” 


C’ get executed ie. the value of the variable coffee |S 


increnyerited by one and the control bre 
eaks out of the swi 
tch block only 
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shis the white condition Is again checked in line-7 and the process repeated till the user enters ‘e” or 


men the white condition gets false and the program prints the total sell and quits. 


yote Now the paige constants have been used. For example for a coffee item, as both ‘c’ and 
Mr can be a valid input, 7 case Condition in line-14 gets true for ‘ec’. Once a match has been found, the 
. j : 
; simply falls ea sear unary in the absence of any statements to execute following the 
ae irrespective ) coe a € Tollowing cases have matched or not. This is similar to a logical OR 
vation in an if condition. !he break statement in line-16 finally takes the program control out of the 
gwateh block. 
1 witch (prompt) 
10 prompt= ‘c’ 
2{ case ‘t’ : 
$ case ‘T’ : teat+; 
break; 
ase ‘c’ _ ; ; 
B cas eg a Control will go directly from the case ‘c’ to the coffee++ 
Bb case ‘C’ : '§ coffeett+; line, bypassing the case ‘C’ statement 
6° break; 


Also note how the do-while condition in line-25 works. If the user enters either ‘e’or‘E’ in the prompt, 


the condition part ((prompt==‘e’) | | (prompt==*E’ )) gets True. But the NOT operator (!) placed before 


‘he condition makes the overall condition False, thereby stopping the loop. 


vowever, if the user enters any other character in the prompt, ((prompt=‘e’) || (prompt=‘E’) ) 

becomes False. Now the NOT operator (1!) placed before the condition makes the overall condition True, 
ereby continuing with the loop. 

One can do away with the ££lush (stdin) statement in line-8 as the same has been taken care of in line-20 

bythe case ‘\n’ statement. 


om z z ae aaa Wy ey a ; = 5 7 ar r 
a i ( Lomb me Uph= 1 Gomme | 


The following examples show the areas where mistakes are common and some better ways to 
deal with a problem. The whole program is not written always and only the relevant parts are shown. 


The following program section uses the logical and increment/decrement operators to evaluate an expression 
as tue or false. Note the way in which the expression is evaluated: 


i 


int main() 


2 { int a=0, b=0, c=2, d; 

3 c= +ta && t++c || ++b; 

4 d=a && b & c; 

3 printf£("\nValue of a=%d”, a); 
6 printf£("\nValue of b=%d”, b); 
: print£(“\nValue of c=%d”, c); 
a printf£(*\nValue of d=%d”, dq); 
9 return 0; 

w , 

Output: 


Value of a=1 
Value of b=0 
Value of c=1 
Value of d=0 
Mtr, Osput of the above program segment surprises you, here Is the reason why it is such. As mentioned 
‘er, the yalue of the variable c is evaluated from left to right. As an AND operation has a higher | 
Phority than an OR operation, the AND operation will be carrled out first. Hence first a is incremented to 1 by | 
ote The nev operator is AND. Hence to test the logic, « Is next incremented to 3 by ++c. The result of | 
al ANDing of (4+a 66 ++c) thus gives (1 6& 3) = True = 1. | 


~~. 
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The next operator is OR. But the first parameter of the OR operator has already been calculated to 
be 1 and hence is sufficient to declare the final output c as logically true [since, (1) OR (any-value) = True = 
1). Thus further calculation of the remaining portion of the expression is not carried out and hence b is not 
incremented to 1 by ++b and remains as 0. The final value of c thus becomes True or 1. Hence finally 


az=cel. 
0 and hence the expression is not tested any 


Next when d is calculated, a && b gives a logical 0 asb = 
further as the logical output of ANDing will always give a 0 in this case as the first expression is a 0. The final 


value of the variable d is thus equal to 0. This explains the above outputs. 


The increment operator can give rise to some tricky problems as shown below: 


int main () 

fpaune aim. 1); Bb, a; 
b = at+ + ++ta; 
c = atl; 
printf (“\nValue of a=%d”, a); 
printf ("\nValue of b=%d”, b) ; 
printf(“\nValue of c=%d”, c); 


return 0; 
} 
Output: 
Value of a=3 


Value of b=4 
Value of c=4 


The expected output for b is b=1+2 
calculated first and will make a=2, then this will be added to a of at++. 


a=3. Then this a will be added to 1 and make c=3+1=4. 
The following programs show how the increment operators are evaluated when placed within a function: 


CSMN AHA WNHK 


=3. But the actual output will be b=2+2=4. This is because ++a will be 
After the addition, a++ will make 


int main () 

{int x=2, y=3; 

printf ("\nx=%d, y=%d, x=%d", ++x, 
printf ("\nx=%d, y=%td", x, y); 
return 0; 


} 
Output: 

x=4, y=3, x=2 

x=4, y=4 
The output of line-3 is due to the reason that printf () reads the variables starting from the right to 
left. Hence the x++ expression is evaluated first. Since this is a post increment operation, the printf () 
function first prints the current value of x i.e. 2 and then increments it to 3 by the x++ operation. Next it 


t value of y i.e. 3 due to the same reason and increments it to 4 by the y++ operation. 
d from 3 


ytt, x++); 


NH WW KK 


prints the curren 
Finally it encounters the ++x expression. This being a pre-increment operation, x is first incremente 


to 4 and then the value is printed. Line-4 simply prints the current values of x and y i.e. 4 and 4. 


1 int main () 


{int x=2, y=3; 
printf ("\nx=td, y=%d, x=td", xt+, ytt, xt+); 


2 
3 
4 print£("\nx=%td, y=%td", x, y); 
o, return 0; 

6 } 

Output: 


x23, y=3, x=2 
uA, y=4 
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ments 


soning of the above program piece is similar to the previous program. 
» ful ~ 


qe ider the following program section. 
_consle 
now 
int main () 
' int jel; 
ynire (32100) ; 
; F printf ("td\n", a ee 
$417 
) 
return 0; 


s } 
above 100p will run infinitely without showing any output, in other words it will simply go on running 


hen executed The reason lies in the placing of a semicolon (;) at the end of the while condition. 


mis i$ 3 common programming mistake. This implies there are no segments to execute in the body of 
joop and if the condition is true, the control will come back to test the condition again. But since the 
able i has not been incremented, the condition will remain true always, i being equal to the initial value 
of 1. Another reason why a loop can run infinitely is when the condition is true always like while (1). The 
rectification is shown below: 


wnils(i<=100) > 


Some other expressions for infinite loops are given below: 
for (;1;); 
for (77); 
while (1); 
do{ } while(1) ; 


The program-54 of page P1-11-20 is repeated below with a better method that is more efficient in 
rmance than program-54. Calculate the value of the exponential series e* given by the relation: 
ea1tx/(L!) + x2/(2!) + x3/(3!) + x4/(4!) +... ton terms. 


] int main() 

2 { int a, i; 

3 float e = 1.0, x, power = 1.0, factorial = 1.0; 
4 printf£("\nInput the value of x: "); 

5 scanf("%£", &x); 

6 printf("\nInput number of terms to include: ") ; 
7 scanf("%d", &n); 


8 for(i=1; i<n; i++) 

9 { power = power * x; 

10 factorial = factorial * i; 

Wi e = e + power/factorial; 

12 ) 

13 printf£("\nThe value of e*x up to %d terms is %f", n, e); 
14 return 0; 

Ig 4 

Output: 


Input the value of x; 1 
Input number of terms to include: 10 
The value of e*x up to 10 terms is 2.718282 


in the above method, we have not used a nested for loop as in program-54, In program-54, each time a 
few term is calculated, the power |.e. x" and the factorial value i.e. n! are calculated anew. In the 
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| current term, with a slight modification. This redu i i oa 
eMitencrorinereaait ces the total calculation time and hence increases the 
For example to calculate the value of e% up to 11 terms, using the method of program-54 we would have to 


do a total of (14+2+3+4+... +10) = 55 multiplicati i i 
bat. = plications for numerator and 55 multiplications for denomi 
i.e. a total of 110 multiplications in all (for the first term i.e. 1, we would not have to do any multiplication)” 


However using the above method we have to do 2 multiplications for each term (one for the power and 9 

for the factorial) i.e. a total of 2*10 = 20 multiplications for the 11 terms (for the first term i.e. 4 te 
would not have to do any multiplication). Therefore the total number of multiplications is much I 
This will be more prominent when the number of terms increases. = 


In line-3 the variables e, power and factorial are initialised to 1. The for loop starts from line-8. 


Initial starting value of power=1.0, factorial=1.0, e=1.0 


Runi: ji=1, power = power*x = 1*x = x, factorial = factorial*i = 1*1 = 1 = 1! 
e = e + power/factorial = 1 + x/1! } 
Run2: i=2, power = power*x = x*x = x2, factorial = factorial*i = 1*2 = 2 = 2! 
e =e + power/factorial = 1 + x/1! + x2/2! 
Run3: i=3, power = power*x = x2*x = , factorial = factorial*i = 2*3 = 6 = 3! 
e =e + power/factorial = 1 + x/1! + x2/2! + py! | 
Run4: i=4, power = power*x = x3*x = x4, factorial = factorial*i = 6*4 = 24 = 4! 


e = e + power/factorial = 1 + x/1! + x2/2! + x3/3! + x*/4! etc. 


Thus we find that with each run of the loop we get a new term of the series by the process shown 
above without doing the calculation from scratch to calculate the power and factorial. 


The program to calculate the value of sin(x) given by the series sins) = x—x?/3! + 2/5! — x7/71 +... 
up to n terms is repeated with a more efficient method than program-55. 


Z int main () 
2 { int n, i, sign = -1; 
ZF float sin, x, y, power, factorial; 
4 printf("\nInput the value of the angle in degrees: wy F 
5 scanf("%f£", &y); 
6 printf ("\nInput number of terms to include: "); 
F scanf("%d", &n); 
8 x = 3.14159*y/180; 
9 power = x; 
10 factorial = 1; 
oe | sin = power/factorial; 
12 for (i=2; i<n; i++, sign *= -1) 
LF { power = power*x*x; 
14 factorial = factorial* (2*i-1) * (2*i-2) ; 
TS. sin += sign*power/factorial; 
16 } 
17 printf ("\nThe value of sin(%f) up to %d terms is %0.3f", y, Nn, sin); 
18 return (0) ; 
19 yj 
Output: 
Input the value of the angle in degrees: 30 
Input number of terms to include: 10 
The value of sin(30.000000) up to 10 terms is 0.500 
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ne calculations are done similar to the prey; , 
ethoG urrent term. However here the a a Problem, |.e. using the previous term to 


the 3, 5 Aree whose i" term is given by 2*i-4, “actorial part of the successive terms form 


psea’ t power he ser Fa by multiplying the previous power by x? in line-13, Similarly each 
S orial is calculated by multiplying the previous factorial by the terms (2*i-1) *(2*i-2). 
it works; consider i=4 for which (2*4-1) # (243 - 


2) = (2#4-1)* (24-2) = (B-1)* (8-2) 
0 
fo “ ye from the apelcae pa term number-3 We have the previous value of factorial = 5! 
76. = . 
Bre for 4 the facto actorial* (2*i-1)*(2*i-2) = 514#7%6 = 71 a required. 


ner 
g of the program is used to convert the angle entered by the user from degree to radians. 
ine 
o infinite while and do-while loops we can also hav 
gina" ; example shows the use of an infinite for loop. 
in 


follow" 
gnt main () 


€ an infinite £or loop as stated earlier. The 


' int count=1; Infinite forloop 
: printé (“\nProgra to print all even numbers from 1 to 100:") ; 
j gor (i/) 
4 { if (count>100) 
5 break; 
f° if (counts2==0) 
7 printf (("“\n%d”, count) ; 
: countt+; 
o 
| y return 0; 
| 2) 


the condition part of the for loop does not contain any parameter, however the semicolons ";” 
must be given. The if statement in line-5 is used to check the condition and the break statement in line- _ 
gis used to break out of the loop once the condition in line-5 gets satisfied. Therefore when the value of the» 
| variable count becomes more than 100 by the count++ operation in line-9, the condition in line-5 becomes 
True and the loop terminates. 


One can have all types of possibilities like for(i=1;;) or for(;n<100;) of for(;;i++) OF 
for (i=0; ;it++) etc. while dealing with a for loop, but the semicolons are a must. To exit from such a 
joop, the condition is checked using an if statement along with a break statement. 


. ; eS 


« Repetition of a code in C is done using the while, do-while and for statements 
* a++ is same as a=a+1, the ++ operator is called the increment operator 
| » a-+ is same as a=a-1, the -- operator is called the decrement operator 


* The meaning of the statement x+=y is the same as x=x+y. += is called a compound operator. Other compound 
operators include -=, *=, /=, %= 

| * The effect of these statements on the variable y is the same, though the final count value is different 

y = count+1; 

y = ++count; 


| 
| * The increment operator ++ when placed in front of a variable is known as pre-increment operation. When pre- 
| increment takes place, the variable is first incremented and then it is used. Therefore y=+-ta; is same as a=at1; 
by y=2; 

| The increment operator ++ when placed after a variable is known as post-increment operation. When 
| 


post-increment takes place then the variable is first used and then it is incremented. Therefore 
y=a++; is same as y=a; a=at1; 
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If an expression contains both a++ and ++a, then the ++a will be evaluated first followed by a+ +] 
Example if a=4, then y=a++ + ++a; will calculate the value of y as 10 . 


+44X, XE4++, OF Yoo) -—°V does not have any meaning by itself, though, Z = X+++y does carry a meaning and js 


the same as z = (x++) + Y 
In a while loop, each time the loop begins to execute, the condition is tested first and if found true 
the body of the loop is executed. Else if the condition becomes false, the control goes out of the loop 


and executes the statement next to the loop. 


The while loop is called an entry controlled loop as the conditio 
a loop un 


n is checked before entering the loop body 
The while loop is more suited for execution of known number of times, depending on certain 
calculations or user input. 


Example of while loop: while( x++<100 ) 


printf("\n %d", x); 
If continuous sum operations are used in a loop (like sum = sum+term), the sum variable needs to be 
initialised to 0 (zero) before the loop starts. If continuous product operations are used in a loop (like 
product = product*term) then the product variable needs to initialised to 1 before the loop starts 


The do-while loop is similar to the while loop in that it continues as lo 
difference is that, while the while loop may or may not execute at all depe 
loop will execute at least once before testing the condition as the condition in a do 
the do-while block 

ondition is checked at the end of the loop 


The do-while loop is called an exit controlled loop as the c 
-while loop, the condition of the do-while loop should be just the reverse of the 


ng as the condition remains true. But the main 
| depending upon the condition, the do-while 
-while loop is tested at the end of 


To test for a valid input using a do 


required input. 
The do-while loop is used for situations where a code needs to be executed at least once, like finding 


the hcf or gcd 


Example of do-while loop: do { puts(“Enter +ve no."); 
scanf("%d", &num); 
} while (num < 0); 

The most important and widely used of the loop structures is the for loop. It can be used in place of 
the while or do-while loops with proper modification. 

ng stepwise manner. The loop co 
found true then body of loop is exe 
in tested and if found true then b 


unter is first set to initial value. Then the 
cuted. Next the counter is 


The for statement executes in the followi 
ody of loop is executed. The 


condition is tested. If condition is 
incremented/decremented. The condition is aga 


process is repeated till condition becomes false. 
The for loop is usually used in situations where the number of repetitions is pre stated or defined 


E.g. of for loop: for( x=0; x<100; x++ ) 
printf("\n%d", x); 

By the term nesting of loops we mean 

within any other type of loop. 

The comma operator in general allows two expressions to appear at a place, 

would have been used. Example for ( i=1, j=9; i<20; ++i, -j) 

If the comma operator is used to separate two or more conditions in the loop header, 


last condition will be evaluated 
The for loop can be used with no argument in the loop header to all combinations of arguments as shown below: 


for'(#;) /*The three parts may be defined elsewhere, but semicolons are must*/ 

for ( i=1; ; ) /*Only the initialisation of loop counter done in loop header*/ 

for (; i<10; ) /*Only condition checking done in loop header*/ 

for(;; ++i) /*Only re-initialisation or increment of loop counter done in loop header*/ 

for ( i=1; i<10; ) /*Initialisation of loop counter and condition checking done in loop header*/ 

for (; i<10; ++i) /*Condition checking and increment of loop counter done in loop header*/ 

for (i=1; ; ++/) /*Initialisation of loop counter and increment of loop counter done in loop header*/ 
The loop statement for (;;); forms an infinite loop that will run for ever 
The break statement is used to forcibly come out of a program loop bypassing the normal loop condition test. The 
program control comes out of the loop and the statement immediately next to the loop gets executed. 

The continue statement is used to take the control to the beginning of the loop, bypassing certain 
statements within the body of the loop. 


placing one loop within another. Any type of loop can be placed 


where otherwise only one expression 


then only the 
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not 
5 Wies' lon para 
' wiple choice Qiisetions: Select from any one of the four options 
y. which of the following is not a proper operation in C? 
i) 3 yoxtti b. re C. Y=+4x; 
what is the final value of y in the C code: X=2; Y=+4x) yaxt4: 
ii) - 2 b. 3 4 ' ' 
what is the final value of y in the C code: X=2) Y=X++; y=t4+x: 
ili) a 2 b. 3 c. 4 . 
which of the following is not a compound operator in C? 
iv) as b. %= C. ?= . 
Which of the following is not a loop control structure in C? 
¥) 5. do-while b. for c. while-do d. while | 
vi) Which one of the ae is an exit controlled loop control in C? | 
3. for . while c. do while d. none of these 
vi) HOW many arguments are there in the loop header of the while loop? 
a.l b. 2 c. 3 d.4 
vii) How many arguments are there in the loop header of the for loop? 
al b. 2 c.3 d.4 
ix) Which of the following codes will not form an infinite loop? 
a. while(2>1); b. do{ }while(-2); c. for (; 1; ); d. while( 2-3 > 3-2 ); 
x) Which command is used to forcibly come out of a loop in C? 
a. continue b. case c. default d. break 
xi) Which loop structure is used if you want to repeat a code at least once? | 
a. for b. while c. do while d. none of these | 
xi) How many times will the following loop run? int x=4; while(--x){ puts('Good Luck”); } | 
a. 2 b.3 c. 4 d.5 
xiii) | How many times will the following loop run? int x=4; while(x--){ puts("Good Morning”); } | 
a.2 b. 3 c. 4 d.5 | 
xiv) How many times will the following loop run? int x=4; while(x-1){ --x; } | 
a.2 b. 3 c. 4 d. 
xv) The following loop will run how many times? 
int x=5; y=2; 
| do { if(y=2) 
| printf("\n%d’, x); } while(y- -); 
a. 1 time b. 2 times c. Infinite times d. None of these 
xvi) What will be the output of the following C code? 
int z, y=3; 
Z=yt5St+tt+y,; 
print{('%d, Yd", y, z); 
a. 11,4 b. 4, 12 c. 4, 13 d. 3, 12 
xvii) What will be the output of the following C code? 
int x=2; 
printt("%d, Yod, Yad’, x, X++, ++X); 
a. 4, 4,3 b. 2, 2, 2 c. 2, 2,4 d. 4, 3,3 
“U\l) What will be the output of the following C code? 
int x=5; printf("%d, %d, %d", ++X, X, X++); 
a,7,6,5 b.5,5,5 c. 6, 6, 6 d. 5, 6, 7 
vx) What will be the output of the following piece of code in C? 
int x=6; 
while(- 9) printt('%d, "7 x) 
24,3, 2,1, b. 5, 4, 3, 2, ¢, 5,4, 3; 2,4, d. 6,5, 4, 3, 2, 1, 
Sar 
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What will be the output of the following piece of code in C? 
int y, x=5; y= 2+x++ +x; printf("%d, %d", x, Y); 


a. 5, 14 b. 5, 12 c. 6, 12 
The following C code will display the output: 

int x=3; 

while(- -x) printf('%d,”, x); 

a:.2; 1, b. 3, 2, c. 3, 2, 1, 
How many times will the following C code run? 

int x=-5; 

while(2+Xx) (xt4; } 

al b. 2 c. 3 

The following loop in C will run how many times? 

int x=5; y=5; 

while(x = y) { printt("%d,", x); yi} 

a. 1 time b. 3 times c. 5 times 


What will be the output of the following code in C? 
int x=3; 
while(- -x) printf('%d, ”,--x); 


a. 3, 2,1, b. 2, 1 c.1 
How many times will the following C code run? 
char x=Z7 


do { printf("|n%c", Xx); 
x--; 3 while (ix>=2); 


a. 26 b. 0 ¢.1 
How many times will the following C code run? 
int p=3, q=5; 
while ( (p>q)*p=p-D):(9=9-P) ) 
printt("%d", G); 
a.l b. 2 c. 4 


How many times will the following C code run? 
int count=1; 
while ( count>=-10 && count<=10 ) 

{ printt(‘Count=%d", count); 


count++; } 
a. 40 b. 30 c. 10 
How many times will the following C code run? 
Int x=3, y=5; 
while(x-y) printt("%d", x++); 
al b. 2 G3 
What will be the output of the following code in C? 
Int p=4; 


do { p = p/++p; p--; } while(p); 
printh("%d", pj; 


a. 3 b. 1 c. 0 
How many times will the following C code run? 
int p=4, q=5; 

do { I(q=L) printt('|\n%d"_ p);} while(--q); 

a1 b, 2 c.3 


d. 6, 14 


d, 2, 1,8 


d.4 


d. none of these 


d. none of these 


d. 3 


d. 20 


d. 4 


d. 2 


d. 4 


jen" 


ts of com 


ter Science 
a Using Loops in C 


answer type questions: 

name tWO entry controlled loop structures in ¢ 

state one difference between a while loop and a do-while loop. 

write an expression for an infinite loop using the forloop structure in C. 
write an expression for an infinite loop using the while loop structure in C. 


write an expression for an infinite loop using the do-while loop structure in C, 
What is the use of the ++ operator in C? 


1 each 


ne What is the meaning of the compound operator *= in C? | 
vi . ; : | 
si) Whatis the equivalent statement using compound operators for the statement V=V%Z 
ix) What is the utility of the continue statement in C? 
x) What is the function of the break statement in C? 
xi) How many times will the following loop run? jnt x=5, y=8; while(x-y) printf("%d”, x++); 
xii) How many times will the following loop run? int x=5, y=8; for(; x>0, y>0; -x, --y) puts("Bye’); 
ill) What is the meaning of the statement x=+-+y; in C? 
xiv) Is there any difference between x++ and ++x in C? 
xv) What is the use of the comma operator in C? 
03, Long Answer type questions: 7Jeah —= 7 
i) Write a program to find the factorial of a number using a do-while loop. Explain the meaning of 
post-increment operation in C. Write any two compound operators in C. 4+2+1 
ji) Write a program to check if an input number is prime or not. Explain the meaning of pre-increment 
operation in C. What is the use of comma operator in C? 44+2+1 
iii) Write a program to find the hcf or gcd of two numbers. Explain the difference between pre- 
increment and post-increment operation in C with the help of an example. 4+3 
iv) Show the use of the continue statement in C with the help of a proper code example. State two 
differences between the continue and break statements in C. How many different compound 
operators are available in C? 4+2+1 | 
{ 
v) Write a program to print only the n® term of a Fibonacci series, where n is a user input. Compare | 
the three loop structures while, do-while, and for. 4+3 | 
vi) What do you mean by a nested loop? State two differences between a while and a do-while loop. | 
State the difference between the statements y=a+1; and y=++a; Name one situation where the | 
do-while loop is more suitable to use. 2+2+2+1 | 
Q4. Assignment Programs: 4 each 
i) Write a program to print the terms and find the sum of n terms of a G.P. series where the first . 
term, common difference and the number of terms to print are entered by the user. 
ii) Write a program to print the sum of the first n terms of the following series: 10, 8, 6, 4, 2, ... ... .. | 
ili) Write a program to print the from term number a to term number b of the following series, where | 
a and b are two integer values entered by the user (a<b): Series = 3, -9, 27, -81, ... ... ... 
iv) Write a program to check if a number entered is such that all the digits in the number are odd in | 
nature [example, 153179, here all the digits are odd] | 
v) Write a program to check if a number entered is such that all the digits in the number are even in | 
nature [example, 24628, here all the digits are even] | 
vi) Write a program to check if a number entered is such that all the digits in the number are | 
alternately odd and even in nature starting from the right [example, 234181, 1=odd, 8=even etc.] 
vil) Write a program to check if a number entered is such that it contains no zeroes in it. If zeroes are 


present then count the number of zeroes present [example, 234181 has no zeroes but 201406 has 
two zeroes, ] 


Write a program to check if a number entered is such that consecutive digits in the number are in | 


| 
ascending order starting from the right [example, 86531, here 1<3<5<6<8] | 
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xiv) 
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xix) 


xx) 
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xxii) 


xxiii) 
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Write a program to check if a number entered is such that the consecutive digits in the number are 
in descending order starting from the right [example, 24589, here 9>8>5>4>2] 

Write a program to check if a number entered is such that the consecutive digits in the number are 
also consecutive in nature [example, 65432, here 2, 3, 4, 5, 6 are consecutive digits] 

Write a C program to find the sum of the digits at the even position and the sum of the digits at 
the odd position (starting from right) of an integer number separately and print the sums, 


[Example: for the number 162457, sum_odd=7+4+6=17, and sum_even=5+2+1=8] 
its and the sum of the odd digits of an integer 


Write a C program to find the sum of the even dig 
number separately and print the sums. [Example: for the number 162457, odd=7+5+1=13, and 


even=4+2+6=12] 
Write a C program using a while loop to check if a number entered is an Armstrong number. 


[If the sum of cubes of each digit of a 3 digit number is equal to the number itself, it is called an 


Armstrong number. E.g. 153 = 13 + 5? + 33] 
red is a perfect number i.e. if the sum of its factors is 


Write a C program to check if a number ente 
equal to the number itself. [For example the factors of 6 are 1, 2, 3 and 6 = 1+2+3, 


the factors of 28 are 1, 2, 4, 7, 14 and 28 = 1+2+4+7+14] 
he digits at the even position and the sum of 


Write a C program to find the sum of the factorial of tl ‘ 
the factorial of the digits at the odd position (starting from right) of an integer number separately, 
Compare the sums and print the larger of the two sums. [Example: for the number 1624, 


sum_odd=4!+6!, and sum_even=2!+1!] 
Write a C program to print all the Armstrong numbers between 100 and 999. Note: Armstrong 


numbers between 100 and 999 include 153, 370, 371, and 407. 
e resultant sum 


Write a program in C which is used to repetitively add the digits of a number till th 
is a single digit number. Then check if the final sum is equal to 1. [For example: 


9253 => 9+24+5+3 = 19> 1+9 = 10 > 1+0 =1] 
Write a program to find and print all prime numbers between A and B, where A and B are two 


integer values entered by the user, such that A<B. 
Write a C program to find whether or not a number n input through the keyboard is a factorial 


number or not using a for loop. For example the number 120 is a factorial number and is equal to 


5! But the number 100 is not a factorial number. 
Write a C program using a do-while loop to calculate the simple interest for a given principal. The 


program should have the following features: 
The program should input from the user, the Principal, Rate of interest and Time of investment. 
e The program should check for valid inputs and give error messages in case of invalid (i.e. 


negative) values. 
The program should ask for multiple runs and will terminate if ‘0’ is entered as the Principal. 


The coefficient of the r power of x for the binomial expansion of (1+x)" is given by: 


"C, = n!/[r! * (n-r)! J 
Write a C program to calculate the coefficient of x’. The user should input n and r. 


Print the terms and find the sum of the following series up to n terms: 
a. S1=2,5,8, 11, 14,... 
b. S2 = 4, 8, 16, 32, 64, ... 
c. $3 = 2/3, 4/5, 8/7, 16/9, ... 
d. S4=1,1, 1,3, 5,9, 17, 31,... 
e, $5 =1, 2/2!, 3/3!, 4/4!, 5/5}, ... 
f. S6 = 1, 1/(3!), 1/(5!), 1/(7!), 1/(9!), ... 
Print the terms and find the sum of the following series up to n terms (here 0<x<=1): 


a X-X+X-X+X—-X+.., 
b. x-x2+x3-xt+xX5-,, 


C, XP— yi + xB — yl + yd — 
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a) x, OF 6x? 9x? | 12x10 
g = l om 10*3! “TS! 12471 
i 6 xo 
am to evaluate: ae ae Reale 
write 2 © progr cos(x) = 1-5 7 4 rT ate ...Where the angle x is in radians 


) and is input by the user. The series is calculated up to n ne of terms as input by the user. | 
rind the sum of the following log series up to ‘n’ terms where (0<x<=1) 


yw) : ee ae 
jog(4+X) = x” 34°95" 
print the following patterns using loops (the number of lines ‘n’ to print following the pattern Is __ 
gull) input bY the user): | 
ne * b. REEEK ec. * d. * 
- kk wk kkk | 
eee ake KKK kkk | 
gawk ak KK Rk kkk } 
es 2. ee * RI * 


i print the following patterns using loops (the number of lines ‘n’ to print following the pattern is | 
a” ah by " user): 


re b, *xeeR Cc. RR d. kek | 
** KaKKK Kk Ik kk kK | 
eek kkk ke KK * * 
Ka xk Kak kk kk 
ee * to Kak 


xix) Print the following patterns using loops (the number of lines ‘n’ to print following the pattern is | 


input by the user): 
Pe | b. 55555 ec. 1 d. 1 
22 4444 123 121 
333 333 12345 12321 
4444 22 1234567 1234321 
55555 di 123456789 .. .. 123454321 
yx) Print the following patterns using loops (the number of lines ‘n’ to print following the pattern is 
input by the user): 
a. A b. 9 c. 1 d. 1 
BB 87 232 101 
ccc 654 34543 10001 | 
DDDD 3210 4567654 1000001 
EEEEE ... .. 567898765 100000001 .. .. | 


xxi) Write a program to generate a pattern as shown below, where the variable n is entered by the | 
user. The value of n should be greater than or equal to 3. The patterns for n=3, n=4, and n=5 are | 


shown below. 
n=3 n=4 nz5 | 
* * * 
kok ok kok Ok kok * 
kk k ok kok wk ok ee | 
kok k ok ke kk wk Pe ee ee a | 
* * k ke ok ok ee ee 
kok kk kok ok Ok kok ke ke wk Oe 
k * x ok xk ke ke ek we * | 
Pa * * kok ok wk ek oe 
kok kk ok kK ek ok kok 
kok kw wk wk wk x ok O* kok ok | 
kok Oo x ok | 
Pe 
| 
kok * x * * * | 
| 
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xxxii) Write a program to generate a pattern as shown below, where the variable n is entered by the 
user. The value of n should be greater than or equal to 2 (ensure that the user enters n>=2). The 


patterns for n=2, n=3, and n=4 are shown below. 


naz Sat n=4 
1 1 1 1 1 1 
123121 Lt 2 2 1.2 @ 121 12a 
x 2a 12323123221 12321 12 3 2 £ 
1 123 2 1 1234323123 432 «21 
121 123 43 2 1 
1 123 2 1 
121 
al 
xxiii) From the figure shown on the right find all the points that are present y 
inside and on the circle in the first quadrant. The radius of the circle 
is a user input. Print the points as x, y pairs like (1,3), (2,3) etc. 
x 


xxxiv) From the figure of the last problem find all the points that are present 
inside and on the circle in all the quadrants. The radius of the circle is 
a user input. 
xxxv) Write a program to find all points that are present inside the shaded 
area of the diagram shown below. The bottom left corner of the 
square is aligned with the origin. The square has a side equal to S that is a user input. 


xxxvi) | In the diagram shown on the right, the circle with radius 
R1 is centred at the origin and the circle with radius R2 
touches the y axis. It has its centre on the x axis. Write a 
program to find all points that are present at the 
common shaded region of the overlapping circles. R1 
and R2 are user inputs. Take R1<R2. 
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hen a program becomes large, it may be difficult to organise everything within a single 
main function. Suppose the main( ) function consists of several thousand lines of code. Within such 
ram it will be very difficult to locate any portion of the code that may need debugging or change and 
: | be similar to finding a needle in a haystack! Moreover some portion of the code may have to be repeated 
4 different points of the same program leading to rewriting of the same code at the different points. For 


sxample if the factorials of several numbers need to be calculated at several places, we have to write the 
ame code to do the calculation at all those places. This would unnecessarily increase the size of the program. 


vnder such circumstances, if the program could have been broken down into several separate logical 
compartments based on the type of job carried out by each section of the code, then it would have 
peen easier to handle the program. The feature that C provides to do this type of coding is called a function. 


a function is a block of instructions that together can perform a certain specific task. As had been 
mentioned at the beginning of the course, a C program in general consists of a number of such functions or 
modules of code; main() being the most important one. You had been already using several library functions 
cary out such jobs as taking inputs from the keyboard [getchar(), scanf() etc.], printing output onto 
te screen [printf£(), puts() ], finding the square-root of a number [sqrt ()] etc. These functions were 
available in the standard library provided by C and one had to just call these functions to execute 
them. Each of these functions had a unique identifiable purpose and executed a specific type of job as had 
peen defined by the scope of that particular function. Thus to print something onto the screen at several 
points in a program, instead of writing the whole code at all those places, one just calls the printf () 
function to get the desired output. 


Depending upon the way a function is available, there are two different categories of functions: 


* Library functions: These are pre-written and pre-compiled functions and stored in the standard 
library of C. The functions are written for doing specific jobs like printing some text on the screen, 
finding a square root, allocating memory at run time etc. To use these functions, the programmer has to 
nclude specific header files and call the functions from the program. Examples of such functions are 
printf£(), scanf(), puts(), sqrt(),malloc(), strlen(), strcpy (), etc. 


User defined functions: It is highly unlikely that functions to do all types of jobs are available in the 
standard libraries. Every program has its own set of special or unique necessities leading to the use of 
some special functions, which may not be available in the standard libraries. These functions are written 
oy users for doing specific tailor made jobs as per the user requirement. To use these functions, the user 
has to first define the function i.e. type the code for the function and then call the function to carry 
Out Its specific tasks. We will now discuss the methods to define and use a user-defined function. Before 
“ng that, let us write down the usefulness of using functions in a program. 


‘he utilities of using functions: 

* Repetitive jobs can be assigned to a function: Any repetitive job that needs to be executed at 
“eral places of the program can be assigned to a particular function. For example consider the sine 
*Ne5 given by the relation sine(x) = x/(1!) — x'/(3!) + x°/(5!) — ... Here the factorial of a number is to be 
‘alculated at several points of the program and necessitates the use of a function called factorial which 
“21 be called each time a factorial needs to be calculated. 


Increases readability of a program: A function consists of self-contained components i.e. it is self 
ficient in nature. Thus if a program is compartmentalised using functions to carry out different jobs, it 
ecomes easier to follow the program logic as one has to concentrate on a certain portion of the code 


Only. This increases readability of a program. 
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c. Reduces chances of error and helps in debugging: Increase in readability also helps in pin pointing 
possible errors within a section of the code and accordingly helps in debugging. 

Helps in shared coding: A large program consisting of several functions can be developed by several 
persons. Each person can code one or more functions independently and then all the modules can be put 
together to build the whole program later on. This makes writing of large programs faster as the whole 
job can be broken down into several logical parts, which can be simultaneously coded. 

Reuse of code: A function carrying out a certain particular work can be reused in more than one 
program by making libraries of such user-defined functions and calling them in the programs as and when 
required. This saves a lot of time unnecessarily rewriting the same code in separate programs. 


d. 


42.2 The Working of a Function ESA EAD tee eS 


Let us now see how a 
function works. The 
diagram on the right 


void prompt () 

{printf (“\n 1! ! WARNING !!!%); 
printf (“\nCheck the value entered”) ; 
printf (“\nYou may lose your data”); 
printf(“\nPress ENTER if you are sure”) ; | 
printf (“\nPress ESC to try again”); | 


void main() 
{statements; 
prompt (); =~ 
statements; 
statements; 
prompt () ; 
statements; 


function called prompt () 
is called from the main () 


executed each time it is 
called. 


When 


) return \ } J 


the function 


| prompt() is called for the first time, the program control temporarily goes from main() function to the 


called function i.e. prompt (). After execution of the statements under prompt (), the control again comes 
back to the statement next to the function call (follow the grey arrows). The same process is repeated again, 
the next time the function prompt () is been called (follow the black arrows). 


Though the above example is of no important use but it illustrates the way a function is used in a program. 
Instead of writing the code for the common task of printing on the screen the same set of lines at several 
points in the main() function, we have used a function called prompt() to do the same job for us. 
Whenever the message needs to be printed we just 
call the function prompt () and it executes the job 
for us. Later on if you want to do some extra thing 
using prompt(), you just add the extra lines 
inside the body of the function prompt() once, 
and it will work as per your requirement. 


int main () 

{statements ; 
printf (“\n !'! WARNING !!!7); 
printf (“\nCheck the value entered”) ; 
printf (“\nYou may lose your data”); 
printf (“\nPress ENTER if you are sure”) ; 


On the other hand if you had not used a function 
to do the job then you would have to write the 
same code at all the places where you needed 


_ those lines of text, as shown in the figure on the 


right. Moreover in case you needed a change at a 


| later stage, you would have to rewrite the 


changes at all those points where you had used 
that piece of code. Surely using a function is a 
much better option! 


A function is similar in structure to the 


printf(“\nPress ESC to try again”); 
statements; 
statements; 
printf (“\n 
printf (“\nCheck the value entered”) ; 
printf (“\nYou may lose your data”); 
printf(“\nPress ENTER if you are sure”); 


printf (“\nPress ESC to try again”) ; 
statements; 


} 


!'! WARNING !!!7); 


main() function. Just like the main() function it processes some information when requested for. The 


request to a function is referred to as calling the function. But before being called, the function 
needs to be defined first. 


A function can be defined at two different places as described below: 


« In the first method a function prototype (discussed later) is declared before writing the main () 
function and the function defined at a later stage. Declaring a prototype results in informing the compiler 
in advance during compllation process the function name and other function parameters so that it can 
cross check with the correctness of the function calls made at a later stage in the main() and other 
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when the compiler e 
ions. Moreover, Ncounters the functio 
vs if advance that these refer to functions that are defined pe 
a ction call before it has been declared or defined, then it 
th 


message that “function prototype not found” Causes a program error and displays 
3 : 


4 shows the general structure of a program using functions 


Figure n() function, and the functions defined after Main (). 


the mai 

The alternative method is to define the functions fi 
* ypctions. Figure 2 shows the use of this method. In th 
the functions before they are being called by main() ( 
error during compilation. 


include header files 


rst and then use them later in main () or other 


or other functions) and hence does not cause any 


include header files 


ototype for function_1() declared; function 1() defined 


pr : 
nection 2 : 
prototype Boe SONECESA_ 4 \) sGaclaned: { statements for function 1; } 
main () ; 
{ statements; function _2() defined 
function 1() called; { statements for function_2; } 
statements; 


function_2() called; main () 


function_1() called; 
statements; 


{ statements; 
function_1() called; 
statements; 
} function_2() called; 
function_1() called; 
statements; 
} 


function_1() defined 
{ statements for function_1; } 


function_2() defined 

{ statements for function 2; } Fig. 1 Fig. 2 

f these two methods, the first method is the preferred one because in that case a function once 
eclared as a prototype can be defined anywhere i.e. either before or after the main() function (but never 


side the main () function, as a function definition within another function is forbidden). 


fhereas in the second method, the functions need to be defined before main(), keeping in mind the fact 
lat the functions should be so arranged that a function is not been called before it has been defined. This is 
) be particularly noted for the case when a user-defined function calls another user-defined function. Thus in 
e above example if function_1() calls function_2(), then instead of defining function_1() first 
id then function_2(), we have to define function_2() first and then function_1(). 


it this situation can be completely avoided if function prototypes are used. The functions being declared 
st, it does not matter the order in which they are defined later. 


lote: A function can also be declared within the main() function along with other variable 
claration. However, remember that a function can never be defined within another function) 


espective of whether a function is declared using a prototype or not, let us discuss how a general function 
S to be defined. A function definition consists of: 


Function Argument List 


The function Header: This consists of Return data re 
ame 


the function return data type, the name of —‘¥pe 

the function, and the function argument 

list (or parameter list). 

- The return data type: A function may do some calculations (for example calculate the power of a 
number) and then supply this calculated value to the point from where the function was called. The 
‘return data type’ of a function indicates the data type (i.e. int, float, char etc.) of this calculated 
value that the function sends back to the point from where it was called. 


float power (float base, int index) a 
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>The function name: Each function IS geturndata Function Argument List 


identified by a name (like printf, type Name 
scanf etc.), The function name follows : : oa Functi 

the same rules applicable for identifiers float power (float base, int index) osqer” 
or variable names. Thus valid function 
names include power, average, rootl, root2, 1stPos, SimpleInterest, VectorProduct etc. 


oThe argument list: When a function is called to do s! 
values with which it is supposed to do the calculations. This list of values forms the argument list or 
parameter list of a function. For example when the power () function shown above is called, one has 


to supply both the base and the index to the function to calculate the power i.e. base**¢**. Thus the 
variables base and index form the argument list of this function. 


ome calculations, it may be supplied with some 


iP » The function Body: It consists of the code that the function executes to carry out its specific job. It 


f 


Thee voriobles 
trot ave posed 
frown the calling 
function to the 
called function 
are called tre 


| 


| 
| 
4 


starts after the function header and is enclosed within a pair of curly braces. 


The following example will clarify the meaning and the working of a function. In the following program an 
user-defined function called power () is used to find the value of x¥ where x is a float, and y is an integer 
f x and y are entered by the user in the main() function and 


and both are input by the user. The values 0 

then they are utilised by the user-defined function to calculate the desired output and send the outcome of 
the calculation back to the main function. 

1 /*Program-67: Example of a User Defined Function and Function Call*/ 


2 #include<stdio.h> 


float power (float base, int index) The function | 
: Header | 


3 

4 { float result=1; 

5 while (index--) | \ Function 
6 result = result*base; ; { 
7 return result; | 

|} ) | 

9 int main() CCU 

10 { float x, output; int y; 

11 printf ("\nEnter base x (decimal value): ”); 

12 scanf(“%£", &X); 


13 printf (“\nEnter index y (integer value): "); 


scanf(“%d”, &y); 
15 output = power(x,y); — - — ~»-| Function call 


printf ("\nValue of xy is %£”, output); 


Mm 
ww 


16 
17 return 0; 
18 } 


Let us now analyse the above example. First, let us consider the main () function from where the program 
starts. Line-10 declares two float type variables, x and output, and one int type variable y. The first 
memory diagram in the next page shows how memory space can be allocated for storing these variables 


declared under the main () function, 


The user enters the two values in x and y In lines-12 and 14 respectively. Let the user input the valu 
x and 4 for y. Therefore the memory location 1000 will now contain the value 1.5 and the memory location 


1004 will contain the value 4. 


e 1.5 for 


Next, in line-15 the user-defined function power () Is called. For the function power () to work, it should 

so what oe . _ what power. This information is supplied by placing the variables x and y inside 
ie braces after the function name power (), as shown in line-15. E is to 

ata seomcsiaditoy acon ' . Each such variable or parameter 'S 


these variables that are passed from the calling function to the called function are called the 
actual arguments. Thus in this example the variables x and y are the actual arguments 
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bythe a| 2 
function ; ru | > 
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| iced | ~ Ld | 
[_]|| Variables - —/- 4 | 
| C_] created | | 
Foy|| bythe ix CL | 
co function : 2 Pe | 
= power() , 2 
i£3 4 
= i@E 
= 23 = 
— ; | 
— 
Variables before Function Call Variables during Function Call Variables after Function Call | 
Let us now understand step by step how the user defined function will respond to this. 
* When the function is called, the | 
values stored in the actual arguments patra] Actual A ts | 
x | output = power (x ; ctual Argumen 
are copied and transferred to the ‘ eC ou de ¥) in main function 
argument list variables in the function eves : Values copied to | ae bes a ' 


header. The figure on the right shows — Function : 
how these values are transferred to return : 


datatype, : int ind 
the function power () from main (). a spe : float power(float base, int in ex) 
. datatype : { float result = 1; Formal 
* First memory space is allocated for o¢;pesuitin : while (index--) Argument 
the variables base and index. Next thiscase ° result = result*base; List 
the value stored in the variable x is : return result; 


copied to the variable base and the : Hy 
value stored in the variable y is copied : 
to the variable index. These 
variables that receive the values 
in the function header are called formal_arguments. Thus base and index form the formal | 
| 
| 
| 
| 


c 


Formal 
Arguments 


arguments in this example. The middle memory diagram shows the memory allocation for the various 
variables during the function call. Note that memory space is allocated for storing the formal 


arguments, only after the function is called. 


. « s 

eel sures ed Peal ener x isa float and so is the first formal argument | Variables in the 
base. Similarly the second actual argument y is an int and so is the second formal argument index. | ai header 
The number, type and order of formal arguments must match the number, type and order of | ne a ve 
the actual arguments, for the function to work properly. . . | passed to 
In this example the £loat value 1.5 Is passed to the float variable base and the int value 4 is | 


Passed to the int variable index (refer to the middle memory diagram). 
The code, that the function Is going to execute, is placed within a pair of curly braces (} just as in the | 
Uy 


main () function. It forms the body of the function. 

e function declares the varlable result as float and assigns value 
le declaration within main() function). Note that memory space is 
after the function is called (refer to middle memory diagram). 


ame order inside the function parameter list as the | * 


the fu 
called Fe 


: es are 


af Or doing its internal calculation, th 
1’ to it in line-4 (similar to variab 
4 allocated for storing the variable result, 


347 P1-12-5 


iS 


prototype 


’ 


AN 2 for 
the function 
provides the 


cornpiler with the 
basic inforvaation 
about how the 
function is used 
and its nature. 


Part 1: Chapter 12 


* The while loop starting in line-5, 
then calculates the required power. 
With each run of the loop, the 


variable result gets multiplied by petseees & Values copled > 
: Function «— aaa, 
the base value. The variable index : 


output = power(x,y); Actual Arguments 


return. : 
acts as the loop counter. With each datatype, : float power(float base, int index) 
index-- the value in index gets ie.the : [ee tia Eee 
decremented by 1 and in this way datatype = { areas tae ; Aran 
when index becomes 0, the loop aa ine : bf Be tc = “ee Th SpE Ee Enno. 
condition becomes false and the loop : Patina result? 
terminates. For example in this case : ae 
for index=4, the loop will run 4 


times before index becomes 0 and 
will produce the result as (1.5)4 
= 5.0625. 


After the calculations the keyword return is used to send the value stored in the variable result to the 
calling function main(). The statement return result sends the value of the calculated float 
variable result i.e. 5.0625 to the float variable output in main(). The data type float written 
before the name of the function indicates that the data type of the return value is a float. The return 


value is then assigned to the variable output in main(). One thing should be ensured that the data 
type of output should be the same as the data type of the return value. 


The third memory diagram in the previous page indicates the memory allocation for different variable 
after the function call. Note that the variable resu1t is local to the function power () i.e. the variable 
is created each time the function is called and ceases to exist after the function has completed its 
execution. Thus the value stored in result is also lost after the function is exit. The question that may 
rise is that if the variable ceases to exist then how the calling function can know the value. The answer 


lies in the fact that a copy of the value to be returned is made, and this copy is made available to the 
return point in the program. 


Note: Though any function can be called from any other function, a function cannot be defined inside 
another function. Thus, in this case power () Cannot be defined inside main (). But the order in which the 
functions are defined may not be the same as the order in which they are called. 


° Declaring a Function prototype: 


A prototype for the function provides the com 


It indicates the function name, the function argument data types and names, and the function 
return data type. The prototype declaration has 


exception that a semicolon is added at the end o 


As is evident from the piece, the function prototype for the user- 


defined function Ppower() i.e. float 
power(float base, int index) ; indicates the following: 


The return data type of the function power () is a float i.e. the function returns a float value 
« The name of the function is power 


The argument list consists of a float type data variable with name base and an int type data 
variable with name index 


After the declaration of the function prototype in line-3, when the function is being called in the main() 
function in line-10, the two values x and 


y are passed to base and index and the calculations are done as 
before and finally the result returned to the main() function. a 


When using several functions, generally the function Prototypes of all t 


he functi i 
| and then defined one by one after the main () function. ERT SIYS eee Betereyaa sa) 
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after the declaration 
. gloat X, output; int y; 

: printf ("\nEnter base x (decimal value): ” 
¢ ecanf (“¥£", 6x); 

printf ("\nEnter index y (integer value): ”); 
scanf(“8d", &y) 


; output = power (x,y); Function called at this point 

7 printt (*\nValue of x“y is %£”, output) ; 

} NO semicolon after the function header for definition 
(float base, int index) 


3 


- gloat power 


; t t=1> 
d { flea resul 


? while (index--) 
Function 


result = result*base; The Body of Definition 
the function 


The function 
, Header 


- return result; 


—m ctatemen?: 
The retu starement. S 


as was mentioned earlier, the return statement is used to send back control to the calling function. [t_ > 
zso returns any value (can be result of any calculation) that is placed after the keyword return. The value 
-eumed may be any literal or can be any variable name or an expression that evaluates to a certain 
value. However remember that a function in C can return a single value only. More than one value 


cannot be returned by a function (however you can return multiple values using a structure type data). ° 

The following examples show different uses of the return statement: Pareturn 
statement sends 

: /*Program-69: Example of a function returning a constant value*/ control back to 

2 int bonus(int x) the calling 

? { printf(“\nYour bonus score is %d”, x/10); function and may 

‘4 return 100: return a value 

5 } also. 


Tne above function called bonus (), receives an int type data (received in the variable x). [t calculates the 
gonus score and displays the bonus in line-3. Finally the function returns a fixed value 100 in line. 


/*Program-70: Example of a function returning a calculation*/ 


7 A function can 
< @ouble molecules(float moles) ~ 


2 { print£(°\nThe total number of moles of the gas = %f”, moles) ; only at any 
: return (6€.022e23 * moles) ; given time. 

) } 

' above program, the function called molecules() receives a float type data (received in the 

“able moles) in line-2. It prints the number of moles in line-3 and finally calculates the number of 


present by multiplying the number of moles with the Avogadro Constant 6.02 2x10" Since the 
"Si A the calculation is a double type value, the return data type has also been declared as 4 double. 


V€ Glosiated result is then directly returned by the function to the calling function. @ 

/*Frogrem-71; Example of a function returning 4 calculation®/ A FURnction cary 
: fiest Total Pressure(float pl, float p2) m t as 
F { printf (“\nThe Partial Pressures are %f, and +f”, pl. P2) ? data! 


r return (pit¢p2) ; 
) 
es two float type data (recenved 1D the 


ie bees AY 

' above program, the function called Total Pressure () Fe \ Sh aera Goan ae 
Wiehes 5) y ; 2 lifferent partial pressure values ‘ 
an 2 represent two ¢ 

pa ¥ *) p2Z) in line-2, that ref 4s the sum of the (wo par tlal pressures 


: Z > 
= #E values in line 3 and finally calculates the total pressure 
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Since the result of the calculation is a float type value, the return data type has also been declared as a 
float. The calculated result (p1+p2) is then directly returned by the function to the calling function. 


1 /*Program-72: Example of a function returning a logical value*/ 
2 aint Check(int x, int y) 

3 { printf(“\nMistakes can fetch you only lesser points!!”); 

4 return ( (x==1) && (y==1)); 

5 } 


In the above program, the function called Check () receives two int type data (received in the variables x 
and y) in line-2. It prints a comment in line-3 and finally returns the logical output of the calculation 
(x==1) && (y==1) . For example, if the value of x is 1 and that of y is 0, then the logical output of the above 
expression becomes false, and the return statement returns the value 0 for false. On the other hand, if x is 
1 and y is also 1, then the expression evaluates to true and return statement returns the value 1 for true. 


1 /*Program-73: Example of a function returning a calculated value*/ 
2 #£loat volume(float p, float t) 

Z { float vol; 

4 vol = 8.1*t/p; 

5 return vol; 

6 } 


In the above code, the function called volume () receives two float type data (received in the variables p 


and t) in line-2. It declares a variable called vol in line-3 that it uses to calculate the volume of the gas with 
pressure p and temperature t. In line-4, the required volume is calculated and assigned to the variable vol. 


In line-5, the value stored in the variable vol is returned to the calling function. 


Note that in line-3, the function declares the float type variable vol for its own use. This variable is NOT 


received by the function in the argument list. For any internal calculation, a function may declare and 
use local variables. The return data type of the function is float, as the data type of the variable returned 


i.e. vol is Float 


1 /*Program-74: Example of a function returning a constant character*/ 
2 char yes() 

Ef { printf£("“\nCORRECT Answer!!”) ; 

4 return ‘Y’; 

5 } 


The function called yes() receives nothing in its argument list. It prints a comment in line-3. In line-4, the 
function returns a constant character ‘y’. Accordingly the function return data type is declared as a char. 


1 /*Program-75: Example of a function returning an input character*/ 
2 char Input() 

3 { char x; 

4 printf (“\nEnter the Section in which you study: ”); 

5 x = getchar(); 

6 return x; 


7 ) 


In the above function, the function receives nothing in its argument list. In line-3 a char type variable x is 
declared for use by the function. In line-4 the user is asked to enter a ‘section’ value. In line-5 the 
getchar() function is used to input the section value from the user into the variable x. This value 
entered by the user Is then returned by the return statement in line-6. 


The function maximum () shown next, recelves two int type values in the variables x and y in line-2. In line- 


4, using the conditional operator, the maximum between the two values is calculated and returned by the 
return Statement. 
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! /*Pprogram-77a: Example of a function without an 
2? cube(float x) 

3 ({ return (x*x*x) ; 

4 ) 


The above function is used to find the cube of a float y, 
function called cube () which does the cubing and sends bac 
inputs the value of say x=5 then the return result will be 1 
instead of getting 166.375 one will get the result as 166 
being not declared explicitly, it is taken by default as an 


int. Hence the function returns only the 
integer portion of the result. To rectify the problem, the function cube () is to be declared as a float: 


1 /*Program-77b: Example of a function with a declared return data type*/ 
2 float cube(float x) 

3 { return (x*x*x) ; 
4 


) 


ariable. The variable to cube is passed to the 
k the result via the return statement. If someone 
25 as expected. But if someone enters 5.5 then 


Now the return data type being declared as a float, the correct result i.e. 166.375 will be returned by the | 


function, when the value of x is 5.5. 


In all the above examples, each function had only one return statement. Though a function can return a 
single value, but in general a function can contain as many return statements as required. However 
in that case only one return statement will get executed finally. Moreover it is not necessary that the 
return statement should be placed at the end of the function; it can be placed anywhere in the function. 


The following program demonstrates the above point. It inputs a character and uses a function to check if it is 
alower case character. If so, it converts it to upper-case, else it prints out the original character. 


/*Program-78: Function Call to change lower to upper character*/ 
#include<stdio.h> 
char toupper (char letter) ; 
void main() 
{ char lower, upper; 

Printf(“\nEnter any character:”) ; 

Scant (“%c”, G&lower) ; 

Upper = toupper (lower) ; 


Printf£(“\nThe upper case letter is %c”, upper) ; 
10 ) 


CDN DH A WRK & 


Char toupper (char letter) 


1 : 
: { if (letter >='a’ && letter <= ‘z’) 
return (letter-32) ; 
14 
else 
15 
6 return (letter) ; 


} 


A character is 
function toupper() receives the character within the variable letter in line-11. The function toupper () 


"Uses the ASCII value of the received character letter to check if It is in lower or in upper case, If 
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found to be in lower case, i.e. if (letter>='a’ && letter<='z’) is true in line-12, it converts it to 
uppercase by the expression (letter-32) in line-13 and returns the value. In case the character is already 
in uppercase, it returns the unchanged character via the second return statement in line-15. 


Output1 
Enter any character:a 
The upper case letter is A 


Output2 


Enter any character:B 
The upper case letter is B 


In general, whenever branching is there and the output depends on which program segment the program has 


_ branched to, the different branches can each contain a return statement to return a particular value. 


It is not necessary that a function should always return a value. A function may print some messages 
or carry out a calculation or print a result without passing any value to the calling function. Under such cases 
the keyword void is placed before the function name in place of the return data type. No return statement 
is used in such a function; otherwise it will give error message during compilation. A modified form of the 


maximum value finding function is given below to show the use of the keyword void. 


/*Program-79: Function to find and display the maximum value*/ 


1 

2 #include<stdio.h> 

3 void MaxValue(int x, int y); 

4 void main (void) 

5 { int a, b; 

6 printf (“\nEnter numberl: ”); scanf(“%d”, &a); 
7 printf (“\nEnter number2: ”) ; scanf(“%d”, &b); 
8 MaxValue (a,b) ; 

9 } 

10 void MaxValue(int x, int y) 

11 { int z; 

12 z= (x>y)? (x): (y); 

13 printf (“\nThe maximum of the two numbers = %d”, 2); 
14 } 


In the above example, the prototype for the function MaxValue() is declared in line-3 and defined in line- 
10. It has been defined to return nothing i.e. void, as the maximum value calculated by the function is 


| displayed in the Maxvalue() function itself. 


Similarly the main() function has also been defined as void as it is not returning any value. Moreover as it 
is not receiving any value either i.e. any formal argument, the keyword void has been placed within the 
brackets after main() to indicate the absence of any argument. A function defined as void should not 
contain any return statement and hence the usual return 0 statement is absent from main (). 


Refer to the worked-out examples in page P1-12-16 to clearly understand how functions work. 


12.4 Function Re 


call itself is known as a recursive function. This is sometimes called circular definition i.e. the process of 
defining something in terms of itself. For a function to be recursive, it must satisfy two basic conditions: 
e It must have an ending point or stopping condition 
e It must make the problem simpler 
The simplest function to illustrate the principles of a recursive call is the function to calculate the factorial of 
a number. We had earlier calculated the factorial of a number by using the for loop. Now we will carry out 
the same function without using the for loop but using function recursion. 


SRP IS ae 
MESES rea eee 


By definition a factorial is defined as: 
© factorial(1) =1 
© factorial(n) = n x factorial (n-1) 
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-80: To calculate the factori | 
sprogtas Orial of a number usin i 
; Vneludecstdio.h> a | 
~ yong int factorial (int num) ; | Factorial of a 
) yoid main () 


in 
long int fact; number using 


* int n; : 

j { orinté ("\nEnter number to find factorial: "); scan£("%d", &n); | recursion 

sf fact = factorial (n) ; ‘ : 

A printf ("\nThe factorial of td is = $ld”, n, fact) ; 

- tas int factorial (int num) 

, { long int f; 

B return 1; 

14 f = num * factorial (num-1) ; 

b return f; 

6 } 

Output 
Enter number to find factorial: 4 : “ 


The factorial of 4 is = 24 


For recursion to 


The diagram below illustrates the flow of program control for calculating the factorial of 4 using the above 
reursive program. The main() function calls factorial() with 4 as its actual argument and the function 
in retum returns back the calculated value for factorial 4. But before returning the computed value, the 
function again calls itself with the actual argument as (4-1) = 3 and expects a return value and waits. This 
second call to the function with 3 as the actual argument causes another call to the factorial () function 
win (3-1) = 2 as actual argument. Finally this leads to another self call with actual argument as (2-1) = 1. 


At this point, the called function has an argument of ‘1’ which satisfies the if condition in line-12 and hence 
réums ‘1’ without executing any further self function calls. In this way the return chain continues until result 


Gall the calls are returned back to the calling functions. 
fact = factorial(4); | Pa” 7) factorial() function called \ Ny 
: ; =~ with argument as 4 % Diagram showing 
= : \ flow of control 
~ long int factorial(int num) \ 
1 — <a, factorial( ) function called \ 
: ° RAF NICE 
. a, feerori= , | A (4-1),5:3 4 > with argument as 4-1 i.e. 3 
;: return ; 
_Feetorial value 24 | N\ 
“sumed by function 7 | 


— i 


Factorial value 6 (=) 
returned by function 


ee ; ; 22m, factorial() function called 
£ = num * factorial hy HE Ae 2 with argument as 3-1 i.e. 2 


Factorial value 2 (/) 


{ long int factorial (int num) 
returned by function 


f= nai * factorial 7 S (201) 2 4 | » 
return f; — Sa 


\} 


Factorial value 1 4) 


long int factorial(int num) | 
returned by function ; 


{ 


if (num == 1) 
Recursive function call ends at this point, return (1); 
as the argument received by the function 
factorial() is 1. The function returns Vt0 0p 


€ previous function. ' 
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The next program calculates the result of xY using recursion. This can be done using recursion, as one can 
express x’ recursively as: 
xY = x* x(y-1) = x * x * x(y-2) = =x*x*x *... x * x(y-Y) 


Moreover x(Y-Y) = x = 1 can be taken as the stopping condition. 


1 /*Program-81: To calculate the power of a number using recursion*/ 
d #include<stdio.h> 

Zz float power(float x, int y); 

4 void main () 

5 { float base, output; 

6 int index; 

7 printf("\nEnter the base: Ub Ts 


8 scanf ("%f", &base) ; 

9 printf ("\nEnter the index: "); 

10 scanf ("%d", &index) ; 

11 output = power (base, index) ; 

12 printf ("\nThe required value of %f to the power td is = %f", base, index, output) ; 
13} 


14 float power(float x, int y) 
IS { ifly = 0) 


16 return 1; 

17 else 

18 return x * power (x, y-1); 
19 } 

Output 


Enter the base: 2 

Enter the index: 3 

The required value of 2.000000 to the power 3 is = 8.000000 
The above function works similar to the last one. The terminating condition for the loop is when the index 
becomes equal to ‘0’ i.e. for power (x,0), aS x9=1, The if statement in line-15 checks this and stops the 
recursive call. For all other values of index y, the return value of the function is the product of the base times 
one less than the current index. The calculation of 23 shown below clarifies the working of the function. 


power (2,3) = 2 * power (2,2) 
= 2*2* power (2,1) 
= 2*2%*2* power (2,0) 
= 2*2*2*1=8 [as power (2,0) =1] 


Though recursion is a useful tool, as it can sometimes make a program much more compact, but before going 
for recursion one should also check for other alternatives such as using a loop. A program execution using 
loops can at times be efficient in reducing overhead compared to recursive calls. This is because at each 
recursive call, the compiler may have to generate copies of the arguments to the function and keep track of 
the location to return to when each return statement is executed, adding to the memory overhead. 


y * 4 ’ - : é 4 aes : 
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In © every variable has two attributes. They are the scope and the class of the variable. By scope of a 


variable we mean the area of the program in which the variable is valid and by class of a variable we mean 
whether the variable is temporary or permanent. 


hil the point we dealt with functions, we used variables only within the main() function. But the moment we 
defined other functions besides the main() function, we had variables defined both in the main () function 
and in the user-defined functions. Under such circumstances a variable can have several scopes or options i.e. 
+ can be valid only within main() or only within the user-defined function or can be valid in both the 
funcions. Moreover if the storage class of the variable is not mentioned in the declaration, then 
the compiler assigns the default storage classes based on the context in which the variable is used. 
Hence in all the previous programs, the storage classes were assigned the default values. Each variable 
cues a portion of the memory to store its value. The variable’s storage class determines in which 
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F The « ofa 
coq on the scope and class of the Variables, they are divided into 4 different types. These are: variable means 
automatic or local storage class variables whether the 
Register storage class variables variable is 
static storage Class variables temporary or 
external or Global storage class variables permanent 


Storage 


Automatic 
syntax: auto) 
all data types) 


Memory 


ication ers (special memories within the CPU) 
cru 


Default Initial Value 


Unpredictable Garbage 
value 


Local to the block in 
which the variable is 
defined 


Functions in C 


are stored i.e. whether in the Memory or in the 


spe table below gives a comparative study of the scope and class of the above four storage classes: 


Till the control remains 
within the block in which 
it is defined 


“Register 
qntax: register) 
nly integers) 

re 


CPU 
Registers 


Unpredictable Garbage 
value 


Local to the block in 
which the variable is 
defined 


Till the control remains 
within the block in which 
it is defined 


Static 


syntax: static) Memory 


Zero 


Local to the block in 
which the variable is 


Value of the variable 
persists between 


All data types) 


External 
(syntax: extern) 
All data types) 


different function calls 


defined 


As long as the program's 
execution does not come 
to an end 


Memory Global 


1, Automatic Storage Class: These variables can be defined at the beginning of any block of code 
immediately after the opening brace (i.e. after the { ). They are said to have local or block scopes. This 
means that they are defined only within the particular block (defined by a pair of curly brackets { } 
) in which they are declared. They are born at the time the program control enters that block and ceases 
to exist when the control comes out of that block. Accordingly the same variable name can be used in 
more than one block with no fear of the compiler mixing up which variable to use when. This is because 
the current value of an automatic variable is the value of that particular variable in the 
current block. The following function block demonstrates the use and scope of the automatic class. Note 
that when not initialised, the value of the variable displayed will be garbage and within each block the 
variable has its own value. 

/*Program-82: Working of automatic variables*/ 

void main () 

{ auto int count], coumt2=20 j <eeemesemrenreenenmeerteterernetnteareentenrerneseretrezerenseters ieee 
printf (“\nOuter countl (uninitialised) =%d”, countl) ; 
count1=10; 
printf£(“\nOuter countl (initialised) =%d”, 
print£(“\nOuter count2 (initialised) =%d”", 

{ auto int count1=30; 

print£ (“\nInner count1=%d”, countl) ; 

countl + 50; i 
count2 + 40; }| 


count1) ; 


count2) ; i 


eoagett? 


“Outer Block 


countl = 


count2 = 


count] (uninitialised) =575 
countl (initialised) =10 
count2 (initialised) =20 
count1=30 

count1=10 

count2=60 
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The variables count1 and count2 are declared in the outer block in line-3. The variable count! is first 
un-initialised and count2 is initialised to 20 in line-3. When the local variable count1 is again declared 


in the inner block, it hides the original count1. The inner count1 ceases to exist the moment the 
control comes out of the inner block. Hence the next printf () displays the same initialised value of 
count1 as 10, as was declared in the outer block unaffected by the countl=count1+50 statement. 
However count2, which was declared in the outer block has changed in value by using a variable in the 
inner block. This was possible because, since the outer block encompasses the inner block, the variable 
declared at the beginning of the outer block is available in the inner block (unless a variable of the same 
name is declared in the inner block as with count1). Hence the value of count2 is displayed as 60 i.e, 


20+40. 
| In case no class specifier is mentioned, the variable is assumed to be a 
| above declaration optional. 
| 
| 


ee 2. Register Storage Class: These variables are similar to auto varia 


me they generally occupy the CPU register memory spaces instead of the conventional memory. 
ister Operations using register variables are faster in comparison to conventional memory stored variables. But 

age class not all variables can be defined as register variables as the allowed data types for these are only 

integers (some compilers may also support character type variables). 

es which are accessed frequently are declared as register 

variables. But care should be taken as all registers are not available at all times for storing these variables. 

This however will not cause any problem in program running as, in case register memory is not available 

then the register variable is automatically changed to an automatic variable by C. The syntax is: 


utomatic, making the 


bles with the only exception that 


Bustatic variable Program loop counters and similar variabl 
gets automatically 
initialized to O. 


register int index; 


These variables also have scope within the block in which they are 

: declared, but they are initialised only once and their default initial value is ‘0’. Whereas for the 
Static previous types of variable classes the value stored in a variable is lost forever once the control comes out 
Cass of the block in which it is defined, in case of static variables, once initialised, the value persists even 


between different function calls. 
ly useful when the contents of a variable need to be accumulated 
h as to count how many times a function has been called as shown 


ee 3. Static Storage Class: 


This type of use can be particular 
between different function calls suc 
below: 

/*Program-83: Working of static variables*/ 


void counting (); 
void main() 
{ int i; 
for (i=1 ;i<=3;it+) 


counting (); 
} 
void counting () 


{ static int count; 
printf (“\nFunction counting() called %d time(s)”, ++count) ; 


SS YNAWHAWNHK 


retains its value 
betweer. furction 10 
cals 7 } 


Output 
Function counting() called 1 time(s) 
Function counting() called 2 time(s) 
Function counting() called 3 time(s) 


In the above example, the function counting () is first called by main() through the for loop in line-6. 
With the first function call, the value of the variable count is initialised to 0 in line-9. For every subsequent 
function calls to counting (), the value stored in the variable count is incremented and printed. Since the 
function is called 3 times, the value of count Is printed 3 times (i=1 to 3) resulting in the output shown 
above. The point to note is that the value of the variable count is not lost between function calls and 
is incremented and accumulated. 
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lace of static variables if the count in the function countin 

4 initialised to 0, then the value of count would n 

“ction is called it will get initialised to 0. Thus the res 
ul 


function counting() called 1 times 


Function counting() called 1 times 
Function counting() called 1 times 


g() was declared as an automatic variable | 
Ot persist between function calls and each time the | 
ulting output would have been: 


as a general note of caution, avoid using static variables unless one really needs them. Since their 
values are kept in memory even if they are not used and they are alive throughout the life of the program, | 
they may use UP a lot of memory space unnecessarily. | 


4, External Storage Class: These variables differ from the variables we have discussed so far mainly with | ay 
respect to their scope. They have a global scope i.e. they are not defined or available within a particular es onal 
block of code but are available throughout the program. As such they are also defined outside all “ 


: , | i ; storage class 
functions, including main(). External variables are usually defined before main(), just like normal g 
variable declaration. 


As external variables are global in nature, they can be assigned a value in one function and the same 
value can be used in another function. We know that a function in general can return a single value. | 
However using global variables, more than one value calculated in a function can be made available to the 
calling function. Moreover arrays declared as global variables need not be passed between functions. 
Thus when a variable is used by many functions in a program, it can be declared as an external variable, 


thus avoiding the need to pass the variable between functions. The following example shows one use of 
global variables: 


1 /*Program-84: Working of global variables*/ | ay 
2 #ainclude<stdio.h> | Use of global 
3 void RealRoots (float a, float b, float c); | variables 
4 float rootl, root2; 

5 void main() 

6 { float a, b, c; 

7 printf(“\nEnter the coefficients of the quadratic equation ax*2+bx+c=0: ”) ; 

8 scanf (“tf %f %£”, Ga, &b, &c); 

9 RealRoots(a, b, c); 

10 Print£(“\nRoots of the quadratic equation are: xl = %f, x2 = %f”, rootl, root2) ; | 

Il) | 

12 void RealRoots (float a, float b, float c) 

13, { float m, n; 

14 if( (b*b-4*a*c) <0 ) 

15 { printf(“\Equation has no real roots”); 

16 exit (0) ; 

17 } 

18m = -b/ (24a); 

3 n= sqrt(b*b-4*a*c) / (2*a) ; 

20 rootl = mtn; 

21 root2 = m-n; 

22 } 

Output 


Enter the coefficients of the quadratic equation ax*2+bxtc=0: 1 1 -6 
Roots of the quadratic equation are: x1 = 2.000000, x2 = 3.000000 


The global variables root1 and root2 are declared in line-4 as global float type variables. The value of the 
'Oots are calculated within the function RealRoots() and assigned to the variables root1 and root2 in | 
20 and 21. Since the variables are declared as global variables, they need not be returned and the 
UES assigned to them in RealRoots () are also avallable in the main() function, where they are printed. 


lines. 
Val 
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A C program can be composed of multiple files which are saved under a common project head. The project 
_ is then build, whereby the individual files are compiled separately and the object files are linked together to 
form a single executable program. Each such file may contain one or more related function definitions. In 
case of such multi-file programs a function definition in a given file can be treated as external. Such external 


| functions will be recognised throughout the program. 
The following program explains the method. 


| FILE1.C 


/*Program-85: Using external functions in a program*/ 


-file program | 4 
auseofextern | 2. #include<stdio.h> 
storage class | 3 extern void message (void) ; /*External function declaration in FILE-1*/ 
4 void main () 
5: { message () ; 
| 6 } 
FILE2.C 
Df extern void message (void) /*External function definition in FILE-2*/ 
2 { puts(“Have a nice day ...”); 
| 2 return; 
4 } 
Output 


Have a nice day ... 
When the project containing the above two files is built and run, the output shown above gets displayed. 


12.6: Some Worked out example: ents 

In C, a function can be defined to perform a variety of jobs. It can be used to carry out some calculations, 
print out some results or simply print some heading. Dividing a program into a number of functions uSually 
reduces the chances of an error and helps in program understanding and debugging. So use of as many 
functions as possible is a good programming practice. The following examples show the use of various types 


of user defined functions. 


/*Program-86: Function to convert from Fahrenheit to Celsius*/ 


be: 
_ ; 2 #include<stdio.h> 
pric i Neri sista 3 float Convert (float Fah) ; 
“ “ “Cel: ius 4 void main() 
an { float Cc, F; 
6 printf (“\nEnter Temperature in Fahrenheit Scale: *) 3 
7 scanf ("“%f£”, &F); 
8 C = Convert (F) ; 
g printf ("“\nRequired temperature in Celsius Scale is Sf", C); 
10 } 
11 float Convert(float Fah) 
12 { float Cel; 
13 Cel=(5.0/9,0)* (Fah-32) ; 
14 return Cel; 
15 i] 
Output 


Enter Temperature in Fahrenheit Scale: 212 
Required temperature in Celsius Scale is 100 


The main() function inputs the temperature in Fahrenheit scale in line-7. Then the function convert () is 
called with the argument ¥. The function defined In line-11, accepts the value within the variable Fah. It then 
calculates the required temperature in Celsius scale using the variable ce1 and returns the result in line-14. 
The result is finally displayed in line-9 in the main () function. 
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jeprogram-87: Function to calculate Factorial of a number* / 
yude<stdio .h> | 


fine) torial (int n) ; 
long SS ‘ Factorial ofa 


yoid main () 
{ int x; 
printf("\nEnter number to find factorial: ”) ; 
scanf("8d”, &X) ; 
¢ = Factorial (x) ; 
printf ("\nRequired factorial is %1la”, £); 
} . 
long int Factorial (int n) 


number using 
mei res | normal function 


MND Bu wy LD 


Ss 


— 
S 


{ int count=1; 
long int fact=1; 
while (count<=n) | 
{fact=fact*count; | 
16 countt++; | 


17 } 
18 return fact; 


Enter number to find factorial: 4 
Required factorial is 24 


In the above program, the main() function inputs the number whose factorial is to be found out in line-7 | 
and calls the factorial function in line-8 with the argument x. The function receives the value stored in x | 
within the argument n. The variable fact, declared as a long integer in line-13 within the Factorial() | 
function, is used to store the result of the calculation. The factorial is calculated using the while loop of line- | 
14 and the result returned to the main() function in line-18. Within the main() function the required result | 
is displayed in line-9. 


| 
! /*Program-88: Calculation of nPr and nCr using factorial function*/ ay 
2 #include<stdio.h> 
3 long int Factorial(int x) ; Calculating nPr 
4 void main() and nCr using 
5 { int n, r; long int nPr, nCr; | function 
6 printf(“\nEnter value of n: ”); 
7 scanf(“%d”, &n) ; | 
8 printf(“\nEnter value of r: ”); | 
3 scanf("¢d”, &r); | 
10 nPr = Factorial (n) /Factorial (r) ; 
1 nCr = Factorial (n) / (Factorial (r) *Factorial (n-r)) ; 
12 Print£("\nRequired nPr = %1ld, nCr = %1d”, nPr, nCr); 
3 } 
14 long int Factorial (int x) 
15 { int count=1; 
; long int fact=1; 
B while (count<=x) | 
19 {fact=fact*count; | 
2 ——— ; 
A return fact; 
Output 


Enter value of n: 5 


Enter value of r: 2 
Required nPr = 60, nCr = 20 
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The above program is used to calculate the values of "P; and "Cr. It inputs the values of n and x in lines-7 and 
9 respectively of the main () function. 


In line-10, the Factorial () function is called twice — once with the value of n and then with the value of r. 
The Factorial() function defined in line-14, is used to calculate both these factorials. Line-11 of the 
main() function then calls the Factorial () function thrice — with the arguments (n), (x), and (n-r). In 
the first case the actual argument n is received by the formal argument x in the Factorial () function. The 
value of x is received by x during the next function call. Finally in the third case the value of (n-x) is received 
by x during the last function call. Each time, the Factorial () function calculates the factorial of the 
number that it receives within its variable x and returns the result via the return statement of line-21. 


f a number using 4 function*/ 


1 /*Program-89: To find the sum of the digits © 
2. #include<stdio.h> 

3 aint SumDigit (int num) ; 

4 void main() 

5 { int n, s; 

6 printf (“\nEnter value of number: ”); 

7 scanf (“%d”, &n); 

8 s = SumDigit(n) ; 

9 printf ("\nRequired sum of the digits = $d”, S)i 
10 } 

11 int SumDigit (int num) 

12 { int sum=0, digit; 

i3 while (num>0) 

14 {digit = num$%10 ; 

16 sum = sum + digit; 

17 num = num/10; 

18 } 

19 return sum; 

20 } 

Output 


Enter value of number: 2198 
Required sum of the digits = 20 


The above program is used to calculate the sum of the digits of a number using a function. It inputs the 
values of the number n in lines-7 of the main() function. Then the function SumDigit() is called in line-8 


with the argument as n. The function starting in line-11 receives the value stored in n, within the variable 
num. The while loop starting from line-13 then calculates the sum and returns the result stored in the 
variable sum to main () function. The result is displayed in line-9. 


1 /*Program-90: To check from a range of numbers, whether a number is prime or not*/ 
2 #include<stdio.h> 

3 void IsPrime(int num); 

4 void main() 

5 { int start, end, i; 

6 printf ("\nEnter the starting number of the range of numbers to check if prime: ")/ 
7 scanf("%d", &start); 

8 printf ("\nEnter the ending number of the range of numbers to check if prime: ")/ 
g scanf("%td", &Gend) ; 

10 for(i=start; i<=send; itt) 

1] IsPrime (i) ; 

IZ J 

JZ =void IsPrime (int num) 

14 { int j, flag=l; 

1S for(j=2; j<num; jtt) 

16 if (numtj == 9) 

17 { flag=0; break; } 
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gnter the 9 number of the numbers to check if prime: 5 


ns number 5 is prime 

fhe number 7 is prime 
pe above program finds whether a np 
umber in the range Is entered in line-7 jn the variaby 
n ine9 in the variable end. The for loop in tine-10 + 
jymber It calls the IsPrime() function to check if ts 


umber is prime - 
Prime or not from a range of numbers. The starting 


Start and the ending number in the range is entered 
‘en reads numbers from start to end and with each 
ection tebrinen ) reonves 4 tnmber is prime or not. 

| Tree 7 “ee'VES the value in the vari 

wot using the for loop of line-15. A flag Wilde a num. It then checks if the value in num is prime or 


inder or not. In case of proper division the used to check if the number could be divided without a 
mains at 1. Finally it prints whether the rmber variable is made equal to 0. For a prime number flag 
ne fynction is not returning any Value, its return data type ie Ney Alaris the value of flag. Note that as 
| | void. 


.Y remainder is found (refer to chapter 1 1), IS Made the new divisor and the process repeated till 


j*Program-91: To calculate the hcef/ged of two 
#include<stdio.h> 


; int bef(int x, int y); 

4 void main() 

5 { int oun, nun2, bh; 

§ printf("\nEnter the first number: be 
; scanf("%td", &nmum]1); 

§  printf("\nEnter the second number: ") ; 
¢ scant("td", &num2) ; 

f & = bef(numl, num?) ; 

printf("\nThe required hcf is = $d", h); 


numbers using recursion*/ 


7 “ext return hef(y, xty) ; 
| : 

, eases 

Enter the first number: 40 | . 

Enter the second number: 50 | 

The required hcf is = 10 | eae 
in the above program, the numbers are entered in lines-7 and 9, Then, the hef() function is called in line- 
(0. Within the he£() function, the value of num1 is received by x and that of num2 by y. Line-14 checks if 
he remainder of dividing x by y is ‘0’. If so, it returns y (the divisor) as the required hcf. Otherwise, the 
bef () function is recursively called in line-17 with the arguments y and the remainder x%y as the new 


dividend and divisor. 


New Divisor 
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The next program shows how one can find the value of the nt” term of the Fibonacci series using recursion, 
From the Fibonacci series we know that the first two terms of the series are fixed and equal to ‘1’. Any other 
term can be found by adding the previous two terms. Therefore for n=1 and n=2 (where n is the term 
number) we have the stopping condition, whereby ‘1’ is returned. For any other term 'n’, we have Fibonacci of 
term ‘n’ i.e. Fibonacci(n) as Fibonacci(n-1) + Fibonacci(n-2). 


Fibonacci series: 1, 1, 2, 3, 5, 8, 13, 21, «.. «++ «+ 


I /*Program-92: To calculate the n-th term of the Fibonacci series using recursion*/ 
2 #include<stdio.h> 

J long int fibonacci(int n); 

q void main () 

5 { int term; 

6 long int f; 

7 printf("\nEnter the term number: "); 

8 scanf("%d", &term) ; 

9 £ = fibonacci (term) ; 

10 printf("\nThe required term is = la", £); 
ii} 

12 long int fibonacci(int n) 

13) { if(n =1 || n = 2) 

14 return 1; 

15 else 

16 return (fibonacci(n-1) + fibonacci (n-2)); 
i7 “} 

Output 


Enter the term number: 6 
The required term is = 8 


The recursion tree shown below will help the student understand how the recursive calls are made to 
calculate a particular term in the series. Each function call with term number ‘n’ is broken down into two 
function calls with term numbers (n-1) and (n-2), till the stopping condition is reached, when n=2 or 1. At this 
point the recursive calls stop and the value ‘1’ is returned. 


Stopping Condition, as Fib(2) and Fib(1) are 
equal to 1, thus stopping any further 
recursive function call and returning 1. 


The nex program uses recursive function call to calculate the sum of the digits of a number 
/ /*¥rogram-93: To calculate the sum of the di 

gits of a number usi ion* 
4 #include<stdio.h> ng recursion*/ 
4 int sum(int mum) ; 
4 void mein) 


5 { int an, » 
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yintf£ ("\nEnter the number: ") ; 


6 scant ("sd") 6): 
/ 3 = sum (n) ; 
8 printf ("\nThe required sum is 4d", g); 
9 
wo} t num) 
iy sat soe 
3 if (num = 0) 
4 return 0; 
; total = numt10 + sum(num/10) ; 


D7 } 
output a ate 

Enter the number: 5768 SAS AN = ac ong 

ghe required sum is = 26 
the number whose sum of the digits are to be found, is entered in line-7 and the function sum() is called in 
ine. In line 15 of Seg function sum(), the rightmost digit of the number is extracted by the expression 
qunt10 and the function sum() is called recursively with the value num/10. This recursive function call 
continues till num/10 becomes equal to 'o’. This is checked in line-13, whereby the value ‘0 is returned. This 
condition serves as the stopping condition. 
The above function can also be done in a different way as shown below: | 


10 int sum(int num) | 
if { if (num < 10) 


B 2 return num; 

fi B else 

j 14 return (num$10 + sum(num/10)) ; 
m5} 


Bn: following program uses a function to calculate the value of e up to the number of terms entered by the 
user. The function uses a static variable for the calculation. 


3 ul /*Program-94: Function call having static variable to calculate value of e*/ —y 
2 #include <stdio.h> : 

O83 Float factorial ()- Calculating e 
_ : 07 using static 
pf int main() variable 


4 4 {float sum=0; 

6 intn, i; 

7  print£("\nEnter number of terms to add for e-series: ”); 
8 seanf("#d”, &n) ; 
9 for(i=1; i<=n; i++) 
10 sum = sum + 1/factorial () ; 
11 print£("\nThe required value of e is %f:”, sum); 
22 return 0; 

4 } 

4 float factorial () 

15 {static int count; 

— JE int x; 


| float fact=1; 
| 4 


for (k=1; k<=count; k++) 
fact = fact * k; 

Count++ ; 

return fact; 
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Output: 
Enter number of terms to add for e-series: 6 
The required value of e is 2.716667 


The static variable count declared in line-15 is automatically initialised to 0 when the factorial () 
function is called for the first time. Hence the factorial of 0 i.e. 1 is returned by the function. The count++ 
statement of line-20 then increments count by 1. When the function is called for the second time, being a 
static variable, count retains its value of 1 and the for loop of line-18 calculates factorial 1. Count is next 
incremented to 2. For the third function call the for loop of line-18 therefore calculates factorial of 2. In this 
way for each function call the last incremented value of count is used to calculate the factorial. Within the 
main() function the for loop of line-9 then adds the inverse of the factorial values to calculate the value of 
e as e= 1/(0!) + 1/(1!) + 1/(2!) + ... up to n terms. 


The following program uses a function to accept two numbers and an operator and calculates and 
returns the result as per the operator type. 


/*Program-95: Function call with numbers and operator*/ 
#include <stdio.h> 

float operation( float x, float y, char optr); 
int main () 

{float a, b, answer; 

char symbol ; 

printf(“\nEnter first number: ”) ; 

scanf(“%f”, &a); 

printf (“\nEnter second number: ”) ; 

10 scanf(“%f”, &b); 

11 f££lush (stdin) ; 

12 printf (“\nEnter operator: ”); 

13 scanf (“%c”, &symbol) ; 

14 answer = operation(a, b, symbol); 

if printf(“\nThe required result is %£:", answer) ; 


Oo ON AHA WHK 


16 return 0; 

17 } 

18 float operation( float x, float y, char optr) 
19 {float result=0; 

20 switch (optr) 


21 {case ‘+’: result = x+y; 
22 break ; 

23 case ‘-’: result = x-y; 
24 break ; 

25 case ‘*’: result = x*y; 

26 break; 

27 case ‘/': if (y==0) 

28 printf (“\nDivision by zero error!!!") ; 
29 else 

30 result = x/y; 
jJ break; 

Sf ) 

JJ return result; 

34) 

Output: 


inte 


Eoter fircet number: 12.9 
Boater second number: 6.7 
Enter cperetor: * 


The required result io 66.43 


P1-12-22 364 


a a ———_ 


Computer Science 
guaiment® m Functions in C 


ne following program uses a function to convert a decimal number to binary 
fh 


sprogram-96: Function call to convert from decimal to binary*/ 
yinclude <stdio.h> 

oid convert (int num) ; 

v 


{ int n; 
printf (“\nEnter number to convert: Oy ® 


scanf(“%d”, &n) ; 
convert (n) ; 


return 0; 


) 


void convert (int num) 


ome N OOS SB SY BO 


— 
S 


i 
12 { long int binary=9; 


3 «sant: rem, digit; 


14 do{rem = num%2; 


15 binary=binary*10+rem; 
16 num = num/2; 
17 }while (num!=0) ; 


j8.- print£(“\n\nBinary Equivalent\n”) ; 
19 while (binary>9) 


20 {digit = binary%10; 
21 printf (“%d”, digit) ; 
2 binary = binary/10; 
23 } 

24) 

Output: 


Enter number to convert: 25 
Binary Equivalent 
11001 


The function convert () receives the decimal number num. The do-while loop of line-14 then finds the 
remainder of dividing the number num by 2 (refer to the Data Representation chapter for conversion process). 
As the final result is obtained by writing the remainders in reverse order, we have to form a number in the 
forward order from the remainders and then reverse the number so formed to get the result. The variable 
binary is used to store the forward number. As the first remainder can be a 0, the result in line-15 will yield 
a zero value for binary till the first non-zero remainder is obtained. Hence the zero remainders will not get 
stored. To overcome this problem, in line-12 we have initialised the variable binary to a non-zero number (9 
in this case. You can take any other non-zero digit) so that the zeroes are retained (9*10+0=90, 
90*10+0=900 etc.; Otherwise 0*10+0=0 always for zero remainders, until the first non-zero remainder). 


The while loop of line-19 is then used to reverse the binary number formed. Refer to chapter-11 for the 
logic behind reversing a number. To eliminate the first 9 in the binary value, the while loop of line-19 is run 
till binary>9 i.e. till binary is a two digit number. The extracted digits are printed in line-12. 


The following program uses two functions to print a double cone depending upon the number of lines passed 
to the function. 


1 /*Program-97: Using a function to print a double cone*/ 


#include <stdio.h> 

void patternl (int n) ; 

void pattern2 (int n) ; 

int main () 

{ int i, 5, k, n; 
Printf(“\nEnter number of lines to print for the inverted pyramid: ”) ; 
Scanf ("“%d”, &n); 


BN AH AWN 


a 


| Decimal to 
| Binary 
conversion 


a 


Printing pattern 
using function 
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9 pattern2 (n) ; 
10 patternl] (n) ; 
Il return 0; 

12 ) 


13 void patternl(int n) 
14 { inti, 3, k: 


15 for (i=1; i<=n; i++) 

16 {for (j=1; j<=n-i; j++) 
17 printf (“ 5) 

18 for (k=1; k<=2*i-1; k++) 
19 printf ("*”); 

20 printf (“\n”); 


21 ) 

2? ) 

3 void pattern2 (int n) 
24 { inti, 3, ke 

(i=n; j>=1; i--) 


25 for 
26 {for (j=1; j<=n-i: j++) 
27 print£(“ ”); 
28 for (k=1; k<=2*i-1; k++) 
29 printf ("*”) ; 
30 printf (“\n”) ; 
31 } 
32) 
Output: 
Enter number of lines to print a double cone: 5 
KKKRKKKKK 
KKKKKEE 
axKKKE 
xk 
* 
* 
xa 
KeKKE 
KKKEKKER 
KKKKKKEKK 


ts an upright pyramid and the function pattern2() prints an invers 
pyramid. The functions are defined in line-13 and 23 respectively. We have already learnt how to ati 
upright pyramid in chapter-11. The function pattern1() uses the same code to print the upright pyramid 

dentical to the function pattern1 () with the exception in line-25 for the outs 


The function pattern2 () isi 
for loop. Since the base is large for an inverted pyramid, the range is taken from i=n to i=1 and the vate 


of i is decremented by i-- for each run of the outer loop. 
e range of the outermost loop to i=n to i=1, win 
de the outer loop will remain exactly the same. 


The function pattern1() prin 


REMEMBER that for any inverted shape simply change th 
the variable i decremented by i--. All the other loops insi 


The following program uses several functions to print the Pascal’s Triangle. 


/*Program-98: Using function to print Pascal’s Triangle*/ 

#include <stdio.h> 

long int factorial (int num) ; 

int nCr(int n, int r); 

int main() 

{ int i, j, k, n; 

printf(“\nEnter number of lines to print for Pascal’s Triangle: ”); 


scanf (“%d”, &n); 


BPNAHAAWNK 
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k<=i; k++) 
printf ("td *, neti. RF): 


- 


O 
perurn In Pascal's 
” gactorial (int num) triangle the values 
~ jong #8 ¢ fact=1° inside the triangle 
gyorg a are formed by 
int 2° cenum; ++i) adding the top 
por BP pact th: two numbers in 
fact * the triangle with 
peturn fac respect to given 
ber. 
wy) : , ant xr) numm 
int age n E.g. go 
{int ** sal(n) / ( factorial (r)*factorial (n- : a 
-— factoria (n-r) ); +3=6 
~ return c; > 
0} 
output: . ; ~ 
enter number of lines to print for Pascal's Triangle: 5 Pie 
1 The a. ; 
ti le is formed 
12 - by the coefficients 
i353 of x in the 
14641 Binomial 
7 7 ' . . : . . 1 
the above program uses two functions to print the Pascal's triangle. The for loop in line-12 within the main expansion of 
xe alls the nCr() function with the arguments i and k. The ncr() function in turn calls the | (a+xy 


zsctorial () function three times in line-27 to calculate the value of ncr. 


the following programs show some common mistakes while writing programs using functions. 
#include<stdio.h> 
yoid main (void) 
{ int a, b; 
4 printf(“\nEnter numberl: ”) ; 
5 scanf(“%$da”, &a); 
J printf(“\nEnter number2: ”) ; 
scanf("%d”, &b); 
MaxValue (a,b) ; 
} 
void MaxValue(int x, int y) 
{ int z; 
z= (x>y) ? (x): (y) ; 
Printf(“\nThe maximum of the two numbers = %d”, Z); 


a Sas 


} 


hes above program is compiled, it will display the message — “Function prototype not found". The 

ai or this is that the function is defined after main() function is defined, and without declaring 

_ '’action prototype. To solve this problem, the function prototype can be declared as shown below: 

‘nclude<stdio.h> | 

void MaxValue (int 

YOid main (woidy— x, 
{ int a, b; 


int y); 


Printf("\nEnter number1: “yo 
Scant (“4a , Ga); 
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_ An alternative way to declare a function prototype is as shown below, i.e. within the main() function 
just like a variable declaration. 


1 #include<stdio.h> 

2 void main (void) 

3 { int a, b; 

void MaxValue(int x, int y); 
printf (“\nEnter numberl: ”) ; 
scanf(“%d”, Ga); 


N DW A 


The next program shows another common mistake while writing functions: 


| 1 #include<stdio.h> 


2 int Armstrong(int num) ; 
| 3 void main() 
4 { int x, 8s; 
5 printf ("“\nEnter value of number: ”) ; 
6 scanf(“%d”, &x) ; 
| 7 s = Armstrong (x) ; 
8 if (s=1) 
| 9 printf£(“\n%sd is an Armstrong number”, x); 
| 10 else 
| di printf ("\ntd is NOT an Armstrong number”, x) ; 
| 12 } 


13 int Armstrong(int num) 
14 { int sum=0, num2, digit; 


| 15 num2 = x; 
| 16 while (x>0) 

17 {digit = x%10; 
| 18 sum = sum + digit*digit*digit; 
| 19 x = x/10; 
| 20 } 
| 2 if (num2 == sum) 
| 22 return 1; 
| 23 else 
| 24 return 0; 
| 25 } 


The above program checks whether a number entered by the user is an Armstrong number or not. The value 
is entered in line 6 into the variable x. The program then calls the function Armstrong() with the argument 
x to check if it is an Armstrong number. 


Within the function, the value of the variable is copied into a second variable num2. The while loop from 
line-16 to 20 then adds the cube of the digits of the number and stores the result in sum. 


The if statement in line-21 then compares the value stored in sum with the original number copied in the 
variable num2. In case these are same then the function returns ‘1’ in line-22 and in case these are not the 
| same (i.e. the number is not an Armstrong number), the function returns ‘0’ via line-24. Within main () that 
| value is received by the variable s in line-7. Checking the value of s in line-8, the main() function prints 
whether the number x is an Armstrong number or not. 


However, the above program when compiled will show the message, “Undefined symbol x’. The reason is 
that the variable ‘x’ declared in line-4 in the main () function is active only within the main () function as it is 
| an automatic variable. Therefore when the function Armstrong() wants to refer to the variable ‘x’ in lines 

15, 16, 17, and 19, then that variable ‘x’ is not available within the function Armstrong () and hence shows 
| the message. 


When the function Armstrong (x) is called in line-7 with the actual argument x, the value stored in x is 
copied to the formal argument num in line-13. Hence within the function the variable that corresponds to x is 
| num, Therefore one has to use nun in place of x within the function. 
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ain punction code is given below: 


| ifie' p 
| rect -trond (int num) 
t 


ae “ad 
| : # int guneo, num2, digit; 

I = num; | 

ff " sje (n | 

p Maigit = num$10; | 

| gun = sum + digit*digit*digit; | | 

v \ num = num/10; | | 

i] \ 

9 } — 

mse (ound = Sun) 

i return 1; 

2 else . | 

pB return 0; | 

2 | 

se 


ram is used to check whether a number is odd or even usin i i in 
ne rot he function OddEven () is called in line-7 with the scauien : a ancien get dese tte | 
i ig odd oF even using the if statement of line-14. If the number is odd, it returns ‘1’ else, if it is even 
nut «’, Within main() the variable s stores this returned value. The if statement of line-8 checks s 
rot if x is odd or even. 
an 


jude<stdio.h> 
| Pr oadeven (int num) ; 
; yoid nain() 
{ int x, $7 
4 printf ("\nEnter value of number: ”) ; 
5 gant ("84", 6X) ; 
: 9s OddEven (int x); 
F if (s=1) 

printf (“\ntd is Odd”, x); 


9 
10 else 
1! printf (“\ntd is Even”, x) ; 


wot 
3 int OddEven (int num) i 
4. { if (nums2 = 1) 


5 return 1; 
16 else 

Vs return 0; 
18} 


However, if the program is compiled, then it will show the error message “Expression Syntax’. The reason is 
that the variable x has been defined twice — once in line-3 and again in line-7 by writing OddEven (int | 
x) during the function call. The rectified main () function is shown below: | 


3 yoid main () 

4 {aint x, s; = 

5 printf(“\nEnter value of number: ”); 

6 scan€("$d”, &x); | | 
7 8s = OddE % 

‘ en (x) = 

9 


if(s==1) 
printf (“\n%d is Odd”, x); . 
0” else nace 
: > print£("\ntd is Even”, x); Ai atic Nae HA ON: fas 
; eas parts 5 He tte WR Task pects aie \ SA eae ee . : sat 


Therefore always keep in mind that during a function call only the variable names should be included 
nction argument and not their data types along with them. 


The Program shown below is used to find the greater of two numbers using a function called maximum () . 
369 P1-12-27 


Part 1: Chapter 12 


#include<stdio.h> 
int maximum(int x, int y); 
main () 
{int a, b, max; 
printf (“\nEnter numberl: ”) ; 
scanf (“%d”, &a) ; 
printf (“\nEnter number2: ”) ; 
scanf(“%d", &b); 
maximum(a, b, max) ; 
10 printf£(“\nThe greater of the two numbers is %d”, max) ; 
11 ¢)} 


SAN DAHNAWNK 


| 12 int maximum(int x, int y) 


13 = {int m; 

14 m = (x>=y) ? (x): (y) ; 
15 return m; 

16} 


The above program will however not compile due to several reasons. First in line-9, when the function is 


| called, we are passing three arguments to the function viz. a, b, and max. The function requires only the 


variables a and b to calculate the maximum among these variables. There is no need to send the variable 
max as a function argument along with a and b. We need max to store the result in the main() function and 
not pass it to the function maximum () as a function argument. 


Therefore one should pass only those values as function arguments which are required by the 
function to carry out the calculations. Any other variable which may be required by the function to carry 


| out any calculation within that function should be declared and used within that function only. 


| Moreover the function header has been defined.in line-2 and 12 to contain only two integer type variables i.e. 


SAN DH AWNS 


x and y, where x will receive the value of a and y will receive the value of b. therefore the function header 
will also not accept the third variable max. 


The rectified program is shown below: 


/#include<stdio.h> 
int maximum(int x, int y); 
main () 
{int a, b, max; 
printf (“\nEnter numberl: ”) ; 
scanf (“%d”, &a) ; 
printf (“\nEnter number2: ”) ; 
scanf(“%d”, &b); 
(max = maximum(a, b) ; 
10 print£(“\nThe greater of the two numbers is %d”, max) ; 
11 } 
12 int maximum(int x, int y) 
13 {int m; 
14 m= (x>=y) ? (x): (y) ; 
15 return m; 
16 4} 


« A function is a block of instructions that together can perform a certain specific task 


* AC program in general consists of a number of such functions or modules of code; main() being the most 
important function 


* Library functions are pre-written and pre-compiled functions and stored in the standard library of C 
and can be used by programmers 
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= ples of brary functions are printf(), scanf() ( ( 
x 


PASC) 0, malo), sien 
i es : Strlen(), strepy(), etc. 
nctions are 
hue To use these functions, fh ie het Specific tailor made jobs as per the ser 
i O fir: ae : 
reg runction and then call the function to carry out its one. function i.e. type the code fo 
Any repetitive job that needs to be executed at 


ser 


functi ‘ P ‘ ; 
Wow the program logic as one has to conc aie a rey out different jobs, it becomes easier to 


entrate on a certain Portion of the code only 
crease in readability by using a function helps in 


I “cording helps in debugging pin-pointing possible errors within a section of the code and 
a 


function carrying out a certain particul 


ar work 
libraries of such user-defined functions ore 


reused in more than one program by making 


and calling them in the Programs as and when required 
The request to a function to execute its code is referred to as Calling the function 


i ters a function call be i i 
the compiler encoun call before it has been decl then it causes a 
ao ram error and displays the message that “function prototype notfound”. = 
, totype results in informing the compiler j i i is i i 
Declaring a Pro : : Pi’er in advance during compilation that this is the function 
that will be used by the main() function or other functi i 
Lelb the function defined later on unctions and these are the argument list and return data 
a function definition within another function is strictly forbidden 


function can be declared within the main() function along with other vari ions. , remember 
tal a function can never be defined within another fu ; merece eta n! 


nction 
The function Header consists of the function return data type, the name of the function, and the 
function argument or parameter list. E.g. float average (int x, int y) 

The ‘return data type’ of a function indicates the data type (i.e. int, float, char etc.) of the value that the function 
sends back to the point from where it was called 


When a function is called to do Some calculations, it may be supplied with some values on which it is 
supposed to do the calculations. This list of values forms the argument list or parameter list of a 
function 


The function Body consists of the code that the function executes to carry out its specific job. It starts after the 
function header and is enclosed within a pair of curly braces 

The variables that are passed from the calling function to the called function are called the actual 
arguments 

The variables that receive the values in the function header are called formal arguments 

The number, type and order of formal arguments must match the number, type and order of the 
actual arguments, for the function to work properly 


The return statement is used to send back control to the calling function. It also returns any value (can be result 
of any calculation) that is placed after the keyword return 


In general a function can contain as many return statements as required, but can return only one 
value at a time, to the calling function. E.g. void maximum (int x, int y); 


It is not necessary that the return statement should be placed .at the end of the function, it can be placed 
anywhere in the function 


Whenever a program branching is there and the out 
program has branched to, 
a particular value 


It is not necessary that a function should always return a value 
To make the compiler understand when a function does not return a value, 


the keyword void is 
Placed before the function name in the function header. In such a situation, no return statement 
should be used in the function 


put depends on which program segment the 
then the different branches can each contain a return statement to retum 


In C a function can be made to call itself and a function that has been constructed in such a manner as to call 
itself is known as a recursive function 


For a function to be recursive, it must satisfy two basic conditions: 
It must have an ending point or stopping condition 
It must make the problem simpler 


In C every variable has two attributes i.e. the scope and the class of the variable 
By scope of a variable we mean the area of the program in which the variable is valid 


371 P41-12-29 


Part 1: Chapter 12 
«By class of a variable we mean whether the variable is temporary OF permanent 
«If the storage class of the variable is not mentioned in the declaration, piel the compiler assigns the 
default storage classes based on the context in which the variable was u . 
«The variable’s storage class determines in which location of the computer, the aes Deiec en are storeg 
i.e. whether in the Memory or in the CPU Registers (which are special memories 10 U) 
* Based on the scope and class of the variables, these are divided into 4 different types. These are: 


Automatic or local storage class variables 
Register storage class variables 
Static storage class variables 
External or Global storage class variables 
* The current value of an automatic variable is the value of that particular variable in the current block 
« jee 5 imilar to auto variables with the only exception that ¢ 
eno parsley eg ol pcan allele instead of the conventional memory hey 
» — Static Storage Class variables also have scope within the block in which they are declared, but they are initialiseg 
only once and their default initial value is ‘0’ 
«Incase of static variables, once initialised, the value persists even between different function calls 
= External Storage Class variables differ from other types mainly with respect to their scope. They have a global 
scope i.e. they are not defined or available within a particular block of code but are available throughout the 
program 


i) A function in C cannot: 


a. return a single value only q 
c. be defined within another function d. have a void return type 


ii) Which of the following is not a part of a function header in C? 


b. have multiple return statements 


a. function name b. function parameter list 


c. function return data type d. function local variables 
iii) A function: 
a. must return a value b. may return a value 
c. can return multiple values d. always returns an integer value 
iv) A function can return how many values? 
a. 1 b. 2 c.3 d. none of these 


v) A function header: 
a. ends with a semicolon b. cannot contain any float data as arguments 


c. by default has an int return data type d. cannot have a char return data type 


vi) Pre-written and precompiled functions available for writing a C program are generally called: 
a. import functions _b. stored functions c. predefined functions d. library functions 


vii) For a recursive function which of the following statements is not true: 


a. must have a stopping condition b. can be expressed in terms of itself 
c. uses-a stack for its working d. can be always used as a replacement for a loop 
viii) | Which of the following does not represent a storage class keyword in C? 
a. external b. auto c. static d. register 
ix) | Which of the following relations cannot be expressed using a recursive function? 
a. Q(y) = Q(y-1)*3+y and Q(0) = 5 b. P(a, b) = P(a-1, b-2) + (a-b) and P(1,1) = P(-1,5) 
c. S(p,q) = p*S(p-1,q) and S(0,q) = 1 d. T(n) = (n-1)*T(n-1) and T(1)=10 


x) | Arguments passed to a function are generally called: 
a. real arguments __b. actual arguments c. formal arguments — d. passed arguments 


xi) | Arguments received by a function are generally called: 
a. formal arguments b. copied arguments —_c. actual arguments _—_d. received arguments 


xii) Which of the following keywords is used to indicate that a function does not return anything? 
a. null b. not ¢. none A. veld 
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. ich storage class ca 
xiii) Oe 7 Saal age to keep a function variable active between function calls? 

: Cc. automatic d. extern 
; Which storage class can be used t i 
wv) O access a var 
ma, register b. automatic oo d. static 
) ylieliia class ey the default storage class of a variable? 

a. meena’ ; © Cc. register d. automatic 

yi) The on ich the function arguments are passed and the order in which these are received: 


a. does not matter b. has to be same 


C. may or may not be same _d. sometimes matter 
A function prototype: 


wil) 
a. must be included before the function is defined 
b, may or may not be included when a function is d 
) fined 
c. needs to be included if the function is d ate i 
eae A ah efined after the function call 
wii) Fora function taking no arguments: 


a. pal bea a value b. can have actual arguments during function call 
Cc. e d. will not have any formal arguments 


xix) What is the return value of the C function given below, i =5 and x=5.5? 
Fn (int w, float x) { return wx; } g w, if the formal arguments w 


a. 10.5 b5.5 c10 d.5 
x) What is the return value of the C function given below, if the formal arguments a=4 and b=3? 
Fn (int a, int b) { return (float)(b+a)/2; } 
a. 4 b. 3.5 c.7 d. 3 


xxi) What is the return value of the C function given below, if the formal argument x=3? 
int Fn (int x) { if (x=2) return x; else return 1; } 


al b. 2 c.3 d. none of these 
xxii) | What is the return value of the C function given below, if the formal argument x=5? 
float Fn (int x) 


tif (x==3) return 1; 
return x/Fn(x-1); } 
al b. 1.25 C.-2 d. none of these 


Q2. Short Answer type questions: 1 each 
i) State one utility of using functions in a program. 

ii) | State the three parts of a function header. 

iii) | What do you mean by actual argument? 

iv) | What do you mean by formal argument? 
v) | What is the use of the return keyword in a function in C? 

vi) What is a function prototype? 

vii) | Where do you declare a function prototype? 

viii) A function can return at the most how many values? 

ix) What keyword is used to indicate that a function is not returning anything? 
x) | Name any one storage class in C. 

xi) Which is the default storage class of a local variable in C? 

xii) State any one condition that is to be satisfied by a function to be recursive. 


i) Write a function to calculate and return the factorial of a number passed to it as argument. Explain 
the difference between actual and formal arguments in C. What is the default return data type of a 


function? 442+] 
ii) Write a function to check if a number passed to It is prime or not. For prime, the function returns 1 
and for non-prime, it returns 0. What do you mean by function recursion? What is the purpose of 


the return statement In a function? 442+1 


Q3. Long Answer type questions: 7 each E nN 
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ili) 


iv) 


i) 


i) 


ii) 


v) 


vi) 


vii) 


viii) 


ix) 


x) 


With the help of a code example show how a function can have more than one return statement in 
it. Name the different types of storage classes in C. What keyword is used to indicate that a 
function does not return anything? 44241 
Give an example for a function that receives arguments, but does not return anything. Variables of 
which storage class remain active between function calls? What are the conditions that need to be 
satisfied for a function to be recursively expressed? 4+142 


| Q4. Assignment Programs: 4 each 


Write a program in C using a function called ChangeCase( ) that receives a character and checks if 
the character is in lowercase or in uppercase. If the character is in lowercase then it converts it tg 
uppercase and if it is in uppercase then it converts it to lowercase and returns the character to the 
main( ) function where the changed character is displayed along with the original character, 


Write a program in C using a function called CharType( ) that receives a character and displays "ap, 
Alphabet” if the character is an alphabet, “A Digit” if the character is a digit from 0 to 9 or “Other 
Character” if the character is neither an alphabet nor a digit. The function does not return any 
value and displays the result within the function. 


Write a program in C using a function called floor( ) to take any floating point number and convert 
it to the next lowest integer and return the result as a float. For example: 

e For input value 4.95 the return value will be 4.0 

e For input value 7.0 the return value will be 7.0 

e For input value — 2.5 the return value will be -3.0 etc. 


Hint: Use an integer variable in the floor( ) function and assign the float variable to round off, to 
this integer variable. Reassign the integer variable to the float variable to convert the data type 
again from integer to float. Return this value to the main( ) function. 


Rewrite the floor( ) function created in the last program and use it in three other functions called 
Round_to_Int( ), Round_to_Tenths( ), and Round_to_Hundredths( ) to round off a float number to 
the nearest integer, up to a single decimal place and up to two decimal places respectively. 


E.g. the relation y = floor(x+0.5) rounds x up to the next higher integer. 
y = floor(x*10+0.5)/10 rounds x up to the tenth’s position. 
y = floor(x*100+0.5)/100 rounds x up to the hundredth’s position 


Write a program in C which uses a function to check whether a number passed to the function is a 
prime number or not. The function prints the number if prime. Now use this function in the main 
function to find all prime numbers between any two numbers x and y entered by the user (y>x), 


Write a function that takes two integer values and returns the hcf (or gcd) of the two numbers, 
Within the main function input n integer values using a loop and find the hcf of all the input 
numbers by properly using the defined hcf function (hint: find the hcf of the first two numbers and 
then get a new hcf by using the current hcf and a new number entered). 


Write a C program that has the following functions: sin(x), cos(x), cosec(x), sec(x), tan(x) and 
cot(x). Write the functions for sin(x) and cos(x) using the series representation of sine and cosine 
and taking up to 10 terms for each series. The remaining functions should use the sine(x) and 
cos(x) functions as per need to get their results. Within the main() code enter an angle in radians 
and use a switch case construct to ask the user for the type of function to use and get the result 
accordingly. Example of the functions: float sine(float x) 


Write a program in C to find the sum of the digits of a number using a recursive function. 


Write a program in C to find the sum of the series given below using a recursive function. 
$=3+6+94+12+15+18+........ + 3n (i.e. up to n terms) 
The user enters the number of terms to add i.e. n in the main( ) function. 


Write a program which uses a recursive function call to find the nt? Lengendre Polynomial given 
recursively by: 

e Po=l 

e Py=x 

© Ph={ (2n - 1)/n }*x*Pha — { (n- 1)/n }*Pp2 


Where x is any floating point between —-1 and +1 i.e. -1<x<+1, and n = 2, 3, 4, ... The values of x 
and n are input by the user (hint: Pass both n and x to the recursive function). 
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! This is surel j number | | name. 
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in, | Data Structure to store a collection of data. Thus arrays can be a Collection of marks obtained by the different | What is an 
: %&}  ctudents in a class, the individual age of all employees of a company, it can be the daily average temperature | "ray 
, readings of a city, it can be a collection of first names or last names of students in a school etc. 


As data can be of various types like integers, floats, characters ete. accordingly can have a collection or Array | |” -&. : 
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(lam 13.2 How to declare an Arra | 

Mitts | Like all other variables, an array needs to be declared first before it can be used. The declaration consists of 

be iy stating the type of data used in the array, the name of the array and the number of elements stored in the 
isa | aay as shown below: | 

int physics [20] ; SS Wie PET aS US eect! Gere ky SR SS 

a In the above declaration, the set of square brackets [ ] tells the compiler that we are not dealing with a 

. simple variable but an array. The above example declares an array named physics (just like other identifier 
i or variable names) which can store 20 int type values. 
1a 


float AvgTemp [365] ; 
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Similarly the above statement declares an array to store the daily average temperature for a city over a year 
(ie. 365 days). 


In general, suppose we have a finite series S of 7 numbers as shown below: 
S=2,5,8, 11, 14, 17, 20 


Then the 1% element of the series is 2, the 2" element Is 5, 3"¢ element Is 8 ... up to the 7 being equal to 


a if we declare an array called S to hold these 7 numbers, then the declaration portion of the array will 
like this: 


a 


int S[7]; 
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| Data type of each value in the array Is an int 
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access an array 


| 


The first element of the array s is + s[0}=2 (NOT Ss{1] ) seo 
The second element of the arraySis — s[1]=5 (NOT s[2] ) 

_ The third element of the array $ is —+ s[2]=8 (NOT S[3] ) 
The seventh element of the arraySis — s[6]=20 (NOT S[7] ) 


|| Thus the numbering of array elements starts from 0 and not from 1, i.e. 


1| 
iy Mnaex | "an array with 100 elements will have the elements numbered from ‘0’ to ‘99 and 
starts from O || 
1 


_ For example for the above array S[7] declared with 7 integer values, if C assigns 
_ the memory location 1001 (say) to the first element, then we will have $[0] 


_ that, as an int type data occupies 2 bytes therefore two bytes of memory i.e. 
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Let us now find how to denote the different array elements represented by the array int S[7] inC. 


not from ‘1’ to ‘100’. In general array[n] will have data elements from 
array[0] tO array[n-1]. 


When one declares an array, C sets aside sufficient memory to store the array 
elements, depending on the type of data and the number of elements 
declared. The array elements are stored in consecutive memory locations 
depending upon the type of data. 


stored in location 1001, S{1] stored in memory location 1003 and so on. Note 


| 1001 and 1002 are allotted for s[0j, similarly 2 bytes for s[1] etc. Hence for the int type array the 


consecutive memory locations are filled up as 1001, 1003, 1005 etc. as shown in the diagram above (for a 4 
byte integer, the address of $[1] will be 1005 and so on). 


| Remember that while declaring an array, the total number of elements needs to be declared. 


However, while accessing the elements, the index starts from 0 to one less than the total number of 
elements i.e. from 0 to (7-1) = 6, for an array with the above 7 elements. This point should be carefully noted 


|_as this may result in common future bugs. The following section will clarify the point. 


| The fact that the indexing starts from ‘0’ may be thought of as the offset number of an array element. The 
array index gives the position of that array element with respect to the first array element. Hence 
| array[1] indicates an element 1 unit farther from the first element, array[15] indicates an element 15 
units away from the first element etc. The interpretation will be clear when later we learn about pointers. 


_ There are two methods to enter data into an array. These are by initialising an array with data elements 


| 
| 


HO AN AH AWNHK 


during design time or by entering data from the keyboard during run time. First let us see how to enter data 


/*Program-99: To find the average of a set of numbers using an array*/ 
#include<stdio.h> 
int main() 
{int physics[20], i, sum=0; 
float average; 
for(i=0; i<20; i++) 
{printf ("Enter marks for student-%d: ", i); 
scanf("%d", &physics[i]); 
sum = sum + physics[i]; 
10 } 


| 11 average = sum/20.0; 


12. printf("\nThe average in Physics for 20 students = %.2f", average) ; 
13 ~=return 0; 
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do the = ea GHE ai ekesta line-11, the average is calculated and stored in the variable 


es (for i=0 to 19) to input the 20 individual 


average: 


[19]. We have used the same loop to read data and 


rhe next program is used to calculate the standard deviation of a set of numbers. The standard deviation is 


given by the relation S.D. = 


denotes the individual i value. 


here the average needs to be calculated first, before calculating the standard deviation. As before the 
zverage is calculated using the input loop, and a second loop is used to calculate the standard deviation. The 
gaath.h> header file is being included to calculate the square root using the sqrt.() function. 


/*Program-100: To find the standard deviation of a set of nba rs using an array*/ 
#include<stdio.h> 


#include<math .h> 

#define MAX 20 

int main() 

{float physics [MAX], sum=0, average, sd1=0, sd2; 
int i; 


for (i=0; i<MAX; i++) 


Seo memo NDS Be H&S HH 


{printf("Enter marks for student-%d: ", i); 
scanf("%f", &physics[i]) ; 
sum = sum + physics[i] ; 


me ten 
~~ & 


12 } 


average = sum/MAX; 
for(i=0; i<MAX; i++) 

sdl = sdl + (average - physics[i])* (average - physics[i}); 
8d2 = sqrt(sd1/MAX)';, 


Printf("\nThe required’ standard deviation in Physics marks = %.2f", sd2) ; 
18y return 0; 
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Output: 


Enter marks for student-0: 76 
Enter marks for student-1: 80 
Enter marks for student-2: 66 


Enter marks for student-19: 88 
The required standard deviation in Physics marks = 2.32 


In line-4 we have defined a macro MAX to represent the value 20. In line-6 we have declared a float type 
array called physics [] to store MAX (i.e. 20) number of £loat type values. The fox loop in line-8 is used 
to enter the values into the physics [] array as in the previous program. The sum is calculated in line-11, 
The average is calculated in line-13 by dividing the sum by the total number of elements i.e. MAX. 


_ The for loop in line-14 is then used to calculate the sum of the squares i.e. Z( average — x[i] )?. The 
| expression (average-physics [i] ) * (ayerage-physics[i]) in line-15 is used to calculate the square, 


The required sum is stored in the variable sd1. 


Finally in line-16 the required standard deviation is calculated by taking the square root of the expression 
sd1/MAX (as MAX indicates the number of elements n) using the sqrt () function and storing the result in 
the variable sd2. The calculated standard deviation is printed in line-17. 


While entering data into an array, care should be taken so that the input data does not surpass the 
number of elements declared. This means that if a 10-element array is declared, then the loop should be 


| used to enter 10 elements only. Otherwise the 11" and subsequent elements can be written onto memory 
| locations reserved for other data, leading to unpredictable results. The compiler will not show any errors and 


an Array | 
_ array can hold. (An un-initialised array contains garbage data, unless it has been declared as a static variable 


An array can be 
initialised only 
during declaring 
the array. 


hence this may remain unnoticed initially. 


* Initialising an Array: 
Next we discuss how to initialise an array, which is our second method of entering data into an array, 
Just like initialising any other variable, we initialise an array by writing down the initial data elements that the 


array). The method to do this is to write down the array elements separated by commas within curly 
brackets, as shown below. 

int weight[7] = {100, 50, 20, 10, 5, 2, 1); 

int weight[] = {100, 50, 20, 10, 5, 2, 1}; 

float constants[2] = {3.141593, 2.718278); 


| The first example shows a 7-element array called weight [7], declared as containing int type data. The 7 


_ integer values placed after = within a pair of curly braces { } in the declaration indicates the 7 elements in the 
| array. Thus the following values are automatically assigned to the respective array positions: 


weight[0] = 100 
weight[1] = 50 
weight[2] = 20 
weight[3] = 10 
weight[4] = 5 
weight[(5] = 2 
weight[6] = 1 


Similarly the third array constants [2] indicates a 2-element array of floating point values, where: 


constants[0] = 3.141593 
constants[1] = 2.718278 


The second example shows an array whose element number is not declared inside the square brackets. By 
default an array assumes the number of elements as indicated by the number of initial values, 
which in this case are 7. Hence examples 1 and 2 are the same in effect. However, in case the number of 
elements of an array is specified within square brackets but all the elements are not initialised, then the 
un-initialised elements will all be initialised to 0 automatically. 
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the row index is optional but the column ete must 

linearly in memory from lo 
be given. This is essential because as said earlier, the elements are Oe Kas Le n of elements is 
memory location to higher memory location and the compiler chops different rows. Hence the initialisation 
on the number of columns present, to separate the elements into a vouspade: 
shown below is perfectly valid and the same as the one shown in the p 


int mat[][2] = {110, 220, 111, 221, 112, 222); 


In this respect note that while initialising a matrix, 


we have to simply write the following code: 
int mat[3] [2]={0}; 
; ‘le initialising arrays. In K&R C, only external data type 
Important Note: One thing should be noted while initialising | ) can be initialised. To initialise an 
permits the initialisation 
tialisation of automatic/local arrays, 
hown below to initialise it 


array within any function, you have to declare an array as static. ba 
of arrays locally. Hence all compilers compatible with ANSI C will allow initial es 
However to be on the safe side one can always declare a local array as static 


locally irrespective of the type of compiler used. 


int main() 
{ static int array[10]={2, 6, 


8, 4, 3, 7, 9, 5, 1, 4} 
= How multi-dimension Array elements are stored in the Memory: 
/m(o(0| 


6001 


Ha MOT OTR] 


6003. ...6005 6007 


Just like a one-dimensional array where the array elements are stored 
consecutively, the elements in a matrix are also stored linearly in a 
consecutive manner. In a matrix, the rows can be thought of as laid 
out consecutively one after the other in the memory such that, where 


= 


the first row ends the second row begins and so on and so forth. The TMray(o}) (MIL 4) 

diagram on the right illustrates the fact for a matrix M[3] [4]. The | ! ; } as | ae 

memory allotment starts from location 6001 and increases in steps of 6009 6011... 6013 6015 

2 until the element M[0} [3] is reached. After that the next memory Se 

location 6009 is allotted to the element M[1] [0]. The general rule PT M[2)f0}) | M[21[1)) 

is that arrays are stored in memory such that the rightmost index ao ia Seopa 
6017 6019 6021 6023 


value varies most rapidly. 


It is also evident from the above diagram as to why the second index i.e. q 


the column index in a two dimensional array is essential. While going : M(0(0] | MOI(0} A M(2)(01)) 
through the memory locations, a new row is indicated after the memory space "904 6003. 6005 


proportional to the number of columns have been traversed. Thus the way the 
elements are stored takes a new row automatically after the number of 
columns have been traversed. 


The above method of storing the elements in memory is known as 
row major configuration. Another way of storing the values is the 
column major form, where the elements are stored column wise. In this 
method after storing the elements of a column in consecutive locations, the 
elements of the next column is stored as shown in the diagram on the right for 
the same matrix M[3] [4]. 


Sa 


6019 


The following program shows the use of matrices. The program declares a 
square matrix and prints the sum of each row separately. 


1 .-/*Program-101: To display the sum of the rows of a square matrix*/ 
2 #include<stdio.h> 

3  #define MAX 10 

4 int main() 

5 {int mat[MAX] [MAX], i, j, sum, n; 

6 printf("\nEnter total number of rows or columns in the matrix: ") ; 
7 scanf (“%d”, &n) ; 
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he sum of row[0] is: 7 
ie sum of row(1] is: 16 
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Amatrix called mat Is declared in line-5 containing Max (i.e. 10) number of rows and columns. As we are 


dealing with a square matrix, the number of rows is equal to the number of columns. The actual number of 
rows or columns required by the user is Input in the variable n in line-7. 


The nested for loop of lines-8 to 12 are used to input the values in the matrix. For n=3 (as shown in the 
output), the outer for loop of line-8 will run for i=0 to i=2. For every new value of i, the inner for loop of 


line-9 will also run 3 times for j=0 to j=2. 


The outer loop therefore scans each row, and for each value of i, the inner loop scans all the columns in that 
row for the different values of j. Hence the [i, j] combinations produced by the loops for n=3 will be: 


Hence the matrix indices covered will be (0,0), (0,1), (0,2) 
Hence the matrix indices covered will be (1,0), (1,1), (1,2) 
Hence the matrix indices covered will be (2,0), (2,1), (2,2) 
When the loops have completed, the input values will get stored in the matrix mat. The nested for loops 


from line-14 to 18 are used to access all the elements of the matrix and print them in matrix form. The 
print£() statement in line-16 prints each element accessed. Note how the tab character ‘\t’ is used to print 


each value at fixed tab distances so that the column values are properly aligned. 


¢ Loop-1: i=0: Loop-2: j=0, j=1, j=2. 
¢ Loop-1: i=1: Loop-2: j=0, j=1, j=2. 
¢ Loop-1: i=2: Loop-2: j=0, j=1, j=2. 
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with a new value of i, 
m the previous row. 


the sum variable 


After the end of each run of the Inner loop when the 
Is again initialised to 0 In line-20 to remove the sum va 
« Passing arrays to functions (without using pointers © plicitly) se 
i calculations w! e ar 
Just like normal variables, an entire array can also be passed to a pace ly different from that or 
elements. However the method behind the passing of an array is a a Farwtion, a copy of the actual 
passing any other variable. As you may recall, while passing a variable fo - formal argument. Therefor 
argument value Is made by C and that copy Is passed to the called function i ariable vallie: . 
any changes made to that value by the called function do not affect the actua 
eing pass 

However when an array Is passed to a function, instead of all the elements : ladle a : hi 
function, only the address of the first element of the array is ane perm tie siae of the — 

ements are : 
array (i.e. int, float etc.) the subsequent addresses of the el ts of an array and then to 


Otherwise, it would be really time and space consuming to copy all the elemen 


again pass the copied values back to the called function. Thus if an int type su peeks’ ire and 
suppose the memory address of the first integer lly the addresses sequent 


is 6200, then automatica > al sut 

elements can be calculated as 6202, 6204, 6206, 6208 respectively. Hence it is sufficient to indicate the 
address of the first element of the array and the total number of elements stored, to access the entire array. 

ither by writing sarr [0] where arr is 

n array is used it indicates by default 

fore receives the address of this first 


two ways. E 


the name of the array, or by writing only arr. When on 
formal argument there 


the address of the first element of the array. The 
element of the array (more of this is discussed in the next section). 
d to the called function, any change made to the 


pens on the original array and are therefore permanent i.e. the same changes 


are reflected anywhere, where the same array is being used. When arguments are passed by this manner 
then it is known as passing an argument by reference as opposed to passing an argument by value. Keeping 
the above points in mind the following rules should be followed while passing an array to a function: 


1. Only the array name should appear without brackets as an actual argument within the function 
call. Thus if we have an array called marks [20], then the actual argument when passing this array will 
be only marks and not marks [20] or marks[]. Example display (marks, n); 

2. When declaring the formal arguments within the function header, the array name is however 
written with a pair of empty square brackets (for example as marks[]). (For a two-dimensional 
array however, the column index should be specified, as we will see later). 

below illustrates the above concept by using a function to calculate the sum of the squares of 


array elements hap 


the numbers in an array. 
sum of the squares of numbers in an array */ 


/*Program-102: Program to find the 
#include<stdio.h> 
#define MAX 100 
int Sum(int list[], int x); /*Function prototype of Sum function is declared*/ 
void main () 
{ int arr[MAX], i, n, 8; 
printf ("\nEnter total number of elements in the array: "); 
scanf (“%d”, &n); 
for(i=0; i<n; i++) 
{printf ("\nEnter Element-%td: ", i); 
scanf("%td", Garr[i]); 
} 
13 s = Sum(arr, n); 
14 printf(“\nThe required sum is %d”, s); 
15 wi} 


P1-13-8 382 


scomputer Science 
0 


J no" Arrays inC 
fl (int list[], int x) 
got mg = OF 
jb sot . acx; itt) 
gor OF 7 + list[i] *list [i] ; 
6 o 
f petue” - 
v1) 
yg! 


t: : 
gut total number of elements in the array: 5 
gnter giement~-0: 3 aed 


= 
3 
a 
oe 
. 
8 
® 
s 
iy 
iS) 
lo IN Iw I 


rer r 
aatat giement-4: 11 285 
gn d sum is 
require 
ghe 
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ner line-9 IS then used to enter the values in the array. 


joo? 13, the sum() function is called with the arguments arr 


in ae she array is used without the square brackets as the functi 
rat’ as discussed earlier). Along with the name of the array, the number of elements n in the current 


[n : , ; 
on also passed to the salar Hel this there are no ways the called function can know about the 
: m r of values In the array. Accordingly the header of the function sum() contains the formal argument 


and n. Note that for a linear array, the 


- ; 
od the formal argument x corresponding to the actual argument n (indicating the total number of elements). 


1 our example, the address of the value 3 i.e. the address of arr [0] will be stored in 1ist and the total 
jumber of elements i.e. 5 will be stored in the variable x. In line-17, the variable m is declared to store the 


itten. In line-6, an array is declared to store 100 | 
n the array is entered within the variable n. The for | 


on argument (i.e. neither arr[], Nor as | 


mv tL corresponding to the actual argument arr (indicating the address of the first element of the array) 


mm of the squares. The for loop of line-18 is used to calculate the square of the values. Line-20 then finally | 
ms the calculated value m. Since m is also an integer, the return data type of the function is also an — 


integer 25 indicated in the function header in line-16. 
The returned value is stored within the variable s in line-13 and displayed in line-14 using print£ (). 


LE ES a ae eee iu 

Til now we have dealt with variable types that deal with integers, floating point numbers, characters etc. The 
operating system reserves memory space in the RAM to store these variables, when variables of these 
data types are declared. Thus each variable has a particular memory address associated with it. When 
decaring a variable, a variable name is given to identify the variable. That particular variable name is 
then used to access the value stored in that variable. Thus all calculations or comparisons are made using the 
name of the variable. 


Pris 


However there is another method to use the value stored in a variable without using its variable 
name. The method involves using the memory address of that variable. To access a variable using its 
memory address, sometimes the address itself needs to be stored in another variable. 


Due to some special properties of memory addresses, C provides us with a special type of variable called a 
‘pointer’ to store the memory address locations of other variables. Address value of a variable can be 
stored in such a pointer type variable only. Pointers are used extensively in C. 


There is a direct relation between a pointer and an array type data. We will see in this section how we 
cn use an alternative notation using pointers to access an array. In the next class we will have a detailed 
discussion on using pointers in various other situations. 


The Address operator: 


C provides us with a special operator called the ‘address of’ operator represented by the ampersand 
symbol & to access the address of a variable (we have already used this operator while using the scanf () 
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function). The following example shows a method to view the address location where the variable x js 
stored (address location indicates the starting address of the variable): 


1 /*Program-103:Use of Address Operator*/ Location Location 

2 void main() Address operator Name Address 

; (a ie used on variable x | } 

nt x= ; 

4 printf ("\nAddress of x= tu", éx); — /*Address*/ ee | 8900 

5 printf("\nThe value of x= %d", x); /*Value +} 8901 

6 ) 
Value at 

Output: Memory 8902 
location 


Address of x = 8900 8900 


The value of x = 16 


The expression &x returns the address where the value of the variable x is stored. In this case it is 
found to be the memory location number 8900. Since an address location is always a positive integer, we 
have used the format specifier %u to display an unsigned integer type variable. 


* Declaring a pointer: 


Till now we have only displayed the address location of a particular variable using the address operator ¢ 
on the variable name. However, there may be a need to store this address for later use in a program. For 
this, just like any other variable declaration, one can also declare a variable to store the address 
location of another variable. As discussed in the previous section, such a variable is known as a pointer 
variable. 


Being a special type of variable, a pointer needs to be declared in a special way too. To declare a 
pointer variable, we have to first know the type of the variable whose address the pointer will store, i.e. 
whether the pointer will store the address of an integer type variable, or a float type variable or a character 
type variable etc. The data type of that variable whose address it will store, will form the data type 
of the pointer (the reasons for this will be made clear in later). 


Thus we declare a pointer variable by first stating the data type of the pointer, followed by a‘ * ’, 
followed by the pointer name. The following examples will make the idea clear. 


int *x; = declares a pointer variable called x which can store the address of an integer 
type variable. 
float *y; => declares a pointer variable called y which can store the address of a float type 


variable. It does not indicate that y is a floating point type variable. 


double *z; => declares a pointer variable called z which can store the address of a double type 
variable. It does not indicate that z is a double type variable. 


=> declares a pointer variable called m which can store the address of a character 
type variable. It does not indicate that m is a character type variable. 


char *m; 


In our programs we have declared pointer variable names starting with a ‘p’, as in px, py etc. 


« The Indirection operator: 


Till now we have simply used the variable name to display or access the value stored in a particular memory 
location. Now we will find out how to access the same value using its memory address location, instead of its 
name. We have to use a special operator called the indirection operator (*) to access the value of a 
variable using its address. The indirection operator acts on an address and displays the value that is 
stored in that particular address location. 


In the previous example where the variable x has address location ‘8900’, the indirection operator can work 
on this address and access the value that is stored there i.e. 16. The following example shows the use of the 
indirection operator to access the value contained in the variable x. 
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ts the address where val ; 
one ox represen ue of the variable 
me é afore the address i.e. before ex will give the val 
9la case, the value stored at the address location of x is 4 


abo 
irection operator 
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th 
Thus -at-address operator as j : 
-stored-a pe S It can be used to display the value stored at a particular address 


ue ; 
win using that address location. The following diagram clarifies the idea 


is stored, the * or indirection operator when 
stored at the address location «x. In the 
6, as shown. 


Thus: ea 6 € Value of variable x 
| * (Gx) => *(8900) | | Address of variable x 


bag ar, 16 | < Value stored at address of variable X 
Value stored at 


we had run the above program, we got the address location for the variable x as 8900. However this 

ig not 2 fixed value and will change from computer to computer and within the same computer for each run 

the program, because each time a variable is declared, it is assigned a block of address depending upon 

the available memory slots at that time. Thus we can conclude that the address of a variable is itself a 
variable and hence can be stored in another variable. 


Address location of x Value stored at address location 8900 . 


. Using a pointer variable along with the indirection operator: 


in this section let us see how we can use a pointer variable to store the address of another variable and then 
access the value of that variable using the pointer and the indirection operator. The program in the next page 
ilustrates the use of pointers to address and display variables: 

Memory Space 


Memory 
ica 


/*Program-105: Declaring and using a Pointer*/ 
a mate ‘The * indicates that px is not a oo 
{int x, *px; normal integer variable but a 
px = &X; pointer type variable 


1 

2 

3 

4 

5 x= 16; KE 

6 printf ("\nAddress of x using address operator = tu", &X ); o H a F 
7 printf("\nAddress of x using pointer = %u", px ); 

8 printf("\nThe value of x using variable name = %d", x ); 
9 printf("\nThe value of x using address = %d", *(&) ); 
10 printf("\nThe value of x using pointer = td", *px ); 


I } 


Output of the above program is: 


Address of x using address operator = 8900 
Address of x using pointer = 8900 

The value of x using variable name = 16 
The value of x using address = 16 

The value of x using pointer = 16 
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The diagram in the previous page shows the relation between the different variables, and the values Stored | 
those variables. It is seen that the memory location indicated by the variable name x has the address 8909, 
The pointer variable px is stored at the memory location 9906. (We have reserved 4 bytes for Pointer 
variables, as is done in modern ANSI compilers). 


Line number 3 in the above program is used to declare the variables x and px. The variable x\Sa Nnorma| 
integer variable while the variable px is a pointer variable. To indicate that px is a pointer variable, as sta 

in the previous page, a ‘*’ is placed before px. Therefore the declaration int *px indicates that px is a 
pointer type variable that can store the address of an integer type variable. 


In line number 4 the address of the integer variable x is assigned to the pointer px. The address operator Is 
used to get the address of the integer variable x. Thus &x gives the address location where the variable x |s 
stored. In this case it is equal to 8900. The statement px=6x then basically assigns the address location 
of x, i.e. 8900 to the pointer variable px. 


Since the value 16 is assigned to the variable x in the program in line 5, this value gets stored in the memo; 
location 8900. Similarly, the address of the variable x is assigned to the pointer variable px in line 4, ang 
hence this address i.e. the value 8900 gets stored in the memory location 9906. 


Lines 6 and 7 both are used to display the address of the variable x. While in line 6 the address operator ‘«’ jg 
used to extract the address of x and display it, in line 7 the pointer variable px is used to display the address, 
Since px stores the value 8900 it gets displayed by the print (). 


Lines 8, 9, and 10 are used to display the content of the variable x i.e. 16. In line 8 the value is displayed by 
simply using the variable name x. In line 9, first the address of x is extracted by using the ‘s’ operator, Next 


_ the value stored at that address i.e. at 8900 is displayed by using the indirection operator ‘*’, In line 10, 


the indirection operator ‘*’ acts on the pointer px to display the same value stored at the address 


| pointed by px i.e. it displays the value stored at 8900. 


Relation between | 


pointer and array 


Le => * (&x) > 7" (8900) | => 16 | 
/ : Ko) 


{ | 
| 


Value Address Value Address Value Address Value stored 


stored at location stored at location stored at location at address 
Indicated of x 8900 location 8900 
by px 


There can be a confusion regarding the use of the indirection operator ‘*’ in line 3 and line 10. Note that 


| during the declaration in line 3, the indirection operator ‘*’ in the statement int *px can be interpreted to 


indicate that “the value stored at address in px is of type int”. Whereas in line 10, the '*’ before px is 
simply used to indicate the value stored at address in px. 


The above process of getting the value of the variable x by using the indirection operator ‘*’ on the pointer 
px is known as dereferencing a pointer. We always need to dereference a pointer to get to the value that 
it points to, as has been done in line 10 of the previous program. 


* Relation between a Pointer and an Array: 


It is interesting to know that in C, arrays and pointers share a special 
relationship and work in a similar manner. This is because the name of a one- 
dimensional array gets automatically converted to a pointer and the array 
name points to the starting element of the array. This may make you think that an 
array and a pointer are identical —- but in reality these are not and a proper 
understanding of this can help you avoid various confusions in future. Let us consider 
an integer array to clarify this and see how its behaviour is related to a pointer. 


int arr[5] = {80, 55, 75, 88, 49}; 
Once the above array is declared and initialised, memory space is allocated for 
storing the 5 integer values as usual. The memory diagram shows the memory 


allocation. The array starts from the memory location 3000 and goes up to 3009 ie. 
a total of 10 bytes. The contents of the locations are also displayed. 
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pointers and what they mean. We have seen that 
the location of arr[0]. For any array arr[] we 


,, when We add ‘1’ to the array name arr, it indicates the address of the next element i.e. 
ent arr (1) (and not the address of the next byte). Similarly when we add ‘2’ to the array name arr, it — 
oe the address of the element arr[2}. If we generalise this property, we have: 


el 


Meaning of 
array name 


Te ects 
indicates 
the address of the 
first element of 
the array 


The notation 
arr = &arv[O] 
for an array arr 


ut => Garr[0] => location 3000 (As per the C standard) 

ert > garr[0] = location 3000 (As arr and arr+0 indicate the same thing) 

weti > garr[1] => location 3002 (nor 3001) 

wrt? => farr[2] > location 3004 (Nor 3002) 
gigeritt = garr[i] = Address of the it element of the array | 
Hence in general (arr#!) => Sarr{i]=> Address of the i element ofthe array | ay 
e have seen that the array name arr indicates the address location 3000. When we add ‘1’ to arr the Meaning of 
ult is not 3001 but 3002. That is, the value ‘2’ gets added to 3000. This is a speciality of arithmetic | (9"'*!) 

tions on address locations and is called pointer arithmetic. Pointers and arrays behave in a similar 
ranner as far as pointer arithmetic Is concerned. Thus we have the property: a 

Pointers increment in units de ee J 

ee pending on the datatype they pointto | [prpeeom 
nce an int type data occupies two bytes, with each increment an int pointer will increment by | arr+i = &arr{i] 


nits of two bytes to point to the next data element in a list. Whereas a float type pointer will increment 
by units of four bytes to point to the next data element. Similarly when dealing with arrays, when using a 
float type data array arr[], if arr points to 3200, then arr+1 will indicate 3204 and not 3201. That is, 
arrt1 points to the address of arx[1]. Hence for an array, when an integer i is added to the array 
same, the resultant expression points to the i array element. 


One can store a set of values of a particular data type in two different ways. The first method is by using 
a array (static array), which needs to be declared during writing the program code. The other is to reserve a 

_ memory block sufficient enough to hold all the values, but this time while running the program (dynamic 
aray) (will be discussed in class 12). If the end result is the same in both the methods, i.e. storing a set of 
values of a similar data type, then these should also behave in a similar manner. As the array name with 
proper subscript is used to access the stored values in the first method (as arr[0], arr[1] etc.), in the 
sxond method a pointer is used to first point to the address of the first value stored in the memory block. 
Then by successively incrementing the pointer using an expression like p+1, where p is the pointer, one can 
Xcess all the values stored in the memory block one by one. However, in this method if the pointer was not 
teclared with a data type (as int *p etc.), the meaning of the statement p+1 would be vague. It will not be 
“ear how many bytes to jump for such an increment to point to the next value in the block. Hence pointers 
Stould be declared based on the data type whose address it is going to point. 
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We have seen that the array name arr points to the address of the starting element of the array arr[] 
Thus *arr indicates the value stored at the ot position of the array. However, as per array notation 
arr [0] represents the value at the 0" position of the array. Therefore *arr => arr[0]. Now *arr js same 


| as *(arr+0). In a similar manner we can represent the 4% element of the array pointed by the address 


(arx+4) by the expression * (arr+4) => arr[4]. In general: 


*(arr+0) > *(Garr[0]) => Valueatthe address sarr(0] = arr[0] 
*(arrt+4) > *(&arr[4]) = Valueatthe address sarr[4] => arr[4] 
*(arrt+i) > ‘*(6arr[i]) => Valueattheaddress carr[i] => arr[i] 
| Hence *(arr +i) is same as arr[i] | 


The fact is that, whenever we write a statement like arr[i], the C compiler immediately converts it using 
pointer notation to the form *(arr+i). Hence the following statements are all same, as after they are 
converted to the above notation by the compiler, they all represent the same thing: 

arr[i] Sameas *(arr +i) sameas *(i + arr) ifarr] 


same as 


« Arithmetic and Logical Operations on a Pointer: 


We can perform the following operations on pointers. Thus for a pointer p of data type dt we have: 


« Add an integer to a pointer as (p+i): Points to address p+i*sizeof (dt) ahead of p 
« Subtract an integer from a pointer as (p-i): Points to address p-i*sizeof (dt) behind P 

« Subtract one pointer from another (p1-p2): Gives number of bytes between p2 and p1 

» Compare two pointer variables: To find which address is ahead of the other. 


However following operations are not possible on pointers for obvious reasons: 
« Add two pointers 
« Multiply two pointers 
» Multiply a pointer with a number 
« Divide two pointers 
» Divide a pointer with a number 


We had seen in the previous section that adding an integer to a pointer 
moves the pointer to a memory location ahead of the pointer 
depending upon the data type it points to. Similarly, subtracting an integer from 


However to subtract one pointer from another, it needs to be assured that 
both the pointers point to elements of the same array or memory block. 
The difference indicates the number of elements separating the two array 
elements to which the two pointers point. 


The following program illustrates the use of pointer notation to access 
array elements by calculating the standard deviation of a set of numbers. 


/*Program-106: Standard Deviation using Pointer Notation*/ 
#include<stdio.h> 
#include<math .h> 
#define MAX 5 
void main() 
{float num[MAX], suml=0.0, sum2=0.0, term, mean, sd; 
int i; 
for(i=0; i<MAX; i++) 
{printf ("\nEnter number-%d: ", i+1) ; 
10 scanf("%$f", num+i) ; /*Enter data at address numti */ 
11 suml = suml + *(numt+ti); /*Value stored at address num+i*/ 
12 } 
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I° pinté ("\nThe required standard deviation is ¢.3¢" sd) ; 


v the above program: 
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Address 


n 
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gpnter number-5: 
quired standard deviation is 2.135 


hex 


ne-4 we have defined the value MAX as 5. In line-6, the floating point array 


ink ve been declared along with other variables used in the program. 


js 0 ha - 
; loop is used to enter the values into th 
jine-8, 2 £0 ; saat © the array. The loop runs 
ab ;20 to i<MAX. Inside the loop in line-10, the pointer notation is used 
of the array notation to enter a value into the i* position of the arra’ 
inte “ scanf() statement. Remember that the array name num ices 
ne adres of the 0 element of the array i.e. snum[0] (or 3000 in this case). 
num+i indicates the address of ‘the i* element of the array i.e. 
oss [il Hence we have replaced the notation snum[i] with numti in a 
atte The memory diagram shows the position of num+i for different in| 
yaues of 3. 
in ine-11, the sum of the entered numbers is calculated again by using the —_ | 
tor notation. AS (num+i) indicates the address of the i element of the oon || 
gray, * (num+i) indicates the value stored at the address location indicated by 
(gomti) OF simply the value num[i}. In line-13 the mean of the above values 


is 

\ne-14 starts another for loop, to calculate the sum of the square terms. In 
ine-15, the square of the expression (* (num+i)-mean) or (num[i] -mean) 
is calculated using the pow() function. In line-16 the sum of these square terms is calculated. Finally line-18 | 
qlalates the required standard deviation using the sqrt () function. 


43,6 Some worked out examples | 


Various problems can be handled easily by using arrays as listed below: 


+ Array order reversal i.e. reversing the contents of an array 
* Finding the maximum and minimum numbers in a set of numbers 
+ Inserting and removing specific elements from an array 
* Sorting of numbers i.e. arranging number in ascending or descending order. It can be done using: 
o Bubble-sort method 
o Selection-sort method 
o — Insertion-sort, Shell-sort, Quick-sort methods etc. [Not in syllabus] 
* Searching of numbers from the array. It can be done using: 
o Linear search method 
o Binary search method 
* Generation of histogram distribution 


He will now discuss some of the above problems an 


d write down the necessary code and explain them. 
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Part 1: Chapter 13 


In this section let us consider the simple problem of 
reversing the contents of an array, i.e. if we 
have an array with n elements then our task will be 
to do the following: 


Assign the value of A[0] to A[n-1], A[1] to 
A[n-2], .. A[n-2] to A[1], and A[n-1] to 
A[0]. This involves basically exchanging the values 
stored in these pair of elements. That is, exchange 
A[O] with A[n-1], A[1] with A[n-2], and so on. 


Let us analyse the problem with an 8 element 
integer array as shown to the right. To achieve 


| the reversal, we will have to first exchange the 


contents of the positions A[0] and A[7]. Then we 


exchange the values in the positions A[1] and 
| A[6] and so on. 


This process continues till we reach the middle of 
the array by which time all elements would have 
been exchange. The diagram on the right clarifies 
the point. Hence the number of steps to carry out 
the exchange will be s = 8/2, where 8 signifies 
the number of elements in the array. For odd 


| number of elements say n=7, s = 7/2 = 3 (taking 


integer division) i.e. the exchange will take place 


position 


fea 


| step-2 | 


(stops | |[ 6 | 


[ step- | |[ 6 


reversed 


“y+ Q@OO00000 
lS AAT, 7, 
SAI IILILI() 


exchange 


. ————_—__—_ = 
CII Ls] 


oonEenon 


die 


sania 


my 


portion 


up to 3 steps. This will not pose any problem as the centre element i.e. the 4" element in that case does not 


require any shuffling. 


#include<stdio.h> 
#define MAX 8 
int main() 
{int num[MAX], i, j, temp; 
for (i=0; i<MAX; i++) 
{printf ("Enter Element-%d: 
scanf("%d", &num[i]) ; 


) 


", i); 


num[i] ; 


13 num(j] = temp; 


| 24 } 


| 15 for(i=0; i<MAX; i++) 
| 16 printf ("\nElement-%d of reversed array: %d", i, num[i]) ; 
| 17 return 0; 
| 18 } 


Output: 


Enter Element-0: 
Enter Element-1: 


Imi 


Enter Element-6: 15 
Enter Element-7: 17 
Element-0 of reversed array: 17 
Element-1 of reversed array: 15 
Element-6 of reversed array: 
Element-7 of reversed array: 


Nw 


/*Program-107: To reverse the contents of an array*/ 


for( i=0, j=(MAX-1); i<(MAX/2); i++, j-- ) 
| Ll {temp = 
12 num[i] = num[j]; 
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gor (820! i<MAX; i++) 


f iprinté ("\aBnter Element-%d: 
scanf("sd", &num[i}) ; 


r di); 


ee = num[0) ; 

for ( jel s SOO TES) 

u if ( num({i] > maximum ) 
maximum = num[i] ; 


} 
ntf ("\nThe maximum value is $q" 


: ri + Maximum) ; 
gp ? 


a! 
i 
ct 
ty 
- 
lot 


En 
cater Element-7: 8 
ee axis value is 12 


array is defined in line-5 to store 8 values. These values are then tered idea the 


$0 ro yl Oh 


AN ye the value stored in the position num[0] is copied te Th oe 
cop of line-11 is then used to compare this value stored in the 
in te array one by one starting with num[1}. The if statement 
-amparison if it is found that the number stored at num[i] fora 
gored in maximum then in line-13 the value stored in maximun | 


due is printed in line-16. 


of line-12 does this comparison. After the 
particular position i, is larger than the value 
S replaced by this value. The final maximum 


The next program is used to insert a value at a particular position within an existing array. 
/*Program-108: Inserting a value at k-th position*/ 
finclude<stdio.h> 
#define MAX 100 
void main () 
{int arr[MAX], n, i, num, k; 
printf("\nEnter total number of elements: "); 
scanf(“%d”, &n); 
for(i=0; i<n; i++) 
{printf£("\nEnter Element-%d: ", i); 
10 scanf ("td", égarr[i]) ; 
i } 
12 print£("\nEnter new value to insert: LD FY 
3 scanf("%d”, &num) ; 
4 print£("\nEnter position at which to insert: "); 
5 scanf("td”, 6k); 
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_ The next program is used to 


Deleting a value at | 


the k* position of | 
an array 


| 18 arx[(k) = num; 
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Part 1: Chapter 13 


Position ‘k’ for inserting the new value 


16 for(i=(n-1); i>=k; i--) 
17 arr[i+l] = arr[i]; 


19 for(i=0; i<(n+1); i++) 
20 printf£("\nAfter insertion %d", arr[i]); 
21 } 


Output: 


Enter total number of elements: 6 
Enter Element-0: 5 
Enter Element-1: 3 


Enter Element-5: 8 

Enter new value to insert: 9 

Enter position at which to insert: 2 
After insertion 5 

After insertion 3 

After insertion 9 


After insertion 8 


An integer array to store 100 elements is declared in line-5. In 
line-7 the user enters in the variable n the actual number of 
elements that he wants to store. These n values are entered 
using the for loop of line-8. The new value to insert into this 
existing array is then entered in line-13 within the variable num. 
Next, in line-15 the position at which to insert this new value is 
entered into the variable k. In the above example we have first 
entered 6 values into the array i.e. {5, 3, 1, 7, 2, 8} and a new 
value 9is inserted into the position with index 2. 


To insert this new value, first space needs to be created at 
ed at that position is not lost. To do this, the 


position 2 so that the original value (1, in this example) stor 

values are shifted from the end as shown in the diagram above, using the for loop of line-16. So the value 
stored at position arr [i] is copied to arr [it+1]. This shifting continues till i=k, when in this case the value 
‘1’ is shifted from position k i.e. 2 to position 3. Note how the value of i is decreased from (n-1) tok in the 
for loop. Finally the new value stored in num is inserted at position k in line-18 outside the for loop. 


delete a value at a particular position within an existing array. 


/*Program-109: Deleting a value at k-th position*/ 
#include<stdio.h> 
#define MAX 100 
void main() 
{int arr [MAX], n, i, k; 
printf ("\nEnter total number of elements: ") ; 
scanf (“%d”, &n); 
for (i=0; i<n; itt) 
{print£ ("\nEnter Element-%d: ", i); 
scanf ("%d", garr[i]); 
} 
12 printf ("\nEnter position at which to delete value: "); 
13 scanf("%d”, &k); 
14 for( isk; i<n-1; itt ) 
15 {arr[i] = arr[it1];)} 
16 print£("\nArray after deletion of element:”) ; 
17. for(i=0; i<(n-1); i++) 
18 print£ ("\n%d", arr[i]}); 
| 19 wy 
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. rray to store 100 elements is g in li 

An aed oe enias in the variable n ele - 

line ats that are to be stored. These n values are entered i 

a loop of line-8. The position at which to delete the value 
in line-13. In the above output example we have entered 

calves into the array ie. {7, 9, 2, 3, 6} and the value at index 7 

to be deleted. 


jete the value at position [1] we will basicall overwri 

a position [1] with the value at Position (2) Next +5 a 
verte the value at position [2] with the value at Position [3] 
nd $0 ON until the last value in the array at position [n-1] is 
ried 0 the second last position in the array i.e. [n-2] 


in our example, we have to delete the value at position k=[1), 
pence the loop starts with i=k and the value at position [i+1] is 
copied to the position [i], i.e. the value at position [2] is copied to 

ition [1] (refer to diagram on the right). The Process continues 
ii i=n-2, when the last value at position [n-1] is copied to 

ition [n-2]. In our example the value at position [4] is copied to 
position [3]. Note that the last value (6 in this case) though 
gifted to the second last position, still remains in the last Position 
as shown in the diagram. Hence the array is accessed in line-17 
up to position [n-2] (i.e. i<n-1) 


Arrays in C 


Position ‘k’ for deleting the value 


The next program is used to sort a list of numbers in ascending order using Selection Sort method. 


1 /*Program-110: Selection Sort Method*/ 
2 #include<stdio.h> 

3 #define MAX 100 

4 void main() 

5 {int arr[MAX], i, j, n, temp; 

6 print£("\nEnter total number of elements: m1) 
7 scanf("%d”, &n); 

8  for(i=0; i<n; it+) 

9 {printf ("\nEnter Element-%d: ", i); 

10 scanf("$d", &arr[i]); 

11 } 

2 for(i=0; i<n-1; i++) 

7 for(j=itl; j<n; 5++) 

4 


arr[i] = arr[3]; 


8 ges = temp; 
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Part 1: Chapter 13 


20 for(i=0; i<n; i++) 


21 printf ("\nSorted array[td] = %d", i, arr[i]); _ F 
22 4 (Round-2 | | 
| Output: 

Enter total number of elements: 5 Exchange 
Enter Element-0: 6 
Enter Element-1: 3 4 | 2 
Enter Element-2: 1 No exch. ‘ | “fb 
Enter Element-3: 8 
Enter Element-4: 2 sie pd [3] [3] 
Sorted array[0] = 1 Exchange 1 12. | 8 | 
Sorted array[1] = 2 
Sorted array[2] = 3 Sorted 
Sorted array[3] = 6 portion 
Sorted array[4] = 8 


The technique of selection sort is explained with the help of the 
above example and the diagram on the right. The array is used 
to store 5 values (n=5). A list of values is entered using the 
for loop of line-8. Let the list of values be {6,3,1,8,2} which is ( No exch. 
to be sorted in ascending order. 


Round-1:a) arr [0] i.e. 6 is compared with arr [1] i.e. 3. Exchange i p 


Since 6>3 (niao*), the values are exchanged 
b) arr [0] i.e. 3 is compared with arr [2] i.e. 1. 
Since 3>1 (niao), the values are exchanged 
C) arr[0] i.e, 1 is compared with arr [3] i.e. 8. 
Since 1<8 (iao*), no exchange takes place 
d) arr[0] i.e. 1 is compared with arr [4] i.e. 2. 
Since 1<2 (iao), no exchange takes place 


The values in the list are now: 1, 6, 3, 8, 2 


Thus at the end of roundi, the smallest value in the list i.e. 1 is 
occupying position [0] in the list, i.e. it has been put in the 
correct sorted order. To sort the remaining part the array the 
same process is again repeated with the rest of the array i.e. 
from element index [1] to [4] (see diagram on the right). 


Round-2:a) arr [1] i.e. 6 is compared with arr [2] i.e. 3. 
Since 6>3 (niao), the values are exchanged 
b) arr[1} i.e. 3 is compared with arr [3] i.e. 8. Since 3<8 (iao), no exchange takes place 
C) arr[1] i.e. 3 is compared with arr[4] i.e. 2. Since 3>2 (niao), the values are exchanged 


The values in the list are now: 1, 2, 6, 8, 3 


At the end of round2, the second smallest value in the list i.e. 2 is occupying position [1] in the list i.e. it has 
been put in its correct sorted order. The same process is again repeated now starting from element index [2] 
to [4] (see diagram). 


Round-3:a) arr [2] i.e. 6 is compared with arr [3] i.e. 8. Since 6<8 (iao), no exchange takes place 
b) arr[2] i.e. 6 is compared with arr [4] i.e. 3. Since 6>3 (niao), the values are exchanged 


The values in the list are now: 1, 2, 3, 8, 6 


At the end of round3, the third smallest value in the list i.e. 3 is occupying position [2] in the list ie. it has 
been put in its correct sorted order. The same process is again repeated now starting from element index [3] 
to [4] (see diagram). 


Round-4:a) arr [3] i.e. 8 is compared with arr [4] i.e. 6. Since 8>6 (niao), the values are exchanged 
The values in the list are now: 1, 2, 3, 6, 8 


We find that at the end of round4, all the elements have been put in their correct sorted order and hence the 
array gets finally sorted in ascending order. 
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jy the sorted array is printed using the for loop of line-20, 
Fira ; 
ner program is used to sort a list of numbers using another Sorting method called Bubble Sort. 


jeprogram-111: Bubble Sort Method*/ 


yinclude<stdio -h> 
gdefine MAX 100 
yoid main () 
{int arr(MAX], i, Jj, n, temp; 
printé ("\nEnter total number of elements: "); 
scanf(“d”, &n) ; 
for (i=0; i<n; i++) 
{printf ("\nEnter Element-%d: ", i) ; 
scanf("%d", &arxr[i]) ; 
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it) 
12 for(i=0; i<n-1; i++) 


for (j=0; J<(n-i-1) ; j++) 


4 {if (arr [j]>arr[jt+1]) 

5 {temp = arr[j]; 

16 arr[j] = arr[j+1]; 
7 arr[j+1] = temp; 
18 } 

19 } 


20. for(i=0; i<n; i++) 


a printf ("\nSorted array[%d] = %d", i, arr[i]); 


Exchange [4] El [el [2] FY 
au Sr ME pre 
nt (vee) [4] [3] [5] [2] £8) 


Enter total number of elements: 5 
Enter Element-0: 7 
Enter Element-1: 
Enter Element-2: 
Enter Element-3: 
Enter Element-4: 
Sorted array[0] 
Sorted array[1] 
Sorted array[2] 
Sorted array[3] 
Sorted array [4] 
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Part 1: Chapter 13 


The technique of bubble sort is explained with the help of the 
above example and the diagram on the right. The array is used 
to store 5 values (n=5). A list of values are entered using the | Round-3 
for loop of line 7. Let the list of values be {6, 3, 1, 8, 2} which 

are sorted in ascending order. Unlike selection sort, in this / No exch. 
technique always two consecutive elements are compared. 


Round-1:a) arr[0] i.e. 6 is compared with arr[1] i.e. 3. 
Since 6>3 (niao*), the values are exchanged 
b) arr[1] i.e. 6 is compared with arr [2] i.e. 1. 
Since 6>1 (niao), the values are exchanged 
c) arr[2] i.e. 6 is compared with arr [3] i.e. 8. 
Since 6<8 (iao*), no exchange takes place 
d) arr[3] i.e. 8 is compared with arr [4] i.e. 2. 
Since 8>2 (niao*), the values are exchanged 


The values in the list are now: 3, 1, 6, 2, 8 

Thus at the end of round1, the largest value in the list i.e. 8 is 
occupying position [4] in the list, i.e. it has been put in the 
correct sorted order. The same process is again repeated, but 


this time with the rest of the array i.e. starting from element 
index [0] up to [3] (see diagram above). 


Note that the largest element in bubble sort occupies the last position after a particular round of comparisons. 
Hence for the next round of comparisons, we are not considering the already sorted last element. 
Round-2:a) arr[0] i.e. 3 is compared with arr[1] i.e. 1. Since 3>1 (niao*), the values are exchanged 
b) arr[1] i.e. 3 is compared with arr [2] i.e. 6. Since 3<6 (iao*), no exchange takes place 
c) arr[2] i.e. 6 is compared with arr[3] i.e. 2. Since 6>2 (niao*), the values are exchanged 
The values in the list are now: 1, 3, 2, 6, 8 
At the end of round2, the second largest value in the list i.e. 6 is occupying position [3] in the list i.e. it has 
been put in its correct sorted order. The same process is again repeated, now starting from index [0] and 
comparing up to index [2] (see diagram). . 
Round-3:a) arr [0] i.e. 1 is compared with arr[1] i.e. 3. Since 1<3 (iao*), no exchange takes place 
b) arr[1] i.e. 3 is compared with arr [2] i.e. 2. Since 3>2 (niao), the values are exchanged 
The values in the list are now: 1, 2, 3, 6, 8 
At the end of round3, the third largest value in the list i.e. 3 is occupying position [2] in the list i.e. it has 
been put in its correct sorted order. The same process is repeated for the final time now, starting from 
element index 0 to 1 (see diagram). 
Round-4:a) arr[0] i.e. 1 is compared with arr [1] i.e. 2. Since 1<2 (iao*), no exchange takes place 
The values in the final list are now: 1, 2, 3, 6, 8 


We find that at the end of round4, all the elements have been put in their correct sorted order and hence the 
array gets finally sorted. Note that in selection sort with each round the array gets sorted from the 


_ beginning, while in bubble sort with each round the array gets sorted from the end. Moreover in selection sort 


a particular value is taken and then compared with the rest of the values following it. While in bubble sort two 
consecutive values in the list are compared, We find that for an array with 5 elements a maximum of 4 rounds 
were needed to sort the array i.e. a maximum of (n-1) rounds to sort an array with n elements. 


In program-111, in line-7, the user enters the number of elements in the array within the variable n. In this 
example n=5. The outer for loop starting from line-12 counts the number of rounds required to sort the 


array. We have seen that for n elements we require a maximum of (n-1) rounds to sort the array. Hence this 


loop runs from i=0 to i<(n-1) i.e, a total of (n-1) rounds. 


The inner for loop, used for comparing elements of the array, starts from line-13. We have seen in round-1 
arr(0} is compared with arr[1], arr[1] Is compared with arr[2] and so on, till arr [3] is compared 
with arr [4]. In doing so, at the end of round-1 the largest value occupies the last position i.e. arr [4]. 
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re rogram is an alternative version of the Selection Sort method 
ran 112: Alternative Selection Sort Methods / 


J in() 
id main . . 
Aik arc(MAX], 4, J, 9, temp, pos, min; 
intf ("\nEnter total number of elements: de 
scant (“#d”, &n); 
gor (isd; ini 144) 
(printé ("\nEnter Element-%d: ", i); 


scanf("sd", &arr[i]); 


; 
goat 
; 
! 


i 
6 
/ 
§ 
4 


Ss 


q gor(i=0; i<n-i ie 


F {min = arr[i]; 


yi pos = i; 

F for(j=itl; j<n; j++) 
6 {if( arr[j] < min ) 
{min = arr(3]; 
8 pos = j; 

9 } 

0 } 

11 temp = arr[i]; 

2 arr[i] = arr[pos] ; 

B arr[pos] = temp; 

4 } : 

3B for(i=0; i<n; i++) 

4 ~—so print£("\nSorted array[%d] = td", i, arr[i]); 4 
7) 


Output: 
Enter total number of elements: 8 
Enter Element-0: 
Enter Element-1: 
Enter Element-2: 
Enter Element-3: 
Enter Element-4: 
Enter Element-5: 
Enter Element-6: 
Enter Element-7: 


orwWL wires 


Sorted array[0] 
Sorted array [1] 
Sorted array[2] 
Sorted array(3] 
Sorted array[4] 
Sorted array [5] 
Sorted array[6] 
Sorted array[7] 
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Deleting multiple 
values from an 
array using function 


Part 1: Chapter 13 


In this method you start with the whole array and find the minimum value from the array. Then you exchange 
the minimum value with the value at the first position. So the first position now has the smallest value. 


You next take the remaining part of the array i.e. from the second element to the last element and find the 
minimum value from this set. Finally exchange the second minimum value with the second element in the 
array. The second element therefore contains the second largest element now. 


In this way you take each remaining section of the array and find the minimum in that section and exchange 
it with the first element of that set. When the process is over you finally have the array sorted. 


The for loop in line-12 counts the number of sets. For an n element array there will be (n-1) sets (the first 
set has n elements, the second set has n-1 elements, and in this way the last set will have 2 elements. There 
is no point in having a single element array for comparison). Hence the loop goes from i=0 to i=(n-2). 

In line-13 the value at arr [i] i.e. arr [0] for the first set is stored in the variable min. The position i for 
the first value of the set is also stored in the variable pos in line-14. 


The £or loop of line-15 is used to compare the first value of the set at position i with the remaining values in 


_ the set. Hence for the set i, the loop starts from j=i+1 and goes up to j=n-1. 


Within the inner for loop, the i£ statement of line-16 checks if the value stored in position 3 is less than the 
value stored in min. If so, the new value replaces the value in min. The position 43 of the new min value js 


also stored in the variable pos in line-18. 


| The code in line-21 to 23 is then used to exchange the first value of the current set with the min value of that 


ar 


set as indicated by the position variable pos. 
The for loop of line-25 is then used to print the sorted array. 


The next program uses a function to delete multiple occurrences of a given value from the array. 


} 
void main () 
10 {int arr[MAX], i, n, val; 
11 printf("\nEnter total number of elements: "); scanf("%d", &n); 
12 for(i=0; i<n; i++) 


1 /*Program-113: Deleting multiple values from an array*/ 
2 #include<stdio.h> 

3 | #define MAX 100 

4 void del(int arr[], int k, int n) 

5: { int i; 

6 for( i=k; i<n-1; i++ ) 

7 arr[i] = arr[it+1]; 

8 

9 


13 {printf ("\nEnter Element-%d: ", i); 
14 scanf("%d", Garr[i]); 

15 } 

16 printf ("\nEnter value to delete: "); scanf("%d", &val); 
17. i=0; 

18 while (1) 

19 { if(arr[i] == val) 

20 {del(arr, i, n); 

21 n--; 

22 } 

23 else 

24 itt; 

25 4f(i==n) break; 

26 } 


27 ~printf("\nThe final array is: "); 
28 for(4=0; i<n; i++) 
29 printf ("\ntd", arr[i]); 
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Ad yaive to delete: 2 
array is: 


ction defined in line-4 deletes a value at position 


fre ~ received by the function as formal arguments, Note k from the array arr containing n elements. 


leted value. As this value can also be equal to 

. the next iteration. Only when a value is not 
24. As with each deletion the size n of the array gets reduced _ 
W array index i exceeds the array size and breaks out. 
ram is used for doing a linear search 
| ya jar value from a list. We will be discussing 


Zee 
S33 
non 
wi 

ee 
ui 
sas 
cr oct oF 
Gb & 
MIGAININI A! 

SS ee 


ial the array index i is incremented in line- 


“a re condition of line-25 checks ifthe ne 
wh 


- Searching is a technique that is used to find a | 


two methods, namely liner search and binary search. | 


sprogram-114: Searching for a value in an array using Linear Search Method*/ 


F elude<stdio.h> 
ae MAX 100 Linear Search 
yoid main () Method 


int arr[MAX], i, 0, num, flag=0; 

printé ("\nEnter total number of elements in the array: "); scanf("%d”, &n); | 

for (i=07 i<n; i++) | | 
{printf ("\nEnter Element-%d: ", i); | } 

scanf("$d", &arr[i]); 


{ 


} 
print £ ("\nEnter the number to search from the array: "); scanf(“$d”, Gnum) ; | 
for(i=0; i<n; i++) 
(if (arz[i] = num) 
{printf (“\nValue present in position $d”, i); 


flag = 1; break; | 
} 
} 
if(flag = 0) 
printf("\nValue not present in list”) ; 


} 
output: 


Enter total number of elements in the array: 5 
Enter Element-0: 
Enter Element-1: 
Enter Element-2: 
Enter Element-3: 
Enter Element-4: 6 
Enter the number to search from the array: 9 
Value present in position 3 


REREHERHREE ERSTE SNOT 
— 


Dol! ahs 


In program-114, we have declared an array called arr[] to store 100 integer values. In the example output | 
sown, in line-6 we have input 5 in the variable n for storing 5 array elements. The values are entered using 
the for loop of line-7. In line-11 the value to search from the array is entered within the variable num. The | 
for loop of line-12 is then used to compare the values stored in the array with the value in num. The if 
Statement of line-13 is used to do the comparison. In case a match Is found only then the value of the 
variable £1ag is changed to ‘1’ and the control breaks out of the for loop. In case no match is found, the _ 
variable £1ag is not changed and remains at its initial value of ‘0’. In line-18, it is checked if £1ag is equal to | 
0. If so then it prints that the value is not present in the list. 
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The next program is used to search for a value from a Middle Value not found at M1 
list using the binary search method. This method is _ element of 


similar to finding a particular page of a book using its “ne array Areatoiéean 


page number. But the values must be present in \¢w1 more than the value 
either ascending or descending order in the list. | | 


If M1 less than the value 


searched at the middle of the array. If the value is left half right half 
found at that position then it is displayed. Else two 
different conditions can arise. If the value at the middle !fM2more ... IfMZIess ... 
of the array (M1) is more than the value to search, {m2 ] [M2 113 
then take the half of the array to the left of the middle J 

portion. If the value at the middle of the array . 
(M1) is less than the value to search, then take the half of the array to the right of the middle portion, 
Next again search the value at the middle of this newly selected portion. This process of dividing an array 
into two halves and searching for the value at the middle portion of the selected half is continued till the 
number is finally found. The following program is used to do a binary search on a list of integer numbers, 
Three different cases can arise as indicated in the following examples. 


If M3 more... 
i] 
Geel |: 


Repeat the process of dividing the array till value is found 


' 
! 
. . i) 
In this method, to find a value, first the value is Take the 1 Take the 
If M3 less , 
1 
1 


ee 1 /*Program-115: Search using Binary Search Method*/ 
#include<stdio.h> 

#define MAX 100 

void main() 

{int arr[MAX], i, n, low, high, num, mid, flag=0; 


Binary Search 3 
4 
5 
6 printf ("\nEnter total number of elements: ") ; 
7 
8 
9 


Method 


scanf(“%d”, &n) ; 
for(i=0; i<n; i++) 
{printf ("\nEnter Element-%d: ", i); 

10 scanf("%d", Garr[i]); 
| 11 } 
| 12 - printf£("\nEnter the number to search: "); 
13 scanf(“%d”, &num) ; 
14. low = 0; 
15 high =n-1;. 
16 while (low<=high) 


| 17 { mid = (low+high) /2; 
| 18 if ( arr[mid]==num ) 
19 {printf (“\nPresent in position-%d”, mid) ; 
20 flag =1; 
a1 break; 
22 } 
23 if( arr[mid]>num ) 
| 24 high = mid-1; 
| 25 else 
| 26 low = mid+1; 
| 27 } 
28 if(flag = 0) 
| 29 printf ("\nValue not present in list”) ; 
| 30} 
Output: 


| Enter total number of elements: 6 
Enter Element-0; 
Enter Element-1: 

| Enter Zlement~2; 
Enter Element-3; 
Enter Element-4: 
Enter Element-5; 9 
Enter the number to search: 7 
Present in position-4 


89 IR IgQ I 11% 
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100 integers. In line- ber 
tput shown gers. In line-6 the actual num 


7 0=6 in our example. The £or loop of line-8 


Ist is entered into variable num. 
the ends of the cy 
rst time search, there 
: eee €d in lines-14 and 15. 
{er gop of line-16 is used to search the ar 

fre pi te the condition for the while ban sige 

av? ee um is present In the list, then during the Search the Value to 
jae ou will be always less than or equal to high. In cage _"Mt=? 
ve? » nun iS not present in the list, then at one point of | Step-t | 
ine ¥2 value in the variable Low will become greater than the 

ane the variable high. Since no further search is required, 


in 
wr ndition becomes false under such a case, and the while 
he 


op ' terminated. 


yenn te while loop, in line-17 the index of the middle [Step2| [2 ][s |[s2] 


at is calculated by the expression (low+thigh) /2 and 


rrent portion of the array being searched. 
fore Low=0 and high=n-1 (the index of | 


fn ; ‘ 
vee in the variable mid. Value found 


3 if statement of line-18 then checks if the value at the 
gtion mid i.e, arr[mid] is equal to num or not, If equal, 
the search is over and the position of the number is Value to | 0 
jspiayed: The variable flag \s assigned the value ‘1’ and the 
yogram breaks out of the while loop. 


fart [mid] is not equal to num, then two cases can arise. 


If arr [mid] >num, then there is no point in searching for 

. the number after the position mid. Therefore the portion of 
the array to the left of mid is considered for the next 
search. Accordingly high is made equal to mid-1 (the 
index immediately to the left of mid). 


— 


If arr[mid]<num, then there is no point in searching for 
the number before the position mid. Therefore the portion 
of the array to the right of mid is considered for the next 
search. Accordingly low is made equal to mid+1 (the index alueto § 
immediately to the right of mid). find =8 


2 
With the new values of Low or high, the middle index mid for | Step-1 
the new search portion is again calculated in line-17 and the ; 


process repeated till the value is found. ( 


In case the value is not present in the list, then the variable 
flag remains at ‘0’. This is checked in line-28 and the 


message printed accordingly. Step-2) [2 [3] [s2| 


As an example let the list of 6 values be {2, 3, 5, 6, 7, 9}. To 
Sart with, Llow=0, and high=(6-1)=5. 


nw 


Case-I: Let value to search be num=7 (see diagram) 


Now low=0, high=5, ©. mid=(0+5)/2 = 2 Bene 


Hence arr [mid] = arr[2] = 5; 


Hence arr [mid] = arr[4] = 7; c 
Now num=7, therefore value found at position-4 | Step-4 | [2] Ls] 


(high ) 


Now 5 < 7, therefore low = mid+1 = 2+1 = 3 (high ( low ) 
Next low=3, high=5, ~. mid=(3+5)/2 = 4 Value not found 6) 


401 P1-13-27 


| 


ee 


Transpose of a 
square matrix 


SC MN DAHA AW NHK 


Part 1: Chapter 13 


Case-II:; Let value to search be num=2 (see diagram) 
Now low=0, high=5,__.. mid=(0+5)/2 = 2 
Hence arr [mid] = arr[2] = 5; 
Now 5 > 2, therefore high = mid-1 = 2-1 = 1 
Next low=0, high=1, .. mid=(0+1)/2 = 0 
Hence arr[mid] = arr[0] = 2; 
Now num=2, therefore value found at position-0 
Case-IITI: Let value to search be num=8 (see diagram) 
Now low=0, high=5, ©. mid=(0+5)/2 = 2 
Hence arr[mid] = arr[2] = 5; 
Now 5 < 8, therefore low = mid+1 = 2+1 = 3 
Next low=3, high=5,  .. mid=(3+5)/2 = 4 
Hence arr[mid] = arr[4] = 7; 
Now 7 < 8, therefore Low = midt1 = 4+1 =5 
Next low=5, high=5,  . mid=(5+5)/2 = 5 
Hence arr [mid] = arr[5] = 9; 
Now 9 > 8, therefore high = mid-1 = 5-1 = 4 


For the next round, we have the condition low= sa 
control comes out of the loop indicating the value ‘8’ is not present within the loop. 


The following program is used to find the transpose of a given matrix. The transpose is obtained by 


changing the rows of the matrix as the columns of the matrix. 


/*Program-116: To find the transpose of a square matrix*/ 


#include<stdio.h> 
#define MAX 10 
void main() 
{int mat[MAX] [MAX], i, j, temp; 
printf ("\nEnter total number of rows or columns in the matrix: "); 
scanf (“%d”, &n); 
for (i=0; i<n; i++) 
for (j=0; j<n; j++). 
10 {printf ("\nEnter element-[%d][%d]: ", i, J); 
11 scanf ("%d", é&mat[i][j]); 
12 } 


13 print£(“\nThe original matrix is:\n”) ; 
19 for(i=0; i<n; i++) 
15 {for(j=0; j<n; j++) 


16 printf ("%d\t", mat[i][j]); 
17 printf ("\n”) ; 
18 } 


19 for(i=0; i<n; i++) 
20 for (j=0; j<n; jtt) 


21 {if (4<3) 
22 {temp = mat[i] [3]; 

23 mat[i}[j] = mat[j] [i]; 
24 mat[3j] [i] = temp; 

25 } 

26 } 


27 print£("\nThe required transpose of the matrix is:\n") ; 
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rhe transpose of a matrix can be obtained by exchanging the values in the matrix for unequal indices i.e. 
where the index i is not equal to the index 5. This is evident from the diagram shown on the right. The 
jist matrix gives the original matrix and the second matrix gives the transposed matrix. 


The second element of the first row of the original matrix is 5 and its index is [0,1]. In the transposed 
matrix, the index of the value 5 is [1,0]. Similarly the index of the value 3 in the original matrix is [1,0], 
while that in the transposed matrix is [0,1]. Thus it is seen that there is an exchange in the position of the 
vaues 5 and 3. Similarly, the other pairs of values i.e. 75,2 & 62, and 912 & 4,1 have changed their places. 
This change in place can be done by changing the index of these values. Thus the value 50,1 is exchanged 
with the value 31,9 to get the corresponding values in the transposed matrix. 


Note that for the diagonal elements, there is no need to change the values, as the diagonal remains same in 
both the original and the transposed matrix. 


Moreover the exchange should take place only once. Thus 5 is exchanged with 3 only once i.e. the element at 
[0}[1] is exchanged with [1] [0], but element [1] [0] is not again exchanged with [0] [1]. If so, the 
Values would be exchanged once more and we would get back the original matrix. 


Inline-5 of the program we have declared a square matrix mat [] [] with 10 rows and 10 columns. In line-7, 
we have entered the actual number of rows and columns within the variable n. The for loops of line-8 and 9 
are used to enter the values into the matrix. The outer loop with index i is used to traverse a row, while the 
inner loop with index 3 is used to traverse the elements in a particular row indicated by i. Thus line-11 enters 
avalue into the variable mat [i] [3]. 


The for loops of lines-14 and 15 are used to print the input matrix. The for loops of lines-19 and 20 are 
\sed to create the transpose matrix. In line-21 it is checked if 4 and 3 are unequal i.e. if i<j. This ensures | 
that we are dealing with only one exchange between [4] [3] and [3] [4]. Lines-22 to 24 do the exchange | 

N mat [i] [3] and mat [3] [i]. Note that for all elements above the diagonal, the index i<3, 


Finally the for loops of lines-28 and 29 are used to print the final transposed matrix. Note how the matrix is 
getting displayed, The tab character \t ensures that the numbers in a row are printed at equal gaps. The 
"eWwline character \n in line-31 is used to go to the next line for a new row. 
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The next program is used to add two matrices. 


1 /*Program-117: Addition of two matrices*/ ( 4 6 

2 #include<stdio.h> [ Stoyo1 | 0 use core | 
3 void main() — 

4 { int A[2][3], B[2][3], Sum[2][3], i, j; | 2110) | | Ot) ‘ena | 
5 for (i=0; i<2; i++) ee 
6 for (j=0; <3; 5++) + 

7. {printf (“\nEnter value A[%d][%d]: ”, i, 3); 

8 scanf("td”, ATi] [3]); =P Sones || Zea | “ona 
9 printf (“\nEnter value B[%d] [td]: ”, i, 3); —— 

10 scanf(“%d”, &B[i][3j]); B ——- a { 4. wie 
1 Sum[i] [5] = ALi] (3] + BIG] [3]; Tenyor | “enen || “enva | 
12 } = 7 

13 printf(“\nThe required sum matrix is:\n”) ; 

14 for(i=0; i<2; i++) 


15 {for(j=0; 3<3; j++) = (oer || Scour | | “toner 
Sum 


| 16 {printf (“td\t”, Sum[i] [j]) 7} 


| 17 printf ("\n”) ; y | 1/5... | 
18 : [tru | teen | Sear | 


Enter value A[0] [0]: 
Enter value B[0] [0]: 
Enter value A[0] [1]: 
Enter value B[0] [1]: 
Enter value A[0] [2]: 
Enter value B[0] [2]: 
Enter value A[1] [0]: 
Enter value B[1] [0]: 
Enter value A[1][1]: 
Enter value B[l] [1]: 
Enter value A[1] [2]: 
Enter value) B[1] [2]: 


fe TR IR 1S IQ IN IR Io IN fa 10 [to 


The required sum matrix is: 
3 6 7 
9 1 5 


The above program is a simple one that is used to add two different matrices to get a sum matrix. Three 


| rectangular matrices A[][], B[] [J], and Sum[] [] are declared in line-4. Each has 2 rows and 3 columns. 


The for loops of lines-5 and 6 are used to enter the values into the matrices A[] [] and B[] []. The i loop 
controls the rows, while the 3 loop controls the columns. Line-8 enters the element A[i] [3], while line-10 
enters the value B[i] [3] for every i and 3. 


Line-11 is then used to add the values A[i] [3] and B[i][3] and assigns the result to the element 
Sum[i] [3]. Note that for addition of two matrices, all the three matrices involved should be identical in size. 


| The for loops of line-14 and 15 are used to print the Sum[] [] matrix. 


The next program is used to check if a particular row of a matrix has all the elements as zeroes. 


1 /*Program-118; To check if a matrix has a row with all 0's*/ 
2 #include<stdio.h> 

3 #define MAX 3 

4 void main() 

5 { int mat[MAX] [MAX], i, Jj, count; 
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if print£ (“\n") ; 
§ } 
pcan: LOOK; 14+) 
7 { count=0; 
6 for (j=0; J<MAX; j++) 
9 {if (mat[i][j] = 0); 
Hi count++; 
HI } 
I if (count==MAX) 
B 
HW 
B 
g } 
output 


Sgnter value mat[0] [0]: 
| enter value mat[0] [1]: 
"gnter value mat[0] [2]: 
tnter value mat[1] [0]: 
enter value mat[1] [1]:: 
‘gnter value mat{1) [2]: 


r 
k 


tf 


i 
e 


ig 


Line-5 declares a square matrix mat [][] with 3 rows and 3 columns. The for loops of line-6 and 7 are then 
used to enter the values into the matrix. The scanf() of line-9 then enters the values. The for loops of 
lines-12 and 13 are used to print the input matrix. 


The for loops of line-17 and 19 are then used to check for a row with all zeroes. In line-18, after the outer | 
for loop, the variable count is initialised to 0. This variable is used to count the number of zeroes in a given 
row. In this example, a row contains 3 elements or columns. Hence if all the elements in a row are ‘0’, then 


ee value mat[2] [0]: 
“inter value mat[2] [1] : 
“: ater value mat[2] [2]: 


{printé ("\nEnter value Mat[%d] [td]: ” 


printf (“\nRow %d has all zeroes”, 


Iw IN I@ 19 19 19 IQ Ia IN 


cone’ input matrix is: 


7 


count will be equal to 3 for that row. 


The inner 3 loop is used to scan the columns for a particular row. The if statement of line-20 is used to 
if mat [i] [5] is equal to ‘0’. If so, then the variable count is incremented by 1. The if statement of | 

lne-23 then checks if count is equal to 3 or not. If so, then line-24 prints which row has all zeroes. The | 

Variable count is again initialised to ‘0’ in line-18 for checking the next row. | 


Arrays in C a iH 


i, 3); 


i); 
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The next program is used to check if a particular matrix is an Identity Matrix or not. 


ie 1 /*Program-119: To check if a matrix is an Identity Matrix*/ 
Checking for an 2 #include<stdio.h> 
identity Matrix | 7 define MAX 3 
4 int main() 
5 { int mat[MAX] [MAX], i, j, flag=0; 
6 for (i=0; i<MAX; i++) 
7 for (j=0; j<MAX; j++) 
8 {printf (“\nEnter value mat[%d][%d]: ”, i, 4); 
9 scanf(“%d”, &mat[i][j]); 
10 } 
11 printf (“\nThe input matrix is:\n”) ; 
12 for(i=0; i<MAX; i++) 
13 {for (j=0; 5j<MAX; j++) 
14 {printf (“%d\t”, mat{i] (31) ;} 
15 print£(“\n”) ; 
16 } 
17 for (i=0; i<MAX; i++) 
| 18 {for (j=0; j<MAX; j++) 
| 19 { if( (i!=j) G& (mat[i][j]!=0) ) 
| 20 {flag=1; 
| 21 break; 
| 22 } 
2B if( (i==3) && (mat[i][5]!=1) ) 
| 24 {£lag=1; 
25 break; 
| 26 } 
| 27 } 
28 if (flag==1) break; 
| 29 } 
(30 if (£lag==0) 
| 31 printf (“\nMatrix is an Identity Matrix”) ; 
| 32 else 
| 33 print£("\nMatrix is not an Identity Matrix”) ; 
| 34 return 0; 
| 35 seed 


Output 

| _ Enter value mat[0] [0]: 
Enter value mat[0] [1]: 
Enter value mat[0] [2]: 
Enter value mat[1] [0]: 
Enter value mat[1] [1]: 
Enter value mat[1] [2]: 
Enter value mat[2] [0]: 
Enter value mat[2] [1]: 
Enter value mat[2] [2]: 


IRIS ISIS IRIS ISIS Isp 


The input matrix is: 


1 ty) 0 
0 1 0 
0 0 1 


Matrix is an Identity Matrix 
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case the break statements of line-21 and 25 are run 


ine-18. 
becomes equal to 1, the if condition is checked and the 


an 


yanable flag will remain at ‘0’. Hence the if 


nati 


23 will be true, and the variable £1ag will be changed to 1. The i£ condition of line-30 will check 


ve" 
10 & 


2 to ‘1 For a diagonal element i==5 is check 
“alt 4" is tested by the if statement of line-23 


ea diagonal element is not equal to ‘1’ 
equal to'1'. The control breaks out of th 
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e€ matrix mat[ 
lares a Square Me 1[] with 3 ro 
ad later to check if the matrix is an s 


nter the values into the matrix. The scant ) of lin 
e-' 
an 


gor loops of line-17 and 18 are then used to check the matr 
ma 


that an element is no 
: tion to connect the two conditions. 
we have a non-diagonal element which 

omes true. As there is no further ne 


ed to ch 
val to ‘{’ and the program breaks out of =x for the 


the inner for loop. 


atrix to be an Identity Matrix the second condition to 


using logical AND operation to connect the conditions. 


€ second inner for loop using a break statement in line-25. 


, the program comes out of the inner for loop of 
Pp. To come out of the outer for loop when flag 
break statement of line-28 is executed. 


However it still remains inside the outer for loo 


Identity Matrix, the conditions in lines-19 and 23 will never be true. Accordingly the value of the 


statement of line-30 will print the matrix to be an identity 


On the other hand if the matrix is not an identity matrix, then either of the if statements of lines-19 


cordingly and the program will print that the matrix is not an identity matrix. 


The next program is used to check if a particular matrix is an Upper Diagonal Matrix or not. 


1 /#Program-120: To check if a matrix is an upper diagonal matrix*/ 


2 #include<stdio.h> 
2 void main() 


identity m nd 3 columns. The variable £1ag declared in line-4 


4 13 are used to print the input matrix. 9 then enters the values. The for loops of 


gonal e| ix to be an Identity matrix or not. For 
element i!=3 Is checked. The condition e’cments should be equal to ‘0’. To check non- 
n-diagonal but not equal to ‘0’ is tested 


'S Not equal to ‘0’, the condition of the if statement of 
remaining matrix, the variable flag is 


a satisfy is, all diagonal elements should be 
- The condition whether an element is diagonal but not 


there is no need to check any further and the variable flag is — 


| 
| 


< 


Check for Upper 
| Diagonal Matrix 


3 { int mat[3][3], i, j, flag=0; 

4 for (i=0; i<3; i++) 

5 for (j=0; 3<3; j++) 

6 {printf (“\nEnter value mat[%d][%d]: ”, i, 3); 
7 scanf(“%d”, &mat[i] [4]) ; | 
8 } 

9 printf(“\nThe input matrix is:\n”) ; 

10 for(i=0; i<3; i++) 

oI {for (j=0; j<3; j++) 

12 printf (“td\t”, mat[i][j]); 

B printf (“\n”) ; 

4 } 

15 for (i=0; i<3; i++) 

16 for(j=0; 5<3; j++) 

7 {if( (i>j) && (mat[i][j]!=0) ) 

18 {flag=1; 

9 break; 

20 } 

2 } 

2 if (£lag==0) 

3 printf (“\nMatrix is an Upper Diagonal Matrix”) ; 


else 
print£("\nMatrix is not an Upper Diagonal Matrix") ; 


407 P1-13-33 


ee 


Program for Matrix 
Multiplication 


Part 1: Chapter 13 


Output 
Enter value mat(0][0]: 1 "a ) |2 j 
Enter value mat({0][1]: 7 Roo Trou | (0lt2] j 
Enter value mat[2][1]: 0 Sano. 
Enter value mat[2](2]: 5 (0130) iu | Feu | 
The input matrix is: ' — 
Hi Bae —~ ——5 
a 40 | Pann) “eI 
a ee we Baad | 


Matrix is an Upper Diagonal Matrix 
e for loops of lines-16 and 17. An upper 


The program is similar to the previous one. The difference lies in th 
al , d above the diagonal. All elements below 


diagonal matrix implies that the matrix has values in its diagonal an ind 
the diagonal are ‘0’. To test for elements below the diagonal, note that such elements have an " lex such 
that i>3. This is checked by the i statement of line-18. If the condition is satisfied, i.e. if the e ement is 
below-diagonal and it is not equal to 0, it makes the variable flag as 1 and breaks out of the loop in line-19, 


The next program is used to multiply two matrices. 


1 /*Program-121: Matrix Multiplication*/ 

2 #include<stdio.h> 

3 #define MAX 3 

4 void main() 

5 { int A[MAX] [MAX], B[MAX] [MAX], P[MAX] [MAX]=(0}, i, 3, ki 
6 for(i=0; i<MAX; i++) 

7 for (j=0; j<MAX; j++) 

8 {printf("\nEnter value A[%d] [%d]: ”, i, j); 
9 scanf(“%d”, GSA[i]}[j]); 

10 printf(“\nEnter value B[%d] [%d] : “i, 3)? 
11 scanf(“td”, &B[i][j]); 

12 } 

13 print£("\nThe input matrix A:\n”) ; 

14 for (i=0; i<MAX; i++) 

15 {for(j=0; j<MAX; j++) 

16 print£("sd\t”, Ali] [3]); 

17 printf (“\n”) ; 

18 } 

19 printf£("\nThe input matrix B:\n”) ; 

20 for (i=0; i<MAX; i++) 

21 {for (j=0; j<MAX; j++) 

22 printf (“%d\t”, B[i] (jl); 

2 printf (“\n”) ; 

24 } 

25 for (i=0; i<MAX; i++) 

26 for (j=0; j<MAX; j++) 

27 for (k=0; k<MAX; k++) 

2B Plil(3] = Plil(j] + Ali] [k] * BIk] [3]; 
29 print£("“\nThe product matrix is:\n”); 

30 for (i=0; i<MAX; i++) 

H1 {for (j=0; j<MAX; jtt) 

32 printf (“%d\t”, P[i][j]) i 

33 printé(“\n") ; 

+4 } 

IS } 
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eave program is used to multiply two matrices to get a resultant matrix. 


t be multipli ) 
wo matrices cannot be multiplied. For two matrices to be compatible for multiplication, the number of 


y 
‘anns of the = matrix should be equal to the number of rows of the second matrix. 
for the two matrices A[m] [n] and B[n} [q}, the product matrix Bf] [] will be: 


xB{a} [4]=P im] [4] 
same 


thus 
ata] [2 


for AL) [], the number of columns is ‘n’ ‘n’ te 
yore that n’ and for Bf} [] the number of rows is also ‘n’. Also no 
iat the product matrix has the number of rows of a and the number of columns of B. 


o calculate an element of the product 

matrix WE have to carry out the 

ing steps. Let us take the 

shown above where A[2] [3] 

2, n=3) iS multiplied with 

3[3] [2] (n=3, q=2) to get the 
product matrix P[2] [2]. 


a | rule note that the element 
pack obtained by multiplying 
the i* row of A[][] with the 5% 
column of B[] []. The diagram on the 
right gives a visual idea of which row 
and which column of the matrices A 
and B get multiplied to get a particular 
dement of the product matrix P. Thus 
to get the value of the element 
P[1][0] for example, we have to 
multiply values from row-1 of matrix A[] [] with values from column-O of matrix B[] []. In doing so, we 
have to multiply each element of row-1 with each element of column-0 and add the terms, as shown below: | 


The element B[1] [0] = A[1](0]*B[0] [0] + A[1][1]*B[1] [0] + A[1] [2] *B[2] [0] 


ooaa 


In general P[i] [5] = DA([4] [k] *B[k] [3], where the summation © is made over k (here k is the number 
of columns of A[] [] or the number of rows of B[][]). 


In program 121, in line-5 three different square matrices a, B, and P have been declared to store 3x3 | 
dements each. Note that the product matrix P[3] [3] has been initialised to ‘0’ in that line. The reason is _ 
that each element of P will be a sum and is of the form sum=sum+term, Hence each element needs to be | 
initialised to ‘0’. 


| 
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Part 1: Chapter 13 


The for loops of lines-6 and 7 are used to enter the values into the matrices A and B. The for loops of lines 
14, 15 and lines 20, 21 are then used to print the two input matrices A and B. 


Lines-25 to 28 are used to calculate the product matrix. The £ox loop of line-27 is used to do the summation 
of the terms, for a particular element P[i] [3] of the product matrix. The summation is done over index x. 


Finally the £oxr loops of line-30 and 31 are used to display the final product matrix. 


The next example compares two different arrays and finds out at how many places the values are same 
in those arrays using pointer notation. 


i /*Program-122:Comparing 2 arrays using pointers*/ Veriemte:.  Velue peviadt 

2 #include<stdio.h> 

3 #define MAX 5 $3000 

4 void main() 

5 { int arr[MAX], brr[MAX], i, count=0; | 3002 | 

6 for (i=0; i<MAX; i++) arr+1 

7 {printf£(“\nEnter arr[%d]: “, i); 3004 

8 scanf (“%d"”, arr+i) ; /*Rddress of arrfiJ]*/ arr+2 

9 printf ("“\nEnter brr[%d]: “, i); 3006 

. scanf(“%d”, brr+i) ; /*Address of brr[a}*/ i area 
} — 

12 for (i=0; i<MAX; i++) ‘arr[4] U 

13 {if (*(arrt+i) == *(brr+i)) /*Elements compared*/ rT 

14 count++ ; 

1S } 

16 printf(“\nThe number of matches = %d”, count) ; 

17 } 


Output of the above program: 
Enter arr[0]: 
Enter brr[0]: 
Enter arr[1]: 
Enter brr[1]: 
Enter arr[2]: 
Enter brr[2]: 
Enter arr[3]: 
Enter brr[3]: 
Enter arr[4]: 
Enter brr[4]: 
The number of matches = 2 


To THIN IN 10 [bo Toy Foy IG I 


In line-5 we have declared two different integer arrays arr[] and brr[] each containing a maximum of 5 
integer values. 


| The for loop of line-6 is then used to enter the values into these arrays. Note how the pointer notation is 


used instead of the array notation to enter the values into the array using the scanf() statements of 8 and 
10. Thus arr+i and brr+i are written instead of writing scarr[i] and sbrr[i]. 


The for loop of line-12 is then used to access the array elements and compare them. The if structure of 
line-13 compares the two arrays, again using pointer notation. Thus instead of using arr[i] and brr[il, 


we have used the indirection operator to dereference the address of the array elements to get the values. 
Hence the notations * (arr+i) and * (brr+i) are used. 


Whenever there is a match in values in the arrays arr and brr at a particular position, the variable count is 


incremented by 1 using the statement of line-14. In our example, the two arrays contain same values at 
positions i=1 and i=3. Hence the count value gets incremented when i=1 and i=3. 


Finally in line-16, the count value is printed. 
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oe ft a a variable number of elements like arr [n] where ay Renee . nee pooaueene 
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8 i=0; 
9 while (i++<10) 
10 sum = sum + arr[i]; 


11 avg = sum/10.0; 
12 print£(“\nThe required average is %f", avg) ; 
13} 


Output: 


Enter value-0: 
Enter value-1: 
Enter value-2: 
Enter value-3: 
Enter value~-4: 
Enter value-5: 
Enter value-6: 
Enter value-7: 
Enter value-8: 
Enter value-9: 
The required average is -2879.800049 


Foon auf WD 


=) 


{Sg eR eas oA 


] from i=0 to i=9. The loop counter i 


The for loop of line-4 is used to enter the values in the array arr : 
ed to calculate the sum. The average is 


is again initialised to ‘0’ in line-8. The while loop of line-9 is then us 


_ obtained by dividing the sum by 10. The final result is displayed in line-12. 


| However the output is not as expected. Ideally the output should be equal to 5.5. However it shows a value 


| of -2879.800049. The reason lies in the wrong use of the while loop in line- 


9, Though the condition of the 


| while loop is correct i.e. the loop will run from i=0 to i=9, with the post increment operator ++ increasing 
_ the value of i by 1 after checking the condition. Thus the loop runs for a total of 0 to 9 i.e. 10 times. 


"The flaw lies in the use of the increment operator i++. When i=0, the condition of while checks the 
condition as 0<10 (which is true) and the i++ statement then increments 4 to 1. Thus when the sum is made 


in line-10, it uses the array element arr[1] and not arr[0]. Similarly when the last condition is checked for 
i=9 and 9<10, then i++ increments i to 10. When the sum is made, it adds arr[10] and not arr[9]. 
However arr [10] does not exist and the memory location there contains garbage value. When this garbage 


| value is added to sum, it produces this absurd result. 


The code should be rectified in the following manner to get the proper result. 


| 8 2=07 3 


9 while (i++<10) 


10 sum = sum +@rle< 4 


| The following code that involves array initialisation will neither compile nor run: 


1 void main() 

2 { int arr[5], i; 

3 arr = {4,9,6,3}; 

4 for(i=0; i<n; i++) 

5 printf ("\ntd; ”, arr[i]); 
6 } ait 

The fault lies in the incorrect initialisation of the array in line-3. An array can be initialised with values 


only during its declaration as shown below: 

2 int arr[5]) = (4,9,6,3), 4; een rer 2 See 

The next code will show a compilation error as you cannot leave space for values to be entered later into 
a semi-initialised array. 

1 int arr(6] = (4,,6,3,,7), 4: aw 

You must use values to reserve space during array Initlalisation as shown below: 

1 int arr[6] = {4,0,6,3,0,7), 4; 
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elements 
‘ mch are int and some float etc. Either all should be int or ied Nap aia Reve ahietray: OF MNES Se - 
oa 


The different components of an array are called the array elem 
|* declaration “int physics[20];” ante 


‘ in «imple variable but an array. 


which can store 20 int type numbers 


numbering of array elements starts from 0 a 
* save the elements numbered from ‘0’ to ‘99’ ae - 
data elements from array[0] to array[n-1] 


He array elements of a particular array are stored in consecutive memory locations depending upon the type of 
a 
ethods to enter data 
, There are fwo: nh ata into an array, These ee . 
elements during design time, or by entering data from the spe a ate a lai 
\ ; ; | 
A ane is used in general to input data into an array (though the while and do-while loops can also be used if | 
req 
| while entering data into an array, care should 
umber ofelements declared be taken so that the input data does not surpass the | 
| | 


an array can be sigs 2 writing down the initial data elements that the array can hold. (An un-initialised array 
contains garbage data, unless it has been declared as a static variable array). The method to do this is to write 
down the array elements separated by commas within curly braces, as: int arr[5]={ 2, 4, 7, 4, 9 }; 


one can initialise an array only during the declaration of the array 

In case the number of elements of an array is specified within the square brackets and all the elements are not 
initialised, then the un-initialised elements will all be initialised to 0 automatically 

To initialise all the ten elements of the array arr[10] to 0 one can simply write: 

int arr[10] = { 0 }; 

In general one requires a maximum of (n-1) traversals of the array to sort an array with n number of elements 
using Selection Sort or Bubble Sort techniques 

|. In Selection Sort, the smallest element in the array occupies the first position in the array after the 
first round of sorting 

In Bubble Sort, the largest element occupies the last position in the array after the first round of sorting 

Searching is a technique that is used to find a particular value from a list of values. There are various 
methods for searching like liner search technique and binary search technique 

+ Binary Search Method is similar to finding a particular page of a book using its page number 


: The array elements must be in a sorted order to apply Binary Search 

In Binary Search, the process of dividing an array into two halves and searching for the value at the middle portion 
of the selected half is continued till the number is finally found 

A matrix is a 2 dimensional array with m rows and n columns. The row number and column number 
together identify any element in the matrix. Thus int mat[4][3] defines a matrix with 4 rows and 3 


columns 

* The numbering of each row starts from ‘0’ and extends up to one less than the total number of rows. Similarly the | | 
numbering of each column starts from ‘0’ and extends up to one less than the total number of columns. The 
combination of a row number and a column number gives the position of any number in the matrix 


' The general rule is that arrays are stored in memory such that the rightmost index value varies most 


rapidly 
"In the row major form of storing the values of a matrix the elements are stored row wise. In this method after 
the elements of the next row are stored. 


storing the elements of a row in consecutive locations, 
‘In ring the values of a matrix the elements are stored column wise. In 
the column major form of storing tive locations, the elements of the next | 
| 
| 


first, the set o 
This example Hoot brackets [ ] tells the compiler that we are not dealing 
S an array named physics (just like other variable names) 


t from 1, i.e. an array with 100 elements will 
rom ‘1’ to ‘100’. In general array[n] will have 


lements of a column in consecu 


this method after storing the e 
column are stored 
"For two matrices to be compatible for multiplication, the number of columns of the first matrix should be equal to 
the number of rows of the second matrix | 
" Cprovides us with a special type of variable called a ‘pointer’ to store the memory address locations of | | 
other variables _ ; 
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" A special operator called the ‘address of’ operator represented by the ampersand symbol (&) is Used | 
to access the address of a variable 


* Declare a pointer variable by first stating the data type of the pointer, followed by a ° - oo the pointer 
name. The data type of that variable whose address it will store, will form the data type o po 


"The declaration int *px indicates that px is a pointer type variable that can store the address of a, 
integer type variable 


* A sspecial operator called the indirection operator (*) Is used to access the value of a variable using its address 


* The statement printf("Value of x=%d”, *ptr); uses a pointer to display the value stored at the 
memory address indicated by the pointer ptr. 


* The indirection operator can also be called the value-pointed-by-address operator or value-stored-at-addrags 
operator as it can be used to display the value stored at a particular address location using that address location 


* The name of a one-dimensional array gets automatically converted to a pointer and the array name 
Points to the starting element of the array 


* The name of an array can be treated as a pointer 
* Pointers increment in units depending on the data type they point to 


* For an array, when an integer | is added to the array name, the resultant expression points to the i array element. 
In general (arr+i) => &arr[i] => address of the i element of the array arr 


* *(arr +i) is same as arr[i] for the array arr 

*  *arr indicates the value stored at the 0" position of the array arr 

* An integer can be added to a pointer or subtracted from a pointer 
* Two pointers can be compared 

" Two pointers cannot be added, multiplied, or divided 

* Two pointers can be subtracted 


* To subtract one pointer from another it needs to be assured that both the pointers point to elements 
of the same array or memory block 


ely So ete TER 


y oe “Review Questions 
G | Qt. Multiple Choice Questions. Select from any one of the four options. leach 
am i) Which of the following is an incorrect statement for an array: 

= a. All the array elements of a given array are of the same data type 
b. The array index starts from 0 
c. The name of an array indicates the value of the first element of the array 
d. Array elements of a given array store consecutive locations in memory 


ii) — Which of the following is an incorrect statement for an array: 
a. For an n element array the last element index is n-1 
b. You can change the size of an array as per requirement 
c. A numeric array declared using the static keyword has all its elements initialised to zero 
d. An array is passed to a function as argument by using the array name only 


iii) For the statement int arr[8]={2, 6, 3, 9}; the array element arr[7] will store the value: 


a. garbage value = b. 2 c.9 d. 0 
iv) For the statement int arr[8]={2, 6, 3, 9}; the array element arr[8] will store the value: 
a. 2 b.0 c. garbage value d.9 


v) — In bubble sort method: 
a. The last element of the array gets sorted first 


b. The first element of the array gets sorted first 

c, The second element of the array gets sorted first 

d. The second last element of the array gets sorted first 
vi) Which of the following is an invalid code? 


a. int a[7]; b. int bf J; c. int c[ ] = {2, 8} d. int d[10] = {0}; 
vil) Which of the following is a valid statement for an array declared as int a[10];? 
a, *(a+2)=5; b, a=*(a+1); c. a*=(a+1); d. *a=a+1; 


P1-13-40 414 


Science 


r computer Arrays in C 


we on sort method: 
election sO 

ins e second element of the array gets sorted first 
a. se last element of the array gets sorted first 
pe first element of the array gets sorted first 
C. the second last element of the array gets sorted first 
6 an array with n elements the maximum nu 
i) gorting it using the bubble sort method is: 

: b. n-i c. n-2 Ana 
binary search method which of the following is not true: 


b 
r : he middle element of the array is searched first 


», The search area of the array gets divided into two Portions after each unsuccessful search 

. The entire array needs to be in a sorted order 

4, The algorithm works only if the search value is present in the array 
, _Apointer is: 
| xi) 3, Aspecial constant that stores the address of another pointer 
| b. A special constant that stores the address of another variable 
c. Aspecial variable that stores the address of another pointer 
4, A special variable that stores the address of another variable 
Which symbol is used to declare a pointer? 

b. *x 


vill 


mber of times the array needs to be scanned for 


ae c.® d. x 
r What is the output of the following program piece in C? 

int a[9]={3,4,5}, i, sum=0; 

for(i=1; i<9; i++) sum+=ali]; 

printf("\n%d”, sum); 

a.5 b. 12 c.9 d. 10 
yw) What is the output of the following program piece in C? 


int b[5]={1,2,3,4,5}, i, f=1; 
for(i=0; i<4; i++); f=F*ali]; 
printf("\n%d”, f); 
al b. 24 5 d.0 
yy) What is the output of the following program piece in C? 
int arr[6]={1,0,3,0,5}, i, count=0; 
for(i=0; i<6; i++) 
if( arr[i] == 0) count++; 
printf(*\n%d”, count); 
a1 b. 2 c.3 d. 4 
xvi) What is the output of the following program piece in C? 
int arr{10] = {9,8,7,6,5,4,3,2,1,0}, i; 
for(i=1; i<10; i++) 
*(arr+i) = *(arr+ti-1); 
printf(“\n%d”, arr[9]); 
a1 b. 0 c.9 d. 2 
Xi) What is the output of the following program piece in C? 
int arr{ ]={6,6,6,6,6,6}, i; 


for(i=5; i>-1; i--) 
*arr = *(arr+i)+1; 
printf(“\n%d”, arr[0}); 
a, 12 b.8 C7 d. 11 
Mii) The declaration int m[4][8] defines a matrix with: 
a. 4 columns b. 4 rows c, 8 rows d. none of these 
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xix) _ Which of the following statements is incorrect? 
a. int a[3]={0}; _b. int a[5]={2, , 5, , 6}; c. int al }={2,2,2}; d, int af }={0}; 
xx) Which of the operations is not possible on a pointer in C? ; 
a. Add an integer to a pointer b. Subtract two pointers c. Add two pointers d. Compare pointers 
Q2. Short Answer type questions: leach 
i) What is an array? 
ii) | What is the range of indices for the elements of an array int arr[5]. 
iii) | What does the name of an array specify? 
iv) How can you initialise an integer array during declaration with the values 3, 6, 9? 
Vv) | What does the declaration float mat[2][5]; mean? 
vi) What is the alternative notation for the notation *(arr+i) for a float type array arr? 
vii) | What is the simplest method of initialising all the elements of an integer array arr to 0? 
viii) What do you mean by the column major method of storing elements in a matrix? 
ix) What do you mean by the row major method of storing elements in a matrix? 
x) State one difference between selection sort and bubble sort. 
xi) State one difference between linear search and binary search. 
xii) State any two valid operations that can be done on a pointer in C. 
Q3. Long Answer type questions: 7 each 
i) Write a program to reverse the contents of an array. Explain the terms row major and column 
major matrices. What is the use of the indirection operator in C? 4+241 
ii) Write a program to sort the contents of an integer array in descending order. What is the relation 
between a pointer and an array? State one difference between linear and binary search. 4+2+1 
iii) | Write a program to search for a value from a given array. State any two characteristics of an array 
type data structure. State one disadvantage of using an array to store a set of values. 4+24+1 
Q4. Assignment Programs: 4 each 
i) Write a program to get the sum of the squares of the values stored in a 10 element array. 
ii) | Write a program to get the sum of the values stored at the even positions of the array. 
iii) | Write a program to get the sum of those values in an n element array which are multiples of 7. 
iv) Write a program to print the contents of an array from the last to the first. 
v) Write a program to find the average of values in an array and then print those values from the 
array which are more than the average value. 
vi) Write a program to find the second maximum value from an array having n integers. 
vii) | Write a program to find the second minimum value from an array having n integers. 
viii) | Write a program to find the standard deviation of those values in an array which are multiples of 3. 
ix) Write a program to delete the middle element of an array having an odd number of elements. 
x) Write a program to delete all odd values from an array with the help of a delete function. 
xi) Write a program to insert the value -1 after every occurrence of the value 5 in an array. 
xii) | Write a program to insert the value -1 before every occurrence of the value 5 in an array. 
xiii) | Write a C program to sort the values at the even positions in an array having n elements. 
xiv) Write a C program to sort the values at the odd positions in an array having n elements. 
xv) Write a program to sort the first half of an array in ascending order and the second half of the 
array in descending order for an array having 2n number of integer values. 
xvi) Write a program to find whether an array contains any consecutive sequence of values (for 
example the array [2, 9, 4, 5, 6, 1, 3, 8, 9] has two consecutive sequences 4, 5, 6 and 8, 9). 
xvii) Write a program to separately find the sum of left and right diagonal elements of a square matrix. 
xviii) | Write a program to check if any column in a matrix is having all zeroes. 
xix) Write a program to separately find the sum of each column of a matrix and display them. 
xx) Write a program to get the product of a matrix and its transpose for a square matrix. 
xxi) Write a program to find the maximum from each row of a matrix and print each maximum. 
xxii) Write a program to check if a matrix is orthogonal in nature (a square matrix is orthogonal if the 


product of the matrix and its transpose is an identity matrix. An identity matrix is itself orthogonal). 
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ke what are Strings? 
g entering and displaying Strings 
’ matrix and Strings 

‘ some Library Functions available to handle Strings 
‘ pointers and Strings 
e 

some worked out problems 
e 


p to now we have written programs that had dealt with numerical values like 
[J ineges and floating sll numbers or at the most only simple character type 
gut apart from these there exist another form of data called strings. By string 
ae not mean any wire or thread but a collection of characters to form a word, 
ame, sentence paragraph etc. However C does not provide us with any special 
i 4 type t0 represent strings. But an array of characters has a special place in C. It 
cat to denote a string. A string is treated in C as a collection of characters in a 


6 ith a special marker to denote th i i 
r array, wit ote the end of a particular string. Thus the 
ie line of code can be used to declare a string: : 


spar str [10]; 


spe memory diagram to the right shows how memory will be allocated for storing the 
‘voy character array called str (the array can have any other name). Since a 
sracter occupies 1 byte, thus 1 byte will be allocated for storing each element of this 
ray 2S shown. It is seen in this example that str [0] starts from memory location 
joi and the array ends at the memory location 1010 with the array element str [9]. 


just lke initialising an integer or a float array, a character array can also be initialised 
sp hold a string, as shown below. Each character is enclosed within a pair of single 
quotes and separated by a comma. 


char str[10]={ ‘Ss’ r ‘a’ y ‘y’ i ‘a!’ " ‘\n’ " ‘\0'}; 


\otice that an extra special character ‘\0’ has been introduced at the end of the 
name Sayan during the initialisation. The character ‘\o’ is treated as a single 
character called a ‘null indicator’ and is used to mark the end of a string. 


The ‘null indicator’ i.e. ‘\0’ should be placed at the end of the set of characters 
to tell C that a particular string, consisting of several characters, has ended. Without 
the null indicator it would not be possible to find the end of the string or to demarcate 
two or more consecutive strings. One important thing should be kept in mind. While 
declaring a character array for holding strings, always remember to keep one 
character extra to include the null terminator. Thus if a string consists of n 
characters, always declare the array to consist of n+1 characters minimum, as 
str[nt+1] and not as str[n]. In the latter case the character set will not be treated 
2S. string as there would be no space to accommodate the null indicator. 


Since an array of characters has a special place in C, it is not surprising that it can be also initialised in a 
more convenient manner as shown below: 
char str[10]= “Sayan”; 


The above declaration with the name Sayan between two double quotes “ ” is used to initialise the 
character array with a string. The double quote indicates that this character array consists of a string 


a 


String 


* 


| resting, 


collection of 


| 
| 


form a word, 
| name, sentence, 


paragraph etc. 


str{5] 1006 || characters to 


| {nitialising a 


String 


| A z) 1S 

| represented in C 

| as a character 

| array. 
ela 


~) 

AS can be 
initialised only 
during 


and C automatically inserts the null indicator ‘\0’ after the last character in the string. 


Remember that if you initialise a character array using single quotes as ‘a’, then the character is treated as a | 
char type variable and if you initialise it using double quotes as in “a” then it is treated as a string and the 
null indicator is automatically inserted at the end of the character. 
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a 


A special 


NO’ i: 
mark the end of 
the string. 


Do not use the 
address operator 
‘&’ when 
inputting a string 
using scanf( ) 


| character array str[10] has been declared. The variable len 
| calculated length of the string. Several things need to be noted here: 


AAS Catarinn ahd dient: Ghali PRPS, ee ee Fee 
14.2 Entering and at playing Strings as 


|» No address operator ‘s’ has been used in the scanf () funct 


Ls Thirdly, the %s specifier auto 


The for loop in line-8 in the above progra 
| terminated by a semicolon. It may seem 
number of letters in the word. Within the for 


Part 1: Chapter 14 
tialised only during the 


can be ini y 
an array ode shown below is 


type of variables, Thus the € 


As discussed in the previous chapter, unlike other 
g one array to another. 


declaration. C does not allow directly assignin 
not allowed in C. 


char str[20]; 
str = “Sayan”; tik < Wa 

ions like strcpy() are 
To assign a constant string (like the one shown above) to an array, special functio 


required in C, as will be shown later. 


pe ie 


Apart from initialising, a string can also be input by using library functions like ee a 
getchar (). Similarly we can display a string using the printé() function and t a 3 word using the 
or by using the puts() function. The following program is a simple one that In oe d 
scanéf () function and the %s format specifier and determines the number of letters in the word. 


1 /*Program-123: To find the length of a string*/ 

2 #include<stdio.h> 

3 int main() 

4 { char str[10]; 

5 int len; 

6 printf (“\nEnter the word to find its length: ”); 
7 scanf("%s", str); 

8 for( len=0; str[len] !=’\0’; len++) ; 

9 


printf("\nThe number of letters in the word = %d", len); 
10 return 0; 
11 } 
Output 


Enter the word to find its length: Sayantan 
The number of letters in the word = 8 


above. In line-4 of the above program, the 


Several points need to be noted in the simple program given I 
declared in line-5 will be used to store the 


ion before the variable name in line-7. 


When inputting a string using scanf () and the %s specifier there is no need to use the address operator 
‘g’, as by default the name the array indicates the address of the first element of the array i.e. &str[0]. 

» The variable array str[] inside scanf() function does not include the square brackets [] and 
only the name str is used. This is due to the same reason as above i.e. the name itself means &str[0] 
and this is what is required by the scanéf () function as its second argument. 

matically inserts the null indicator ‘\0’ after the entered string. 


m is used without any loop body following it and has been 
strange at first sight. The variable Len is used to store the 
loop first len has been initialised to 0. After the initialisation, 
the condition of the for loop checks the content of the string at str [i]. 


Initially as the value of 1en is 0 the condition checks the first character of the word i.e. str[0]. In our 
example we have input the word “Sayantan”. Therefore the condition str [len] !=’ \0’ is true as str[0] 
is equal to ‘s’ in our example. Since there is no statement as part of the loop, after the condition becomes 
true the control comes back to the increment part of the loop i.e. Len++ and len gets incremented by 1. 


| The condition subsequently checks for the consecutive values of the word with every increment of len and 
| checks the characters str[1], str[2], str[3] etc. Any character other than ‘\0’ will make the for loop 
| condition true and let it continue. When the end of the string is reached, len will be equal to 8, and the last 


array element checked will be str[8] which is equal to ‘\o’. This will finally make the for loop condition 
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'Splayed ysj : edi sans 
fie ecifier Is perfect as long as we enter Yed using the Print () function in line-9. 
c 


: a single ; 
fhe ae use the iis reales then the string input eae . if we enter multiple words separated by 
ant? to the character before € the same as entered, cifier will 
fo : Myakeaborty” then only “tye” wie ne 4Ppears. Thus if aus one the name 
oan along with %s to enter multiple Words Cred in the array. Therefore one cannot use 
soo” 
| ways to overcome thi 

e severa this Problem. ; | 
nee () function and get the required result as hon to use another format specifier along with | 
te . : : : 

ram-124: To print a string using ; 

; reieceesio-D Scanf() without the %s format specifier*/ 
7 gid nain() 
j { char str[80]; 
4 printf ("\nEnter the string: "; 
scanf("S[*\n]", str); 
: printf ("\nThe entered string is ts", str) ; 
pha 
output 


ignter the string: Pulak Chand Kundu 
fhe entered string is Pulak Chand Kundu. 


that the function will take in all characters, (including 
it gets the new-line character ‘\n’ ie. it will input all 


In the above example, the specifier % [*\n] indicates 
ce characters like blank, tab etc.) until 
craracters which are not equal to newline i.e. ‘\n’, 


prther form of scanf() can be used to restrict input to only lowercase and uppercase alphabets. The 
function stops taking a character when it gets a cl 


aking a haracter other than the alphabets, as shown: 
Pecans ("s [ArZa-z]", stz) ; rae 


EE BEA 7 ren 


Thus if someone enters the string “time2go”, then only the portion time will get stored. 


Another function, namely the gets() function can be used to input a multiple word string. The 
gets() function terminates the input when it receives a new-line character ‘\n’ (ie. the Enter key) as input 
from the user. It then stores the string by replacing the new-line character ‘\n’ with a null indicator 
‘\0'to mark the end of the string. Similar to the scané () function, the argument of gets () function is also 
the array name used to input the string. The syntax for the character array str [] is: ae, 


The following program uses the gets () function and counts the number of words in a sentence. 


1 YeProgran2i25!-7o count number of words: aia: 
2 Hinclude<stdio.h> 2 
{char str[80]; Pas Se 
- int i, count=0; Peete ger si: 
> Print£("\nEnter the string: ”); 9) 
[gets (str) ; ie 
for(i=0; str[i]!= ‘\0'; i++) 
. if (str [4] == » 1), 
count++; i: 
Printf£("\nThe number 


You can print a 
string using the 
printtC ) unetion 
and the 
format specifier. 


Using %[\n] with 
scanf{( ) 


ie 5 -@& 
| You bag use 
\the scan{( ) 


| function with %s 
specifier to input 
a multiword 
string. 


| 


® 


| the EE 
function can be 
used to input a 
multi-word string 


a 


Use of gets( ) 
function 


a 


To find the 
number of words 


aL. anumber of 
Welack in a 
Sentence is equal 
‘to number of 
blanks separating 
the words plus 1. 
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The program-125 inputs a string using the gets () function and determines the number of words present in 
that string. In doing so it counts the number of positions where there is an occurrence of the blank space in 
the sentence. By counting the number of blanks we can determine the number of words, as 2 sentence with n 
number of blanks will have (n+1) words. 


Line-7 uses the gets() function to enter the string. The for loop of line-8 then reads through the string 
until it gets the null character *\0’. The if statement of line-9 then checks each of the characters given by 
str[i]. If str[i} is a blank, ie.’ ‘, then it increments the variable count by 1. Therefore for the above 
example, the value of count at the end of the string will be 7 as there are 7 blanks in above the sentence. 


In line-11, the print£() function is used to print the number of words. Note that ‘1’ has been added to 
count to get the number of words from the number of blanks. 


We have seen that we can store a single string in a single list 
We cay edt ch oe oa tet a5 aq orevan ea een 
Trnnbe Le beatigeranog ace sonic, 2) OEE 
indicates the maximum characters in each string. 


(0}(21]  £03C3)} [to1L4)] 


r=) 


(a> char list[3][5] = {{‘R’, ‘i’, ‘k’, ‘\0'}, 
‘A’, ‘Ze, ‘k’, ‘o’, ‘\0'}, 


fsck { 
. ae 
— a LE OR, Co eGR OEE 
matrix : : ' een : 


representation 


The above declaration indicates a character matrix 
| list[][], which can hold 3 strings, with each string 
| Containing a maximum of 4 characters (the 5t character 

is reserved for *\0’ to mark the end of each string). Since 
| each word is not exactly 4 characters long, the remaining 

elements in each row remain unused. 


But we have seen earlier that a string can be more 
conveniently written by writing the string within double 
| quotes (" ”). We give below the same string initialisation code shown above but using double quotes to 
_ enclose the strings. 


char list[3][5] = {“Rik”, “Arko”, “Deep”}; 


The above code automatically assigns each string to each row of the list[] matrix and inserts the null 
| terminator ‘\o’ at the end of each string. An interesting property of the above initialisation is that each 
| string can be treated as a single element of a one dimensional array consisting of 3 elements. Thus 
' each of the 3 strings can be referred to by the row number of the matrix as: 


list[0] > {“Rik”} 
list[1] > {“Arko”} 
list[2] > {“Deep”} 


| The following program reads several strings and calculates the length of each string. 


oe 
Calculating lengths 
of a list of strings | 


| 


1 /*Program-126: To calculate length of multiple strings*/ 
2 include<stdio,h> 

3 yoid main() 

4 { char names(10] [20]; 

5 


| int num, i, len; 
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vga", &num) ; Had) 


acant ( 
for (aed? 
(print 

gcanf 


) 


i<num; i++) 
f("\nEnter name-%d: ", 4); 


("®s", names [i}) ; 


gor (i807 i<num; i++) 
{ for( len=0; names[i)[len}] != ‘\o’. len++) ; 


printf”\nLength of ts = 4d”, names[i], len); 


t 

tor the number of words to input (Maximum 10): 4 
ter name-0: Satyajit 

meer nanei: Ritwik 

> name-2: Tapan 


enter name-3: Mrinal 


pength of Satyaji 
pength of Ritwik 
yength of Tapan = 5 


t 8 


6 


yength of Mrinal = 6 

words to be entered are stored in 
Te Worx names [10] [20] declared "ANOS OM@QQOO® M@E) 
i line-4, which can hold a maximum of | names[0] |» 7 _ —aet| 
Wp stigs with each string containing a eenentol: ih 

imum of 20 characters. Based on [names('] |-»| imate 
this decaration the compiler will Se 
weve 10 X 20 = 200 bytes of [ names[2} |] ‘T” 

grea to store the strings in the pee 
names[3] 


natrix names[] []. In line-7, the total 
number of words (out of a maximum of 


a 


Storing a list of 
strings 


{0) to be entered is input into the variable num, 


4s discussed earlier, during input of a string in line-10, only the first index of the matrix is specified in the 
e the it string. This is done as each row of the matrix where each 


scanf() function as names [i] to indicat 
sting is stored can be identified by the combination of the matrix name and the row number as names [i]. 


After the strings are entered, the for loop of line- 


12 is used to read the strings one by one and then count | 
he number of characters in each. For each run of the for loop of line-13, the variable Len is initialised to 0 
frst. Then using the technique of program-123, the length of the string represented by names[i] is 
alalated and stored in the variable len. Line-14 then prints the length of the string names [i]. After 
alulating and displaying a length, the variable len is again initialised to 0 in the for loop, for calculating | 


the length of the next string. 


lab le 


are available to handle 1/0, mathematical operations, etc. C provides 
\s with several library functions to handle strings. String handling includes common tasks like copying | 
‘Wo strings [strepy () ], concatenating, i.e. joining two strings [streat()], finding the length of a string 
[strlen ()], comparing two strings [strcmp () ], etc. There are other string handling functions but we will 


restict ourselves to the most commonly used above four. Include the header file <string.h> for these. 
nt the number of characters in a string, excluding the null 
ment and returns an integer value indicating the 
y or a string constant (like “computer”. 


Just like different library functions that 


, strlen(): This function is used to count th 
terminator. It takes only one single string as its argu 
length of the string. The argument can be a variable arra 
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The syntax for the function is: strlen( string ) ; 
/*Program-127: To find the length of a string using strien() sanekson"/ 
#include<stdio.h> 
void main () 
{ char str[10]; int len; 


1 
Using the strlen( ) - 
3 
4 
5 printf (“\nEnter the word to find its length: ”); 
6 
7 
8 
9 


function 


scanf("%s", str); 

len = strilen(str) ; 

printf ("\nThe number of letters in the word = %d", len); 
} 


Output 
Enter the word to find its length: Saptarshi 5 eran ¢ ay eo 


The number of letters in the word = 9 ae 


The above program is a modified version of program-123, where we had used a for loop to calculate 
the length of a string. The syntax to find the length of a fixed or constant string is to put the string within 
double quotes as shown: 


len = strlen( “pneumonoultramicroscopicsilicovolcanokoniosis” ); 


a> 2. strcpy(): This function is used to copy one string into another. You cannot copy one string into 

another simply by equating them like other type of variables using the assignment operator. The function 
copies the contents of the second string i.e. string2 into the first string i.e. string1. The second string 
can be either a variable array or can be a constant string. The syntax for the function is: 


The strcepy( ) 
function 


;—- Copied to~ 
| 
strcepy( stringl, string2 ); 
| The following program is used to exchange two strings using the strcpy () function. 
a> 1 /*Program-128: To exchange two strings*/ 
| 2 #ainclude<stdio.h> 


Exchanging two 
strings 


3 void main() 
4 { char str1[80], str2[80], temp[80]; 
| 5 printf(“\nEnter first string: ”); 
| 6 gets (str1) ; 
7 printf(“\nEnter second string: ”); 
8 gets (str2) ; 
9 


| printf(“\nThe entered strings are: %s %s”, strl, str2); 
| 10 strcpy (temp, str1); 
11 strcepy(strl1, str2); 
12 strcpy(str2, temp) ; 
1? print£(“\nThe swapped strings are: %s %s”, strl, str2); 
| 14 } 
~*~ Output 
7 _ | Enter first string: Humpty 
The target string | Enter second string: Dumpty 
is the first | The entered strings are: Humpty Dumpty 
argument and the | The swapped strings are: Dumpty Humpty 


source string is 
Three character array type variables called str1[], str2[] and temp[] are declared in line-4. The first 
string is entered in line-6 into str1[], and the second string is entered into str2[] in line-8 using the 
gets () function. 
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€-9. Then from line-10 to line-12 the swapping 
me temporary character array temp[] using 
using strepy() in line-11. Finally the string 
ng st a 
9 strepy() in line-12, The swapped strings are displayed in 


- example we mean if a string starting with ‘b’ (I 
Thus {apple, book} are in order but He ike book) 


not. 1 
paring two strings string] and string2 usin 


com 9 strcmp () is: 


strcmp (stringl, string2) ; 


Depending upon the above possiblities, the strcmp () function works in the following ways: 


he strings are i ical: : 
a) Botht gs are identical: The function returns 0 (and not 1, remember this carefully as the — 
| stremp( ) 


uaied of eg ie can js used in the condition of a i statement to test two strings to be same). 
b) string] 8 oe planeta order with string2: The function returns a negative number. 
¢) string] is not in alphabetical order with string2: The function returns a positive number. 


Thus by checking for the sign of the returned value you can determi ing] i i 
: ti 
orlower than string? in alphabetic order, y ermine whether string] is equal, higher 


The logic of the strcmp () function may at first seem confusing. But the way of working of the function 
will make things clear. The strcmp () function in reality finds the difference in the ASCII values of the 
first non-matching characters in the two strings. Thus if string1 (say Sujoy) is in alphabetical order with 
string2 (say Sumon), then the first non-matching character ‘5’ (Sujoy) with ASCII value 106 in 
string1 minus the first non-matching character ‘m’ (Suman) with ASCII value 109 in string2 results in 
anegative number (106-109 = -3). 


We now give below a program to sort a list of strings in alphabetical order. We will be using the 
strcmp () function to compare two strings and then the strepy() function to interchange pairs of 
strings in case they are not in alphabetic order. 


/*Program-129: Sorting a list of strings*/ 
#include<stdio.h> 

jinclude<string.h> 

‘void ascending(char names[][20], int n); 


{ int num, i; 
char names[100] [20]; 
printf (“\nEnter number of names in the list: "99 


1 
2 
3 
4 
5 void main () 
6 
7 
8 
9 scanf(“%d”, &num) ; 


10 for (i=0; i<num; i++) 

1 {printf (“\nEnter name-%d: ”, i); 

12 fflush (stdin) ; 

13 gets (names [i]) ; 

14 } 

15 ascending(names, num) ; 

16 printf (“\nList of names in ascending order:”); 
17 for(i=0; i<num; i++) 

18 printé ("\n%ts”, names [i]) ; 

19 } 
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20 void ascending(char list[][20], int n) 

21 { char temp[20] ; 

22 int i, j; 

23 for(i=0; i<n-1; i++) 

24 for (j=itl; j<n; j++) 

25 { if( stromp(list[i], list[j]) >0 ) 
26 {strepy(temp, list[i]) ; 
27 strepy(list[i], list[j]); 
28 strepy(list[j], temp) ; 
29 } 

30 } 

31 } 

Output 
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Enter number of names in the list: 5 
Enter name-0: Tathagata 

Enter name-1: Soumik 

Enter name-2: Anurup 

Enter name-3: Saptarshi 

Enter name-4: Mouktik 

List of names in ascending order: 
Anurup 

Mouktik 

Saptarshi 

Soumik 

Tathagata 


In line-7 we have declared a aes 99990000008090 


character matrix called = 
names[100][20] to store a (namesto)}>{ T | 
maximum of 100 names with 
each name up to 20 characters [names(t] }-/['s 
long. In line-9 the actual number = rail 
of names are input into the 
variable num. The for loop of 
line-10 is then used to enter the 
names in the list. The diagram 
on the right shows the state of 
the matrix after inputting the 

nee @0909000000080 
function in line-12 is used to (namestol}->|[4 
Clear the input buffer before 

entering the names in line-13 [names[t]}>}[ 
using the gets () function. 


In line-15, the ascending() (pamesi3 
function is called to sort the list 
of names in ascending order. 
The matrix names and the 

number of names stored i.e. num 

are passed to the function. The formal argument 1ist receives the matrix in the function header. Note 
how the variable 1ist which receives the names matrix is declared. You need to use the two pairs of 
square braces to indicate the variable received as a matrix. Moreover you need to specify the second 
index in list aS list[] [20]. This is a MUST. Though you may or may not mention the first index. 


names[4] 


After Sorting 


Within the function, the for loops of lines-23 and 24 are used to sort the list of names in ascending order 
using Selection Sort method. 


OO 
| ter Sclence ‘ 
f Compu f 
nts ° 


‘Si 
wi Strings in C 
« the stremp() function is use 
in@-2tt ae rad “C ; 
jn ed earlier, if list [i] ie. the gm Rane | te string List [i] with list[j]. As we have 
jr) ie. the 3'" name in the list thats the i the list is not in alphabetical order with respect to 
; > Tunct) awe ‘ 
jie true. “tion returns a positive value and the if condition 


! to Compare the « 


e if condition is true, the strings listr; 
4 St[li] a i 
wee m 128 using the strepy () function jn err a 
pes 


anal the sorted list is printed using the gor loop of line-17 
-| ae 
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I aia 1 with th _ cat() function works by replacing the null indicator ‘\o’ at the — ® . 
ond of the string? With the starting character of the second string A 
\ wing | function (s used 
me f0lOM [FT| | | to join two 
wample joins name[0) name[0] name[0] | | strings. 
‘nas = | | 
tee lil name[1] name[1] name(1] || E] 
ae and name(2) [HL] namef2) |[fc! name[2] pL y 
snae. The name[3) name[3] 1! name(3) ryt __%. pe | 
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"HE! ps] | nt ge 
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4 void main () 


5 { char name[20], Fname[10], Lname[10]; 


name(11] Cy 


1 /*Program-130: Joining Strings*/ name[12] || name(12]||; ||| name[12]||/A | 

2 #include<stdio.h> name[13] name[13}|} |||} name[13)| [EN 3 
b> 

3 Mlactodest tring name[14] name[14]|/ ||| name[14] 


name[15] Cy 


6 printf ("\nEnter First Name: ”); name[16}|[ |||! name(16] name[16) | | 
7 gets (Lnane) ; name{17] | name[17] name(17]| [fe | 
§  printf(“\nEnter First Name: ”) ; ame[18] me[18} , ef18) 

9 ee ey; name[18]|[uil|| name nam: 


name[11]| |i 


name[15] 


name(19}| [| 
name(20] 


10. strcat(.name, “HELLO.” ).; 
11 “~strcat( name,. Fname:) ; 

12 +) strcat( name;°".”.); 

13 ) ¢stzcat( name, Lname:);; 

4 © \print£("\nts”, name); 


pigs Cie: 


Enter First Name: ARKO” 
Enter Last Name: BANERJEE 
HELLO ARKO BANERJEE 
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3 different character arrays namely name[26], Fname[20], and Lname [20] have been declared in line-5, 
In lines-6 and 7 the two strings are entered into the variables Fname and Lname using the gets () function, 


In line-8, the constant string “HELLO " is copied to the blank string array name[] using strcat(). In line- 
9, the string stored in Fname is then joined to the existing string in name]. In line-10, a blank character is 
added after the first name to separate the first name from the last name. Finally in line-11, the string stored 
in Lname is added to the existing string in name[]. Line-12 then prints the composite string stored in 
name []. 


The blank is added to separate the two names in the final string. Note the double quotes used to enclose 
the single blank space. Since the strcat() function joins strings, we cannot use a single quote to indicate 
a blank, but a pair of double quotes to indicate a blank string. The memory diagram in the previous page 
gives the memory content of the arrays Fname[] and Lname[]. The three diagrams for the name[] array 
show how the three individual strings are added one after the other to name[] to get the final string. 


Also keep in mind that the string name[] should be made sufficiently large to accommodate the 
constituent strings along with blank characters and the null character. 


char prompt[] = "Press Enter"; /*Array initialised by string */ 


The above character array will allocate 12 bytes of memory 
(1 byte for each character) including one byte for ‘\0’ to store the above 


char *prompt = "Press Enter"; /*Pointer initialised by string*/ 


The above declaration creates a character type pointer called prompt, 
which can store the address of a character type variable. It is then initialised 
with the address of the constant array containing the characters “Press 
Enter”. 


The memory diagram on the right shows that the constant string is allocated 
memory location starting from 4000. The character pointer prompt then stores 
this starting address. To access the string, we will simply have to access 
this pointer. 


For example to print this string, just like a normal string array we have to simply 
type: 

puts (prompt) ; /*Prints the string stored in prompt*/ 
OR print£("%s", prompt); ./*Prints the string stored in prompt*/ 


Using the above notation we had actually reduced a one-dimensional array to a single variable namely 
the pointer prompt. However in the above representation, in addition to the memory space used to store the 
constant array, extra memory is needed to store the pointer prompt, which will contain the address of the 
first element of the constant array. Thus representing a single constant string using a character pointer may 
not be of much help. The major advantage of this approach comes when we try to store a set of constant 
strings (to be covered in book-2). 


As pointers provide an efficient and compact technique to access arrays, programming operations with 


character strings are almost invariably done with pointers. The following program simply copies the 
contents of one string called InputStr into another string called outputStr. 
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g 
mgsecet dio: D> 


—_ 
= 


= 
—-Sss 
Qa:a 


main 
sit inputStr [80], Outputstr [80] ; 


| 

4 

{ 

f { a tp_in = InputStr, *p out = Outputstr ; | Character pointera initiates | 

ch ¢("\nEnter the string to copy: « : j with the address of the aids | 

: _ str) i | elements of the character a y 

‘ tStr) ; 

f (inpu | 

/ ynile ( ae s ‘\0") /*Loop runs till value pointed | I t 1 null*/ 

" ; /*c ad ; ry in not eq 

$ (tp_ovt = p_in; /“Content POinted by Pp an 2OF ais n nted by Pp ute/ 
uttt; /*p_out ‘Same ° a ) memory point ; 

: ar wee jh . incremented to point to the next character” 
Avr: > ir Sremente 

J PU An incremented to point to the next character’ 


) 
2 p out * ‘\0'; 
3 ppinté("The copied string is: $8", outputsery ; 


) 
t of the above program: 


out¥ 
ter the string to copy: Sachin 
copied string is: Sachin 


' jine-4 WE have declared two string type variables InputStr 
nj outputStr: In line-5 we have declared two character 
an, pointers p_in and p_out. Along with the declaration, 
in iS assigned the address of the character array Inputstr 
nd P out is assigned the address of the character array 
utstr. Hence p_in stores the starting address of 
ytstr and p_out contains the starting address of 
qutputstr as shown on the right. 


rhe input string is entered within the array Inputstr in line-7 
ysing 2 gets() statement. In our output example we have 

the string “Sachin” within InputStr as shown in the 
diagram on the right. 


The main part of the above program is the while loop in 
jine-8 which is engaged in copying the string. The while 
igop condition checks if the value pointed by pointer p_in (i.e. 
tp in) is ‘\o’ or not. If not then the condition becomes true 


and the body of the loop is executed. When the pointer reaches 
the ‘\o’ character at the end of the string then the while loop 


condition becomes false and the loop terminates. 


In line-9 within the body of the loop the content of the location 
pointed by the pointer p_in, i.e. *p_in is assigned to the 
contents of the memory location pointed by the pointer p_out 
ie. to *p_out. This is nothing but copying the character from 
the InputStr array to the OutputStr array. 


In our example when the loop runs for the first time the character ‘S’ at InputStr[0] is pointed by p_in. It 
is copied to the memory location pointed by p_outi.e. to OutputStr[0]. 


After one character is copied, in line-10 the p_out pointer is incremented to point to the next character 
position. In line-11 the p_in pointer is incremented to point to the next character position. The loop condition 
is again checked. If the condition is true, the next character is copied and the pointers incremented. 


When the ‘\o’ character is reached by the pointer p_in the loop terminates. In line-13 the ‘\o’ character is 
inserted at the array location pointed by p_out to mark the end of the copied string. 


The entire loop can be written in a compact manner as shown below. Try to analyse the code on your own! 


8 while(*p out++ = *p_intt+); /*Value assigned first, then point 


SL wre = ——— 
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The next program checks the number of characters entered and terminates the string if the number of 
characters crosses the maximum length of the string array including the ‘\o’ character. 


1 /*Program-132: String input up to specific number of characters only*/ 
2 #include<stdio.h> 
3  #define MAX 10 
4 int main() 
5 { char str[MAX], letter; 
| 6 int count=0; 
7 printf ("\nEnter the string: ") ; 
8 while( 1 ) 
9 {letter = getchar() ; 
10 if (letter=='\n’) 
| 11 break; 
12 if (count==MAX-1) 
13 { printf("“\nString too large and terminated...”) ; 
14 break; 
15 } 
| 16 str[count] = letter; 
17 count++; 
18 } 


| 19 str[count] = ‘\0'; 


20 printf ("The input string is: %s", str) ; 
21 return 0; 
22 } 


Output1: 
Enter the string: beautiful 
The input string is: beautiful 
Output2: 


Enter the string: entertainment ae ‘ 
String too large and terminated... 
The input string is: entertain ee 


In line-3 we have defined MAX as 10. Hence the program will I input strings up to a maximum length of 9 
characters plus one null character. The string array str[] declared in line-5 will store the input string. The 
variable count is initialised to 0 in line-6 and is used to serve as the index for the string. It also serves as a 
count of the number of characters input. 


The while loop of line-8 is used to enter the string, character by character. The getchar () function of line- 


| 9 is used to enter a character into the char variable letter. Line-10 checks if this input character is a 


newline character i.e, Enter (remember that the Enter key is pressed when a string entry in completed and 


| the ‘\n’ character corresponds to the Enter key). If so, the break statement of line-11 terminates the loop. 


The if statement of line-12 then checks if the present count value is equal to the last index in the array. If 
$0, aS NO more characters can be input in the array, it prints the error message and breaks out of the loop in 
line-14. Remember that for a proper string you can input a maximum of characters one less than the size of 
the array as the position at the last index Is used for storing the ‘\o0' character. 


Otherwise the Input character Is stored In the array at position count in line-16. In line-17 the count 
variable is incremented by 1 to point to the next array index. 


When the loop terminates by any one of the break statements, in line-19 a ‘\0’ character is forcibly stored at 
position count (remember that when the loop terminates, count points to the index after the last valid 
character stored In the string array), 
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| sat ie count=0; heap 
“santé (*\RERtET the string: ”); 
P 
f ¢s (str) 
gor (1707 str[i]!= ‘\O'; i++) 
; if (str [4] == ‘e’ || str[i] == ‘E’) 
d count+t+; 


0 } 
i print é("\pThe number of ‘e’ in the string is %d", count) ; 


r the string: Evenin walk is good for health 
ie nusber of ‘e’ in the string is 3 


inthe above program, the if statement of line-9 checks the character str [i] to be the character ‘e’ or ‘E’ 
py using the logical OR operator. Thus for the input string in the above example, it finds a ‘’ in the position 
tz (01 and two ‘e’ in the positions str[2] and str[26] and prints accordingly in line-12. 


mre next program is a modified form of the above program where the character to find is input by the 
ser instead of a fixed character written inside the program. 


! /*program-134: To count number of occurrences of any alphabet in a string*/ 23 ay 

2 finclude<stdio-h? Count number of 
3 void main() occurrences of 
4 gal chaz ate [60], Letter; any alphabet 

5 int i, count=0; 

6 printf (“\nEnter the string: ”); 

7 gets (str) ; 

8 print£("\nEnter alphabet to find: "); | 

9 «flush (stdin) ; | 

10 letter = getchar() ; 

u if (letter>=97 && letter<=122) 

VA letter = letter-32; 

B for(i=0; str[i]!= ‘\0’; it+) 

14 { if( (str[i] == letter) |] (str[i] == (letter+32)) ) 

Ly ‘count++; 

16° } : 

17 print£("\nThe number of ‘tc’ in the string is $d", letter, count) ; 

wy 

Output | 


“Enter the string: She sells sea shells on the sea shore 
_ Enter alphabet to find: s 
(The number of ‘s’ in the string is 8 a Seed 


In the above program the character to search Is entered into the variable letter in line-10 using the | 
getchar() function (Note the use of the function fflush (stdin) before using getchar()). As the 


character entered can either be in lower or in upper case, it is first converted to upper case for uniformity by 
the 1 statement of line-11 and 12. 


Then the for loop of line-13 is used to check the occurrence of the character indicated by letter. Note that 
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_ Letter+32 (for the small alphabet) using the logical OR operator. 


Output 


ber of bl 
The next program counts the number of words in a sentence separated by any number of blanks, 


; i blanks*/ 
1 /*Program-135; To count number of words in a sentence with multiple 


2 #include<stdio.h> 
3 void main() 


4 { char str[80]; 

5 int i, count=0; 

6 printf (“\nEnter the sentence: ") ; 

7 gets (str) ; 

8 for(i=0; str[i}!= ‘\O'; i++) 

9 {if(str[i] == ' ' G& str[itl] != ' ’) 

10 count++; 

11 } 

12 printf ("\nThe number of words in the sentence is %d", count#1) ; 
13 } 


' Enter the sentence: Happiness in intelligent ___people_is a rare trait 
The number of words in the sentence is 8 
The string to search is entered in line-7. The for loop of line-8 scans the characters to count the words. For 
a set of characters to be a word it must be preceded by a blank space. This condition is checked by the ig 
statement in line-9. So if str[i] is a blank and str[i+1] is not a blank, then the counter count is 
incremented. The condition will be false for any two consecutive blank spaces. 


The next program is used to count the number of vowels in a sentence. 


1 '/*Program-136: “To count the number of vowels in a string*/ 
2 #include<stdio.h> 
3 void main() 


vowel [0] 


vowel [1] 


4 { char str[80], vowel[11] = “AEIOUaeiou”; vowel [2] % 
5 int i, j, count=0; : 
6 printf ("“\nEnter the string: ”); vowel [3] a 
7° gets (str) ; vowel [4] 

8 for(i=0; str[i]!= ‘\0'; i++) vowel [5] 

9 {for (j=0; vowel[j]!='\0'; j++) 

10 if (str[i] == vowel[3]) vowel [6] 

11 {countt+; vowel [7] 

12 break; 

13 } vowel [8] 

14 } vowel [9] 

15 printf ("\nThe number of vowels in the string is %d", count) ; 

16 } vowel [10] 

Output 


Enter the string: Beauty lies in the eyes of the beholder 


The number of vowels in the string is 14 


| In the above program we have declared two strings in line-4. The first one to input the string str[], and 
| another one called vowel [] to store all the vowels. The string vowel [] has been initialised with a constant 


string “AELOUaeiou” that contains all vowels both in upper and lowercase. The ‘\0’ is automatically inserted 
at the end of the string as shown above. 


The string to check is input in line-7. The for loop of line-8 then scans the string and takes a character 


str[i] for every i till it gets the ‘\0’ character. The for loop of line-9 is within the outer for loop. It is 
used to scan the array vowel[] with loop index 3. 
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program is used to check if a string is a palindrome or not. 


ree 
van 137: To check for a palindrome*/ 


; ee gecetdio-h> 
i ‘A main () 

j { char str [80]; 

4 int i, len, flag=0; 

5 printf ("\nEnter the string: ”); 
gets (st) i | 
8 

9 


for (len=0; str[len]!= ‘\0’; len++) ; 


for (is0; i < len/2; i++) 
{ if(str[i] != str[len-i-1}) 

10 {flag=1; 
: break; 
I 
B 
ry : 
5 if (£lag==0) 
6 printf("\nThe string is a palindrome") ; 
7 else 
8 printf("\nThe string is not a palindrome ") ; 
9}. 
output 


“gnter the string: MADAM : 
The string is 4 palindrome 


B65 se repr sion x -_ 
PPE as ia ey hee Thy: SAR tees 


Apalindrome is a word that reads the same from both the sides. For example the words “madam”, “liril”, 
"dad", “eye”, “racecar”, “malayalam” etc. are all palindromes. The above program enters the string to check 
for a palindrome in line-7. The length of the string is then found out using the method discussed in program- 
123 using the for loop of line-8. The variable 1en is used to store the length of the string. The for loop of 


line-9 is then used to check for the palindrome. 


( strf + strfo] ) (— strflen-1-1] + str{6-1-0] ) 


The example on the right gives an idea of the logic of the 


program. To check for a palindrome, it is sufficient to check 
for the letters of the word from either end in pairs till you 
reach the centre of the word. If the word is a palindrome, 
the letter pairs from either ends will match. For example for 
“madam”, the pair of ‘m’ and the pair of ‘a’ from either end 
are identical, After that we reach the centre character ‘d’ 
and need not check any further. However for the word 
modem”, though the outer character pair ‘m’ matches, the 
next outer characters ‘o’ and ‘e’ are different. Hence (00 -¢ 
modem” is not a palindrome. jj=4 


000000 
[| [‘a’} [| 


For the word “madam” with 1en=5, to get the character ~ 
Pairs from either end in str[] we use the index pairs as: ( Same 


str[0] and str[4] ie, for i=0, compare str[0] and str[len-1-i] i.e. str[5-1-0] — str[4] 


str[1] and str[3] ie. for i=1, compare str[1] and str[1en-1-i] i.e. str[5-1-1] — str[3] 


—_ 
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2 as it is sufficient to check up to the centre of 
(5/2) i.e. i<2 (considering 
tr[{0] and str[1] along 


Note the condition part of the for loop. It Is taken as i<len/ 
the string. Thus for the word “madam”, with len=5, the condition will be i< 
integer division). Thus the index 4 will vary from 0 to 1 and check the characters s 
with their respective pairs at the other end. 

If the string is a palindrome, then the i£ condition of line-10 will never be true and the value : the Variable 
flag remains at 0. However, if the word is not a palindrome, then the condition will be ae : ely it 
encounters two letter pairs that are different and will change the value of the variable £1ag to 1. It will then 


break out of the loop as there is no need to check any further. 


The if statement of line-15 then checks the value in £1ag and prints whether the word is a palindrome or 


not. If £1ag=0, then the word Is a palindrome, else if f£lag=1, it is not a palindrome. 


The next program is used to convert the first letter of every word to uppercase. 


/*Program-138: To convert the first character of every word to capital*/ 


#include<stdio.h> 
char convert (char letter) ; 
void main () 
{ char str[80]; 
int i; 
printf ("\nEnter the string: “) ; 
gets (str) ; 
str[0]=convert (str[0]); 
10 for(i=0; str[i]!='\0'; i++) 
ees { if(str[i] =‘ ') 
| 12 str[itl]=convert (str[itl]) ; 
13 } 
14 printf ("\nThe converted string is: %s", str); 
| 15 } 


16 char convert(char letter) 
17 { if (letter>=97 && letter<=122) 


18 letter = letter-32; 
| 19 return letter; 

20 } 

Output 


Enter the string: arise awake and stop not till your goal is reached 

The converted string is: Arise Awake And Stop Not Till Your Goal Is Reached é 
The above program uses a function to convert the first character of every word in a sentence to capital. The 
string is input in line-8 using the gets () function. 


We know that in a sentence a new word starts after a blank space. This logic is true for all words, except the 
first word in the sentence, which is not preceded by blank. Thus except the first word the starting character of 
all the other words can be found by finding the blank and checking for the character after the blank. 


Line-9 of the program is used to check the first character of the sentence by checking str [0]. To do so, the 
function convert () is called with the argument as str[0]. In our above example, for the entered string 
“arise awake and stop not till your goal is reached”, str[0]="a’. The variable letter in the function 
convert () is used to accept the value in str[0]. Thus letter = ‘a’ for the first character of the sentence. 
The if statement in line-17 checks if the character stored in the variable letter is in lowercase. In this 
example as ‘a’ is in lowercase the condition is true and 32 is subtracted from letter to convert it to 
uppercase ‘a’, Line-19 then returns the converted character stored in letter. The returned character is 
reassigned back to str [0] in line-9. Thus ‘a’ gets stored in str [0] now. 


The for loop of line-10 Is then used to scan the string to search for a blank. The if statement of line-11 
then checks if str[i]=' ’. If the condition is true then the next character should be the starting letter of 
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_qcqudesstdto she 
i 

- in() 

, void mae 

3 se chat str [80] ; 


4 count=0; 


int i, 
printé ("\nEnter string: ”); 
gets (stz) ; 
gor (i=0; str[i]!="\0'; i++) 
{ if(str[i]>=97 && str[i}<=122) 
str[i]=str[i]-32; 


} 


‘the’ in a sentence*/ 


if( (str[0]="T’) &@ (str[1]="H’) g& (str[2]—="E') c& (str[3]—=" ') ) 


count++; 


, for (i=0; str[i]!=‘\0'; i++) 
; {if(str[iJ=* ') 


Strings in © 


The function convert() then che Ks j xt character i.e. str[it+1] is sent to the function 
CkS if the character is in lowercase. If so, it converts it to 
ine-14 then prints the converted enianes () function the capital letter is assigned back to 


6 {if ((str[it+l]=‘T’) &« (str[i+2]=="H’) 6s (str[it3]=="E') && (str[it4]=" ')) 
y count++; 

8 } 

19 } 

y «ag (ste[i-1]="E’) && (str[i-2]="'H’) 6 (str[i-3]—='T') && (str[i-4]=* ') ) 

1! count++ ; 

QD printf("\nTotal number of the word ‘the’ in the sentence is %d", count) ; 

BY} 


Output 


inter string: The is an article and there are no sentences that end with the word the 


Total number of the word ‘the’ in the sentence is” 


Program-138 is written to find how many times the word “the” has occurred in a sentence. The string is 
entered in line-7 using gets (). The for loop of line-8 is used to convert the sentence to uppercase to 
simplify the code. This is done to simplify the search, as there can be various combinations of lower and 
uppercase in a string and we had to search for all those combinations. After the conversion, to find the word 


“the”, there can be three different situations as discussed earlier: 


* “THE” at the beginning (blank after the word “THE”) 
* “THE” in between (blank on either side of word “THE”) 
* “THE” at the end (blank before the word “THE”) 


The example sentence typed above gives us all the three conditions. In line-12, the if statement checks for 
the presence of the word “the” at the beginning of the sentence. To do so it checks if str[0]="r’, 
str[1]='H', str [2]="z’, and finally str[3]=" ‘, as the first word ends with a blank. This differentiates it 


the word THERE. If the condition is satisfied, it increments count by 1. 


The for loop of line-14 then checks for the presence of the word “the” in between. In doing so, the if 
of line-15 looks for the presence of the blank character, as a new word starts after the blank. If it 
finds a blank at position i, then it looks for the next 4 characters to be ‘tT’, ‘H’, ‘E’, and* ' using the if 
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ations within the i£ statement. With each 


occurrence of the word “THE”, the variable count is incremented by 1. 
“the” at the end. For the 
ding the word “the” is 3 


blank. When the for loop of line-14 ends, the loop counter i points to the null character ‘\0’. We can take 
“THE”, then the letter 


help of this and use the counter i to check the last word. If the last word is 
str[i-1]=', str[i-2]=', str[i-3]="1", and str[i-4]=" ‘ and count gets incremented by 1, 
Finally the number of occurrences is printed in line-22. 


of letters in a string. Both the 


The next program is used to find the presence of a given sequence ; 
he number of times the given 


| sequence occurs in the string. 


str and secq are calculated and stored in len1 and len2 respectively. The for loop of li 


1 /*Program-140: To check for a given sequence of letters in a string*/ 

2 = #include<stdio.h> 

3  #include<string.h> 

4 void upper(char string[]) ; 

5 int main() 

6 { char str[80], secq[20]; 

7 int i, j, k, flag, lenl, len2, count=0; 

8 printf (“\nEnter the string: ”); gets(str); 

9 printf(“\nEnter the sequence: ”) ; gets (secq) ; 

10 upper (str) ; 

11 upper (secq) ; 

12 lenl = strlen(str) ; 

13 len2 = strlen(secq) ; 

14 for (i=0; i<(lenl-len2+1) ; i++) 

I5 { if (str[i]==secq[0]) 
| 16 {flag=1; 

17 for(j=0, k=i; secq[j]!='\0'; j++, k++) 
| 18 {if (str[k] != secq[j]) 

19 {flag=0; break; } 

20 } 

21 if (flag==1) 

22 count++; 

23 } 

24 } 

25 printf ("\nTotal number of sequences '%s' in the string is %d", secq, count); 

26 return 0; 

27 } 

28 void upper(char string[]) 

29 { int i; 

30 for (i=0; string[i]!='\0'; i++) 

31 { if (string[i]>=97 && string [i]<=122) 

32 string [i]=string[i]-32; 

33 } 

54 } 

Output 


Enter string: Trees are there to restore the oxygen in the atmosphere 


Enter the sequence: re 
Total number of sequences 'RE' in the string is 6 


are input in line-8 and 9 respectively. In line-10 and 11 the stri 
efined function upper () of line-28. In line-12 and 13 the len 


ngs are converted 
gth of the strings 
ne-14 checks for 


The string and the sequence 
to uppercase using the user d 
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feperodecstaio: D> 
} ;nclude<string sa 
id upper (char string[]) ; 
{ int pain () 
5 { char str[80], word[20]; 
é int i, 3, k, count=0, lenl, len2, flag; 
/ printf ("\nEnter the string: ”); gets (str) ; 
printf (“\nEnter the word: ”); gets (word) ; 
0 upper (str) ; 
| i upper (word) ; 
; lenl = strlen(str) ; 
glen = strlen(secq) ; 
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of the seq string. The loop runs u 


ce 
re is NO Pol 9 for the presence of th 


uence in the 
: nt in checkin ft 
rin gtr IS less than the length of the sequence © sequence when the number of characters 1 

4 in , 


oo" F starting characte 

es cnects ; a Sth te st rene Matches with stx[i] for a given index i. If so, a 
be oe ith each character of the stri © for loop of line-17 is used to compare each character of 
Af pence "9 str starting from the current string position given by 4. If a 
Comes false. In that case the variable fag is changed to 0 


an nip Anan 
ris inner £or (OOP IS exit using the break statement of line-19, In line-21 the value of £1ag is checked. 


ve of £189 indicates that the if state 
4d : q‘t' value of the flag indicates tha 
ear an the variable count is incremented 
nb? 


is used to find t i i 
pone program he presence of a given word entered by the user in a string. 
jprogeam-141: To find the presence of a given word in a string*/ 


4 for (i=0; i<(lenl-len2+1) ; i++) 
{ if (str[i]=word[0]) 


P to the difference of the lengths of the two — 


él 


To find a given 
word in a given 
string 


g | 
6 {flag=1; | 
7 for (j=0, k=i; word[5]!='\0'; j++, k++) | 
8 {if (str[k] != word[j]) 

9 {flag=0; break;} 

D } 

oi] if (flag=1) 

2 {if ( (i==0 || str[i-1]=" ') e& (str[k]==' ' || str[k]=='\0') ) 

B count++; 

# } 

5 } 

B } 

7 printf£("\nTotal number of words '%s' in the sentence is %d", word, count) ; 

B return 0; 

B } 

HX void upper(char string[]) 

MH { aint i; 

2 for(i=0; string[i]!='\0'; itt) | 
B { if(string[i]>=97 && string[i]<=122) 
# string[i]=string[i] -32; | 
B } 

BY 

Output 


Enter string: The other side of the moon is there for us to imagine 


Enter the word: the . 
Total number of words ‘THE’ in the sentence is 2 


Program=141. is exactly same as program-140 with the only difference being in lines 21 to 24 which are | 


“produced in the next page for reference: _ | 
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using pointers | 


24 } 


| stx where the sequence for the word ends. Both these parts should be true simultaneou 
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| 2! if (flag==1) ‘gr 
| 22 {if ( (d==0 || str[i-1]==' ') 6& (str [k]==' ' [| stz{k]=='\0') ) 
| 23 count++; 


As we have to check for a word instead of a sequence, after identifying the sequence In the string we have to 
see if it represents a full word or is part of a word. That is, after we find a match in the Sequence of 
characters in the word we need to see if the sequence is forming a word. To do that if £1ag is equal to 1 
(sequence match found) the if condition of line-24 checks several conditions. For the sequence to be a word 
it can be the first word in the string or it must be preceded by a blank character. This condition is checked by 
the part of the condition (i==0 || str[i-1]==' '). i==0 checks for the first word and str[i-1] 
checks for the preceding character. Similarly for the sequence to be a word, it should be followed by a blank 
character or by the ‘\0’ character, These conditions are checked by the second part of the overall condition 


ie. by (str[k]==' ' || str[k]=='\0'). The index k is used as it points to the location in the string 
sly for the sequence 


to be a word, and hence are joined by the AND operator &&. 


"The following example calculates the length of a string in a character array using pointers. 


ie 


1 /*Program-142: String Length using Pointers*/ 

2 #include<stdio.h> 

3 void main() - - 

1 eae attietotata, ate; Seg ses 
| 5 int length; _ 'str[0] or str assigned 
| 6 pstr = str; | to char pointer pstr 

7 while(*pstr != ‘\0’) Te hee Oe 

8 pstrt+t+; 
| 9 length = pstr - str; /*Difference of pointers*/ 
| 10 printf ("\nString Length = %d", length); 

11 } 
| Output: 


String Length = 7 


"In line-4 we have defined a string array str[] and initialised it with the fixed string “Kolkata”. Let us 


| assume the string starts from the memory location 3000 and ends at 3007 (including the NULL). We have 


also declared a character pointer pst, which can point to the address of a character type variable. In line-5 


| we have defined an integer variable Length to store the length of the string. 


In line-6, we have assigned the starting address of the character array str [] to the character pointer pstr 
(remember, name of an array indicates the address of its 0 element). In this example, therefore pstr will 


point to the address location 3000. 


In line-7, the while loop is used to find the position of the NULL character in the string array. Within the 
condition part of the while loop, the content of the memory location pointed to by the pointer pstr (i.e. 
*pstr) is checked for a null character ie. ‘\0’. The loop will run as long as it is not a null. The loop stops 
when *pstr is ‘\0’. For the first 7 positions of the array i.e. from str[0] to str[6], the content is 


| something other than ‘\0’. Hence the loop condition remains true. The code pstr++ in line-8 is executed 


each time the condition is found true. Starting from the value 3000, with each pstr++ the value in the 
pointer pstr will increase by 1 byte (as a character occupies 1 byte and pstr++ means pstr=pstr+1). 
This will continue till pstr reaches the address 3007 (see diagram), when *pstr becomes equal to ‘\0’ 
and hence the condition becomes false. No further increment of pstr takes place and the loop terminates. 


In line-9, the length of the string is finally calculated. Note that stx points to 3000 and pstr points to 3007 
after the while loop stops. The difference of pstr and str equals (3007 - 3000) = 7. That is exactly the 
length of the word “Kolkata” as displayed in line-10 using the print£() statement. 


Important: Though the array name str behaves like a pointer, but we cannot use str++ to point to the 
next character, as the starting address indicated by the array name cannot be changed. 


P1-14-20 436 


ae hb 


y 


es 


f computer Science 


vaiments 0 Strings inc 


¢ following examples demonstrate the areas where mistakes can occur. 
jowing program Is used! to print two strings in alphabetical order 


yoid main () 
j ( char str1[80], str2[80], temp[so); 
H printf ("\nEnter first string: ”); 
di gets (str!) ; 
4 printé (“\nEnter second string: ”) ; 
5 gets (str2) ; 
6 printé ("\nThe entered strings are: $5 %35” ae eee 
7 ig( strl > str2 ) ‘ ais 
8 {temp = strl; 
9 strl = str2; 
4 str2 = temp; 
2 ‘ep vitila strings in alph i 
3 pri alphabetical order are: %s, $s”, str1, str2); 
4) 
output 


value required 


when the above program is compiled, instead of compiling properly, the program gives the error message, 

sjyalue required . The reason is the incorrect way of copying the strings in lines 9 to 11. Strings cannot be _ 
jed in this manner and neither can these be compared as shown in line-8. We have to use the string 

handling functions to do these as shown below in the corrected lines: | 


8 if( stromp(str1, str2) > 0 ) 
9 { strcpy(temp, str1) ; | 
10 strepy(str1, str2) ; | 
1! strepy(str2, temp) ; 
2 } 

Output 


Enter first string: Pradosh 

Enter second string: Mitter 

‘Fhe entered strings are: Pradosh Mitter 

‘The strings in alphabetical order are: Mitter Pradosh 


The next program compares two strings. 
1 yoid main() 
2 { char unit[5) = {'m’, ‘e’, ‘t’, ‘e’, ‘x’}, input[10]; 
printf("\nEnter unit (meter or km): ”); 
gets (input) ; 
if( stremp(input, unit) = 0 ) 
printf£("\nEntered unit is meter”); 
else } 
print£("\nEntered unit is NOT meter”) ; 


SSN DH A WY 


Enter unit (meter ox km): meter a sats 


stared unit 4s wor meter 0 0 
In the above program, the character array unit [1 is initialised with the string “meter” in line-2. Though the 


sting entered into input] in line-4 Is also “meter” (as per the above example) but still the printf () | 
function of line-8 gets executed, showing that the 1£ condition in line-5 Is false. 
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_ The reason is the wrong way of initialising the character array unit{]. If a string type data Is used to 
initialise a character array then never forget to add the null character ‘\o’ at the end of the string as shown in 
the rectified program below. Moreover increase the size of the array unit[] to hold 6 characters including 
‘\0', instead of 5 characters. With the program written as above, the stremp() function was unable to find 
_ the length of the string in the absence of the null character to terminate the string. 


1 void main() _ 


| 2 { char(unit(6] = {'m’, ‘e’, ‘t’, ‘e’, ‘x’, ‘\0'), \input[10] ; 
3 printf ("\nEnter unit (meter or km): ”); 
4 gets (input) ; 
(5 if( stromp(input, unit) == 0 ) 
6 printf ("\nEntered unit is meter”) ; 
7 else 
8 printf ("\nEntered unit is NOT meter”) ; 
| 9 } 
| Output 


Enter unit (meter or km); meter 
Entered unit is meter 


[os A string is a collection of characters to form a word, name, sentence, paragraph etc. 

*  C does not provide us with any special data type to represent strings 

" A string is treated in C as a collection of characters in a character array, with a special marker to 
denote the end of a particular string 

* The following line of code can be used to declare a string: char str[10]; 

* Since a character occupies 1 byte, thus 1 byte will be allocated for storing each element of a string 
array 

* Just like initialising an integer or a float array, a character array can also be initialised. Each character is enclosed 
within a pair of single quotes as: char str[10]={c’, ‘o’, 'm’, ‘p’, ‘u’, 't’, ‘e’, 'r’, ‘\0%; 

* You cannot initialise a string after you have declared it. You can only initialise a string during the 
time of declaring the string array. However you can input a string anywhere you like. 


* The character ‘\0’ though looks like two different characters but C treats it as a single character called a ‘null 
indicator’ and is used to mark the end of a string. (Note ‘\0' is enclosed within single quotes) 


* While declaring a character array for holding strings, always remember to keep one character extra 
to include the null terminator 


« If a string consists of n characters, always declare the array to consist of n+1 characters minimum, as str[n+1] 
and not as str[n] to keep one character extra to include the null terminator 

* Since an array of characters has a special place in C, it can be also initialised in a more convenient 
manner as: char str[10]= “Sayantan”: 

* No address operator ‘&’ is to be used in the scanf( ) function before the variable name to enter a string 

" The %s specifier automatically inserts the null indicator ‘\0’ after the entered string when using 
scanf( ) 

* The %s specifier will read only up to the character before the first blank appears. Thus if someone enters the 
name “Rohan Dey” then only “Rohan” will get stored in the array using scanf( ) and %s 

* The specifier %[*\n] indicates that the function will take in all characters, (including white-space 
characters like blank, tab etc.) until it gets the new-line character ‘\n’ i.e. it will input all characters 
which are not equal to ‘\n’ and can be used with scanf( ) to enter multiple words 

* Another form of scanf() can be used to restrict input to only lowercase and uppercase alphabets. The function 
stops taking a character when it gets a character other than the alphabets, as shown: scanf("%[A-Z a-z]", str); 

* The gets() function can be used to input a multiple word string 

"Use the function fflush(stdin) before gets() to enter a string 

"  Acharacter matrix can be used to store multiple strings. The first index of such a matrix defines the 
number of strings and the second index indicates the maximum number of characters in each string 


* _ strlen() function is used to count the number of characters in a string, excluding the null terminator 


* _strcpy() function is used to copy one string into another (you cannot copy one string into another 
simply by equating them like other type of variables using the equal sign) 
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€ment for a string data type in C: 


iple Choice Questions, Select from an 


which of the following is an incorrect stat 
a. Astring is a collection of alphabets 

b, Astring can be initialised during declaration 
c. Astring can contain blank spaces 

d, The scanf( ) function can be used to input a string 7 


Which of the following is an incorrect statement fi 


7 or a string: 
a, Astring should be terminated by a null character 

| 
b. A string can be copied using the assignment operator ‘=" | 
c, Strings cannot be compared by using relational operators. 


d, A character pointer can be used to represent a constant string. 


Astring is terminated by a character: 

a. ‘\n' b.‘\r' c. ‘\0" d. ‘\b’ 
To store a string 10 characters long you require a minimum of bytes. 
a. 20 b. 22 c. 10 d. 11 
Which of the following codes can be used to initialise a character array? 


a, char test[ ] = ‘Test’; b. char test[ ] = “Test”: 


c. char test[ ] = [T’, ‘e’, 's’, 't’]; d. char test[ ] = {"T”, “e”, “s”, “t”, “\O"}; 
Which of the following codes is correct for a string type data in C? 

a. char stri[10], str2[10]; gets(str1); str2=str1; 

b. char str1[10], str2[10]; scanf("%s”, &str1); str2=str1; 

c. char str1[10], str2[10]; gets(str1); while (*str1 != \0) {*str2=*str1; stri++; str2++;} 
d, char str1[10], str2[10]; gets(str1); strepy(str2,str1); 


Which of the following format specifiers can be used to input multiple words using scanf( )? 


a. %* [\n] b. “[%\n] C. %[\n] d. [%*\n] 
Which of the following functions can be used to input multiple words from a string? 
a. putchar( ) b. getchar( ) Cc. puts( ) d. gets( ) 


Which of the following codes is correct: 

a. char str[10]="ABCD”; while(*str != '\0’) {printf("%c”, *str); str++;} 

b. char str[10]="ABCD”; int i=0; while(*(str+i) != ‘\0’) {printf(‘%c”, *(str+i)); i++;} 
c. char str[10]="ABCD”; while(str != ‘\0’) {printf('‘%c”, *str); str++;} 

d. char str[10]="ABCD”, int i=0; while(str+i != ‘\0’) {printf(%c’, str+i); i++;} 


Which of the following is not a proper library function to work with string type data? 
a. strcpy b. strlen c. strcpm d. strcat 


Which of the following codes is correct in C? 

a. char X[9]="COMPUTER", Y[9]; printf("%d”, strlen(x)), 

b. char X[9]="COMPUTER”, Y[9]; strcpy(X, Y); printf("%s”, Y); 
c. char X[9]="COMPUTER”, Y[9]; streat(X, Y); printf("%s", X); 
d. char X[9]}="COMPUTER”, Y[9]; printf("%d", stremp(X,Y)); 
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xii) Which of the following library functions can be used to join two strings in C? 
a, strcmp b, strcpm c. strpmc d, strecm 

xi) How many different strings can be stored using the following matrix: char list{10](8]; 
a. 10 b.9 c. 8 d. 7 

xiv) What is the maximum length of each string that can be stored using the matrix; char list{10][8]; 
a. 10 b.9 c.8 d.7 


xv) What is the output of the following program piece in C? 
char str[10]="RSTUVWXYZ’, int |; 
for(i=1; i<10; i+=2) printf("%c”, str[i]); 
a. TVXZ b. RTVX 

xvi) What is the output of the following program piece in C? 
char x[10]="COMP”, Y[10]="UTER”; 
strcat(x,y); 


printf("%s%s”, x, y); 
a. COMPUTER b. COMPUTERUTER c. COMPUTERCOMP _—d. UTERCOMP 


c, SUWY d. STUV 


xvii) What is the output of the following program piece in C? 
char x[10]="beginning”; int i; 
for(i=0; x{i]!="\0' && x[i]!='n’ && x{i]!=77 i++) 
printf(“%c”, x[i]); 


a. innin b. begiig c. begg d. beg 
xviii) What is the output of the following program piece in C? 

char x[10]="program”,; int i; 

for(i=strlen(x)-1; i>0; i--) printf(%c", x{i]); 

a. margor b. margorp c. argorp d. progra 


Q2. Short Answer type questions: 1 each 


i) | What do you mean by a string in C? 
ii) What is the use of the ‘\0’ character in a string in C? 
iii) | State one difference between a normal character array and a string array. 
iv) What is the byte size of an array that can store a string with string length 10? 
v) What is the use of the strcat() function? 
vi) What is the use of the strepy() function? 
vii) | What is the use of the strlen() function? 
viii) | What is the use of the strcmp() function? 
ix) What type of data can be used to store a list of strings in C? 
x) | Maximum how many different strings can be stored using the matrix: char x/5//10? 
xi) Declare a matrix that can store 10 different words with a maximum of 20 characters per word. 


xii) State one purpose of using a string pointer. 


Q3. Long Answer type questions: 7 each 


i) Write a program to check if a string input by the user is a palindrome or not. Explain the use of the 
strcpy() function with the help of an example. 4+2+1 

ii) Explain the working of the strcmp() function with the help of an example. Explain how you can 
store a list of words in C? What is the purpose of using the null character in a string? 4+2+1 

iii) Write a program to find the length of a string without using any library function. Explain the 
difference between a normal character array and a string array. What is the use of the strcat() 
function? 4+2+1 
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print every alternate character from the string starting from 


write a program to input a sentence and i : | 
i) race “#", Print the final string, ENGR Sa Hen aeete tee | 
write a program to input a word and convert j | 

w word is one position ahead of the origi rt it to another word such that every alphabet in | 
* Original alphabet [for example “zebra” will become afcsb”] 


rogram to input ita ; | 

v) pila i stout a eo alternate letter in the word starting ” ol 
é fe alrea 

in the require d-caseornet etter which needs to be case changed is already 
Modify the bliog Program by writing two functions called upper() and lower(). The first one | 
converts any jeter to uppercase Irrespective of its original case and the second converts any letter 
to lowercase irrespective of its original case. Now call these functions to convert the alternate | 
characters to upper and lowercase for a given word entered by the user [for example for the input 
word “Olympics”, the output will be “OlYmPiCs’]. | 


vi) 


vi) Modify the code in the previous program to input a sentence and capitalise every alternate letter in | 
the sentence [for example “Good morning India” will become “GoOd MoRninG iNdla” ] | 


viii) Write a program to input a string and actually reverse it and then display the reversed string. 


i) weirs sentence and capitalise the first and the last letter of each word in the | 
AS a Ey example for the input string “The world is a stage”, the output should be “ThE WorlD 
IS A StagE”]. 


x) Write a program to input a word into a string type variable and then create a new string from the 
input word such that the new string does not have any vowel in it [for example if the input string is 
“intelligence”, then the output string will be “ntlignc”. 


xi) Write a program to use a function to find the length of a string passed to it and return the length. | 
Do not use the strlen() function in your program. 


xii) Write a program to use a user defined function called copy with two string arguments. The 
function copies the content of the second string argument to the first string argument. The 
program inputs a string into one of the string variables and calls the copy function to make the 
copy. Print both the original and the copied strings after the function is exit. Do not use the 
strcpy() function. 

xii) Write a program to enter two strings of equal length. Find the number of places where they have 


the same character and the number of positions where they differ. (Convert all lowercase letters to 
uppercase in the two strings first, before checking) 


xiv) Write a program to input a word and form a new word in a new string by removing the first and 
the last letters from the word [for example for the input word “computer”, the output will be 
“ompute”]. 

xv) Modify the above program to use only the input character array for the conversion and no other 
additional array. 

xvi) Write a program to input a string and remove every alternate letter from the string starting from 
the second character from the left and print the final string [e.g. “Sunday” will become “Sna”). 

xvi) Write a program to read 10 words into a character matrix and then calculate and print the length 
of each string stored in the matrix. [Hint: Write a string length finding function and use it to find 
the length of each string as you scan the words] 

Xvi) Write a program to read a set of 10 names. Then print out only those names whose name starts 


with a particular character as input by the user. 
For example, for the names — Sarmilee, Souvik, Ritwik, Rajat, Anasua, Bibek, Chandan, Sreshtha 
etc. — if the user enters the character ‘S’ to find names starting with ‘S’, then the program will print 


the names - Sarmilee, Souvik, Sreshtha from the above list. 
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xix) 


xxi) 


xxii) 
xxiii) 


xxiv) 
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(Hint: Store the names in a 2D character array like names[10][20]. Then use a for loop to read 
each name and compare the first character of each name i.e. names[i][0] with the user entered 
character stored in a character variable. If it matches then print the name) 


Write a program to read a set of 10 names and their ages. Then print out only those names whose 
ages are more than or equal to 50. 

(Hint: Store the names in a 2D character array like names[10][20]. Store the ages in another 1D 
integer array like age[10]. Then use a for loop to read each age and check if it is greater than or 
equal to 50. If so, then print the name corresponding to the index of this age. Thus if age[i]>=50, 
then print names[i].) 


Write a program to enter the names of the week (Mon, Tue, Wed, Thu, Fri, Sat, Sun) into a string 
matrix. Next store the names of the week at the odd position (Mon, Wed, Fri, Sun) in a matrix 
called Odd and store the names of the week at the even position (Tue, Thu, Sat) in another matrix 
called Even. 


Write a program to store a list of 10 names in a character matrix. Next sort the names in ascending 
order of the last letter in each string. Print the final sorted list. 


For example if the list of names is [“Sabuj”, “Abhrojeet”, “Sayantan”, “Rohan”, “Sakib", “Promit”, 
“Vikas”, “Rakhi”, “Sritama”, “Saptarshi”], then the sorted list will be ["Sritama”, “Sakib”, “Rakhi”, 
“saptarshi”, “Sabuj”, “Sayantan”, “Rohan”, “Vikas”, “Abhrojeet”, “Promit”]. 


Write a program to store a list of 10 names in a character matrix. Next print those names (can be 
one or more) from the list which have the maximum length. 


Write a program to store a list of 10 words in a character matrix. Next print those words (can be 
one or more) from the list which have the maximum number of vowels in them. 


Write a program to input a string and a rotation factor r (a positive or negative integer). If r is 
positive then rotate the string to the right (clockwise manner) by r characters such that the 
characters from the end get joined at the beginning one by one. Similarly if r is negative then 
rotate the string to the left (anti-clockwise manner) by r characters such that the characters from 
the beginning get joined at the end one by one. Print the final string. The value of r can be more 
than the length of the string [for example if string is “rotation” and rotation factor is +3 then the 
final string will be “ionrotat”. If rotation factor is -3, then the final string will be “ationrot”]. 
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ZY 
‘ ‘i + i rn ) 
what isa structure? 15-1 
Z , iow to declare a structure 15-2 
How to Enter and Read Data from a Structure 15-4 
| array of Structures 15-5 
, Passing Structures to Functions 15-8 
, Union 15-9 
some worked out problems 15-11 


ns mit Me atts, 4 
ip now we have fet oe = types of variable declarations. First, a single value stored in a single — 
variable and seco Neca a ues of a particular data type stored in a single variable. The second type 
« nothing but an array. ' 7 ave been satisfied with an array but the major problem with an array 
that it can store values of a single type only ie. either all elements in the array should be int Or | 


ae or char etc. | a 
putin general an object may need a variety of data types to describe it. For example to keep record of | Nic a 
student in a school we May require the following parameters for each student: | |4 pei Ms of 
: ; | group 0 

Name: A string type data (basically a char array) like “Trinanjan Batabyal” iis or different 

Gender: A char type data i.e. ‘Mm’ (for male) or ‘F’ (for female) ‘types but 

Class: An int type data like 11 | identified by a 

| single name. 


Section: A char type data like ‘B’ 


Itis always convenient to store the above set of data for a given student under a single variable name such 
yg student, instead of using separate variables for each of the above parameters. Also to keep a record of 

‘a’ number of student type data in the school, we can store ‘n’ sets of the above type of data using an 
amy. All these can be achieved by using a special data type called a Structure. 


astructure is a group of data of same or different types but identified by a single name, thus forming a ay 


jata e. 
user defined data typ | Definition of 
structure 


45.2 How to declare a structure - 


To declare a structure one has to first define the contents of the structure. This will then be used as a 
template or blueprint to declare variables of that particular type. A structure for our above example is 
defined on the right (see box). A structure is normally defined outside all function definitions. 


To define a structure, the keyword p= — 
struct is to be used along with a | struct student — 
specific name for the new data type. { char name[20]; 


struct tag_name 


{ type member 1; Example of a 


structure type 


The definition shown here indicates char gender; | (eturey Evpsmetber 2; data 
that we have defined a structure [int-clas; ~~ | format air as 
data type with the specific name ‘char section; type member_n; 
student, which requires 4 different ee a hi 
types of data to describe it. Therefore 
each student variable will require the following sub-variables to describe it: 
char name[20]; — A character array with 20 characters to hold the name of the student RGSS ‘a ay 
char gender; > char type data to hold the gender of the student Normally a 
int clas; -> int. type data storing class of the student (class is a keyword, hence clas used) tructure is. 
| detinea outsid: i 


if, | 


char section; - > char type data to store the section of the student 


qunction 
Each such sub-variable that makes up a structure is called a member, element or field of the structure. | definitions before 
Usually the members of a structure are logically related i.e. they represent different components or | ™4in() function. 
parameters to describe a particular type of object. Note that the structure definition is terminated by a 
tmicolon, indicating that a structure definition is also a statement. 
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variable | 
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Different ways of | 
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variables 
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A structure can 
Ease thin 

be defir xd with 

Soe 


D 


function also. In 
that case the 
definition cannot 
be used outside 
main( ). 


er 


Nested structures 


restructure must 
TDi before 
it is used asa 

| member of 
another structure 


| structures. The first structure is having the specific name date and is used as 
| a nested structure within the second structure called student to store the 
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At this point no variable has actually been created but only 
the form of the data has been defined. Once the structure 
data type student has been defined, variables of the type 
student can be declared just like any other variable 
declaration as shown below: 


float height, weight; 
Variables 


struct student captain, prefect; 
Variables 
declares 2 variables of type struct student. The data type 


struct student serves as a template 
‘ structure data type: student 


struct student captain, prefect; 


Similar to declaration of 2 float type variables viz. height 


or tag name for the new data type and the 
variables captain and prefect serve as 


different objects of type struct | Object: captain : 

student, as shown in the figure on the | i name ory} 

right. Each of the student objects will | : gender | Evers 
i clas ii clas 


consist of the same set of members as 


defined in the template. ; section 


e Other ways of declaring structure variables: 
Apart from the above declaration, the struct student type structure variables can also be declared during 


| the structure definition. The format shown below combines a structure definition and variable 


declaration of the same type in a single statement. In this case, when the structure variables are 

declared along with the structure definition, the template name is optional. Thus all the three types of 

declarations shown below are same: 
Same As _ 


Y 
BEBRBBD RR OoRoeeeReeeaeeeR ameone aeeoses 


: struct student 
: { char name[20] ; 
: . char gender; 
int clas; 
: char section; 
: } captain, prefect; 


struct student 

{. char name[20]; 
char gender; 

“-int clas; 


. char section; 
; } captain, prefect; 2 


char section; 
he 
i struct student captain, prefect; 


Naapomnanns: 
In the first example, the structure is defined first and then variables captain and prefect are declared 
later using the newly created data type struct student. In the second example, the variables captain 
and prefect are declared along with the structure definition. The third example is similar to the second 
one, except that the template name student is left out. Note that in such a case one has to declare the 
variables always along with the structure definition and no other similar variables can be declared later. 


Structures as structure members: 


Just like any other variable type, a structure itself can 
be a member of another structure, but the member 


struct date 


struct, student 


D é { int day; { char. name[20] ; 
structure needs to be defined prior to its use in int month; _ char gender; 
another structure. Such a structure is known as a int year; int clas; 


nested structure. 
The example on the right defines two types of 


id char’ section; 
struct-date DOB; 


} captain D prefect ; 


date of birth (DOB) of a student. Finally variables captain and prefect of type student are declared. 


The memory distribution for the two structure type variables captain and prefect declared before is 
shown on the next page. Note that for each struct student type variable, a total of 30 consecutive bytes 
are allocated. 
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i 20 bytes hold the name member of 
rab the next one the gender, the 
ne iyo bYteS the clas and so on, 
ne 
fore in this example we find that the 
a jocations 1001 to 1030 ie. a total of 
i pytes are reserved for the variable 
3 an and the memory locations 1201 to 
- are reserved for the variable prefect, 
note that though all the members of a 
mua structure type variable occupy 
nsecutive positions, the two different 
rrables captain and prefect may not 
cauPY consecutive locations in memory. 


, Use of typedef: 


The keyword typedef can be used to make 
iteasier to declare a structure type variable. 
we have seen in the last page that in C the 
jeyword struct needs to be used along 
with the template name to declare a S 
gructure type variable like: 


struct student captain, prefect; 


captain 


D 


In the above example two variables 
captain and prefect are declared with 
data type as struct student. Every time 
a variable is declared of type student, the 
keyword struct is to be used along with the type name. 


We can overcome this requirement by using the typedef keyword to define the structure type data using a 
given type-defined name. For example consider the student type structure defined in the previous page. We 


prefect 


DOB 


iy 
oO: 
x 
4 
a 
in 
“i 
wt 
y 
x 
2 


Memory allocation for two variables of type struct student 


had to write the following to declare the variables captain and prefect of type struct student: 


1 struct student 
2 { char name[20]; 
3 __—scchar_ gender; 
4 int clas; 
5©~- char section; 
6 24; 

7 


| struct student captain, prefect; 


However, using the typedef keyword, we can do the same thing as shown below, but without using the 
struct keyword while declaring the variables. The user defined word STUDENT is used to represent the 
definition of the structure. Thus instead of writing struct student captain etc. we can simply write 


STUDENT captain etc. as shown below: 


This whole definition is 
represented by the type 
defined name STUDENT. 


Variables captain and 
prefect of type STUDENT 
are declared. 


7 | STUDENT captain, prefect; 


In the above code the type defined name STUDENT Is used to represent the data type struct student. By 
Convension a typedefined name is written in all capitals (remember in C student and STUDENT are treated 


4 different identifier names). 
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BARRO Ye) eae 
Te SHRICURE re 
Once a structure has been defined and variables of the same type have been casing aan er to 
access the different structure members to input data and subsequently to el or Ape cogent data 
stored in the different structure variables. Data can be input either by initialising the s ith 
some initial values or by entering the data during runtime. 


e tnitialising a structure: 


Initialising a structure is similar to initialising an array. The da 
commas. The following example initialises a student type structur 


struct student Sor es = {“Arko Dev Roy” , id , 10, me , 


a) 
data type variable name gender class section day month year 
ration can be achieved by 


An individual structure member can be initialised separately also. This ope — 

using the ‘dot’ i.e. ‘.’ operator. The following statement assigns initial value of 10 and ‘B’ to the clas and 
section members of the variable captain using the dot operator. The general format for the dot operator 
is Variable_Name . Member_Name as shown below: 


ta is put inside curly braces separated by 
e as defined earlier: 
15 , 09 , 1992}; 

v 4 


captain.clas = 10; 

captain.section = ‘B’; 
The variable or object name captain followed by a dot and then by the member name clas refers to that 
particular member of the object. Note that the member section being a char type variable, the value ‘B’ is 
put within single quotes. 
However, to access the sub-member of a structure which is itself a structure, like the date type variable, one 
has to repeatedly use the ‘dot’ operator. Thus to assign values to different members of the struct 
date type data DoB inside the struct student type variable captain, one has to write: 


captain.DOB.day = 15; (NOT student.date.day = 15;) 
captain.DOB.month = 09; (NOT student.date.month = 09;) 
captain.DOB.year = 1992; (NOT student.date.year = 1992;) 


Thus the format is: ee ae : : 


| captain . DOB . year _ 
| i. a 


variable of type struct student variable of type struct date variable of type int. 


e Copying a structure / structure members: 


Similar to assigning a particular value to a member of a structure, one can also assign the value in a member 
of one structure to another member of another structure. In the example shown below, we are 
copying member by member the contents of the student type structure variable captain, which we have 
already initialised earlier, to another student type structure variable called ClassMonitor: 


struct student ClassMonitor; 
ClassMonitor.name = captain.name; 
ClassMonitor.clas = captain.clas; 
ClassMonitor.section = captain.section; 
ClassMonitor.gender = captain.gender; 
ClassMonitor.DOB.day = captain.DOB.day; 
ClassMonitor.DOB.month = captain.DOB.month; 
ClassMonitor.DOB.year = captain.DOB.year; 


In the first line we have declared the struct student type variable ClassMonitor. After execution of the 
above statements, the value in each member of the captain variable will be copied to each corresponding 
member of the ClassMonitor variable. 

However unlike an array, a whole structure variable can be assigned to another structure variable. 


The value stored in each member of one of the structure variables will be automatically assigned to the 
corresponding members of the other structure variable. But in this case the two structures should be of 
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e type. Therefore the 


above job cq 
the agi equating the whole st eas 


on ructure variable to 
pe , student ClassMonitor; 
eigesnoni tOF = captain; 
¢. 


done by sim 


Ply using the assignment statement as shown 
another stru : : 


Cture variable: 


entering values into a structure during runtime: 


following program exhibits how one 
mm ique as a normal variable, The Progra 
: contains an ‘x’ component and a ‘y’ 
ind calculates the distance between those 


can enter the 
M defines a str 
component. Th 
Points, 


j+program-143: To find the distance 
ginclude<stdio -h> 


ginclude<math -h> 
struct point 

{int x; 

int y; 

); 
yoid main () 
{struct point pl, p2; 
float distance; 


data into a structure at runtime using the same 
ucture type data called point, where each point type 
€ program then enters data for two different points 


between two points using structure type data*/ 


yy «int temp; (p1.x , p1.y) 

2 printf("\nEnter x coordinate of Ppointl: ”); scanf(“%d”, &p1.x) ; e, 

43 peintf("\nEnter y coordinate of pointi: ”); scanf(“td”, &pl.y) ; sy 

14 printf (“\nEnter x coordinate of point2: "); scant ("% a”, &p2.x); Mi distance 

5 printf("\nEnter y coordinate of point2: ”); scanf(“%d”, &p2.y); , 

16 temp = pow((pl.x - p2.x),2) + Pow((pl.y - p2.y) ,2); , 

17 distance = sqrt (temp) ; % 

18 printf(“\nThe distance between the two points is %£”, distance) ; © 
9) (p2.x, p2.y) 
Output: 


Enter x coordinate of pointl: 5 
Enter y coordinate of pointl: 10 
Enter x coordinate of point2: 15 
Enter y coordinate of point2: 3 


The distance between the two points is 7.141428 ae 


mass: 


PS REA chee EL Ct eee rie SSS GAS Sn 


Met 


inlines-4 to 7, the struct point type data is defined to have two members x and y of type int. In line-9 
wo struct point type variables namely p1 and p2 are declared. The values of the x and y components of 
pl are entered in lines-12 and 13, while the values of the x and y components of p2 are entered in lines-14 
and 15 respectively. In line-16, the value (pl.x - p2.x)?-(pl.y - p2.y)? is calculated using the pow() 


function and the value stored in the variable temp. Finally in line-17, the distance is calculated by taking the 
square root of temp and the result printed in line-18. 


15.4 Array of Structures 


Just as arrays of any particular data type can be declared, one can also declare arrays that contain objects of 
4 particular structure type variable. The following declaration, declares an array variable called store, 
‘ontaining 20 elements of structure type item as defined below. The structure item has two components — 
an item code member ItemCode which is a 4 byte string and stores the code of a particular item in the store 
ad @ quantity member Qty which stores the total quantity of that particular item available in the store. 


item 


Entering values 
into a structure 


| during run-time 


| A structure type 

| aviable can be 

Z| to another 
| structure type 

| variable using the 
| assignment 

| operator. 


oo 


| The individual 
structure 
members are 

| input separately 

| to input data into 
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variable, 


er 
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The diagram on the right shows how the array elements are stored in memory for 
_ the array store[20], each element of which is a structure of type item. It can 
be seen that the members of each structure data are stored in consecutive 
memory locations for each of the array elements. Moreover the array elements 
themselves are also stored in consecutive memory locations i.e. store[0] IS 
_ stored in location 1001 to 1006, store [1] is stored in location 1007 to 1012 etc. 


store [0] 


| The example given below illustrates how to enter array elements for the structure 
| array store[] and then display the stored data. 


/*Program-144: Store Items using structure type data array*/ 
#include<stdio.h> 
struct item 

{char ItemCode[4] ; 

int Qty; 

}; 


store [1] 


void main () 


{struct item store[20] ; 


SON DUA WN 


int i; 

10 = for(i=0; i<20; i++) 

11 {print£("\nEnter Item Code-%d (3 letter code): ”, i); 

12 gets (store [i] . ItemCode) ; 

13 print£("\nEnter the quantity of the Item Code~-%d: ", a); 
14 scanf(“%d”, &store[i] .Qty) ; 

15 } 

| 16 for(i=0; i<20; i++) 

| 17 printf(“\nItem Code-%s, Quantity=%d”, store[i] .ItemCode, store[i] .Qty) ; 
18 } 


store [19] 


| Output: 
Enter Item Code-0 (3 letter code): T12 
Enter the quantity of the Item Code-0: 27 


Enter Item Code-1 (3 letter code): T15 
Enter the quantity of the Item Code-0: 19 


store [0] 


Enter Item Code-19 (3 letter code): T45 
Enter the quantity of the Item Code-0: 11 


Item Code-T12, Quantity 
Item Code-T15, Quantity 


27 
19 


Item Code-T45, Quantity = 11 


store [1] 


The meaning of the statements in lines-12 and 14 are given below: 


store[i] .ItemCode 


edn aad 


| Array element i Structure member ItemCode for that array element i 


store[i] .Qty 
Array element i Structure member Qty for that array element i 


store [19] 


Therefore the statement store[3] . ItemCode indicates the Item Code of the 
array element 3. Note that in line-12, the gets () function is used to enter string 
| value of the Item Code and hence the ‘’ is not used, while in line-14 since the 
_ data entered is an integer, the ‘s’ is used with store[i] . Qty. 
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git ae called COLOUR that stores the afferent so" Structure members. The following example declares 
i the (x, ¥) Position of @ pixel is given by the ai . a CRT monitor screen pixel as a matrix, 
° Nd VERT: 
w gesoet COLOUR . 
| jnt red; 
gnt green; 
gnt plue; 
int hue; 


int saturation; 

jnt juminosity; 
pixel [HORT] [VERT] ; 

structure containing arrays: 
e 


n that the assignment o 
we ia ae compenents separately, We con oo’ 
0 ed ed inside a structure as shown below: 

It program-145: Using a 
ginclude<stdio oho 
struct array 

{int arr[5] i}; 


ed to copy an entire structure variable without the need 
this property of a structure to copy a string or array 


ee 


A 


structure with array component*/ 


yoid main () 

{struct array X, Y; 

jnt i; 

for (i=0; i<5; i++) 
{printf (“\nEnter value[td] in x: ”, i); 
scanf(“%d”, &X.arr[i]) ; 
} 

y= x; 

for (i=0; i<5; i++) 

printf (“\ntd in 


BE 


y”, y-arr[i]); 


4 
6 
z 
4 
1 


SES SSS SS Se 


gb} 

Output: 
‘gnter value[0] 
‘gnter value[1] i 
‘gnter value[2] i 
‘Eater value[3] 
‘Enter value[4] 
a4iny 
siny 


be. 
finy 


see 


The structure array is defined in lines-3 and 4. It contains a single integer array type component arr[5]. 
Two struct array type data x and y are declared in line-6. The for loop of line-8 is used to input values 
inthe variable x. The scané() function of line-8 is used to input the array element using the variable x and 
the dot operator to access the array component arr [i]. 


Inline-12 the structure variable x is copied to the structure variable y. In doing so, the content of the entire 
anay in x gets automatically copied to the array component of the structure variable y. When the for loop of 
line-13 prints the content of the array in the variable y, the same values as stored in x get displayed as seen 
in the output shown above. 


a 


2D array of 
structure type 
data 


< 


Structure with 
arrays 


A structure can 
be used to store 
array type data. 
Such arrays can 
be copied using 
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OTE ay SE.) RR TR 5 Ges koe OL 
~) 5.5 Passing Struc ures to Functions a 
Just like a normal variable, we can pass an entire 


float Xx; 


structure or members of a structure to a function 
float y; 


A structure can 
using the normal call by value method. 


be passed 
heiul 
aunts . - The following example uses the structures called 
struct point to denote the pair of (x, y) CO- 
Object: spoint 


fpoint.x 
fpoint.y 


spoint.x 
spoint.y 


another Tenth, ordinates of any point and finds the co-ordinates 
of the middle point mpoint of a line segment 
whose ends are represented by the two points 
fpoint and spoint: 


Mid-Point of two points*/ 


1 1 /*Program-146: Passing Structures to Functions - To find 

2. #include<stdio.h> 

Program to pass 3 ‘steact point 

a structure toa 

function | 4 | {float x; 

Ly float y; }; 
6 struct point MakePoint( float 4a, float b ); 
7 struct point MidPoint( struct point pl, struct point p2 ); 
8 void main() 
9 {struct point fpoint, spoint, mpoint; 
10 float x1, yl; 
11 printf("\nEnter the x co-ordinate of pointl: "); scan£("s£", 6x1); 
12. print£("\nEnter the y co-ordinate of pointl: "); scan£("s£", Syl); 
13 fpoint = MakePoint(x1, yl) ; 
14 print£("\nEnter the x co-ordinate of point2: "); scanf("%£", &x1); 
15. -print£("\nEnter the y co-ordinate of point2: "); scan£("s£", &y1); 
16 spoint = MakePoint(x1, yl); 


17. ~—s mpoint = MidPoint( fpoint, spoint ); 


| 18 printf ("\nThe x co-ordinate of the mid point .2£", mpoint.x ); 


i] 


i) 
ge ge 


19 print£("\nThe y co-ordinate of the mid point .2£", mpoint.y ); 


20 } 
| 21 struct point MakePoint( float a, float b ) 
| 22. {struct point temp; 


| a oe (fpoint.x , fpoint.y) 

| 24 temp.y = b; 

| 25 return temp; ©. 
26 3 My EZ 

| *, (mpoint.x , mpoint.y) 
| 27 struct point MidPoint( struct point pl, struct point p2 ) Q - ee 
| 28 {struct point temp; % 

| 29 temp.x = (pl.x + p2.x)/2.0; a 

| 30 = temp.y = (pl.y + p2.y)/2.0; © 

| 31 return temp; 

132-4 (spoint.x , spoint.y) 


Output: 
Enter the x co-ordinate of pointl: 5.6 ; Seta ade 
Enter the y co-ordinate of pointl: 2.2 — Studi Se 

Enter the x co-ordinate of point2: 3.6 

_Enter the y co-ordinate of point2: 7.4 

The x co-ordinate of the mid point = 4.60 


The y co-ordinate of the mid point = 4.80 
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type struct point, called fpoint, spoint, 
t point are input by the user in lines-11 and 12 
Point () is then called in line-13. The purpose of 
hin the variables a and b and to convert them to a 
function thus returns a struct point type data, 


ond point are again entered within the variables x1 and y1 and 


Sain called to make the second point type data which is returned by 
Oint in Main (), 


eive the actual arguments fpoint and spoint. The 
in the function and returned as a struct point type 


Wl 
‘3 n(). 


gata, to 
the x and y components of mpoint are dis 


pectively Played in main() as mpoint.x and mpoint.y in lines 
19 res . 


Finally 
jgand 


; The function MidPoint () accepts two struct point type data and hence the variables p1 and p2 


re taken aS struct point type variables. The function also returns a struct point type data i.e. temp 
spd hence the return data type of the function is also taken as struct point. 


union is another user defined 
ite data type similar to a 
re and defined using the 
rd union. However the major 
difference between a union and a 
gructure is that unlike the members of 
3 structure which occupy different 
gorage locations, all the members 
ofa union share the same storage area within the memory. Thus it can handle only one member at a 
time and is basically used to conserve memory. The syntax of a union is similar to that of a structure and 
is shown below: 


union unit union tag_name 
{ ant ‘om; 

float inch; ~ 
‘char str[4] Pay 
h; 


General 
format 


“type member_n; 
hi 


union unit < Memory Location 
{ int cm; «char str[4] , 4bytes 
float inch; 
Supe etr14]; < float inch , 4bytes 
} Tshirt; < int cm , 2 bytes 


The above definition defines a union with the template or tag name as unit. The members include an int 
type variable called cm, a float variable called inch and a string array type variable called str [4]. The 
union unit is used to describe a garment size in different units. 


Next a variable called Tshirt of type union unit is declared. We can see from the adjacent diagram that 
the member variables of union unit are of different data types. Hence the compiler allocates enough 
Space to hold the largest member of the union. In this case, it is the £loat member called inch or the 
sting member called str [4] which occupies 4 bytes and hence the maximum space allotted is 4 bytes. All 
the three members share the same memory location starting from 2001 to 2004. However the integer 
Tequires only two bytes. Hence when the integer data is stored, the other two bytes remain unused, 
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Defining a union 
type data 


union members 
occupy the same 
memory location. | 


en eee 
the size of the 
largest data 
member in the 
union. 


willl 


memver of a 
union type data 
remains active at 


any given time. 
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F hown below: 

To access a union member the same syntax as used to access a structure member 'S used as $ —_ 

Tshirt.cm ¢ to input value 40 

Tshirt.inch ¢ to input value 15.25 

Tshirt.str < to input value “XXL” 
The above three statements assign different values to the different member variables. ls etal 
values corresponding to a shirt size of 40cm are assigned to the different members. “ moe e than o Y 
given time only one of the member variables of a union can be active, one cannot aan ucture and a uni 
member variable at any instance of time. This is the major difference between 2 pee Thus x 
One can initialise all structure members, but one can access only a single union 
following set of statements will produce garbage values. 


printf(“\nEnter shirt size in cm: ”); 
scanf(“%d”, &Tshirt.cm) ; 
if (Tshirt.cm == 40) 
Tshirt.inch = 15.75; 
printf (“\nEntered shirt size = $d”, Tshirt.cm) ; 


| In the above program piece, the value is input into the member variable Tshirt. cm. Next, in case the if 
statement is true the Tshirt.inch member is assigned the value 15.75. This automatically erases the 
value of 40 from the shared memory location for Tshirt. cm. Hence when in the last statement Tshirt.cm 
is to be printed, it will print some garbage value as no value exists for Tshirt .cm at that instant. 


| The next program shows the use of the above union type data. 
| 1  /*Program-147: Using union type data*/ 
| 2 #include<stdio.h> 
| 3 union unit 
| 4 { int cm; 
5: float inch; 
| 6 char str[4]; 
| 7 cohy 
| 8 — void main() 
9 {union unit Tshirt; 
| 10 int option; 
11 printf£("\nEnter <1> for cm <2> for inch <3> for size: "); scanf("%td", &option) ; 
12 if (option==1) 
13 { printf(“\nEnter the shirt size in cm.: ”); 
14 scanf("%d", &Tshirt.cm) ; 
15 } 
16 else if (option=2) 
17 { printf (“\nEnter the shirt size in inch.: ”); 
18 scanf("%f",. &Tshirt.inch) ; 
19 } 
20 else if (option==3) 
21 { print£("\nEnter the shirt size as 'S’, ‘M’, ‘L’, ‘XL’, ‘XXL’: "); 
22 fflush (stdin) ; 
23 gets (Tshirt. str) ; 
24 } 
25 else : 
26 printf (“\nYou have not entered a valid choice...”) ; 
27 if (option==1) printf(“\nThe entered Tshirt size is td cm”, Tshirt.cm) ; 
28 if (option==2) printf("\nThe entered Tshirt size is %.2f inch”, Tshirt. inch) ; 
29 if (option==3) printf(“\nThe entered Tshirt size is %s”, Tshirt.str) ; 
30} 
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CS tyre 
| data can be used 
as a component 


| —_ 


igus ¢ : ; structure is ba d to store | 
ee of a particular garment in a given unit. een onkon ee pea aie | for another 
wre |. structure or union 
pnion unit | definition. ; 
{ int cm, 
float inch; 
char str[4]; 
hi 
struct clothes | ay 
{char manufacturer [20] ; ; 
float cost; Structure with 
ynion unit size; nested Union 
i type data 
struct clothes Shirt, Tshirt; ee 
: , a ie OS SS Be CURE VOR S SoS a Bee 
The variables Shirt and Tshirt are declared to be of type struct clothes. To access the size 
nember of the Tshixt variable for example, one can write the following code: 
fshirt.size.inch = 15.25 ae tesa eee 
45.6 Some worked out problems ay 


The next program declares a book type structure to store the name, author, edition, and price of a book and | Worked out 
avariable b of type struct book. The values within the book members are then entered using the input | problems 


functions gets () and scanf () . Finally the whole data is displayed using a print£() statement. 
/*Program-148: To store the details of a book in a structure*/ 
#include<stdio.h> eee ee 
struct book 
{char name[20]; 
char author [20]; 
int ed; 
float price; 
}; 
void main() 
10 {struct book b1, b2; 
Printf£("\nEnter name of book1l: ”) ; 
fflush(stdin) ; gets(b1.name) ; 
Printf("\nEnter author of bookl: ”)/ 
fflush(stdin) ; gets (b1,author) ; 
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15 print£("“\nEnter edition of bookl: ”) ; 
16 scanf(“%td”, &bl.ed) ; 
17 printf(“\nEnter price of bookl: ”) ; 
18 scanf (“%f”, &b1.price) ; 
19  printf(“\nEnter name of book2: ”) ; 
20 fflush (stdin) ; gets (b2.name) ; 
21 printf(“\nEnter author of book2: ”); 
22 fflush (stdin) ; gets (b2.author) ; 
23 ~=printf(“\nEnter edition of book2: ”) ; 
24 scanf (“%d”, &b2.ed) ; 
25 printf(“\nEnter price of book2: ”) ; 
26 scanf(“%£", &b2.price) ; 
27 if (bl.price > b2.price) 
28 printf£(“\nBook ‘ts’ by ‘%s’ is having higher price”, bl.name, b1.author) ; 
29 else 
| 30 printf (“\nBook ‘ts’ by ‘ts’ is having higher price”, b2.name, b2. author) ; 
31 =return 0; 
J2 | 
Output: 


| 


2 
3 
4 
5 
| 6 
7 
8 
9 


Enter name of bookl: Professor Shonku Collection 
Enter author of bookl: Satyajit Ray 

Enter edition of bookl: 3 

Enter price of bookl: 450.00 

Enter name of book2: Two Cities 

Enter author of book2: Chetan Bhagat 

Enter edition of book2: 1 


Enter price of book2: 300.00 
Book 'Professor Shonku Collection' by ‘Satyajit Ray' is having” higher P 


pera ee es se | 


| Note that the gets () function is used to enter the strings b1.name and bl. author while scanf () can be 
used for entering the edition b1.ed and price b1.price etc. Also the £flush (stdin) function is used 


before each gets () statement to clear the input buffer. 


The next program is used to define a structure to store the item code and quantity of different items in stock 
in a store and to find the item with the maximum quantity. 


1 


14 
15 
16 
17 
18 
19 
20 
21 


/*Program-149: Stores Items and Finds Maximum quantity in store*/ 
#include<stdio.h> 
typedef struct item 
{char ItemCode [4]; 
int Qty; 
} ITEM; 
int main () 
{ITEM store[20]; int i, index, max; 
for (i=0; i<20; i++) 
{printf ("\nEnter Item Code-%d (3 letter code): ”, i); 
fflush (stdin) ; gets (store[i] .ItemCode) ; 
printf (“\nEnter the quantity of the Item Code-%d: ”, i); 
scanf("“%d"”, &Gstore[i] .Qty) ; 
} 
max = store([0] .Qty; 
for (4=0; i<20; i++) 
{if (store[i].Qty > max) 
{max = store[i] .Qty; 
index = i; 
} 
) 
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int ( \nttem Code ~ $s had the Maximum 
yl yeturn 0; Mantity”, store[index] .ItemCode) ; 
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} 
yf 


rogram is Used to enter the item-¢ 


S iN store, using the for loop from line 16 to 21. 
a program is used to defi 


ne a structy . 
Te called STRING using typedef to store and manipulate string 


def struct string 
chat str [80]; 
STRING ; 
jnt main () 
{STRING names [100] ; 
gat i, ni 
printf (" ‘\nEnter number of names to store: ”); 
scant (“8d", &n); : 
for (i=0; i<n; i++) 
{printé (“\nEnter name[%d]: ”, i); 
fflush (stdin) ; gets (names [i] .str) ; 


Se DRA BSH 


ae 
=a SS 


Het S03 
for (i=0; i<n; i++) 


16 {if (names[i].str[0] == ‘g') 

7 print£(“\nts”, names[i] -Str) ; 
eet 

19 return 0; 

no} 


output: 
| “Enter number of names to store: 5 St Reais pega ae] 
Peas name[0]: Sujoy ‘ : 
Enter name[1]: Debesh 
| Enter name[2]: Avik 
Enter name[3]: Sayantan — 
‘Enter name[4]: Tathagata 


elite: sieht Re se nea aah s : TS ie 
In the above program an array of STRING type data called names is declared in line-7. The names are 


entered using the for loop of line-11. The for loop of line-15 then checks whether the starting letter of a 
name is ‘S' or not using the if statement of line-16. If so, it prints the name in line-17. 


The next program uses the STRING type structure defined in the previous program to exchange two strings. 
/*Program-151: To exchange two string type data*/ 

#include<stdio.h> 

typedef struct string 

{char str[80];} STRING; 

int main() 

{STRING nameA, nameB, temp; 

printf(“\nEnter first name: ”); 

fflush(stdin); gets (nameA.str) ; 

printf(“\nEnter second name: ”) ; 

fflush(stdin) ; gets (nameB.str) ; 

printf("\nThe entered strings are: %s and %s”, nameA.str, nameB. ati : 
12 temp = named; 


COND AWN 


the - item code with the highest quantity of j iten and quantity of a list of 20 items. In addition to that it 
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13  nameA = nameB; 


14° ~=nameB = temp; piste)? 
15 printf£(“\nThe exchanged strings are: %s and $s”, nameA.str, nameP. 


16 return 0; 
| 17 } 


Output: 


Enter first name: Sachin 
Enter second name; Sourav 
The entered strings are: Sachin and Sourav 


The exchanged strings are: Sourav and Sachin 
gram. Three STRING type data 


In the above program we have used the same structure defined in the last pro : , 
nameA, nameB, and temp are declared in line-6. The names are entered in lines-8 and 10 respectively. Line- 


11 prints the strings as entered in the variable namea and nameB. The code in lines-12 to 14 fea need 
exchange the content of the two strings using a third STRING type data temp just like norma es 
and without using strepy () function. The exchanged strings are printed in line-15. 


Difference between Array and Structure type data 
Structure 


1. Can contain different types of data 
2. The struct keyword is used to define a structure 


3. Can be initialised during declaration and later 
also 


4. Astructure type variable can be copied to 
another variable using the assignment operator 


5. Members of a structure type variable does not 
get initialised automatically based on the value 


of some other data members 
6. Astructure type data can be defined as: 
struct point {int x, y;}; 


1. Can contain data of same data type only 
2. No reserved keyword is used to declare an array 


3. Can be initialised only during declaration as 
int arr[4]={6,8,3,7}; 


4. An array cannot be directly copied into another 
array using the assignment operator 


5. Ifasingle element of a numeric array is 
initialised, the remaining array elements get 
automatically initialised to 0 (zero) 


be An array arr can be declared as: int arr[10]; 
L 


Difference between Structure and Union 


Union — 


1. The keyword union is used to define a union 


2. The total memory requirement is equal to the 
memory requirement of the largest component 
of the union 


3. Only one member of a union is active at a time 
and can be used at a given time 


5. Example: union size { int cm; float inch }; 


_ Ctoitthat............ 


2. The total memory occupied by a structure type 
data is equal to the sum of the memory 
requirement of the individual components 


3. All the members of a structure remain active 
and can be used together 


4. Example: struct point {int x, y;}; 


| The following examples demonstrate the areas where mistakes can occur. 


The next program is used to find whether a point is inside, outside or on a circle using a point type structure: 


| 1 /*Program-152: To find the position of a point in a circle*/ 


2  #include<stdio,h> 
3 struct point — 


4 {int x; 
| 5 int y; 
6 Mi 
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7 yoid main() 
t point pl; 

ad (pt.x, pty) 
4 tong int radius, sq; : 

‘ * te. ‘ 
jo printé| i“ * ¥ Coordinate of the point: "; 
il scant (“td”, &point,x) ; 


i pri ntf(“\nEnter y Coordinate of the point: ") 

scanf (“td”, &point.y) ; — 
intf(“\nEnter the radius of i 

4 pein the circle wit 2"); 
coaad bia", eal h centre at 0,0: ”); 


16 aus point.* © Point. + pointy * pointy, 
17 if(sq > radius*radius) 
18 printf(“\nPoint is outside the circle”) ; 
19 else if(sq < radius*radius) 

0 printf("\nPoint is inside the Circle”) ; 
yf] else if (sq = radius*radius) 

D printf(“\nPoint is on the circle”) ; 


23% 


When the program is compiled it will not compile and the following error message will be displayed: 


Output 
Undefined symbol point 


The reason is the wrong use of the structure definition. Note that in line-3, the structure is defined with 
the tag name as point and in line-8 a variable p1 of type struct point is defined. Hence we have to.use 
the variable name p1 whenever we access the structure. However in lines-11, 13 and 16 we have wrongly 
used the structure definition tag name point along with the member variable names x and y. The 
correct use will be pl .x and p1.y instead of point..x and point.y. The rectified program is shown below: 


‘/*Program-152a: To find‘the position of a point and a circlet/ = \ 
Finclude<stdio.h> : by ate 
struct point 

{int x; 

int y; 
eg 
void main () 
{struct point pl; 

long int radius, sq; 
10 print£("\nEnter x coordinate of the point: ”); 
11 scant ("$a” Kel.) : 
12 printf£("\nEnter y coordinate of the point; ”); 
3 scant ("$a” (pl. PPA 
14 printf ("\nznter the radius of the circle with centre at 0,0: ”); 
15 scant ("31d”, _&radius) ; 
16 sq = pl-x*pl.xtpl.y*pl.-yi< 
17 if (sq > radius*radius) 
18 printf ("\nPoint is outside the circle”); 
19 else if(sq < radius*radius) 
20 boo -print£("\nPoint is inside the circle”); | 
21 else: if (sq == radius*radive)  § | 

Printé(*\nPoint,is on the circle”) 
i j : fe Ot 
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os aE Ree 
EY ere th 4, 


i) 


ii) 


ii) 


: = —— Le, elther all 
The major problem with an array is that it can store values of a single data type 
elements in the array should be int or float or char etc. 4 by a single name, thus 
A structure is a group of one or more variables, usually of various types, and identified by 
forming a user defined data type écethenedite 
To define a structure, the keyword struct is to be used along with a specific name 
type like struct point etc. 

ructure. Usually the 
Each sub-variable that makes up a structure is called a member, element or field alleen ‘tp decoies 
members of a structure are logically related i.e. they represent different components or P 
particular type of object 

re needs to be 

A structure itself can be a member of another structure, but the Lapel propia ie 
defined prior to its use in another structure. Such a structure is known as an Saiiee 
Initialising a structure is similar to initialising an array. The data is put inside curly brackets pe Cag aes 
To access a structure member the ‘dot’ operator (.) is used. The general format for rato 
is VariableName.MemberName ste once 
To access the sub-member of a structure which is itself a structure, like the date type variable, 


repeatedly use the ‘dot’ operator bid. hacia 
Unlike an array, a whole structure variable can be assigned to another peearesiah pleas ' saa = ha 
stored in each member of one of the structure variables will be automatically ig 


corresponding members of the other structure variable 
Just as arrays of any particular data type can be declared, one can also declare arrays that contain objects of a 
particular structure type variable 

The members of each structure data are stored in consecutive memory locations for each of the 
array elements. Moreover the array elements themselves are also stored in consecutive memory 


locations 

Just like a normal variable, we can pass an entire structure to a function using the normal call by value method 
The keyword typedef can be used to make it easier to declare a structure type variable 

A union is another user defined composite data type, similar to a structure and defined using the keyword union 
The major difference between a union and a structure is that unlike the members of a structure 


which occupy different storage locations, all the members of a union share the same storage area 
within the memory. Thus it can handle only one member at a given time and is basically used to 


conserve memory 
Like nested structures, one can have unions with union members, structures with union members and unions with 


structure members 


Review Questions. 
| Q1. Multiple Choice Questions. Select from any one of the four options. 1 each 


All members of a structure type data: 
a. are of the same data type b. can be of same data type 
c. are of different data types d. must be of same data type 


Which operator is used to access the members of a structure? 

a. star b. colon c. dot d. hyphen 

Members of a structure: 

a. always occupy consecutive memory locations 

b. may not occupy consecutive memory locations 

c. sometimes occupy consecutive memory locations 

d. never occupy consecutive memory locations : 


How many bytes are required to store a structure variable that can store a name up to a maximum 
of 20 alphabets in size and an address that can be up to a maximum of 60 alphabets in size. 


a. 80 bytes b. 81 bytes c. 82 bytes d. 83 bytes 


What will be the byte requirement for a structure type data that stores a character array of 10 


characters, two float type data, and a long double type data. 
a. 4 bytes b. 8 bytes c. 10 bytes d. 28 bytes 
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What will be the byte requirem 


ent for a uni aracter array of 10 
“paracters, tWO float type data, a ion type data that stores a ch 


nd a long double type data. | 
a. 28 bytes b. 4 bytes c. 10 bytes d. 8 bytes 
What is the output of the following Program piece in C? 


vil) struct {int x, y; float z;} a={10, 5, 2.5}, b; 


p.x=a.y; b=a; 
printf("\n%d", 2*(b.x — b.y)/b.2); 
3.0 b. 2 


c.4 d. 6 
What is the output of the following Program piece in C? 
struct point {int x, y;} arr[S}={1,2,3,4}; 
void main( ) 

{ printf("\n%d,%d", arr[2]); } 
a. 1,2 b. 2,2 


q). Short Answer type questions: 1 each 
i) What do you mean by a structure? 

What is the use of a structure type data? | 

What do you mean by a structure tag name? 

What is the use of the dot operator in a structure? 


viii) 


) 

) 

iv) 

v) _ Define a structure with an array member called list(] containing 100 floating point values. 
) 
) 
) 


State one use of the keyword ‘typedef’. 
vi) What is the purpose of using a union type data? 


State one difference between a structure and a union type data. 
ix) What do you mean by a nested structure? 
x) What do you mean by the phrase ‘an array of structures’? | 


Q3. Long Answer type questions: 7 each 


i) State any two methods of declaring structure type variables of a given structure definition. Show | 
how you can access a structure member in a program. State two differences between a structure | 


and an array. What is the difference between a function defined outside the main function anda 


function defined within the main function? 2424241 | 


ii) Explain with the help of a proper example what you mean by a nested structure. Initialise the | 
components of a variable w of a structure type data struct weight { int kg; int gm; int mg; }; with | 
the values Kg=10, gm=25, mg=11. What do you mean by an array of structures? 44+2+1 | 


iil) Define a structure and declare two variables to store the radius, height, and density of a solid cone | 
type data. What is a union? What is the use of the ‘typedef’ keyword with respect to a structure | 


type data? 44241 
4. Assignment Programs: 
i) Create a structure called struct student to specify data of students as given below: 4 


[ID, Name, Class, Sec, JoinYear] 
Assuming there are not more than 100 students in the school. Write a program in C to input | & 
the student data for n such students. Next print the data of a student whose ID is entered. [Hint: 

Use an array of 100 structure elements] | 


ii) With reference to the previous problem print the names of all students who joined in a particular 
year. The required joining year is input by the user, 4 


ii) With reference to the previous problem write a function called Find( ) to print the names of all 
students who joined in a particular year. The required joining year Is input by the user and passed 
to the function Find( ) as an argument. 4 


iv) Create a structure called struct box that stores the length, breadth, and height of a rectangular 
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two box type d 


ata and returns the 
ction declare two box type objects 
e returned by 


box type data. Write a function called volMax( ) that receives 
ts. The larger volum : 


volume of the box with the larger volume. Within the main fun 
and call the above defined function with these as the argumen 


the function is printed in the main function. 

Create a structure called struct cone with radius and height o 

main, declare an array to store 10 such cone type data. Enter parameters for cs ia cone type 

data. Next scan the array and print the parameters of the cone with the largest vo . 

Create a structure called struct bank to specify data of customers ina shite eae a 

stored is ‘AccNo’, ‘Name’, and ‘Balance’. Assume a maximum of 100 customers In |e . Write a 
‘count. The customer- 


function called transaction( ) for withdrawal and deposit of amount in an acc * : 
= unt no., Amount, and ‘1’ for deposit and 


f the cone as components. Within 


request for withdrawal or deposit is given in the form: Acco! functi < 
‘0’ for withdrawal. If existing balance in the account is below Rs. 1000/- the function prints 
the name and the updated current 

4 


“Balance is insufficient for specific withdrawal”, else it will show 
balance of the customer after the transaction. 

Define a structure called struct point that stores the (x,y) co-ordinates of a Cartesian point. 
Create an array to store 10 such point type data. Next print the points which are fully located in the 


second quadrant by reading the points from the array. 
hold the 2 components (m i.e. slope and c i.e. 


Define a structure data type called struct line to : 
the y intercept) of a line. Define a structure data type called struct point to hold the 2 
r 2 line type variables L1 and L2, and 


components (x and y) of a point. Input the components fo! e 
find the point of intersection of the lines. Store the point of intersection in a point type data and 
6 


display the result. 

Define a structure data type called struct vector to hold the 3 components (x, y,2) of a vector. 
Input the components for 2 such vector type variables v1 and v2, and calculate the vector product 
(cross product) of those using a function called VecProduct( ). The function returns the product 
vector. Use another struct vector type variable called v3 to store the returned result. 6 

[ A vector ¥, is defined as v =(? “x+ y° y+k-z), where x, y, z are the magnitudes of the three 


components and 7, 7,4 are unit vectors in three orthogonal directions. The vector product 


V3= (i +x, +); +k-z,) of vectors: 


vi = (i-x,+j-y, +k-z,) and 
V2 = (F-X, +} -), +k-Z,) is defined as vs = va x v2, where: 


X3 = ViZ2 — Z1Y2, Y3 = Z1X2 — X1Z2, Zz = Xi¥2— y1X2 ] 
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List of Programs in the Book 
Programming in C: General Concepts 


Program-01: To find Area of a Circle 8-4 
Program-01a: Using constant in a program 8-10 
Program-01b: Using const keyword in a program 8-10 
Input / Output and Simple Calculations in C 
Program-02: Use of scanf() function 9-4 
Program-03: Use of extra characters within scanf() control string 9-5 
Program-04 To display the use of different format specifiers 9-6 
Program-05 To display the ASCII value of a character 9-7 
Program-06 To display the use of the %s specifier 9-8 
Program-07 To display the use of the %o and %x specifiers 9-8 
Program-08: Use of getchar() function 9-12 
Program-09: Use of gets() function 9-13 
Program-10: To find number divisible by 5 9-15 
Program-11: Inch to cm conversion 9-19 
Program-12: To find circumference, area of a circle of radius r 9-19 
Program-13: To find surface area and volume of a sphere of radius r 9-20 
Program-14: | To Find the Byte Length of different Data Types 9-20 
Program-15: To find total hour, minute, second in a given number of seconds 9-20 
Program-16: | To exchange two values using third variable 9-21 
Decision Making and Branching in C 
Program-17: To calculate different discounts using if-else 10-2 
Program-18: — Use of only if statement 10-3 
Program-19: To check if even or odd number with single statement under if and else 10-4 
Program-20; — Use of multiple single if statements 10-4 
Program-21: Use of nested if-else statement 10-5 
Program-22: Use of nested if-else statement 10-6 
Program-23: Use of multiple if-else nesting 10-7 
Program-23a: Use of if-else ladder structure 10-8 
Program-24: Use of conditions without relational operators 10-9 
Program-25: — Checking multiple options without using logical OR operator 10-10 
Program-25a: Use of logical OR operator 10-11 
Program-26: Checking multiple options together without using logical AND operator 10-11 
Program-26a: Checking multiple options together using logical AND operator 10-12 
Program-27: To test multiple of 4 or 5 using logical OR 10-12 
Program-28; — To show use of logical NOT operator 10-13 
Program-29; To print remarks based on marks using if-else ladder 10-14 
Program-29a: To print remarks based on marks using AND operator 10-14 
Program-30; To show the use of combined logical operators 10-15 
Program-31: To find the greater of two numbers using conditional operator 10-16 
Program-32: To display the greater of two numbers using conditional operator 10-17 
Program-33: — To calculate different discounts using conditional operator 10-18 
Program-34: — Conditional operator on the left side of assignment operator 10-18 
Program-35: Simple Calculator using switch-case 10-20 
Program-36; — To check if 3 numbers are Pythagorean 10-22 
Program-37: — To check if 3 line segments can form a triangle or not 10-22 
Program-38: — To check if year is a leap year or not 10-23 
Program-39: — To find the location of a Cartesian point 10-24 
Program-40: — Calculating different area values using switch-case 10-25 
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A-2 


Using Loops in C 


Program-41:; 
Program-4 1a: 
Program-41b: 
Program-42: 
Program-43; 
Program-44: 
Program-45: 
Program-46: 
Program-47; 
Program-48; 
Program-49: 
Program-50: 
Program-51: 
Program-52: 
Program-53: 
Program-54: 
Program-55: 
Program-56: 
Program-57; 
Program-58: 
Program-59: 
Program-60: 
Program-61: 
Program-62: 
Program-63: 
Program-64: 
Program-64a: 
Program-65: 
Program-66: 


To find average of three numbers 

Pseudocode to find average of three numbers using loop 
To find average of three numbers using while loop 

Use of while loop to print from 1 to 5 

To find the factorial of a number 

To find the power of a number using a while loop 
Getting the sum of the digits of a number 

Repeating a program 

Use of nested while loops to print pattern 

Use of break statement 

Example of continue statement 

To enter and check for a valid input using do-while loop 
To find the HCF or GCD of two numbers using do-while loop 
To find the factorial of a number using a for loop 

To find the sum of an AP series using a for loop 

To find the value of e*x using a nested for loop 

To find the value of sin(x) using a nested for loop 

Use of comma operator in the test condition 

Reversing a number and checking if it is a palindrome 
Check if a number is a Facterone 

Centigrade to Fahrenheit conversion Table 

To print the multiples of 3 

To check whether a number is prime 

To print the Fibonacci Series up to n terms using a for loop 
To print all the alphabets using continue statement 

Using nested for loops to print pattern-1 

Using nested for loops to print pattern-2 

Using nested for loops to print pattern-3 


Beverage vending software using a do-while loop and switch-case 


Functions in C 


Program-67: 
Program-68: 
Program-69: 
Program-70: 
Program-71: 
Program-72: 
Program-73: 
Program-74: 
Program-75: 
Program-76: 


Program-77a: 
Program-77b: 


Program-78: 
Program-79: 
Program-80; 
Program-81: 
Program-82: 
Program-83; 
Program-84; 
Program-85; 
Program-86; 
Program-87; 
Program-88; 
Program-89; 


Example of a User Defined Function and Function Call 
Example of a Function Call with Function Prototype 

Example of a function returning a constant value 

Example of a function returning a calculation 

Example of a function returning a calculation 

Example of a function returning a logical value 

Example of a function returning a calculated value 

Example of a function returning a constant character 
Example of a function returning an input character 

Example of a function returning maximum amongst 2 values 


Example of a function without an explicitly declared return data type 


Example of a function with a declared return data type 
Function Call to change lower to upper character 
Function to find and display the maximum value 

To calculate the factorial of a number using recursion 
To calculate the power of a number using recursion 
Working of automatic variables 

Working of static variables 

Working of global variables 

Using external functions in a program 

Function to convert from Fahrenheit to Celsius 
Function to calculate Factorial of a number 

Calculation of nPr and nCr using factorial function 

To find the sum of the digits of a number using a function 
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11-2 
11-4 
11-7 
M7 
M4 
11-19 
WU 
11-12 
11-43 
11-14 
11-45 
11-16 
11-17 
11-19 
11-29 
11-29 
11-22 
11-23 
11-24 
11-25 
11-26 
11-26 
11-27 
11-28 
11-30 
11-30 
11-31 
11-31 
11-31 


Rudiments of Computer Science 


program-90: 
program-91: 
program-92: 
program-93: 
program-94: 
program-95: 
program-96: 
program-97: 
program-98: 


Arrays in C 


program-99: 

program-100: 
Program-101:; 
program-102: 
program-103: 
Program-104: 
Program-105: 
program-106; 
Program-107: 


Program-107a; 


Program-108: 
Program-109: 
Program-110: 
Program-111: 
Program-112: 
Program-113: 
Program-114: 
Program-115: 
Program-116: 
Program-117: 


Program-118: 
Program-119: 
Program-120: 
Program-121: 
Program-122: 


To check from a range of numbers, whether a number is prime or not 


To calculate the hcf/gcd of two numbers using recursion 

To calculate the n-th term of the Fibonacci series using recursion 
To calculate the sum of the digits of a number using recursion 
Function call having static variable to calculate value of e 
Function call with numbers and operator 

Function call to convert from decimal to binary 

Using a function to print a double cone 

Using function to print Pascal's Triangle 


To find the average of a set of numbers using an array 
To find the standard deviation of a set of numbers using an array 
To display the sum of the rows of a square matrix 
To find the sum of the squares of numbers in an array 
Use of Address Operator 

Use of the indirection operator 

Declaring and using a Pointer 

Standard Deviation using Pointer Notation 

To reverse the contents of an array 
To find the maximum from a list of numbers in an array 
Inserting a value at k-th position 

Deleting a value at k-th position 

Selection Sort Method 

Bubble Sort Method 

Alternative Selection Sort Method 

Deleting multiple values from an array 

Searching for a value in an array using Linear Search Method 
Search using Binary Search Method 

To find the transpose of a square matrix 

Addition of two matrices 

To check if a matrix has a row with all 0's 

To check if a matrix is an Identity Matrix 

To check if a matrix is an upper diagonal matrix 

Matrix Multiplication 

Comparing 2 arrays using pointers 


Strings in C 


Program-123: 
Program-124: 
Program-125: 
Program-126: 
Program-127: 
Program-128: 
Program-129: 
Program-130: 
Program-131: 
Program-132: 
Program-133: 
Program-134: 
Program-135: 


Program-136: 
Program-137: 
Program-138: 
Program-139: 
Program-140: 
Program-141: 


To find the length of a string 

To print a string using scanf() without the %s format specifier 
To count number of words in a sentence 

To calculate length of multiple strings 

To find the length of a string using strlen() function 

To exchange two strings 

Sorting a list of strings 

Joining Strings 

String Copy using Pointers 

String input up to specific number of characters only 

To count number of occurrences of the alphabet ‘e’ in a string 
To count number of occurrences of any alphabet in a string 
To count number of words in a sentence with multiple blanks 
To count the number of vowels in a string 

To check for a palindrome 

To convert the first character of every word to capital 

To find the occurrence of the word ‘the’ in a sentence 

To check for a given sequence of letters in a string 

To find the presence of a given word in a string 
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12-18 
12-19 
12-20 
12-20 
12-21 
12-22 
12-23 
12-23 
12-24 


13-2 

13-3 

13-6 

13-8 

13-9 
13-10 
13-11 
13-14 
13-16 
13-17 
13-17 
13-18 
13-19 
13-21 
13-23 
13-24 
13-25 
13-26 
13-28 
13-30 
13-30 
13-32 
13-33 
13-34 
13-36 


14-2 
14-3 
14-3 
14-4 
14-6 
14-6 
14-7 
14-9 
14-11 
14-12 
14-13 
14-13 
14-14 
14-14 
14-15 
14-16 
14-17 
14-18 
14-19 


A-4 

Program-142: String Length using Pointers 14-20 
Structures and Unions in C 

Program-143: To find the distance between two points using structure type data 15-5 
Program-144: Store Items using structure type data array 15-6 
Program-145: Using a structure with array component 15-7 
Program-146: Passing Structures to Functions — To find Mid-Point of two points 15-8 
Program-147: Using union type data 15-10 
Program-148: To store the details of a book in a structure 15-11 
Program-149: Stores Items and Finds Maximum quantity in store 15-12 
Program-150: To use a STRING type data to store strings 15-13 
Program-151: To excliange two string type data 15-13 
Program-152a: To find the position of a point and a circle 15-15 


- Appendix-ll: 


ACC - - Accumulator EPROM - Erasable and Programmable ROM 
AGP - Accelerated Graphics Port | EEPROM - Electrically Erasable and Programmable ROM 


AI - Artificial Intelligence rain sai iste | GB a GA Byte 


ALU - Arithmetic and Logic Unit aay ; HDD — Hard Disk Drive 
“ASCC - Automatic Sequence Controlled Computer Ae |I-cycle - Instruction Cycle i 
“ANSI - American National Standards Institute — | [IR - Instruction Register 9. a 

ASCII - American Standard Code for Information Interchange ‘ISA Bus - The Industry Standard Architecture Bus a 


BCD - Binary Coded Decimal KB - Kilo Byte 
BD - Blu-ray Disk | LCD — Liquid Crystal Display 


BIOS — Basic Input Output System Siete oe. | LSB — Least Significant Bit 
| BPI — Bytes Per Inch | MAR - Memory Address Register 


| CAD - Computer Aided Design | MB — Mega Byte 
| CCD - Charged Coupled Device | MCA Bus - Micro Channel Architecture Bus 
CD - Compact Disk | MICR — Magnetic Ink Character Reader 


“CD-R - Recordable media CD 'MSB — Most Significant Bit 
"CD-R/W - Re-Writable media CD | MUX — Multiplexer 

"CD-ROM - Read Only Media CD "OCR — Optical Character Reader 
CLI - Command Line Interface | OMR — Optical Mark Reader 
CMYK - Cyan, Magenta, Yellow and Black PDA - Personal Digital Assistant 


‘CPI - Characters Per Inch | PC - Program Counter 
CPU - Central Processing Unit PCI Bus - Peripheral Component Interconnect Bus 


CRT - Cathode Ray Tube _| PROM - Programmable ROM 
RAM — Random Access Memory 


“CU - Control Unit ji oe 
CUI - Character User Interface See ass RDRAM - Rambus DRAM i 
"DASD - Direct Access Storage Devices REN | RGB - Red, Green, and Blue = 
‘DDR SDRAM - Double Data Rate SD RAM | RIMM - Rambus In-line Memory Modules 
| DEMUX — Demultiplexer "ROM - Read Only Memory 
‘DIMM - Dual In-line Memory Modules = sts "SRAM - Static RAM a 
aa a Bae 5 System i wring SASD - Sequential Access Storage Device — : 
namic j Sige] 
ected ‘SDRAM - - Synchronous DRAM 
iia Lee Bee et. | SIMM - Single In-line Memory Modules é 
e TFT — Thin Film Transistor 3 
ee sea ___|TPS - Transaction Processing System i 
vb Taal Veni ete a “| UPC = Uniform Product Code (Barcode) 
Ear eae Syms genial | USB - | ‘Universal Serial Bus_ 
VDU - Video Display Unit 
EDO - % 
EDO RAM - Extended Data Out RAM VRAM - Video RAM _ Pat 
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ments of Computer Science 


Rudi 


Remarks 


00000000 (Null character) 


00000001 (Start of Header) 
00000010 (Start of Text) 
0o0000di1 (End of Text) 
00000100 (End of Transmission) 


00000101 (Enquiry) 


00000110 (Acknowledgment) 
00000111 (Bell) 

00001000 (Backspace) 
00001001 (Horizontal Tab) 
00001010 (Line Feed) 


00001011 
00001100 
00001101 
00001110 
00001111 
00010000 
00010001 
00010010 
00010011 
00010100 
00010101 
00010110 
00010111 
00011000 
00011001 
00011010 
00011011 
00011100 
00011101 
00011110 
OO011111 
00100000 
00100001 
001000106 
00100011 
00100100 
00100101 
00100110 
00100111 
00101000 
00101001 
00101010 
00101011 


(Vertical Tab) 

(Form Feed) 

(Carriage Return) 
(Shift Out) 

(Shift In) 

(Data Link Escape) 
(XON) (Device Control 1) 
(Device Control 2) 
(XOFF)(Device Control 3) 
(Device Control! 4) 
(Negative Ackn.) 
(Synchronous Idle) 
(End of Trans. Block) 
(Cancel) 

(End of Medium) 
(Substitute) 

(Escape) 

(File Separator) 
(Group Separator) 
(Request to Send) 
(Unit Separator) 
(Space} 

(exclamation mark) 
(double quote) 
(number sign) 

(dollar sign) 

(percent) 

(ampersand) 

(single quote) 
(left/open parenthesis) 


(asterisk) 
(plus) 


00101100 (comma) 
00101101 (minus or dash) 
00101110 (dot) 


00101111 
00110000 
00110001 
00110010 
00110011 
00110100 
00110101 
00110110 
00110111 
00111000 
00111001 


(forward slash) 
Start of the 10 dec. digits 


CSOAnNDURWNYHKO—-:- 


00111010 ; (colon) 
00111011 , (semi-colon) 
00111100 < | (less than) 
00111101 = | (equal sign) 
00111110 > | (greater than) 
00111111 ? question mark 


(right/closing parenthesis) 


Dec. 

064 
065 
066 
067 
068 
069 
070 
O71 
072 
073 
074 
075 
076 
077 
078 
079 
080 
081 
082 
083 
084 
085 
086 
087 
088 
089 
090 
091 
092 
093 
094 
095 
096 
097 
098 
099 
100 
101 
102 
103 
104 
105 
106 
107 
108 
109 
110 
111 
112 
113 
114 
115 
116 
11? 
118 
119 
120 
121 
122 
123 
124 
125 
126 
127 


01000000 
01000001 
01000010 
01000011 
01000100 
01000101 
01000110 
01000111 
01001000 
01001001 
01001010 
01001011 
01001100 
01001101 
01001110 
01001111 
01010000 
01010001 
01010010 
01010011 
01010100 
01010101 
01010110 
01010111 
01011000 
01011001 
01011010 
01011011 
01011100 
01011101 
01011110 
01011111 
01100000 
01100001 
01100010 
01100011 
01100100 
01100101 
01100110 
01100111 
01101000 
01101001 
01101010 
01101011 
01101100 
01101101 
01101110 
01101111 
01110000 
01110001 
01110010 
01110011 
01110100 
01110101 
01110110 
O1L10111 
01111000 
01111001 
01111010 
01111011 
01111100 
01111101 
01111110 
O111t111 


(AT symbol) 
Start of Upper Case Alphs. 


(left/opening bracket) 
(back slash) 
(right/closing bracket} 
(caret/circumflex) 
(underscore) 


S44 - INK XS K CANDO VO ZS Rr KUHN TO™MMOOWVHO 


Start of Lower Case Alphs. 


— Reem STO Hn ao Oo 


= 


rn RwDwos 


(left/opening brace) 
(vertical bar) 
(right/closing brace) 
(tilde) 
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‘ ; C:\> ATTRIB +r +a MyDaia, 
t It helps to set or reset the attribute for a file as read C:\> ATTRIB -r ybiats doc doc 


i 
ATTRIB only, archive, hidden or as a system file C:\> ATTRIB +h *sys 
N u ROS PSURs RM Mente te! LMS ME ses SNe Rie a 
: i it is 5 used to take backup copies of one or more files C:\> BACKUP D:\ B/s 
BACKUP from one disk to another ‘\ (UP D: 
iy —-— -—— —- —-~- —EE 
CHDIR It iS used to change from one directory to another in 
or DOS. Along with the command, the path and name of the | C: i Dersdial LeeeS C D. 
cD directary to move to is to be typed CG; \Personal\Letter> C CD\ 
Pit is used to check a disk for errors and displays a | 
C:\> CHKDSK D:/f 
Shite status report _ \ ha iy 
It is used to copy a file from one 2 location toa a different one | C:\> COPY filel.txt backup.h¢ = 
or make a copy of a file with a different name at the same | C:\Personal> COPY file2.c D:\ 
ay location. The copy command Is to be followed by the source | C:\> COPY file3.c C \Personal 
and the destination file names and file paths C:\> COPY *.bmp C:\Personal 
It is used to display or modify the current date. After 
DATE typing the command, type a new date in the format | C:\> DATE 
dd-mm-yy or press Enter to keep the same date 
c EL prog.c 
Le It is used to delete a file. The del command is to be ce ee rh phos T 
ae followed by the path and file name to delete C:\> DEE © ogs\Try.c 
ERASE oe eat C:\> ERASE D-\Temp\pic.bmp 
Tt is used to list all the files or sub directories under a | C:\> DIR 
DIR given directory. Along with the file name, the date & time of | C:\> DIR/p 
file creation and the size of the file is also displayed C:\> DIR personal 
i It is used to copy the complete contents of one floppy 
C:\> DISKCOPY A: B: 
BESSA disk to another \ 
5 9 iT k 
aL ; These commands can be used to create and edit a text j C:\> EDIT C:\Debayen xt 
SIN file C:\> EDLUN C Rikayan txt 


The FORMAT command in DOS is used to lay down the 
FORMAT pattern of tracks and sectors onto a secondary storage } C:\> FORMAT D:/q 
device 


It is used to create, change or delete the volume label } . Rn 


MKDIR It is used to make a new directory or folder in DOS. § C:\> MD Project 


or Along with the command, the path i.e. the location and } C:\> MD C:\Personal\Letter 
MD name of tne new directory is also to be typed C:\> MKDIR D:\Teme 


Tt can be used to move a file from one location to 
another. It can also be used to rename a directory. After | C:\> MOVE filel.ot D:\Temp 
HOVE typing the command name, type the source file name along | C:\> MOVE bd.c D:\Temp\pak.c 
with the path and then type the destination path, In case | C:\> MOVE C:\Temp\prg.c D:\ 


you want to change the file name after moving the file, then | C:\> MOVE *.txt D:\Temp 
' write the new file name 


RENAME | It is used to rename a file or a directory. The rename | C:\> RENAME prog. finale 
or command is to be followed by the path and file/directory | C:\Personal> REN TC.exe C.exe 
REN name to ‘0 be renamed an and the e changed file/directory name C:\> REN Personal Home 


It is used to get back the files, directories and sub- 

RESTORE directories Packed up using BACKUP command The 
command name is followed by the drive and path whieh 
contains the backup f Hes | and then the e target drive: 


C:\> RESTORE B:\ Diys/p 


RMDIR ‘It is used to remove or delete a directory or folder in | Cs\> RD Project 
or DOS, Along with the command, the path i.e. the location and | €:\> RD C:\Personal\Letter 
RD name of the directory to be removed is fo be typed C:\> RMDIR D:\Temp 
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r Science 


of Compute 


The SCANDISK command in DOS is used to check the 
hard disk or floppy disks for logical and physical 
errors and repair the problems on the disk . 


C:\> SCANDISK/all 


it is used to display or modify the current time afte = 
typing the command, type a new time in the format hour 


fc 


min-sec or press Enter to keep the same time C:\> TIME 


Allows the user to view a listing of files and folders in ‘an 
easy to read graphical format, with tne main directory at the 
top, followed by the sub and sub-sub directories along its 
branches 


It is used to restore a deleted file, if possible 


it is used to display the disk or drive space specified 


; 
C:\> TREE C:\Personal 


Gi\> UNDELETE D:\project.dox 
C:\> VOL C: ce 


It is used to copy files and directory trees from one 
jocation to another, The command will copy all the files and 


anrioc and ay rectnnpc 
jwectories and sub-directones under it 


C:\> XCOPY C:\Temp D:\f 


H 


Two symbols, called wildcards, allow the user in DOS to 
specify a groups of files. The wild card character “*’ 
indicates any group of characters while ‘2’ indicates a single 
character 


C:\> COPY ~.doc C:\Temp\ 
C:\> DIR D:\Prog*.? 


Used to display the current system date and time 


Used to list directory contents 


Used to copy files 


Used to display the contents of files 
Used to rename files 
Used to delete files permanently 


Used to create a directory 


Used to remove a directory 


Used to change the current working directory 


Used te display the contents of a file one page at a time 

Used to search for a file within a given directory and its sub-directories 
Used to start the standard text editor 

Used to change file permission 


# ee : i a a te ee eee 
ae ie : ie ; ; re i a 4 => Com c4aesle < - _ g } ‘-, = 4 
ee iat rahe | ore é ATO VOM SEAT TAS, CAE TSE Net SEutate d+ che F 


Search Name 


Ecefine directive | 12-13 

Finctude directive _ 18-4 | break statement at, aes ee jana 
72d Operators asa statement =| 1-4 _| char type cata ae Soe “we 
27806 - Operators in an expressian/condition {11-4 |commentsmC CB 
|2ctual arguments of afunction _——«fd2-4 [compound operators (+=, =,*=,/=.%=) ill 
tore operator & ee ee | 
SMMC and logical operations on a pointer e10 
mimetic operators (+, -,*, /, %) pall 
Ziay declaration 4 
ray Of structures Ju | 


arrays a 
Lays and pomnters 
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A-8 


— a 


een ee aa _ Search, Name 
: arr rTe a | Page A i ono b | Plate | 
gt cl _ Search Name : 1: ot a ee od structure I 198 | 
Duble type ¢ aa 87 4 tint 156 
aan, is t f sted wh le lo0ps “A 
| do while lle foop 11-16, 4 Lice ad A ea acinh tl AL 
\e F ¢ Th 2 {nesting of ff “else statements [10. . 
tering and displaying strings — Pe Poy en 
c 6 ap eee a _— 1g 10 pass Ing arrays | to functions | 13 % 
aC ap ve sequ fn) \ _— ” A 
meee th Vt WO Ww", 15 “| passing | structures to fun tions. 115 
CXleIT stor age class 12 4 Is r 4 _ +8 
. ar and strinc I ta.4 
id width specifiers: [9 8 eer rah 7 eee TAL 
: er declaration TF 
cE type data Lae pointe iF hi “ soclativity of 0j erate i 1 eh | 
$$ . . - nce and ass alors oi. 4 
| for loop _ [11-18 precede — ; d y OF ope lish S14 
— nwanewner — rintf( ) function >: 
formal arguments of of a function E- 12. J | prin PRT pe 42 1 
wake ' 9-1 1 putchar( ) function Beiipiaatncteco? tlm Cy aay 


[format specifiers (%d, YF, Yoc, Yld, Ylf, YLA) 
[function def definition ae 
i inction prototype 

[function prototype _ 
| function recursioif 
general rule for data type conversions re: 


‘puts(_) ) function das LER [eh el 
register - storage class 

BS TaAeE Ree fone 

relational operators (<, <=, >, >=, ==, f=) Ho 

Pt See FOE. iota aa ec 

return statement 

return statement 


| getchar( ) function Poe! icoirae sean Areas Set ers eee I SE ba 
| gets( ) function bare a short int type data POOR TT 
aets( ) function La rad tmibes static storage class SS SE Pe 
toes storia [10-3 | storage ase era 
ladder = Cn LO ta [streatt) ) func tion os Des ees Ee 

Cio = 5 Uy Se Se Geen 110-2 a erERBOR ) function ania 
| increment operator (++) : strepy(_) function 114-6 
nateten oer) 13-10 | strlen() function Se fc spay 
li tialising a structure Liereen Sues sauce j 5-1 

| initialising an array 13-4 __ {structure containing arrays lisz 

i int type data 8-6 switch-case—default statement | 10-19 
|Jeaical operators (AND &&, OR ||, NOT !) 10-10 _| typedef statement 3 
long double type data: 8-7___| union type data liso | 
i main(} function 8-4 i unions as members of other data types 15-1} 


14-4 _| ways of declaring structure variables 
| while loop 


! Meainx and strings 
| matrix of structure type data 
| multi dimension arrays and matrices 
| nested for loops 11-20 | : 


* Majority of supercomputers today use different versions of the LINUX operating system 

° A present day iPad2 has as much computing power as the Cray-2 supercomputer in 1985 

* Prior to 1946, programs had to be wired into the computer, and the wirings needed to be changed to 
change a program 

* Onan average 12,000 laptops are lost or stolen in United States airports each week 

* Early hard drives had 20MB capacity and cost about Rs.50,000/-, whereas a pen drive today holds 
86B memory and costs Rs,500/- 

* In 1996, the European Space Agency's $1 billion Ariane 5 rocket had to be destroyed less than o 
minute after launch due to a bug in the on-board guidance program 

« Bill Gates was ready to launch Windows under the name ‘Interface Manager’ before he wos 
persuaded by an employee to change it 

¢ You cannot create a folder and name it ‘con’ in Windows 


¢ Macintosh was the first commercially successful personal computer that had a graphical user 
interface (GUI) and mouse instead of a command line interface * 
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Chapter 2 
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QUESTIONS OF ANNUAL EXAMINATION, 2015 
COMPUTER SCIENCE 
CLASS - XI 
(PRACTICAL) 
(NEW SYLLABUS) 


[ Time : 3 hours ] { Full Marks : 30 } 
Special credit will be given for answers which are brief and to the point. 
Marks will be deducted for spelling mistakes, untidiness and bad handwriting. 
Figures in the margin indicate full marks for the questions. 
General Instructions : 
« There are 4 (four) groups. Group-A contains 4 (four) questions. Group-B contains 2 (two) parts, each containing 


4 (tour) questions. You have to answer 1 (one) question from Group-A and 1 (one) question from each part of 
Group-B, 


Write all the steps in your answer-script which you have performed with the computer. 


Print all files, if necessary and possible, otherwise write all files with partial data input and output in your answer-script. 
« Make suitable assumptions, if any, and tabulate them. 


GROUP - A 
Answer any one from the following questions : SX =5 
1. Carry out the following using the Windows operating system : 
(a) Find all files with the file extension .ftf in your computer. 
(b) Create a folder on Desktop and Rename it as ‘COMS PRACTICAL EXAM’. 
(c) Sort the files in C drive by name. 04241 
2. (a 


) Create a .bmp file using the MS-Paint program and then save it on the Desktop as gif file. 
b) Arrange all icons on Desktop according to their type. 
) 


Create an arbitrary file in your Desktop. Send the file to Recycle Bin. Finally retrieve the file 
from Recycle Bin. 2+1+2 


3. Using Unix / Linux operating system commands, create the following tree : 5 


’ 


Here boxes are denoting directories and circles are files. 
4. (a) Using Unix/Linux command, display all current users of system. 
(b) Using Unix/Linux, creale a file ‘Test’ containing the sentence “This is a line”. 
(c) Make the file ‘Test’ hidden. Enable read and write permission of the file ‘Test’ ne ares 
+ 


GROUP - B 
PART - | 
Answer any one from the following questions : 5x1=5 


¢ Algorithm / Flowchart ; 2 
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Part | 


Program coding in 'C’ language 2 
Execution and output : 1 


Write a C program that checks whether an input alphabet is a vowel or consonant. (Chock boy, 


lower case and upper case) 
j ] 
Write a program in C language to find out the summation of all odd numbers in between 1 j, A 


2. 
where rn ls a positive integer. After execution, show output. s 
j ) 
3. Write a program in C language to print digits of an inputted number in reverse. : 
4. Write a C program to generate the following pattern : : 
1 
1 3 
1 3 5 
1 3 5 7 
1 3 5 7 9 ‘ 
PART - Il 
Answer any one from the following questions : 10% 1449 


e Algorithm / Flowchart : 4 
e Program coding in ‘C’ language : 4 
e €xecution and results : 2 


P1-Q-2 


Write a C program to find out the sum of n natural numbers using recursion, where 7 is 4 positive 


integer. 10 
Write a C program to check whether an inputted string is Palindrome or not without using strrey() 
function. Display appropriate message as output. 10 


Write a C language program to generate Armstrong Number. 
{ A number is Armstrong if the sum of cubes of individual digits of a number is equal to the number 


itself, e.g., 371 = 39 + 79 + 13] 10 
Write a program to generate a Transpose Matrix of a 3 x 3 matrix using C language. 10 
GROUP - C 
Laboratory notebook 5 
GROUP - D 
Viva-voce 5 
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2015 Practical Examination 


GROUP - A 


answer any one from the following : 


1. Carry out the following using the Windows operating System: 


(a) 


Find all files with file extension .rtf in your computer. 


Step 1. Click on the Search button 
Step 2. Within the ‘Search programs and files’ box type the search condition *.rif and press 


(2) 


Enter 

(b) Create a folder on Desktop and rename it as 'COMS PRACTICAL EXAM’, (2) 
Step 1. Right click on the Desktop 
Step 2. Click on the New option in the dropdown list that appears 
Step 3. Click on the Folder option from the dropdown sub-list that appears 
Step 4. A New Folder appears. Type the name of the folder as 'COMS PRACTICAL EXAM’ 

(c) Sort the files in C drive by name. (1) 
Step 1. Double click on the Computer icon on the Desktop 
Step 2. Double click on the C: drive icon from under the Hard Disk Drives pane 
Step 3. The C: drive window opens 
Step 4. Right click on the white space in the right side pane 
Step 5. Select the Sort by option from the dropdown list that appears 
Step 6. Select the Name option from the sub-list that appears to sort the files by name 

2. (a) Create a bmp file using MS-Paint program and then save it on the Desktop as a .gif file. (2) 

Step 1. Open Paint by clicking on Start - All Programs - Accessories - Paint 
Step 2. Draw something in MS Paint 
Step 3. Click on the Save icon at the left side of the Title bar 
Step 4. In the Save As window that opens, select the Desktop option from the left side pane 
Step 5. Type the file name as Painting in the File Name box 
Step 6. Select the file type as GIF from the Save as type list box 
Step 7. Click on the Save button to save the file 

(b) Arrange all icons on Desktop according to their type. (1) 
Step 1. Right click on the Desktop and click the Sort by option from the dropdown list that 

appears 

Step 2. Select the Item type option from the sub-list that appears 

(c) Create an arbitrary file in your Desktop. Send the file to Recycle Bin. Finally retrieve the file 
from the Recycle Bin (2) 
Step 1. Right click on the Painting.gif file created on the Desktop in question 2a above 
Step 2. Click on the Delete option to delete the file 
Step 3. Double click on the Recycle Bin icon on the Desktop 
Step 4. Locate the deleted file in the Recycle Bin window that opens and right click on it 
Step 5. Select the Restore option from the dropdown list that appears to retrieve the file 

3. Using UNIX / Linux operating system commands create the following tree: (5) 


SOUTH 
KARNATAKA WEST BENGAL GUJARAT 
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Part 1 


Note: Here boxes denoting directories and circles are files. 


Step 1. Type the following in the UNIX prompt to create the directory INDIA: 
mkdir INDIA 
Step 2. Move into the INDIA directory by typing the following: 
cd /INDIA 
Step 3. Type the following in the UNIX prompt to create the directories NORTH, SOUTH, Easy 
WEST under the INDIA directory 
mkdir NORTH SOUTH EAST WEST 
Step 4. The cat command can be used to create the following files under the directories: 
cat > /INDIA/NORTH/KASHMIR. TEXT 
Step 5. Type any text in the file and press Enter followed by Ctrl+D to save and close the file 
Step 6. Next type the following: 
cat > /INDIA/SOUTH/KARNATAKA. TEXT 
Step 7. Type any text in the file and press Enter followed by Ctrl+D to save and close the fila 
Step 8. Next type the following: 
cat > /INDIA/EAST/WEST_BENGAL. TEXT 
Step 9. Type any text in the file and press Enter followed by Ctrl+D to save and close the fila 
Step 10. The cat command can be used to create the files under the directories as shown 
above: 
cat > /INDIA/WEST/GUJARAT. TEXT 
Step 11. Type any text in the file and press Enter followed by Ctrl+D to save and close the file 
4. (a) Using Unix/Linux command display all current users of the system. (1) 
Step 1. Type the following command and press Enter to display the current users: 
who 
(b) Using Unix/Linux create a file ‘Test’ containing the sentence “This is a line". (2) 
Step 1. Open the vi editor in UNIX to create the file ‘Test’ by typing the following: 
vi Test 
Step 2. Type i and press Enter 
Step 3. Type the sentence "This is a line" and press Enter followed by Esc to get back to 
the command mode 
Step 4. To save the file, type :wq! and press Enter to save and exit the vi editor 
(c) Make the file ‘Test’ hidden. Enable read and write permission of the file ‘Test’ for all users.(2) 
Step 1. Type the following under the command prompt to make the file ‘Test’ hidden (put a 
dot i.e. (.) in front of the file name by renaming the file): 
mv Test .Text ; 
Step 2. Type the following under the command prompt to enable read and write permission 
of the file ‘Test’ for all users: 
chmod 006 Test 
GROUP - B 
Part - 1 
Answer any one from the following : 5x1=5 


1. Write a C program that checks whether an input alphabet is a vowel or a consonant. (Check 
both lowercase and uppercase): 


P1-Q-4 


Step 1. 


Open the C programming IDLE (like Turbo C or DevC++) and type the following code 
in a new file: 

/*2015 Part-1: Program1*/ 

#include<stdio.h> 

int main() 

{int i, flag=0; 

char x; 

char vow[]="AEIOUaeiou" ; 

char con[]="BCDFGHJKLMNPORSTVWXYZbedfghjklmnpqrstvwxy2" ; 

printf ("\nEnter an alphabet: ") ; 
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3. Write a program in C language to print digits of an input number in reverse. 
Step 1. Open the C programming IDLE and type the following code in a new file: 


nts of Computer Science 
¢ 


n, where n is a positive integer. After execution show output. 


Step 1. Open the C programming IDLE and type the following code in a new file: 


/*2015 Part-1: Program2*/ 
#include<stdio.h> 
int main() 
{int i, n, sum=0; 
printf ("\nEnter an integer: "); 
scanf ("%td", &n); 
for (i=l; i<=n; i+=2) 
sum = sum + i; 
printf ("\nRequired sum = %d", sum); 
fflush (stdin) ; 
getchar(); 
return 0; 


} 


Step 2. Save the file as partt_P2.C and compile it. 
Step 3. Run the program after compilation. 


/*2015 Part-1: Program3*/ 
#include<stdio.h> 
int main() 
{int num, digit; 
printf ("\nEnter an integer: "); 
scanf("%d", Gnum) ; 


printf ("\nThe input number in reverse is: "); 


while (num>0) 
{digit = num%10; 
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cul Question 
fflush (stdin) ; 
scanf("%c", &x); 
for(i=0; vow[i]!='"\O'; i++) 
{if (x==vow[i]) 
{printf ("\nVowel") ; 
flag==1; 
break ; 
) 
) 
for(i=0; flag!=1 && con[i]!='\0O'; i++) 
{if (x==con[i])) 
{printf ("\nConsonent") ; 
flag==1; 
break; 
) 
) 
if (flag==0) 
printf("\nAny other character") ; 
fflush (stdin) ; 
getchar () ; 
return 0; 
} 
Step 2. Save the file as parti_P1.C and compile it. 
Step 3. Run the program after compilation. 
2 Write a program in C language to find out the summation of all odd numbers in between 1 and 


P1-Q-5 


Part | 


4. 


Answer any one from the following: 


1, 


printf ("%d", digit) ; 
num = num/10; 
) 
fflush (stdin) ; 
getchar () ; 
return 0; 
) 
Step 2. Save the file as partt_P3.C and compile it. 
Step 3. Run the program after compilation. 


Write a C program to generate the following pattern: 
1 


13 
13 
13 
1 3 


aan an 


7 
79 
. Open the C programming IDLE and type the following code in a new file- 
/*2015 Part-1: Program4*/ 
#include<stdio.h> 
int main() 
{int i, 3; 
for(i=1; i<=5; i++) 
{for(j=1; j<=i; j++) 
printf ("td ", 2*5-1); 
printé ("\n") ; 
) 
fflush (stdin) ; 
getchar () ; 
return 0; 


) 


Step 2. Save the file as parti_P4.C and compile it. 
Step 3. Run the program after compilation. 


_ 


Step 


Part-ll 


10 x 1=10 
Write a C program to find out the sum of n natural numbers using recursion, where n is a positive 
integer. 
Step 1. Open the C programming IDLE and type the following code in a new file: 
/*2015, Part-2: Program1*/ 
#include<stdio.h> 
int sum(int n) 
{int sum; 
if (n==0) : 
return 0; 
sum = n + sum(n-1) ; 
return sum; 
} 
int main() 
{int n, 3; 
printf ("\nEnter an integer: "); 
scant ("%d", Gn); 
8 = sum(n); 
printf ("\nRequired sum = %d", 8); 
fflush (stdin) ; 
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getchar () ; 

return 0; 

) 
Step 2. Save the file as part2_P1.C and compile it, 
Step 3. Run the program after compilation. 


2. Write a C program to check whether an input string Is 


Palindrome or not without using strrev() 
function. Display appropriate message as output: 


Step 1. Open the C programming IDLE and type the following code in a new file: 


/*2015 Part-2: Program2*/ 
finclude<stdio.h> 
#include<string, h> 
int main() 
{int i, len, flag=1; 
char word[80] ; 
printf ("\nEnter a word: "); 
gets (word) ; 
len = strien(word) ; 
for(i=0; i<len/2; i++) 
{ if (word[i] != word[len-i-1]) 
{flag=0; 
break ; 
} 
) 
if (flag==1) 
printf ("\nPalindrome") ; 
else 
printf ("\nNot a Palindrome") ; 
fflush (stdin) ; 
getchar() ; 
return 0; 


} 


Step 2. Save the file as part2_P2.C and compile it. 
Step 3. Run the program after compilation. 


3. Write a C program to generate Armstrong number. [A number is an Armstrong number if the 
sum of the cubes of individual digits of a number is equal to the number itself, e.g. 371 = 3° + 
7 + 15) 

Step 1. Open the C programming IDLE and type the following code in a new file: 
/*2015 Part-2: Program3*/ 
#include<stdio.h> 
int main() 

{int num, copy, digit, sum; 
for (num=100; num<=999; num++) 
{sum = 0; 
copy = num; 
while (copy>0) 
{digit = copy%10; 
copy = copy/10; 
sum = sum + digit*digit*digit; 
) 
if (sum == copy) 
printf ("\ntd", num); 
) 
fflush (stdin) ; 
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getchar () ; 
return 0; 


) 


Step 2. Save the file as part2_P3.C and compile it. 
Step 3. Run the program after compilation. 


4. Write a program to generate a Transpose Matrix of a 3x3 matrix using C language. 


Step 1. Open the C programming IDLE and type the following code in a new file: 
/*2015 Part-2: Program4*/ 
#include<stdio.h> 
int main () 

{int mat(3][3], trans[3])[3], i, 
for(i=0; i<3; i++) 
{for(j=0; 3<3; j++) 
{printf ("\nEnter value[%d] [%d] " 
scanf ("td", &mat[i][j]); 
trans[j][i] = mat[i] [35]; 
) 
printf("\nThe Transpose Matrix...\n") ; 
for(i=0; i<3; i++) 
{for(j=0; 3<3; jtt) 
printf ("\t%d", trans[i][j]) 
printf ("\n") ; 
} 
fflush (stdin) ; 
getchar () ; 
return 0; 
) 
Step 2. Save the file as part2_P4.C and compile it. 
Step 3. Run the program after compilation. 


J7 
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QUESTIONS OF ANNUAL EXAMINATION, 2015 
COMPUTER SCIENCE 
CLASS - XI 


New Syllabus 


qotal Time ; 3 Hours 15 minutes | | Full Marks : 70 


1]. 


Special credit will be given for answers which are brief and to the point. 
Marks will be deducted for spelling mistakes, untidiness and bad handwriting. 
Figures in the margin indicate full marks for the questions. 


GROUP -A 

Answer the following questions (MCQ type) : 1%21 +2) 
(i) Which of the following is not an Input Device ? 

(a) Scanner (b) CRT Monitor (c) Touch Screen (d) Barcode Reader, 
(ii) U.L.S.I. stands for - 

(a) Ultra Large Scale Integration (b) Under Large Scale Integration 

(c) Ultra Large Scale Integer (d) Ultraviolet Low Scale Integer. 
(iii) Main component of 2nd generation computer is - 

(a) Vaccum Tubes (b) Transistors 

(c) Integrated Circuits (d) Mega Chips. 


(iv) Cache memory is situated in between — 


(a) Primary and Secondary Memory (b) Register and Secondary Memory 

(c) Register and Primary Memory (d) Primary Memory and Flash Drive. 
(v) Which one of the following is not an example of Sth generation computing ? 

(a) Artificial Intelligence (b) Voice Recognition 

(c) Parallel Processing (d) Integrated Circuits. 


(vi) AtA+O+A =? 


(a) 1 (b) 0 (c) A (d) A 
(vii) In SOP expression AB + BC of truth table, how many of the outputs are low ? 

(a) 1 (b) 2 (c) 4 (d) 5. 
(viii) NOT GATE is also known as - 

(a) Convertor (b) Decoder (c) Invertor (d) Universal Gate. 
(ix) How many selection lines are required in 1 x 16 Demultiplexer ? 

(a) 3 (b) 8 (c) 4 (d) 16. 
(x) The terms of SOP expressions are called — 

(a) Logical Terms (b) Max Terms (c) Boolean Terms  (d) Min Terms 
(xi) (4)g + (6)g = (Pg 

(a) 10 (b) 11 (c) 12 (d) 13. 
(xii) stores the address of another variable. 

(a) Structure (b) Array (c) Union (d) Pointer. 
(xiii) Which of the following commands is used to copy in UNIX operating system ? 

(a) CD (b) CP (c) PC (d) DC 
(xiv) Which of the following is used as a wildcard character in DOS ? 

(a) & (b) # (c) ! (d) ? 
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(xv) _ is used to take user input through keyboard in C language. 

(a) printf (b) scanf (c) print (d) scan. 
(xvi) inti: 

for (i = 0; 1 < = 45) 


PFINU sisasiviacidenseaitid 
Correct output is - 
(a) 1234 (b) 0123 (c) 12345 (d) 123. 


(xvii) Which of the following is not an Application Software ? 


(a) Foxpro (b) Assembler (c) Games (d) Spreadsheet. 
(xviii) Which is used to represent ‘NULL’ character in ‘C’ Language ? 

(a) \n (b) \t (c) \o (d) \u. 
(xix) Which of the following is a Logical Operator in ‘C’ Language ? 

(a) > (b) < (c) != (d) |. 
(xx) Which of these is a correct pointer declaration in C ? 

(a) int *ptr (b) *int ptr (c) int ptr* (d) int &ptr. 
(xxi) Which header file includes gets () and puts () function ? 

(a) string.h (b) conio.h (c) stdio.h (d) math.h 

GROUP - B 


2. Answer the following questions in brief (Alternatives are to be noted) : 1* 14=14 
(i) Which library function is used to convert a given string to uppercase ? 
Or, Which library function is used to copy a string ? 
(ii) In which generation of computers Microprocessor is used ? 
Or, Name the components used in first generation computers. 
(iii) Write down the Truth Table of 2-Input NAND gate. 
Or, Write down the Truth Table of a Half Adder. 
(iv) What does VLSI mean ? 
‘Or, What is EEPROM ? 
(v) ; What is time sharing operating system ? 
(vi) Give two examples of conditional operators in ‘C’. 
Or, Show an application of binary operator in ‘C’, 
(vii) What is Recursion ? 
(viii) What is the purpose of Header files in ‘C’ ? 
Or, What are storage classes in ‘C’ ? 
(ix) Differentiate between ‘While-do’ and ‘Do-while’ statements. 
Or, Differentiate between ‘break’ and ‘exit’ statements in ‘C’. 
(x). What do you mean by a Switch case statement ? 
(xi) What will be the output of the following ? 
printf (“% 5.3f"; 125.1)k 
Or, Which library function is used for counting number of characters in a string ? 
(xii) What is infinite loop in C ? 
Or, What is function prototype ? 


(xiii) Let a and b have values 20 and 30 respectively. Write a C code to interchange the values of 
these two variable without using a third variable. 


(xiv) Represent (-6),9 in 4-bit 1’s complement form. 
Or, What is 2’s complement representation ? 
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GROUP - C 
gnswet the following questions : (Alternatives are to be noted) 7*5=35 
il {a) Find (X),9 + (11001), = (S57), 
(b) (61)g + 45)g = (7g 
c) (AS Dig = (Pg 
on (a) (1011.10)g = (?)49 
(b) (BCE)¢ + (17D) 16 = (?)q6 
(c) (28510 * Whi 
ai (a) Differentiate between ‘Call by value’ and ‘Call by reference’ using suitable examples. 
(b) Write a C program to calculate the ‘Factorial’ of any inputted number of given run-time. 
or, (a) What is an array? Declare an array to store 20 real numbers. 
(b) Write a program in C to add two 3 x 3 matrices. 
il (a) Draw the block diagram of 4 x 1 Multiplexer and the corresponding Truth Table. 
(b) Find out the logic expression of f (A, B, C) = D(1, 2, 4) + d (0, 7). 
or, (@) Draw the diagram of octal to binary encoder and the corresponding Truth Table. 
(b) What is a ‘Full Subtractor’ ? 
iv) (a) State the functions of operating system. 
(b) Write two differences between internal and external commands. 
(c) What is Utility Software ? Give Example. 2 
() (a) What is ‘Spooling’? 2 
(o) What is the function of L.S. command in Unix ? D 
{c) What is a ‘Loader’ ? 3 
or, (a) Write a program in C to make the following structure 4 
(The Numlser of lines will be taken as Input). 
Ape fos Fe as 7 
(b}) Write two utilities of flowchart. Mention the different components of a flowchart. 3 
Or, (a) Write a program in C to print the following series (1, 5, 9, ...n), where n is the upper 
limit. 5 
(b) What is the purpose of STRCMP () function ? 2 
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GROUP - A 


Answer the following questions (MCQ type) : 


CRT Monitor 

Ultra Large Scale Integration 
Transistor 

Register and Primary Memory 
Integrated Circuits 

1 

4 

Invertor 

4 

Min terms 

12 

Pointer 

cP 


S 


aos x 
~— rae 


— i 
<< = = 


— 
mm 
< 
a 


See 
a ee ee ee 
Oona 


o = 


Ss 


(ix 


ase 
= 


— 
a 


1 2B. ¥ 


—_—_ 
cat 
— 


“as oe 
bcd 
os 


ah 
Oa0-cd.. Oo, a ove oO 


Vel 


( 


Z 


Assembler 
\0 

| 

int *ptr 
stdio.h 


— Se es oes aes 


* 
= 
= 


a eo ee 


SBeese 


2. 
x 
Kad 


= 
Fs] 
2s. 
Soke 
== 
S 


GROUP - B 


2. Answer the following questions in brief (Alternatives are to be noted) : 
(i) toupper ( ) 
OR 
strepy ( ) 
(ii) 4th generation 
OR 
Vacuum Tube 
(iii) Truth table of 2 input NAND gate 


OR 
Truth table of Half Adder 


P1-Q-12 482 


gueiments of Lume Question 
(jv) VLSI stands for Very Large Scale Integration, It is @ technology used to make integrated circuits 

OR 

EEPROM stands for Electrically Erasable Programmable Read Only Memory. It is a lype of ROM. 
(v) Ina Time Sharing Operating System the total time of the OS is shared among multiple users. 
(vi) Two examples of conditional operators are : 

max = (a > b) ? (a) : (b) ; 

amount = (cost > 5000) ? (cost * 0.9) : (cost * 0.95); 

OR 

Example of binary operator : 

Ke yr2t 
(vii) Recursion is the process where a function calls itself, Factorial of a number can be calculated 

using a recursive function for example. 


(vill) Header files are used in C to provide prototypes of library functions used In the program. 
OR 
The storage class of a variable in C determines the scope and class of a variable /.e., it determines 
in which location of the computer the values of the variables are stored, 


(ix) A while loop is an entry controlled loop where the condition is checked at the beginning of the 
loop, whereas a do-while loop is an exit controlled loop where the condition is checked at the 
end of the loop. 


OR 
A break statement takes the control out of a loop i.e., terminates a loop. An exit statement terminates 
a program. 


(x) A switch case statement is an alternative to if-else statement and can be used to test a value and 
execute certain statements based on the value. 


(xi) Output : 125.1 

OR 

The strlen ( ) library function is used to count the number of characters in a string. 
(xii) An infinite loop never ends and goes on forever. 

e.g., for (;1>0;); 

OR 


A function prototype is a declaration of a function that specifies the function's name and signature. 
It includes the function return data type, the function name, the function parameter list. 


(xiii) Code to exchange the values of two variables without using third variable. 


inta=6,b=8; 
a=a+)D,; 
b=a-b,; 
ai=a'— 0); 
(xiv) 4 bit 1’s complement form of (- 6)1q : 
». Big = 110, 
gece rem 0 Positive 4 bit sign magnitude form of +6 is : 


2.3 
1 
a pono 
0 1 -. Negative 1's complement form of -6 is : 


[fo fo} | 


OR 


Two's complement representation is used to represent negative integer numbers. To form the 2's 
complement : | 


1. Get the positive sign magnitude representation of the number 
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2. Get the 1’s complement 
3. Add 1 to the LSB of the 1’s complement. 
GROUP - C 
3. Answer the following questions : (Alternatives are to be noted) 


(i) (a) (X)yq + (11001), = (57), 


RW. 
or, (X19 = (57)g -— 31g 011 001, 
Or, (X)yq = (26), ae Be. 
x=2*6'+6* 82 oe Ife 
= 16+6 =31 
= 22,) Ans 26 
(b) (61), + (45), = (?)g 
Ans. (126), RW. Alternative 
() (A6 D)g = (g ei ' 61 
A 6D ai? +45 


aod Be io. 


101001101101 > 
5 1 5 5 


Ans : (5155), 
OR 
a) (1011.10), = (2)49 


=1x234+0x2241x2141x2041x2740x2-2 


=8+0+24+1+4 
alles 

(te 
=% = 11.5 Ans. 


(b) (BCE)y_ + (17D)ig = (7) 46 


fey 
BCE 142 4017 14 
+Al7aD = 41 7 13 
D4B 13 20 27 
__-16 -16 
ey eh 
re: L 
D Redes 


(C) (285)19 = (2)45 = (11D) 16 


16 | 285 

16| 17 rem 13 A D 

NH cat { 1 
0 | 1 


(ii) Call by value occurs when a function is called with the value of a variable, whereas call by 
reference occurs when a function is called with the address of a variable. In call by value, if any 
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Question 


modification is done on the formal argument then that modification does not affect the actual 
argument. In call by reference, any modification done on the formal argument changes the actual 


argument. 
Example : 
# include <stdio.h> 
void squareV (int x ) 
Cy Kee 
printf (“%d", x); 
} 
void squareR (int * x) 
{*x = (*x) * (x); 
printf (‘ %d”, * x); 
} 
void main ( ) 
{ int y; 
scant (" %d", &y); 
squareV (y); 
printf (“%d", y); 
squareR (&y); 
printf (“%d"’, y); 
} 
b) #include <stdio.h> 


/* To find factorial of a number */ 


void main ( ) 
{ int num, i; 
long int fact = 1; 


// Let value input = 6 

// Call by value of function squareV 

// Value of y printed will be 6 

// Call by reference of function square R 
// Value of y printed will be 36 


printf (“Enter number :”); scanf {“%d", &num); 


for (i = 1; i < = num; i++) 


fact = fact * 1; 


printf (“\n Required factorial is % Id”, fact); 


(ii) OR 


An array is an inbuilt linear data structure that can be used to store a set of values of the same 
data type. Each value stored in the array can be accessed using an index along with the array 
name. All values in the array occupy consecutive memory locations. 


An array to store 20 real numbers is declared as : 


float arr [20]; 


(b) /* Program to Add two 3 x 3 matrices */ 


#include <stdio.h> 
void main ( ) 


(int A [3] [3], B [3] [3], S [3] (3), 1.45 


for (i = 0; i < 3; i++) 


{ for (j = 0; j < 3; j+ +) 


{ printf (“\nEnter value of A :"); 


scant (“%d", &A [i] [i]); 
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printf (“\n Enter value of B :”); 
scanf (“%d", &B [i] Ui); 


} 
for {i = 0; i < 3; i++) 
{ for (j = 0; j < 3; j++) 
(Sf =AWM H+ 8 WO 
printf (“%d\t”, S [i] O)); 
} 
printf (‘\n”); 


} 
(iii) Truth Table of a 4 x 1 multiplexer : 


(a) C, Co 
lo 
i ae Output 
u 
, MUX : 
2 
lg 


Block Diagram of 
a 4x 1 MUX 


BC 
AB 
AC 
+BCO+AG 
(iii) OR 
(a) Octal to bjnary encoder : 0 a pey ie ak Wey | 5 6 7 


elie. | 
0 0 0 
0 0 1 By 
0 1 0 
0 1 1 
1 0 0 B, 
1 0 1 
1 1 0 
1 1 { B, 
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gotiment® Question 
fb) A full subtractor circuit is used to subtract two binary digits. It has three inputs and two outputs 
The inputs are : Minuend (A), subtrahend (B), Borrow (B..) 
The outputs are : Difference (D), Borrow out (B,) 
im (2) The functions of operating system are : 


(1) File Management : The file management module of the OS deals with creating, naming 
storing, retrieving, organising and security of files. 


{9 A mory vl . i i i i 
(2) Memory Management : This module is responsible for the allocation and deallocation 
of memory space to various programs. 


4 Pp - Thi j : 
(3) | Process Management : This module is responsible for the creation, deletion and running 
of several processes simultaneously. 


(4) Device Management : This module keeps track of the input/output requests from various 
processes and issues commands to the input/output devices. 


(5) Command Interpretation : This module takes care of interpreting the user commands. 


External Command 


(i) These commands are kept in the hard disk until 
they are needed. 


(ii) These command programs are displayed at the 
time of listing the files 


(iii) E.g. FORMAT, MOVE, ATTRIB 


(b) Internal Command 


These commands are automatically loaded at 
the time of booting of DOS. 


i) 


These commands programs are not displayed 
at the time of listing the files 


| @ Eg. DIR, CD, MD 


(ii) 


{c) Utility programs are a common set of library programs that are used to do certain utility jobs 
like finding files, compressing files, defragment disks etc. 


(wv) OR 

(2) Spooling stands for simultaneous peripheral operations online. It is a technique used to solve 
the problem of speed mismatch between the processor and peripheral devices like printers, 
keyboards etc. Spooling places all the data that comes from a slow input device on the hard 
disk before it is loaded into the main memory. Similarly after execution by the CPU data in 
the main memory is written to the hard disk before it is output through a slow output device 
like a printer. 

(b) The LS command of UNIX is used to list the contents of a specified directory. It is similar to 
the DIR command of DOS. Several switches can be used to view file listings in different forms 
like listing all contents including hidden files, or list contents of a directory in long form etc. 


(c) The executable program code produced by the linker is stored in the secondary storage. To 
run the code the program needs to be loaded into the main memory for execution by the 
operating system. This job is done by the loader. It works along with a program called a 
relocator that helps to adjust the relative addresses of the different sub routines in the 
executable program as per the requirement of the primary memory. 


(v) (a) /* Program to Print Pattern */ 
# include < stdio.h > 
void main ( ) 
{ inti, n, j; 
printf {\n Enter number of lines to print : "); 
scanf (‘%d”, & n); 
for (i = 1; i < =n; i++) 
{ for (j = 0; j <= i; j++) 
printf (“*”); 
printf (“\n"); 
} ; 
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(b) Two utilities of a flowchart are : 
(i) A flowchart gives a pictorial/graphical representation of the program logic. 
(i) The same flowchart can be used to develop a program using any programming languagg 
(v) OR 
(a) /* Program to print the series 1, 5, 9, ...., n*/ 
# include < stdio.h > 
void main ( ) 
{int term, n; 
printf (“\n Enter the term value up to which to print : "); 
scanf (“%d", & n); 
term = 1; 
while (term < = n) 
{ printf (“\n %d”, term); 
term = term + 4; 


) 


(b) The strcmp function is used to compare two strings. If the strings are str1 and Str 2, then 


strcmp returns 0 if both the strings are same. It returns —1 if the strings are in alphabetic 
order. It returns +1 if the strings are not in alphabetic order. 
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QUESTIONS OF ANNUAL EXAMINATION, 2016 
COMPUTER SCIENCE 
CLASS - XI 
(PRACTICAL) 
(NEW SYLLABUS) 


Special credit will be given for answers which are brief and to the point. 
Marks will be deducted for spelling mistakes, untidiness and bad handwrlting. 
Figures in the margin indicate full marks for the questions. 


General Instructions : 


» There are 4 (four) groups. Group-A contains 4 (four) questions. Group-B contains 2 (two) parts, each containing 
4 (four) questions. You have to answer 1 (one) question from Group-A and 1 (one) question fromm each part of 
Group-B. 

- Write all the steps in your answer-script which you have performed with the computer, 

- Print all files, if necessary and possible, otherwise write all files with partial data input and output in your answer-script. 

« Make Suitable assumptions, if any, and tabulate them. 


GROUP -A 


Answer any one from the following questions : 5ixate=15 


1. Carry out the following using the Windows operating system : 
(a) Rename any one existing folder of the Desktop. 
(b) Convert all files and folders into ‘Tiles’ view of any one drive. 
(c) Change the Desktop Background. 
(d) Find out the files having ‘.txt’ file extension name of any drive. 1+1+1+2 


2. (a) Create a folder ‘Games’ on the Desktop. Inside this folder create three more folders namely 
‘Cricket’, ‘Football’ and ‘Tennis’. 


(b) Delete the ‘Football’ folder and again retrieve the folder at its original position. 3+2 
3. Using Unix/Linux operating system commands, create the following tree : 5 
CITY 


Hyderabad 
Ramoji Film City 


New Delhi Kolkata 
Howrah Bridge Gateway of India 


Here boxes are denoting directories and oval-shapes are files. 


4. (a) Show the list of all current users using Unix/Linux command. 


(b) Create a file named ‘INDIA’ which will contain “| love my country” using suitable command 
in Unix / Linux. 


(c) By using Unix/Linux command, show the present working directory and system date. 
14+2+2 
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GROUP - B 


PART - | 
Answer any one from the following questions : 643 
= 5 
* Algorithm / Flow chart : 2 
* Program coding in 'C’ language : 2 
* Execution and output : 1 
1, Write a program in 'C’ language to check an integer number whether it it even or odd. The number 
should be given as input except zero. 5 
2. Write a ‘C’ program to take two strings as input and concatenate them. “ 
d 
3. Write a program in ‘C’ language to check an integer number whether it is prime or not. The number 
will be taken as input. , 
4, Write a program in ‘C’ language to make the following pattern : 
» » & ” 
” * * 
» * 
* 5 
PART - Il 
Answer any one from the following questions : 10x 1 = 19 


Algorithm / Flow chart : 4 
Program coding in ‘C’ language : 4 
Execution and results : 2 


Write a program in ‘C’ language, which will take an array of 5 numbers and find out the largest 
and smallest numbers of that array. 10 


Write a ‘C’ program which can print the following series : 
0, 1, 1, 2, 3, 5, ..., n (Fibonacci series) 


Value of n will be inputted from user. 10 
Write a program in ‘C’ language to convert all the lower case letters in a sentence to the 
corresponding upper case letters. 10 
Write a program in ‘C’ language to add two 3 x 3 matrices and store into another matrix and as 
well as display. 10 
GROUP - C 
Laboratory notebook 5 
GROUP - D 
Viva-voce 5 
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GROUP — A (Multiple Choice Questions) 
answel any one from the following : 
;, Carry out the following using the Windows operating System: 
(a) Rename any one existing folder of the Desktop 
Step 1. Right click on a folder on the Desktop 
Step 2. From the dropdown list select the Rename option. 
Step 3. Type the new name of the folder 


5x1=5 


(1) 


(b) Convert all files and folders into 'Tiles' view of any one drive. (1) 
Step 1. Double click on the Computer icon on the Desktop 
Step 2. Double click on the drive icon to open the drive to change view 
Step 3. Click on More Options button on the right side of Menu bar for different view options 
Step 4. Move the slider to get the ‘Tiles’ view 

(c) Change the Desktop background. (1) 


Step 1. Right click on the Desktop 

Step 2. Click on the Personalize option from the drop-down list 

Step 3. Click on the Desktop Background option 

Step 4. Select a picture 

Step 5. Click on Save Changes button to apply the Desktop Background 
(a) Find out the files having ..txt' file extension name of any drive. 

Step 1. Click on the Start button at the left of the Task Bar 

Step 2. Type the search criteria *.txt in the Search Box 

Step 3. Press Enter to view files with this extension 


(2) 


2. (a) Create a folder 'Games' on the Desktop. Inside this folder create three more folders namely 


‘Cricket’, ‘Football’, and 'Tennis‘. 
Step 1. Right click on the Desktop 
Step 2. Click on the New option from the drop-down list 


(2) 


Step 3. Click on the Folder option from the sub-list to create a New Folder on the Desktop 


Step 4. Type the name of the folder as Games 


Step 5. To create the folders 'Cricket', ‘Football, and ‘Tennis’, double click on the Games folder 


to open it 


Step 6. Click on the New Folder button on the Menu Bar. Type the name of the folder as 


Cricket’ 
Step 7. Click on the New Folder button on the Menu Bar. Type the name of the folder as 
‘Football’ 
Step 8. Click on the New Folder button on the Menu Bar. Type the name of the folder as 
‘Tennis’ 
(b) Delete the ‘Football’ folder and again retrieve the folder at its original position. 


Step 1. Double click on the Games folder on the Desktop to open it 


(2) 


Step 2. Right click on the ‘Football’ folder and click on the Delete option from the drop-down 


list 
Step 3. Click on OK to confirm the deletion 
Step 4. Double click on the Recycle Bin icon on the Desktop 


Step 5, Locate the deleted folder in the Recycle Bin window that opens, and right click on it 


Step 6. To retrieve the folder, click on the Restore option from the dropdown list 
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3. Using UNIX / Linux operating system commands create the following tree: 


New Delhi 


Howrah Bridge 


Gateway of India 


Hyderabad 


Note: Here boxes denoting directories and oval-shapes are files. 


(c) 


P1-Q-22 


Step 1. Type the following in the UNIX prompt to create the directory CITY: 
mkdir CITY 

Step 2. Move into the CITY directory by typing the following: 
cd /CITY 

Step 3. Type the following in the UNIX prompt to create the directories 'New Delhi’ Kolkata’ 
‘Mumbai’, 'Hyderabad' under the CITY directory é 
mkdir NewDelhi Kolkata) Mumbai Hyderabad 

Step 4. The cat command can be used to create the following files under the directories: 
cat > /CITY/NewDelhi/IndiaGate. txt 

Step 5. Press Enter. Type any text in the file and press Enter followed by Ctrl+D to save and 
close the file 

Step 6. Next type the following: 
cat > /CITY/Kolkata/HowrahBridge. txt 

Step 7. Press Enter. Type any text in the file and press Enter followed by Ctrl+D to save ang 
close the file 

Step 8. Next type the following: 
cat > /CITY/Mumbai/GatewayOfindia. txt 

Step 9. Press Enter. Type any text in the file and press Enter followed by Ctrl+D to save ang 
close the file : 

Step 10. The cat command can be used to create the following files under the directories: 
cat > /CITY/Hederabad/RamojiFilmCity. txt 

Step 11. Press Enter. Type any text in the file and press Enter followed by Ctrl+D to save and 
close the file. 

Show the list of all current users using Unix/Linux command. (1) 

Step 1. Type the following command and press Enter to display the current users: 


who ‘ 


Create a file named ‘INDIA’ which will contain "I love my country" using suitable command in 
Unix/Linux. 


Step 1. 


(2) 
The cat command can be used to create the file as shown below. Type the following 
under the Unix prompt: 
cat > INDIA.txt 


Step 2. Press Enter and type the following text: "| love my country" 
Step 3. Press Enter followed by Ctrl+D to save and close the file 
By using Unix/Linux command, show the present working directory and system date. (2) 
Step 1. To display the present working directory type the following command in the Unix 
prompt: 
pwd 
Step 2. Type the following under the command prompt to display the system date: 


date 
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aswer any one from the following : 
A 


;, Write 2 program in C language to check an integer number whether it is even 


Question 


GROUP -B 
Part - | 


Sxi=5 


OF odd. The number 
should be given as input except zero. 


Step 1. 


Step 2. 
Step 3. 


Step 1.Open the C programming IDLE {like Turbo C / Dev0s4) and type the giver 
code in a new file: 3 
/*2016 Part-1i: Progremi*/ 
#include<stdio.h> 
void main() 
{ant num; 
printf ("\nEnter number (except zero): %)- 
scanf("$d", é&num); 
if (num$2—0) 
printf("\nNumber is even..."); 
else 
printf ("\nNumber is odd.-.."); 
££lush (stdin) ; 
getchar () ; 
} 
Save the file as part1_P1-C and compile it 
Run the program after compilation. 


2 Write a program inc language to take two strings 2s input and concatenzie them. 


Step 1. 


Step 2. 
Step 3. 


Open the C programming IDLE and type the ipliowing cod2 m a mew fie: 
/*2016 Part-1: Program2*/ 
#include<stdio.h> 
#include<string.h> 
void main() 
{char stri[80), str2[80]; 
printf ("\nEnter first string: "); 
gets (str1); 
printf ("\nEnter second string: "); Z=imsh (stdin); 
gets(str2); 
streat(stri, str2); 
printf ("\nThe concatenated string is:\n"); 
puts (str1) ; 
££1lush (stdin) ; 
getchar () ; 
} 
Save the file as parti_P2.C and compile it 
Run the program after compilation. 


3, Write a program in C language to check an integer number whether it is prime or not. The number 
will be taken as input. 


Step 1. 


Open the C programming IDLE and type the following code in a new file: 
/*2016 Par_-1: Program3*/ 
#include<stdio.h> 
void main{) 

{int num, i, flag=1; 

printf ("\nEnter an integer: “)j 

scant ("%d", &num) ; 

for (i=2; i<num; i++) 

{if (numti = 0) 


“a P19-23 


Part | 


(flag29; 
break; 
) 
) 
if (flage=1) 
printf ("\nPrime number,.."); 
else 
printf ("\nNot a prime number,..") / 
fflush (stdin) ; 
getchar () ; 
) 
Step 2. Save the file as parti_P3.C and compile it, 
Step 3. Run the program after compilation. 


4. Write a program in C language to make the following pattern: 


wren ene 


Step 1. Open the C programming IDLE and type the following code in a new file: 
/*2016 Part-1; Program4*/ 


#include<stdio.h> 
void main() 
{int i, 4; 
for(i=4; i>=0; i--) 
{for(j=1; 3<=i; j++) 
printf ("* "); 
printf ("\n") ; 
) 
fflush (stdin) ; 
getchar () ; 
) 
Step 2. Save the file as part1_P4.C and compile it. 
Step 3. Run the program after compilation. 


Part — Il 
Answer any one from the following : 10x1=10 


1. Write a program in C language which will take an array of 5 numbers and find out the largest 
and smallest numbers of that array. 


Step 1. Step 1. Open the C programming IDLE and type the following code in a new file: 
/*2016 Part-2: Program1*/ 
#include<stdio.h> 
void main() 
{int arr{5), i, max, min; 
for(i=0; i<5; i++) 
{printf ("\nEnter array value[%d]): ", i) 
scanf ("%d", Garr[i]); 
) 
max = arr[0); 
min = arr[0]; 
for(i=0; i<5; i++) 
(if (arr[i]>max) 
max = arr[i]; 
if (arr[i]<min) 
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min = arr[i]; 
} 
printf ("\nMaximum = %d, Minimum = 4d", max, 
ff£lush (stdin) ; 
getchar() ; 
} 
Step 2. Save the file as part2_P1.C and compile it. 
Step 3. Run the program after compilation. 


min) ; 


2 Write a C program which can print the following series: 0, 1, 1, 2, 3, 5, sy N (Fibonacci series). 
Value of n will be input from user. 


Step 1. Open the C programming IDLE and type the following code in a new file: 


/*2016 Part-2: Program2*/ 
#include<stdio.h> 
void main() 
{int i, num, t1=0, t2=1, t3=0; 
printf("\nEnter the last term value: "); 
scanf("%d", &num) ; 
while( t3 <= num ) 
{ printf ("\ntd", 3); 
tl = t2; 
t2. =5t3; 
t3 t1+t2; 
} 
f£flush (stdin) ; 
getchar (); 
} 
Step 2. Save the file as part2_P2.C and compile it. 
Step 3. Run the program after compilation. 


i] 


= Write a program in C language to convert all the lowercase letters in a sentence to the 
corresponding uppercase letters. 
Step 1. Open the C programming IDLE and type the following code in a new file: 


/*2016 Part-2: Program3*/ 
#include<stdio.h> 
void main() 
{char str[80]; 
ints; 
printf ("Enter sentence..."); 
gets (str) ; 
for(i=0; str[iJ!='\0'; i++) 
{if (str[i]>=97 && str[i]<=122) 
str[i] = str[i]-32; 
} 
printf("\nThe modified sentence is:\nts", str) ; 
££1lush (stdin) ; 
getchar () ; 
} 
Step 2. Save the file as part2_P3.C and compile it. 
Step 3. Run the program after compilation. 


4. Write a program in C language to add two 3x3 matrices and store into another matrix and as 
well as display. 
Step 1. Open the C programming IDLE and type the following code in a new file: 


/*2016 Part-2: Programi*/ 
#include<stdio.h> 
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Part 1 ule 


nt main() +. eee re 

: {int matA[(3)(3], nat3(3](3],. ‘eum(3] (31, 
for(i=0; i<3; it+) 

{for(3=0; 4<3; j++) 


scanf ("%d", &matA[i][5]); 
) 


for (te0; 1¢3;° 24) Se an 
{for(j=0; 3<3; ++) ibaa 
{printf ("\nEnter value “Bisd) (8 

scanf ("%d", &matB[i). cad p ae 


} 
} (4 
Orig, feko On einaes 
printf("\nThe Sum Matrix...\n"); — 
for(i=0; i<3; it+) “ Lntterea ed 


{for (j=0; 3<3;. J++) (hem = 
{sum[i][j] = matA[i] | 
printé("\tsd", sum[i][3]) 4 
} hod me - eee 

printf ("\n") ; ‘Sat te: cs <A 

} Oe 


fflush (stdin) ; 

getchar() ; 

) Th aes bas I 
Step 2. Save the file as part2_P4.C and comp! en 
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QUESTIONS OF ANNUAL EXAMINATION, 2016 
COMPUTER SCIENCE 
CLASS - XI 
New Syllabus 


, yal Time 4 Hours 1S minutes | | Full Marks : 70 
0 


Special credit will be given for answers which are brief and to the point. 
Marks will be deducted for spelling mistakes, untidiness and bad handwriting. 
Fiqures tn the margin indicate full marks for the questions. 


GROUP -A 
Answer the following questions (MCQ type) : 1x 21=2] 
(i) ROM isa 
(a) Primary Memory (b) Secondary Memory 
(c) Magnetic Memory (d) Flash Memory 
(ii) Which of the following 1s not an Impact Printer? 
(a) Inkjet Printer (b) Dot Matrix Printer 
(c) Line Printer (d) Drum Printer 
(iii) (74) \0 * (Py 
(a) (111100), (b) (1101010), 
(c) (1001010), (d) None of these 
(iv) 9's complement of (123), is 
(a) 867 (b) 786 (c) 876 (d) 678 
(v) Which of the following gates is an Universal Gate? 
(a) OR Gate (b) NOR Gate (c) XOR Gate 4d) AND Gate 
(vi) AA.L=? 
(a) 0 (b) | (c) A (d) A 
(vii) How many selection lines are there in a 4 x 1 MUX ? 
(a) 1 (b) 4 (c) 2 (d) 3 
(viii) A. (A+ B) =? ; 
(a) 0 (b) 1 (c) A (d) AB 
(ix) The number of rows in the truth table of a Boolean formula involving four logical variables is 
(a) 4 (b) 8 (c) 16 (d) 32 
(x) The full form of POS is 
(a) Product of Sum (b) Product or Sum (c) Producton Sum  (d) None of these 


(xi) The dual of the Boolean expression A + C is 


(a) AC (b) A.C (c) AC (d) A+C 
(xii) To remove a file in Unix, which command is used ? 

(a) delete (b) rm (c) del (d) rd 
(xiii) One of the external commands of DOS is 

(a) MOVE (b) DIR (c) DEL (d) COPY 
(xiv) Which one of the following is not a keyword in C language ? 

(a) do (b) goto (c) case (d) automatic 
(xv) What type of operator is ‘&&’ in C language ? 

(a) Logical operator (b) Relational operator 

(c) Arithmetic operator (d) Conditional operator 
(xvi) Which of the following is used to represent the new line character in C language ? 

(a) \t (b) \n (c) \O (a) \u 
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(xvii) Which header file 1s included for clrser() and getch() functions ? 


(a) math.h (b) stdio.h (c) stdlib.h 
(xviii) Which of the following is a Ternary operator ? 

(a) ?& (b) :& (c) ?: 
(xix) inta, Db; 

a=5, b= 10; 


qzttatr b+; 

printf (“%d", a) 5 

Write the correct output : 

(a) 15 (b) 16 (c) 17 
(xx) Which of the following is Exit controlled loop ? 

(a) for loop (b) while loop (c)  dowwhile 1808 
(xxi) Which of the following statements is used to create a structure ? 


(a) struc (b) struct (c) structr 


GROUP - B 


Answer the following questions in brief (Alternatives are to be noted) ; 


(i) What is the full form of MICR ? 
OR 


State one difference between Analog Computer and Digital Computer. 


(ii) (A12)i6 = (2 
OR 
(10110), = (Pg 
(iii) With the help of Boolean laws, prove that 
x+ xy t xYZ= Xx. 
OR 
Simplify: f=xy+xy+y 
(iv) What do you mean by Multiprogramming ? 
OR 
Write a function of an Assembler. 


(d) conio.h 


(d) 


(d) 5 
(d) All of these 


(d) stret 


1* 142), 


(v) Write the names of two functions used for inputting character data in C language. 


(vi) Write the statement to print 1 to 10 in C language. 
OR 
How will you create an array of 10 numbers ? 
(vii) Write the syntax to make a user defined function in C language. 
OR 


Write a difference between Iterative function (Normal function) and Recursive function. 


(viii) What is the function of pow( ) ? 
OR 
What is the function of sqrt() ? 
(ix) What is the difference between ‘=’ and = =’ in C language. 
OR 
Write down the differences between ‘a’ and “a” in C language. 
(x) Find out the output of the following C program . 
int main( ) 
( 
int x'='5, f= 1,1; 
for(t= 15 1<=x; t++) 
Pata; 
} 
printf (“%d” , f) ; 
return (0) ; 


\ 
J 
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(xi) What are an operator and an operand in C language ? 
OR 
Wine down the function of ‘break! statement jn C programming language, 
(xii) In C language, what happens when condition is not given in the Aor” statement ? 
OR 
What is Dummy or Empty loop ? 
(xiii) Write two characteristics of Pointer, 
(xiv) Write the significance of ‘structure’ in C language, 
OR 
Write one difference between ‘a & b' and ‘a b&b’, 


GROUP - C 


Answer the following questions (Alternatives are to be noted) ; 76 


(a) State any four differences between SRAM and DRAM, 
(b) Write the functions of Data Bus and Address Bus, 


(i) 


(c) Write the significance of OMR, 2% (242) 4 | 


OR 
(a) Write two features each of Super computer and Mainframe computer 
(b) Write two functions of Cache memory, 


(c) What is Flash Memory ? 24+(2+2)4 1 


Add the following : (234), + (537)g. 
(456.123), = (?) 14. 
(c) Find out the 2’s complement of (-20)j9, 
OR 
(a) What is Signed Magnitude Number ? Give example, 
(b) (1110), - (1010), using 2’s complement do the subtraction, 
(c) Multiply (10110), with (1101),. 


(iii) (a) 


(ii) (a) 
(b) 


and also draw the logic diagram. 


(b) Write two differences between Decoder and Encoder, (25 +2~)4+2 
2 
OR 
(a) Prove De Morgan’s Theorem using truth table, 


b 
e borrow with using K-map. 
(c) Make the tr uth table for the boolean function 
f(A, 8, C)= 2 (0,2, 4, 7) 
and also derive the logic expression for the same. 
(a) Define System Software with example. 


1V 
od (b) What are cold booting and warm booting ? 
(c) Write the syntax of the following DOS Commands : 
DIR, EDIT. (24+1)+2+2 
OR 
(a) State two differences between high level language and low level language. 
(b) Write two differences between Compiler and Interpreter. 
(c) What is ‘Shell’ in UNIX ? Give example. 2+2+(2+1) 
(v) (a) Write a C program to check an integer number whether it is prime or not taken from 


user as input. 
(b) What is relational operator in C ? Discuss with the help of an BEES 


OR 
(a) Write a C program to print the following pattern : 


(b) Write a C program to add the digits of a number, 
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Write the truth table of a full adder and find out the logic expressions of it using pi 


Make the truth table of a half-subtractor and derive the expression for difference ae 
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COMPUTER SCIENCE PAPER SOLUTION 
CLASS - XI 
2016 Annual Examination 


GROUP - A (Multiple Choice Questions) 


Question 1 


) (a) Primary Memory 
(ii) (a) Inkjet Printer 
) (c) 1001010, 
(iv) (c) 876 
(v) (c) XOR Gate 
(vi) (a) 0 
(vii) (c) 2 
(viii) (c) A 
(ix) (c) 16 
(x) (a) Product of Sum 
(xi) (a) AC [Correct answer should be AC. Option not given. closest answer is AC] 
(xii) (b) rm 
(xiii) (a) MOVE 
(xiv) (d) automatic 
(xv) (a) Logical operator 
(xvi) (b) \n 
(xvii) (d) conio.h 
(xviii) (c) ? : 
(xix) (b) 16 
(xx) (c) do-while loop 
(xxi) (b) struct 


GROUP - B 
Question 2 
(i) Full form of MICR is Magnetic Ink Character Reader 
OR 


Analog computers store data as continuous voltage signals and digital computers store data as 


discrete voltage levels. 
(ii) (101000010010), 


(iii) x + xy + xyz 
=x (1+yt yz) 
=X 
=X 

OR 
f= xy+xy+y 
=x+y+x(y+1) 
ery 
=X+tX+Y 
=1+y 
=a 
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t 
f compY Question 
0 nmi means interleaved execution of two or more different 
i" tino the same computer. Nt independent jobs or 
b 
WV or OR 
sed to translate a program in Assembly | 
pler 's U y language to machine language. 
An A etchar ( ) : 
y) etch p< = 10 j++) 
* for I gamed”, 2 
v' prin OR 
int ot vee function-name (paramater list) 
da 
_ return 
i functiO ee int x,, int y) 
tive: int sum (int X;, 
alter? (return X + Ys) 
OR 
a| function runs once to process data and returns the result in general. A recursive functi 
norm if one of more times to process data and returns the result ri 
pad ; 
ls HS () function is used to calculate the result of x’. 
ow 
vill) nee das: Z = pow (x, y); 
it is Use OR 
‘on is used to calculate the square root 
the sat ( ) function !s q 3 of a number. It is used as y = sart (x): 
hey symbol represents an assignment operator and is used to assign the value of a variable 
ibe f a calculation to another variable. 


or the result © : . 
ue —’ symbol represents the equality operator and is used to compare two values to see if 


t. 
are same OF no 
they OR 


ents a character type data and is 1 byte in size. “a” represents a string type data and 


ig’ repres : : a 
bytes in size as it stores the two characters ‘a’ and \0’. 


actually iS 2 
(x) 120 Si 
xi) In the expression 5 + 3, 5 and 3 are the operands and ‘+’ is the operator. Thus operators work on 
operands to give some result. 

OR 

The break statement is used to forcibly come out of a loop. It is used inside a loop along with an 
Gp statement. It is also used to terminate a switch case. 
Se aii condition is not given in’a ‘for’ ‘statement then’ the loop repeats infinitely ‘ie. forms an 

infinite loop. 
(xiii) * A pointer is used to store the address of another variable 

+ An integer value can be added to a pointer 
(xiv) A structure can be used in the C language to create an user defined data type. Example : 

struct Point 


{int x, y; }; 

OR 
‘a & b’ indicates bitwise logical AND operation between the two values stored in the variables a 
and b. : 


‘a && b’ indicates logical AND operation between the two expressions a and b. 


GROUP - C 


Question 3 


(i) (a) 
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DRAM 

1. Needs to be refreshed at regular time intervals 
to retain data 

2. Packing density is high 

3. Cost per bit is low 


No need to refresh at regular time interval 


Packing density is low 


Cost per bil is high 
Used to manufacture cache memory of a | 4. Used to manufacture main memory of computer | 


omputer 


annie aimee 


| 
| 


(i) (b) Data Bus is concerned with transfer of data between CPU, memory and other hardware locations 
A 32 bit data bus can transfer 4 bytes of data at a time. 

Address Bus connects the CPU and the RAM and carries the memory address to activate 4 certain 
memory location in the RAM. 

OMR stands for Optical Mark Reader. It is an input device used for optical mark recognition ie 
to read data from pre-printed document forms marked by humans. It is used in areas like reading 
answer scripts with multiple choice questions. 

A user inputs the information by darkening circles marked on a pre-printed sheet using pencil 
The OMR device then automatically reads the marked circles. 


OR 


oO 


(i) (a) Two features of super computers : 

* Used mainly in Scientific and Research organisations for processing complex scientific data 
that require a huge processing power 

* The cost of a supercomputer is much higher compared to an ordinary computer 

Two features of mainframe computers : 

* Mainframe computers can support several thousand users simultaneously i.e., are multiuser 
systems. 

* Mainly used in organisations that need to frequently access the same information and quickly 
process large number of transactions on-line. 

Two functions of cache memory are : 

* — {tis a high speed memory that is used to temporarily store active data and instructions during 
data processing. 

* Cache memory increases the performance of the PC 


Flash memory is a solid state secondary memory storage device. It works ae to an EEPROM and 
uses a special CMOS transistor for storing data. Data can be stored, read, and erased from such a 
memory. It is used in various applications like computer BIOS chip, pendrives, smart media etc. 


(iii) (a) (234), + (537), 


(b 


— 


(c 


~ 


1 1 
Brian ty Alternative ons Behe 
2 Sha"? ee le +53 7, 
Pit a, 7 ho . 
ae 
Ans. (773), 3 
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RY 
() 220 
2| 10 rem 0 
2| 5 0 
2| 2 1 
2| 1 0 
0 { 
- 20,5 =- 10100, 
In 8 bit form 00010100 [+20 in sign magnitude ] 
| 1’s complement 
1 
TT1-OR IGOR ie [-20 in 1’s complement form ] 
v + 1 
VTA OF EA OLO [—20 in 2’s complement form ] 
(ii) OR 


(a) In a Sign Magnitude Number the MSB of the number represents the sign of the number and 
the remaining bits represent the magnitude of the number. If the number is +ve, the sign bit 
is taken as O. If the number is —ve, the sign bit is taken as 1. 


Example : + 10 1 1 1, in sign magnitude representation in 8 bits 


= |'0) 0) 0; 15 OF 11 


-— 10 1 11 in sign magnitude representation in 8 bits 


=117.0; OF Tg Om iiteal 


fs 
Sign bit Magnitude 


(b)) 131 0, = 10) 180 


= 1110 + (2’s complement of — 1010) ae ; 
= 1110 + 0110 
JL 1's complement 
iy at (6) 0101 
+ 1 
: ; Ans. (100), 0 1 1 0 (2’s complement) 
(c) He © 
xe tO 
Gale jog eae O 
; 0 0 0 0 Ox 
pont Ob Wes Vie OF Xoex 
TOT Tes ORRXe xe x 
ipo) ap ak le Ans. (100011110), 
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(iii) (a) Truth Table of Full Adder 


A B C Sum Cout Min sum Min Cout 
0 O 0 0 0 

0 0 1 1 0 ABC 

Osi 0 | 0 ABC 

SI 1 0 { ABC 
1 0 0 1 0 AB C 

DaWanda O 1 ABC 
pes ap Osea 1 ABC 
Wises 1 | 1 ABC ABC 


C + ABC + ABC 
C + ABC + ABC 


=A®BOC 


Circuit for Full Adder, 


(b) DIFFERENCES 


1. Converts from other base or decimal to binary. 


2. An n-to-m encoder can encode at the most n= 
2™ numbers to m binary bits. 


1. Converts binary data to decimal or other base 


2. An n-to-m decoder decodes n input bits to m = 
2” output bils 
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(iii) OR 
(a) 1 


A 
0 
0 
| 
1 


(b) Half Subtractor 


- o-+ Oo DW 


ts of computer S 


w 


>! 


| 
1 
0 
0 


4 
B 


| 
0 
| 
0 


cience 


5 6 
A+B A+B 
0 1 
1 0 
1 0 
1 0 


Question 


p fae (+ 
A.B AB A+B 
0 1 { 
0 { { 
0 { { 
{ Oren 
A.B 

A+B 


Borrow K’ Map 


(iv) (a) System software include software that are used to run a computer and manage its different 
resources. These software interact with the hardware to make it work. The operating system 
is the most important system software. It acts as a link between the hardware and the user. 


(b) When the computer is powered on then the booting that takes place is called cold booting. It 
involves the power on Self Test to check the RAM, I/O Devices and the microprocessor followed 


by loading the operating system. 


During warm booting the computer is restarted using the Ctrl + Alt + Del key combination. 
Warm booting skips the Power On Self Test (POST) and loads the operating system files. 


(c) DIR > C:\>DIR C:\Temp 
EDIT > C:\>EDIT C:\ Temp \ Myfile.txt 
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OR 


a) aie oa | Low Level Language ) 


—_——$—$——$ 
‘. Language more close to machine or hardwar, 
2. It is difficult to write programs using 4 low level 


language 
3. Example | Machine language 


1. Language more close to human language 


i is easier to write programs using a high level 
language 


3. Example : C, C++, BASIC 


(b) Compiler 


1. It translates the entire progrem before it is run It translates the program line-by-line ane fm 
2. A compiled program has to be compiled only each line 


once and run as many times required An interpreted program needs to be interpreter 
everytime it is run. 


(c) The shell serves as the user interface through which the user interacts with the 
system. It is the layer next to the Kernal, It acts as a command interpreter and manages ‘he 
running of application programs. 
Examples of different UNIX shells include the Bourne Shell, the Korn Shell. 


(v) (a) #include < stdio.h > 
void main ( ) 
{ int num, i, flag = 1; 
printf (“\nEnter number :"); 
scanf (“%d”, &num); 
for (i = 2; i < num; i++) 
{ if (num% i = = 0) 


{ flag = 0; 
break; 
} 
} 
if ( flag = = 1) 
printf (“\n Prime number...”); 


else 
printf (“\n Not a prime number...”); 


} 


(b) Relational operators are used to compare two values in C. There are six different relationay 
operators. The outcome of a relational operator is either True or False ie., produce a logical 
output. The different relational operators are. <,<=,>,>=,==,!= 
Example : 
int num ; 
printf (“\n Enter a number ;”) ; 
scanf (“%d", &num) ; 
if (num % 2 = = 0) 

printf (‘\n Even number") ; 
else 
printf (‘\n Odd number’) ; 


The above code compares the result of num %2 with the value ‘0’ for equality, If the remainder 
is ‘0' then the result is True. If the remainder is ‘1' then the result of comparison is False. of 


e } 
- 
® 
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nT 
OR (a) # include pen Sant a ties 
void main () Yin Axa LADAMA 4O 
{ inti, j, i [OVG102 MATUIMOD 
for (i elsics 4.144) 2RAd9 
{ for in =i j<=4-i; pte) #4) 


printf ( “p” ): se eae Ras ee 

PASIVS WAN of Peeve’ 

for (k = tik<=i; K++). SR: Banari 

~ we ” ry * LL Soe rene 

. rn Oi oe “PORE Y oemt 
ti \n : ' Tent) ike 

printf (“\n") c2n8 0) novig od: Slee Robes Iam 
} ‘ Wiay elt ofitions » yoh beloyineb ad Wie eM = 
} * awvant Het BIRR nigiBes emt NK exagel 


[Note : Here # indicates a blank space | Why 


7b) include <stdioch'soeo 8  seovssup TWO anibinos AsqaOIa 900 ou) 
ee PS Vaid train’) vow? mie NOHaBUp (rtO) T TeWwenl GP evan iGy nen 


{ int num, digi, sum=0; 
iQ 4. bin toiroe-sencans oY fF agers at 
5) hy fe Laqeoprintfi.({\n Enters number sal!) Ra sthw epivario eidigzog bra yi = * 


scanf (‘%ed", &num); ert ostisdet ss sat i Keds bi 
while (num > 0) ee ; 
{ digit = num % 10; — = GUORD 
sum = sum + digit; 

x2 num = num / 10; 
sh ‘ (melev2 eras ewe pie 
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QUESTIONS OF ANNUAL EXAMINATION, 2017 
COMPUTER SCIENCE 
CLASS - XI 
(PRACTICAL) 
(NEW SYLLABUS) 


Time 3 hours ] [ Full Marks ; 30 ] 


Special credit will be given for answers which are brief and to the point. 
Marks will be deducted for spelling mistakes, untidiness and bad handwriting. 
Figures in the margin indicate full marks for the questions. 


General Instructions : 


* There are 4 (four) groups. Group-A contains 4 (four) questions. Group-B contains 2 (two) parts, each containing 
4 (four) questions. You have to answer 1 (one) question from Group-A and 1 (one) question from each part of 
Group-B 

* Write all the steps in your answer-script which you have performed with the computer. 

* Print all files, if necessary and possible, otherwise write all files with partial data input and output in your answer-script 

« Make suitable assumptions, if any, and tabulate them. 


GROUP - A 


Answer any one from the following questions : 5x¥1=5 


1. Carry out the following using the Windows operating system : 
(a) Make three folders in ‘C' drive and give their names as ‘Science’, ‘Arts’, and ‘Commerce’. 
(b) Create a shortcut of ‘Science’ folder in the Desktop. 


(c) Make a folder named as ‘New Folder’ inside the ‘Arts’ folder and then move it into the 
‘Commerce’ folder. 2+14+2 


2. (a) Create a folder of your name in the ‘D’ drive of your computer. After that, rename the folder 
as ‘STUDENT’. 


(b) Set Screensaver of your choice in your computer and set the waiting time as 30 minutes. 
(c) Change the taskbar location of MS-Windows of your computer to the right side of the screen. 


24244 
3. Do the following tasks using Unix/Linux command : 
(a) Using Editor, make a file named as ‘Sample file’. 
(b) OFF the ‘Write’ permission of that file. 
(c) Move that file to inside of any folder. 24241 


4. (a) Show the list of all current users using Unix/Linux command. 
(b) Using Unix/Linux command, create a directory ‘XI-Final’ under your current directory. 
(c) Using Unix/Linux command, rename the folder ‘XI-Final’ as ‘Xi-Lab’. 


24241 
GROUP - B 
PART - | 

Answer any one from the following questions : Re t=5 

« Algorithm / Flowchart : 2 

* Program coding in ‘C’ language : 2 

« Execution and output : 1 
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' Question 
v ' 
r 1 Write a program in ‘C’ language to find out the summation of 1 to n integers (value of n should be 
"taken as input). 5 
9, Write @ program in ‘C' language in which digits of an inputted number are printed in reverse. 
3, BY using ‘C' language write a program which will convert an inputted text / word into uppercase. 
The program should also display the converted text. 5 
4. Write a program in ‘C’ language to make the following pattern : 
| 
1ef%2 
| 2 3 
Vig ese Opus 
1.2), wai 4 ee 5 
v 
PART - Il 
answer any one from the following questions : 10x 1 = 10 


Algorithm / Flowchart : 4 
Program coding in ‘C’ language : 4 
Execution and output : 2 


By using ‘C' programming language write a program which will display all the prime numbers 


between 1 to 100. 10 
Write a program in ‘C’ to convert a decimal integer to its equivalent Binary. The decimal integer 
should be fed through keyboard. 10 
Write a program in ‘C’ language to find out the x" using recursive function where x and n are two 
integers, should be taken as input. 10 
Write a ‘C’ program which can accept a sentence from user, count the vowels in it and show the 
total number of vowels present in that sentence. 10 
GROUP - C 
Laboratory notebook 5 
GROUP - D 
Viva-voce 5 
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Answer any one from the following : 


COMPUTER SCIENCE PAPER SOLUTION 


CLASS - XI 
2017 Practical Examination 


GROUP — A (Multiple Choice Questions) 


5x1=5 


1. Carry out the following using the Windows operating System: 


(a) Make three folders in 'C' drive and give their names as ‘Science’, ‘Arts', and ‘Commerce’ 


(c) 


(b) 


P1-Q-40_ 


Step 1. 
Step 2. 


Step 3. 
Step 4, 
Step 5. 
Step 6. 
Step 7. 


Double click on the Computer icon on the Desktop 


In the window that opens showing the different drive names, double click on the C- 
drive icon 


In the window that opens, right click on the white space in the right side pane 

In the dropdown list that opens, select the New option 

In the sub-list that opens, click on the Folder option to create a New Folder 

Type the name of the folder as ‘Science’ and click anywhere outside the folder name 
Repeat steps 3 to 6 to create two more new folders and name them as ‘Arts’ and 
‘Commerce’. 


Create a shortcut of the ‘Science’ folder in the Desktop. 


Step 1. 


Step 2. 


Right click on the Science folder and select the Send to option from the dropdown 
list. 

In the sub-list that opens, select the Desktop (create shortcut) option to create a 
shortcut of the 'Science' folder on the Desktop. 


Make a folder named as ‘New Folder’ inside the ‘Arts' folder and then move it into the ‘Commerce: 


folder. 


Step 1. 
Step 2. 
Step 3. 
Step 4. 
Step 5. 
Step 6. 
Step 7. 


Step 8. 
Step 9. 


Double click on the newly created ‘Arts’ folder to open the ‘Arts’ folder window. 

In the window that opens, right click on the white space in the right side pane 

In the dropdown list that opens, select the New option 

In the sub-list that opens, click on the Folder option to create a New Folder 

Click anywhere outside the folder name to create the folder 

Right click on the ‘New Folder’ icon and select the Cut option from the dropdown list 
Click on the ‘Back to Local Disk (C:)' blue arrow button at the top left corner of the 
window to get back to the C drive. 

Double click on the 'Commerce' folder name to open the ‘Commerce’ folder. 

Right click on the right side window pane and select the Paste option to move the 
New Folder from Arts to Commerce folder 


Create a folder of your name in the D: drive of your computer. After that, rename the folder as 


'STUDENT". (2) 

Step 1. Double click on the Computer icon on the Desktop 

Step 2. In the window that opens showing the different drive names, double click on the D: 
drive icon 

Step 3. In the window that opens, right click on the white space in the right side pane 

Step 4. In the dropdown list that opens, select the New option 

Step 5. In the sub-list that opens, click on the Folder option to create a New Folder 

Step 6. Type the name of the folder as 'Avik' (i.e. type your own name here) and click 
anywhere outside the folder name 

Step 7. Right click on the newly created folder name. From the dropdown list that opens select 
the Rename option 

Step 8. Re-type the folder name as ‘STUDENT’ and click outside the folder icon 

Set Screensaver of your choice in your computer and set the waiting time as 30 minutes. (2) 

Step 1. Right click on the Desktop and click on the Personalize option from the dropdown 


Step 2. 


list that appears 
From the Personalization window that opens, select the Screen Saver option from 
the bottom 
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Step 3. The Screen saver window opens. Select the Bubbles option from the Screen saver 
list box 
Step 4. Under the Wait Time box type the time as 30 
Step 5. Click on Apply to apply the screen saver 
(c) Change the taskbar location of MS Windows of your computer to the right side of the screen. 
(1) 
Step 1. Right click on the Taskbar at the bottom of the screen 
Step 2. Choose the Properties option from the drop down list that appears 
Step 3. The Taskbar and Start Menu Properties window opens 
Step 4. Under the Taskbar appearance section, click on the list beside the Taskbar location 
on screen 
Step 5. Select the Right option and click on the Apply button to move the Taskbar to the 
right of the screen 
3, Do the following tasks using UNIX / Linux command: (2) 
(a) Using Editor, make a file named as ‘Sample file’. 
Step 1. Open the vi editor in UNIX to create the file ‘Sample file’ by typing the following: 
$ vi SampleFile 
Step 2. Type i to type any text in the file 
Step 3. Press Enter followed by Esc to get back to the command mode 
Step 4. To save the file, type : wq! And press Enter to save and exit the vi editor 
(b) OFF the ‘Write' permission of that file. (2) 
Step 1. Type the following under the command prompt: 
$ chmod 555 SampleFile 
(c) Move the file to inside of any folder. (1) 
Step 1. Type the following under the command prompt to move the file to the usr directory 
$ mv Sample File / usr 
4. (a) Show the list of all current users using Unix/Linux command. (2) 
Step 1. Type the following command to display the current users: 
$ who 
(b) Using Unix/Linux command, create a directory X!-Final' under your current directory. (2) 
Step 1. Type the following under the command prompt: 
$ mkdir XI-Final 
(c) Using Unix/Linux command rename the folder ‘XI-Final’ as ‘XI-Lab’. (1) 
Step 1. Type the following under the command prompt to move the file to the usr directory 
$ mv XI-Final X!-Lab 
GROUP -B 
Part — 1 
Answer any one from the following : 5x1=5 


1. Write a program in C language to find out the summation of 1 to n integers (value of n should be 
taken as input): 


Step 1. Open the C programming IDLE (like Turbo C or DevC++) and type the following code 
in a new file: 
/*2017 Part-1: Program1*/ 
#include<stdio.h> 
int main() 
{int n, i, sum=0; 
printf ("\nEnter any integer: MN) 5 
scanf("%d", &n); 
for(i=1; i<=n; i++) 
sum = sum + i; 
printf("\nThe required sum is %d", sum) ; 
fflush (stdin) ; 
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Part | 


getchar () ; 
return 0; 
) 
Step 2. Save the file as parlt_P1.C and compile it. 
Step 3. Run the program alter compilation 


2. Write a program in C language in which digits of an input number are printed in reverse 


Step 1. Open the C programming IDLE and type the following code in a new file: 
/*2017 Part-1: Program2*/ 
#include<stdio.h> 
int main() 

{int num, digit; 
printf ("\nEnter any integer: "); 
scanf ("%d", &Gnum) ; 
while (num>0) 
(digit = num%10; 
printf ("%d", digit) ; 
num = num/10; 
) 
fflush (stdin) ; 
getchar () ; 
return 0; 
) 
Step 2, Save the file as part1_P2.C and compile it. 
Step 3. Run the program after compilation. 


3. By using C language write a program which will convert an input text/word into uppercase. The 
program should also display the converted text. 


Step 1. Open the C programming IDLE and type the following code in a new file: 
/*2017 Part-1: Program3*/ 
#include<stdio.h> 
int main() 
{int i; 
char sent[80]; 
printf("\nEnter a word or sentence: "); 
gets (sent) ; 
for(i=0; sent[i]!='\0'; i++) 
{if( sent[i] >=97 && sent[{i] <= 122) 
sent[i] = sent[i] - 32; 
} 
printf ("\nThe modified text is:\n%s", sent); 
fflush (stdin) ; 
getchar () ; 
return 0; 
} 
Step 2. Save the file as parti1_P3.C and compile it. 
Step 3. Run the program after compilation. 


4. Write a program in C language to make the following pattern: 


tep 1. Open the C programming IDLE and type the following code in a new file: 
/*2017 Part-i: Program4t/ 


#include<stdio.h> 
int main() 
{int i, 3; 
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(hue(iel dyet yen 
Perabo (be ube 

PEEE EVA, 
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eval (eb on 
watelhar() 
rebuen 0 
] —— 
Blep @ Have the file ae jail PAG and eonpile Ih HD wae oe 
Hlop A Hun the progiart aller eamyallalian, ee dial 
HOUR © A ‘ 
Harl a 
— any one from the following 


{ 
| 


By = ©" programming language WHLE A Praga whiely will dlaplay all the pine Huinliera tied 
iil 
Step 1. Open the © programming ALE and type the log wa na Haw tile | 
/*2017 Part @) Prageaml'/ 
Wineludesetdia he 
Ane main) “i 


(Ant www, 4, Ohage ‘4 
for (vuwel) numeetO0) jamie) ' 
(flaged: Bales | 
for (42) deenum/2) dee) | aoe 
(Af (numbi == 0) j re | 
(flaged; vredeal” [Oe hgiat, of ~<a 
bveak; ia ‘yi denis : 
) il om he te " 
) " jiteeog® 
if (flag==1) " Ae a 
peanee (“\nka", ‘eval? egy om rel Re 
) ‘whe qanygeiny ort iT 4 
fflueh(atein) ; ion § hice cay Meet § i 7 7 x 
getehar(); i om et 2 hae sine x 
return 0) _ 


‘i pow 0 a : — a. 
5 


} L* 
Step 2, Save the file av parle P10 amypll 
Step 3. Run the program after compilation, 


2 While a program in’ to convert a decimal integer to ila equivaley ( 
should be fed through keyboard | } Lone 
Step 1. Open the C programm 
/*2017 Part=2) Progranae/ 
Winclude<atdio,h> 

ant maia() ‘**! © wu 

(ant num, i80, essay 
passer i 


fflush (stdin) | 

qetchar () ; 

return 0; 

) 
Step 2. Save the file as parla P2,C and compile It 
Step 3. Run the program after compilation 


3. Write a program in 'C' language to find out x" using recursive function where x and n are Iwo inte 
should be taken as input Org 


Step 1. Open the C programming IDLE and type the following code in a new file 
/*2017 Part-2: Program3*/ 
#include<stdio,h> 
int power(int x, int n) 


{int p; 
if (n==0) 
return 1; 
p = x * power(x, n-1); 
return p; 


) 
int main() 
{int n, x, Pow; 
printf ("\nEnter base value: "); 
scanf ("$d", &X) ; 
printf ("\nEnter index values") FF 
seanf ("$d", &n); 
pow = power(x,n) 
printf ("\nRequired power = $d", pow); 
fflush (stdin) ; 
getchar() ; 
return 0; 
} 
Step 2. Save the file as part2_P3.C and compile it. 
Step 3. Run the program after compilation. 


4. Write a 'C' program which can accept a sentence from the user, count the vowels in it and show the 
total number of vowels present in that sentence. 


Step 1. Open the C programming IDLE and type the following code in a new file: 
/*2017 Part-2: Program4*/ 
#include<stdio.h> 
int main() 
{int i, j, count=0; 


char sent[80], vowel[] = "DEIOUaeiou" ; 
printf ("\nEnter a sentence: ")/ 
gets (sent) ; 


for(i=0; sent[i]!='\0'; itt) 
{for (j=0; vowel[}]!='\0'; j++) 
if(sent{i] == vowel[}}) 
{counttt; 
break; 
) 


) 

print£("\nTotal vowels = $d", count) } 

fflush(stdin) ; 

getchar () ; 

return 0; 

) 
Step 2. Save the file as parl2_P4.C and compile it. 
Step 3. Run the program after compilation, 
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QUESTIONS OF ANNUAL EXAMINATION, 2017 
COMPUTER SCIENCE 
CLASS - XI 
New Syllabus 


time : 3 Hours 15 minutes | | Full Marks ; 70 
Special credit will be given for answers which are brief and to the point. 
Marks will be deducted for spelling mistakes, witidiness and bad handwriting. 
Mgures in the margin indicate full marks for the questions, 
GROUP -A 
answer the following questions (MCQ type) : 1 x 21 =2]) 
(i) The technology of third generation computer is 
fa) Vacuum Tube (b) LSI (c) IC (d) VLSI 
ii) Which of the following is not an Input Device ? 
ja) OCR (b) CRT (c) OMR (d) MICR 
fii) (Ale * Bho = Ph, 
(a) 15 (b) F (c) E (d) D 
iv) The BCD of (24) ,, is 
(a) 10100 (b) 00100100 (c) 101001 (d) 10010100 


[v) The complement of product of two variables is equal to the summation of their individual 
complements.’ 
Which of the following operation satisfies the statement ? 


fa) AB=AB (b) AB=A+B (c) AB=A+B (4) A+B=A+B 
(vi) How many NAND gates are required to form an OR gate using NAND gate ? 
(a) 3 (b) 4 (c) 2 (d) 5 
(vil) X+y =? 
fa) x+y (b) x+y (c) xy (d) xy 
(viii) How many values can be placed at most in a three variable K-Map > 
(a) 7 (b) 8 (c) 3 (d) 6 
(ix) Maxterm is denoted by 
(a) (b) Q (c) 0 (d) x 
(x) In Boolean algebra, F (a, b, c) = X(0, 4, 7) is same as 
(a) x(1, 2, 3, 5, 6) (b) x(0, 4, 7) (c) n(0, 2, 4, 6) (d) x(1, 3, 5, 7) 
(xi) In Boolean Algebra, AC + ABC is equal to 
(a) AB (b) BC (c) AC (d) A+BC 
(xii) Which of the following is not a GUI operating system ? 
(a) MS-DOS (b) MS-Windows (c) UNIX (d) None of these 
(xiii) The command to make a file in UNIX operating system is 
(a) mkdir (b) cat (c) copy con (d) Ls 
(xiv) Which of the following is not a primary data type in C? 
(a) float (b) enum (c) char (cd) double 
(xv) Which of the following is a valid variable name in C language ? 


(a) a-] (b) la (c) al “(dj l-a 
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Part 1 : Question Papers 


(xvi) Which of the following is equivalent to if-else statement ? 


(a) > (b) ?: (c) 78 (d) >» 
(xvii)Which of the following is a valid array in C language ? 

(a) [a] (b) a() (c) a[5] (dl) a[~} 
(xviii) In C language which of the following is a user defined function ? 

(a) printf) (b) scan{( ) (c) gets( ) (cl) main( ) 


(xix) main( ) 
finta=1,b=5; 
while (a ++ < 5) 
{ b+} 
| 

printl {“%d’, b); 

getch( ) ; 


Here the value of b will be 

(ayes? (b) 8 (c) 9 (d) 10 
(xx) main( ) 

Pint: 

for (i= 1 is =5;itt) 

printf (“Y%d", 1) ; 

it+ : 

getch( )3 


“Here the output will be 
(a) 1234 (b) 12345 (c) 2345 (d) 234 
(xxi) (23), * (29) = (Ayo 


(a) (10), (b) (19), (c) (6), (d) 0 


GROUP - B 


bo 


Answer the following questions in brief (Alternatives are to be noted) : 1x 14=14 
(i) What do you mean by data processing ? Give example. 

Or, Write two features of Non-impact Printer. 

(ii) (74),- (47), = Pe 

Or, (1011.10), x (11), = (?), 

(iii) What is Don’t Care Condition in Boolean Algebra ? 

Or, Prove that, x+1=1. 

(iv) What is spooling ? 

Or, What do you mean by buffering ? 

(v) What is Algorithm ? 

Or, Write two features of flowchart. 

(vi) Write two difference between while and do while loop. 

(vii) What is the role of getch() in C language ? 

(viii) Write the significance of Header file. 

Or, What is Library function ? 

(ix) Write the Syntax of else-if ladder in C language. 

(x) Write the Syntax to take the data clements as input in a 2 * 3 array. 
Or, How can you declare a string variable ? Show by an example. 
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(xi) inta® QO, 0; 
for(t@ lyt<= Sy 14+) 
' azar 
i 
print! (“%d", a) 
Rind out the value of a 
(xii) Give an example of an Infinite loop. 
xiii) What are the different storage classes in C language ? 
Or, What is Recursion ? 


(xiv) What do you mean by ‘at and ‘+a’? 


GROUP - C 
3, Answer the following questions (Alternatives are to be noted) ; 7*5=35 
ji) @ Wnite two functions of ALU. 
(b) Discuss Laser Printer in short. 
(c) Write a short note on Barcode Reader. 2+3+2 


Or, {a) Wnite three characteristics of second generation computers, 

(b) Write two differences between Data and information. 

{c) Write a short note on DVD. BE D- 
fii) (a) Subtract the following : (AB6E),, - (C2DF) 

(b) (12A7.13),, = (?), 

(c) (1011), + (1101), = (?),. J#2+2 
Or, {a) Subtract the following using 1’s complement method ; 

(1101), -(1001),. 

(b) What is ASCII code ? Give example. 

(c) Find out the Gray code of (1101),. 32-2 
(iii) (a) Why NOR gate is called universal gate ? Prove it, 

(b) Write down the truth table of full substractor and draw the logic diagram of it. 

(c) Simplify : 


lo" 


F =(A+B+C).(A+B+C).(A+B+C).(A+B+C) 2+3+2 
Or, (a) Draw the block diagram of 4 x 1 MUX. 
(b) F=(A+B).(A+B), find out the F. 


(c) Prove that SOP = POS (Show by an example). Q2+2+3 
(iv) (a) What is time sharing OS ? Give example. 

(b) What are the functions of virtual memory ? 

(c) Write down the function of the MS-DOS ‘ATTRIB’ command with example. 
Or, (a) What do you mean by batch file in MS-DOS ? 

(b) What is Multiprocessing OS ? Give example. 

(c) Give the example of Wild Card character in UNIX OS and also write the advantages. 

2+3+2 

(v) (a) What do you mean by Entry controlled loop in C language ? Give example, 

(b) (25), & (19),, = (?) 

(c) Write a program in C language to check a number is Palindrome or not, Q+1t+4 
Or, (a) Write the Syntax of Nested if statement. 

(b) (21), 1 19), = (hos 

(c) Write a Program in C language to print the following pattern ; Q+1+4 


10 10 
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COMPUTER SCIENCE PAPER SOLUTION 
CLASS - XI 
2017 Annual Examination 


GROUP - A 


1, Answer the following questions (MCQ type) : 


(i) (c) IC 
(ii) (b)) CRT 
(iii) (b)  F 
(iv) (b) 00100100 
(v) (b) AB=A+B 
(vi) (a) 3 
(vii) (Cc) xy 
(viii) (b) 8 
(ix) (d) x 
(x) (a) (1, 2, 3, 5, 6) 
(xi) (c) AC 
(xii) (a) MS-DOS 
(xiii) (b) cat 
(xiv) (b) enum 
(xv) (c) at 
(xvi) (b)  ?: 
(xvii) (c)  af5] 
(xvili) (d) main(_ ) 
(xix) (c) 9 
(xx) (b) 12345 
(xxi) (a) (10), [Not in syllabus] 


GROUP - B 


2. Answer the following questions in brief (Alternatives are to be noted) : 


(i) Data processing by a computer involves input, process, and output. The input part is used to jingu 
the data, process part involves modification of the data and the output part involves outputting the 
processed data. 


OR 

Two features of non-impact printers are : 

1. Non-impact printers do not have any hammering mechanism to apply ink on paper 
2. Non-impact printers are much less noisy than impact printers. 


'1'0'1 1 1 0 
101110x 
100010105 

Ans ; (100010.10), 


(iii) In case a particular input combination does not occur in a truth table, then the output of such an 
input combination is taken as don't care term. 
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iv) The full form of spooling is simultaneous peripheral operations online. It is a technique used to 
solve the problem of speed mismatch between the processor and the peripheral devices like 
printers, keyboards etc. 


OR 


Buffering involves storing data temporarily whlle it is moved from one place to another. Buffers are 
used when there is a difference between the rate at which the data is received and the rate at 
which it can be processed. 

(v) An algorithm is a sequence of instructions to obtain a solution to a problem in a finite number of 
steps. 


OR 


Two features of flowcharts are : 


A flowchart gives a graphical representation of an algorithm with special symbols representing 
different operations. 


The same flowchart can be used with various programming languages i.e. a flowchart is 
independent of any programming language. 


Difference 


while do-while 


. The loop condition is checked at the | 1. The loop condition is checked at the end. 


beginning 


. The loop body may or may not run at all | 2. The loop body runs at least once. 
depending upon the condition. 


(vii) The getch( ) function is used to get a character data from the keyboard. It can be used to pause 


the 


program also. 


(viii) Header files are required when library functions are used in a C program. The header files provide 


a the 
a OR 


prototype of the library functions used. 


A library function is predefined and precompiled piece of code that can be used in a C program 
to carry out various specific operations. 


(ix) Syntax of else — if ladder : 


if (x == 1) if (condition - 1) 
printf (“Value = 1”) ; statement; 

else if (x = = 2) else if (condition - 2) 
printf (“\n Value = 2”) ; statement; 

else if (x = = 3) else if (condition - 3) 
printf (“\n Value = 3”) ; statement; 

else else 
printf (“\n Any other value”) ; statement: 

(x) for (i=0; i < 2; i++) 


{ for ( {| = 0; j < 3; j++) 
{ printf(\nEnter value ; "); 
scan{(“Yod”, & mat [ /] [ |}; 
} 
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iii) 
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(xiv) 
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QHOUP = C 
awer the following queationa | (Alternatives are lo be noted) 
(a) Two funetiona of ALU are 
1, Baaed on the control aignala, the ALU Garrlea Out various arithmatie operations jike 
acaition, aublraation, multiplioation, of diviaion 
2 — [Lala cartion oul variove logical eperationa on data like AND, OF, NOT operations 
(b) Short Note on Laser Prien | 
Laver printers are noreinpaal printera that dae dry ink for printing, | ean print bath text ang 
imagea on paper, During the printing process a laser beam ia Used ta charge portions of a 
roller drum eoated with a apealal photo-conducting material, As paper is rolled ever the dru. 
dry ink gela depoalted on the paper based on the static charge on the drum, The ink is ther 
bonded onte the paper valng heal, 
Both black and white and colour prlvting Gan be done using @ laser printer, 
(c) Short Note on Barcode Reader ; 
A barcode reader ia an input device that Is used to sean product information from product 
labels, The Information on a barcode usually contains the product ID, price, name, 
manufacturers ele, 
A standard bareade consiate of a number of parallel light and dark tines / bars of variable 
width, The code ia read optically using a special scanner. Two types of barcode systems 
available are UPC (Uniform Produet Code) and EAN (European Article Number). 
OR 
(a) 3 characteristios of 2nd generation of computers are : 
1, These computers used transistors 
2, These computers produced much loss heat compared to first generation of computes. 
3. These computers were faster than first generation computers, 
(b) 
Information 
ih: Represents the raw material on which the | 1, Represents the processed raw material. 
computer works, 
2. It is the starting material of data] 2. It is the end product of data pracessing, 
processing, 
(c) Short Note on DVD ; ; 
DVD stands for Digital Versatile Disk or Digital Video Disk. It is an optical secondary storage 
medium, DVD's are availablo as single layer with 4.7 @B capacity and dual layer OVO with { 
8.54 GB capacity, Dimension wise a DVD is 12 em in diameter, tt uses a 650 nanometer _ 
laser ray to read data from a DVD, Data is written on a DVD using the same technique of 
land and pit as used In a CD, It is available as both read-only and read-write form, : 
i 
4 
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nt 
gual? Uieatian 


Wd () 8B 12 D Fig 
-A B 8 t 1A 
line. © 7 ! 
Ans $ (= 177146 
(b) ls 2 A i \ SIT 
CY YS .s 
0001 0010 1010 0111, 0001 O01) 
Ans : (1001010100111,00010011). 


Rye ate 
Or ety 
Kaley te.0 1s 
at.0.,Q 0 
Ans ; (11000), 
OR (a) 1101 - 1001 
= 1101 + (1's comp. of 1001) cans 
= 1101 + 0110 @oor 
Ans : (100)> Bm A 
100 


(b) The ASCII code is used for representing charactera in a computer ayatem, The tult form of 
ASCII is American Standard Code for Information Interchange, 
It uses 7 bits to encode each character, 
For example : 
ASCII values 65 to 90 represent the capital alphabets A to Z and ASCII values 97 to lee 
represent the lower case alphabets a to 2, 

(c) The Gray code of (1101), is : 
95. 90 94 Jo 
1, 101, 100, 0O1 ie (1011)» 

(iii) (a) Any logic gate can be formed using a NOR gate. Hence a NOR gate is called an universal gare 


NOT gate : ats 


AND gate : A 
A:B 
B 
OR gate : A 
B A+B 
(b) Truth table of full subtractor : x yo 
ang [i DU 
0 0 0 
0 lb ia Om. 
0 0 1 
0 1 0 
1 0 1 
1 1 0 Bort, 
1 0 0 
1 1 1 
PLQSt 
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Part 


(c) Simplify : F =(A+B+ ( + 
= (AA+B+C).(AA+B+C) [(X + Y) (X+2) =X + YZ] 
= (B+C)(B+C) [As (X + Y) (X + Z) =X + YZ] 
= BicG 2lCG#0! 
= g Ans 
(iii) OR 
(a) 4: 1 MUX C, Cy 


I Output 


°. F=(A+B).(A+B) 
= AA+AB+AB+BB 
= Api AB IAS. X.X= 0] 
= (AB).(AB) [Using de Morgan's Theorem] 
= (A+B).(A+B) 
= AA+AB+AB+BB 
- AB+AB [As X.X = 0] Ans. 

(c) Let us consider the following truth table 


If we take the min term m, and the corresponding max term M,. Then : 

M,=A+B 
Mo =A+B = AB = Mo 

Similarly if we take the max term M, then : 
M, = A+B 
M2 =A+B = A.B = Mo 

Hence SOP = POS. 

(iv) (a) A time sharing OS allows various users to share the total available time of the CPU memory 


and other resources of the computer system. Time sharing is the process by which many 
users can simultaneously use a computer system such that each user is given the impression 


that he is using his own computer. 
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gudim 


(b) 


- in case of insufficient free main memory. To do this a portion of the memory of 


(iv) OR 


(c) 


(v) (a) 


(b) 


{c) 


ents of Computer Science 


Question 
Examples of such systems are VAX / VMX and UNIX workstations. 


Virtual memory is a memory management scheme that allows the execution of process even 


a high speed 
secondary storage device like a hard disk is used along with the main memory, The operating 


system uses this secondary memory as an additional memory area to the main memory 


The attrib command in DOS is used to set the attribute for a file. The options available with 
ATTRIB are : 


+a for archive file 

+r for read file 

+s for system file 

+h for hidden file 

e.g. c,\> ATTRIB +r +a mydata.txt 


A batch file is used to group several commands into a file with the extension .bat. When the 
batch file is executed, the commands in the batch file are executed one by one without any 
human intervention. The EDIT command in MS DOS can be used to create a Batch file. 


A CPU may have multiple independent processors that work in parallel. Such computer systems 
are required for advanced scientific research and commercial application which require a great 
deal of processing power. An operating system that supports such a hardware configuration and 
helps to share the computer resources is called a multiprocessing operating system. 


Example includes VAX / VMS and UNIX workstations. 


Wildcard characters make it easy to deal with a set of files and directories with a single 
command. It also helps one to search for files even if the file name is not known exactly. 


UNIX uses three types of wild card characters. These are : 


1. * is used to represent any number of characters 
2. ? is used to match a single character 
3. [] is used to match specific character 


In an entry controlled loop the loop condition is checked at the beginning of the loop. A while 
loop is an example of an entry controlled loop. 


é.g. int i= 1; 
while ( i < = 10 ) 
{ printf (“‘\n %d", i); 


i++; 
} 
2519 & 194 2|25 2|19 
= (11001), & (10011), 2|12 rem 1 2| 9 rem 


=11001 2 [28% 0 2,4— 
SOC ibs 2 |ESlegeree0 2[.2_ 
10001 2[ 1_ 1 a |itib 

0 1 0 


= (10001), Ans. [Out of syllabus] 
# include <stdio-h) 
void main ( ) 


_ Oo Oo —> — 


{ int num, digit, rev = 0, copy; 
printf (“\n Enter number :”); 
scanf (“%d”, &num); 

copy = num; 
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hat 
while (eopy = OY ata ; Lin ah fis 
(digit © wopiyOhtO) eT See 
fav = tv 10-4 digit) yt city kent weligestase 
Bopy = GOpy/N0) ATARI ENE SRN Se 
it (uit = © fey) didi 
pili (\n palindrome number’); 
blse 
print (\n Not a palindrome number’) are 
j ent 
(vy) On Mf vide 
(a) Nested if statement ; ss 
it (es 66) 6 
(It (x <= 90) | nae nab 
print (‘Uppercase’) — sae Ps 
1186. ri svrin bss denbnels ahi Ae te 
ea (ol upvc se ages te © Slatonenty tei ae 
Pas; Hootie 6 iilee Af Heat Ve a tight sh Fe a 
oe “ain l on : 6 
iis 2 x (10101, | 001g 4 Tha wigs oa si 
Mh ais 


gieorese coor Ait OY TE an HTT 1h a Tig Tt ania 
10014 aaron 4 7 Ve Nels 4 bis the ote 

104M Aes, oe Seo “4 rp arora i: GGG 0) tie gi 
; On opie te his 5 NEG? a emis ph 


QUESTIONS OF ANNUAL EXAMINATION, 2018 
COMPUTER SCIENCE 
CLASS-XI 
(PRACTICAL) 
NEW SYLLABUS 


prime 3 hours] (Full Marks ; 20| 


Special credit will be given for answers which are brief and to the point, 
Marks will be deducted for spelling mistakes, witidiness and bad handwriting, 
Figures in the margin indicate full marks for the questions, 


General Instructions : 


e There are 4 (four) groups. Group-A contains 4 (four) questions, Group-B contains 2 (two) parts, each 
containing 4 (four) questions, You have to answer | (one) question from Group-A and J (one) ques- 
tion from each part of Group-b, 


e Write all the steps in your answer-script which you have performed with the computer, 


e Print all files, if necessary and possible, otherwise write all files with partial data input and 
output in your answer-script, 


* Make suitable assumptions, if any, and tabulate them. 


GROUP-A 
Answer any one from the following questions : S415 
1. Carry out the following using the Windows operating system ‘ 
a) Rename any one existing folder of Desktop, 
b) Convert all files and folders into ‘Tiles’ view of any one drive, 
c) Change the Desktop Background, 
d) Find out the files having ‘txt’ file extension name of any drive, 1+1+1+2 


to 
= 


Create a folder ‘Games’ on the Desktop. Inside this folder create three more folders 
namely ‘Cricket’, ‘Mootball’ and ‘Tennis’, 

b) Delete the ‘Football’ folder and again retrieve the folder at its original position. 3 +2 
3. Using Unix/Linux operating system commands, create the following tree ; 5 


New Delhi Kolkata Mumbai 
India Gate> fowrah Bridge Gateway of India 


Here boxes are denoting directories and oval-shapes are files, 


Hyderabad 


Ramoji Film City 


4. a) Show the list of all current users using Unix/Linux command. 

b) Create a file named ‘INDIA’ which will contain “I love my country” using suitable 
command in Unix/Linux. 
c) By using Unix/Linux command, show the present working directory and system date. 
1+2+2 
GROUP-B 
PART-I 

Answer any one from the following questions : §x1l=5 


* Algorithm / Flow chart : 2 
* Program coding in ‘C’ language ; 2 
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Part 1 


. Execution and output: 1 ay 
1. Write a program in ‘C’ language to check an integer number whether it is even or odd. The 
number should be given as input except Zero. 


>. Write a ‘C’ program to take two strings as input and concatenate them. i 
3. Write a program in ‘C’ language to check an integer number whether it is prime or not. 
The number will be taken as input. e 
4, Write a program in ‘C’ language to make the following pattern :; % 
x Om Om 
“em 
~* 
* - 
2 
PART-II 
Answer any one from the following questions : 10*1=1- 
* Algorithm / Flow chart : 4 ~ 
* Program coding in ‘C’ language : 4 
* Execution and results : 2 
1. Write a program in ‘C’ language, which will take an array of S numbers and find out +, 
largest and smallest numbers of that array. i 
2. Write a ‘C’ program which can print the following series : % 
0, 1, 1, 2, 3, 5, ...., n (Fibonacci series) 
Value of n will be inputted from user. 10 
3. Write a program in ‘C’ language to convert all the lower case letters in a sentence to the 
corresponding upper case letters. 10 
4. Write a program in ‘C’ language to add two 3 x 3 matrices and store into another matrix ang 
as well as display. 10 


GROUP-C 
Laboratory notebook 


ut 


GROUP-D 


Viva-voce 


vu) 
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QUESTIONS OF ANNUAL EXAMINATION, 2018 
COMPUTER SCIENCE 
CLASS-XI 
NEW SYLLABUS 


rime 3 Hours 15 minutes] (Full Marks - 70) 
Special credit will be given for answers which are brief and to the point. 
Marks will be deducted for spelling mistakes, untidiness and bad handwriting. 
Figures in the margin indicate full marks for the questions. 
GROUP-A 
1. Answer the following questions : tk ot~ 9 
i) The technology of second generation computer is 
a) Transistor b) IC c) VLSI d) LSI. 
ii) Magnetic tape iS AN .......cceeeeee device. 
a) Input b) Output c) Processing d) Memory 
i) «= (92), + (96), = (2), 
a) 121 b) 110 c) 88 d) 1001000. 
iv) ASCII value of A is 
a) 97 b) 35 c) 65 d) 90. 
v) The value of A + A = ? ( Using Boolean Algebra ) 
a) 2A b) 1 c) 0 d) A. 
vi) The number of minterms for n variables is 
a) n b) n? c) 2" d) None of these. 
vii) SOP form is one of the 
a) Boolean expression __b) Maxterms 
c) Minterms d) Canonical expression. 
viii) | The dual form of the Boolean expression A + C is 
a) A.C ea b)LAxG, c) A.C d) A.C 
ix) A multiplexer circuit with 1 output and 4 inputs is a 
a) 4: 4 multiplexer b) 4: 1 multiplexer 
c) 1 : 4 multiplexer d) 1: 1 multiplexer. 
x) How many selection lines are required in 1 x 16 demultiplexer ? 
a) 2 b) 8 c) 4 d) 16 
xi) Which of the following will be the output of the expression > F = X + XY ? 
a) 1 b) X c) Y d) 0. 
xii) which of the following DOS commands is External ? 
a) MD b) TYPE c) EDIT d) DATE. 
xili) The UNIX command used to rename a file is 
a) rd b) cp c) mv d) ls, 
xiv) Which of the following is not a system defined header file in C-language ? 
a) stdio.h b) conio.h c)math.h — d) function.h 
xy) Which of the following functions display the whole string on the screen in C-language ? 
a) gets( ) b) puts() c) scanf() —d) None of these. 
xvi) What type of operator is ‘88’ in C-language ? 
a) Logical operator b) Relational operator 
c) Arithmetic operator’ _d) Conditional operator. 
xvii) The memory size of a signed integer Will be sss bit. 
a) 16 b) 8 c) 4 d) None of these. 
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ro take a 5 field width integer type data as input, what will be the syntax > 


a) scant ("%d", & 5a); —_-b) seanf ("5% ad’, & a); 
c) scanf (“%5 d’, & a) d) scant (°% d5", & a ). 

XIX) stores the address of a variable, but not value of another Variable 
1) Array b) String c) Pointer d) Funetion 


xx) # include < stdio.h 


void main (}) 


print! (“%d%d% da", xy, 2); 


Here the output will be 
a) 323 b) 223 ¢c) 322 d) 233. 
xxi) # include < stdio.h > 


void main ( } 


intx=4; 
int*p=&x; 
int*k=p** 
intr=p-k; 
print{(*% d,"r); 
, 


Here the output will be 
a) 4 b) 8 c) | d) Runtime error. 


GROUP-B 


2. Answer the following questions in brief (Alternatives are to be noted): | « |4=j.4 


Write two disadvantages of super computer. 
OR 


1) 


4 GB = ? bytes. 
ii) (A702), =(?), 
OR 
(10100 ),-( 1111), =(?),. 
iii) Write the truth table of 2-input XNOR gate ? 
OR 


Using truth table prove that A+B= A.B. 
What do you mean by Multitasking operating system ? 


iv) 

v) Define variable. 

vi) In C-language what is the significace of ‘break’ statement? 
OR 


What is the function of ‘go-to’ statement in C-language ? 
vii) What is the difference between ‘=’ and ‘= =’ in C-language ? 
viii) | What do you mean by exit controlled loop ? 
OR 
Write the syntax of ‘do-while’ loop in C-language. 
ix) Ifx=6 and y= 1 then, what will be the value of x >> y = ? 
OR 


Write the syntax of ‘switch case’ in C-language. 
x) Why do we use < conio.h > in a C-program ? 
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a 


ot aaa 


xi) 
xil) 


xill) 


xiv) 


3. Answer the following questions (Alternatives are to be noted ) : 


i) a) 
b 
c) 


ii) a) 


a) 


s of Computer Science 


What is function prototype ? 
OR 
What is recursion ? 
Define array. 
OR 
Write the syntax to define a structure in C-language. 


Question 


Let a= 5 and b = 2, Write the C code to swap the values of these variables 


without using third variable. 
# include < stdio.h > 

int main ( ) 

f 

\ 


int counter ; 


for (Counter = 20; Counter > = 1; Counter - = 2) 


‘ 
\ 


printf (“\n% d”, counter) ; 


\ 
J 


return O ; 


\ 
‘ 


What will be the output of the above C-code ? 
OR 
What is Post increment ? 


GROUP-C 


Discuss Cache memory in short. 
Write two characteristics of 5th Generation computer. 
Write a short note on OCR. 
Or 
Discuss Flash memory in short. 
Write two characteristics of Mainframe Computer. 
Write a short note on MICR. 
Calculate the value of x: 
(x),, + (10111 ),= (167), 
Find out the BCD code of ( 23)... 
Write full form of ISCII and EBCDIC. 


OR 
Subtract by using 2’s complement method : 
(110100 ),-(10111),=(?), 
(A6D ),,+ (12E),, =(?),.: 
What is Signed Magnitude Number ? Give example. 


7*S=35 


Site Detae 


Siete 


BP Pe 


3+2+2 


Write the truth table of a full adder and find out the logic expressions of it using 


K-map and also draw the logic diagram. 


f(A, B, C) = X( 0, 2, 4, 7 ), write down the truth table and find out the logic expression. 


OR 


(1+3)+3 


Write down the truth table for the following logic function. Simplify it as a product of 


sums form using Karnaugh map. 
fl A, B,C) =7(1, 3, 5, 6,7): 


b) Draw the circuit diagram-of Full adder by using Half Adder. 
c) What is the purpose of enable input in a decoder ? 

iv) a) What is system software ? 
b) Define compiler. 
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(2+2)+2+1 
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Part | 


c) Write two differences between High level language and Low lavel language. 


d) What is a Mnemonic ? 2+2+2 
+] 
OR 
a) Write down the function and syntax of following UNIX commands : 
CP and Cat. 
b) Write down the function and syntax of the DIR command in MS-DOS. 
(2+2)+2+1 


c) What does an assembler do ? 
v) a) Write the C program to make the following structure (The number of lines will be taken 


as input ) : 
1 
1 3 
Ray te) 
IGS one 7 
b) Write the differences between ‘while’ and ‘do-while’ loop in C-language. 
4+2+] 


c) What is the function of Putchar( ) ? 
OR 


a) Write a progarm in C-language to check a number is Armstrong or not. 
b) Differentiate between Local variable and Global variable. 
4+2+1 


c) What is the function of gets () ? 
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sme : 3 hours] 


(Full Marks : 30} 

Special credit will be given for answers which are brief and to the point, 

Marks will be deducted for spelling mistakes, untidiness and bad handwriting, 
Figures in the margin indicate full marks for the questions. 


General Instructions : 


There are 4 (four) groups. Group-A contains 4 (four) questions. Group-B contains 2 (two) parts, each 


containing 4 (four) questions. You have to answer 1 (one) question from Group-A and 1 (one) ques- 
tion from each part of Group-B. 


Write all the steps in your answer-script which you have performed with the computer. 


Print all files, if necessary and possible, otherwise write all files with partial data input and 
output in your answer-script. 


Make suitable assumptions, if any, and tabulate them. 


GROUP-A 


Answer any one from the following questions : 


uo 

x 

— 

i] 
u1 


1. Carry out the following using the Windows operating system : 

aj Find all files with the file extension .rtf in your computer. 

b) Create a folder of Desktop and Rename it as ‘COMS PRACTICAL EXAM’, 
c} Sort the files in C drive by name. 2+2+1 
a) Create a.bmp file using the MS-Paint program and then save it on the Desktop as .gif file. 
bj Arrange all icons on Desktop according to their type. 


c) Create an arbitrary file in your Desktop. Send the file to Recycle Bin. Finally retrieve the 
file from Recycle Bin. 


2+1+2 
3. Using Unix/Linux operating system commands, create the following tree : 5 

Here boxes are denoting directories and circles are files. 
4. a) Using Unix/Linux command, display all current users of system, 

b) Using Unix/Linux, create a file Test’ containing the sentence “This is a line”. 

c) Make the file fest’ hidden, Enable read and write permission of the file Test’ for ane 

GROUP-B 
PART-1 
Sxl 5 

Answer any one from the following questions ; 


Algorithm/Flow chart : 2 
Program coding in ‘C’ language : 2 
Execution and output: 1 
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Part 1 


Write a C program that checks whether an input alphabet is a vowel or consonant, (Check 


both lower case and upper case) F 
2. Write a program in C language to find out the summation of all odd numbers in between | to 
n, where n is a positive integer. After execution, show output. 5 
3. Write a program in C language to print digits of an inputted number in reverse. 5 


4, Write a C program to generate the following pattren : 


] 
GK} 
WES Cts) 
Lar SaiSti (7 
1 W3e75R7 19 
PART-II 
Answer any one from the following questions : 10* 1 = 19 


Algorithm/Flow Chart : 4 

Program coding in ‘C’ language : 4 

e Execution and results : 2 

Write a C program to find out the sum of n natural numbers using recursion, where n is a 


positive integer. 
2. Write a C program to check whether an inputted string is Palindrome or not without using 
strrev() function. Display appropriate message as output. 10 


3. Write a C language program to generate Armstrong Number. 
|A number is Armstrong if the sum of cubes of individual digits of a number is equal to the 
number itself. e.g. 371 = 3° + 7° + 19] a 
4, Write a program to generate a Transpose Matrix of a 3 x 3 matrix using C language. 10 


Group-C 
Laboratory notebook 


Group-D 
Viva-voce 
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rime 3 hours 15 minutes | (Full Marks : 70] 


Special credit will be given for answers which are brief and to the point. 
Marks will be deducted for spelling mistakes, untidiness and bad handwriting. 
Figures in the margin indicate full marks for the questions. 


GROUP-A 
1, Answer the following questions : 1x21=21 
i) Al is used in which generation of computer ? 
a) First b) Third 
c) Fourth d) Fifth. 
ii) | Which is not a impact printer ? 
a) Inkjet . _b) Dot matrix 
c) Line d) Drum. 
iii) What is the Gray code of (101), ? 
a) (101), b) (111), 
c) (010), d) (110), 
iv) 10’s complement of ( 232 ),, is 
a) 786 b) 768 
c) 678 d) 767. 
vy) What is the dual of Boolean expression A + BC ? 
a) A. BC b) A(B+C) 
c) A(B+ C) d) A. BC. 
vi) X.X.1=? 
a) 0 b) 1 
c) X d) X, 


vii) What will be the output of the given logic circuit ? 
‘ans 
B—p : 


a) A+B b) A.B 
c) A+B d) A+B. 
viii) How many inputs are there in a decimal to binary encoder ? 
a) 2 b) 8 
c) 10 d) 16. 
ix) The X notation of SOP expression F(A, B, C)= ABC + ABC+ ABC is 
a) £(3, 4, 5) b) Z(1, 2, 4) 
c) £(3, 4, 6). d) X(2, 5, 7) 
x) There are two XOR gates, two AND gates and ONE «....-.--reerrr0"* in a full Adder circuit. 
a) NOR gate b) OR gate 
c) NOT gate d) NAND gate. ; 
xi) In combinational circuit data cannot be stored because there isno.........., here. 
a) OR gate b) NAND gate 
c) Memory d) None of these. 
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Part | 


xii) Which is Not an Application software ? 
b) Assemblet 


a) Foxpro 
d) Spreadsheet, 


c) Games 


xiii) The text editor of Unix OS is 
a) ed b) vi 
c) edit d) notepad, 
xiv) How many relational operators are there in C ? 
a) 3 b) 4 
c) 6 d) 8. 
xv) What will be the output of the following C-code ? 
Int x = 2; 
printf (“%d %d %d”, x, x", XxX) | 
a) 443 b) 222 
c) 224 dj433 
xvi) The library function to add two strings in C are 
a) stremp ( ) b) Strlen () 
c) Strstr () d) Streat (). 
xvii) Which one of the following stores the address of the variable not value ? 
a) Array b) String 
c) Pointer d) Function. 
xviii) Which header file is included for clrscr ( ) and getch () functions ? 


a) math.h b) Stdio.h 

c) stdlib.h d) conio.h 
xix) inti; 

for(1=0;i1<=4;) 

printf (“%d”, ** 1) — the output is 


a) 0123 b) 12345 
c) 1234 d) 123. 
xx) Char X[] = “A” ; Which statement is correct for this array ? 
a) X [0] = “A” b) X = “ABC” 
Chex: [Ele] mAs d) X = “A” 
Seal | -pedhdr uaccocndocnac is used to take user input through keyboard in C, 
a) printf b) scanf 
c) print d) scan. 
GROUP-B 
1. Answer the following questions in brief (Alternatives are to be noted): 1% 14=14 
i) Name the technology used in second generation computers. 
: OR 
What is the use of Drag and Drop in mouse ? 
ii) (10.01), x (1.01), =(?),; 


OR 
(- 10110), — express it in 1’s complement form of 8 bit. 
iii) Prove that A+B = A-B. 
OR 


Write the truth table of Half subtractor. 
iv) What do you mean by Time Sharing operating system ? 


OR 
What are the wild card characters of DOS ? 
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giments of Computer Science Question 
pu 


y) Write two characteristics of flowchart ? 
OR 
What is algorithm ? 
vi) What is the range of value storing of int data type in C ? 
OR 
Write the statement for printing 1 to 10 numbers ? 
vii) What is the difference between ‘a’ and “a” in C ? 
| viii) What will happen if there is no stopping condition in recursive function ? 
OR 
| Write the difference between Normal function and Recursive function in C ? 
ix) What will it mean if strlen () function returns zero value in C ? 
OR 
Write down the correct statement ? 
i) Char var = “A” ; 
ii) float arr a {15}; 
x) If a= 30, b = 40, then write the C-code to interchange the values of a and b without using a 
third variable. 
xi) What will be the output of (“%5.3 f” , 125.11) ? 
OR 
What do you mean by call by reference ? 
xii) Give an example of array of structure ? 
OR 
Write one difference between while and do-while loop. 
xm) ointx=1,y=1; 


if(n>0) 

H 
x=xt+1; 
Y—oUa ds, 


printf (“Y%d %d” , x, y); 
What will be the values of x, yifn= 1? 
xiv) Which signs or operators are used for using pointer variables ? 
OR 
Ifa = 20 and P= & a, then what will be the value od * p+ 1? 


GROUP-C 
3 3. Answer the following questions (Alternatives are to be noted) : 7x5=35 
{i) {a) Write two differences between Calculator and Computer. 
(b) Write a short note on Laser Printer. 
(c) Write the differences between SRAM and DRAM. 94943 
OR 
(a) Write down two characteristics of Third Generation computers. 
(b) Write the differences between internal bus and external bus. 
(c) There are 20 disc plates in a hard disk. There are 100 tracks in each plate, 25 sectors 
in each track and 5 kB of data in each sector. What is the capacity of the hard disk ? 
Des 
(i) (a) (563), + (486), = (?), 
(b) (BCE), + (17D),, = (?),, 
; 2+2+3 
(c) Subtract : (111111100), - (537), 
OR 
(a) Subtract using 2’s complement : 
(1011.01), -(101.01), 
P1-Q-65 
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Part 1 


(b) 
(c) 
(iii) (a) 


(i) 
(ii) 


(b) 
(c) 


(a) 


(b) 
(iv) (a) 
(b) 
(c) 


(a) 
(b) 
(c) 


(v) (a) 
(b) 
(c) 


(a) 


(b) 


P1-9-66 


What is the equivalent BCD of (754),,, ? 


Write the differences between ASCII and EBCDIC ? 34049 


Y= AB+AB 
Draw the truth table of the given boolean expression, 
Draw the logic diagram using only NAND gate of the given boolean expression 


Write two functions of Encoder. 


Draw the truth table of the 4 x 1 MUX (1 +2)4+24+9 
OR 

Draw the truth table and evaluate the logic expression of 

F(A, B, C) = (0, 2, 4, 7). 

Simplify using K-Map : F(A, B, C) = ABC + ABC + ABC. 443 


Write the differences between System software and Application software. 


What is Compiler ? Write the names of two languages where compiler is used, 

What is Mnemonics ? 2+(2+2)+1 
OR 

Write a short note on Loader. 

What is the function of Virtual memory ? 


What is the function of Is and Cp command in Unix (with example) ? 2+2+(1 t+i1) 


Write a C program to print fibonacci series (using Recursive function). 
Write the differences between ‘break’ and ‘continue’ statement in C. 


Write one advantage of using flowchart. 44+2+] 

OR 
Write a C program to print the following pattern. 

% 
* * 
* * * 
* * * * 
4+3 


Draw a flowchart to examine whether a given number is odd or even 
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fete More than 150 worked-out. programs done using € and the working of each 
program explained-with the help of various diagrams and possible outputs 


Common logical‘and syntactical errors while writing a program have been 
--treated and illustrated separately at the end of each-ehapter on C 


Chapter-summary, given at the end of each chapter to help in recapitulation 
General index provided-at the end of the book to help find any topic easily 


= Various useful appendixes provided at the end of the book that include: 
a, The ASCII character set 


b. . -List0f DOS and UNIX commands 

c: List of C commands 

d.- A Program List that covers all'the worked-out programs in the book 
e. . List of various Acronyms used in the book 

f. 


List of tables dealing with various differences and comparisons 


A-set.of theory and practical examination question papers of the previous 
years of WBCHSE class 11 examinations provided at the end of the book 
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